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Executive Summary

Philadelphia has an air monitoring network of ten air monitoring stations that house instruments
that measure ambient levels of gaseous, solid and liquid aerosol pollutants. It is operated by the
City of Philadelphia’s Department of Public Health, Air Management Services (AMS), the local
air pollution control agency for the City of Philadelphia. This network is part of a broader
network of air monitoring operated by our local states of Pennsylvania, New Jersey, Delaware
and Maryland that make up the Philadelphia- Camden- Wilmington, PA-NJ-DE-MD
Metropolitan Statistical Area (MSA).

The United States Environmental Protection Agency (US EPA) cteated regulations on how the
air monitoring network is to be set up. These regulations can be found in Title 40 - Protection of
Environment in the Code of Federal Regulations (CFR) Part 58 — Ambient Air Quality
Surveillance, located online at: http://www.epa.gov/ttnamti 1/40cfr53.html.

Beginning July 1, 2007, and each year thereafter, AMS has submitted to EPA Region III, an Air
Monitoring Network Plan (Plan) which assures that the network stations continue to meet the
criteria established by federal regulations.

Air monitoring provides critical information on the quality of air in Philadelphia. The objective
for much of our network is to measure pollutants in areas thatrepresent high levels of
contaminants and high population exposure. Some monitoring is also done to determine the
difference in pollutant levels in'various parts of the City, provide long term trends, help bring
facilities into compliance, provide real-time monitoring and provide the public with information
on air quality.

The proper siting of a monitor requires the specification of the monitoring objective, the types of
sites necessary to meet the objective, and the desired spatial scale of representativeness. These
are discussedqn the section entitled “Definitions”.

This Plan is composed of twelve sections plus Appendices A - D:

1. Announcement of Future Changes to the Network - This section provides information
on how the publicds made aware of the Plan and where it is available for review.

2. Definitions - This section describes the terms used for air monitoring programs,
measurement methods, monitoring objectives, spatial scales, air monitoring areas,
pollutants, collection methods, and analysis methods.

3. Current Network at a Glance - This section shows the location of the monitoring sites
and the pollutants measured at each site.

4. Current Sites Summary - This section provides information applicable to our overall

network such as population. It also provides a brief overall purpose for each monitoring
site.
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10.

11.

12.

13.

Direction of Future Air Monitoring - This section gives a perspective of the major
areas and initiatives AMS will be considering during the next few years.

Potential Changes to the Network - This section describes changes that may occur
within the next 18 months that would modify the network from how it is currently
described in the Plan.

NO; Monitoring Network - Per 40 CFR Part 58.10(a)(5), this section documents how
AMS will establish NO, monitoring sites in response to the new 1-hour standard.

CO Monitoring Network - Per 40 CFR Part 58 Appendix D 4.2, this section
documents the minimum requirements for CO monitors.

PM; s Monitoring Network — Per 40 CFR Part 58.10(8)(1), this section documents the
minimum PM, s monitoring at near-road sites.

Exclusion of Certain PM, ;5 Continuous FEM.Data from Comparison to the NAAQS
- Per 40 CFR Part 58.10 (b) and Part 58.11 (e), this section‘’documents the request to
exclude PM; 5 Continuous FEM Data from the LAB site for NAAQS and AQI purposes.

NCore Monitoring Site — Relocation from BAX to NEW -This section describes the
current status of and the reasoning behind the involuntary relocation of the current NCore
monitoring station (BAX).

Detailed Information on Each Site - Thisqs the largest section of the Plan. Each
monitoring site is separately described in a table, complete with pictures and maps. The
material is presented as:

o A table pfoviding information on the pollutants measured, sampling type,
operating schedule,collectionmethod, analysis method, spatial scale, monitoring
objective, probe height, and begin date of each monitor;

o Piectures taken at ground level of the monitoring station;

o' A map of the monitoring site complete with major cross streets and major air
emission sources within 3000 meters (almost 2 miles); and

o An aerial picture providing a north view of the site.

Appendices
e Wind Rese Plots - Appendix A provides wind rose plots from 2005 —2013.

e Second Near-Road Monitoring Station — Appendix B provides information
regarding the second near-road NO, monitoring station

e Approval letter to Exclude PM; s Continuous FEM Data — Appendix C provides
the EPA approval regarding the request to exclude data from PM, 5 Continuous FEM
from the LAB site.

¢ NCore Relocation from BAX to NEW — Appendix D provides information
regarding the NCore move from BAX to NEW and the approval from EPA.
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AMS has provided a copy of the Plan for public inspection on the City’s website at:
http://www.phila.gov/health/AirManagement/PublicMeetings.html.

Comments or questions concerning the air monitoring network or this Plan can be directed to:

Mr. Henry Kim
Chief of Program Services
Air Management Services
321 University Avenue, 2nd Floor
Philadelphia, PA 19104
Phone: 215-685-9439
E-mail: henry kim@phila.gov
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Announcement of Future Changes to the Network

Beginning July 1, 2007, and each year thereafter, AMS has submitted to EPA Region III, a Plan
assuring that the network stations continue to meet the criteria established by federal regulations.
At least 30 days prior to July 1 of each year, AMS announces to the public the availability of the
Plan through notices published in the Philadelphia Daily News and the Pennsylvania Bulletin.
Copies of the Plan are available for public inspection on the City’s website under the Department
of Public Health, Air Management Services at:

http://www.phila.gov/health/AirManagement/PublicMeetings.html

and at the AMS office:

Air Management Services
321 University Avenue, 2nd Floor
Philadelphia, PA 19104
Phone — 215-685-7586

Provisions will be made to accommodate comments and questions concerning the air monitoring
network or the Plan. If comments are received; they will be considered for incorporation into the
Plan.
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Definitions

Air Monitoring Programs

EPA has established various air monitoring programs for the measurement of pollutants. Some of
these are briefly described below. Later in this Plan, air monitoring sites and monitoring
equipment are specifically identified relative to these air monitoring programs:

O

NATTS - National Air Toxics Trends Stations. This network provides ambient levels of
hazardous air pollutants. These sites are established with the intent-that they will operate
over many years and provide both current and historical information.

NCore - National Core multi-pollutant monitoring stations. Monitors at these sites are
required to measure particles (PM; s, speciated PM; 5, PMyg.25), O3, SO,, CO, nitrogen
oxides (NO/NO,/NOy), Pb, and basic meteorology. They principally support research in
air pollution control.

SLAMS - State or Local Air Monitoring Stations« The SLAMS make up the ambient air
quality monitoring sites that are primarily needéd for NAAQS comparisons, but may
serve other data purposes. SLAMS exclude special purpose monitor (SPM) stations and
include NCore, PAMS, Near-road NO,/CO and all othér State or locally operated stations
that have not been designated as SPM stations.

PAMS - Photochemical Assessment Monitoring Stations:

STN - A PM; s speciation station designated te be part of the Speciation Trends Network.
This network provides chemical species data of fineparticulate. These sites are
established with the intent that they will operate over many years and provide both
current and historical infofmation.

State speciation site- A supplemental PM; 5 speciation station that is not part of the
speciation trends network.

SPM - Special Purpose Monitor. As the name implies these monitors are placed for
purposes of interest to the€ity of Philadelphia. Often this monitoring is performed over a
limited amount of time: Data is reported to the federal Air Quality System (AQS) and is
not counted when showing compliance with the minimum requirements of the air
monitoring regulations for the number and siting of monitors of various types. The
agency may designate a monitor as an SPM after January 1, 2007 only if it is a new
monitor or for a monitor included in the monitoring plan prior to January 1, 2007, if the
Regional Administrator has approved the discontinuation of the monitor as a SLAMS
site.

Measurement Methods

O

Approved Regional Method (ARM) - A continuous PM; s method that has been
approved specifically within a State or Local air monitoring network for purposes of
comparison to the NAAQS and to meet other monitoring objectives.

Federal Equivalent Method (FEM) - A method for measuring the concentration of an
air pollutant in the ambient air that has been designated as an equivalent method in
accordance with 40 CFR Part 53; it does not include a method for which an equivalent
method designation has been canceled in accordance with 40 CFR Part 53.11 or 40 CFR
Part 53.16.

Federal Reference Method (FRM) - A method of sampling and analyzing the ambient
air for an air pollutant that is specified as a reference method in an appendix to 40 CFR
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Part 50, or a method that has been designated as a reference method in accordance with
this part; it does not include a method for which a reference method designation has been
canceled in accordance with 40 CFR Part 53.11 or 40 CFR Part 53.16.

Monitoring Objectives

The ambient air monitoring networks must be designed to meet three basic monitoring
objectives:
o Provide air pollution data to the general public in a timely manner.
o Support compliance with ambient air quality standards and emissions strategy
development.
o Assist in the evaluation of regional air quality models used in developing emission
strategies, and to track trends in air pollution abatement control measures’ impact on
improving air quality.

In order to support the air quality management work indicated in the three basic air monitoring
objectives, a network must be designed with a variety of different monitoring sites. Monitoring
sites must be capable of informing managers about many things including the peak air pollution
levels, typical levels in populated areas, air pollution transported.into and outside of a city or
region, and air pollution levels near specific sources.

Spatial Scales

The physical siting of the air monitoring station must-be consistent with the objectives, site type
and the physical location of a particular monitor.

The goal in locating monitors is'to correctly match the spatial scale represented by the sample of
monitored air with the spatial scale most appropriate for the monitoring site type, air pollutant to
be measured, and the monitoring objective.

The spatial scale results from the physical location of the site with respect to the pollutant
sources and categories. It estimates the size of the area surrounding the monitoring site that
experiences uniform pollutant concentrations. The categories of spatial scale are:

o Microscale - Defines concentrations in air volumes associated with area dimensions
ranging from several meters up to about 100 meters.

o Middle scale - Defines concentration typical of areas up to several city blocks in size
with dimensions ranging from about 100 meters to 0.5 kilometer.

o Neighborhood scale - Defines concentrations within some extended area of the city that
has relatively uniform land use with dimensions in the 0.5 to 4.0 kilometers range. The
neighborhood and urban scales listed below have the potential to overlap in applications
that concern secondarily formed or homogeneously distributed air pollutants.

o Urban scale - Defines concentrations within an area of city-like dimensions, on the order
of 4 to 50 kilometers. Within a city, the geographic placement of sources may result in
there being no single site that can be said to represent air quality on an urban scale.

o Regional scale — Defines usually a rural area of reasonably homogeneous geography
without large sources, and extends from tens to hundreds of kilometers.

o National and global scales — These measurement scales represent concentrations
characterizing the nation and the globe as a whole.
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Air Monitoring Area

o Core-Based Statistical Area (CBSA) - Defined by the U.S. Office of Management and
Budget, as a statistical geographic entity consisting of the county or counties associated
with at least one urbanized area/urban cluster of at least a population of 10,000 people,
plus adjacent counties having a high degree of social and economic integration.

o Metropolitan Statistical Area (MSA) - A Core-Based Statistical Area (CBSA)
associated with at least one urbanized area of a population of 50,000 people or more. The
central county plus adjacent counties with a high degree of integration comprise the area.

Pollutants

Air Management Services monitors for a wide range of air pollutants:

o Criteria Pollutants are measured to assess if and how well we are meeting the National
Ambient Air Quality Standards (NAAQS) that have beenset for each of these pollutants.
These standards are set to protect the public’s health and welfare.

o Ozone (03)
o Sulfur Dioxide (SO)
o Carbon Monoxide (CO)
o Nitrogen Dioxide (NO)
= NO means nitrogen oxide.
* NOx means oxides of nitrogen and 1s defined as the sum of the
concentrations of NO, and NO.
*= NO, means the sum of all total reactive nitrogen oxides, including NO,
NO,, and other nitrogen oxides referred to as NOy.
o Particulate
= PM, s means particulate matter with an aecrodynamic diameter less than or
equalto a nominal 2.5 micrometers.
=  PM,p means particulate matter with an aerodynamic diameter less than or
equal to a nominal 10 micrometers.
=  PM Coarse means particulate matter with an aerodynamic diameter greater
than 2.5 micrometers and less than 10 micrometers.
o Lead (Pb)

o Volatile Organic Compounds (VOC) - Approximately 57 of these compounds are
monitored to assist in understanding the formation of ozone and how to control this
pollutant.

o Toxies - Approximately 44 compounds, carbonyls — 7 compounds, and metals - 7
elements are toxic.and are measured to assess the risk of cancer and non cancer caused by
these pollutants:

o Speciated PM; s - PM, s particles are analyzed to identify their makeup (60 components
including elements, radicals, elemental carbon, and organic carbon) and help assess the
level of health risk and identify sources that are contributing to the levels of PM, s being
measured.

Collection Methods
Particulate samples
o BAM-Beta Attenuation Monitor Met One BAM-1020 - This instrument provides
concentration values of particulate each hour. The BAM -1020 uses the principle of beta
ray attenuation to provide a simple determination of mass concentration. Beta ray
attenuation: A small "*C element emits a constant source of high-energy electrons, also
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known as beta particles. These beta particles are efficiently detected by an ultra-sensitive
scintillation counter placed nearby. An external pump pulls a measured amount of air
through a filter tape. Filter tape, impregnated with ambient dust is placed between the
source and the detector thereby causing the attenuation of the measured beta-particle
signal. The degree of attenuation of the beta-particle signal may be used to determine the
mass concentration of particulate matter on the filter tape and hence the volumetric
concentration of particulate matter in ambient air.

The following instruments provide concentration values of particulate over a 24-hour

period. Laboratory analysis is required before the concentration of particulate can be

determined.

o Hi-Vol - High-Volume Air Samplers (HVAS) are used to determine the concentration of
particulate matter in the air. Without a size-selective inlet (SSI), all collected material is
defined as total suspended (in the air) particulates (TSP), including lead (Pb) and other
metals. A size-selective inlet is added for PM;( measurement. A Hi-Volume sampler
consists of two basic components: a motor similar to these used in vacuum cleaners and
an air flow control system.

o Hi-Vol-SA/GMW-321-B - High Volume Sierra‘Anderson or General Metal Works
(GMW) model 321-B PMj is a high volumeair sampler system which has a selective
inlet 203 cm x 254 cm filter.

o Met One SASS - Filters used to collect PM measurement of total mass by gravimetry,
elements by x-ray fluorescence.

o R & P PM;; - Rupprecht & Potashnick PM,; s monitors an air sample drawn through a
Teflon filter for 24 hours.

Gaseous / criteria pollutants

o Instrumental - Data from these instruments is telemetered to a central computer
system and values are available in near “real time”. An analyzer used to measure
pollutants such as: carbon monoxide, sulfur dioxide, nitrogen oxides and ozone.

Toxic and organic (VOC) pollutants

oSS Canister Pressurized -/Ambient air.is collected in stainless-steel canisters,
cryogenically concentrated using liquid nitrogen and analyzed for target VOCs and other
organic components by GC-FID.

o Canister Sub Ambient Pressure - Collection of ambient air into an evacuated canister
with a final canister pressure below atmospheric pressure.

o «{DNPH-Coated Cartridges - Cartridges are coated with 2,4-dinitrophenylhydrazine
(DNPH). This is used for carbonyl determination in ambient air. High Performance
Liquid Chromatography (HPLC) measures the carbonyl.

Analysis Methods

Particulate concentration
o Gravimetric - The determination of the quantities of the constituents of a compound,
describes a set of methods for the quantitative determination of an analyte based on the
weight of a solid. Laboratory analysis is needed.
o BAM-Beta Attenuation - The principle of beta ray attenuation to provide a simple
determination of mass concentration. Instrumental — data is available in near real time.
Composition/make-up of particulates
o Atomic Absorption - This analysis measures the intensity of radiation of a specific
wavelength that is absorbed by an atomic vapor.
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O

Energy Dispersive XRF - Energy dispersive x-Ray Fluorescence Spectrometer for the
determination of metals including Lead concentration in ambient particulate matter. The
method is collected on PM; s filter samples.

Gaseous / criteria pollutants

O

o

Nitrogen Oxides — Chemiluminescence - Emission of light as a result of a chemical
reaction at environmental temperatures. This analysis is used for NO, NOy, and NO.
NO; is calculated as NOx- NO.

Carbon Monoxide - Nondispersive infrared - A nondispersive infrared (NDIR) gas
analyzer is an instrument that measures air samples for CO content.

Sulfur Dioxide - Pulsed Fluorescent - Pulsed fluorescence sulfur dioxide monitor where
air is drawn from the outside and passes through the analysis cellyand a high intensity
burst of UV light is emitted. The sulfur dioxide responds to the specific UV wavelength
generated by absorbing the energy. When the flash lamp shuts off (in a fraction of a
second) the SO, fluoresces giving off an amount of photons directly proportional to the
concentration of sulfur dioxide in the air.

Ozone - Ultra Violet - A light, which supplies energy to a molecule being analyzed.
Ozone is analyzed with UV.

Toxic and volatile organic pollutants

O

Cryogenic Preconcentration GC/FID - Cryogenic Preconcentration Gas
Chromatograph/Flame lonization Detector - air injection volume for capillary GC
combined with low concentrations of analyte require that samples be preconcentrated
prior to GC analysis. Sample preconcentration is accomplished by passing a known
volume of the air sample through a trap filled with fine glass beads that is cooled to
-180°C. With this technique, the volatile hydrocarbons of interest are quantitatively
retained in the trap, whereas the bulk constituents of air (nitrogen, oxygen, etc.) are not.
The air sample is collected in a vessel of known volume. A portion of this volume is
analyzed and used to calculate concentration of each compound in the original air sample
after Gas Chromatographic (Flame Ionization Detector, GC-FID) analysis. The sample
trapped cryogenically on the glass beads.is thermally desorbed into a stream of ultra-pure
helium and re-trapped on the surface of a fine stainless steel capillary cooled to -180 °C.
This second.cryogenic trapping stage "focuses" the sample into a small linear section of
tubing. The cold stainless steel capillary is ballistically heated (by electrical resistance)
and the focused sample quickly desorbs into the helium stream and is transferred to the
chromatographic column. Cryogen (liquid nitrogen, LN>) is used to obtain sub ambient
temperatures in the VOC concentration and GC. This analysis is used to determine the
concentration of Benzene and other organic compounds and VOC in the atmosphere.
GC/MS - Gas Chromatograph/Mass Spectrometer. Analysis of organic or VOC are
conducted using a gas chromatograph (GC) with a mass spectrometer (MS) attached as
the detector. Cryogenic preconcentration with liquid nitrogen (LNy) is also used to trap
and concentrate sample components.

Thin Layer Chromatography (TLC) - TLC is a widely used chromatography technique
used to separate chemical compounds. It involves a stationary phase consisting of a thin
layer of adsorbent material, usually silica gel, aluminum oxide, or cellulose immobilized
onto a flat, inert carrier sheet.

High Pressure Liquid Chromatography (HPLC). The analytical method used to
analyze carbonyl compounds such as acetaldehyde and formaldehyde. Carbonyl
compounds are collected on the sampling media as their 2,4-dinitrohydrazine derivatives.
The derivatives are separated by liquid chromatography (LC) on a packed column by
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means of a solvent mixture under high pressure (HPLC) followed by UV detection of
each carbonyl derivative.
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Current Network at a Glance

The City of Philadelphia is served by a network of ten air monitoring sites located throughout the
City that measure the criteria pollutants: ozone (O3), carbon monoxide (CO), nitrogen dioxide
(NOy), sulfur dioxide (SO,), particulate matter (PM;oand PM,s), and lead (Pb). Five of the sites
also measure toxics, such as benzene, acetaldehyde, and formaldehyde. The map below shows
the location of air monitors and the pollutants measured at each monitor location.

Figure 1 - 2014 Philadelphia Air Monitoring Network as of J

2014 PHILADELPHIA
AIR MONITORING NE

] =1 | |
TSP
Metals Comm.
(Be, Cr, Air
Mn, Ni, Toxics
AQS AMS NOy/ Speciated PM PAMS | TSP As, Cd, | TSP Lead | Toxics OPEN | AMS
Site Code | Site [Address co| s0,| 0zone [NO,| NO |pm,|PM,s| PM,s |[Coarse| carbonyis | VOC | (11101) [ Pb) (14129) | TO15 [MET| PATH | Site
421010004 | LAB | 1501 E. Lycoming X X X X X X X X X LAB
421010014 | ROX |Eva & Dearnley X X X ROX
421010024 [ NEA |Grant & Ashton X X NEA
421010047 | CHS |500 S. Broad X X X X X CHS
421010048 | NEW 2861 Lewis X | X X X X X X X X X X NEW
421010055 | RIT |24th & Ritner X X X X X X X RIT
421010057 | FAB |3rd & Spring Garden X FAB
421010063 | SWA |8200 Enterprise X X X SWA
421010075 [ TOR [4900 Grant Ave X X X X TOR
PHA |3100 Penrose Ferry Rd X PHA
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Summary of Current Sites

All of our ten monitoring sites are located in Philadelphia, PA:

State: Pennsylvania

City: Philadelphia

County: Philadelphia

Metropolitan Statistical Area (MSA): Philadelphia — Camden - Wilmington, PA-NJ-DE-MD
MSA number: 37980

Population: 6,034,678 as of 2013 annual estimate

EPA Region: III, Philadelphia

Class I area: Brigantine Natural Wildlife Preserve near Atlantic Cityy NJ
City population: 1,553,165 as of 2013 annual estimate

Time zone: EST

UTM zone: 18
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Table 1 - Site Summary Table

AQS Site Code Asll\is Address Statement of Purpose
421010004 LAB 1501 E. Built in 1964, a good site for the assessment of the City’s
Lycoming impact on precursors to the formation of ozone and is a
designated PAMS site. It is a good site to test new or
complex monitoring methods as laboratory staff are readily
available.
421010014 ROX Fowler & Periphery site
Dearnley

421010024 NEA Grant & Ashton | Periphery site
High Ozone

421010047 CHS 500 S. Broad Traffic related, a site that indicates the impact of street
traffic and pellutants that are transported into Center City

421010048 NEW 2861 Lewis Originally sited to measure the impact of Franklin
Smelting and Refining (now closed), MDC (now closed),
and'the waste water treatment plant.

In 2013, the NCore site was re-located here.

421010055 RIT 24™ & Ritner This site was selected to help assess the impact of the
petroleum refinery on the local community. The area was
identified by air quality modeling.

421010057 FAB 3" & Spring This site was established to represent the highest levels of

Garden PM; s in the City based on EPA Region III’s air quality
modeling of air toxics in Philadelphia. It shows high levels
of PM, s created by vehicle traffic.

421010063 SWA 8200 Enterprise | This site was established to measure toxics, carbonyls, and
metals. EPA Region III modeling analysis showed areas
near the airport to have high levels of aldehydes.

421010075 TOR 4901 Grant Ave | This site was established as the 1% near-road NO, monitor

& James St. in the Philadelphia-Camden-Wilmington, PA-NJ-DE-MD
Metropolitan Statistical Area .
PHA 3100 Penrose This site was selected as a Community Scale Air Toxics
Ferry Road Monitoring to continuously monitor air toxics pollutants

such as benzene and hydrogen fluoride (HF) in the South
Philadelphia community.
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Direction of Future Air Monitoring

The agency will study and assess the overall monitoring program within the City to determine
the course of future changes to the air monitoring network.

The agency will focus on the following:

e Improve the understanding of particulate and air toxic pollutants in Philadelphia. Model
results from the EPA Region III Philadelphia Air Toxics Project were provided to AMS.
The Philadelphia river ports and International Airport were identified as potential major
contributors to health risk associated with air toxic emissions. The agency plans to pursue
negotiations with the port entities in order to implement monitoring and emission
inventory efforts in this location.

e Utilize funds from EPA grants to expand the monitoring network.

o The agency will utilize the funds received from the EPA for its Community Scale
Air Toxics Monitoring grant to finalize the installation of the monitors. This will
enable the agency to continuously monitor air toxic pollutants such as benzene
and hydrogen fluoride (HF) in the South Philadelphia community. This 3-year
project will help the agency to take appropriate actions in protecting the
community and to evaluate the open path monitoring method.

o The agency was awarded agrant to install a near-road monitor at Torresdale train
station and has begun the data collection/analysis phase since January 1, 2014.
Currently, the agency is assessing potential sites for the second near-road monitor.
The second near-road monitor is expected to be operating by January 1, 2015.

e Maximize the monitoring network to be more efficient (i.e., utilizing continuous
equipment to replace filter based equipment, downsize monitoring to reduce overlapping,
etc)

o The agency has relocated the NCore station due to property issues, from BAX to
NEW.

o The agency will continue to utilize PM; s FEMs as replacements for FRMs. All
PM, s monitoring sites, except LAB, has utilized PM, s FEMs as their primary
PM, s monitors.
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Proposed Changes to the Network

Below are changes that are anticipated to occur over the next 18 months to the existing air
monitoring network:

Shutdown the ITO site as of July 1, 2014
o BaP, TSP, and PM3 will be discontinued.
PM2s
o LAB
=  Primary monitor is FRM.
e AsofJuly 1, 2014, will operate on a 1 in 3 day schedule.
= Co-located monitor is FRM
e FromJuly 1, 2014, will operate on a 1 in 3 day schedule.
o CHS
= Asof July 1, 2014, the co-located FRM will be shut down.
PMjo at the LAB will be shutdown as of July 1, 2014,
SO, at the LAB to shut down as of July 1, 2014.
AMS plans to establish and operate a 2™ Near-road NO, monitor by January 1, 2015 (See
Appendix B).
AMS plans to establish a monitoring site (PAC) near the Port of Philadelphia
0 A monitor to measure PM;s, PMyy, toxics, carbonyls, and metals will be placed to
assess the river port.
0 When the PAC site is established:
= Toxics, carbonyls, and metals will no longer be monitored at ROX and
will be moved to PAC.
Data collection to begin for 2 open path monitors in the parking lot of the Philadelphia
Housing Authority to continuously monitor selected air toxics in South Philadelphia. See
Appendix E of the 2012 — 2013 Air Monitoring Network Plan for additional information.
CHS may shut down. Based on EPA Region Il modeling results, FAB was established as
an alternative site to CHS.
o0 If CHS is shut down, NO,and NO will be moved to RIT.
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NO; Monitoring Network

Per 40 CFR Part 58.10(a)(5)(iv), the Plan must document how AMS will establish a second near-
road NO2 monitoring site in accordance with the requirements of 40 CFR Part 58 Appendix D,
section 4.3.2 by July 1, 2014.

On January 22, 2010, EPA strengthened the health-based National Ambient Air Quality Standard
(NAAQS) for nitrogen dioxide (NO,) by setting a new 1-hour NO; standard at the level of 100
parts per billion (ppb). EPA is also retaining, with no change, the current annual average NO,
standard of 53 ppb.

EPA also set new requirements for the placement of new NO, monitors in urban areas. The
requirements are codified in 40 CFR Part 58 Appendix D 4.3.2. The final rule requires:

¢ 1 microscale near-road NO, monitoring station in.CBSAs with population of 500,000
persons or more.

e 2 microscale near-road NO, monitoring stations in CBSAs with population of 2,500,000
persons or more, or in any CBSA with a population 0of500,000 or more persons and one
or more road segments with 250,000 or greater AADT counts.

e 1 NO, monitoring station in each CBSA with a population of 1,000,000 or more persons
to assess community-wide concentrations.

e Monitors must be operational between January 1,2014 and January 1, 2017.

Based on the final rule, the Philadelphia-Camden-Wilmington, PA-NJ-DE-MD CBSA is
required to have 2 near-road NO; monitoring stations.

On March 7, 2013, the EPA issued a‘final rule amending the implementation approach, allowing
for additional time to install and operate the near-road NO, monitors. One required near-road
monitor must be installed and eperational by January 1, 2014, for CBSAs with 1,000,000 or
more persons. The second required monitor must be installed and operational by January 1,
2015, for a.CBSA with 2,500,000 or more persons, or with 500,000 or more persons that has one
or more road segments of 250,000 or greater annual average daily traffic counts. This revision
replaces the 2010 rule requirement that all NO, monitors be operational by January 1, 2013.
AMS currently operates an NO, monitor that meets the area-wide monitoring requirements. The
first near-road NO, was established at TOR and started operation as of January 1, 2014. AMS is
in the process of findinga suitable location for the second near-road monitor (see Appendix B)
and expects to be operational by January 1, 2015.
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CO Monitoring Network

Per 40 CFR Part 58.10(a)(7), the Plan must document how AMS will establish CO monitoring
sites in accordance with the requirements of 40 CFR Part 58 Appendix D, section 4.2.1.

On August 12, 2011, EPA issued a decision to retain the existing National Ambient Air Quality
Standards (NAAQS) for carbon monoxide (CO). The existing primary standards are 9 parts per
million (ppm) measured over 8 hours, and 35 ppm measured over 1 hour.

EPA is revising minimum requirements for CO monitoring by requiring €O monitors to be sited
near roads in certain urban areas. The requirements are codified in 40 CER Part 58 Appendix D
4.2.1. In summary, EPA is requiring one CO monitor to be collocated with.a near-road NO,
monitor in CBSAs having populations of 1 million or more. EPA(is specifying that monitors
required in CBSAs of 2.5 million or more persons are to be operational by January 1, 2015.
Other CO monitors required in CBSAs having 1 million or‘more persons are required to be
operational by January 1, 2017. The Philadelphia-Camdén-Wilmington, PA-NJ-DE-MD CBSA
has a CO monitor collocated with the near-road NO,monitor at TOR and has been operational
since January 1, 2014.
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PM, s Monitoring Network

Per 40 CFR Part 58.10(8)(i), the Plan must document how AMS will establish near-road PM; s
monitoring sites in CBSAs having 2.5 million or more persons in accordance with the
requirements of 40 CFR Part 58 Appendix D, section 4.7.

40 CFR Part 58 Appendix D, section 4.7.1(b)(2) requires at least one PM; s monitor to be

collocated at a near-road NO; station for CBSAs with a population of 1,000,000 or more
persons. This requirement is met at the TOR monitoring site.
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Exclusion of Certain PM, 5 Continuous FEM Data
from Comparison to the NAAQS

40 CFR Part 58.11(e) documents the process for excluding PM, s FEM data from comparison to
the NAAQS and/or AQI if the performance criteria described in Table C-4 of Subpart C are not
met when assessed with a collocated FRM monitor.

In the 2013-2014 Plan, AMS submitted a request to exclude PM, s FEM data from 2011 through

the second quarter of 2013 at the LAB monitoring site (AQS ID 421010004) from being used for
comparison to the NAAQS and AQI. This request was approved (see Appendix C).
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NCore Monitoring Site — Relocation from BAX to NEW

In the 2013-2014 Plan, AMS provided information regarding the relocation of the NCore
monitoring site from BAX to NEW. The relocation of the NCore site was approved by EPA (see
Appendix D).
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LAB

Detailed Information on Each Site

Table 2 - Detailed LAB Information with Monitoring Station Picture

co SLAMS Continuous Instrumental 42101 93 Neighborhood | " oPulation 2/1/1966
Exposure
Ozone PAMS Continuous Instrumental 44201 87 Neighborhood | T opulation 1111974
Exposure
NO2 | sLams, Pams Continuous 42602 99 Urban Population 111977
Exposure
NOy SLAMS Continuous 42600 599
PM2.5 FRM SLAMS 1/3 days 88101 145
Primary
PM2.5 FRM SLAMS 1/3 da 88101 145
Collocated
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. Operating . . Parameter . Monitoring | Probe Height .
Parameter | Sampling Type Schedule Collection Method | Analysis Method Comments Code POC | AQS Method | Spatial Scale Objective o Begin Date
PAMS, 24 hr [1/6 days (April, May,|  SS Canister Cryogenic
Real Time Sept, and Oct) Pressurized Preconcentration 2 104
P GCIFID
. Cryogenic
PAMS, 24-hr 1/6 days (April-Oct) SS Cam.Ster Preconcentration 5 101
Colocated Pressurized
GC/FID
PAMS VOC Daily from J C i ti PAMS 3
PAMS, 3-hr aily from June- SS Canister ryogenic continuous :
. Aug, with sample . Preconcentration | hr, samples during 1 101
RealTime Pressurized
every 3 hrs GC/FID summer
. Cryogenic
PAMS, 3-hr 1/6 days (Jun -Aug) SS Can!ster Preconcentration 4 101
Colocated Pressurized
GC/FID
sampled for four 3-
. . DNPH-Coated hour periods every
Carbonyls |Urban Air Toxics 1/6 days Cartridges HPLC 3rd day during 102
PAMS season
Canister
Toxics Urban Air Toxics 1/6 days Subambient Multi-Detector GC 150
Pressure
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Figure 2 - LAB Monitoring Site Map with Major Streets and Major Emission Sources

AMS LABORATORY - 1501 E. LYCOMING ST.

EPA AIRS CODE: 421010004

2012 EMISSIONS (in TONSYR)

PLID ((16;"; NAME STREET co | Nox | PB |PMio|PM25| 502 | voc
01416 SM  |TDPS MATERIALSINC/ASPHALT PLT 3870N2ND ST 6.38 1.30| 0.00 149 023 0.17 1.60
01421 SM  |RIVERSIDE MATERIALS INC'ASPHALT PLT 2870 E ALLEGHENY AVE 13.81 2.79] 0.00 139 0.43 0.36 507
01551 A HONEYWELL FRANKFORD PLT 4700 BERMUDA STREET 8§1.23] 21508] 0.00] 7185 5790 2888] 119.17
01617 SN |PUROLITE INCMFG CHEM 3620 G ST 230 2.74] 0.00 0.21 0.21 0.02 348
02052 A SUN CHEM CORPHUNTING PARK PLT 3301 HUNTING PARK AVE 019 0.23] 0.00 011 0.00 0.00 1383
02253 SM [SMITH EDWARDS DUNLAP CO'ALLEGHENY AVE 2867E ALLEGHENY AVE 0.04 0.20] 0.00 0.01 0.01 1.20 4.03
02258 SM |[MUTUAL PHARMACEUTICAL INC/PHILA 1100 ORTHODOX 8T 1.14 1.67| 0.00 0.13 0.13 0.01 (.59
3506 SM  |PTR BALER AND COMPACTOR/PHILA 2207 E ONTARIOQ ST 0.02 0.10] 0.00 0.01 0.01 0.04 2383
04172 SM  |SEPTA BERRIDGE/COURTLAND MAINT SHOP 200 W WYOMING AVE 111 3.14| 0.00 4.15 4.15 0.02 5.14
04904 A EXELON GENERATION CO/SCHUYLKILL STA 2800 CHRISTIANST 35 2.66| 0.00 0.20 0.09 211 0.03
04922] A |PHILA GAS WORKS RICHMOND PLT 3100 E VENANGO ST 103] 453 0.00] 0.17] 0.4] 001] 016
05004] A |CONOCOPHILLIPS PHILA TERM 2210 G ST 0.00] 0.00] 0.00 0.00] 000] 0.00] 3446
08576 SM |ST CHRISTOPHERS HOSP FOR CHILDREN/PHIL A W ERIE AVE & FRONT ST 1.76 2.70] 0.00 0.20 0.20 0.06 0.17
09513] A |NORTHEAST WPCP/PHILA 3899 RICHMOND ST 3221|930 0.00] 165] 165 617 1462
T0034 SM |AMUNEAL MFG CORPPHILA 4737 DARRAH STREET 0.00 0.00] 0.00 0.00 0.00 0.00 0.17
TOTAL| 14268 246.64 0.00] 81.57] 65.15] 30.06] 226.34
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Figure 3 - LAB North Aerial View
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ROX

Table 3 — Detailed ROX Information with Monitoring Station Picture

AMS SITE ID: ROX
AQS Site ID: 421010014
Street Address: Fowler & Dearnley Streets
Geographical Coordinates
Latitude: 40.050000
Longitude: -75.240556

Parameter |Sampling Type gz::::;g Collection Method | Analysis Method Comments Pa::aon;:ter POC | AQS Method | Spatial Scale N(I;:;::;?‘;‘eg PrOb?n:e'ght Begin Date
Analysis by WV
Metals SLAMS 1/6 days Hi-Vol ICP-MS (TSP sampler with 92 /89
quartz)
) . DNPH-Coated
Carbonyls |Urban Air Toxics 1/6 days Cartridges 102
Canister
Toxics Urban Air Toxics 1/6 days Subambient Multi-Detector GC 150
Pressure
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Figure 4 - ROX Monitoring Site Map with Major Streets and Major Emission Sources

ROXBOROUGH - EVA & DEARNLEY STS.
EPA AIRS CODE: 421010014

2012 EMISSIONS (in TONS/YR)

PLID CODE NAME STREET CO | NOX | PB | PM10|PM2.5|802|VOC
01366 A PAPERWORKS IND INC/MILL DIV 5000 FLAT ROCK RD. 42,621 92.75| 0.00 2.84 2.84| 0.31] 20.87
TOTAL| 42.62] 92.75] 0.00] 2.84] 2.84| 0.31|20.87
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Figure 5 - ROX North Aerial View
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NEA

Table 4 — Detailed NEA Information with Monitoring Station Picture

Ozone

SLAMS

Continuous

Instrumental

Ultra Violet

87

Neighborhood

Population
Exposure

1/1/1974

Meteorological

SLAMS

Continuous
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Figure 6 - NEA Monitoring Site Map with Major Streets and Major Emission Sources

NORTHEAST AIRPORT - GRANT & ASHTON AVES.
EPA AIRS CODE: 421010024

NQYATION PRINTING & COMMPHILA

ALLIED TUBE & BQNDUIT CORPINORGOM
A HP HOGD AID/PHILA

PERFECSEAL/BUSTLETON FAC

/ .
b OCK
0 NN CP LLC/BLUEGR SSPLTINTERSTATE BRANDS CORP/PHILA

l-".' TRUCK/RENTAL INC/BLUEGKAS ?

NEA

2012 EMISSIONS (in TONS/YR

PLID C([(;-;)SS NAME STREET CO [NOX | PB |PM10|PM2.5(SO2| VOC
01591 SM  |PERFECSEAL/BUSTLETON FAC 9800 BUSTLETON AVE 1.62 193] 0.00) 011 0.04] 001 7.59
02030 SM |[RYDER TRUCK RENTAL INC/BLUEGRASSRD  |9751 BLUEGRASS RD 0.01] 0.06] 0.00 010 0.10[ 0.00 133
02159 SM |ROCK TENN CPLLC/BLUEGRASS PLT 0820 BLUEGRASS RD 122 1.46| 0.00 220 0.00] 0.01 0.08
03363 A |ALLIED TUBE & CONDUIT CORP/NORCOM 11350 NORCOMRD 0.27] 0.32 0.00{ 0.01 0.00] 0.00] 6011
05811 A INTERSTATE BRANDS CORP/PHILA 0801 BLUE GRASS RD 5.08] 6.04[ 0.00 0.18 0.18] 0.04 16.33
08008 SM  |INAZARETH HOSP/PHILA 2601 HOLME AVE 248| 344 000 012 0.00] 0.05 0.19
10076 SM  [INNOVATION PRINTING & COMM/PHILA 11601 CAROLINE ROAD 0.04] 0.05] 0.00 0.00 0.00[ 0.00 8.20
T0047| SM |HPHOOD PENN MAID/PHILA 10875 DUTTON 4.53] 540( 0.00{ 0.10 0.10] 0.03 0.30

TOTAL 15.25] 18.70{ 0.00| 2.83 0.42] 0.15] 94.12
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Figure 7 - NEA North Aerial View
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CHS

Table S - Detailed CHS Information with Monitoring Station Picture

AMS SITE ID: CHS

AQS Site ID: 421010047

Street Address: 500 S. Broad St

Geographical Coordinates
Latitude: 39.944722
Longitude: -75.166111

. Operating . . Parameter . Monitoring | Probe Height .
Parameter |Sampling Type Schedule Collection Method | Analysis Method Comments Code POC | AQS Method | Spatial Scale Objective o Begin Date
NO2 SLAMS Continuous Instrumental | Chemiluminescence 42602 1 99 Neighborhood F;")(’;‘;':ﬂ:’e“ 11 1/1/1982
Analysis by WV
Metals SLAMS 1/6 days Hi-Vol ICP-MS (TSP sampler. with 92/89
quartz)
. . DNPH-Coated
Carbonyls |Urban Air Toxics 1/6 days Cartridges 102
Canister
Toxics Urban Air Toxics 1/6 days Subambient Multi-Detector GC 150
Pressure
PM2.5 BAM =Beta
Contim;ous SLAMS Continuous Attenuation Monitor 88101 3 170
Met One BAM -1020
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Figure 8 - CHS Monitoring Site Map with Major Streets and Major Emission Sources

COMMUNITY HEALTH CENTER #1 - 500 S. BROAD ST.
EPA AIRS CODE: 421010047

REEN JR F; PDGIGSA|
ON/PHILA

COATINGS|

2012 EMISSIONS (in TONS/YR)

PLID ((:IE)-})S}:S NANE STREET CO | NOX | PB [PMIO|PM2.5| SO2
01014 SM_|VERIZONMKT CTRL OFC/RACE ST 500 RACEST 013 1.13] 0.00 0.10 0.00 0.08
03321 SM  |SUNGARD RECOVERY S¥C INCBROAD ST PHILA 401 NBROAD ST SUITE 600 0.14 028 0.00 0.01 0.01 0.10
04502 A VEOLIA ENERGY EDISONPHILA 308 SANSOM ST 289  33.53] 000 3.82 248 4452
04942 A VEOLIA ENERGY/SCHUYLKILL STA 2600 CHRISTIAN ST 31.21| 12080 000| 1279 1279 8%50
04544 A GRAYS FERRY COGEN PARTNERSHIP'PHILA 2600 CHRISTIAN ST G43] 245400 000 1811 1811 13.06
06020 SM |FEDERAL RESERVE BANK/PHILA 100 N 6THST 3.69 4.44| 000 0.10 0.10 0.03
06512 SM  |PHILADELPHIAN CONDOMINIUMS/PHILA 2401 PENNSYLVANIA AVE 840 10.02| 0.00 0.31 031 012
06526 SM  |PARK TOWNE PLACE APT/PHILA 2200 BEN FRANKLIN PKWY 1.62 1.92] 0.00 0.06 0.00 0.01
08016 SM | SAINT AGNES HOSPPHILA 1930 § BROAD ST 1.68 2.16[ 0.00 0.16 0.13 0.04
08069 A CHILDRENS HOSP OF PHILA' PHILA 34TH & CIVIC CENTER BLVD 21251 21.83| 000 235 235 0.86
08501 SM  |THOMAS JEFFERSON UNIV/PHILA 11 & WALNUT ST 0.66 2.03) 000 0.13 0.1 0.2%
08512 A UNIV OF PAPHILA 3451 WALNUT ST 2.05 8.00( 000 0.34 0.00 0.4%
08527 SM  |WISTAR INST/PHILA 3601 SPRUCE ST 0.05 1.26| 000 0.01 0.00 0.01
09703 A US MINTPHILA 151 NINDEPENDENCE MALL EAST 253 1.58] 000 0.01 0.01 0.01
09723 SM |WILLIAM J GREEN JR FED BLDG/GSA 600 ARCH ST 217 2.60| 000 0.08 008 0.02
05726 SM  |FEDERAL BUR OF PRISONS/ PHILA COURT 700 ARCH STREET 1.61 2.05[ 000 0.02 0.00 0.03
10092 SM  |PA CONV CTR/ARCHST 1101 ARCHST 2.00 2.87( 020 0.28 012 0.06
10353 SM  |PA CONVENTION CTR ANNEX/BROAD ST 111 NBROAD ST 1.20 280 038 0.72 038 0.13
T0114 SM  |COATING & CONVERTING TECH CORP/ADHESIVE COATINGS 80 EMORRIS ST 0.21 0.25) 000 0.02 002 0.00
TOTAL| 92.93] 469.26| 0.79] 40.64| 38.03)| 149.36
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Figure 9 - CHS North Aerial View
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NEW

Table 6 - Detailed NEW Information with Monitoring Station Picture

AMS SITE ID: NEW
AQS Site ID: 421010048
Street Address: 2861 Lewis Street
Geographical Coordinates
Latitude: 39.991389
Longitude: -75.080833

Parameter Sampling Type |Operating Schedule| Collection Method | Analysis Method Comments Parameter POC | AQS Method | Spatial Scale Moqnton:mg Probe Height Begin Date
Code Objective (m)
ARM utilizing trace Population 1/1/2011,
CO (trace) Ncore Continuous Instrumental level Non-dispersive High sensitivity 42101 1 093 Neighborhood p moved
. Exposure
infrared 10/2/13
ARM utilizing trace Pobulation
SO2 (trace) NCore Continuous Instrumental level UV High sensitivity 42401 2 100 Neighborhood Exp osure
Flurorescence P
Ozone Ncore/AQl Continuous Instrumental A.RM utilizing Ultra Year-ro‘und 44201 1 087 Neighborhood Population
Violet photomentry operation Exposure
- High sensitivity .
NOy/ NO Ncore Continuous Instrumental ARM l:ItI|Ian external converter | 42600/42601 1 599 Neighborhood Population
chemilumineseence Exposure
mounted at 10m
BAM =Beta
PM10 Continuous SLAMS Continuous Attenuation Monitor 81102 1 122 2/20/2007
Met One BAM~1020
BAM =Beta Population
PM2.5 Continuous Ncore/AQl Continuous Attenuation Monitor FEM 88101 3 170 Neighborhood Exp osure
Met One BAM -1020 P
PM2.5 Speciated Ncore 1/3 days Met One SASS | Enerdy Dispersive |\ cis by EPA 811 Neighborhood | hopulation
XRF Exposure
. ) ) Population
PM2.5 FRM Ncore 1/3 days. R&P PM2.5 Gravimetric NEW-D 88101 1 145 Neighborhood Exposure
N NEW-S (*NEW-S .
PM10 - PM2.5 Ncore 1/3 days minus NEW-D is PM| 86502 1 105 Neighborhood | -opulation
(PM Coarse) Exposure
Coarse)
Hi-Vol-SA/GMW-3214 ) . Integrated samplers. ) Population
TSP-HVAS Ncore 1/6 days B Gravimetric Weighed by AMS 11101 1 91 Neighborhood Exposure
TSP-HVAS sample
TSP-Lead Only | Noore 1/6 days Hi-Vol Atomic Absorption | C0lected and senttol - ,15q 1 43 Neighborhood | ~opulation
InterMountain Exposure
Laboratory (IML)
Meteorological Ncore Continuous
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Figure 10 - NEW Monitoring Site Map with Major Streets and Major Emission Sources

NORTHEAST WASTE - LEWIS & RICHMOND STS.

EPA AIRS CODE:421010048

e

RIVERSIDE

AMUNEAL

2012 EMISSIONS (in TONS/YR)

PLID ((;_Jr;}:}? NAME STREET co NOX | PB |PM10|PM2.5| SO2 | VOC
01421 SM  |[RIVERSIDE MATERIALS INC/ASPHALT PLT 2870E ALLEGHENY AVE 13.81 2.79) 0.00 1.39 043 0.36 5.07
01551 A HONEYWELL/FRANKFORD PLT 4700 BERMUDA STREET 8123 21508 0.00| T71.85] 37.90] 2888 119.17
02094 SM  [DIETZ & WATSONINCPHILA 3701 TACONY 8T 5.08 3.13) 0.00 0.47 048] 0.10 0.34
02255 SM  [SMITH EDWARDS DUNLAP CO/ALLEGHENY AVE 2867 E ALLEGHENY AVE 0.04 0.20] 0.00 0.01 001 120 4.03
3506 SM  |[PTR BALER AND COMPACTOR/PHILA 2207E ONTARIO ST 0.02 0.10) 0.00 0.01 0.01) 0.04 23.83
04903 A EXELON GENERATING CO/RICHMOND 3901 NDELAWARE AVE 0.04 6.50) 0.00 0.18 0.04] 135 0.00
04922 A PHILA GAS WORKS/RICHMOND PLT 3100 E VENANGO ST 2.06 4.21] 0.00 0.17 0.14] 001 0.16
05003 A KINDER MORGAN LIQUIDS TERM/PHILA 3300 NDELAWARE AVE 3.65 4.77] 0.00 0.31 0.23] 0.09 41.69
09513 A NORTHEAST WPCP/PHILA 3809 RICHMOND ST 2021 6.73) 0.00 2.01 2.01) 6.08 12.66
T0034 SM |[AMUNEAL MFG CORP/PHILA 4737 DARRAH STREET 0.00 0.00] 0.00 0.00 0.00] 0.00 0.17
TOTAL| 135.14| 243.50] 0.00] 76.39] 61.22] 38.13] 207.13
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Figure 11 - NEW North Aerial View
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RIT

Table 7 - Detailed RIT Information with Monitoring Station Picture

AMS SITE ID: RIT

AQS Site ID: 421010055

Street Address: 24th & Ritner Streets

Geographical Coordinates
Latitude: 39.922517
Longitude: -75.186783

. Operating . . Parameter . Monitoring | Probe Height .
Parameter Sampling Type Schedule Collection Method | Analysis Method Comments Code POC | AQS Method | Spatial Scale Objective o Begin Date
S02 SLAMS Continuous Instrumental Pulsed Fluorescent 42401 1 100 Neighborhood F;(‘:)‘:)'zzf: 4 11/1/2004
PM2.5 Speciated | SLAMS Continuous Met One SASS | Energy Dispersive | - Lo ie by EPA 811 1115/2011
Teflon XRF
Analysis by WV
Metals SLAMS 1/6 days Hi-Vol ICP-MS (TSP sampler with 92 /89 11/1/2004
quartz)
Carbonyls  |Urban Air Toxics 1/6 days DNPH-Coated 102 11/1/2004
Cartridges
Toxics  |Urban AirToxics| 16 days | C2noier SUbaMDIeNt) i petector GG 150 11112004
Pressure
BAM =Beta
PM2.5 Continuous SLAMS Continuous Attenuation‘Monitor 88101 3 170 6/1/2011
Met One BAM -1020
Air quality
measurements
approved
instrumentation for
Meteorological Continuous wind speed, wind 4/1/2010
direction, humidity,
barometric
pressure,rainfall and
solar radiation
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Figure 12 - RIT Monitoring Site Map with Major Streets and Major Emission Sources

RITNER - 24TH & RITNER STS.

EPA AIRS CODE: 421010055

ERGY/SCHUY{
RATION CO/S¢

S

s

ANK PARK/PHILA

2012 EMISSIONS (in TONS'YR)

PLID 2[6;? NAME STREET Cco NOX PB | PM10 |PM2.5| SO2 vocC
01501 A PHILA ENERGY SOL REF/PES 3144 PASSYUNK AVE 1.779.95] 129694 000 467.39] 46694 567.54 606.97
01507 A SUNOCOLOGISTICS BELMONT TERM 2700 PASSYUNK AVE 29.00 11.63] 0.00 035 0.00 0.12 3562
01517 A SUN CO/SCHUYLKIKL TANK FARM 3144 PASSYUNK AVE 0.96 0.18] 0.00 0.00 0.00 0.00 104.48
04904 A EXELCON GENERATION CO/SCHUYLKILL STA 2800 CHRISTIAN ST 035 2.66] 0.00 0.20 0.09 211 0.03
04921 SM |PHILA GAS WORKS/PASSYUNK PLT 3100 PASSYUNK AVE 2.01 3.26] 0.00 0.14 0.09 0.09 0.18
04942 A VEOLIAENERGY/SCHUYLKILL STA 2600 CHRISTIAN ST 31.21 12080 0.00 12.79] 1279 89.30 6.90
04944 A GRAYS FERRY COGEN PARTNERSHIP/PHILA 2600 CHRISTIAN ST 9.43 249.40] 0.00 16.11] 19.11 13.06 15.41
05009 SM  |PLAINS PROD TERM/PHILA 1630 § 518T ST 0.00 0.00] 0.00 0.00 0.00 0.00 1.51
05013 A PLAINS PROD TERM LLC/67TH ST 3400 5 67TH ST 0.18 0.22] 0.00 0.00 0.00 0.00 63.02
08016 SM |SAINT AGNES HOSP/PHILA 1930 S BROAD ST 168 2.16| 0.00 0.16 0.13 0.04 012
08047 SM  |METHODIST HOSP/PHILA 2301 S BROAD ST 232 3.04] 0.00 0.10 0.00 0.04 0.16
08069 A CHILDRENS HOSP OF PHILA/PHILA 34TH & CIVIC CENTER BLVD 21.25 21.83( 0.00 235 235 0.86 1.93
10029 SM  |121 POINT BEREEZE TERM/ PHILA 6310 W PASSYUNK AVE 9.18] 3.67] 0.00 0.00 0.00 0.00 18.24
10236 SM  |TASTY BAKING COPHILA NAVY YARD 4300 5 26TH ST 2.80 3.35] 0.00 029 0.29 0.00 0.50
T0147 SM__|CITIZENS BANK PARK/PHIL A 1001 PATTISON AVE 576 4.19] 0.00 024 024 0.02 115
TOTAL[ 1.896.09] 1,723.32{ 0.00 503.13] 502.03| 673.37 856.23
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Figure 13 - RIT North Aerial View

——

I

2014 - 2015 AMNP




FAB

Table 8 - Detailed FAB Information with Monitoring Station Picture

BAM =Beta i
PMZ'S Continuous Attenuation Monitor Neighborhood nghest.
Continuous Concentration

Met One BAM -1020

10/1/2012
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Figure 14 - FAB Monitoring Site Map with Major Streets and Major Emission Sources

FIRESTATION (FAB) - 3RD & SPRING GARDEN STS.
EPA AIRS CODE: 421010057

2012 EMISSIONS (in TONS/YR)

CLASS (. . X S < O

PLID CODE NAME STREET CO | NOX | PB | PM10|PM2.5| 502 | VOC
01014] &M |VERIZONMKT CTRE OFCRACE ST 900 RACE ST 013 1.13)0.00] 0.10 0.00] 0.09] 0.08
03321 SM |SUNGARD RECOVERY SVCINCBROAD ST PHILA 401 NBROAD ST SUITE 600 014 028 000 001 0.01] 0.10] 0.03
04902 A |VEOLIAENERGY EDISONPHILA 908 SANSOM ST 2.89] 3353/ 000 382 249] 44.52] 016
060201 SM |FEDERAL RESERVE BANK/PHILA 100 N 6TH ST 3.69] 444|000 010 0.10] 0.03] 023
06512 SM |PHILADELPHIAN CONDOMINIUMSPHILA 2401 PENNSYLVANIA AVE 8401 1002/ 0.00) 031 0.31] 0.12) 055
06526] SM |PARK TOWNE PLACE APT/PHILA 2200 BENFRANKLINPKWY 1.62] 1.92|0.00) 0.06 0.00] 0.01) 0.11
08027) SM |STJOSEPH HOSP/GIRARD AVE 16TH & GIRARD 0.85 132/0000 010 0.10] 0.03) 0.07
08044 SM |GIRARD MED CTR/PHILA STH & GIRARD 045 115/ 000 010 0.10] 067] 002
08901 SM  |[THOMAS JEFFERSON UNIV/PHILA 11 & WALNUT ST 066 205000 015 0.15] 0.29] 0.11
08903 A TEMPLE UNIV/ MAIN CAMPUS 1009 W MONT GOMERY AVE 2896) 3771|000 1.28 128 038 802
08918] SM |GIRARD COLL/BOARDING SCH GIRARD & CORINTHIAN AVE 198 239|000 0.07 0.00] 0.10] 0.13
09703 A |US MINT PHILA 151 N INDEPENDENCE MALL EAST 253 1.38)000] 001 0.01] 001] 068
09723 SM |WILLIAM J GREEN JR FED BLDG/GSA 600 ARCH ST 217 260/ 0.00) 008 0.08] 0.02] 021
09726| SM |FEDERAL BUR OF PRISONS/ PHILA COURT 700 ARCH STREET 161 2051000 0.02 0.00] 0.03] 011
100921 SM  |PA CONV CTR/ARCH ST 1101 ARCHST 2000 287|020 028 0.12] 006] 016
103353 SM  |PA CONVENTION CTR ANNEX BROAD ST 111 NBROAD ST 1200 280)0359) 072 039 0.13] 0.13
TOTAL|55.28{107.82]0.79] 7.21 5.14146.79] 10.86
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Figure 15 - FAB North Aerial V




SWA

Table 9 - Detailed SWA Information with Monitoring Station Picture

AMS SITE ID: SWA
AQS Site ID: 421010063
Street Address: 8200 Enterprise Avenue, 19153
Geographical Coordinates
Latitude: 39.880115
Longitude: -75.222784

Parameter | Sampling Type [Operating Schedule| Collection Method | Analysis Method Comments Parameter POC | AQS Method | Spatial Scale Morfltor_mg Probe Height Begin Date
Code Objective (m)
Analysis by WV
Metals SLAMS 1/6 days Hi-Vol ICP-MS (TSP sampler with 92 /89 9/10/2009
quartz)
Carbonyls [Urban Air Toxics 1/6 days DNPH-Coated 102 9/10/2009
Cartridges
Toxics  |Urban Air Toxics 106 days Ca”'Sts:eSs:Sf:"b'em Multi-Detector GC 150 9/10/2009
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Figure 16 - SWA Monitoring Site Map with Major Streets and Major Emission Sources

PHILADELPHIA AIRPORT - 8200 ENTERPRISE AVE
EPA AIRS CODE: 421010063

NK
P SSYU ROD TERM LLC/ETTH ST é(/
A 8]
_ _§—/
v <
P )
Z,

Q

— EARL/PRESSM LIBERTY INC/SUYFFOLK AVE g

(14

% TASTY ING /PHILA NAVY YARD o
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q ’%(\ PAID STEAM BOJLER PLT/PHILA NAVAL BUS CTR
v 28 B3
Z. < %
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%
SWA™S s
TE 1STP SW
o
o2
<
ILA INTL AIRPORT/P!| AQ’
S
2012 EMISSIONS (in TONS/YR)

((:[6;("}? NAME STREET CO |NOX | PB |PM10|PM25|S0O2|VOC
SM  |PEARL PRESSMAN LIBERTY INC/SUFFOLK AVE 7615 SUFFOLK AVE 0.08 0.10] 0.00 001 0.01] 0.00 568
A PLAINS PROD TERM LLC/67TH 8T 3400 S 67TH ST 0.18 0.221 0.00 0.00 0.00] 0.00] 63.02
SM  |PHILA INTL AIRPORT/PHILA INDUSTRIAL HWY 9.12| 1745 0.00 138 1.27] 0.20 0.92
A PHILA WATER DEPT/STP SW 8200 ENTERPRISE AVE 2299 642 000 207 2.07] 491] 20353
A PAID STEAM BOILER PLT/PHILA NAVAL BUS CTR 2000 CONSTITUTION AVENUE 3.50 208 0.00 032 0.32] 002 023
SM  |TASTY BAKING CO/PHILA NAVY YARD 43005 26TH ST 2.80 3.35] 0.00 029 0.29] 0.00 0.50
TOTAL| 38.67| 29.62| 0.00| 4.07 3.96] 5.13| 90.88
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Figure 17 - SWA North Aerial View
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TOR

Table 10 - Detailed TOR Information with Monitoring Station Picture
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SLAMS

Continuous

Instrumental

Nondispersive

infrared
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Figure 18 - TOR Monitoring Site Map with Major Streets and Major Emission Sources

TORRESDALE - 4900 GRANT AVE
EPA AIRS CODE: 421010075

2012 EMISSIONS (in TONS/YR)

PLID EIE;)S]S NAME STREET CO |NOX | PB | PM10 | PM2.5| SO2 | VOC
03154 SM  |JOWITT AND RODGERS CO/STATE RD FAC 9400 STATE ROAD 0.03] 0.1ef 0.00] 0.01 0.00| 0.00] 5.95

TOTAL| 0.03] 0.16] 0.00] 0.01 0.00| 0.00] 5.95
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Figure 19 - TOR North Aerial View
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PHA

Table 11 - Detailed PHA Information with Monitoring Station Picture

Continuous
Open Path

Continuous

2/1/2014
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Figure 20 — PHA Monitoring Site Map with Major Streets and Major Emission Sources

Philadelphia Housing Authority (PHA)
3100 Penrose Ferry Road

METHODIST HOSP/IPHILA
GAS WORKS/PASSYUNK P

OREGC)N
OREGop

24TH
o
I
>

CITIZENS BANK PARK/FHILA

TASTY BAKING CO/PHILA

PAID STEAM

A

EDILER PLT/PHILA NAVAL BUS CTR

2012 EMISSIONS (in TONS/YR)
CLASS _ I - .

PLID CODE INAME STREET co NOX | PB | PMIL0 | PALRS| SO2 | VOC
01501 A [PHILAENERGY SOL REF/ PES 3144 PASSYUNK AVE 1.779.85| 1,286.84) 0.00] 467 3% 466 54| 367.34] 606.57
01507 A SUNOCQ LOGISTICS/BELMONT TERM 2700 PASSYUNK AVE 25.00 11.63| 0.00 033 0.00 012 3562
01517 A SUN CO/SCHUYLKILL TANK FARM 3144 PASSYUNK AVE 0.96 0.18| 0.00 0.00 0.00 0.00f 10448
04821 SM [PHILA GAS WORKS/PASSYUNK PLT 3100 PASSYUNK AVE 2m 3.26( 0.00 014 009 009 0.18
08016 S SAINT AGNES HOSPPHILA 1930 S BROAD ST 1.68 2.16( 0.00 0.16 013 0.04 0.12
08047 S [METHODIST HOSPPHILA 2301 S BROAD ST 232 3.04( 0oo o0 000 0.04 0.18
05715 A [PAID STEAM BOILER PLT/PHILANAVAL BUS CTR 2000 CONSTITUTION AVENUE 350 2.08( 000 032 032 002 0.23
10236 SM TASTY BAKING CO'PHILANAVY YARD 4300 8§ 26TH ST 2.80 333 000 029 029 0.00 0.50
T0147 SAL CITIZENS BANK PARK/PHILA 1001 PATTISON AVE 5.76 4.18( 0.00 024 024 0.02 1.16

TOTAL| 1,827.00| 1,326.82| 0.00] 460.00] 4068.00] 567.86] 749.42
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Figure 21 — PHA North Aerial View

2 2014 Google
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Appendix A
Wind Rose Plots
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Figure A. 1 - Philadelphia Wind Rose Plots (2005-2013)
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Appendix B
Second Near-Road Monitoring Station
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DMB Number: 4040-0004
Expiration Date: 04/31/2012

Application for Federal Assistance SF-424

Version 02

*1. Type of Submission *2. Type of Application

[] Preapplication New

Application (] Continuation * Other (Specify)

m} Changed/Corrected Application LI:I Revision

*If Revision, select app ‘opriate lener(s)i

*¥3. Date Received: 4. Application Identifier:

5a. Federal Entity Identifier: *5b. Federal Award Identifier:

| —
State Use Only:

6. Date Received by State: [7. State Application Identifier:

8. APPLICANT INFORMATION:

* a. Legal Name: City of Philadelphia/Department of Public Health

* b. Employer/Taxpayer Identification Number (EIN/TIN): | *c. @)rganizational DUNS:
— 834466463

d. Aifdress:

*Streetl: 321 University Ave, 2nd floor
Street 2: '
*City:
County:
*State:
Province:

Country: United States

Philadelphia

rennsyivania

*Zip/ Postal Code: 19104

e. Organizational Unit:

| Division Name:
Air Management Services

Department Name:
Public Health

_— e —— —

f. Name and contact information of person to be contacted on matters in\;blving this application:

.

Prefix: First Name: Thomas
Ntid le N ane:

*Last Name: Hyynh
Suffix:

Title: piroctor, Air Management Services

Organizational Affiliation:

*Telephone Number: 215-685-7584 Fax Number: 215-685-9441

*Email: Health.EPAGrant@phila.agy
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OMB Number. 4040-0004
Expiration Dale. 04/31/2012

_A_pplication for Federal Assistance SF-424

Version 02

9. Type of Applicant 1: Select Applicant Type: B. County Government
Type of Applicant 2: Select Appiicant Type:
- Select One -
Type of Applicant 3: Select Applicant Type:
- Select One -
*Other (specify):

*10. Name of Federal Agency: _
Environmental Protection Agency

[1. Catalog of Federal Domestic Assistance Number:

66.034
CFDA Title:

E 12. Funding Opportunity Number:

*Title:

13. Competition [dentification Number:

Title:

14. Areas Affectedby Project {Cilies, Countizs, States, etc.):
City of Philadelphia

*15. Descriptive Title of Applicant’s Project:
Near Road Monitoring Station

Attach supporting documents as specified in agency instructions.
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L]

CHWiE Number 4040-004
o Expirawgn Datz: 0473172012

Apptication for Federal Assistance SF-424 Version 02!
: b6 Congressipnal Districts Of:

|
[ fu. Applicant fh. ProvromProjeg:
T maop1 T

Attach an additional st of FrogramdProject Congressional Disicios iFaoeded.

7. Proposed Propact;

_*a Srart Dare: 040172014 : “b. Bnd Date:  03731/2016 .
_18. Fstimated Fundiag ($): . . . ey
| *a. Federal $200.000.00

| *4. Applicant

| o, Stane

*d, Local

*o (nher

“f Program lncome

+a, TOTAL $200,000.00 .
“149. 15 Application Subiect to Beview By State Under Executive Order 12372 Process?

ET:&. ‘This application was made available 1o the State undzr the Gxecutive Order [2372 Prowess for review on 03711 /2014
(| b, Program is subject to £.0. 12372 but has not been selected by the S1ate for review.

It Program is not covered by E O, 12372

$20. is the Apglicant Delinguent On Any Federal Deln? (If ¥Yes”, provide expianation.}

] ves Mo

P1. *By signing this application, | certify (140 the statements contained tn the list of cortitics tions* * a'nT:l'{E} that the staternents
herein are true, complete and accorate w.the bes of my knowledge ! atso provide the requited asserances** and agree to comply
with any resulting terms if [ accept an@ward. 1 mn aware that any false, fictitioas, or frauduizot statements or claims may subject
me o eriminal, civil, or adminisirative penalties, (U.S. Code, Title 218, Section 1001

*+[ AGREE

"¢ The list of certificarions and assurances, or aninternet site whers you may obrain this fsr is contained in the announcement or
agency specitic mstrdetions,

' Authorized Representative:

Prefix: *First Mame: Donald

Miicl e I g

tLast Mame: Sphware

suftix
T itle

tHealth Commissicner

t}_'t_:'lu_rll_l_-::m: Muither: EJ_S-fi‘B\_E-QﬂGQ Fax ™u Ecr;_g 5-686-5212

*Email: Health. EPAGrant@phila.qo

'.-T"Signamrﬁ of Authorized Reprezentative,

Dt Sigaed. I;Z@fﬁ —
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I Ll I

ORAB Approval Ma, 0348004

e — SECTIONA-BUDGETSUMMARY ~ ~ ~ .~~~ 7 i
- ) i
Grant rogram | _Catalog of Federal Estimated Urrobligated Funds New or Revised Budget .
Funglicn Lomestc Assislance | e e e v s g e e s e e
or Achivily Numbar Federal Mon-fFederal Federal MNon-Federal ( Toial ‘I
R ) (&) (<) {d) (e) () ()
1 Near Road Manitariy 66.034 § ¥ 5 200,000.00 | 20000000
2 0.00
E- 0.ca
|4. | 0.ou
5 Totals | 5 g.00(® 0.00 |* 200,000.00 |° o.00 | 200,000.00
L SECTION B - BUDGET CATEGORIES —
|
& Object Class Calegaories - —._.H_F_F._nu___n_ﬁ_HHGRAHT_P.n_OGMH' FUNQTIGN nR_"“ET,LwHI!F .......... Taal
1} {2 13 - 15
a. Personnel _$ 5 ® ]$ $ 0.
L. Fringe Benafits | J .00
G Traval ! i_ 0.0 |i
d. Equipment | 104,434.00 ) 104,434 G i
f i
e, Supplies l 5,566.00 ! 5.566.00 |
F. Cortraclueal 90,000.00 I Qﬂ.ﬂﬂ{l_ﬂﬂ?
—_— e e e e —— e e i tnE— AT Lra e e ——— —_— —_ = — e b et e — _-—— —_ i]
o, Donziruclion ) f}ﬂ
h. Cther 5450 ]
1
i. Total Direct Charges (swm of £a-6h) 200 00000 000 0.00 0 an 200,000.00
i- Indirert Charges 0.00
k. TOTALS fsum of 6 and 6 3 ¥ 3 “oon ¥ 1R
. . 7 200,000.00 0.00 000 f.00 200,080.60
1?’. Program lncame 3 % $ 5 $ 0.00

Pravious Edilion Usabls

Authorized fer Local Repraduction
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b e

__SECTION C - NON-FEDERAL RESOURCES

" T SECTION F <OTHER BUBGET iINFORMATION.

T a) Grant Prograr {b] Applicant () State {d} Other Sourcas (e} TOTALS

£. L3 % 3 % 000
 — | — '

9. 0.00
1qQ. .00
11 ‘ 0.00
T2, TOTAL {sum of fines 8-11) 3 0.00 (¥ 0,00 1% 0.00 1|5 0.0d

SECTION B.- FORECASTED CASH NEEDS .
Total far 15t Yaar 15t G-l_nrlar ' znd Gunrtfr _ Ard Dudrter | 4th Quartsry

t3. Federal $ 200.000.00 |$ 50.800.00 |$ 50.000.00 |3 50.000.00 I3 50.000.00
- _

14. Men-TF'adaral 0.00

|_15. TOTAL (siun of knes 13 and 14 % 200 600,08 [§ 50,000.00 |3 S0.000.00 % 5000000 |5 50,000

SECTION E - BUDGET ESTIMATES OF FEDERAL FUNDS NEEDED FOR BALANGE OF THE PROJECT

! {u} Grant Program ' | FUTURE FUNDING PERIODS [Years)

| {b} First (c) Second {d) Third fe) Fourth

15. 3 3 % 5

L -

17. !

14.

14,

20 TOTAL {sum of ines 18158 l$ 000 % ﬂ.{}D_I % 000 |% .00

Z21_Direct Charges:

27, Indirecl Chages:

23. ﬁ?ﬂ?é_rﬂs:

Autworized for Local Reproduction
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ASSURANCES - NON-CONSTRUCTION PROGRAMS

O#4E Alpproval Mo 3 40 .30 B
Dwp gomC 1905 21 1003

Public raparng burden far this collaction of infarnalion s estimatac ‘0 average 15 minces per response, ncluding time o mviowing
nslroctions, searciheg axisting data spurces, gathenng anrd maintaning the dala ~eeded, and compl g and reviewing the colledion of
infarrnation. Send commends reganding the burden eslimate or amy ctrer aszect of this collection of ir formation, including suggestions for
reducing iz burden, to the Ofice of Mansgement and Budgel, Pagemwcrk Reduclion Projacy (03480040 Washingion, TC 20603,

PLEASE DO NOT RETURN YOUR COMPLETED FORM TO THE OFFICE OF MAMAGEMENT AND BLUDGET,
SEND IT YO THE ADDRESS PROVIDED BY THE SPONSQORING AGENCY, ' B

NOTE: Cerain of these assuiances may not oe applicable W vour projecl o srograr. B you beve gueslions, please contact e
awarding agency Fudher, serain Federal awarding aganclzs may requ're apallcants 1o cortify ‘o additonal assuranses. Il suoh

As tha duly authonzed representalive of the applicant, | crttify thad the appicanl:

1.

15 Le case, you wal be novfied,

Has tha lagai authorky to apply for Fogaral secistance
and the inatilulional, managarial ard finenciel capabiity
(rchoding funds suficient to pay the ton-Federal share
af project cosll to ensurs proper panting, managamen?
and complelion of e project  descrited o this
applcation,

Wil give the awarding agency, the Gomptralles Gernsial
of tha Uriled States and, 1 appropriate, the State
thruugh any aukhorized representslive. sccass to and
the right 10 craming all records. books, papers, of
docarments ralated o the award: and wii establ’sh a
proper avcounting 2yslem in accordance with generally
acceptod accounting standards or agency direstives,

Wil establish sofeguands o prohibit employees from
using fhair pasilicons for 3 purcnpga that constindas or
presents the appearance of personal or orgamzath:wnm
conlid of interest, or personal gain.

Wilt initiate and complete the work within the apolicable
tima frame after receipt of approval of Ire awarding
agency.

Wil Comply with tha Intergowvernmantal Perso~ral &ct af
187 (42 WB.C. EG4TZR-4763) relating to prescriped
srandards for mart systeams for progmams fundand unca:
one af the 19 statules o regulafons spsufiad n
Appendia A of OPM's Slandards for & Men! System of
Parsonnal Administration' (5 C.F K. 9], Svhpart F)

Wil comply  with all Federal stames relatihg 1o
nundiscriminaiion. Thuaza inghide but are not limitad o
a] Title W1 of the Chl Rights Act of 19064 (P.L, BB-352)
which pronibils diecriminaficn on the hagis of race, Goor
or naticnal oariging (&) Titke 1K of ke Education
Amandmaeants of 1372, as amended {20 LW.5C SE16E1-
1683, and 1685-1636), wich protibils discriomratior on
the oasis of sex; (o) Section 504 of the Rehabli 1ahon

Praviouy Edithon Usable

Altharnzed for Local Reproduction

Page 57

Act of 1973 as smended (29 L.S.C. G730, wheh
prohibits discrionia ation on the basis of nandicagzs; (d)
tha Age Dscriminilion Act of 1875, as amended (42
US.C 886107-8°07), wiuch proibils disenmanalion
an the basis of zge; (&) the Creg Abuese Offce and
Treaimenl Act of 1972 (P.L 92-235), as amerded,
relating tc noadicriminatiocn on lhe basis of Jdrug
abuse; (f} the Comprehensive Alcohol Abuse avd
Alcohotism Praventiun, Trealment,and Renailitaticn
Act of 1970 PL. 91818} as amended, relaling Lo
nondiscrimination o0 the basis of alcobal asuse o
alcoholism, (gh §5523 and 537 of the Public Haakh
Service Act of 19 .2 (42 U.S.C. §E2%0 dd-3 ard 23 pve-
3, Ay amended, retating 1 confidentiality of altohal
ard drug sbuse patisnt recordg; {hy Tite Wi of Ihe
Civil Righls Act of 1068 {42 1 5 C 53307 ot zeq), as
amended. relalirg o nondiscriminatior, i the sala,
rarlal or finarcing  of bousing. () &ny other
nuiscrrTsndlion prowvisans in thie specific statre(s)
under which app! cation for Federal assislanco is beng
made. and., (f ke requiraments of ay  other
nondisorinination Statute{a) whl-:m may apply o the
application.

Will compy. ©r Ras  aready comghed, win the
raquiremets o Thies I and i of the Uniform
Relocatio Asstitance and Real Property Agaisiien
Policies Mol of 197) (P 91.646) which provide for
fair and aquitat la freatment of persons displacad or
whose property is acquired as a resu't of Federal or
faderally-assisted programs. These requirements apaly
by &l wmwrasty i resl propery -acguired far projpct
FUrpotes regardless of Foderal particization °n
purchases [

Wil compy, s applicable, with provisions of the
Halch Al (5 J.5C. E51501-1508 and 732d4-7228)
which Lmit the political aclivities, of amsloyess whoea
princpal amployimest achivities are funded i whole or
T part with Fesaral funds
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b a1 s

oth el ety Cmtn 4 1S

Will comply with the: Wild and Scenic Rivers Act of

9. Will comply, as applicable, with the provisions of the Davis- 12
Bacon Act (40 U.S.C. §5276a to 276a-7), the Copeland Act 1968 (16 U.S.C. §§°271 et seq.) relafed to protecting
(40 U.S.C. §276c and 18 U.8.C. §874), and the Contract components or potential components of the national
Work Hours and Safety Standards Act (40 U.S.C. §§327- wild and scenic rivers system. !
333), regarding Ilzbor standards for federally-assisted i
construction subagreements. 13. Wil assist the awarding agency in assuning compliance
withh Section 106 of the National Histpric Preservation
10. Wil comply, i applicable, with flood insurance purchase Act of 1966, as amended (18 U.S.C. §470), EC 11593
requirements of Section 102(a) of the Flood Disaster {identification and pratection of historic properties), and
Protection Act of 1973 (P.L. 93-234) which requires the Archaeolgical and Historic Préservation Act of
recipients in a special flood hazard area to participate in the 1974 (16 US.C. §§459a-1 et seq.).
program and to purchase flood insurarce if the total cost of '
insurable construction and acquisition is $10,000 or more. 14, Will comply with P.L. 83-348 regarding the protection of
human subjects inve fved ‘rr resgarch, development, and
11. Will comply with environmental standards which may be related activites suppartad by Ihis award of assistance.
prescribed pursuant to the following: (a) institution of
environmental quality control measures under the National 15. Will comply with the: Laboratory Arimal Wetfare Act of
Enviranmental Policy Act of 1969 (P.L. 91-190) and 1966 (P.L. A8-544, as amended, 7 U 5.C. §§2131 et
Executive Order (EQ) 11514; (b) notification of violating 5eq.} pertaning t 1w care, handling, and treatment of
fachlities pursuant to EQ 11738; (c) protection of wetlands warm blooded aninals held for research, teaching, or
pursuant to EQ 11990; (d) evaluation of flood hazards in nther activities supparted by this awand of assistance,
floodplains in accordance with EQ 11988; () assurance of
project consistency with the approved State management 18. Will comply with the Lead-Based Paint Poisoning
program developed under the Coastal Zone Management Prevention Act (41 US.C. §§4801 et seq.) which
Act of 1972 (16 U.5.C. §§1451 et seq.); (f) conformity .of prohibits the use of lead-based paint in construction or
Fedaral actions to State (Clean Air} implementation Plans rehabilitation af residence structures.
under Section 176(c) of the Clean Air Act of 1935, as :
amended (42 US.C. §87401 et seq.) (g) proledion of 17. Wil causze to be performed the required financial and
underground sources of drinking water under the Safe compliance audits in accordance with the Single Audit
Drinking Water Act of 1974, as amended (P.L. $3-523); act Amendments of 1996 and OMB ﬁ:ircular No. A-133,
and, {h) protection of endangered species under the "hudits of States, Local Govemments, and Non-Profit
Endangered Species Act of 1973, as amanded (F.L. 93- Drganizations.”
205).
18. Wit comply with &l applicable requirements of ail other
Federal laws, exec Jtive orders, regulations, and policies
governing this proc ram. !
I
|
SIGNATURE OF QFFICIAL TITLE

teattn  Commis Storner

APPLICANT ORGANIZATION

DATE SUBIAMTTED |

Fobruary 28, 2014
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MNear-Road W0, Manitaring Grant Applicanion
RPP Mumber:
CDFA Numbgr: 65,034

Project Title: Near-Road NO: Monitoring

Crganzation: A Manapement Services

Address: 321 University Avenue, 2 Flnor, Philadelphia, PA 19104
Contacl; Thomas EHuynh '

Phone: 215-685-7385

Faxr 215.685-7451

Email: Thomas Huynh(@phila gov

‘Total Project Cost: 3200,000

Projeet Period (dates): 3/1/2014 — 1/1/2015

DUNS Number: 834460463

1. Backpround

EP'A recognized thal the combination ol increased vehicle-miles-traveled (VMT), which
correspond to on-read mobiic source cmissions, with higher urban populition densitics;can result
i an increased potential tor exposure and associated risks to human heal h and welfare, As a
result, on February 9, 2010, EPA promulgated (73 FR 6474} new minimum monitoring
requiremnents for the pirogen dioxide (N2} monitgring network in support of & newly revised 1-
haur NO» National Ambienmt AirQuality Standard (NAAGS), Tn this rule, EPA requirad changes
to the monitoring network. State and local air monitoring agencies are rejuired to install near-
road NO» monilaning stations in larger urhan areas where hourly NO» coacentrations in the near-
road environment are believed to bethe highest in that urban area. The monitoring network will
focus monitoring resources to capture short-term NO-» concentrations near heavily trafficked
roads, to assess area-wide {or community-wide) MO, conesnrations. and to assess Nk
concentrations for vulnerable and susceptible populations. State and local air agencies are
required toconzider traffic volumes, fleet mix. roadway design, trafllc ¢ angestion patterns, local
terrain of topography, and metearology in the implemenltation process o’ any required near-road
NO2 monitor. Monitoring requirernents are based upon population level s and 4 specilic traliic
metric within Core Based Statistical Areas (CBSAs). Statce and local anbient air moniloring
agencies are required (per40 CFR Part 58 Appendax DD, Section 4.3.2.a) 1o use the latest
avaifable census figures{e.g., census counts and/or estimates) and availible traffic data in
assevsing what may be required of them under this new rule. The NO; NAAGQS was revised w
inglude a I-haur standard with a 98" percentile form and a levet of G0 ppl, reflecting the maximum
aliowable MOy coneeniration anvwhere in an area, while retaining the anoal slandard of 33 ppb.

The TBSA in which Philudelphia County is localed is the “Philadulphi.” CBSA which is
comprised of five counties in PA: Philadelphia, Bucks, {Thester, Delaw.re, and Montgomery,
tour coundies in NJ: Burlinglon, Camden, Gloucester and Salem, one county in DE: New Castle,
and ane county in MD: Cecil. ‘The Phitadelphia CHBSA has an estimatec. populanon of 6,018,800
The Pennsylvania Department of Environmenta! Protection serves as the air agency br all
countics 10 PA, oxcept Allegheny County wluch 1s scived by the Allepeny County Health

Page 59



Department and Philadelphia, the most populous county in Pennsylvania, which is served by the
Philadelphia Department of Public Health, Air Management Services (AMS). AMS is the local
air pollution control agency for the City of Philadelphia. AMS is responsit le for the prevention,
abatement, and control of air poilution and air pollution nuisances, achieving and maintaining
federal NAAQS in Philadelphia, and protecting the health and quality of life of the Philadelphla
community from the adverse effects of air contaminants and noise.

Due to the complexities associated with the implementation of the near-ro d monitoring’
component of the recently revised minimum monitoring requirements, the EPA created the
Technical Assistance Document (TAD). The TAD has been drafted in acollaborative effort
among local, state, and federal air monitoring and transportation agen€ies o provide a set of
recommendations by which required near-road NO; stations would'be deg loyed.

2. Scope of Work i

In 2010, EPA strengthened the health-based NAAQS for NC}; by adding & new 1-hour standard.
NO, is the component of greatest interest and the indicator for the'larger proup 0’ NOy, a group
of highly reactive gasses. NO; forms quickly from emissions from cars, tiucks and buses, power
plants, and off-road equipment. In addition to contributing to the formaticn of ground-lgvel
ozone, and fine particle pollution, NO; is linked 1o a number of adverse effects on the respiratory
system. The new NO, standard protects public health by limiting shurl-te :m exposures to NO;
concentrations that could worsen the control of asthima and that have been linked to hospital
admissions and emergency room visits tor respiratory illnesses, particula-ly in at-risk populations
such as children, the elderly, and-asthmaics, The révised NAAQS defines the maximum
allowable NO; concentration@nywhere in an area. Specifically, moaitori ag studies and modeling
efforts indicate that NO, concentrations in heavy tra{llc or near major roadways can be'twice as
high as concentrations measurcd away from such roads. With the elevated NO; concentrations
near major roads and the potentialfor peak human exposures to occur op or near such roads, and
given that the public heaith protection envisioned under the revised NO; NAAQS depends on
States monitoring peak.1-hour NO, concentrations, the final NO; NAACS requires momtors
near major roadways in large urban areas including the Philadelphia CBSA.

The Philadelphia CBSA is the second most populous CBSA following the New York CBSA in
Mid-Atlantic Reginnal States. As an urban area, Philadelphia faces man of the same pollution
challenges as other densely populated areas, such as emissions from vehicles and industries.
More than 70% of Nitzogen Oxides (NOy) Emissions in Philadelphia come from mobile sources’.
Two busy major rcadways run through the City: Interstates 76 and 95. There are also several
smaller roadways that connect center city and Philadelphia’s suburbs, s. ch as US 1, Route 30,
Route 63 and Route 73.

The first step in deciding on candidate near-road NO; monitoring locatinns as stated in the EPA
TAD is to identify the extent to which monitoring requirements apply. In 40 CFR Part 58
Appendix D, the EPA requires state and local air agencies to operate on: near-road NO; monitor

“hitp://www.epa.govicgi-
binbroker?_service=data& _debug=0& program=dataprog.state_| .sas&pol=NOX&s fips=42

2]
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in each CHSA with a population of 500,000 or more persens, CBSAs with 2,500,000 or more
persons, ur those CBSAs with one or more roadway sepments carcyving tralTie voliaes ol
250,000 or more vehicles {as measured by AADT counts), shall have two near-road N(k
monitors within that CBSA., State and local ambient air monitoring agenci:s are required to use
the most up-lo-date census information and traflic data in assessing what riay be required of
them under this rule, per 40 CFR Part 38 Appendix 1, Section 4.3.2.2, Bared on the 2012
estimated population by the Census Bureaw, the Philadelphia CBSA has a population of |
6,018,800 which requires two near-roud MO meniters. In 2012, AMS aprlied for and was
awarded the prant for the 1% near-road N8O, monitaring siic at Torresdale " ifain Station (44901
Grant Ave. & James Si., 19114).

The next step in wdentifying candidule NO; near-road moniloring sites s collecting and analying
traffic dain. AMS used the lawest tratfic dara trom Pennsylvania Department of Transportation’s
(PennDAT) [nternet Traffic Monitoring System {ITMS} to identify toad szgments and their
wraftic volumes in Philadelphia County, Ten candidate sites are listed on Table 2,1, based vn
Fleei Equivalent (FE} AADT rankings, which accountsfor traffic volume and fleet mix,

Table 2.1 — Eleven Candidate Sites

1

I TRAF | . |
lsiTe | LT | g LOCATION | oaibr |
it I "

U a | s | Delaware | Rebween Exit 32 (1676/1S 30 - Conral Phila/Callow nll 8D & Exit 23 | o000

T | Expwy [Allegheny Ave/Castor Ave) S
B | 195 D;Iaware , Belween [-55 Maortiv- Trenwon & Exit 30 (Cellrnan Ave/Rhawy ‘:.t} 254173

— | “XpWy Ny .. —p

| Schuylkill  Between Exit 340A (Lincoln Driielly Dr) & Exit 341 {Munlgemery - o

C o U7 T ppwy (DsiWest River 233965

| D | 195 Delaware | Belween BEXit 12 {Avademy Ril? Linden Ave) & Exit 33 {Grant Ave - - 243490
S LT U Fxpwy o, Boundasy witinBucks Co. ] I

| E 176 Schuyliill | BBetween Exit 341 (Montgomery Dr/West River Dry 1o Exit 343 r 244046

. ! Expwy ' (Spring Liarden St'Harvertord Ave) )

| g 5 Delaware | Between Exit 25 {Allepheny Ave/Castor Ave) & 1-9 North = Trenton 240974

_ Expwy _ L
i G 176 Schuylsill | Betwzen Exi 343 {Sering Garden Stftlarverford Avi ) & Lxit 3484 410?5
Expwy | (South 3t) .
i H | 195 | Delaware Between Boundary with Deleo & Exit 12 (PA 291 - Zare Cily) : 2| 1833
— . Expuwry - :

| ¢V s [ Delaware | Between Exit 17 (PA 611 N. Broad St/Panison Ave! & Exit 19 (- 76 E 1 154497 |

! | Expwy | - Walt Whitman Bo/Packer Ave) -

I | i 195 Delaware | Beuween Exit 12 [PA 201 - Carge Cityd & Bt 13 {fo 276 WIPA 291 157154
o © Expwy ! Walley Forge/lslemd Avel o 1

’7 K [ %5 Delaware | Berween Lxit |9 (-T6 L - walt Whiman BrPacker Avel & Uit 22 {T— L6431

o~ | Expwy | 87AUS 30 - Central Phia/Callownill %) I A

Possibie locations wall be chosen based on the enteria in seetion & of EI’A's Near- Rnad NQ,
Monitoring TAI dealing with physical considerations as shown in Tab.e 2.2

L
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Table 2.2 — Ph

sical Consnderatlons for Near-road C andlulate Sltes

T .ﬂl' Aol
Roadway design or | Feasibility of monitor | Near ramps, Cui-\{.t.tlonfbclou
configuration placements; affects intersections, lane grade, above grade r :connaissance;
pollutant transpoert merge {bridge) suellite imagery
and dispersion locationsfinterchanges;
at grade with
i surrounding terrain
Roadside Feasibility of monitos | Ne barriers present Presence of sounid I ield
Struclures placement; affects besides low (<2 min walls, high reconpaissance;
pollutant transport height) safety features | vegetation. safellite imagery
and dispersion such as guardrails obstructive
_ buildings L
Terrain Aftect potlutant Flat or gentle terrain, Along mountain i Jield
dispersion, local within a valley, or ridges of peaks, i 12connaizanse;
atmospheric stability | along road grade hillsides, or eaker | igital elevatior
naturally windswest | nodels and
areas cegelation files;
sntellie manery
Meteorology Atfects pollutant Relative downwind Strongly soLoeal dota;
+ transport and locations — winds from | predgminant SNUAAMWS;
- dispersion roads to monitor [ upwindpostions ADS

Furthermore, sampling network design and momitoring site sclection must comply with:

¢ 40 CFR Part 58, Appendix A - Quality Assurance Requirements for State and Local Air
Monitoring Stations (SLAMS)

o 40 CFR Part 58, Appendix D - Network Designfor State and Local Air Monltorlng Stations
(SLAMS) and National Air Monitoring Stations (NAMS), and Photo:hemical Assessment
Monitoring Stations (PAMS)

o 40 CFR Part 58, Appendix E - Probe and Monitoring Path Siting Criteria for Amblent Alr
Quahty Meonitoring.

Near-road N02 monitoring 15 classified under the SLAMS network.

AMS will'conduct site visits to assess each site’s potential, advantages, und disadvantages. We
will work with t{oward Schmidt of EPA Region I to determine the bes: location for the near-
road monitor taking into uccount the physical considerations of Table 2.2

Equipment, supplies, andtelated services recommended for a permanen. near-road monitoring
station by EPA and AMS are in Tabie 2.3 and the budget detail is in Table 2.4
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Table 2.3 — Equipment, Supplics and Related Scrvizes

EPA Remmmendatmns and AMS Comments)

| Air Maonitating Shelier

_ET'A Reﬂ;.ummfndhuum

Shb[lu should be larpe
enpugh [or mulli-potlutant
monitcring

« Consider potential future
needs for roof-top sampling

[

L]

AMS Comments

14 %' %8" Shelter-One
Mohile Shelter with Air
Condition

Including roof railing and
verlical sieps

Alr Ssmapling Instrumentation

Federal Belerenee or
Equivalent NO: analvzer
Traee-level CO analyeer

Teledyne NO; analyzer
model T200

Taledyne Trace-level {10
antal yzer mode! 3Q0E

h’luwm[{)yml Instrumentation

Data logging hardware,
software and supporting
documentation

2-0 or 3-D Sonic
Anemometer (at 10 meters,
possibly al 2 meters as well)
‘Temperaturs

Relanve Humidity

MFET Tower & MET
System, Vaisala WXT520

These ifems shouldmatch up
of IMprove upon 4 State or
toculs” existing data
aequisition infrastructure

Communication vyguipment and
supplies

{

Cornputer includes
software, data acquisition
and wireless mmodem

» Such 2s breadband or
wireless internet access,
routers, vic,

(ias calibration standards

® Such as high-end zern gas
gencralors, calibration
systems and plumbing, and
gas cylinders

1
|
I
1
|
I
1
—_ =T
|

Is Iwwluded on wireiess
mo dem o data logging
harlware, software and
sup porting docmnentation
itein -

v (i ibration Eguipnent

{Culibrator and zero air
(ienerator)

| Utility connections

Including power. telecom,
et

Safety and Security Equipment

Such as fencing around site
Possible instailation of
protective traffic guard rail
or harrier

Sewviee)

Power {220 Volv'100 Amp

v [encing, Signs. Safety

A

R llards

!‘J|
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Table 2.4 — The Budget Detail for Near-Road Monitc ring

[ NO, Anaiyzer $10,014 |

|
!_a) Analyzer | $9,214 | i
_MET Tower & MET System I 82,778 | .'
Calibration Equipment (Calibrator & ] :
Zero Air generator) f £25.3%6
I y |
PM2.5 BAM Analyzer 1522,2;-?_' .
Computer including sofiware, data ' ' !
. acquisition, and wireless modem : $5,2!m
Shelter, air conditioner _333,5n5_ ,
Racks, Panels $50 .
- Port Switches ; _ £330 I

| Total Equipment $1{I—1,4i
| Calibration gases £2,0 &'

31,466
| $1,£00 |
Fiberglass Screen, = ! _|

Multimeters, Temperature Prabes,
. Pressure Calihrator, ste.

Precision Equipmeni - Handheld \
[

' Signs $:00 |
Total Supplies |

| Contractopto level the site, construction
| matetials, fencing around the site,

I securing. the site, cancrete pad
" Total Contractual

3. Data Analysis

Real time continuous analyzers will be used to collect NO; and CO measurements from the near-
road monitoring site in accordance with Federal Reference Methods (FF.M) or Federal
Equivalent Methods (FEM). No physical collection of samples for analytical analysis will be
collected for this project. Review of the continuous data will be conducted by the quality
‘assurance (QA) Engineer or QA Staff. '

The data comptled is a combination of meteorological and criteria pollutant data. The poliutant
concentrations to be measured are CO and NO, NQO,, and NO. The met:orological data to be
measured are wind speed, wind direction, relativity humidity and ambic¢ nt temperature.

61
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Data reduction activities aggrepate raw data into averages that are required to compare against
the NAAQS criteria pollutant limits. These values oblained from reducing these data seis
establish whether or not the NAAQS have been exceeded. AMS® field and taboratory personnel
and QA engineer. are provided the raw data sets from the instrument dowr load for each
monmitoring site. These data sets are verified, corrected, and flagged by the appropriate AMS Lab
persaune! and returnad to the data menagement personnel for epdating and archiving.

The appropriate ficld and/or laboratory personnel or QA engincer momtors and reviews the data
sets for invalid flags. If the data are deened invalid, they are disqualitied Tom the dma ser, and
consequently, not used. Criteria for the quantity of valid data points required within a data set are
defined in 40 CFR Part 50, Appendix 3. These criteria are adhered to whea performing the dala
recuction operations, The netwark-pravided raw data scts arc reduced, vielding the appropriate
averaging period values. These results are compared to the WAAQS for the specific critéria
pollutants under consideration. Acceptable values are those that do not exceed the established
NAAQS values.

Each quarter, AMS will report 10 AQS the results of all precisiony bias, and accuracy tests it has
carmied out dunng the previous quarler. The quarterly reports will be subritied consisient with
the data reparting requirements specified for air quality data as set forth 1140 CFR Pan 58,
Appendix A, Section 4. The data reporting requirements of 40 CEE Section 58.16 apply to those
stations designaled SLAMS vr NAMS, Required decuracy and precision data are to be reporled
on the same schedule as guanerly monitanng data sabmituals.

The minimum aumber of samples required for appropriate summary stat'stics should be aken.
At least 73% of the towal possible abservations must be present betore summary statistics are
valculated. Tables 3.1 and 3.2 list the monitoring réquirements for caiculating summary statistics
and the miantitoring frequency.

Table 3.1; Roadside Monitoring Reguirements for Caleulating Summary Statisties

| Pollutant ! Completeness Requiremeni | Time Frame i
i_ Co : s e - Perguaster * !
— - @ I Fan _ | e B -
 AOONOx ) N A Perquatter.
_ Tablc 3.2: Roadsidc Monitoring Frequency _
| Pollutant | Time Frame Frequency Monitor Type ]
! €O | Midnight to Midnight | 24/7 | Continupus |
. NO,, NO, NOx | Midnight to Midnight . 24/7 I Contipucus |
Wind Speed . Midnight to Midnight © 24/7 . Continuous

Wind Direction | Midnight 10 Midnight | 247 7 Continuous
| Ambient Temperature __ Midnight to Midnight __ 247 | Coninuous _
1 Retative [Humidity _ Midnight to Midnight ': 247 _!: Continuous

7l

Page 65



et i At - ATk ar tn A el L LS L s et

This data wilil be used to:

Evaluate compliance with the NAAQS:

Establish a historical baseline concentration of natural and anthiroy ogenic air poliutants;
Monitor the current dynamic concentrations of these pollutants;

Monitor progress made toward meeting national ambient air qually standards,

Activate emergency control procedures that prevent or alleviate air pollution episodes;
Provide data, upon which long-term control strategies can be reliasly developed;
Observe pollution trends throughout the region; and

Provide a database for researching and evaluating effects.

Quality Assurance:

A data quality assessment (DQA) is the statistical analysis of covitonmen al data to determine
whether the data meet the assumptions that the Data Quality Ohjectives ([1)0s} and data
collection design were developed under and whether the tetal erfor in the data is tolerable.
Calculations for DQA activities shall follow the reguirements and equaticas identified in 40 CFR
Part 58, Appendix A, Section 5. The DQA process is describedin denail i1y the Guidance for the
Data Quality Assessment Process, EPA QA/G-9.

Five Steps of the Data Quality Assessment Process

Step 1. Review Data Quality Objectives (I1QOs) and Sampling Design - The Data and
Modeling Analyst shall review the project’s sampling design Data Quality Indicators
(DQIs), i.e., precision,bias, comparahility, representativeness and cc mpleteness, and DQOs
to verify that they aré still applicable.

Step 2. Conduct Preliminary Data Review - The Data and Modeliig Analyst and the Data
Management Supervisor shall revicw the various submitted QA repcrts to identify any
corresponding anomalous conditions. The first phase of the preliminary data review is to
review the QA reports. The second phase of the preliminary data review is to calculate basic
summary statislics {number ol samples, median concentration, standard deviations,
maximum concentration, misimum concentration, inter-quartile rangte), generate graphical
presentations of the data and review these summary statistics and griphs.

Additionally, basi¢ histograms or other appropriate graphs such as tox plots or CDF plots
may be created for each of the primary and QA samplers and for the percent difference at
the collocated sites. These graphs will be useful in identifying anomalies and evaluating the
normality assumpftion in the measurement errors.

Step 3. Select the Statistical Test - The Data and Modeling Analy:.t will determine
whether the primary objective of Philadelphia’s Ambient Air Quali y Monitoring Network,
which is compliance with the NAAQS established by the EPA for criteria pollutant
concentrations, has been attained for the prior monitoring period

8
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Step 4. Verify the Assumptions of the Statistical Test - The Data and Modeling Analyst,
QA Staff, and/or AMS manager shall evaluate the assumptions upon which the DQOs, and
the bias and precision (measurement error) assumptions are based.

Steps 5. Draw Conclusions from the Data - Perform the calculations required for the
statistical test and document the Inferences drawn as a result of these calculations. If the
design is to be used again, evaluate the performance of the sampling design.

Each year, a thorough DQA process will be conducted. For this section, ti e’ AMS Lab
Administrative Engineer or appropriate AMS Lab Supervisor assumies that the assumptions for
developing the DQOs have been met. I not, the AMS Lab Supervisor must first revisit the
impact of the violation on the bias and precision limits determined by the DQO process.

If the conclusion from the DQA process is that each of the ambient air me itors is operaling with
less than 10% bias and precision, then the field supervisor/ QA Statf may sursue actiom to reduce
the QA/QC burden associated with the monitor. Possible courses of actinr may include the
tollowing: '

+ Modifying the QA Monitoring Network - 40} CFR Fart 58 reguires that each QA
monitor be the same designation as the prunary monitor. Once it 11 demonstrated that the
data collected from the network are within talerable levels of ¢rrals, the Administrative
Engineer or Administrative Scientist may request that it be allowe 1 te modify these
requirements.

« Data from a collocated network (Local Frogram, nearby reporting organizations,
national),

+ Data from performance yudits {contracted or NPAP), and QC trails.

Some particular courses of acliondnclude:

¢ Determining the level of aggrepation at which DQOs are violated - The DQA process
tells which monitars are having prablems, since the DQOs were ceveloped at the monitor
level. Examination of these reports may assist in determining the level at which the
DQOs are being violated.

¢ Communicating with EPA Region LI - If a violation of the biai and precision DQIs are
found, AMS will remain in close contact with EPA for both assisiance and for
communication.

+ Extensively reviewing quarterly data until DQOs are achieved - The Administrative
Engineer or Administrative Scientist will continue to extensively review the quarterly QA
reports and the QC summaries until the bias and precision tolerable limits are attained.

Corrective action measures in the near-road NO, monitoring will be taken to ensure the data
quality objectives are attained. There is the potential for many types of sampling and
measurement system corrective actions. Each approved standard operating procedure details
some expected problems and corrective actions needed for a well-run monitoring network.

The data obtained from the electronic evaluation of criteria pollutant concentrations shall be
validated and verified utilizing both manual and electronic methods. Sp:cific criteria are

9]
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employed that identily the range of aceeptable data, the minitum sod maxininm acceptabie

values, the rate of change of specific values, and other eriteria that are indizative of valid

qualifying data.

4, Timeline

Proyected Timeling for nstallation and Operation af the Near Roadway Mondoring Station

Milestoncs _ __ | Pate

{deutity location of mnmmrmg site, consideriag the required d factors pr preseribed in 40 | 201 14—
CFR Port 58 Appendix [, along with the logistics and aveilability wfSpa e at 4:17/14

| candidate sites - estimated timeframe 1 - 2 months, |
Complele EPA S103 application for Near Roadway WO2 Monitoriag Siztion. 34

If necessary, obtain permissions/permils from respective rafisportation authorities. | $/1/14

f Stvey site with Consiriction Management and OGeneral Contractor — e tinated | 61714
Aimeframe T month. . 3 _

" Purchase equipment for mnmmr:rw station — estimated rimetrame Lmanth from | T4

_receipt of grant award.

Rite prcp—-mﬂaﬂﬂt.nn af building, foundation, fencing, bartiers, met I ser, u ut:!:ry ' 51714

~and phoae lines. 1nstallation ard conditivning of equipment-—estimate © wecks from

sne_gn;p Lomglﬂwn - e -

Official stant-up date—stimate one woek [rom installation and conditio Hng of —r 17115

C LRI,

5. EPA Strategic Plan Linkage and Anticipated Ouicomes, Qutputs ind Performance

MMeasures

Pursuant ta Section 6(a) of EPA Order 5700.7, “Enviromnental Resalts uider EPA Assistance
Agreements,” EPA must link proposed assistunce agreements to the Agency’s Strategic Plan,
EIA also requires that grant applicants and recipients adeguately deseribe environmental outputs

and outcornes to be achieved under assistance agreements (see EPA Qrder 5700.7,
Environmental Results under Assistance Ayreements,
ity AwwwWeepa. goviopd/grants/award S TR0, 7 pd

Linkayge to EPA Strategic Plan

This proposal supports Goal 1: Taking Action on Chimate Change, and Lapraviang A uality;

Objective 1.2: foprove Air Quality, of EPA’s 2011-2Gt 5 Strategic Plan

Specifically. the proposed activities will protect human health and the enviremmnent by foeusing
Un KONORNE resources 1o caplure short-term N0z concentrations near heavily trafficked roads,
to assess area-wide (or community-wide} WO» concentrations. and Lo ass 255 NO: concentrations

for vulnerabie and susceptible populations.

Environmental Hesults: Anticipated Quteonoes. Oetpurs and Performanc 2 Measures:
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Outcomes from this project include:

Short-term Outcomes

Long-term Outcomes

Improved procedures and expertise at
AMS n operating monitoring
equipment.

Reiocated existing NO, monitors to
other areas in need of study,
discontinued redundant NO» monitors to
save time and money.

Provides the appropriate public health
protection by limiting t1e higher short-
term peak exposure concentrations
expected to occur on and near major
roadways, as well as thzdower short-term
exposure concentrations expected to
occur away from those roadways,
Provides data that can be used tor
comparison. 1o the NALQS and 1o avsess
population exposures ti» those wha live,
work, play, go to schol, or commute
within the near-readw: y enyvironment.
Provides a ¢lear rneans to determine
whether ornot the NA A0S is being met
within the near-road er vironment
throughoul @ particular urban area.

Qutputs from this project include:

Collection of dafa necessary for determining compliance with the :tandards as well as to
protect public heulth and the environment.

Focus of monitoring resources to capture short-term NO; concentrations near heavily

trafficked roads, to asscss area-wide (or community-wide) NO; coacentrations, and to
assess W(x concentrations in Jow-income or minority at-risk communities.

Gathering of sufficient information from these monitors based on which the Grantee
would consider uptions including proposing changes to the required near-road network as

part of the continuing air pollution control program or reconsider the near-road
population threshold requirement in a future rulemaking.

Performance Measures

Quarterly progress reports and a Final Report.

NO, sampling is continuous. The data are measured and collected i a rezl-time manner. The

revised NAAQS defines the maximum allowable NO, concentration anywhere in an area. Based

on the results of this enhanced monitoring, AMS may make recommenda:ions or conduct other

1]
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interventions to reduce NO; emissions from heavy duty vehicle specificalls and all motor
vehicles generally to promote healthier and cleaner air outdoors,

Programmatic Capability and Past Performance

AMS is responsible for enforcement of the Philadelphia Air Management (Code, the Regulations
of the Air Pollution Control Board, the Noise and Excessive Vibration Coce, and Regulations of
the Board of Health. AMS also has authority through EPA and Pennsylvania DEP to enforce
state & federal regulations controlling air poiiution. In addition to providing@ngineering,
enforcement and laboratory services, AMS also operates a citywide air sampling network to
continuously monitor Philadelphia’s air for comparison with Federal ait qu.zlity standards. AMS
has more than 70 staff members who are charged with monitoring air quality. in the Citv of
Philadelphia and ensuring compliance with the Philadelphia Air Cods: as well as State and
Federal regulations. The agency maintains 11 air monitoring statiens aceos s the City, responds to
citizen complaints about pollution, noise and odors, and handles permitting and inspection of
industrial and residential facilities where pollution may arise.

Since the City of Philadelphia first established air pollution control meusu es in 1948, there has
been significant progress toward improving the guality of air in the City, £.MS has been an
important part of that ¢ffort by enforcing localy state and faderal regulatior s, by monitoring and
analyzing levels of air pollution, and by collaborating with its partners on zompulsory and
voluntary measures across the region. Qur staff members possess cxtensiva technical expertise in
fields related to air quality tracking, anatysis and modeling. For more info -mation on AMS,
please visit our website at: http://www phila.gov/health/aimmanagement/. :

Grants Received from EPAby AMS:

Grants received from EPA by AMS have successfully generated significant benefits during the
past three years. Quicomes include increased compliance with air quality egulations and public
health benefits. Qutputs.include the following:

In Fiscal Year 2012, 408,501 air samples were taken, 57 violations were 1;sued to major
facilities, 2,722 ashestos ispections were conducted, and 1,378 citizen ccmplaints were
serviced.

Int Fiscal Year 2011, 360,658 air samples were taken, 45 violations were issued to major
facilities, 3,515 asbestos inspections were conducted, and 1,466 citizen cc mplaints were
serviced.

In Fiscal Year 2010, 375,932 air samples were taken, 45 violations were issued to major
facilities, 2,358 asbestos inspections were conducted, and 1,480 citizen complaints were
serviced.

As part of AMS Section 103 and 105 commitments, the AMS Voluntary *rograms Coordinator
also sends quarterly reports to EPA on the number and status of known diesel retrofit projects,
both public and private, within the City of Philadelphia. Reports include the number of vehicles

12 ]
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retrofitted, the type of technology used, and an estimate of emissions reduces by the retrofits
based on vehicle miles traveled. This reporting mechanism was initiated ir fall of 2005 and the
first report was submitted by the reporting deadline of December 31, 2005 Subsequent reports
have been submitted on time. Reporting is now done on a semiannual basi;. AMS is currently in
good standing with all grant commitments, including those to EPA. Grants from EPA that were
managed during the period January 2008 — December 2013 include:

Project Title: Air Pollution Control Program

Received by AMS: 2008-2014 (Most recent: Oct. 1, 2013 — Sept. 30, 2014,

Funding Agency: EPA, Agreement # A-00304511

Reporting frequency: Various reports are sent on a monthly, quarterly; and semignnual basis
CDFA number: 66.001 (Section 105 of the Clean Air Act) '

AMS receives Air Pollution Control Program funding to support several imajor goals: 4chieving
attainment and maintenance with NAAQS for the six criteria pollutants {ozone, particulate
matter, carbon monoxide, lead, sulfur dioxide and nitrogen dioxide},meet ng visibility goals,
reducing or eliminating risks to human health from texXic air contaminants and mitigating the
effects of air pollution on the environment, particularly to the City’s land, buildings and
waterways which can be damaged by acid rain. AMS activities fundud by this grant include
monitoring, data analysts, attainment plan develepment. and other functio is that address multiple
pollutant, cross-media, interstate, trans-boundary as well as traditional local air quality concerns.

AMS tracks the six criteria pollutants as weil as approximately 51 air toxi:s and a number of
other pollutants. There are numerous outputs and activities generated by this grant. Reports are
submitted that track the city’soutrzach and inrer-agency sollaboration, progress on regulatory
and attainment-related measures such as State Implementation Plan revision, and voluntary
programs such as those that reduce diesel ernissions. Air monitoring and znalysis activities are
also supported by this prant, and data and planning-documents are submitied to EPA and PADEP
periodically. These include emissions invenlories for criteria pollutants and air toxics. AMS
participates in anumber of workshops and training events related to these activities each year,
Finally, AMS reports ro EPA’s central databases on permitting, compliance and enforcement
activities for emissions sources as well as air monitoring within the City ¢f Philadelphia as part
of this grant.

All reports for this Section 105 grant have been submitted in a timely fast ion and AMS is
meeting guidelines established by EPA for carrying out grant functions.

Project Title: National Air Toxics Trend Site Grant (NATTS)

Received by AMS: 2008-2014 (Most recently Jul. 1, 2013 — Jun. 30, 2014)
Funding Agency: EPA, Agreement # XA-97333003

Reporting frequency: Quarterly

CDFA number.: 66.034 (Section 103 of the Clean Air Act)

The NATTS laboratory network is a system designed to help EPA track and evaluate trends in
high-risk air contaminants, particularly six priority pollutants: formaldehyde, arsenic, hexavalent
chromium, benzene, 1,3 butadiene, and acrolein. Light absorbing carbon s also tracked at these
sites. Air Management Services supports the network by conducting labo -atory analysis that

13]
Page 71



assists In examining health effects on the public. NATTS is funded under Bection 103 of the
Clean Air Act. '

AMS is up to date in its submission of reports related to the NATTS grant.

Project Title: PM, s Ambient Air Monitoring Program

Received by AMS: 2009-2014 (Most recent Apr. 1, 2013 — March 31, 2014)

Funding Agency: EPA, Agreement #PM-97311802

Reporting frequency: Data is updated periodically and email confirmatiors dre sent to EPA
central database system accordingly.

CDFA number: 66.034 (Section 103 of the Clean Air Act)

The PM; s Ambient Air Monitoring Program is intended to track the regiou's progress toward
achieving attainment with Clean Air Act standards for fine particulates, i tienal Ambient Air
Quality Standards for PM; s were enacted in 1997 to help reduce human e» posure to fine
particulates, which can be inhaled deep into the lungs and ¢an exacerbale Fealth prublems such
as asthma. Funds have been used to upgrade and maintain the Ciry’s nionitoring system for
particulate matter. Notably, the grant has helped to purchase continuaus mnitors and to replace
non-continuous ones. EPA has also provided in-kind contributions under his grant in the form of
supplies (e.g. filters) and laboratory services<AMS submits Jata gencrated by this monitoring
system periodically, and is up to date on all submissions. The PMsy s Ambient Air Monitoring
Program falls under Section 103 of the Clean Air Act,

AMS is up to date in its submissionof reports related to the PM, 5 grant.

Project Title: South Philly Community Scale Monitoring

Received by AMS: 2012-2014 (Most recem Jan. 1, 2012 — June 30, 2014)
Funding Agency: EPA, Agreement # XA-96311601

Reporting frequency: Quarrerly

CDF4 number: 66.034 (Section 103 of the Clean Air Act)

This project is intended 1o assist AMS in assessing the degree and extent to which air toxics from
the Retinery impact the immediate area in the South Philadelphia community. The open path
monitors {Cerex Scntry and $pectra-1 systems) allows continuous real time reporting of the
following air toxies: acetaldehyde, benzene, 1,3-butadiene, ethylbenzene, formaldehyde,
hydrogen fluoride, m-xylene, nitrogen oxide, o-xylene, p-xylene, styrene, sulfur dioxide, toluene,
and trimethyibenzene, In February 2414, AMS has begun the monitoring on top of two Sea
Boxes in the parking lot of the Philadelphia Housing Authority facility at 2100 Penrose Ferry Rd
near the Refinery and is working with the manufacturer, Cerex, to optimize the data collection.
Future plans include continued work with the University of Pennsylvania ¢ nd the Girard
Academic Music Program (GAMP) School to provide outreach to the South Philadelphia
community. AMS plans to correlate the data with the agency’s non-continuous toxics monitors in
South Philadelphia, and with the EPA’s passive sampling monitors in this -egion. The grant from
EPA has recently been extended to June 2016.
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AMS is up to date in its submission of reports related to the South Philadelphia Community
Scale Monitoring grant.

Staff Expertise/Qualifications

Staff members involved in this project have extensive experience in install ng and maintaining
sophisticated air pellution monitoring equipment as well as quality assurin 3 the data produced.
Lab Administrative Engineer Hallie Weiss and Administrative Chem:st Dennis Sosna will be
responsible for the installation and maintenance of the equipment, as wellds data collection
activities, and will compile reports to EPA to track progress in implementation of the project.
Program Services Chief Henry Kim will coordinate the data analysis. Air Director Thomas
Huynh will oversee all activities to ensure that all project milestones are achieved. Mr. Huynh
has successfully managed numerous projects related to air programs for many years and
frequently communicates with community members regarding the quality of Philadelphia’s air.
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SEm United States
Environmental Protection Agency

66.034
EPA Project Contral Number

CERTIFICATION REGARDING LOBBYING

CERTIFICATION FOR CONTRACTS, GRANTS,
LOANS AND COOPERATIVE AGREEMENTS

The undersigned certifies, to the best of his or her knowladge andbelief, that:

(1) No Federal appropriated funds have been paid or will be paict, by o on behalf of the
undersigned, to any person for influencing or attemnpting to influence a1 officer or
employee of any agency, a Membier of Congressyan officaer orf employee of Congress, or
an employee of a Member of Congress in connection with the awardin g of any Federal
contract, the making of any Federal grant, the making of any Federal loan, the entering
into of any cooperative agreement, and the extension. continuation, renewal,
amendment, or modification of any Federal contract, grant, loan, or cooperative
agreement.

(2) if any funds other than Federal appropriated funds have been paid or will be paid to
any persor for influercing or attempting to influence an officer or emplnyee of any
agency, a Member of Congress im connection with this Federal contract, grant, loan, or
cooperative ayreament, the undersigned shait complete and submit Standard Form-LLL,
“Disclosure Form to Report Labbying,” in accordance with its instructio 3s.

3) The undersigned shall require that the language of this certification be included in the

-~ award docurments for all sub-awards at all tiers (including sub-contracts, sub-grants, and
contracts under grants, loans, and cooperative agreements) and that a | sub-recipients
shall certify and disclose accordingly.

This certification. is a material representation of fact upon which reliance was placed when this
transaction was made or entered into. Submission of this certification is a prerequisite for making
or entering into this transaction imposed by section 1352, title 31 LS. Code. Any person whe fails
to file the required certification shall be subject to a civil penalty of not less thar $10,000 and not
more than $100,000 for each such failure.

Donald Schwarz, Health Commissioner
Typed Name & Title of Authorized Representative

i

te of Authorized R@asentative

EPA Form 6600-06 {Rev. 06/2008) Previous editions are obsolete.
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DISCLOSURE OF LOBBYING ACTIVITIES Approved by OMB

Compilete this form to disclose lobbying activities pursuant to 31 U.S.C. 1352 0348-0046
(See reverse for public burden disclosure.)
1. Type of Federat Action: 2. Status of Federal Action: 3. Report Type:
p @ contract 5 @ bid/offer/application (4 ainitial filing
- —b. grant b. initial award — b. material change
¢, cooperative agreement ¢. post-award For Material Change Oniy:
d. loan : year __ quarter
e. loan guarantee cate of last report
f. loan insurance
4. Name and Address of Reporting Entity: 5. If Reporting Entity in No. 4 is ¢ Subawardee, Enter Name
] prime [1 subawardec and Address of Prime:
Tier . ifknown:
Congressional District, if known: Congressional District, if knowr:
&§. Federal Department/Agency: 7. Federal Program Name/Descri stian;
Environmental Protection Agency : Near Road Moniioring Btatic
CFDA Number, /f applicabla; gems

8. Federal Action Number, if known: 8. Award Amount, ifknowrr:
. $
10. a. Name and Address of Lobbying Registrant b. Individuals Performing Services {including address if
{if individual, tast name, first name, M1 differaent from No. 103}
N/A {lasi name, first name, Mi}:

atgn requesied through Ihis fom s auiFgazed By titw 30 % L0 section R .
1. 1352, This disdusure of lobbying aclwles 15 a i abeial reprateniation of Stgnature.
upen which reliance was placed by the ter abaym wharn thiz transaution wias niuda . . Donald S
of enterad into. This disdosure i requ RN parguenr e 30 US.CO 1382 Toes Print Name:
informaten will be fepened 1o the Congress $emi-aniw kly ard wil be avalat.s far . P
public inspection, Any person who fails ¢ file the requuac discosure shal bd Title: Health Commissioner

subject to a cvil panalty of not [ess thal 30 030 wid not mare vima $100,008 dor {
Telephone No.: 215-686-5208 Date:j&%r_

)
L2
7

arz

|

each such Tailure
o r 4
Authorized for Local Reproduction

Foder;l U;e Oqu. Standard Form LLL (Rav. 4/2012
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FORM Approved By OME : No. 2030-0020 Expires 04-30-2012

Preaward Compliance Review Report for
All Applicants and Recipients Requesting EPA Financial Assistance

i Note: Read instructions on other side before completing form.
L Applicant/Recipient (Name, Address, State, Zip Coﬁe), DUNS No.

PDPH - Air Management Services, 321 University Ave, Philadelphia, PA 19104 834466463
1L [s the applicant currently receiving EPA assislance?

Yes
1L List all civil rights lawsuits and administralive complaints pending apainst the applicant/recipient th o wllege discritmination based on race.

color, national origin, sex, age, or disability. {Do not include employment complaints not cavered by 40 C F.R. Parts 5 and 7. See
instructions on reverse side.)
See attached document

v List all vivil nghts lawsuits and administrative complaints decided against the applicanUrecipient wilhin 1 ks, yyar that allege
discrimination based on race, color, nationat origin, sex, age, or disability and enclose a copy of all lecisiong. Please describe all corrective
action taken. (Do not include emp[oymenl complaints not covered by 40 C.F.R. Parts 5and 7. Sec instrucliom un reverse side.)

See attached document

. List all civit rights compliance reviews of the applicant/recipient conducted by anyagency within the 1181 tve vears and coclose a copy of the
review and any decisions, orders, or agreements based on the review. Please deseribe any cvrsectivi: aclion wahen. (@8 F.R. § 7.80c)(3))
N/A
VL Is the applicant requesting EPA assistance 1\lJ'or new construction? i na, proceed o ¥IL if yes, answ.r [ah undior (b} below.
Yes ¥ No
. Lf the grant is for new construction, wilt all new facilities or altcrations to existing facilities be'desipned and oo aeteacted to be readily
actessible to and usable by persons with disabilities? [f yes, procesd to W11, 17 no, procezd t1 Vlih) Yes y No
b. Il the grant is for new construction and the new facilitics ur alterannns i uuslmg facililie: will nat be readily aceessible 10 and usable by
persons with disabilities, explain how a regulatory exception (40.C.F.R. § T.70) applies. el ¢y No
VIL* Does the applicant/recipient provide initial and continuing notice that itdoes nat diseriminate on the basis of race, color, national origin, sex,
age, or disability in its programs or activities? (40 C.F.R. § 5.140 and § 7.95). + Yasz No
a. Do the methods of notice accommodate those with: impaired visiim arhearing? Yes ¢y No
b. Is the notice posted in a prominent place in the applicant s nlllcet. or Eagilities or, for educalum prograins and ctivities, in appropriate
pericdicals and other written communicalions? .y 185 No i
¢. Does the notice identify a designated civil rights coordmutor? s (Es Na ’

VIIL*  Does the applicant/recipient maintain dhercog risphese dalis on tive rage, colur, pational origin, sex, age, » handicap of the population it serves?
(40 C.F.R §7.85(a))

No .

IX* Does the applicantrecipiunt Lave a policy/procedire for providing access to services for persons wit limited English proficiency?

(40 CER. Part 7. E.00 L3 |68)

Yes
X* [f the applicant/técipient is an eauc ation progran yr ectivity, or has 15 or more employees, has it designated an employee to ¢oordinate its
compliance with 40 C.F. R Parts 3 and Y7 Provide the name, ut'e, position, mailing address, e-mail address, fax wmber, and telephone

number of the dusigrawd coordinator, [ A
X1* [Ihe applicant/nawipieul is an edueation prugrun or activity. or has 15 or more employees, has it ade pted grievance procedures that assure

the prompt and fujr resulutivn ¢f cumiplais that atlege a violation of 40 C.F.R. Parts 5 and 77 Prov de a legal citation or Internet address

for, or a copy of, the propedures, N/A

For the Applicant/Recipient

I certify that the statements I have made on this form and all attachments thereto are true, accurate and compleie. [ acknowledge that any knowingly
false or misleading staternent may be punishable by fine or imprisonment or both under applicable law. [ assuie that | will fully comply with all
apphcab]e civil rights statutes and EPA rcgulatlons

dOtfiglal ; B. Title of Authorized Otficial . €. Date
’ 'Health Commissioner | ‘?ﬁg/”'

For the .S, Environmental Protection Agency

! have reviewed the information pmwdcd by the applicant/recipient and hercby certify that the applicant/recipi :nt has submitted all preaward
compliance information required by 40 C.F.R. Parts 5 and 7; that based on the information submitted, this appl cation satisfies the preaward provisions
of 40 C.F.R. Parts 5 and 7; and that the applicant has given assucance that it will fully comply with all applicable civil rights statutes and EPA
regulations.

A.  Signature of Authorized EPA Official ' B. Title of Authorized EfA Official ¢ C, Date
i i
Sas ** pare an reverse sides !

EPA Form 4700-4 (Rev. {4/2009). Previous editions are obsolete.
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DEP# RTMENT OF PUBLIC HEALTH
Donald F. Schwarz, MD, MPH

Deput » Mayor for Health & Opportunity
Healtl Commissioner

CITY OF PHILADELPHIA | ..., men

Chief of Staff

Air Management Services
Thom as Huynh
Directsr

321 U iversity Avenue, 2nd Floor
Philad :Iphia, PA 19104

Teleptune (215) 685-7584
Fax [213) 685-9451

March 6. 2014

Mr. Michael Thompson
Philadelphia Planning Commission
1515 Arch Sireet, 13th Floor
Philadelphia, PA 19102

Dear Mr. Thompson:

Enclosed please find a1 copyv of the grant application for Philadelphia's Near Road
Monitoring Program for thy: budget period of May 1, 2014 through May 1, 2016.

I would appreciate your reviewing this submission and forwarding the necessary approval
to me ds soon as possible. If you have any questions or need additional information, you
may contact me at 2] 5-685-9476.

Thank you for your aticntion to this matter.

Sincerely,

Edward Braun, Program Manager
Air Managzmen: Services
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PHILADELPHIA CITY PLANMNNG COMRSSION

Thomas Huynh March 8, 2014
Air Director

Air Management Services

Fhitadelphia Department of Public Health

321 University Avenue, 2ndafl.

Phitadelphia, PA 19104

RE: Application for Near Road Monitering Grant

Dear Mr. Huynh!

The Philadelphia City Planning Commission has completad the review of the
Phitadeiphia Department of Public Health, Air Management Service's "Near Road
Moenitoring Grant”™ grant application.

The propesed program activities, as detailed in the application far Federal assistance
(SF-424), are consistent with the City's Phila20.35 Comprehensive Plan. Therefare,
the Philadelphia City Planning Commission andorses this program and requests thz
funding agency to award a grani far 1his application:

Tt S

Sincerely yours,
Michael J. Thompzcn
City Planner
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%@ U.S. ENVIRONMENTAL PROTECTION AGENCY
i REGION Il

ASSISTANCE AGREEMENT/AMENDMENT NOTICE

| I

[ RECIPIENT NAME AND ADDRESS: DATE: APR - 1 2014

Denald F. Schwarz, M.0D., M.P.IL
Health Commissioner
Phuladelphia Department of Public Health
Municipal Services Building
15th & JFX Boulevard, Suite 600
Philadelphia, Pennsylvania 194102
fa:  Assistance #XA-963164-01-0

Enclosed is 2 digitally signed Assistance Agreement/Amendment from the U.S. Environmental Protection
Agency.

A signature from a representative of your organization is motrequired on this agreé;fént: " The recipient
demeonstrates its commitment to carry out this award by either: 1} drawing down funds within 21 days after
the EPA award/famendment maillingdate; or 2) not filing @ notice of disagreemant with the award terms and
conditions within 21 days after the EPA award/amendment mailing date.

If the reclpient disagrees with the terms and conditions specified inthis award, the reciplent’s authorized
reprasentative must submit a notice of disagreement to the LPA dward Official within 21 days afier the £EPA
award/amendment mailing date. The notice of disagreement should be sert to R3_Grant_Awards@epa.gov.

In the case of a disagreement, and until the disagreement is resolved, the recipient shoulgd riot draw funds
under this award/amendment, and any costs incurred by the recipient are at its own risk.

The Assistance Agreement should be distributed and reviewed within your organization and retained for your
official records.

If you have any questions ondrawdawns, please comact Peter Puglisi at 702-798-2426 or
puglisi. pater@apa gov.

payments, To view this and other EPA grant-related information, visit our Region 3 Grants OHlce website at:

hitp: a.qov/region?/aro ronts. ht

Please reference the EPA Assistance Mumber on all future correspondance regarding this Assistance
Agreement. Questions on technical matters should be directed to the Project Officer and guestions an
administrative rmatters should ke direrted to the Grants Specialist identified in the Assistance
pgreement/Amendment.
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XA - 06326401 -0 Page ?

GRANT NUMBER (FAIN): 96326401
€0 MODIFICATION NUMBER: © DATE OF AWARD
‘*ﬁn% u.s. ENVIRONMENTAL PROGRAM CODE: XA 0372512014
PROTECTION AGENCY  [TvpE oF ACTION MAILING DATE
M - : New 04/01/2014
Grant Agreement PAYMENT METHOD: ACH#
ASAP : 303009
RECIPIENT TYPE: Send Payment Request to:
Municipal . N/A,
RECIPIENT: PAYEE:
City of Philadelphia City of Philadelphia
321 University Ave 2nd Fir 321 University Ave 2nd Flt
Philadelphia, PA 19104-4543 Philadelphia, PA 19104-4543
EIN: 23-5003047 _
PROJECT MANAGER EPA PROJECT OFFICER EPA GRANT SPECIALIST
Mr. Thomas Huynh Ellen Wentworth Dwoana Armslrang

Grantz and Audit Management Branch, 3PM70
E-Mail: Ammstrong Danng@epamail.epa.gov
Phona; 215-814-5283

1650 Arch Street, 3AP0G

Phitadelphia, PA 19103-2029

E-Mail: Wentworth.Elleng@epamail.epa gov
Phone: 215-814-2034

321 University Ave 2nd Fir
Philadelphia, PA 19104-4543
E-Mail: Health EPAGrant@Phila.gov
Phone: 215-685-7584

PROJECT TITLE AND DESCRIPTION

Near Road Monitoring Station

This grant will provide funds for equipment, supplies and related services in orer i establish a near-raad monftaring site in the Philadelphia area, to capture
short-term, near-road NO2 concentrations near heavily trafficked roads to asuess the concuatrations lor yulnerabie and susceptible populations,

BUDGET PERIOD

PROJECT PERIOD TOTAL BUDGET PERIOD COST | TOTAL PROJECT PERIOD COST
04/01/2014 - 03/31/2016 04/01/2014 - 031/2016 $200,000.00 $200,000.00
NOTICE OF AWARD

Based on your Application dated 02/28/2014 including all medricatons and amendments, the United States acting by and through the US Environmental
Protection Agency (EPA} hereby awards $200,000. EPA agrees to cost-share 100 00% of all approved budget period costs incurred, up to and not exceeding
total federal funding of $200,000. Recipient's signature is not required on this agreerent. The recipient demonstrates its commitment to carry out this award
by either: 1) drawing down funds within 21 days after tha EFA awarnd or amendmeni mailing date, or 2) not filing a notice of disagreement with the award terms
and conditions within 21 days after the EPA awand or amendment stailing date. If the recipient disagrees with the terms and conditions specified in this award,

the autherized representative of the recipient must fumist a notice of disagreement to the EPA Award Official within 21 days after the EPA award or
amendment mailing date. In case of disagraement, and until {he disagreement is resolved, the recipient shoukd not draw down on the funds provided by this
award/amendrent, and any costs incurmed by the recipiant are at ix own risk. This agreement is subject to applicable EPA statutory provisions. The-
applicable regulatory provisions are40.GFR Chapter 1, Subchapier . and all terms and conditions of this agreement and any attachments.

ISSUING OFFICE{GRANTS MANAGGEMENT GFFICE) AWARD APPROVAL OFFICE
ORGANIZATION / ADDRESS ORGANIZATION { ADDRESS
US EPA Region 3, 3PM76 U.S. EPA, Region 3
1650 Arch Street Air Protection Division 3AP00D

Philadelphia, PA 19103-20z8

1650 Arch Street
Philadelphia, PA 19103-2028

THE LNITEL STATES OF AMERICA BY THE (.5, ENVIRONMENTAL PROTECTION AGENCY

Digital signature applied by EPA Award Officiai Ronald J. Borsellino - Assistant Regional Administrator for Policy and

Management

DATE
03/25/2014
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EPA Funding Information XA-0B326401 -0 Page 2
FUNDS FORMER AWARD THIS ACTION AMENCED TOTAL
EPA Amount THis Action 3 § 200,000 % 200,000
EPA In-King Amount N 3 [3 5 0
" Unoxpended Prior Year Balance 3 $ 54
| Other Federal Funds 3 3 10
Reclpient Contriburiion 5 ] 50
Stats Contrbticn [ 3 50
Lacal Contributian 5 ] i0
Olher Contribition $ 5 o 30
Allgwable Project Gost $0 5 200,000 % 200,000
Assmslans e Program (CFOA) Stotutory Autharily Regulxary Authorty N o
| GE.0M - Ghean Air Act: Sec. 103 40 CFR PART 51
Sunveys-Sludies-Investgebons-Cemonstralions
—and Special Burppse Adtivities relating 1o the
= Clean Air Aot
Fiscal
Site Name Reqg No FY | Apgrop. Budpget PFRC Chjest | SitelProjocl Cost Obligatien §
Code | Grganizabion Class Qrganization | Deobligatian
- 1403008 i E1 03 102A0 4913 - 2000, 0D
200,000
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XA -96326401-0 Page 3

Budget Summary Page
Table A - Object Class Category Total Approved Allowable
(Non-construction} " Budget Pericd Cost

1. Personnel $0
2, Fringe Benefits $0:
3. Travel $0
4. Equipment $104,434
5. Supplies $5,566
6. Contractual $90,000
7. Construction $0
8. Other $0
4. Total Direct Charges $200,000
10. indirect Costs: % Base . $0
11. Total (Share; Reciplent 0.00 % Federal 100.00 %.) $200,000
12. Total Approved Assistance Amount $200,000
13. Program Income 50
14, Total EPA Amount Awarded This Action $200,000
15. Total EPA Amount Awarded To Date $200,000
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XA -96326401-0 Page 4
Administrative Conditions

1. General Terms and Conditions

The recipient agrees to comply with the current EPA general terms and conditions available at:
hitp://www.epa.qovicgd/tc jan 2014.pdf. These terms and conditions are in addition to the assurances
and certifications made as part of the award and the terms, conditions or restrictions cited below.

The EPA repository for the general terms and conditions by year can be found at:
http:/Awww.epa goviegd/tc.htm.

2. Annual Federal Financial Report

. Pursuant to 40 CFR30.52(a)(1) or 31.41(b}, the recipient agrees to submit io EPA an annualt Federal
Financial Report (FFR) (SF-425) when the budget period is longer than one year. The following reporting
period end dates shall be used for interim reports. 3/31, 6/30, 8/30, or 12/31. fnterim reparts shall be
submitted no later than 90 days after the end of each reporting period.

The form is available on the internet at bitp://'www.epa gov/financialffomms. All FFRs must be submitted
to the Las Vegas Finance Center (LVFC} via email LVFC-grantsi@epa.gav or fax at 702-798-2423.

3. UTILIZATION OF SMALL, MINORITY AND WOMEN'S BUSINESS ENTERFPRISES

GENERAL COMPLIANCE, 40 CFR, Part 33
The recipient agrees to comply with the reguiremenis of EPA’s Disadvantaged Business Enterprise (DBE)
Program for procurement activities under zssistance agreements, contzined in 40 CFR, Part 33,

FAIR SHARE OBJECTIVES, 40 CFR, Pan 33, Subpart ©
A recipient must negotiate with the appropriate EPA award official, or histher designee, fair share
objectives for MBE and WBE participation in procurement under the financial assistance agreements.

In accordance with 40 CFR, Section 33411 some recipients may be exempt from the fair share objectives
requirements described in 40 CFR, Part 33, Subpart D~ Recipients should work with their DBE
coordinator, if they think their organization may gqualify for an exemption.

Current Fair Share Objective/Gaal

The dollar amount of this assistance agreement or the total dollar amount of ail of the recipient’s financial
assistance agreemenls in the current federal fiscal year from EPA is $250,000, or more. The CITY OF
PHILADELPHIA has negoliated the following, applicable MBE/WBE fair share objectives/goals with EPA
as follows:

MBE: CONSTRUCTION 12.0; EQUIPMENT 4.0, SERVICES 4.0; SUPPLIES 3.0
WBE: CONSTRUCTION 8.0, EQUIPMENT 4.0; SERVICES 3.0; SUPPLIES 2.0

Negotiating Fair Share Objectives/Goals

In accordance with 40 CFR, Part 33, Subpart D, established goals/objectives remain in effect for three
fiscal years unless there are significant changes to the data supporting the fair share objectives. The
recipient is required to follow reguirements as outlined in 40 CFR Part 33, Subpart D when renegotiating
the fair share objectives/goals.

SIX GOOD FAITH EFFORTS, 40 CFR, Part 33, Subpart C

Pursuant to 40 CFR, Section 33.301, the recipient agrees to make the following good faith efforts
whenever procuring construction, equipment, services and supplies under an EPA financial assistance
agreement, and to require that sub-recipients, loan recipients, and prime contractors also comply.
Records documenting compliance with the six good faith efforts shall be retained:
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(a) Ensure DBEs are made aware of contracting opportunities to the fullest extent practicable
through outreach and recruitment activities. For Indian Tribal, State and Local and Government
recipients, this will include placing DBEs on solicitation lists and soliciting them whenever they are
potential sources.

{b) Make information on forthcoming opportunities available to DBEs and arrange time frames for
contracts and establish delivery schedules, where the requirements permit; in a way that
encourages and facilitates participation by DBEs in the competitive process. This includes,
whenever possible, posting solicitations for bids or proposals for a minimum of 30 calendar days
before the bid or proposal closing date.

(c) Consider in the contracting process whether firms competing forlarge contracts could
subcontract with DBEs. For Indian Tribal, State and local Government recipients, this will include
dividing total requirements when economically feasible into smalier tasks or quantities to permit
maximum participation by DBEs in the competitive process,

{d) Encourage contracting with a consortium of DBEs when a coniract is too large for ene of these
firms to handle individually.

(e) Use the services and assistance of the SBA'and the Minority Business Development Agency
of the Department of Commerce.

(f) If the prime contractor awards subconiracts, require the prime cantractor to take the steps in
paragraphs (a) through (&) of this section.

MBE/WBE REPORTING, 40 CFR, Part 33, Subpart E

MBE/WBE reporting is limited to annual reporis and only required for assistance agreements where one
ar more the following conditionsare met:

{a) there are any funds budgeted in the contractual, equipment or construction lines of the award,
(b) $3,000 or more is included for supplies; or

(¢} there are funds budgeted for subawards or loans in which the expected budget(s) meet the
conditions as described in items (2} and (b).

This award meets one or more of the conditions as described above, therefore, the recipient agrees to
complete and submit 2 *MBEMWUBE Ultilization Under Federal Grants, Cooperative Agreements and
Interagency Agreements” report (EPA Form §700-52A) on an annual basis.

When completing the annual report, recipients are instructed to check the box titled “annual” in section 1B
of the form. For the final report, recipients are instructed to check the box indicated for the “last report” of
the project in section 1B of the form. Annual reports are due by October 30" of each year. Final reports
are due within 90 days after the end of the project period, whichever comes first.

The reporting requirement is based on planned procurements. Recipients with funds budgeted for
non-supply procurement and/or $3,000 or more in supplies are required te report annually whether the
planned procurements take place during the reporting period or not. If no procurements take place during
the reperting period, the recipient should check the box in section 5B when completing the form.

MBE/WBE reports should be emailed to R3 MBE-WBE Reports a.gov as a pdf file, or if that is
not possible, mailed to Stacie Pratt, Acting Diversity/EEQ Manager {(3DA10), U.S. EPA - Region ll|,
1650 Arch Street, Philadelphia, PA 19103-2029 with a courtesy copy to the Grants Specialist. The
current EPA Form 5700-52A can be found at the EPA Office of Small Business Pregram'’s Home Page at
hitp:/Amww.epa gov/osbpl/dbe reporting.htm.
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This provision represents an approved deviation from the MBEANBE reporting requirements as described
in 40 CFR, Part 33, Section 33.502; however, the other requirements outlined in 40 CFR Part 33 remain in
effect, including the Fair Share Objectives negotiation as described in 40 CFR Part 33 Subpart D.

CONTRACT ADMINISTRATION PROVISIONS, 40 CFR, Section 33.302
The recipient agrees to comply with the contract administration provisions of 40 CFR, Section 33.302.

B!DDERS LIST, 40 CFR, Section 33.501(b) and {¢)

Recipients of a Continuing Environmental Program Grant or other annual reporting grant, agree to create
and maintain a bidders list. Recipients of an EPA financial assistance agreement to capitalize a revolving
toan fund alsc agree to require entities receiving identified loans to create and maintain a bidders list if the
recipient of the loan is subject to, or chooses to follow, competitive bidding requirements. Please see 40
CFR, Section 33.501 (b} and {c} for specific requirements and exemptions.

Programmatic Conditions

1. Semi-annual Performance Reports - Part 31,

The recipient shail submit semi-annual performance reports, which are due 30 days after the reporting
period. (September 30 and March 31). Reports shall ba submitted tx the EPA Project Officer and may be
provided electronically.

In accordance with 40 C.F.R., section 31.40, the regipient agrees to submit perfgrmance reports that
include brief information on each of the following areas:

a) a comparison of actual accomplishments to the cutpuis/outcomes established in the assistance
agreement work plan for the period

b} the reasons for slippage if established cutputs/outcomes were not met,

c) additional pertinent information. including. when appropriate, analysis and information of cost overruns
or high unit costs.

In addition to the serni-armual performance reports. the recipient shall immediately notify the EPA Project
Officer of developments that have a sinificant impact on the award-supported activities. In accordance
with 40 C.F.R.,Part 31.40(d), as appropiiate, the recipient agrees to inform the EPA Project Officer as
soon as problems, delays or adverse conditions become known, which will materially impair the ability to
meet the outputsioutcomes specified in the assistance agreement work plan. This notification shall
include‘a stalement of the action taken or contempiated, and any assistance needed to resolve the
situation.

2. Final Performance Report.

In addition to the periodic performance reports, the recipient shall submit a final performance report, which
is due 90 calendar days afier the expiration or termination of the award. The report shall be submitted to
the EPA Project Officer and may be provided electronically. The report shall generally contain the same
information as in the periodic reports, but shouid cover the entire project peried. After completion of the
project, the EPA Project Officer may waive the requirement for a final performance report if the EPA
Project Officer deems such a report is inappropriate or unnecessary.

3. Other Recipient Responsibilities.
Per 40 C.F.R. section 31.30, prior written approval is required from EPA if there is any revision to the

scope or objectives of the project {regardiess of whether there is an associated budget revision requiring
prior approval),
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Background

On February 9, 2010, EPA promulgated (75 FR 6474) new minimum monitoring requirements for the nitrogen
dioxide (NO,) monitoring network in support of a newly revised 1-hour NO, National Ambient Air Quality Standard
(NAAQS). In the new monitoring requirements, state and local air monitoring agencies are required to install near-
road NO, monitoring stations in larger urban areas where hourly NO, concentrations in the near-road environment
are believed to be the highest in that urban area. State and local air agencies are required to consider traffic
volumes, fleet mix, roadway design, traffic congestion patterns, local terrain or topography, and meteorology in
the implementation process of any required near-road NO, monitor.

EPA recognized that the combination of increased vehicle-miles-traveled (VMT),swhich correspond to on-road
mobile source emissions, with higher urban population densities can result in‘an increased potential for exposure
and associated risks to human health and welfare. As a result, the EPA promulgated requirements for near-road
NO, monitors in urban areas where peak, ambient 1-hour NO, concentrations can be expected to occur that are
particularly attributable to on-road mobile sources. Monitoring requirements are based upon population levels
and a specific traffic metric within Core Based Statistical Areas{CBSAs). State and local ambient air monitoring
agencies are required (per 40 CFR Part 58 Appendix D, Section 4.3.2:a) to use the latest available census figures
(e.g., census counts and/or estimates) and available traffic data in assessing what may be required of them under
this new rule.

Section 1 - Identifying the Extent of Required Near-Road Monitoring for the
Philadelphia CBSA

The first step in implementing the required monitoring for Philadelphia CBSA, is to identify the extent to which
monitoring requirements apply. The review'is presented below. The result is that the Philadelphia CBSA needs two
near-road NO, monitors.

Review. In-40.CFR Part 58 Appendix D, the EPA requires state and local air agencies to operate one near-
road NO, monitor in each CBSA with a population of 500,000 or more persons. CBSAs with 2,500,000 or
maore persons, or those CBSAs with one or more roadway segments carrying traffic volumes of 250,000 or
more vehicles (as measured by annual average daily traffic [AADT] counts), shall have two near-road NO2
monitors within that CBSA. State and local ambient air monitoring agencies are required to use the most
up-to-date census information and traffic data in assessing what may be required of them under this rule,
per 40 CFR Part 58 Appendix D, Section 4.3.2.a.

Identifying Census Data for the Philadelphia CBSA. Philadelphia Air Management Services (AMS) used the
U.S. Census Bureau as the source of its population estimate (http://www.census.gov/popest/data/metro).

The “Philadelphia” CBSA which is comprised of five counties in PA: Philadelphia, Bucks, Chester, Delaware,
and Montgomery, four counties in NJ: Burlington, Camden, Gluocester,and Salem, one county in DE: New
Castle, and one county in MD: Cecil. The Philadelphia CBSA has a population of 6,018,800 per 2012
estimated population http://www.census.gov/popest/data/metro/totals/2012/index.html.

Identifying Roadway Traffic Volumes in Excess of 250,000 AADT. AMS obtained Pennsylvania
Department of Transportation’s (PennDOT) traffic volume data, including AADT data, from the following
sources:
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e Internet Traffic Monitoring System (ITMS) http://www.dot7.state.pa.us/itms/main.htm

e  Traffic Volume Map
http://www.dot.state.pa.us/Internet/Bureaus/pdPlanRes.nsf/infoBPRTrafficinfoTrafficVolumeMa

p, and specifically
ftp://ftp.dot.state.pa.us/public/pdf/BPR_pdf files/MAPS/Traffic/Traffic Volume/2012/philadelp

hia 2012 tv.pdf
e  Traffic Counts found at the Pennsylvania Spatial Data Access (PASDA), the official public access

geospatial clearinghouse for the Commonwealth of Pennsylvania
http://www.pasda.psu.edu/uci/MetadataDisplay.aspx?entry=PASDA&file=PaTraffic2014
_02.xml&dataset=56 and
http://www.pasda.psu.edu/uci/MetadataDisplay.aspx?entry=PASDA& file=PaStateRoads2014 02
xml&dataset=54

Given that the Philadelphia CBSA has a population of more than 2,500,000 persons, it will need two near-
road NO, monitors

Meeting Requirements in CBSAs Covering Multiple Geo- Political Boundaries (Multi-Agency/Multi-
State). The Philadelphia CBSA covers an area that includes Philadelphia, Bucks, Chester, Delaware,
Montgomery, Burlington, Camden, Gluocester, Salem, New Castle, and Cecil counties. The Pennsylvania
Department of Environmental Protection serves as the air agency for all counties in PA, except
Philadelphia, the most populous, which is served by,AMS, and Allegheny which is served by Allegheny
County Health Department (ACHD). AMS analyzed AADT for.roadway segments located in Philadelphia
County. The result is that the first near-road NO, monitor for_the Philadelphia CBSA will be located in
Philadelphia County and be installed and operateddby AMS. AMS discussed with the EPA Region I, the
determination of where the near-road monitoring should be conducted. These discussions were
conducted before andduring the traffic data analysis process and while determining an initial list of
candidate road segments.

Section 2 - Traffic Data for Use in Identifying Candidate Road Segments for Near-
Road NO2 Monitoring

The second step.in identifying the candidate NO3 near-road monitoring site in Philadelphia County is to collect and
analyze traffic data. Traffic data.indicate the anticipated level and type of activity on road segments that can be
used to compare anticipated pollutant emissions among multiple road segments in the Philadelphia CBSA.

This section summarizes the data and sources that were used in generating a list of candidate road segments for
evaluation as potential near-road NO, monitoring sites. The purpose of using these recommended data and
sources was ultimately to identify a location where the highest motor vehicle emissions leading to peak near-road

NO, concentrations was likely to occur.

Annual Average Daily Traffic. AADT is a measure of the total volume of traffic on a roadway segment for
one year divided by the number of days in the year. This parameter can be used to identify the relative
traffic activity and corresponding potential for pollutant emissions experienced along roads. Generally,
AADT is representative of the traffic volume along a length of road, or “road segment”, where individual
road segments are typically defined as a length of road between two points, such as intersections,
highway exits, highway mile markers, geo-political boundaries, or other features where the traffic volume
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or pattern is likely to change. The sources of AADT data analyzed by AMS to determine the appropriate
location of the near-road NO, monitor for the Philadelphia County are defined in Step 1, above.

Fleet Mix Data. While AADT describes the total volume of traffic on a road, fleet mix data provides
specific counts, or percentages of total traffic volume, of different types of vehicles that comprise the
total traffic volume. Most commonly, fleet mix data differentiate between light-duty (LD) passenger
vehicles and heavy-duty (HD) trucks. LD vehicles typically burn gasoline, while HD trucks operate on diesel
fuel. Understanding the number or percentage of HD vehicles within the total traffic volume is important
because the difference in the amount of nitrogen oxides (NOy) emitted on a per vehicle basis between the
two vehicle types varies greatly. HD vehicles typically emit much higher amountsiof NOy than LD vehicles.
Since these NOy emissions include NO, (as well as nitrogen oxide [NO], whichfeadily converts to NO, in
the near-road environment in the presence of ozone, and which also can bé oxidized to NO, through
other photochemical processes), these emission differences are important in identifying locations where
peak NO, concentrations may occur. For all vehicles, NOyx emissions vary by vehicle type, load, speed, and
highway grade. AMS used the truck count data found on the Penn DOT Internet Travel Monitoring System,

http://www.dot7.state.pa.us/itms/main.htm, linked to the specific roadway map segment.

Congestion Patterns. Congestion patterns is an important factor in the.near-road NO, site selection
process because traffic congestion can lead to vehicle operating conditions, particularly stop-and-go
traffic, that may increase emissions per vehicle (as compared to vehicles operating at steady-state
highway speeds). Congestion pattern data can be presented as:
e Level of service (LOS), which describes the effectiveness of a transportation facility, such as
a road segment, and is determined for individual road segments by the evaluation of
multiple pieces of traffic information, including time-resolved traffic counts, traffic speeds,
and the relative frequency of occurrence of congested conditions. The LOS is presented as a
qualitative measure, using a letter grading system with grading ranges from A to F. Those
road segments with-higher relative congestion (e.g., a worse letter grade) may be more likely
to have relatively higher NO, emissions potential per vehicle than otherwise similar road
segments'with less congestion. A complete LOS data was not available for Philadelphia
County.

e  Volume-to-capacity (v/c) ratio which compares peak traffic volumes on a road segment with
the capacity of the road based on the number of lanes. This calculation typically accounts for
the larger size of HD vehicles and focuses on traffic conditions during peak hours of
operation. This data was also not available for Philadelphia County.

e  “AADT by lane” for individual road segments. This indicator is determined by dividing the
total AADT by the number of lanes on a road segment. AADT by lane is used to aid in
understanding the potential congestion of a road segment in the absence of LOS or Volume-
to-capacity ratio information (as is the case for Philadelphia County) by accounting for how
much traffic volume is using a given number of available driving lanes. As such, a larger
number of vehicles per lane indicate a greater potential for traffic congestion. Since AADT by
lane is not based on the multiple metrics that LOS and v/c ratio are based upon, it should be
viewed only as a rough surrogate to what these data might represent for a given road
segment, and is used only because LOS or v/c ratio data are not available. The equation is:

AADT

AADT by Lane= ————————
Numberoflane

where, AADT is the actual total traffic volume on the road segment, and the number of
lanes is the total number of lanes, in both directions, on that road segment.
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Section 3 - Creating an Initial List of Candidate Road Segments Using Traffic Data

The site selection process for required near-road NO, monitors, per 40 CFR Part 58 Appendix D, includes the
ranking of road segments in a CBSA by AADT, followed by the consideration of five other factors: fleet mix,
congestion patterns, roadway design, terrain, and meteorology.

3.1 Using AADT to Initially Rank Road Segments

The first step in the traffic data evaluation process is to satisfy the requirement in 40 CFR Part 58 Appendix D,
section 4.3, to rank road segments in a CBSA based on the total traffic volume, represented by AADT. The
intent of this first step is to begin to focus the evaluation process to road segments that are more likely to
have higher potential for NOy emissions due to their higher volumes of traffic.

The following is a list of road segments in the Philadelphia County ranked by total AADT using the recent traffic
data available from PennDOT. The data is arranged in descending order, where the segment with the highest
total AADT is ranked first. This list includes the road segment ID, road information, and AADT value.
Philadelphia County has two main interstates, I-76 that stretches from east to west and 1-95 that stretches
from north to south. The top sixteen sites from both interstates are listed on Table 1 below.

There is another concern about traffic resulting from events in the Citizen Bank Park stadium, as well
as the traffic from Walt Whitman Bridge. The current AADT and the route information of the
stadium area are listed below on State Route No. 67B3. With the mentioned current AADT, it puts
the area on the eleventh rank on the Table 1.

Table 1 - Rank by AADT for the Grouped Segments Representing Lanes for Both Directions

Stﬁ::t' ;ig_ Seg (I'f‘:;‘ gth Width (!-:::t C:X;:t 11-7\1;':' Street Name AADT Rank
1-95 0264 4229 67 3 77040 179487 Del Expwy NB 1
0270 2710 43 3 77040 179487 Del Expwy NB 1
0274 2270 48 4 77040 179487 Del Expwy NB 1
0280 2728 48 4 77040 179487 Del Expwy NB 1
0284 2681 36 4 77040 179487 Del Expwy NB 1
0290 1990 48 4 77040 179487 Del Expwy NB 1
0265 4254 67 3 102447 179487 Del Expwy SB 1
0271 2750 36 3 102447 179487 Del Expwy SB 1
0275 2226 48 4 102447 179487 Del Expwy SB 1
0281 2731 48 4 102447 179487 Del Expwy SB 1
0285 2695 48 4 102447 179487 Del Expwy SB 1
0291 1944 48 4 102447 179487 Del Expwy SB 1
1-76 3394 2416 41 3 96776 174342 Sch Expwy EB 2
3400 2691 50 4 96776 174342 Sch Expwy EB 2
3404 2655 50 4 96776 174342 Sch Expwy EB 2
3410 2640 50 4 96776 174342 Sch Expwy EB 2
3395 2303 76 4 77566 174342 Sch Expwy WB 2
3401 2937 50 4 77566 174342 Sch Expwy WB 2
3405 2705 50 4 77566 174342 Sch Expwy WB 2
3411 2667 50 4 77566 174342 Sch Expwy WB 2
1-95 0250 3226 65 4 86781 172578 Del Expwy NB 3
0254 2453 52 5 86781 172578 Del Expwy NB 3
0260 1535 55 4 86781 172578 Del Expwy NB 3
0245 1814 48 4 85797 172578 Del Expwy SB 3
8
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0251 3242 65 4 85797 172578 Del Expwy SB 3
0255 2414 60 5 85797 172578 Del Expwy SB 3
0261 1537 48 4 85797 172578 Del Expwy SB 3
1-95 0214 2259 36 3 73651 157984 Del Expwy NB 4
0220 1682 48 4 73651 157984 Del Expwy NB 4
0224 3284 66 4 73651 157984 Del Expwy NB 4
0230 3680 59 3 73651 157984 Del Expwy NB 4
0234 2619 57 4 73651 157984 Del Expwy NB 4
0240 1829 50 4 73651 157984 Del Expwy NB 4
0244 1808 60 4 73651 157984 Del Expwy NB 4
0211 3043 36 3 84333 157984 Del Expwy SB 4
0215 2274 36 3 84333 157984 Del Expwy SB 4
0221 1728 36 3 84333 157984 Del Expwy SB 4
0225 3378 48 4 84333 157984 Del Expwy SB 4
0231 3680 59 3 84333 157984 Del Expwy SB 4
0235 2619 57 4 84333 157984 Del Expwy SB 4
0241 1835 50 4 84333 157984 Del Expwy SB 4
1-76 3414 2640 38 3 85308 154955 Sch Expwy EB 5
3420 2640 66 3 85308 154955 Sch Expwy EB 5
3424 2640 38 3 85308 154955 Sch Expwy EB 5
3430 2640 38 3 85308 154955 Sch Expwy EB 5
3415 2575 38 3 69647 154955 Sch Expwy WB 5
3421 2579 66 3 69647 154955 Sch Expwy WB 5
3425 2731 38 3 69647 154955 Sch Expwy WB 5
3431 2584 38 3 69647 154955 Sch Expwy WB 5
1-76 3434 2640 38 3 71287 143529 Sch Expwy EB 6
3440 2651 25 2 71287 143529 Sch Expwy EB 6
3444 3156 27 2 71287 143529 Sch Expwy EB 6
3435 2687 38 3 72242 143529 Sch Expwy WB 6
3441 2112 25 2 72242 143529 Sch Expwy WB 6
3445 3156 27 2 72242 143529 Sch Expwy WB 6
1-95 0114 1917 48 4 59201 128925 Del Expwy NB 7
0115 2300 61 4 69724 128925 Del Expwy SB 7
1-95 0320 2744 36 3 63399 124610 Del Expwy NB 8
0324 2793 36 3 63399 124610 Del Expwy NB 8
0321 2781 36 3 61211 124610 Del Expwy SB 8
0325 2782 36 3 61211 124610 Del Expwy SB 8
1-95 0180 2471 55 3 54241 118195 Del Expwy NB 9
0184 2599 55 3 54241 118195 Del Expwy NB 9
0190 2978 67 3 54241 118195 Del Expwy NB 9
0194 4418 67 4 54241 118195 Del Expwy NB 9
0200 1786 36 3 54241 118195 Del Expwy NB 9
0204 1826 61 4 54241 118195 Del Expwy NB 9
0210 3049 36 3 54241 118195 Del Expwy NB 9
0185 2574 60 3 63954 118195 Del Expwy SB 9
0191 2978 67 3 63954 118195 Del Expwy SB 9
0195 4418 67 4 63954 118195 Del Expwy SB 9
0201 1781 48 4 63954 118195 Del Expwy SB 9
0205 1819 66 3 63954 118195 Del Expwy SB 9
1-95 0164 3923 52 3 64412 116634 Del Expwy NB 10
0170 5191 52 3 64412 116634 Del Expwy NB 10
0165 3927 52 3 52222 116634 Del Expwy SB 10
0171 5191 52 3 52222 116634 Del Expwy SB 10
0181 2435 60 3 52222 116634 Del Expwy SB 10
9
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67B3 0010 5280 84 7 103000 Walt Whitman Brg. 11
0020 5280 84 7 103000 Walt Whitman Brg. 11
0030 4752 84 7 103000 Walt Whitman Brg. 11
1-95 0144 3378 55 4 47581 97238 Del Expwy NB 12
0150 5167 48 3 47581 97238 Del Expwy NB 12
0160 1946 55 3 47581 97238 Del Expwy NB 12
0145 3124 55 4 49657 97238 Del Expwy SB 12
0151 5167 48 3 49657 97238 Del Expwy SB 12
0161 1949 55 3 49657 97238 Del Expwy SB 12
1-76 3450 2612 30 2 52000 95101 Sch Expwy EB 13
3454 3946 27 2 52000 95101 Sch Expwy EB 13
3460 1434 36 3 52000 95101 Sch Expwy EB 13
3464 2544 37 3 52000 95101 Sch Expwy EB 13
3470 1483 57 3 52000 95101 Sch Expwy EB 13
3451 2602 33 2 43101 95101 Sch Expwy WB 13
3455 3927 27 2 43101 95101 Sch Expwy WB 13
3461 1411 37 3 43101 95101 Sch Expwy WB 13
3465 2509 37 3 43101 95101 Sch Expwy WB 13
3471 1709 37 3 43101 95101 Sch Expwy WB 13
1-95 0294 2975 55 4 50048 93539 Del Expwy NB 14
0300 2814 57 4 50048 93539 Del Expwy NB 14
0304 2759 47 4 50048 93539 Del Expwy:NB 14
0310 2640 47 4 50048 93539 Del Expwy NB 14
0314 2615 36 3 50048 93539 Del Expwy NB 14
0295 3017 36 3 43491 93539 Del Expwy SB 14
0301 2745 57 4 43491 93539 Del Expwy SB 14
0305 2788 48 4 43491 93539 Del Expwy SB 14
0311 2640 48 4 43491 93539 Del Expwy SB 14
0315 2638 36 3 43491 93539 Del Expwy SB 14
1-95 0134 3021 72 4 45727 92549 Del Expwy NB 15
0140 2677 72 3 45727 92549 Del Expwy NB 15
0135 3244 72 4 46822 92549 Del Expwy SB 15
0141 2680 72 3 46822 92549 Del Expwy SB 15
1-95 0120 2528 60 5 33927 69855 Del Expwy NB 16
0124 2775 36 3 33927 69855 Del Expwy NB 16
0130 2640 36 3 33927 69855 Del Expwy NB 16
0121 2416 60 5 35928 69855 Del Expwy SB 16
0125 2809 60 3 35928 69855 Del Expwy SB 16
0131 2640 36 3 35928 69855 Del Expwy SB 16

Note: Northbound (NB); Southbound (SB); Eastbound (EB); Westbound (WB)
Delaware (Del); Schuylkill (Sch); Expressway (Expwy)
Brg: Bridge

3.2 Combining Fleet Mix Data and AADT Data to Rank Road Segments

The fleet mix metric accounts for the amount of HD (heavy duty) vehicles on a roadway, or the ratio of HD
vehicles to LD (light duty) vehicles on a road. Fleet mix is an important factor because of the higher amount of
NOy emitted per vehicle for HDVs. Therefore, accounting for fleet mix in the near-road NO, monitoring site
selection process more accurately focuses the search on road segments where potential on-road emissions
may more consistently lead to peak NO, concentrations in the near-road environment.
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HD vehicles AADT is added to each road segment. The grouped rows then were re-ranked based on total HD
vehicles on Table 2 below. In the stadium area, there was 5% of AADT truck which was counted as HD vehicles
AADT and placed the area on the fifteenth rank based on HD Vehicle AADT.

Table 2 - Rank by Heavy Duty Vehicle AADT

St. Rt Seg Seg Lane Current Total AADT HD Total \|I-|eDh
o Width Street Name Location Veh HD Veh
No No. Length Count AADT AADT Rank AADT AADT AADT
Rank
1-95 0320 2744 36 3 63399 124610 Del Expwy NB Exit 32 (Academy Rd/Linden Ave) to 8 6974 14320 1
Exit 33
0324 2793 36 3 63399 124610 Del Expwy NB Exit 32 (Academy Rd/Linden Ave) to 8 6974 14320 1
Exit 33
0321 2781 36 3 61211 124610 Del Expwy SB Exit 33 to.Exit 32 (Academy Rd/Linden 8 7346 14320 1
Ave)
0325 2782 36 3 61211 124610 Del Expwy SB Exit:33 to Exit 32 (Academy Rd/Linden 8 7346 14320 1
Ave)
1-95 0120 2528 60 5 33927 69855 Del Expwy NB Exit 12 to Exit13 16 6785 13611 2
0124 2775 36 3 33927 69855 Del Expwy NB Exit 12 to Exit 13 16 6785 13611 2
0130 2640 36 3 33927 69855 Del Expwy NB Exit 12 to Exit 13 16 6785 13611 2
0121 2416 60 5 35928 69855 Del Expwy SB Exit 13 to Exit 12 16 6826 13611 2
0125 2809 60 3 35928 69855 Del Expwy SB Exit 13 to Exit 12 16 6826 13611 2
0131 2640 36 3 35928 69855 Del Expwy SB Exit 13 to Exit 12 16 6826 13611 2
1-95 0214 2259 36 3 73651 157984 Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3
0220 1682 48 4 73651 157984 Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3
0224 3284 66 4 73651 157984 Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3
0230 3680 59 3 73651 157984 Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3
0234 2619 57 4 73651 157984 Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3
0240 1829 50 4 73651 157984 Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3
0244 1808 60 4 73651 157984 Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3
0211 3043 36 3 84333 157984 Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3
0215 2274 36 3 84333 157984 Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3
0221 1728 36 3 84333 157984 Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3
0225 3378 48 4 84333 157984 Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3
0231 3680 59 3 84333 157984 Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3
0235 2619 57 4 84333 157984 Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3
0241 1835 50 4 84333 157984 Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3
1-76 3414 2640 38 3 85308 154955 Sch Expwy EB Exit 341 (Montgomery Dr/West River 5 4812 9899 4
Dr) to Exit 343 (Spring Garden
St/Harverford Ave)
3420 2640 66 3 85308 154955 Sch Expwy EB Exit 341 (Montgomery Dr/West River 5 4812 9899 4
Dr) to Exit 343 (Spring Garden
St/Harverford Ave)
3424 2640 38 3 85308 154955 Sch Expwy EB Exit 341 (Montgomery Dr/West River 5 4812 9899 4
Dr) to Exit 343 (Spring Garden
St/Harverford Ave)
3430 2640 38 3 85308 154955 Sch Expwy EB Exit 341 (Montgomery Dr/West River 5 4812 9899 4
Dr) to Exit 343 (Spring Garden
St/Harverford Ave)
3415 2575 38 3 69647 154955 Sch Expwy WB Exit 343 (Spring Garden St/Harverford 5 5087 9899 4
Ave) to Exit 341 (Montgomery
Dr/West River Dr)
3421 2579 66 3 69647 154955 Sch Expwy WB Exit 343 (Spring Garden St/Harverford 5 5087 9899 4
Ave) to Exit 341 (Montgomery
Dr/West River Dr)
3425 2731 38 3 69647 154955 Sch Expwy WB Exit 343 (Spring Garden St/Harverford 5 5087 9899 4
Ave) to Exit 341 (Montgomery
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Dr/West River Dr)

3431 2584 38 3 69647 154955 Sch Expwy WB Exit 343 (Spring Garden St/Harverford 5 5087 9899 4
Ave) to Exit 341 (Montgomery
Dr/West River Dr)
1-95 0114 1917 48 4 59201 128925 Del Expwy NB Boundary with Delco to Exit 12 (PA 7 3970 9218 5
291 - Cargo City)
0115 2300 61 4 69724 128925 Del Expwy SB Exit 12 (PA 291 - Cargo City) to 7 5248 9218 5
boundary with Delco

1-76 3394 2416 41 3 96776 174342 Sch Expwy EB Exit 340A (Lincoln Dr/Kelly Dr) to Exit 2 4818 8847 6

341 (Montgomery Dr/West River Dr)

3400 2691 50 4 96776 174342 Sch Expwy EB Exit 340A (Lincoln Dr/Kelly Dr) to Exit 2 4818 8847 6
341 (Montgomery Dr/West River Dr)

3404 2655 50 4 96776 174342 Sch Expwy EB Exit 340A (Lincoln Dr/Kelly Dr) to Exit 2 4818 8847 6
341 (Montgomery Dr/West River Dr)

3410 2640 50 4 96776 174342 Sch Expwy EB Exit 340A (Lincoln Dr/Kelly Dr) to Exit 2 4818 8847 6
341 (Montgomery Dr/West River Dr)

3395 2303 76 4 77566 174342 Sch Expwy WB Exit 341 (Montgomery Dr/West River 2 4029 8847 6
Dr) to Exit 340A (Lincoln Dr/Kelly Dr)

3401 2937 50 4 77566 174342 Sch Expwy WB Exit.341 (Montgomery Dr/West River 2 4029 8847 6
Dr) to Exit 340A (Lincoln Dr/Kelly Dr)

3405 2705 50 4 77566 174342 Sch Expwy WB Exit 341 (Montgomery Dr/West River 2 4029 8847 6
Dr) to Exit 340A (Lincoln Dr/Kelly Dr)

3411 2667 50 4 77566 174342 Sch Expwy WB Exit 341 (Montgomery Dr/West River 2 4029 8847 6
Dr) to Exit 340A (Lincoln Dr/Kelly Dr)

1-95 0164 3923 52 3 64412 116634 DelExpwy NB Exit 17 to Exit:19 10 3477 8651 7
0170 5191 52 3 64412 116634 Del Expwy NB Exit 17 to Exit 19 10 3477 8651 7
0165 3927 52 3 52222 116634 Del Expwy SB Walt Whitman Br. To Stadium (Exit 17) 10 5174 8651 7
0171 5191 52 3 52222 116634 Del Expwy SB Walt Whitman Br. To Stadium (Exit 17) 10 5174 8651 7
0181 2435 60 3 52222 116634 Del Expwy SB Walt Whitman,Br. To Stadium (Exit 17) 10 5174 8651 7

1-76 3434 2640 38 3 71287 143529 Sch Expwy EB Exit 343 (Spring Garden St/Harverford 6 4276 8611 8

Ave) to Exit 346A (South St)
3440 2651 25 2 71287 143529 Sch Expwy EB Exit 343 (Spring Garden St/Harverford 6 4276 8611 8
Ave) to Exit 346A (South St)
3444 3156 27 2 71287 143529 Sch Expwy EB Exit 343 (Spring Garden St/Harverford 6 4276 8611 8
Ave) to Exit 346A (South St)
3435 2687 38 3 72242 143529 Sch Expwy WB Exit 346A (South St) to Exit 343 (Spring 6 4335 8611 8
Garden St/Harverford Ave)
3441 2112 25 2 72242 143529 Sch Expwy WB Exit 346A (South St) to Exit 343 (Spring 6 4335 8611 8
Garden St/Harverford Ave)
3445 3156 27 2 72242 143529 Sch Expwy WB Exit 346A (South St) to Exit 343 (Spring 6 4335 8611 8
Garden St/Harverford Ave)
1-95 0264 4229 67 3 77040 179487 Del Expwy NB 1-95 North-Trenton to Exit 30 (Cottman 1 2748 8404 9
Ave/Rhawn St)
0270 2710 43 3 77040 179487 Del Expwy NB 1-95 North-Trenton to Exit 30 (Cottman 1 2748 8404 9
Ave/Rhawn St)
0274 2270 48 4 77040 179487 Del Expwy NB 1-95 North-Trenton to Exit 30 (Cottman 1 2748 8404 9
Ave/Rhawn St)
0280 2728 48 4 77040 179487 Del Expwy NB 1-95 North-Trenton to Exit 30 (Cottman 1 2748 8404 9
Ave/Rhawn St)
0284 2681 36 4 77040 179487 Del Expwy NB 1-95 North-Trenton to Exit 30 (Cottman 1 2748 8404 9
Ave/Rhawn St)
0290 1990 48 4 77040 179487 Del Expwy NB 1-95 North-Trenton to Exit 30 (Cottman 1 2748 8404 9
Ave/Rhawn St)
0265 4254 67 3 102447 | 179487 Del Expwy SB PA-73 to I-95 North - Trenton 1 5656 8404 9
0271 2750 36 3 102447 179487 Del Expwy SB PA-73 to I-95 North - Trenton 1 5656 8404 9
0275 2226 48 4 102447 | 179487 Del Expwy SB PA-73 to I-95 North - Trenton 1 5656 8404 9
0281 2731 48 4 102447 | 179487 Del Expwy SB PA-73 to I-95 North - Trenton 1 5656 8404 9
0285 2695 48 4 102447 179487 Del Expwy SB PA-73 to I-95 North - Trenton 1 5656 8404 9
0291 1944 48 4 102447 179487 Del Expwy SB PA-73 to I-95 North - Trenton 1 5656 8404 9
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1-95 0250 3226 65 4 86781 172578 Del Expwy NB Exit 25 to I-95 North-Trenton 3 2534 7594 10
0254 2453 52 5 86781 172578 Del Expwy NB Exit 25 to I-95 North-Trenton 3 2534 7594 10
0260 1535 55 4 86781 172578 Del Expwy NB Exit 25 to I-95 North-Trenton 3 2534 7594 10
0245 1814 48 4 85797 172578 Del Expwy SB 1-95 North-Trenton to Exit 25 3 5060 7594 10
0251 3242 65 4 85797 172578 Del Expwy SB 1-95 North-Trenton to Exit 25 3 5060 7594 10
0255 2414 60 5 85797 172578 Del Expwy SB 1-95 North-Trenton to Exit 25 3 5060 7594 10
0261 1537 48 4 85797 172578 Del Expwy SB 1-95 North-Trenton to Exit 25 3 5060 7594 10
1-95 0294 2975 55 4 50048 93539 Del Expwy NB Exit 30 (Cottman Ave/Rhawn St) to Exit 15 2834 7195 11
32 (Academy Rd/Linden Ave)
0300 2814 57 4 50048 93539 Del Expwy NB Exit 30 (Cottman Ave/Rhawn St) to Exit 15 2834 7195 11
32 (Academy Rd/Linden Ave)
0304 2759 47 4 50048 93539 Del Expwy NB Exit 30 (Cottman Ave/Rhawn<St) to Exit 15 2834 7195 11
32 (Academy Rd/Linden Ave)
0310 2640 47 4 50048 93539 Del Expwy NB Exit 30 (Cottman Ave/Rhawn St) to Exit 15 2834 7195 11
32 (Academy Rd/Linden Ave)
0314 2615 36 3 50048 93539 Del Expwy NB Exit 30 (Cottman/Ave/Rhawn St) to Exit 15 2834 7195 11
32 (Academy Rd/Linden Ave)
0295 3017 36 3 43491 93539 Del Expwy SB Exit 32 (Academy Rd/Linden Ave) to 15 4361 7195 11
PA-73
0301 2745 57 4 43491 93539 Del Expwy SB Exit 32 (Academy Rd/Linden Ave) to 15 4361 7195 11
PA-73
0305 2788 48 4 43491 93539 Del Expwy SB Exit 32 (Academy Rd/Linden Ave) to 15 4361 7195 11
PA-73
0311 2640 48 4 43491 93539 Del Expwy SB Exit 32 (Academy Rd/Linden Ave) to 15 4361 7195 11
PA-73
0315 2638 36 3 43491 93539 Del Expwy SB Exit 32 (Academy Rd/Linden Ave) to 15 4361 7195 11
PA-73
1-95 0144 3378 55 4 47581 97238 Del Expwy NB W. Fort Mifflin'Rd. to Exit 17 12 3688 6977 12
0150 5167 48 3 47581 97238 Del Expwy NB W. Fort Mifflin Rd. to Exit 17 12 3688 6977 12
0160 1946 55 3 47581 97238 Del Expwy NB W. Fort Mifflin.Rd. to Exit 17 12 3688 6977 12
0145 3124 55 4 49657 97238 Del Expwy.SB Exit 17 to Exit 15 12 3289 6977 12
0151 5167 48 3 49657 97238 Del Expwy SB Exit 17 to Exit 15 12 3289 6977 12
0161 1949 55 3 49657 97238 Del Expwy SB Exit 17 to Exit 15 12 3289 6977 12
1-76 3450 2612 30 2 52000 95101 Sch Expwy EB Exit 346A (South St) to Exit 347B (End 13 3466 5686 13
of I-76)
3454 3946 27 2 52000 95101 Sch Expwy.EB Exit 346A (South St) to Exit 347B (End 13 3466 5686 13
of 1-76)
3460 1434 36 3 52000 95101 Sch Expwy EB Exit 346A (South St) to Exit 347B (End 13 3466 5686 13
of I-76)
3464 2544 37 3 52000 95101 Sch Expwy EB Exit 346A (South St) to Exit 347B (End 13 3466 5686 13
of 1-76)
3470 1483 57 3 52000 95101 Sch Expwy EB Exit 346A (South St) to Exit 347B (End 13 3466 5686 13
of 1-76)
3451 2602 33 2 43101 95101 Sch Expwy WB Beginning of I-76 (S.26th St) to Exit 13 2220 5686 13
346A (South St)
3455 3927 27 2 43101 95101 Sch Expwy WB Beginning of I-76 (S.26th St) to Exit 13 2220 5686 13
346A (South St)
3461 1411 37 3 43101 95101 Sch Expwy WB Beginning of I-76 (S.26th St) to Exit 13 2220 5686 13
346A (South St)
3465 2509 37 3 43101 95101 Sch Expwy WB Beginning of I-76 (S.26th St) to Exit 13 2220 5686 13
346A (South St)
3471 1709 37 3 43101 95101 Sch Expwy WB Beginning of I-76 (S.26th St) to Exit 13
346A (South St) 2220 5686 13
1-95 0134 3021 72 4 45727 92549 Del Expwy NB Exit 13 to W. Fort Mifflin Rd. 14 2229 5162 14
0140 2677 72 3 45727 92549 Del Expwy NB Exit 13 to W. Fort Mifflin Rd. 14 2229 5162 14
0135 3244 72 4 46822 92549 Del Expwy SB Exit 15 to Bartram Ave 14 2933 5162 14
0141 2680 72 3 46822 92549 Del Expwy SB Exit 15 to Bartram Ave 14 2933 5162 14
67B3 0010 5280 84 7 103000 | Walt Whitman Brg. | Packer Ave (Citizen Bank Park) 11 5150 15
67B3 0020 5280 84 7 103000 | Walt Whitman Brg. | Packer Ave (Citizen Bank Park) 11 5150 15
67B3 0030 4752 84 7 103000 | Walt Whitman Brg. | Packer Ave (Citizen Bank Park) 11 5150 15
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1-95 0180 2471 55 3 54241 118195 Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16
0184 2599 55 3 54241 118195 Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16
0190 2978 67 3 54241 118195 Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16
0194 4418 67 4 54241 118195 Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16
0200 1786 36 3 54241 118195 Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16
0204 1826 61 4 54241 118195 Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16
0210 3049 36 3 54241 118195 Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16
0185 2574 60 3 63954 118195 Del Expwy SB Arch St and N. Front St to Walt 9 2975 5104 16
Whitman Br.

0191 2978 67 3 63954 118195 Del Expwy SB Arch St and N. Front St to Walt 9 2975 5104 16
Whitman Br.

0195 4418 67 4 63954 118195 Del Expwy SB Arch St and N. Front St to Walt 9 2975 5104 16
Whitman Br.

0201 1781 48 4 63954 118195 Del Expwy SB Arch St and N. Front St.to Walt 9 2975 5104 16
Whitman Br.

0205 1819 66 3 63954 118195 Del Expwy SB Arch St and N. Front St to Walt 9 2975 5104 16
Whitman Br.

Note:

1. Del Expwy: Delaware Expressway; Sch Expwy: Schuylkill Expressway
2. Northbound (NB); Southbound (SB); Eastbound (EB); Westbound (WB)
3. Brg.: Bridge

Fleet Equivalent Metric
In order to more easily compare one road segment to another, particularly when those road segments have a
varied amount of both total traffic volume and heavy-duty vehicle volume, the EPA recommends the use of a
unique metric that accounts for both total traffic volume and fleet mix for comparison purposes, called Fleet
Equivalent (FE) AADT. With the FE AADT metric, roads can be ré-ranked in an"order that reflects both AADT and
fleet mix within one numerical value. Re-ranking by FE'AADT presents a prioritized list of road segments that are
more likely representative of estimated or potential NOX emissions than either AADT or fleet mix alone. The
determination of FE AADT per segment depends on three variables: (1) total traffic volume, presented as AADT
counts, (2) fleet mix, presented as HD vehicle number counts, and (3) the heavy-duty to light-duty vehicle NOX
emission ratio. The following equation can'be used.to determine a Fleet-Equivalent AADT value for each road
segment:

Fleet-Equivalent (FE) AADT = (AADT — HDc) + (HDm * HDc)
Where: AADT is the total traffic volume count for a particular road segment;

HDc is the total number of heavy-duty vehicles for a particular road segment; and

HDm is a multiplier that represents the heavy-duty to light-duty NOx emission ratio for a

particular road segment.

The HDm multiplier can be obtained from national average motor vehicle emission factors, from local emissions
estimates obtained in a given CBSA that can provide a specific HDm value across the CBSA or for each individual
road segment, or a nationaldefault value of 10 can be used. Philadelphia County is using the national default HDm
equal to 10, where the assumption is made that the NOx emissions from one HD vehicle are equivalent to the NOx
emissions from ten LD vehicles operating on the same road segment and under the same environmental and
relative operating conditions. The equation can be simplified to: FE-AADT = (AADT — HDc) + (10 * HDc)

An additional column to reflect FE AADT is added. The road segments have been re-ranked based on the FE AADT
value on Table 3.
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Table 3 - Rank by FE AADT (The Top 16 Ranks)
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Heavy | o tal HD HD FE
St. Rt. Seg Seg . Lane | Current Total . AADT Duty . Vehicle FE
No No. | Length | W9 | Count | AADT | aapr | StreetName Location Rank | Vehicle | VM | aapt | ampr | AADT
AADT Rank
AADT Rank
1-95 0214 2259 36 3 73651 | 157984 | Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3 260440 1
0220 1682 48 4 73651 | 157984 | Del Expwy NB Exit 22 to Exit.25 4 4691 11384 3 260440 1
0224 3284 66 4 73651 | 157984 | Del Expwy NB Exit 22 toExit 25 4 4691 11384 3 260440 1
0230 3680 59 3 73651 | 157984 | Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3 260440 1
0234 2619 57 4 73651 | 157984 | Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3 260440 1
0240 1829 50 4 73651 157984 | Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3 260440 1
0244 1808 60 4 73651 | 157984 | Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3 260440 1
0211 3043 36 3 84333 157984 | Del Expwy SB Exit 25.to Arch St. and N. Front St. 4 6693 11384 3 260440 1
0215 2274 36 3 84333 | 157984 | Del Expwy SB Exit 25 to Arch Stzand N. Front St. 4 6693 11384 3 260440 1
0221 1728 36 3 84333 157984 | Del Expwy SB Exit25 to Arch St. and N. Front St. 4 6693 11384 3 260440 1
0225 3378 48 4 84333 | 157984<| Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3 260440 1
0231 3680 59 3 84333 157984 | Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3 260440 1
0235 2619 57 4 84333 | 157984 | Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3 260440 1
0241 1835 50 4 84333 157984 | Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3 260440 1
1-95 North-Trenton to Exit 30
1-95 0264 4229 67 3 77040, | 179487 | Del Expwy NB (Cottman Ave/Rhawn St) 1 2748 8404 9 255123 2
1-95 North-Trenton to Exit 30
0270 2710 43 3 77040 | 179487 | Del Expwy NB (Cottman Ave/Rhawn St) 1 2748 8404 9 255123 2
0274 | 2270 48 4 77040 | 179487 | Del Expwy NB I-95 North-Trenton to Exit 30 1 2748 8404 9 255123 2
(Cottman Ave/Rhawn St)
1-95 North-Trenton to Exit 30
0280 2728 48 4 77040 | 179487 | Del Expwy NB (Cottman Ave/Rhawn St) 1 2748 8404 9 255123 2
1-95 North-Trenton to Exit 30
0284 2681 36 4 77040 179487 | Del Expwy NB (Cottman Ave/Rhawn St) 1 2748 8404 9 255123 2
1-95 North-Trenton to Exit 30
0290 1990 48 4 77040 | 179487 | Del Expwy NB (Cottman Ave/Rhawn St) 1 2748 8404 9 255123 2
0265 4254 67 3 102447 | 179487 | Del Expwy SB PA-73 to I-95 North - Trenton 1 5656 8404 9 255123 2
0271 2750 36 3 102447 | 179487 | Del Expwy SB PA-73 to I-95 North - Trenton 1 5656 8404 9 255123 2




0275 2226 48 4 102447 | 179487 | Del Expwy SB PA-73 to I-95 North - Trenton 5656 8404 9 255123 2
0281 2731 48 4 102447 | 179487 | Del Expwy SB PA-73 to I-95 North - Trenton 5656 8404 9 255123 2
0285 2695 48 4 102447 | 179487 | Del Expwy SB PA-73 to I-95 North - Trenton 5656 8404 9 255123 2
0291 1944 48 4 102447 | 179487 | Del Expwy SB PA-73 to I-95 North - Trenton 5656 8404 9 255123 2
. Exit 340A (Lincoln Dr/Kelly Dr) to Exit
1-76 3394 2416 41 3 96776 174342 | Schuylkill Expwy EB 341 (Montgomery Dr/West River Dr) 4818 8847 6 253965 3
. Exit 340A (Lincoln Dr/Kelly Dr) to Exit
3400 | 2691 50 4 96776 | 174342 | Schuylkill Expwy EB | o0 (Montgog@PPr/West River Dr] 4818 8847 6 253965 3
. Exit 340A (Lincoln Dr/Kelly Dr) to Exit
3404 2655 50 4 96776 174342 | Schuylkill Expwy EB 341 (Mofitgomery Dr/West River Dr) 4818 8847 6 253965 3
. Exit 340A (Lincoln Dr/Kelly Dr) to Exit
3410 2640 50 4 96776 174342 | Schuylkill Expwy EB 341 (Montgomery Dr/West River Dr) 4818 8847 6 253965 3
Schuylkill Expwy Exit 341 (Montgomery Dr/West River
3395 2303 76 4 77566 174342 WE Dr) to Exit 340A (Lincoln Dr/Kelly Dr) 4029 8847 6 253965 3
Schuylkill Expwy. Exit 341 (Montgomery.Dr/West River
3401 2937 50 4 77566 174342 WB Dr) to Exit 340A (Lincoln'Dr/Kelly Dr) 4029 8847 6 253965 3
Schuylkill Expwy Exit 341 (Montgomery Dr/West River
3405 2705 50 4 77566 | 174342 | oo DR R0 (Lincol SRR, Dr) 4029 8847 6 253965 3
Schuylkill Expwy Exit 341 (Montgomery Dr/West River
3411 2667 50 4 77566 174342 WE D) to Exit 340A (Lincoln Dr/Kelly Dr) 4029 8847 6 253965 3
195 | 0320 | 2744 36 3 63399 | 124610 | Del Expwy NB Ez:: gg (Academy Rd/Linden Ave) to 6974 14320 1 253490 4
0324 | 2793 36 3 63399 4| 124610 | Del Expwy NB Ei:: gg (Academy Rd/Linden Ave) to 6974 14320 1 253490 4
0321 | 2781 36 3 61211 | 124610 | Del Expwy SB i’\‘/’;s 3 to Exit 32 (Academy Rd/Linden 7346 14320 1 253490 4
0325 | 2782 36 3 61211 | 124610 | Del Expwy SB i’\‘/';)‘:}?‘ to Exit 32 {Academy Rd/Linden 7346 14320 1 253490 4
Exit 341 (Montgomery Dr/West River
1-76 3414 2640 38 3 85308 154955 | Schuylkill Expwy EB Dr) to Exit 343 (Spring Garden 4812 9899 4 244046 5
St/Harverford Ave)
Exit 341 (Montgomery Dr/West River
3420 2640 66 3 85308 154955 | Schuylkill Expwy EB Dr) to Exit 343 (Spring Garden 4812 9899 4 244046 5
St/Harverford Ave)
Exit 341 (Montgomery Dr/West River
3424 2640 38 3 85308 154955 | Schuylkill Expwy EB Dr) to Exit 343 (Spring Garden 4812 9899 4 244046 5
St/Harverford Ave)
Exit 341 (Montgomery Dr/West River
3430 2640 38 3 85308 154955 | Schuylkill Expwy EB Dr) to Exit 343 (Spring Garden 4812 9899 4 244046 5

St/Harverford Ave)

16

Page 101




Schuylkill Expwy

Exit 343 (Spring Garden St/Harverford

3415 2575 38 3 69647 154955 Ave) to Exit 341 (Montgomery 5 5087 9899 4 244046 5
WB .
Dr/West River Dr)
Schuvikill Exow Exit 343 (Spring Garden St/Harverford
3421 2579 66 3 69647 154955 Y pwy Ave) to Exit 341 (Montgomery 5 5087 9899 4 244046 5
WB .
Dr/West River Dr)
schuvikill Exow Exit 343 (Spring Garden St/Harverford
3425 2731 38 3 69647 154955 Y pwy Ave) to Exit 341 (Montgomery 5 5087 9899 4 244046 5
WB .
Dr/West River Dr)
schuvikill Exow Exit 343 (Spring Garden St/Harverford
3431 2584 38 3 69647 154955 Y pwy Ave) to Exit 341(Montgomery 5 5087 9899 4 244046 5
WB .
Dr/West River Dr)
1-95 0250 3226 65 4 86781 172578 | Del Expwy NB Exit 25 to |-95 North-Trenton 3 2534 7594 10 240924 6
0254 2453 52 5 86781 172578 | Del Expwy NB Exit 25 to -95 North-Trenton 3 2534 7594 10 240924 6
0260 1535 55 4 86781 172578 | Del Expwy NB Exit 25 to I-95 North-Trenton 3 2534 7594 10 240924 6
0245 1814 48 4 85797 172578 | Del Expwy SB 1-95 North-Trenton to Exit 25 3 5060 7594 10 240924 6
0251 3242 65 4 85797 172578 | Del Expwy SB 1-95 North-Trenton to Exit 25 3 5060 7594 10 240924 6
0255 2414 60 5 85797 172578 | Del Expwy SB 1-95 North-Trenton:to Exit 25 3 5060 7594 10 240924 6
0261 1537 48 4 85797 172578 | Del Expwy SB 1-95/North-Trenton to Exit 25 3 5060 7594 10 240924 6
. Exit 343 (Spring Garden St/Harverford
I-76 3434 2640 38 3 71287 143529 | Schuylkill Expwy EB Ave) o Exit 346A (South St) 6 4276 8611 8 221028 7
. Exit 343 (Spring Garden St/Harverford
3440 2651 25 2 71287 143529 | Schuylkill Expwy EB Ave) o Exit 346A (South St) 6 4276 8611 8 221028 7
. Exit 343 (Spring Garden St/Harverford
3444 3156 27 2 71287 143529 | Schuylkill Expwy EB Ave) to Exit 346A (South St) 6 4276 8611 8 221028 7
Schuylkill Expwy Exit 346A (South St) to Exit 343
3435 2687 38 3 72242 143529 WB (Spring Garden St/Harverford Ave) 6 4335 8611 8 221028 7
Schuylkill Expwy Exit 346A (South St) to Exit 343
3441 2112 25 2 72242 143529 WB (Spring Garden St/Harverford Ave) 6 4335 8611 8 221028 7
Schuylkill Expwy Exit 346A (South St) to Exit 343
3445 3156 27 2 72242 143529 WB (Spring Garden St/Harverford Ave) 6 4335 8611 8 221028 7
95 | o114 | 1917 48 4 59201 | 128925 | Del Expwy NB Boundary with Delco to Exit 12 (PA 7 3970 9218 5 211887 8
291 - Cargo City)
0115 | 2300 61 4 69724 | 128925 | Del Expwy SB Exit 12 (PA 291 - Cargo City) to 7 5248 9218 5 211887 8
boundary with Delco
1-95 0164 3923 52 3 64412 116634 | Del Expwy NB Exit 17 to Exit 19 10 3477 8651 7 194493 9
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0170 | 5191 52 3 64412 | 116634 | Del Expwy NB Exit 17 to Exit 19 10 3477 8651 7 194493 9
0165 | 3927 52 3 52222 | 116634 | Del Expwy SB \1’\;‘;“ Whitman Br. To Stadium (Exit 10 5174 8651 7 194493 9
0171 | 5191 52 3 52222 | 116634 | Del Expwy SB \1’\4‘;‘” Whitman Br. To Stadium (Exit 10 5174 8651 7 194493 9
0181 | 2435 60 3 52222 | 116634 | Del Expwy SB \1’\;‘;‘“ Whitman Br. To Stadiugiu 10 5174 8651 7 194493 9
195 | 0120 | 2528 60 5 33927 | 69855 | Del Expwy NB Exit 12 to Exit 13 15 6785 13611 2 192354 | 10
0124 | 2775 36 3 33927 | 69855 | Del Expwy NB Exit 12 to Exit43 15 6785 13611 2 192354 | 10
0130 | 2640 36 3 33927 | 69855 | Del Expwy NB Exit 12 to'Exit 13 15 6785 13611 2 192354 | 10
0121 | 2416 60 5 35928 | 69855 | Del Expwy SB Exit 13 to Exit 12 15 6826 13611 2 192354 | 10
0125 | 2809 60 3 35928 | 69855 | Del Expwy SB Exit 13 to Exit 12 15 6826 13611 2 192354 | 10
0131 | 2640 36 3 35928 | 69855 | Del Expwy SB Exit 13 to Exit 12 15 6826 13611 2 192354 | 10
195 | 0180 | 2471 55 3 54241 | 118195 | Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16 164131 | 11
0184 | 2599 55 3 54241 | 118195 | Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16 164131 | 11
0190 | 2978 67 3 54241 | 118195 | Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16 164131 | 11
0194 | 4418 67 4 54241 | 118195 | Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16 164131 | 11
0200 | 1786 36 3 54241 | 118195 | Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16 164131 | 11
0204 | 1826 61 4 54241 4| 118195 | Del Expwy NB Exit 19 to Exit 22 9 2129 5104 16 164131 | 11
0210 | 3049 36 3 54241 | 118195 | Dél Expwy NB Exit 19 to Exit 22 9 2129 5104 16 164131 | 11
0185 | 2574 60 3 63954 | 118195 | Del Expwy SB x:\:‘ts:;ngr{\" Front St to Walt 9 2975 5104 16 164131 | 11
0191 | 2978 67 3 63954 [1118195 | DelExpwy SB x:}:‘t:aan”srw' Front St to Walt 9 2975 5104 16 164131 11
0195 | 4418 67 4 63954 | 118195 | Del Expwy SB x:\:‘t::aan”grr\" Front St to Walt 9 2975 5104 16 164131 11
0201 | 1781 48 4 63954 | 118195 | Del Expwy SB C\;m:;ngf‘ Front St to Walt 9 2975 5104 16 164131 11
0205 | 1819 66 3 63954 | 118195 | Del Expwy SB C\;ﬁ:‘t:aan”srr\" Front St to Walt 9 2975 5104 16 164131 11
195 | 0144 | 3378 55 4 47581 | 97238 | Del Expwy NB W. Fort Mifflin Rd. to Exit 17 11 3688 6977 12 160031 | 12
0150 | 5167 48 3 47581 | 97238 | Del Expwy NB W. Fort Mifflin Rd. to Exit 17 11 3688 6977 12 160031 | 12
0160 | 1946 55 3 47581 | 97238 | Del Expwy NB W. Fort Mifflin Rd. to Exit 17 11 3688 6977 12 160031 | 12
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0145 | 3124 55 49657 | 97238 | Del Expwy SB Exit 17 to Exit 15 11 3289 6977 12 160031 | 12
0151 | 5167 48 49657 | 97238 | Del Expwy SB Exit 17 to Exit 15 11 3289 6977 12 160031 | 12
0161 | 1949 55 49657 | 97238 | Del Expwy SB Exit 17 to Exit 15 11 3289 6977 12 160031 | 12
Exit 30 (Cottman Ave/Rhawn St) to
195 | 0294 | 2975 55 50048 | 93539 | Del Expwy NB Exit 32 {Acadomny R/ Linddie) 13 2834 7195 11 158294 | 13
Exit 30 (Cottman Ave/Rhawn St) to
0300 | 2814 57 50048 | 93539 | Del Expwy NB Exit 32 (Acadommy a8 inden Ave) 13 2834 7195 11 158294 | 13
Exit 30 (Cottman Ave/Rhawn St) to
0304 | 2759 47 50048 | 93539 | Del Expwy NB it 32 {AcogiIPR Linden Ave) 13 2834 7195 11 158294 | 13
Exit 30 (Cottman Ave/Rhawn St) to
0310 | 2640 47 50048 | 93539 | Del Expwy NB it 3y R/ Lincdee) 13 2834 7195 11 158294 | 13
Exit 30 (Cottman Ave/Rhawn St) to
0314 | 2615 36 50048 | 93539 | Del Expwy NB it 32 Ty Rl Ave) 13 2834 7195 11 158294 | 13
0295 | 3017 36 43491 | 93539 | Del Expwy SB Eﬁ_t%z (AT QR nden Ave) to 13 4361 7195 11 158294 | 13
0301 | 2745 | 57 43491 | 93539 | Del Expwy SB EX‘%Z (Academy RelfLinden Ave) to 13 4361 7195 11 | 158294 | 13
0305 | 2788 48 43491 | 93539 | Del Expwy SB ﬁ§f7332 iy Ro/LITGggve) to 13 4361 7195 11 158294 | 13
0311 | 2640 48 43491 | 93539 | Del Expwy SB 52;332 (= domigilipden Ave) to 13 4361 7195 11 158294 | 13
0315 | 2638 36 43491 | 935397| Del Expwy SB 33332 (Academy Rd/Linden Ave) to 13 4361 7195 11 158294 | 13
67B3 0010 5280 84 ‘ 103000 | WaltWhitman Brg. Packer Ave (Citizen Bank Park) 11 5150 15 149350 14
0020 | 5280 84 103000 | Walt Whitman Brg. |'Packer Ave (Citizen Bank Park) 11 5150 15 149350 | 14
0030 4752 84 103000 | Walt Whitman Brg. Packer Ave (Citizen Bank Park) 11 5150 15 149350 14
176 | 3450 | 2612 | 30 52000 | 95101 | Schuylkill Expwy EB (E):'It ;‘g)GA (South St) to Exit 3478 (End 12 3466 5686 13 146275 | 15
3454 | 3946 27 52000 | 95101 | Schuylkill Expwy EB cE)’f"lt ;‘g)GA (South St) to Exit 3478 (End 12 3466 5686 13 146275 15
3460 | 1434 36 52000 | 95101 | Schuylkill Expwy EB (E):f'lt %‘)GA (South St) to Exit 3478 (End 12 3466 5686 13 146275 15
3464 | 2544 37 52000 |495101 | Schuylkill Expwy EB (E):'It ;‘g)GA (South St) to Exit 3478 (End 12 3466 5686 13 146275 15
3470 | 1483 57 52000 | 95101 | Schuylkill Expwy EB cE)’f"lt 32)6A (South St) to Exit 3478 (End 12 3466 5686 13 146275 15
Schuylkill Expwy Beginning of I-76 (S.26th St) to Exit
3451 | 2602 33 43101 | es101 | 348 (South St 12 2220 5686 13 146275 | 15
3455 | 3927 27 43101 | 95101 | Schuylkill Expwy Beginning of I-76 (5.26th St) to Exit 12 2220 5686 13 146275 | 15
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WB 346A (South St)
Schuylkill Expwy Beginning of I-76 (S.26th St) to Exit
3461 1411 37 3 43101 95101 WB 346A (South St) 12 2220 5686 13 146275 15
Schuylkill Expwy Beginning of I-76 (S.26th St) to Exit
3465 2509 37 3 43101 95101 WB 346A (South St) 12 2220 5686 13 146275 15
Schuylkill Expwy Beginning of I-76 (S.26th St) to Exit
3471 1709 37 3 43101 95101 WB 346A (South St) 12 2220 5686 13 146275 15
1-95 0134 3021 72 4 45727 92549 | Del Expwy NB Exit 13 to W. FortMifflin Rd. 14 2229 5162 14 139007 16
0140 2677 72 3 45727 92549 Del Expwy NB Exit 13 to W.Fort Mifflin Rd. 14 2229 5162 14 139007 16
0135 3244 72 4 46822 92549 | Del Expwy SB Exit 15 to'Bartram Ave 14 2933 5162 14 139007 16
0141 2680 72 3 46822 92549 Del Expwy SB Exit 15 to Bartram Ave 14 2933 5162 14 139007 16
Note:

1. Del Expwy: Delaware Expressway; Sch Expwy: Schuylkill Expressway
2. Northbound (NB); Southbound (SB); Eastbound (EB); Westbound (WB)
3. Brg.: Bridge.
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3.3 Using Congestion Pattern Indicators to Supplement Road Segment Rankings

The EPA does not recommend that any of the congestion indicators be used in a quantitative manner.to further re-rank or re-prioritize the whole list of
candidate road segments resulting from Steps 3.1 and 3.2. Instead, such data are believed to be more useful as a qualitative measure by which one road
segment might be selected over other relatively similar candidate road segments in the overall selection process. In such a situation, it is recommended
that when using AADT per lane data, a higher priority should be placed on road segments with -higher AADT per.lane values.

Table 4 below, is an updated form of Table 3 with a column displaying congestion information in the form of AADT per lane data

Table 4 - Rank by FE AADT with AADT by Lane Displayed (Sites A - P)

Heavy Total HD FE AADT
St. Rt. Seg Seg Width Lane | Current Total Street Name Location AADT Du‘ty HI? Vehicle FE AADT By
No No. Length Count AADT AADT Rank | Vehicle | Vehicle AADT AADT Rank Lane
AADT AADT Rank
Site A

1-95 0214 2259 36 3 73651 157984 Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3 260440 1 24550
0220 1682 48 4 73651 | 157984 | Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3 260440 1 18413

0224 3284 66 4 73651 157984 | Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3 260440 1 18413

0230 3680 59 3 73651 | 157984 | DelExpwy NB Exit 22 to Exit 25 4 4691 11384 3 260440 1 24550

0234 2619 57 4 73651 157984 | Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3 260440 1 18413

0240 1829 50 4 73651 | 157984 | Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3 260440 1 18413

0244 1808 60 4 73651 157984 | Del Expwy NB Exit 22 to Exit 25 4 4691 11384 3 260440 1 18413

0211 3043 36 3 84333 | 157984 | Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3 260440 1 28111

0215 2274 36 3 84333 157984 | Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3 260440 1 28111

0221 1728 36 3 84333 | 157984 | Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3 260440 1 28111

0225 3378 48 4 84333 157984 | Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3 260440 1 21083

0231 3680 59 3 84333 | 157984 | Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3 260440 1 28111

0235 2619 57 4 84333 157984 | Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3 260440 1 21083

0241 1835 50 4 84333 | 157984 | Del Expwy SB Exit 25 to Arch St. and N. Front St. 4 6693 11384 3 260440 1 21083
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Site B

1-95 North-Trenton to Exit 30 (Cottman

195 | 0264 | 4229 67 3 77040 | 179487 | Del Expwy NB 2748 | 8404 9 255123 | 2 25680
Ave/Rhawn St)
0270 | 2710 43 3 77040 | 179487 | Del Expwy NB I-95 North-Trenton to Exit 30 (Cottman 2748 8404 9 255123 2 25680
Ave/Rhawn St)
0274 | 2270 | 48 4 77040 | 179487 | Del Expwy NB 1-95 North-Trenton to Exit 30 (Copiy 2748 | 8404 9 255123 | 2 19260
Ave/Rhawn St)
0280 | 2728 | 48 4 77040 | 179487 | Del Expwy NB I-95 North-Trenton to Exit 3gi{gitiman 2748 | 8404 9 255123 | 2 19260
Ave/Rhawn St)
0284 | 2681 36 4 77040 | 179487 | Del Expwy NB I-95 North-Trenton tgegp30 (Cottman 2748 | 8404 9 255123 | 2 19260
Ave/Rhawn St)
0290 | 1990 | 48 4 77040 | 179487 | Del Expwy NB 1-95 North-TregglfC Exit 30 (Cottman 2748 | 8404 9 255123 | 2 19260
Ave/Rhawn St)
0265 | 4254 67 3 102447 | 179487 | Del Expwy SB PA-73 to1-95 North - Trenton 5656 | 8404 9 255123 | 2 34149
0271 2750 36 3 102447 | 179487 | Del Expwy SB PA-73 to |-95 North.- Trenton 5656 8404 9 255123 2 34149
0275 | 2226 48 4 102447 | 179487 | Del Expwy SB PA-73 to 1-95 North - Trenton 5656 | 8404 9 255123 | 2 25612
0281 2731 48 4 102447 | 179487 | Del Expwy SB PA-73 to I1-95 North - Trenton 5656 8404 9 255123 2 25612
0285 | 2695 48 4 102447 | 179487 | Del Expwy SB PA-73 to 1295 North - Trenton 5656 | 8404 9 255123 | 2 25612
0291 1944 48 4 102447 | 179487 | Del Expwy SB PA-73 to I-95 North - Trenton 5656 8404 9 255123 2 25612
Site C
Schuylkill Expwy Exit 340A (Lincoln Dr/Kelly Dr) to Exit
176 | 3394 | 2416 2 3 96776 | 1743424 o 23R ontgomery Dr/West River D] 4818 | 8847 6 253965 | 3 32259
Schuylkill Expwy Exit 340A (Lincoln Dr/Kelly Dr) to Exit
3400 | 2691 50 4 96776 | 174342 | 20 341 Nl tgomery Dr/Wett River D] 4818 | 8847 6 253965 | 3 24194
Schuylkill Expwy. Exit 340A (Lincoln Dr/Kelly Dr) to Exit
3404 | 2655 50 4 96776 | 174342 | 0 B ¥ ormery Dr/West River Dr) 4818 | 8847 6 253965 | 3 24194
Schuylkill Expwy Exit 340A (Lincoln Dr/Kelly Dr) to Exit
3410 | 2640 50 4 96776 | 174342 |\ 20 341 (Montgomery Dr/West River D] 4818 | 8847 6 253965 | 3 24194
Schuylkill Expwy Exit 341 (Montgomery Dr/West River
3395 | 2303 76 4 77566 | 174342 | |0 Dr) to Exit 3404 (Lineain Dr/Kelly Dr] 4029 | 8847 6 253965 | 3 19392
SchuylkillExpwy Exit 341 (Montgomery Dr/West River
3401 | 2937 50 4 77566 | 174342 | 1o Dr) o Exit 3404 (Lincoln Dr/Kelly Dr] 4029 | 8847 6 253965 | 3 19392
Schuylkill Expwy Exit 341 (Montgomery Dr/West River
3405 | 2705 50 4 77566 | 174342 | o0 Dr) o Exit 3404 (Lincoln Dr/Kelly Dr] 4029 | 8847 6 253965 | 3 19392
Schuylkill Expwy Exit 341 (Montgomery Dr/West River
3411 | 2667 50 4 77566 | 174342 | o0 Dr) to Exit 340 (Linesin br/Kelly D 4029 | 8847 6 253965 | 3 19392
Site D
195 | 0320 | 2744 36 3 63399 | 124610 | Del Expwy NB Ei:; Zg (Academy Rd/Linden Ave) to 6974 | 14320 1 253490 | 4 21133
0324 | 2793 36 3 63399 | 124610 | Del Expwy NB E::I :g (Academy Rd/Linden Ave) to 6974 | 14320 1 253490 | 4 21133
0321 | 2781 36 3 61211 | 124610 | Del Expwy SB Exit 33 to Exit 32 (Academy Rd/Linden 7346 | 14320 1 253490 | 4 20404

22

Page 107




Ave)
Exit 33 to Exit 32 (Academy Rd/Linden

0325 2782 36 3 61211 124610 | Del Expwy SB Ave) 8 7346 14320 1 253490 4 20404
Site E
. Exit 341 (Montgomery Dr/West River
Schuylkill Expwy N .
1-76 3414 2640 38 3 85308 154955 B Dr) to Exit 343 (Spring Garden 5 4812 9899 4 244046 5 28436
St/Harverford Ave)
. Exit 341 (Montgomery Dr/West River
Schuylkill Expwy . .
3420 2640 66 3 85308 154955 B Dr) to Exit 343 (Spring Garden 5 4812 9899 4 244046 5 28436
St/Harverford Ave)
. Exit 341 (Montgomery Dr/West River
Schuylkill Expwy . .
3424 2640 38 3 85308 154955 B Dr) to Exit 343/(Spring Garden 5 4812 9899 4 244046 5 28436
St/Harverford Ave)
) Exit 341 (Montgomery Dr/West River
Schuylkill Expwy . R
3430 2640 38 3 85308 154955 EB Dr) to Exit 343 (Spring Garden 5 4812 9899 4 244046 5 28436
St/Harverford Ave)
schuvlkill Exow Exit 343 (Spring Garden St/Harverford
3415 | 2575 38 3 69647 | 154955 | o' v PWY' | Ave) to Exit 341 (Montgomery Dr/West 5 5087 9899 4 244046 | 5 23216
River Dr)
schuvlkill Exow Exit 343 (Spring Garden St/Harverford
3421 2579 66 3 69647 154955 WB v pwy Ave) to Exit 341 (Montgomery Dr/West 5 5087 9899 4 244046 5 23216
River Dr)
Schuvlkill Exow Exit 343(Spring Garden St/Harverford
3425 | 2731 38 3 69647 | 154955 | 2o Y PWY | Ave)to Exit 341 (Montgomery Dr/West 5 5087 9899 4 244046 | 5 23216
River Dr)
schuvlkill Exow Exit 343 (Spring Garden St/Harverford
3431 | 2584 38 3 69647 | 154955 | ' Y PWY | Ave)to Exit 341 (Montgomery Dr/West 5 5087 9899 4 244046 | 5 23216
River Dr)
Site F
1-95 0250 3226 65 4 86781 172578 | Del Expwy NB Exit 25 to I-95 North-Trenton 3 2534 7594 10 240924 6 21695
0254 2453 52 5 86781 172578 | Del Expwy NB Exit 25 to I-95 North-Trenton 3 2534 7594 10 240924 6 17356
0260 1535 55 4 86781 172578 | Del Expwy NB Exit 25 to I-95 North-Trenton 3 2534 7594 10 240924 6 21695
0245 1814 48 4 85797 172578 || Del Expwy SB 1-95 North-Trenton to Exit 25 3 5060 7594 10 240924 6 21449
0251 3242 65 4 85797 172578 | Del Expwy SB 1-95 North-Trenton to Exit 25 3 5060 7594 10 240924 6 21449
0255 2414 60 5 85797 172578 | Del Expwy SB 1-95 North-Trenton to Exit 25 3 5060 7594 10 240924 6 17159
0261 1537 48 4 85797 172578 | Del Expwy SB 1-95 North-Trenton to Exit 25 3 5060 7594 10 240924 6 21449
Site G
Schuylkill Expwy Exit 343 (Spring Garden St/Harverford
1-76 3434 2640 38 3 71287 143529 B Ave) to Exit 346A (South St) 6 4276 8611 8 221028 7 23762
3440 | 2651 25 2 71287 | 143520 | SChuvlkillExpwy | Exit 343 (Spring Garden St/Harverford 6 4276 8611 8 221028 | 7 35644

EB

Ave) to Exit 346A (South St)
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Schuylkill Expwy

Exit 343 (Spring Garden St/Harverford

3444 | 3156 | 27 2 71287 | 143529 | 20 ave) to Ext 3484 (South ] 6 4276 | 8611 8 221028 | 7 35644
3435 | 2687 38 3 72242 | 143529 xg”y'k"' Expwy (E;;': j::?ﬁ;‘:/: rsfzr? AE;‘:) 343 (Spring 6 4335 | 8611 8 221028 | 7 24081
3441 | 2112 25 2 72242 | 143529 \Sl\jg”y'k'" Expwy E’;’: d‘q‘;GSAt}Z‘:‘:/: ;2;0 :\i‘:) 343 (Spring 6 4335 | 8611 8 221028 | 7 36121
3445 | 3156 27 2 72242 | 143529 xg”y'ki" Expwy (E;;': ds;Gét}iE:tz ;2;0 AE;‘:) 343 e 6 4335 | 8611 8 21028 | 7 36121

Site H
195 | 0114 | 1917 48 4 59201 | 128925 | Del Expwy NB ?2:::;2&‘;")% Delcogliggit 12 (PA 291 7 3970 9218 5 211887 | 8 14800
0115 | 2300 61 4 69724 | 128925 | Del Expwy SB E);i::cfa(rlz/szi?; I;ecliz)go City) to 7 5248 | 9218 5 211887 | 8 17431

Site |
195 | o164 | 3923 | 52 3 64412 | 116634 | Del Expwy NB Exit 17 to Exit 19 10 3477 | 8651 7 194493 | 9 21471
0170 | 5191 | 52 3 64412 | 116634 | Del Expwy NB Exit 17 to Exit 19 10 3477 | 8651 7 194493 | 9 21471
0165 3927 52 3 52222 116634 | Del Expwy SB Walt Whitman Br. To Stadium (Exit 17) 10 5174 8651 7 194493 9 17407
0171 | 5191 | 52 3 52222 | 116634 | Del Expwy SB Walt Whitian Br. To Stadium (Exit 17) | 10 5174 | 8651 7 194493 | 9 17407
0181 2435 60 3 52222 116634 | Del Expwy SB Walt Whitman Br. To Stadium (Exit 17) 10 5174 8651 7 194493 9 17407

Site J
195 | 0120 | 2528 | 60 5 33927 | 69855 | Del ExpwyNB Exit Phila Airport to Exit 13 15 6785 | 13611 2 192354 | 10 6785
0124 | 2775 | 36 3 33927 | 69855 | Del Expwy NB Exit Phila Airport to Exit 13 15 6785 | 13611 2 192354 | 10 | 11309
0130 | 2640 | 36 3 33927 | 69855 | Del Expwy NB Exit Phila Airport to Exit 13 15 6785 | 13611 2 192354 | 10 | 11309
0121 | 2416 | 60 5 35928 | 69855 | Del Expwy SB Exit 12A/B to Exit Phila Airport 15 6826 | 13611 2 192354 | 10 7186
0125 | 2809 | 60 3 35928 | 69855 | Del Expwy SB Exit 12A/B to Exit Phila Airport 15 6826 | 13611 2 192354 | 10 | 11976
0131 | 2640 | 36 3 35928 | 69855 | DelExpwy SB Exit 12A/B to Exit Phila Airport 15 6826 | 13611 2 192354 | 10 | 11976

Site K
195 | o180 | 2471 | 55 3 54241 | 118195 Del Expwy NB Exit 19 to Exit 22 9 2129 | 5104 15 | 164131 | 11 | 18080
0184 | 2599 | 55 3 54241 | 118195 | Del Expwy NB Exit 19 to Exit 22 9 2129 | 5104 15 | 164131 | 11 | 18080
0190 | 2978 | 67 3 54241 | 118195 | Del Expwy NB Exit 19 to Exit 22 9 2129 | 5104 15 | 164131 | 11 | 18080
0194 | 4418 | 67 4 54241 | 118195 | Del Expwy NB Exit 19 to Exit 22 9 2129 | 5104 15 | 164131 | 11 | 13560
0200 | 1786 | 36 3 54241 | 118195 | Del Expwy NB Exit 19 to Exit 22 9 2129 | 5104 15 | 164131 | 11 | 18080
0204 | 1826 | 61 4 54241 | 118195 | Del Expwy NB Exit 19 to Exit 22 9 2129 | 5104 15 | 164131 | 11 | 13560
0210 | 3049 | 36 3 54241 | 118195 | Del Expwy NB Exit 19 to Exit 22 9 2129 | 5104 15 | 164131 | 11 | 18080
0185 | 2574 | 60 3 63954 | 118195 | Del Expwy SB Arch St and N. Front St to Walt 9 2975 | 5104 15 | 164131 | 11 | 21318
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Whitman Br.
0191 | 2978 67 3 63954 | 118195 | Del Expwy SB Arch St and N. Front St to Walt 9 2975 | 5104 15 | 164131 | 11 | 21318
Whitman Br.
0195 | 4418 67 4 63954 | 118195 | Del Expwy SB Arch St and N. Front St to Walt 9 2975 | 5104 15 | 164131 | 11 | 15989
Whitman Br.
0201 | 1781 48 4 63954 | 118195 | Del Expwy SB Arch St and N. Front St to Walt 9 2975 | 5104 15 | 164131 | 11 | 15989
Whitman Br.
0205 | 1819 | 66 3 63954 | 118195 | Del Expwy SB Arch Stand N. Front St to g 9 2975 | 5104 15 | 164131 | 11 | 21318
Whitman Br.
Site L
195 | 0144 | 3378 | 55 4 47581 | 97238 | Del Expwy NB W. Fort Mifflin Rd. to Exit 17 11 3688 | 6977 12 | 160031 | 12 | 11895
0150 | 5167 | 48 3 47581 | 97238 | Del Expwy NB W. Fort Mifflin Rd. to Exit 17 11 3688 | 6977 12 | 160031 | 12 | 15860
0160 | 1946 | 55 3 47581 | 97238 | Del Expwy NB W. Fort Mifflin Rd. to Exit 17 11 3688 | 6977 12 | 160031 | 12 | 15860
0145 | 3124 | 55 4 49657 | 97238 | Del Expwy SB Exit 17 to Exit 15 11 3289 | 6977 12 | 160031 | 12 | 12414
0151 | 5167 | 48 3 49657 | 97238 | Del Expwy SB Exit 17 to Exit 15 11 3289 | 6977 12 | 160031 | 12 | 16552
0161 | 1949 55 3 49657 | 97238 | Del Expwy SB Exit 17 to Exit 15 11 3289 | 6977 12 | 160031 | 12 | 16552
Site M
Exit 30 (Cottman Ave/Rhawn St) to Exit
195 | 0294 | 2975 55 4 50048 | 93539 | Del Expwy NB Y 4 13 2834 | 7195 11 | 158294 | 13 | 12512
Exit 30 (Cottman Ave/Rhawn St) to Exit
0300 | 2814 | 57 4 50048 | 93539 |-Del Expwy.NB N ey rc/Linden Ave) 13 2834 | 7195 11 | 158294 | 13 | 12512
Exit 30 (Cottman Ave/Rhawn St) to Exit
0304 | 2759 | 47 4 50048 | 93539 | Del Expwy NB 32 Oy Ral/Linden Ave] 13 2834 | 7195 11 | 158294 | 13 | 12512
Exit 30 (Cottman Ave/Rhawn St) to Exit
0310 | 2640 | 47 4 50048 {93539 | Del Expivy NB 22 1 Wy R/ Linden Ave] 13 2834 | 7195 11 | 158294 | 13 | 12512
Exit 30 (Cottman Ave/Rhawn St) to Exit
0314 | 2615 36 3 50048 | 93539 1| DélExpwy NB 3o cadomy Rd/Linden Ave] 13 2834 | 7195 11 | 158294 | 13 | 16683
0295 | 3017 36 3 43491 7. 93539 | DelExpwy SB E’X_t%z (Academy Rd/Linden Ave) to 13 4361 7195 11 158294 | 13 14497
0301 | 2745 57 4 43491 | 93539 | Del Expwy.SB E’:_tgz (Academy Rd/Linden Ave) to 13 4361 | 7195 11 | 158294 | 13 | 10873
0305 | 2788 48 4 43491 | 93539 | Del Expwy SB ﬁ’:f;;z (Academy Rd/Linden Ave) to 13 4361 7195 11 158294 | 13 10873
0311 | 2640 48 4 43491 | 93539 | Del Expwy SB E’X_t%z (Academy Rd/Linden Ave) to 13 4361 7195 11 158294 | 13 10873
0315 | 2638 36 3 43491 | 93539 | Del Expwy SB ﬁ’:f;;z (Academy Rd/Linden Ave) to 13 4361 7195 11 158294 | 13 14497
Site N
A | ;
6783 | 0010 | 5280 84 7 103000 \é\:Z't Whitman Packer Ave (Citizen Bank Park) 11 5150 15 149350 | 14
0020 | 5280 84 7 103000 \é\g't Whitman Packer Ave (Citizen Bank Park) 11 5150 15 149350 | 14
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Walt Whitman

0030 4752 84 7 103000 Brg Packer Ave (Citizen Bank Park) 11 5150 15 149350 14
Site O
1-76 | 3450 | 2612 30 2 52000 | 95101 Eg‘”y'k'" Expwy (E):'It ;‘g)GA (South St) to Exit 3478 (End 12 3466 5686 13 146275 | 15 26000
3454 | 3946 27 2 52000 | 95101 zgh”y'k'" Expwy cE)’f"lt 32)6A (South St) to Exit 3478 (End 12 3466 | 5686 13 146275 | 15 | 26000
3460 | 1434 36 3 52000 | 95101 Eg‘”y'k'" Expwy (E):'It ;‘g)GA (South 5t} to ExitggPiEnd 12 3466 5686 13 146275 | 15 17333
3464 | 2544 37 3 52000 | 95101 Egh”y'k'" Expwy cE)’f"lt ;‘g)GA (South St) to Bxit 3478 (End 12 3466 5686 13 146275 | 15 17333
3470 | 1483 57 3 52000 | 95101 E;h”y'k'" Expwy (E):'It %‘)GA (South'St) to Exit 3478 (End 12 3466 | 5686 13 146275 | 15 17333
Schuylkill Expwy Beginning of I-76 (S.26th St) to Exit
3451 | 2602 33 2 43101 | 95101 | 246a so N 12 2220 | 5686 13 146275 | 15 | 21551
Schuylkill Expwy Beginning of I-76 (S:26th St) to Exit
3455 | 3927 27 2 43101 | s5101 | oo 346A (South ) 12 2220 | 5686 13 146275 | 15 | 21551
Schuylkill Expwy Beginning of I-76 (S.26th St) to Exit
3461 | 1411 37 3 43101 | 95101 | o M s (South St 12 2220 | 5686 13 146275 | 15 14367
Schuylkill Expwy Beginning.of 1-76 (S.26th St) to Exit
3465 | 2509 37 3 43101 | s5101 | oo iy, 12 2220 | 5686 13 146275 | 15 14367
Schuylkill Expwy Beginning of I-76 (S.26th.St) to Exit
3471 | 1709 37 3 43101 | 95101 | o B o 12 2220 | 5686 13 146275 | 15 14367
Site P
195 | 0134 | 3021 72 4 45727 | 92549| Del Expwy NB Exit 13 to W. Fort Mifflin Rd. 14 2229 | 5162 14 | 139007 | 16 | 11432
0140 | 2677 72 3 45727 | 92549 | Del Expwy NB Exit 13 to W. Fort Mifflin Rd. 14 2229 | 5162 14 | 139007 | 16 | 15242
0135 | 3244 72 4 46822 {92549 | Del Expiwy SB Exit 15 to Exit 12A/B 14 2933 5162 14 | 139007 | 16 | 11706
0141 | 2680 72 3 46822 | 92549 | DelExpwy SB Exit 15 to Exit 12A/B 14 2933 5162 14 | 139007 | 16 | 15607
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3.4 Road Segment Ranking Process

Completion of steps 3.1 through 3.3 resulted in a prioritized list of candidate road segments in which the
highest-ranked road segments are the locations where traffic volume, fleet mix, and congestion patterns were
combined to contribute to a greater potential for and/or more frequent occurrences of peak NO,
concentrations in the near-road environment. In Table 4, the group of roadway segments grouped under the
designation “SITE A” ranked as the highest and, based on this information alone, either site A, site B or
other site following those two sites would be the recommended selection, depend on the availability of the
space. However, Table 4 is recommended to guide subsequent evaluation processes (described in the
following sections of this document) to determine where the permanent near-roadNO, monitoring station will
be installed.

Several roadway maps are attached to this report to better identify the Table 4 road segments and Sites A —P.

Section 4 - Physical Considerations for Candidate Near-Road Monitoring Sites

With an initial list of candidate sites created, selected segments should be further evaluated to determine
adequacy for a near-road monitoring station. Specifically, candidate road.segments need to be inspected to
account for roadway design, terrain, and meteorological factors, and also for safety and logistical considerations,
and possibly for population exposure potential.

This section provides a brief review of the three, non-traffic related data considerations listed in the CFR: roadway
design (including related roadside structures), terrain, and meteorology:
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Table 5 - Summary of Physical Considerations for Near-Road Candidate Sites

Physical Site Impact on Site Desirable Least Desirable Potential Information
Component Selection Attributes Attributes Sources
Roadway Feasibility of At-grade or Deep cut- Field reconnaissance; satellite
design or maonitor nearly at-grade sections/significant  imagery.

configuration placements; with immediate ly below grade;
affects pollutant surrounding significantly above
transport and terrain. grade (fill or
dispersion. bridge); above

grade (bridge).

Roadside Feasibility of Mo barriers Presence of sound Fi,@-ﬁgionnaissance; satellite

Structures monitor present other walls, mature (high magery.
placement; thanlow (<2 min  and thick) 4
affects pollutant height) vegetation,
transport and vegetation or obstructive
dispersion. safety features buildings 4

such as
guardrails.

Terrain Affects pollutant Flat or gentle Along meuntain Field recannaissance; digital
dispersion, local terrain, within a ridges or peaks, elevation models and vegetation
atmospheric valley, or along a hillsides, or other files; satellite imagery.
stability. road grade. naturally

windswept areas,

Meteorology Affects pollutant Relative ’W{ . ‘Lo cal data; National Oceanic and
transport and downwind predeminant Atmospheric Administration’s
dispersion. locations; winds upwind positions. (NOAA's) National Weather

fiomyoadto | Service (NWS); EPA’s Air Quality
monitor. 5 System (AQS).
4.1 Roadway Design

The design (or configuration) of asoadway can‘influence the amount of emissions generated from motor
vehicles and the transport and dispersion of those emissions along and/or away from the road. Roadway
design includes features,of the roadiitself, such as the slope or grade of a roadbed (which is often a reflection
of local térrain or topography), the presence of access ramps, intersections, interchanges, or other such
locations where traffic may merge or disperse, and a roadbed’s position relative to the immediate surrounding
terrain.

In particular, road grades create an increased load on vehicles ascending a grade, leading to increased exhaust
emissions asthewehicle does more work to continue its forward motion. In addition, the presence of ramps,
intersections, and lanednerge locations can lead to increased but localized emissions due to the propensity for
acceleration and potential for stop-and-go vehicle operations resulting from traffic congestion.

The relative position of a road to the immediate terrain around the roadway can have a significant influence
on pollutant transport and dispersion along and/or away from the source road. The three general types of
roadway design discussed here are at-grade, cut-section, and elevated roads.

4.1.1 At-Grade Roads

At-grade roads are those where the roadway surface (on which the vehicles are travelling) is generally at the
same elevation as the surrounding terrain.
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4.1.2 Below-Grade or Cut-Section Roads

Cut-section roads are those where the roadway surface elevation is below the surrounding terrain. Under
perpendicular wind conditions (normal to the road), cut-section roads tend to cause lofting of the traffic
plume as wind flows through, up, and out of the depressed road canyon. With wind conditions parallel or
near-parallel to the source road, on-road emissions may be funneled downwind for some distance with
emissions contained, akin to what happens in an urban street canyon. Channeling of winds may also occur
within the cut section as a result of turbulence and wind flow generated from the vehicles operating on the
road.

4.1.3 Above-Grade or Elevated Roads

Elevated roadways are those where the roadway surface is higher, in the vertical,than the surrounding

topography. Elevated roads can be elevated on an earthen berm or other solidimaterial, where such earth or

material may be referred to as “fill”, with no open space underneath the road surface for airflow, or on pilings
or supports with open space underneath, where air may flow both above‘and beneath .the road surface, such
as a bridge.

e Elevated roads over solid fill material can have similar dispersion patterns as at-grade roads with winds
normal to the road. However, some fill configurations (e.g.;those with vertical or sharply sloped walls)
can cause the traffic plume to loft above the ground immediately adjacent to the vertical or sharply
sloped wall, with the core of the emission plume impacting the ground further downwind from the
vertical or sharply sloped wall.

e Elevated roads which are open underneath can have enhanced dispersion of on-road emissions with all
wind directions. In these cases, emissions are more readily dispersed due to the increased dilution air and
from the turbulence caused by the elevated road.structure itself. Because of this, ground-level
concentrations downwind of the elevated roadbed may.not be as high as concentrations found at at-
grade roads or similar roads which are elevated on fill.

4.1.4 Relative Desirability in Roadway Designs

Under wind conditions normal‘to the source road, flat terrain, which would be representative of at-grade
roads, shows the least disruption in dispersion, with a Gaussian-type gradient, where concentrations decrease
with increasing distancefrom the source roadway. At-grade road configurations would have the least
complicated dispersion scenarios to consider while targeting maximum NO, concentrations, and thus be the
most desirable setting for near road NO, monitoring stations.

The second.most desirable near-road monitoring location is adjacent to elevated roads on fill material, where
maximum concentrations are found that are very close in value to concentrations found at at-grade locations.

Those roadway designs that may be less preferable when considering near-road NO, monitor locations would
be adjacent to elevated road that are open underneath, or cut (or depressed) road beds (where deeper cuts or
depressions likely present increasingly more significant impacts or complications on pollutant dispersion).

Recommendations on siting @ monitor probe near above and below grade roads are discussed in Section 5.

Figure 1 shows how roadside features can affect downwind pollutant concentrations under wind conditions
normal to the source road.
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Figure 1 - Wind Tunnel Study
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4.2 Roadside Structures

In addition to the manner in which roadway design affects pollutant transport and dispersion, roadside
structures may be present that also affect neaf-road.pollutant concentrations. These structures include sound
walls or noise barriers, vegetation, and buildings: Physicabbarriers affect pollutant concentrations around the
structure by blocking initial dispersion and increasing turbulencéand initial'mixing of the emitted pollutants.
Road configurations with noise barriers have the'largest impacts on pollutant dispersion, relative to flat, at-
grade roadway designs.

Roadside structures can trap pollutantsiupwind of the structure, the effects are very localized and likely do not
contribute to peak NO, exposures for the nearby, adjacent population. In other situations, such as when winds
blow along the roadway, the barriers.may.channel emissions downwind, without much dispersion occurring
normal to the road. As such, even if siting criteria can be met at a site, the EPA suggests that monitor
placement adjacent to these structures be avoided when possible, particularly if other, similar candidate near-
road locationstare available that do.not have such roadside structures.

4.3 Vegetation

Vegetation along a road segment can affect on-road pollutant transport and dispersion. Winds flowing
through vegetative structures can experience increased mixing and dilution due to the complex system of
branches andleaves, while also leading to calmer winds behind the vegetation compared with similar winds in
an open field situationt

4.4 Terrain

As mentioned in Section 4.1 (on roadway design), local topography is often a part of roadway design and can
greatly influence pollutant transport and dispersion. However, large-scale terrain features, beyond the local
roadway configuration, may also impact where peak NO, concentrations from on-road mobile sources can
occur. The consideration of large-scale terrain in the siting process is more of a case-by-case issue for
individual sites. In terms of making sure that larger scale terrain is considered in the near-road NO, site
selection process, one example could be identifying multiple air basins within a single CBSA, and considering
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how individual basins may affect pollutant build-up and dispersion. Another example might be considering
roads through valleys, where, due to the increased potential for inversion conditions within the valley, higher
near-road NO, concentrations may be found than what is found along alignments on the tops of hills, along
hillsides, or in open terrain.

4.5 Meteorology

Evaluating historical meteorological data could be useful in determining whether certain candidate locations
may experience a higher proportion of direct traffic emission impacts from a given target road segment due to
the local winds. More specifically, an evaluation of local meteorology may also provide'some indication on
which side of an individual road segment under consideration, might experience@ higher proportion of direct
traffic emission impacts from a given target road segment. Most studies showing elevated pollutant
concentrations near roads have focused on measurements when winds were from the road to the downwind
monitor or receptor (typically along a line normal to the roadbed). In addition to relatively small scale impacts
on a candidate road segment, other meteorological impacts, such asithe frequency of inversions, which can
lead to increased potential for pollutant build-up due to limited atmospheric mixing, may also.be considered.
In the preamble to the final NO, rulemaking, it is noted that dewnwind monitoring is not required, but the
EPA strongly encouraged it. Some evidence suggests that wind direction may. not always be a major factor in
leading to peak concentrations in close proximity to a major roadway. Often, peak NO, concentrations may
occur during stable, low wind speed conditions. In addition, the turbulence created by vehicles on the road
can lead to “upwind meandering” of pollutants, where a monitor upwind of the target road would still be
characterizing on-road emissions. However, there are situations where meteorological patterns may warrant
strong consideration for the relative downwind side of a target road segment. An example might be roads in
valley areas which are subject to air flows driven by diurnal mountain air flow patterns. Thus, historical wind
directions should be considered in establishing NO, monitoring sites:ln most cases, monitor placement on the
climatologically down-wind side of a road segment is preferred; however this should not preclude
consideration of sites located in.the predominant climatologically upwind direction in light of applicable site
access, safety, and other logistical issues.
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Section 5 - Siting Criteria

The primary requirements related to horizontal and vertical probe placement for near-road NO, monitors are
specified by the EPA in 40 CFR Part 58, Appendix E. Horizontal placement of near-road NO, monitor probes, with
respect to the target roadway, are required to be installed so “...the monitor probe shall be as near as practicable
to the outside nearest edge of the traffic lanes of the target road segment; but shall not be located at a distance
greater than 50 meters, in the horizontal, from the outside nearest edge of the traffic lanes of the target road
segment. "The key component of this passage is that the monitoring probes are to be placed “ as near as
practicable” to the target road segment. Baldauf et al. (2009) note that a distance of 10 to 20 meters should be
considered for near-roadway monitoring, and as such, the EPA strongly encourages state'and local agencies to try
to place near-road NO, monitor probes within 20 meters from target road segments when possible. Key
requirements from 40 CFR Part 58, Appendix E are shown in here:

Table 6 - Key Near-Road Siting Criteria

Mear-Road NO; Siting Criteria (per 40 CFR Part 58, Appendix E)

Horizontal spacing According to 40 CFR Part 58 Appendix E: “As dear as practicable to the outside nearest edge
of the traffic lanes of the target road segm@nt; but shall not Be located at a distance greater
than 50 meters, in the horizontal, from the outside nearast edge of the traffic lanes of the
target road segment.”

This TAD recommends that the target distance formear-road NO; monitor probes be
within 20 meters of the target road whenever possible.

Vertical spacing Microscale near-road NO meRitoring sites are required ta have sampler inlets between 2
and 7 meters above ground level.

Spacing from The probe must be at least 1 meter vertically @r horizontally away from any supporting
supporting structure, walls, parapets, peathouses, et and awaypdrom dusty or dirty areas.

structures

Spacing from For near-road NOsmonitoring stations, the monitor probe shall have an unobstructed air
obstructions flow, whiere no obstatcles exist at ' or above the height of the monitor probe, or between the

monitor probe and the cutside nearest edge of the traffic [anes of the target road segment.

Vertical placement requiréments of near-road:NOzmonitoring probes are “.. to have the sampler inlet between 2
and 7 meters above ground level.”. There are several situations where the limits of the allowable vertical range for
inlet probe heights may be appropriate. For example, if a candidate monitoring site is nearly at-grade with the
target road, or if.the targetroad is a cut-section road, the state and local air agency should consider placing the
inlet probe closerto the 2'meter height limit above ground level. This recommendation is based on the
information presented in Section 4.1, where the impact of the roadway designs will likely lead to peak
concenttations more frequently.occurring closer to ground level. Further, monitor probe placement at or near a 2
meter height above ground leveliis generally considered to be at or near “breathing height,” which is a human
exposure consideration.

Alternatively, if a near-readsmonitoring station is being considered for placement adjacent to an elevated fill
section of road, particularly where the elevated roadbed has vertical or sharply sloped walls, the state or local air
agency should consider placing the inlet probe higher in the 2 to 7 meter range above the ground level so that the
sampler inlet might be closer to the elevation of the target road surface, if they are immediately adjacent to the
target road. This follows the rationale, as discussed in Section 4.1, where emission plumes from elevated roads
may be aloft in winds normal to the roadway (due to eddy formation immediately downwind of the roadbed) with
the core of the emission plume impacting the ground further downwind from the vertical or sharply sloped wall. In
this situation, depending on the relative difference in height between the target road surface and ground-level at
the monitor probe location, and the steepness of the grade between the two locations, the state or local air
agency could also consider placing the monitor probe slightly further away from the target road to avoid situations
where the inlet probe may be in the eddy cavity downwind of the elevated road structure, causing the emission
plume to potentially pass over the inlet probe.
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Finally, per 40 CFR Part 58 Appendix E, near-road NO, monitor probes need to be spaced away from certain
supporting structures and have an open, unobstructed fetch to the target road segment. In a majority of
monitoring sites, gas analyzer inlet probes such as those used for NO,, are placed on a monitoring shelter or on a
tower on or adjacent to a monitoring shelter. However, for some monitoring site configurations, inlet probes may
be placed upon walls, parapets, or other existing infrastructure, which could include a noise barrier in the near-
road environment. In these cases, the probe must be at least 1 meter vertically and/or horizontally away from any
supporting structure, and away from dusty or dirty areas. Further, for near-road NO, monitors, there will likely be
some distance between the target road segment and the NO, inlet probe. It is required that there is an
unobstructed air flow, or open fetch, where no obstacles exist at or above the height of the. monitor probe and the
outside nearest edge of the traffic lanes of the target road segment. Technically speaking, open fetch would be
observed along a path directly between the road and the NO, inlet, normal to the roadbed. However, as the EPA
noted in the preamble to the final NO, NAAQS rule, the NO, inlet will likely be influenced by various parts of the
target road segment that are at a relative angle compared to the normal transect between the road and the NO,
inlet.

When considering site locations, the recommended approach is to consider more than one linear pathway between
the target road segment and the monitor probe, and to choose sites where the monitor probe will'be clear of
obstructions.

Section 6 - Using Exploratory Air Quality Monitoring to Identify Roadway Segments
for Near-Road Site Selection Evaluation

To provide increased confidence of the likelihood for measuring peak NO, concentrations at a particular location,
agencies may elect to conduct air quality monitoring to either identify candidate near-road monitoring sites or
evaluate candidate monitoring sites identified through the process described in Sections 3 to 5. A variety of fixed
and/or mobile monitoring techniques can be used to accomplish this task, other exploratory monitoring studies
might use a more focused-approach to create data for comparison or evaluation at a smaller number of sites, such
as those derived from the process in Section 3 using traffic data, and considering any subsequent physical
reconnaissance.

AMS performed no exploratory air quality:monitoring to indentify roadway segments for its evaluation.

Section 7 - Using Air Quality Modeling to Identify Roadway Segments for Near-Road
Site Selection Evaluation

AMS performed no air quality modeling for its selection evaluation.

Section 8 - Field Reconnaissance: Physical Characteristics of Candidate Near-Road
Sites

This section provides a checklist to use in the reconnaissance. Some information suggested to be gathered to
characterize any given road segment may already be reflected in the traffic data analysis that has been conducted.
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Using the list of prioritized candidate near-road segments produced in the process discussed in Section 3, AMS is
now in a position to perform a more detailed evaluation of potential near-road sites to further characterize and
prioritize the list of candidate near-road site locations. Such characterizations and evaluations can be carried out
through the use of electronic data resources including satellite imagery (e.g., Google Earth), mapping resources
(e.g., Bing Maps or Google Maps), and/or ArcGlIS, for example.

In addition to these resources, AMS will make efforts to conduct reconnaissance in the field to characterize
candidate sites.

8.1 Road Segment Identification

The road segment identifier is part of the traffic analysis data. However, in some cases the identifying terms in
the traffic analysis may not be the most commonly used or known terms. For practical means of
understanding and communicating information about candidate near-road sites, a combinations of given road
identifiers along with more useful identification will be used in labeling to aid in the site identification process.
This should allow interested parties to more easily identify and understand which road segments are being
described or characterized.

8.2 Road Segment Type

During reconnaissance AMS will note whether the road is a controlled.access roadway, limited access
expressway, limited or full access arterial, or othertype of road. Controlled access roads (also referred to as
freeways or sometimes expressways) are divided highways.with full controlof access. The control of access is
established two ways: 1) by a lack of access to the roadway by any.adjoining property (e.g., no driveways), and
2) the traffic on the road is free-flowing, where traffic flow'is unhindered because there are no traffic signals
or intersections that might cause traffic to stop. Accessto these roads is typically provided by on and off
ramps at interchanges with other roads. Limited access roads may have traffic signals, intersections, and
access to adjoining properties; however, these access points are limited in number and location.
Understanding the type of road for a candidate road segment can help determine the likelihood of safe,
feasible monitoring shelter access. Controlled.and limited access segments should not be avoided for
monitoring site consideration; however, the evaluation of these segments should consider how potential
monitoring sites will be accessed and maintained.

8.3 Road Segment End Points

The use of more commonly used or readily understood labeling can aid in the site identification process,
making it easier for interested parties to identify and understand the location of a candidate road segment.
AMS uses PennDOT Traffic Count data which road segment end points information are also available in the
data.

8.4 Interchanges

AMS will note the presence of interchanges or road junctions within or at the ends of a particular road
segment. Information could include the identification of the intersecting or connecting road(s) and the type of
interchange. There are multiple types of interchanges including four-way (i.e., cloverleaf, stack, and
diamonds) and three-way interchanges, among others. Information on the types of interchanges
transportation agencies use in building transportation facilities can be found on the web at:
http://en.wikipedia.org/wiki/Interchange (road).
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8.5 Roadway Design

As discussed above in Section 4.1, the roadway design can have a significant impact on pollutant transport and
dispersion. During the reconnaissance of a road segment, AMS will note the design of the candidate road
segment (e.g., at-grade, above-grade - on fill or open underneath, below-grade, or even a mix) including the
notation of changes in design and the related local terrain along the length of the segment if present. In those
cases where the road is above or below grade, attempts should be made to characterize the nature of the cut
road or elevated road. For example, if a road is below grade, estimate the depth of the cut below the
surrounding terrain and note what type walls — sloped or vertical. For elevated roads, note whether the road
bed is on a bridge or fill section, the height of the roadbed above the surrounding land, and for a fill section,
whether the road is supported by vertical or sloped walls.

8.6 Terrain

AMS will note the type of terrain on which a candidate road lays, the terrain immediately.adjacent to the
candidate road segment, and any larger scale terrain features within which the road may lie; or is potentially
influenced by. Examples of terrain features that might be noteddnclude whether the road segment is along a
grade, along its length or for a portion of its length. Another.éxample might be noting a road segment'’s
proximity to hills, bluffs, canyons, ridges or other topographical features that'can influence local meteorology.

8.7 Roadside Structures

Roadside structures can have a significant impact on pollutant transport and dispersion. Further, roadside
structures can seriously impact the candidacy of a road segment to host a near-road monitoring station.
During the reconnaissance of a road segment, AMS will note all roadside structures throughout the length of
the candidate road segment. Notation on the existence, type, location, length, and approximate height of any
structures will be captured for any sound walls, vegetation, earthen berms, buildings, or other structure along
each side of the segment.

8.8 Existing Safety Features

Safety in the near-road environment is a very important consideration in the installation of a near-road
monitoring station (a'more detailed discussion on safety issues is presented below in Section 11.3). Safety of
the travelling public on the road, the air monitoring staff members who services a near-road monitoring
station and the monitoring station itself should be a top priority. During the reconnaissance of a candidate
road segment, AMS will note of existing safety features along parts or all of the road segment, on each side of
the road, including ditches, berms, guard rails, cable barriers, jersey barriers, or other features. Placement of a
monitoring station behind such safety features would be preferable when possible.

8.9 Existing Infrastructure

AMS will note structures, traffic related monitoring systems, and other highway maintenance facilities that
may already exist in the near-road environment along some candidate road segments. These pieces of
infrastructure may provide a leveraging opportunity for a near-road monitoring site at a location that may
already be accessible, have safety features, have power, and/or have other utilities, which might ease the
installation of a possible near-road NO, station. Such infrastructure can include sign supports (traffic or
billboard), light poles, automatic traffic counters, traffic camera installations, dynamic message signs, Road
Weather Information System (RWIS) installations, truck weigh stations, and weigh-in-motion locations.
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8.10 Surrounding Land Use

AMS will note the general or mixed use of land (e.g., urban or suburban residential, commercial, industrial,
agricultural, forested) around candidate road segments during the reconnaissance process. Specific
information (e.g., presence of schools, hospitals, low-rise or high-rise buildings) is also useful to note. In
addition to the traditional land use categories noted above, AMS will also determine and note (through field
reconnaissance and possibly emissions inventory review) if any significant sources (off-road mobile or
otherwise stationary in nature) are nearby.

8.11 Current Road Construction

The potential for future road construction on candidate road segments is discussed in Section 9. However,
during candidate road segment reconnaissance, AMS will note any ongoingroad construction along with any
immediately apparent preparations for road construction.

8.12 Frontage Roads

During candidate road segment analysis, AMS will note thejresence of frontage roads. Also called service
roads or access roads, frontage roads typically run parallel to major highways, and may be considered part of
the major highway, thus they may be controlled access or limited.access roads. They are often one-way roads
with traffic flowing in the same direction of the adjacent lanes of the partnering major roadway. They can
provide access to property adjacent to major reads and connect these properties with roads which have direct
access to the main roadway. Frontage roads can also provide a means for traffic in and around the properties
adjacent to a major road to access that road, most often at interchanges.

8.13 Meteorology

AMS will attempt to understand the general climatological wind rose for candidate road segments, which can
be used to aid in the detérmination of what might be dominant upwind and downwind locations along a
particular segment. This can likely be-determined by reviewing local and regional weather and climatological
data collected by NOAA and any data collected by air agencies themselves at existing air monitoring stations
in the area.
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Section 9 - Monitoring Site Logistics in the Near-Road Environment

A key component in the determination of whether a candidate near-road monitoring site is truly feasible is
determining if AMS will be able to access the desired location, whether the site would be safe for site operators
and the public during routine operations, and whether there is sufficient availability of power and
telecommunications services, or the ability to procure and install those services. With emphasis on being “as near
as practicable” to the target road segment and not more than 50 meters away, a number of candidate near-road
sites are expected to fall within right-of-way properties under the jurisdiction and maintenance of PennDOT or
other transportation authorities.

If a candidate near-road site is accessible without AMS having to use the right-of-way (i.e., on property not
otherwise managed or governed by a transportation agency), AMS will more than likely be able to treat the site
access investigation as they would for any other traditional ambient air monitoring site.

9.1 Accessing the Right-of-Way

The feasibility of a potential near-road NO, site requires the determination of whether a given location can be
accessed. If the prospective location is located within the right-of-way{(ROW) of an existing road, AMS will
need to engage PennDOT to gain access to the air rights of that property. This would be most likely
accomplished through a permitting process that would ultimately lead. to the development and establishment
of an air space lease. The right to use space within.the ROW by public entities or private parties for interim
non-highway uses may be granted in airspace leases, as long as such uses will not interfere with the
construction, operation or maintenance of the transportation facility; anticipated future transportation needs;
or the safety and security of the facility for both highway and non-highway users. This means that AMS, in
considering potential near-road sites within the ROW, would need to work with PennDOT to consider near
and long-term construction plans, potential interference with routine highway operations and maintenance
due to the presence of a mohitoring station, safety, and security of the highway ROW during the development
of the lease agreement. The permitting/and lease agreement process will take some amount of time to
complete, before physical access is granted.to.the AMS. The U.S. Federal Highway Administration (FHWA)
maintains information on airspace-access on the web at http://www.fhwa.dot.gov/realestate/airguide.htm .

When considering a'site within the.ROW, AMS should consider several different factors that may impact the
ease of negotiating an air'space lease: The first factor is physical access. It is anticipated that PennDOT will
prefer.that any potential near-road NO; site in the ROW be planned in a manner that the site be made
accessible from outside the ROW, or have accommodations that preclude the need to access the site from the
primary travel lanes of the target highway.

If it is determined during the evaluation of a candidate site that the installation of a locked access point (such
as a gate) is required toaccess the ROW, PennDOT must submit justifications and obtain approval from
FHWA, which is a formal federal action, if the facility is an interstate facility. FHWA's policies on changes in
access to the interstate highway ROW are maintained on the web at
http://www.fhwa.dot.gov/programadmin/fraccess.cfm. It is noted that this requirement does not preclude
the establishment of a monitoring station where access is only feasible from the target highway; however, an
approach requiring the use of a new locked access point may be more preferable to a transportation agency in
an air space lease negotiating process than a plan relying upon access solely from the target road.

A second factor to be considered for site feasibility and the impact on negotiating an air space lease is the
availability of utilities. AMS needs to determine whether utilities are already present, need to be relocated, or
need to be installed to support the air monitoring station. Any activity to change or install utilities will require
approval from PennDOT. If the road segment in question is part of a federal-aid highway, PennDOT must
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ensure that any permits to install necessary utilities must comply with the appropriate federal regulation and
FHWA policies. However, identifying potential site locations adjacent to, or otherwise near, existing
infrastructure within the ROW with existing power may avoid some permitting procedures and possibly
reduce utility related installation costs. More information on utility considerations, particularly with respect to
bringing utilities into the ROW, can be found at http://www.fhwa.dot.gov/programadmin/utility.cfm.

9.2 Safety in the Near-Road Environment

Near-road NO, monitoring sites must be safely sited for both the traveling public on the roadway and the
personnel operating the monitoring site. Near-road monitoring sites must be accessible to station operators in
a safe and legal manner, and not pose safety hazards to drivers, pedestrians, or nearby residents. Safety
hazards to drivers can include obstructions to sight lines and distractions, which can lead to accidents. Safety
hazards to pedestrians include obstructions that block safe movement along the road or walkways. Safety
hazards to monitoring site operators include factors which inhibit the safe entrance to or egress from a site
and factors that could allow vehicles to encroach upon and damage_the site infrastructure. Since near-road
NO, sites may be located on PennDOT maintained ROW, as discussed above, it is anticipated that AMS will
engage PennDOT regarding access to such locations. During discussions on the potential access and use of
locations within the ROW, safety should be a primary concern.

PennDOT deals with multiple roadway safety issues when building and maintaining traffic facilities. FHWA
maintains a safety program addressing safety issues, on which information can be found at
http://safety.fhwa.dot.gov. However, of the multiple safety categories'that are dealt with, the one category
that may be most relevant with regard to the near-road NO, monitoring network is “roadway departure”
safety. FHWA defines a roadway departure accident as a non-intersection crash which occurs after a vehicle
crosses an edge line or a center line, or otherwise leaves the traveled way. Since near-road NO, monitoring
stations are not on the road, but relatively near the outside edge of travel lanes, the roadway departure of
vehicles likely poses the biggest safetyrisk to the travelling public, the air monitoring staff working at a near-
road site, and the monitoringsite infrastructure. Depending upon roadway design and terrain, there are
multiple means by which transportation agencies can improve or increase safety within the ROW or at the
edge of ROW space. Examples include roadway paving techniques (e.g., rumble strips or safety edging),
increasing pavement friction, the use of retaining barriers, and maintaining open areas within the ROW which
are called “clear zones.” With respect to near-road NO, monitoring stations, existing safety features provided
by the local terrain, man-made barriers, or clear zones should be considered as positive attributes to a
potential site in the site selection process.

The terrain of a road segment can, in some cases, increase safety by reducing roadway departures that impact
a near-road monitoring site. Such examples are ditches or berms made of earthen fill, which might exist
between the roadway and the monitoring station. So long as these terrain features do not obstruct the fetch
between the monitor probe/and the target road, they may be viewed as positive attributes for a given
candidate road site.

Man-made barriers or retainers in the ROW come in many forms, most of which can generically be referred to
as longitudinal barriers. FHWA maintains a list of crash-worthy longitudinal barriers on the web at
http://safety.fhwa.dot.gov/roadway dept/policy guide/road hardware/barriers/ .

The presence of any type of longitudinal barrier, so long as it does not obstruct the fetch between the monitor
probe and the target road, may be viewed as a positive attribute for a given candidate near-road site.

Clear zones are defined by FHWA to be an unobstructed, traversable roadside area that allows a driver to stop
safely, or regain control of a vehicle that has left the roadway. The width of the clear zone (e.g., the distance
between the outside edge of the road to an obstacle) is based on risk, which is derived from a roadway’s
traffic volume, vehicle speeds, and the slope of the underlying and adjacent terrain. In practice, a clear zone is
free of obstructions (including safety barriers) and would denote an area or distance from the road that a
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near-road monitoring station would be placed outside of, measured from the outside edge of the travel lanes.
As a rule of thumb, highways with no natural or man-made obstructions alongside the travel lanes typically
might be prescribed to have a clear zone on the order of 10 meters. Although FHWA provides a
summarization of clear zones on the web (http://safety.fhwa.dot.gov/roadway dept/clear zones/#zones ),
clear zone guidance is created by the American Association of State Highway and Transportation Officials
(AASHTO). The guidance material is not free to the public.

Safety is a top priority in all field operations. Ambient air monitoring operations in the near-road environment
present additional safety issues that must be addressed in the site selection process. As such, AMS will fully
evaluate the presence of existing protection or safety features along candidate road segments. If appropriate
safety features are not present, AMS will consult with PennDOT to determine whether there is a need, and if so
what the design and installation process might be for infrastructure additions or enhancement to ensure safety
for all highway and monitoring station users.

9.3 Engaging the Transportation Agency - PennDOT

AMS will need to obtain permission from PennDOT if a monitoring site is to be located within a ROW. This
permission will come in the form of an airspace lease negotiated with PennDOT. The following sets of
questions and issues are relevant, including those that will need to be answered by AMS, PennDOT, and
potentially FHWA.

e Whois the public authority responsible for the ROW?

e  What are the Penn DOT requirements for considering and approving leases (or permits) to allow for the
subject installation?

e |sthe near-road site within interstate highway ROW? If so; the request for a lease or permit to PennDOT
for the ROW must include information FHWA requires.to be addressed in the review and approval of such
an action. These issues will likely include the air rights agreement, locked-gate access (as necessary), and
compliance with applicableutilities.accommodation and relocation policy.

e What other policies, procedures, standards, leases/permits required or desired by PennDOT will need to
be addressed?

In addition to the overarching questions listed above; there are some anticipated questions that PennDOT
may have about a potential ambiéent air monitoring station, and some suggested questions that AMS should
consider asking their PennDOT counterparts regarding individual candidate road segments.

9.3.1 Information to Provide PennDOT

There are a number of questions that PennDOT may have when first approached by a local air agency such as

AMS, regarding the placement of an ambient air monitoring station in the near-road environment. Some

anticipated questions might include, but are not limited to the following:

e  Who will own the monitoring equipment?

e How long would the air monitoring site be used/needed?

e What are the physical dimensions of the monitoring site and shelter? (AMS needs to consider the
potential for multi-pollutant monitoring when preparing this information. Multi-pollutant monitoring in
near-road NO, sites is discussed in Sections 10.2 and 12.)

e  What type of structure (shelter) will be installed at the site? (Pictures are useful here.)

e How often would air monitoring staff need to access the site?

e [f there are no existing utilities at the candidate site location, who will prepare the request for permit, and
subsequently pay for the installation of required utilities?

e Who will be financially responsible for the upkeep of the monitoring station? This includes routine
operations, and the inspection, maintenance, and security of the site.

e Who would be responsible for any closure, removal, and relocation of the station, if necessary?
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9.3.2 Questions to Ask PennDOT

There are a variety of questions that AMS, as the local air agency, may want to ask of PennDOT about the

long-term feasibility and access of a site within the highway ROW. Some general questions might include:

e What, if any, construction is planned along the candidate road segment that might impact traffic
operations on the road, the safety of the monitoring site, or safe and efficient access to the monitoring
site?

e What, if any, construction is planned on nearby road segments or to the CBSA transportation network
that might impact traffic operations along the candidate site road segment?

e Inthe future, if access to the monitoring site is either temporarily or permanently affected by a highway
project, what contingencies might be available for alternative access to the site or alternative sites along
the same road segment?

e Will an air space lease, if awarded, be a one-time process, or will that lease need to be renewed on some
interval? If it would require renewal, are there any particular criteria that might cause the renewal to be
disapproved in the future?

e Under what conditions should or could safety features be added to a road segment if a near-road station
is to be installed in the ROW? If a clear zone is currentlydn use, is that sufficient, or would additional
safety features be allowed to be installed?

o |[f safety feature installation or improvements are desired, what types of features are available to be
considered for installation (such as guardrails, barriers, etc.)?

e Are there any other safety provisions that AMS would need to conform to if it routinely accesses and
works on and within a monitoring station’in the ROW?

Section 10 - Prioritizing Candidate Near-Road Locations for Monitoring Site Selection

If, after performing the traffic analysis procedures and evaluating select candidate road segments through
reconnaissance, possible use of optional evaluation tools (e.g., exploratory monitoring or modeling), and possible
discussions with PennDOT, there are arelative wide array of candidate sites to choose from, it will be necessary to
begin narrowing the options by placing weight on one or more road segment characteristics over others. It is at
this point in the site selection process that two other considerations come into play, population exposure and the
potential for multi-pollutant monitoring.

10.1 Considering Population Exposure as a Selection Criterion

Per 40 CFR Part.58, Appendix D, section 4.3.2(a)(1), “where a state or local air monitoring agency identifies
multiple acceptable candidate sites where maximum hourly NO, concentrations are expected to occur, the
monitoring agency shall consider the potential for population exposure in the criteria utilized to select the final
site location. “Therefore, when considering all the available information (particularly AADT, fleet mikx,
congestion patterns, roadway design, terrain, meteorology, and siting criteria) for which candidate locations
are suitable for a required near-road NO, station, population exposure should be given subsequent
consideration. Specifically, amongst a pool of otherwise similar candidate near-road sites, the site that may
represent a higher population exposure should be given increased consideration.

AMS anticipates a singularly acceptable site will be identified and population exposure will not need to be
considered to make the selection.
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10.2 Unique Locations and Background Source Influences

In the evaluation process, state and local air agencies may encounter situations where certain road segments
of interest have characteristics that make the location a unique near-road location that has elevated pollutant
concentrations. In situations where a state or local air agency has a choice between road segments that
otherwise have similar potential for peak NO2 concentrations, the air agencies should place a higher weight
on sites that are most influenced by typical roadway activity rather than those that are heavily influenced by
unique sources or features.

Since this is the second location in the CBSA, siting is a bit different than the first location. A different type of
peak could make it unique compared to the 1* location.

10.3 Confounding Information

In cases where measured data (of sufficient amount, quality, and confidence) are available:as compared to
estimated, modeled, or otherwise approximated information, measured data may be more reliable, unless
those data are suspect due to poor quality assurance or othersfeasons. Ultimately, the EPA expects air
agencies to use their best judgment when presented with confounding information to make the best decision
for their individual case.

Not applicable

10.4 Potential for Multi-pollutant Monitoring

A number of pollutants and measureable metrics of interest thatexist in the near-road environment, other
than NO,, are discussed in some detail in Section 12. The EPA also encourages state and local air agencies to
consider the potential of a site to house other pollutant monitors and measurement devices. This would
specifically be accomplished inthe site selection process by considering the footprint and layout of the
infrastructure of a near-road monitoring station. The EPA believes that the footprint of a typical NCore station
(which houses analyzersfor carbon monoxide, ozone, sulfur dioxide, total oxides of nitrogen (NOy), a variety
of PM instruments [including PM, s and lead.samplers], and meteorological gear, along with all the associated
support equipment) may. be a conséervative approximation of a multi-pollutants site footprint. Although this
NCore type footprint can be bigger than a single pollutant shelter, the EPA believes, based on research
experiences,that thisishould not typically create additional burden or restrictions for site installation versus a
single gasfpollutant monitoring shelter.

AMS does anticipate installing other monitors at the selected site.

10.5 Candidate Site Comparison Matrix

Upon the completion.of traffic data analysis, field reconnaissance, and the conclusion of any other evaluation
efforts, a site comparison matrix will be created to consolidate the data collected in the evaluation process
and present that information in a comparable format, creating a foundation for the rationale of why one site
might be selected over other candidate sites.

The candidate site comparison matrix includes at a minimum, traffic data, field information (e.g., type of
road), site feasibility information such as permission of, or lack of, access for individual candidate sites, safety
issues (if applicable), probable distance between the inlet probe and the outside edge of the target road, and
any other collected ambient data and/or modeled data. The matrix can be used to represent individual points
along a road segment or for whole road segments under consideration. Here is includes a list of variables that
could be included in the matrix:

41

Page 126



Table 7 - Suggested Data for Each Candidate Site Entry in a Site Comparison Matrix

Site/Segment
Parameters

Description of Parameter

Location

Is the entry for a specific point along a road segment, or is it representative of an
entire road segment? For a peint, provide a moniker and the latitude and longitude.
For a road segment, identify where the segment boundaries occur [e.g., intersection,
mile marker, political boundary).

Road segment name

Given road name and common name (if applicable).

Road type
Road segment end

Type of road [controlled access highway, limited access freeway, arterial, etc.).

Location of the road segment end points, including any given n omMMmon names,

points and the latitude and longitude of each individual end point.

AADT AADT, source of data, and vintage.

HD counts " Provida HD counts (if available}, source of data, and B

FE-AADT Provide FE-AADT (if available), noting HD,, value uséd. If not using the national default

value for HD, provide the source of data used te calculate the site<spegific value.

Congestion information

WValue and type [e.g., LOS, "",-"{.J or AADT by |‘It3 source, amd vin‘

Roadway design Design type or types present (flat, elevated-fill, cut, etc.). If not flat, identify whether
the configuration is a vertical or sloped boundary. Include the height {and degree of
slope if applicable).

Terrain Mature of the terrain immediately around the road; also, any larger-scale terrain
featu res of note.

Meteorology " Fora point, the predeminant winds and w e peint is relatively upwind or

downwind. For a wh ent, the orien he segment to the predominant

winds.

Population exposure

Roadside structures

Aszessment of population exposure andfor likeness to other road segments
throughout the CB3A.

. Presence of any mdsidwthmwidth, and length.

Safety features Safetyf@atures present and their height, width, and length.
Infrastructure Exi ure {Iigh‘ billboards, etc.) and potential site proximity
nce).
Interchanges Fresence of any interchanges within or at the end points of the target road segment

Surrounding land use

and potential siteproximity {distance), including traffic information if available (AADT,
HD counis, etc.).

E land use [resi ential, mmmen:ial etc.). Alsc- pn:rxim'rt',l to other large

Nearby sources MWearby MOy seurces if applicable (type, tonnage, etc.) and potential site proximity
{distance).
wad ‘Ie or knnwn road construction at the candidate site location or along the target
o ion r segment.
Futureroad construction  Tramsportation agency plans (i known) for any future road construction (including

time frame for completion).

Frontage ro resence of frontage roads, and whether those reads are included as part of the target
road segment.

Available space—site
footprint

Limitations in the space available for a multipollutant monitoring station.

Property type

Is it ROW or private property?

Property owner
Likelihood of access

Who manages or owns the property under evaluation?

" Level of confidence and any uncertainties regarding the acquisition of access to a

particular property.

Other detailsflocal
knowledge

Any other pertinent details that may have bearing on why a particular candidate site
may or may not be selected. This can include information that reflects a state or local
agency's own knowledge of the area or roads under consideration.
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Section 11 - Final Near-Road Site Selection

AMS has engaged the EPA Regional staff as necessary during the site selection process and will do so when a

choice is made that is intended to be reflected in annual monitoring plans due July 1, 2014.

The EPA indicates that they will provide feedback on any near-road site selection listed in the annual monitoring
plan before issuing a network plan approval letter, as is typically done. The availability of data supporting the
rationale behind a site selection, such as that within the candidate site comparison matrix, will facilitate the

review process.

Once a location has been selected for the installation, AMS, as the EPA suggests in itsTAD, will prepare and include
site record metadata about the near-road location (along with monitor record data) which would eventually be
input into AQS for inclusion in annual monitoring plans.

For new near-road NO, sites, the EPA requires that certain metadata are€ntered into AQS, as is.the case for any
new State and Local Air Monitoring Station (SLAMS) site. The new sitefinformation should be added to AQS online
or via the AQS metadata form. If using a batch transaction, refer to‘the AA Basic Site Information for formatting.

Table 8 - Near-road Site Information Metadata Required in AQS (AA‘- Basic Site Information Transaction)

AQS Metadata (AA — Basic Site Information)

Transaction Type

Héwizontal Datum

Action Indicator

Source Scale

State Code or Tribal Indicator
County Code or Tribal Code

Horizonta! Accuracy
Vertical Measure

Site ID Time Zone

Latitude . Agency Code
Longitude Street Address

UTM Zone Land Use Type

UTM Easting Location Setting
UTM Northing " Date Site Established

Horizontal Collection Method

In addition te'the basic site information required for every new SLAMS site in AQS, air agencies are strongly
suggestedito also populate the AB'Site Street Information metadata fields for near-road NO, monitoring sites.

Table 9 - Additional Near-road Site Information Metadata in AQS (AB Site Street Information)

AQS Metadata [AE Site Street Information)

Transaction Type

Street Name

Action Indicator Road Type
State Code or Tribal Indicator Traffic Count
County Code or Tribal Code Year of Traffic Count

Site ID

Tangent Street Number"

Direction from Site to Street

Source of Traffic Count

! Tangent Street Number (also czlled Tangent Foad Number) is merely a nnique identifier supplied by the user {Le., “17,
00™); it does not refer to a physical simest number
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Before a site can go into “production” status on AQS (meaning it can be seen by public users), it must have at least
one monitor associated with it. This is accomplished by populating monitor record fields, as is done for any SLAMS
monitor.

Section 12 - Selecting a Second Near-Road Site

According to 40 CFR Part 58, Appendix D, CBSAs meeting one of the following criteria are required to have a
second near-road NO, monitoring site:

e the CBSA has a population of 2.5 million or more persons.
e the CBSA has a population of 500,000 or more persons and has oné or more road segments of
250,000 AADT or greater.

Those second near-road NO, monitoring sites are suggested to be differéntiated from the first near-road NO,
monitoring site by one or more factors affecting traffic emissions and/or pollutant transport (such as fleet mix,
congestion patterns, terrain, geographic area within the CBSA), or’by different route, interstate, or freeway
designation.

Since this is the second location in the CBSA, siting is a bit different than.the first location. A different type of peak
could make it unique compared to the first location.

Section 13 - Multi-pollutant Monitoring at Near-Road Monitoring Stations

13.1 Meteorological Measurements

Meteorological data measured on-site at a near-road monitoring station can provide important information
that can be used to characterize the pollutant data being measured at the station. As part of the CASAC
AAMMS review, the panel stated that meteorological parameters (wind speed and direction) should be one of
the highest tier measurements considered as part of [the near-road NO,] network. A key advantage to having
meteorological data collected onsite would be the ability to correlate the occurrence of peak NO,
concentrations.to-wind conditions. Data analysis of the collected data will be greatly enhanced by knowing if
winds are calm, parallel to the road, or at any other angle making the monitoring site relatively upwind or
downwind when peak NO, concentrations are measured.

Although meteorological measurements were proposed to be required at near-road NO, sites, the EPA did not
require them. However, the EPA strongly encourages the measuring of meteorological parameters at near-
road sites whenever possible. The EPA suggests that state and local air agencies try to measure wind speed,
wind direction, temperature, and relative humidity, at a minimum (which matches those parameters required
at NCore stations). If possible, other measurements such as precipitation, solar radiation, and barometric
pressure, among others should be considered as well.

AMS will take meteorological measurements.

13.2 Traffic Counters and/or Cameras

Traffic counting devices and/or traffic cameras are another non-pollutant measurement that could be useful
to an air agency to aid in characterizing measured pollutants at a near-road monitoring site. Understanding
the traffic behavior can allow for correlation to measured pollutant concentrations, such as the correlation of
peak NO, readings to time periods when traffic is heaviest and/or experiencing increased congestion, for
example. There are remote sensing methods available to characterize traffic that use radar or camera based
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technology. These methods are able to be installed along-side of roads (such as on a meteorological tower or
monitoring shelter) and can look down on the target road segment to characterize the traffic. The
sophistication of remotely sensing instruments is variable, but the EPA suggest that if such a device is
investigated for use, it should be capable of making total traffic counts for at least an hourly interval. Other
data metrics that would also be useful include the ability to segregate HD from LD vehicle counts and those
methods with sub-hourly time resolution capability.

In some cases, the local transportation agency might be in a position to collaborate with an air agency that is
looking to collect traffic data for a particular road segment where no traffic data is currently being collected. In
such a case, there may be a synergistic advantage for both the air agency and the transportation agency;
allowing the air agency to gather traffic data for air quality analysis with the support of a transportation
agency, while the transportation agency may gain another source of traffic datafor their use as well, at no cost
to them. The EPA encourages state and local air agencies to pursue such collaboration if traffic data collection
is pursued at near-road monitoring sites.

http://www.dot.state.pa.us/Penndot/Districts/district6.nsf/District6 WebcamsList?OpenPage

AMS will not use traffic counters or cameras.

13.3 Nitrogen Dioxide (NOz)

NO, is an important target of ambient air monitoring because of its adverse impact on human health. Scientific
evidence links short-term NO, exposures with adverse respiratory effects, including airway inflammation in
healthy people and increased respiratory symptoms in.people with asthma. NO, is one of a number of oxidized
nitrogen species. Scientifically, NO and NO, are collectively referred to as NOx, where NO + NO, = NOy. There
are also other oxidized nitrogen species in the ambient air which arecollectively known as NO,. The entire
family of oxidized nitrogen species is known as NOy where NOy= NOyx + NO,.

13.4 Multi-pollutant Monitoring at Near-Road Monitoring Stations

The EPA has expressed the intent to pursue the integration of monitoring networks and programs through the
encouragement of multi-pollutant monitoring wherever possible. Multi-pollutant monitoring is viewed by the
EPA as a means'to breaden the understanding of air quality conditions and pollutant interactions, furthering
its capability to evaluate air quality models, develop emission control strategies, and support research,
including health studies.

This section discusses a number of pollutants of interest in the near-road environment; they are of interest
due to their direct emission by on-road mobile sources, or the formation from or interaction with on-road
mobile source emissions. The pollutants discussed in this section are presented in the relative order of priority
the CASAC AAMMS suggésted to EPA in their near-road review.

AMS will monitor the following additional pollutants at the Near-Road NO, Monitoring Station:

13.4.1 Carbon Monoxide (CO)

CO is a colorless, odorless gas emitted from combustion processes. CO can cause harmful health effects by
reducing oxygen delivery to the body's organs (like the heart and brain) and tissues. In addition, CO is a
useful indicator of the transport and dispersion of inert, primary combustion emissions from on-road mobile
sources, as CO does not react in the near-road environment. On August 12, 2011, the EPA promulgated
minimum monitoring requirements for CO in the near-road environment. According to 40 CFR Part 58
Appendix D, one CO monitor is required to be co-located with a near-road NO2 monitor in CBSAs having
populations of 1 million or more persons.
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13.4.2 Particulate Matter (PM) — Mass

PM is a complex mixture of small particles and liquid droplets comprised of sulfates, nitrates, acids,
ammonium, elemental carbon, organic carbon compounds, trace elements such as metals, and water. The
size of particles is directly linked to their potential for causing health problems. Particles that are 10
micrometers in diameter or smaller (PM,) are of concern because those are the particles that generally pass
through the throat and nose and enter the lungs. Once inhaled, these particles can affect the heart and
lungs and cause serious health effects. Motor vehicles emit significant amounts of PM through combustion,
brake wear, and tire wear. Motor vehicles may also contribute to elevated near-road PM concentrations by
re-suspending dust present on the road surface.

Both PM;, and PM, 5 mass measurements (and also the coarse fraction, PMygi25) and any speciation of PM
mass at near-road sties can be very informative in furthering the understanding of the concentrations,
properties, and behavior of PM in the near-road environment. Howevef, per Federal Register Vol 78. No. 10,
published in January 15, 2013, EPA only requires a single near-road.PMzs monitor installed within CBSA.

AMS will not monitor the following additional pollutants at the NO, Near Road Monitoring Station:

13.4.3 Ultrafine Particulate Matter

PM emitted through the combustion process occurs initially in the ultrafine size range (i.e., less than 0.1 um
in diameter) and a very large number of these small particles are emitted. Despite the large number of
ultrafine particles emitted, the impact on PM mass.is negligible. Research has shown that PM number
concentration measurements often providea good indication of primary PM exhaust emissions from motor
vehicles. Several health studies suggest that ultrafine particles may lead to adverse health effects

13.4.4 Black Carbon and Elemental Carbon

The graphitic-containing portion of PM, represented by black carbon (BC) or elemental carbon (EC), also
referred to as ‘soot,’ is emitted in motor vehicle exhaust. BC and EC are operationally-defined. BC and EC are
of interest because they serve as a measure of diesel particulate matter (DPM). Long-term (i.e., chronic)
inhalation exposure to diesel exhaust (combination of gases and particles) is likely to pose a lung cancer
hazard to humans, as well as damage the lungin other ways depending on exposure. Short-term (i.e., acute)
exposures can cause irritation and inflammatory symptoms of a transient nature, these being highly variable
across thepopulation

13.4.5 Organic Carbon (OC)

OC is a complicated mixture of thousands of individual molecules and is a combination of both primary
particulate emissions and gaseous precursors that can form secondary aerosol. Some of the OC compounds,
such as polycyclic aromatic hydrocarbons (PAHs), are known or suspected carcinogens. OC is often the
largest component of PM in urban areas in the Western U.S. and especially in near-roadway environments.
Motor vehicle fuel.combustion is an important contributor of OC.

13.4.6 CO,

Fossil fuel combustion is the primary source of CO, emissions, with the transportation sector contributing
about 33% of U.S. CO, emissions. CO, is of concern as the most important greenhouse gas contributing to
climate change. Continuous CO, measurements are typically made using a non-dispersive infrared system
with which sub hourly sampling duration can be achieved. CO, concentrations can be elevated near roads,
so high resolution measurement methods with good precision (high signal to noise ratios) would be needed
to quantify near road impacts to relative background concentrations.
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13.4.7 Ozone (0s)

O3 is not usually emitted directly into the air, but at ground-level is created by a chemical reaction between
oxides of nitrogen (NOy) and volatile organic compounds (VOCs) in the presence of sunlight. NOy and VOCs
are emitted by mobile sources. O3 can trigger a variety of respiratory health problems; worsen bronchitis,
emphysema, and asthma; reduce lung function; and inflame the linings of the lungs.

0O; measurements are not typically collected for near-road applications. However, the presence of elevated
NO concentrations in the near-road microenvironment may lead to lower O3 concentrations due to ‘ozone
scavenging’ as part of the formation of NO, from NO and O;. O3 measurements may be useful in select
circumstances to support health studies investigating the role of ozone and other co-pollutants on adverse
health effects given the potentially lower concentrations of this pollutant relative to other pollutants in this
microenvironment. O; measurements may also aid in understanding NO, concentrations in the near road
environment.

13.4.8 Air Toxics

In addition to criteria pollutants, motor vehicles emit a large number of other compounds which can cause
adverse health effects such as air toxics (or hazardous air pollatants). A discussion and listing of potential air
toxics of concern for near-road monitoring can be found in‘the U.S. EPA’s. Mobile Source Air Toxics (MSAT)
Rule (U.S. EPA, 2007). These pollutants include volatile organic compounds (VOCs), semi-volatile organic
compounds (SVOCs), and organic and inorganic PM constituents. Reasons for monitoring these pollutants
for a near-road program include concerns over adverse human health effects, ecological effects, and the
evaluation of the effectiveness of mobile source control programs. Air toxics span the entire range of
pollutants present in the atmosphere; they-are present as particles, gases, and in semi-volatile form. No one
measurement method captures all air toxics of interest'in.a near road environment.
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From Table 4 on page 21, approximate locations for each prospective site then were determined. The Sixteen
candidate’s sites throughout the City are as follow

Figure 2 - Sites A, B, D, F, M (Northeast of Philadelphia)
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Figure 3 - Sites C, E, G (West of Philadelphia)
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Figure 4 - Sites H, I, J, K, L, N, O, P (South, Southwest and Central of Philadelphia)

50

Page 135




Table 10 - The Sixteen Sites Information (The Latitude and Longitude are Approximate)

ST.
SITE RT. LATITUDE LONGITUDE STREET LOCATION
NO NAME
A 1-95 39.9673059 | -75.1336301 Delaware | Between Exit 22 (I-676/US 30 - Central Phila/Callowhill St) &
Expwy Exit 25 (Allegheny Ave/Castor Ave)
B 1-95 40.0118437 | -75.0607437 Delaware | Between I-95 North - Trenton & Exit 30 (Cottman Ave/Rhawn
Expwy St)
C I-76 39.9989843 | -75.1966814 Schuylkill | Between Exit 340A (Lincoln Dr/Kelly Dr) & Exit 341
Expwy (Montgomery Dr/West River Dr)
D I-95 | 40.0521040 | -74.9886233 Delaware | Between Exit 32 (Academy Rd/ Linden Ave) & Exit 33 (Grant
Expwy Ave - Boundary with Bucks Co.)
E I-76 39.979958 -75.204978 Schuylkill | Between Exit 341 (Montgomery Dr/West River Dr) & Exit 343
Expwy (Spring Garden St/Harverford Ave)
F 1-95 39.9885873 | -75.0886013 Delaware | Between Exit 25 (Allegheny Ave/Castor Ave) & 1-95 North -
Expwy Trenton
G I-76 39.9535118 | -75.1818019 Schuylkill | Between Exit 343 (Spring Garden St/Harverford Ave) & Exit
Expwy 346A (South St)
H I-95 | 39.8770215 | -75.2543225 Delaware . | Between Boundary with Delaware Co. & Exit 12 (PA 291 - Cargo
Expwy City)
I-95 | 39.9008931 | -75.1561691 Delaware ‘| Between Exit 17 (PA 611 N.Broad St/Pattison Ave) & Exit 19 (I-
Expwy 76 E - Walt Whitman Br/Packer Ave)
J 1-95 39.8914 75.235514 Delaware | Between Exit 12 (PA 291 - Cargo City) & Exit 13 (to I-76 W/PA
Expwy. 291 —Valley Forge/ Island Ave)
K I-95 | 39.8884509 | -75:2180358 | Delaware | Between Exit 19 (I-76 E - Walt Whitman Br/Packer Ave) & Exit
Expwy 22 (1-676/US 30 - Central Phila/Callowhill St)
L 1-95 39.898675 -75.181617 Delaware | Between Exit 15 (Enterprise Ave/ Island Ave) & Exit 17 (PA 611
Expwy N.Broad St/ Pattison Ave)
M 1-95 40.036542 -75.014428 Delaware | Between Exit 30 (Cottman Ave/ Rhawn St) & Exit 32 (Academy
Expwy Rd/Linden Ave)
N 67B3 39.911714 -75.161367 Walt Packer Ave & S.7" Street (Citizen Bank Park Stadium)
Whitman
Bridge
(0] I-76 39.944942 -75.192019 Schuylkill | Between Exit 346A (S. Street) & Exit 347B (Passyunk & Oregon
Expwy Ave)
P 1-95 39.887033 -75.214625 Delaware | Between Exit 13 (West Valley Forge) & Exit 15 (Enterprise
Expwy Ave/lIsland Ave)
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Figure 5 - Population Census Maps for Areas Near Proposed Sites
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Appendix C
Approval letter to Exclude PM, 5 Continuous FEM Data
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D ST,
o 4"29‘

z k) UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
2 M 8 REGION IiI
"';@ g 1650 Arch Street
"'r:,L or 0195’«\ Philadelphia, Pennsylvania 19103-2029
Dr. Donald F. Schwarz. MD. MPH. Health Commissioner OEC 10 208

City of Philadelphia

Department of Public Health

1401 JFK Boulevard, Room 600
Philadelphia, Pennsylvania 19102

Dear Dr. Schwarz:

By letter and enclosures dated July 1, 2013, the City of Phila agement Services
(AMS) submitted to the U.S. Environmental Protection Agency ient air monitoring
network plan in accordance with the regulatory requirements t Air Quality
Surveillance. Based on our review, EPA partially approv ’ 3 bient air

of 40 CFR Part 58.10. EPA
data from site 42-101-0004 as

monitoring network plan on the basis that the plan meet
also approves your request for exclusion of the PM2.5 con
per 40 CFR Part 58.11(e).

Additionally, 40 CFR Section 58.11(c e air monitoring network or
design of the following air monitoring systems b ini
a) Photochemical Asse
b) Particulate Matie

L dl ambient air monitoring network plan requires a
inistrator becatse of the relocation of the NCore monitoring site.
ork plan has been forwarded to EPA’s Office of Air Quality
approval process.

separate approval from the
As such, AMS’s 204 i

do not hesitate to contact me or have your staff contact
Q sylvania Liaison. at (215) 814-3295. For questions regarding this
approval action, antact Ms. Diana Esher, Director, Air Protection Division, at

(215) 814-2706.

Sincerely,

; / / Sg_//

| s

f T —

\
oy
SR AL Y

X Hp—1
.

Shawn M. Garvin

Regional Administrator
ﬁwmas Huynh. AMS

{.5 Printed on 100% recycled/recyclable paper with 100% post-consumer fiber and process chlorine free.
Customer Service Hotline: 1-800-438-2474

Page 141



Appendix D
NCore Relocation from BAX to NEW
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY

%M f RESEARCH TRIANGLE PARK, NC 27711
R s
N Apeil 7. 2014

OFFICE OF
AIR QUALITY PLANNING
AND STANDGARDS

Donald 7. Schwarz, MDY, 8MMPH, Health Commiss:onar
Clly ol Philadelphiz

Drepartment of Public Health

1401 JFK Boulevard, Room 604

Philade.phia, Pennsylvaria 19102

Dhzar D, Schiware:

This letter transmits our approval of the City of Philadelphia Air Manapement Scrvices reguest
to meve 11e apencics NCare stalion Irom the Baxler site (BAX), AQSH 42-101-0048 1o 2
exisling slation at the Nl Fast Waste (NEW) site, AQS #42-101-0044, a5 required by 17e
Arrhient Air Monitoring Regulations. According {o'these rules {see 40 CFR 38.11{c)), NCore
network design and chanpes mdst be@approved by the Environmental Protection Agency™s (SPA)
Adminisirator. This avthorigy has heen delegated 10 the Director of the Air Queality Assessmen:
Division in EPAs O ce@F Alr Quality Planring and Standards.

In considering approving the meve of the NCore station, we worked with EFA Region 3 ana
review of your roquesipineluding th ralonale why the [irs: NCore site could no longer be
supported. and assessed the proposedilocation and characteristies of the armea at the lovetion 2o be
merileredd Al carelul consiceralion of your request to move the NCere statiom, we arc
nleased (0 approve the NEW Site location as past of the NCone retwork.

In reviewing daladrcporting to the AQS database, we see thal vour agency successfully movad
the measurements flem the BAX site to the NEW site ast fall and most of the meesurerents
were alrcady fully operational and reporting data by Ocleder of 2013, We ave continuaing to
review reporting to the AQS datahase for the NCore propram and will work witk EPA Region 3
and your slall scparately o address 2ny issues in reporting of data or assignment of metadaa,

Intemet Addressglaﬂlé Qf?:ﬂwww.apa‘gov
Recycled/Recyclable « Printed with Vagetable Gil a§ Inks 6n Recycled Paper (Minimum 25% Poslconsumer)



Thank you for your program’s efforts in working through the issues of having to move the
NCore station measurements and establish the NEW site as your NCore station. For any
technical questions, you may contact Tim Hanley at hanley.tim@epa.gov and 919-541-4417.

Sincerely,
Richard A. Wayland

Director
Alr Quality Assessment Divisio

ce: Thomas Huynh, Director, Air Management Services

Loretta Hyden, EPA Region 3 Q
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY

%M f RESEARCH TRIANGLE PARK, NC 27711
R s
N Apeil 7. 2014

OFFICE OF
AIR QUALITY PLANNING
AND STANDGARDS

Donald 7. Schwarz, MDY, 8MMPH, Health Commiss:onar
Clly ol Philadelphiz

Drepartment of Public Health

1401 JFK Boulevard, Room 604

Philade.phia, Pennsylvaria 19102

Dhzar D, Schiware:

This letter transmits our approval of the City of Philadelphia Air Manapement Scrvices reguest
to meve 11e apencics NCare stalion Irom the Baxler site (BAX), AQSH 42-101-0048 1o 2
exisling slation at the Nl Fast Waste (NEW) site, AQS #42-101-0044, a5 required by 17e
Arrhient Air Monitoring Regulations. According {o'these rules {see 40 CFR 38.11{c)), NCore
network design and chanpes mdst be@approved by the Environmental Protection Agency™s (SPA)
Adminisirator. This avthorigy has heen delegated 10 the Director of the Air Queality Assessmen:
Division in EPAs O ce@F Alr Quality Planring and Standards.

In considering approving the meve of the NCore station, we worked with EFA Region 3 ana
review of your roquesipineluding th ralonale why the [irs: NCore site could no longer be
supported. and assessed the proposedilocation and characteristies of the armea at the lovetion 2o be
merileredd Al carelul consiceralion of your request to move the NCere statiom, we arc
nleased (0 approve the NEW Site location as past of the NCone retwork.

In reviewing daladrcporting to the AQS database, we see thal vour agency successfully movad
the measurements flem the BAX site to the NEW site ast fall and most of the meesurerents
were alrcady fully operational and reporting data by Ocleder of 2013, We ave continuaing to
review reporting to the AQS datahase for the NCore propram and will work witk EPA Region 3
and your slall scparately o address 2ny issues in reporting of data or assignment of metadaa,

Intemet Addressglaﬂlé Qf?:ﬂwww.apa‘gov
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Thank you for your program’s efforts in working through the issues of having to move the
NCore station measurements and establish the NEW site as your NCore station. For any
technical questions, you may contact Tim Hanley at hanley.tim@epa.gov and 919-541-4417.

Sincerely,
Richard A. Wayland

Director
Alr Quality Assessment Divisio

ce: Thomas Huynh, Director, Air Management Services

Loretta Hyden, EPA Region 3 Q
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DEPARTMENT OF PUBLIC HEALTH
Donald F. Schwarz, MD, MPH

Deputy Mayor for Health & Opportunity
Health Commissioner

CITY OF PHILADELPHIA

Nan Feyler, JD, MPH
Chief of Staff

Air Management Services
Thomas Huynh
Director

November 25, 2013

321 University Avenue, 2nd Floor
Philadelphia, PA 19104

Richard A. Wayland

Director — Air Quality Assessment Division
MD: C304-02

Research Triangle Park, NC 27711

Dear Mr. Wayland:
The City of Philadelphia, Department of Public Health, Air Managemme it

AQS# 42-101-1002, 5200 Pennypack Street, Philadelphia, PA 19
(NEW), AQS# 42-101-0048, at 2861 Lewis St, Philadelphia, P

approving the NCore station at BAX. As required by
2011.

Jater Department that the property housing BAX
2|l basin. AMS documented in our 2013-2014 Air
ionitor to another location. AMS along with local

In early 2013, AMS was notified bydhe Phila
would need to be utilized for a nefv u
Monitoring Plan, a need to reldt

Air Director

Enclosure
TH/dIr

cC: Diana Esher, EPA Region IlII, Director, Air Protection Division
Alice Chow, EPA Region 111
Henry Kim, AMS, Chief Program Services
Hallie Weiss, AMS Lab, Administrative Engineer
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Henry Kim, AMS, Chief Program Services
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NCore Station at NEW (AQS# 42-101-0048)

AMS Current

Sampling | Operating | Collection | Analysis AQS
Site Parameter | Type Schedule | Method Method Comments | Method
ARM utilizing
trace level Non-
dispersive
NEW CO (trace) MCore Continuous Instrumental infrared High sensitivity 093
AQS Sit it
Identification | so02 (race) MCaore Continuous Instrumental Fluorescence High sensitivity 100
ARM utilizing
Ultra Violet ear-round
421010048 Ozone NCore/AQI Continuous Instrumental photometry operation 087
Highsensitivity
external
Street ARM gtili;ing converter
chemiluminesce | mounted at
Address MOy (trace) MNCore Continuous Instrumental nce 10m 599
. BAM =Beta
2861 Lewis Street, Attenuation
Philadelphia, PA PM10 Meonitor Met
19137 Continuous SLAMS Cantinuous One BAM -1020 73
BAM =Beta
Attenuation
Moniter Met
PM2.5 One BAM -
Continuous NCore/AQI Continuous 1020 FEM 170
Geogrgphlcal PM2.5 Met One Energy Analysis by
Coordinates | speciated NCore 1/3 days SASS Dispersive XRF | EPA 811
PM2.5 FEM MCore 1/3 days R&P PM2.5 Gravimetric BAXD 145
BAX 5 ("BAX-
S minus BAX
“PM10 - PM2.5 Dis PM
Latitude: (PM Coarse) NCaore 1/3 days Coarse) 105
Integrated
Hi-Vol- samplers.
SAIGNMW- Weighed by
39.991909 TSP-HVAS MNCore 1/6 days 321-B Gravimetric AMS 91
TSP-HVAS
sample
collected and
sent to
Interfountain
TSP - Lead Atomic Laboratory
Longitude: Only MCaore 1/6 days Hi-Val Absorption (ML) 43
-75.081099 Meteorological | NCore Continuous
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NORTHEAST WASTE - LEWIS & RICHMOND STS.
EPA AIRS CODE:421010048

CO/RICHMOND

2011 EMISSIONS (in TONS/YR)

PLID [NAME STREET CO | NOX | PB |PMI10|PM2.5] SO2 | VOC
01551 |HONEYWELL FRANKFORD PLT 4700 BERMUDA STREET| 61.69) 183.15) 0.00] 7342 57.73] 27.85| 120.80
04903 [EXELON GENERATING CORICHMOND  |3001 N DELAWARE AVE 0.05] 70710000 015 015 210] 001
04922 |PHILA GAS WORKES RICHEMOND PLT 3100 E VENANGO 5T 1.93] 4531000 017 0.14] 001 0.16
05003 [KINDER MORGANLIQUIDS TERM PHILA |3300N DELAWARE AVE 249] 456/ 000 042] 037 1984] 4124
08313 INORTHEAST WPCP PHILA 3809 RICHMOND ST 32.21] 8s50j0.00] 165 1.63] 6.17) 1462
TOTAL| 98.36( 208.80] 0.00] 75.81| 60.04] 38.08] 185.91

Page 150




10/31/2013

2013 PHILADELPHIA
AIR MONITORING NETWORK

* NCore
** Operational by 1/1/2014

State: Pennsylvania
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City: Philadelphia

County: Philadelphia

City population: 1,526,006 (2010 census)

MSA: Philadelphia-Wilmington-Atlantic City, PA-NJ-DE-MD

MSA number: 6160

Population: 3,849,647 (Philadelphia Metropolitan Division within MSA, 2003 estimate)
EPA Region: III

Class I area: Natural Wildlife Preserve near Atlantic City, NJ

Time zone: EST

UTM zone: 18

Ground Level NEW Monitoring Station Picture
10

Page 152




Ground Level NEW Monitoring Station Picture No.2
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NEW NCore Aerial View
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