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MATERIAL KEY

WINDOW FRAME:
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19th & CHESTNUT STREETS
Philadelphia, PA 19103
DATE : 05-14-15
SCALE: NTS

SOUTH ELEVATION

+/- 33'-0"

WALL OPENING WITH
GLASS GUARDRAIL @
AMENITIES LEVEL (TYP)

PANELS OF METAL
MESH SCREENING OF
MECHANICAL
PENTHOUSE

TEXTURED METAL PANEL

OPEN TO AMENITIES
COURTYARD AREA

ALUCOBOND ALUMINUM
COMPOSITE PANEL (TYP.)

BASIS OF DESIGN: 4 COLOR
PALETTE (SEE MATERIAL KEY)

MASONRY AND
STONE BASE

ALUMINUM & GLASS STOREFRONT @ GROUND
LEVEL WITH INTERMEDIATE MASONRY PIERS

1910 CHESTNUT STREET (@ SANSOM)
EXISITING MASONRY STRUCTURE. NEW
WINDOWS AT 2ND FLOOR. EXISTING
OPENING AT GROUND FLOOR EXPANDED
VERTICALLY TO ACCOMMODATE FOR
OVERHEAD DOOR

EXISTING BUILDINGEXISTING BUILDING

ALUCOBOND ALUMINUM
COMPOSITE PANEL (TYP.) AT

COURTYARD SET BACK

ALUMINUM AND GLASS
WINDOWS (TYP.)


