
EXISTING BENCH TO BE REMOVED

EXISTING TREE TO REMAIN

REMOVE SWING SET AND
ASSOCIATED FOOTINGS

REMOVE PLAY EQUIPMENT
AND ASSOCIATED FOOTINGS

REMOVE PLAY EQUIPMENT
AND ASSOCIATED FOOTINGS

REMOVE UNIT PAVERS TO
LIMIT OF WORK LINE

REMOVE BENCH

REMOVE TREE AND EDGING, GRIND STUMP

EXISTING TREE STUMP;
GRIND TO 12" BELOW GRADE

REMOVE EDGING

FENCE SUPPORTS TO REMAIN/BE RESTORED.
USE CAUTION WHEN REMOVING ASPHALT AND
SUB BASE NEAR FENCE SUPPORTS; TYP.

REMOVE CURB

REMOVE ASPHALT FOR
CONCRETE APRON

REMOVE CONCRETE TO
NEAREST JOINT

SAWCUT 6" AWAY FROM FENCELINE,
TYP; ON EAST SIDE OF CHAIN LINK
TENNIS COURT FENCE

PRUNE TWO (2) LIMBS THAT ARE BLOCKING
PROPOSED SECURITY CAMERA VIEW. COORDINATE

WITH SECURITY CAMERA INSTALLER AND
LANDSCAPE ARCHITECT
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EXISTING RECREATION
CENTER BUILDING

TENNIS COURT
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EXISTING UNIT PAVERS TO REMAIN, TYP.

EXISTING UNIT PAVERS TO REMAIN, TYP.

(2) EXISTING BENCHES TO REMAIN;
PROTECT BENCHES AND ASSOCIATED
FOOTERS DURING DEMOLITION
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P.O.B. EXISTING POLE

EXISTING INLET TO REMAIN

REMOVE  NET AND STORE
DURING CONSTRUCTION

TENNIS NET POLES (2) SHALL
REMAIN

SUB SURFACE WALL OF
BURIAL GROUND
DO NOT DISTURB

PROJECT LIMIT LINE

4' TALL CONSTRUCTION FENCE

6' TALL PRIVACY FENCE

3'-11" TO CENTER OF PIT RADIUS

5'-6"

REMOVE CONCRETE AND SUB-BASE

REMOVE ASPHALT AND SUBBASE TO 12"
BELOW PROPOSED FINISHED GRADE

REMOVE BENCH

REMOVE TREE AND GRIND STUMP TO 12"
BELOW GRADE

FENCE AND EDGING TO BE REMOVED

SUBSURFACE WALL - DO NOT DISTURB

NOTES:
1. ALL ANGLES ARE 90 DEGREES UNLESS OTHERWISE INDICATED.
2. CONTRACTOR TO MARK OUT ALL SAW CUTTING EXTENTS FOR APPROVAL BY LANDSCAPE

ARCHITECT PRIOR TO COMMENCEMENT OF WORK.
3. TRUCK ACCESS IS PERMITTED FROM CATHERINE STREET.
4. CONTRACTOR TO PROTECT ALL EXISTING STRUCTURES, CURB AND PAVEMENT TO REMAIN.
5. ALL DIMENSIONS ARE PERPENDICULAR OR PARALLEL UNLESS OTHERWISE NOTED.
6. ALL SITE PROTECTION MEASURES MUST BE IN PLACE PRIOR TO DEMOLITION

REMOVE PAVEMENT, SAFETY SURFACE, AND SUB-BASE
TO ACCOMMODATE PROPOSED PAVING PROFILE

REMOVE UNIT PAVERS

TREE TRUNK PROTECTION, SEE 1/lL-2

LEGEND
PROJECT LIMIT LINE

TREE AND PLANT PROTECTION ZONE

POINT OF BEGINNING

PREP TENNIS COURT FOR RESURFACING

5'
MIN.

PLASTIC ORANGE
SAFETY BARRICADE
SECURED WITH
PLASTIC TIE

EXISTING TREE

STANDARD HAYBALES
ON CONSTRUCTION-SIDE
OF TRUNK

EXISTING GROUND
SURFACE

PlanElevation
NOTES:

MAINTAIN AIRSPACE OF 6" BETWEEN BALES AND TRUNK
REPLACE BALES IF ON SITE MORE THAN 6 MONTHS
PLACE BALES SUCH THAT PEDESTRIAN WALKWAYS ARE
NOT INHIBITED, COORDINATE IN FIELD WITH LANDSCAPE
ARCHITECT

TREE TRUNK PROTECTION
1/4" = 1'-0"
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SCALE: 1" = 10'-0"

0' 10' 20'

SURVEYOR
1301 NORTH 2ND STREET
PHILADELPHIA, PA 19122

PRIME CONSULTANT
100 NORTH 20th STREET,  5th FLOOR
PHILADELPHIA, PA

PROJECT PARTNER
1617 JFK BLVD., SUITE 1670
PHILADELPHIA, PA  19103

PROJECT PARTNER AND OWNER
1515 ARCH STREET, 10th FLOOR
PHILADELPHIA, PA  19102

ENGINEER
259 MORGAN STREET
PHOENIXVILLE, PA 19460

ELECTRICAL, PLUMBING ENGINEER
1032 JAMES DRIVE
LEESPORT, PA 19533

PROJECT PARTNER AND FUNDER
1101 MARKET STREET, 5th FLOOR
PHILADELPHIA, PA  19107




