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N. AMERICAN STREET – Unit Block 
 

 

Paving: Granite block   

Curbs: Concrete 

Sidewalks: 50% Concrete; 50% Brick; metal bollards   

Light fixtures: Highway cobra 

 

21-35 See 22-34 N. 2
nd

 Street [Christ Church]. 

 

37-39 See 36-38 N.2
nd

 Street. 

 

41-49 See 40 N. 2
nd

 Street. 

 

**************** 

 

20-30 See 205-207 Church Street. 

 

32-38 See 206-208 Filbert Street. 

 

2 (a.k.a. 229-239 Filbert Street) Parking lot. Non-contributing. 

 

48 See 43 N. 3
rd

 Street. 

 

50 See 45 N. 3
rd

 Street. 



N. AMERICAN STREET – 300 Block 
 

 

Paving: Asphalt   

Curbs: 15% Brick; 85% Concrete 

Sidewalks: 50% Granite; 50% Concrete   

Light fixtures: None 

 

 

301-309 See 213 ½ Vine Street. 

 

311-319 See 212-214 Wood Street. 

 

**************** 

 

300-306 See 215-217 Vine Street.  



APPLETREE STREET - Unit Block 
 

 

Paving: Brick   

Curbs: None 

Sidewalks: None   

Light fixtures: None 

 

1-18   (a.k.a. 100 block N. Front Street) Group of eighteen 2½ story, 2-bay, brick, Late Modern 

buildings with interior landscaped courtyard. Typical unit: Concrete steps with brick risers at entry; recessed squared 

entrance opening; single-leaf flush wood door with single-light wood transom; first story contains triple 2-light 

aluminum windows, bottom corner windows are awning style; sliding 2-light aluminum windows at 2
nd

 story and 

mansard; 2-light aluminum window at 2
nd

 story; brick sills; mansard roof clad with asphalt shingles; brick planters 

in front of some units. 

 

Side elevation (typical): brick. 

 

Rear elevation (units 14-18): brick; metal roll-down garage doors at basement level; tripartite aluminum window at 

1
st
 story; sliding 2-light aluminum windows at 2

nd
 and mansard; brick soldier-course belt course; brick lintels and 

sills; mansard roof with asphalt shingles. 

 

Rear elevation (units 1-10): brick; tripartite aluminum window at 1
st
 story; sliding 2-light aluminum windows at 2

nd
 

and mansard; brick soldier-course belt course; brick lintels and sills; mansard roof with asphalt shingles. 

 

Built 1978. Non-contributing. 

 

Documentation: BP. 



ARCH STREET - 100 Block 
 

 

Paving: Asphalt   

Curbs: 60% Granite; 40% Concrete 

Sidewalks: 60% Concrete; 20% Brick; 20% Granite   

Light fixtures: Highway cobra 

 

101-111 ―Smythe Building‖ (a.k.a. ―Smythe Stores‖) 5-story plus recessed penthouse, 15-bay, cast-iron-faced, 

Italianate building. Granite stoops; basement bulkhead entrances with double-leaf wood doors; squared entrance 

openings; double-leaf 8-light glazed and paneled wood doors with full arched wood transoms with tracery; paired 8-

light wood storefront casement windows; wood storefront panels; cast-iron storefront fluted columns and cornice; 

full arched window openings with 4/4 wood windows with tracery; at 2
nd

 to 5
th

 stories; flat roof; stuccoed chimneys; 

recessed penthouse with single-leaf wood doors, single-light wood windows with transoms, and decks. 

 

East elevation: 6-story, 5-bay, stucco; squared entrance openings; single-leaf paneled wood doors with single-light 

wood transoms; 6/6 wood windows with exterior storm windows throughout; cast stone lintels and sills; security 

grates at 1
st
 story; flat roof with recessed penthouse; landscaped garden. 

 

North elevation: stucco at 103-105; brick at 107-111; squared entrance openings; single-leaf paneled metal door 

with sidelight; upper stories contain single-leaf glazed wood doors with iron balconies; 1/1 wood windows 

throughout; brick lintels and sills; flat roof with wood roof decks. 

 

Built 1855-57 by Brown and Allison, carpenters, George Creely, bricklayer, and Tiffany and Bottom, Ironwork 

(Trenton) for Samuel Smythe, department store owner and merchant. Alterations: 107 demolished for trolley loop in 

1913 and later rebuilt in fiberglass in 1984-86; cornice removed, 1920; new double doors and bulk-head windows on 

façade for 103 and 105; 101 demolished, front dismantled and stored by Fairmount Park Commission, 1975; 

penthouse addition, interior and exterior alterations, NPS tax credit project, 1986 by the Devoe Group Ltd. 

Designated: 5 Aug 1976. Significant. 

 

Documentation: HABS; Webster; NR Nomination, 1976; BP; PHC files; FIS; NPS Tax Credit Application. 

 

113 3-story, Flemish-bond brick, vernacular building with storefront. Concrete step; squared 

entrance openings; single-leaf paneled and 6-light wood doors with 9-light wood transoms; one single-light wood 

storefront window with 9-light wood transom; two single-light wood storefront windows with 6-light wood 

transoms; coupled 9/1 wood window at 2
nd

 story; group of three 20-light industrial steel windows with internal 

awning window at 3
rd

 story; cast stone sills; brick lintels throughout; shaped parapet with stone cap; flat roof. 

 

Built c. 1915. Designated: 5 Aug 1976. Contributing. 

 

115 4-story, 3-bay, brick, Queen Anne building with 3-bay storefront. Cast-iron step with 

lights; rusticated brownstone watertable; squared entrance opening; double-leaf paneled and glazed wood door with 

single-light wood transom; double-leaf flush glazed wood door with single-light wood transom; single-light wood 

storefront window with single-light wood transom; brick and brownstone storefront pilasters with carved 

brownstone capitals; brownstone and terra cotta storefront cornice; segmental arched window openings at 2
nd

 story; 

full arched window openings at 4
th

 story; paired single-light wood casement windows with single-light wood 

transoms throughout; patterned terra cotta spandrels below 3
rd

 story windows; brownstone belt course above 3
rd

 

story windows; decorative terra cotta and brickwork below 4
th

 story windows; patterned and corbelled brick cornice; 

flat roof. 

 

West elevation: stucco. 

 

Built c. 1890. Designated: 5 Aug 1976. Contributing. 

 

117-25 See 109-131 N. 2
nd

 Street. 

 



127 4-story, 3-bay, brick, vernacular building with 2-bay storefront. Concrete ramp; squared 

garage door opening with roll-down steel door; brick infilled storefront; cast-iron storefront pilasters; stucco 

storefront cornice; replacement fixed 6- and 9-light wood windows at 2
nd

 story; metal cladding at 2
nd

 story; 6/1 

painted vinyl windows at 3
rd

 to 4
th

 stories; painted stone lintels and sills; metal coping; flat roof. 

 

Built 1857. Alterations: new façade at 1
st
 to 2

nd
 stories. Contributing. 

 

Documentation: FIS 

 

129 4-story, 2-bay, stained brick, eclectic Greek Revival/Italianate building with 2-bay 

storefront. Squared entrance opening; replacement double-leaf flush steel door with 2-light wood transom; bracketed 

Italianate wood storefront cornice; brick infilled storefront; glass block infilled storefront window with single-light 

wood window; 4/1 painted aluminum windows at upper stories; painted stone lintels and sills; fire escape at 2
nd

 to 4
th

 

stories; denticulated brick and pressed metal cornice; flat roof. 

 

Built c. 1840. Designated: 5 Aug 1976. Contributing. 

 

131 4-story, 3-bay, brick, Italianate building with 3-bay storefront. Concrete ramp; squared 

entrance openings; double-leaf glazed wood door with arched transom; brick storefront panels; single-leaf wood 

storefront windows with full-arched transoms; cast-iron storefront pilasters and cornice; segmental arched entrance 

openings with double-leaf glazed wood doors with boarded transoms to fire escape at 2
nd

 to 4
th

 stories; segmental 

arched window openings with 2/2 wood windows at 2
nd

 to 4
th

 stories; limestone sills; brick jack arch lintels; 

bracketed cast-iron cornice; flat roof. 

 

Built c. 1855. Designated: 5 Aug 1976. Contributing. 

 

Documentation: PHC files. 

 

133 4-story, 3-bay, brick, Italianate building with 4-bay cast-iron storefront. Concrete ramp; 

squared entrance openings; boarded basement access; boarded storefront; wood storefront panel; single-light wood 

storefront windows; boarded storefront windows; cast-iron storefront pilasters and cornice; segmental arch window 

openings at 2
nd

 and 3
rd

 stories; full arch window openings at 4
th

 story; 4/4 wood windows at 2
nd

 to 4
th

 stories; cast-

iron window hoods; painted stone sills; fire escape across facade; pressed metal bracketed cornice; flat roof. 

 

Built c. 1855. Designated: 5 Aug 1976. Contributing.  

 

135 4-story, 3-bay, buff brick, Queen Anne building with 3-bay cast-iron storefront. Brick 

storefront panels; single-light wood storefront windows with single-light wood transoms; cast-iron storefront 

pilasters and cornice; segmental arch window openings at 2
nd

 story; full arch window windows at 4
th

 story; 1/1 wood 

windows throughout; painted stone sills; corbelled and molded brick belt courses; fire escape; corbelled brick 

cornice; flat roof. 

 

Built c. 1855. Alterations: façade alterations, c. 1890. Designated: 5 Aug 1976. Contributing. 

 

Documentation: PHC files. 

 

137-139 See 101-105 N. 2
nd

 Street. 

 

****************** 

 

100 (a.k.a. 62-66 N. Front Street) 5-story, 2-bay, Flemish-bond brick, Greek Revival building. 

Concrete steps; squared entrance openings; double-leaf paneled and glazed wood doors; paired multi-light wood 

casement windows at 1
st
 story; 6/6 wood windows with exterior storms at upper stories; painted marble sills; molded 

brick cornice; flat roof. 

 



East elevation: 5-story, 6-bay, 9-bay storefront, brick; granite stoops; basement bulkhead with single-leaf beaded 

wood board doors; squared entrance openings; double-leaf paneled and glazed wood doors with multi-light wood 

transoms; paired 12-light wood casement windows at storefront with multi-light wood transoms; marble storefront 

panels, pilasters, and cornice; 6/6 wood windows with exterior storms at upper stories; marble sills; molded brick 

cornice continues. 

 

West elevation: brick; multi-light basement window with marble lintel; paired 6/6 wood window at 5
th

 story. 

 

Built between 1828 and 1836. Designated: 5 Aug 1976. Significant. 

 

Documentation: HABS; Webster. 

 

102 3½-story, 3-bay, Flemish-bond brick, Georgian building with storefront. Glazed headers 

throughout. Concrete steps to full arched former alleyway entrance opening with paneled and glazed wood door, 2-

light wood transom, and arched single-light transom; marble step to squared entrance opening with single-leaf 

paneled and glazed wood door and single-light wood transom; basement entrance with beaded board wood door; 

multi-light wood basement window; single-light storefront window with wood surround; wood storefront panel; 2/2 

wood windows with exterior storm windows at 2
nd

 story; replacement paired 1/1 vinyl windows at 3
rd

 story; stucco 

belt courses at 2
nd

 and 3
rd

 stories; coved wood cornice with aluminum cladding; pedimented dormer with painted 

stucco sides and 3/6 wood window with exterior storm window; gable roof with standing seam metal roofing; brick 

chimney. 

 

Built before 1743. Designated: 28 Sept 1965. Significant. 

 

Documentation: CT; PHC files. 

First chain of title entry is for 1752, John Baker, boat builder 

 

104 3½-story, 2-bay, Flemish-bond brick, Georgian building. Glazed headers throughout. 

Brick step; segmental arched entrance opening with replacement single-leaf 6-panel wood door; segmental arched 

window openings at 1
st
 and 2

nd
 stories; 12/12 wood window at 1

st
 story; 9/9 wood windows at 2

nd
 story; 6/6 wood 

windows at 3
rd

 story; pent eave with coved wood cornice and shingled pent; brick belt course above 2
nd

 story 

window; molded coved wood cornice; shed roof dormer with 3/6 wood window and wood board on cheeks; gable 

roof with asphalt shingles. 

 

Built 1743 by Thomas Green, carpenter. Alterations: front and rear wall replaced according to PHC requirements. 

Designated: 28 Sept 1965. Significant.  

 

Documentation: CT; BP. 

 

106 3½ story, 2-bay, Flemish-bond brick, Georgian building. Glazed headers at 1
st
 story. 

Bulk-head basement entrance with double-leaf steel door; brick watertable; central brick steps with replacement iron 

railing; granite step to former alleyway entrance; squared entrance openings; replacement single-leaf 6-panel wood 

doors; boarded transom at former alleyway entrance; 12/12 wood window at 1
st
 story; 8/12 wood windows at 2

nd
 

story; 6/6 wood windows at 3
rd

 story; brick belt courses at 2
nd

 and 3
rd

 stories; molded coved wood cornice; shed roof 

dormers with 3/6 wood windows and wood board on cheeks; gable roof with asphalt shingles. 

 

West elevation: brick with rubblestone base; wood fence; 3/6 wood windows at 2
nd

 to 4
th

 stories. 

 

Built 1743 by Thomas Green, carpenter. Alterations: front and rear wall replaced according to PHC specifications. 

Designated: 28 Sept 1965. Significant.  

 

Documentation: CT; BP. 

 

108-114 2-story, 5-bay, buff brick, vernacular building with front parking area. Loading dock with 

metal canopy; squared loading entrance opening with metal roll-down door; 1/1 aluminum windows at 2
nd

 story; 

cast stone cap at roofline; flat roof. 



 

Built 1973. Non-contributing. 

 

116-118 ―Chancery Lane‖ 4-story, 3-bay, polychromed brick, Queen Anne building with 3-bay 

storefront. Granite step; squared entrance openings; double-leaf paneled and glazed wood doors with single-light 

wood transoms; beaded board wood storefront panel; single-light wood storefront window with single-light wood 

transom; brick storefront pilasters with bands of bluestone; bluestone storefront cornice; ―116-118‖ incised in 

bluestone at 2
nd

 story; segmental arched window openings with paired segmental arched 4/4 wood windows at 2
nd

 

story; 4/4 wood windows at 3
rd

 and 4
th

 stories; bluestone sills; brick lintels; checkerboard patterned glazed white and 

red brick spandrels; glazed white brick accents at ends; glazed and molded brick cornice; flat roof. 

 

East elevation: stucco. 

 

Built c. 1885. Alterations: interior and exterior alterations as part of NPS tax credit project, 1987. Designated: 5 Aug 

1976. Contributing.  

 

Documentation: NPS Tax Credit Application, 1987. 

 

120 4-story, 3-bay, brick, Victorian Eclectic building with 3-bay cast-iron storefront. Granite 

stoop; segmental arched door openings; double-leaf paneled and glazed wood doors with 2-light wood transoms 

below segmental arched 2-light wood transoms; wood storefront panel; single-light wood storefront window with 2-

light segmental arched transom; cast-iron storefront pilasters and cornice with dentil course and paired scrolled end 

brackets; segmental arched window openings at upper stories; 4/4 wood windows at upper stories; granite sills; 

granite window crowns; granite belt courses at 2
nd

 and 4
th

 stories; cast-iron bracketed and denticulated cornice; flat 

roof. 

 

Built c. 1865. Designated: 5 Aug 1976. Contributing.  

 

Documentation: PHC files. 

 

122-124 (a.k.a. 57-61 Mascher Street) 4-story, 4-bay, brick, Victorian Eclectic building with 4-bay 

cast-iron storefront. Granite stoop; segmental arched entrance openings; double-leaf paneled and glazed wood doors 

with single-light segmental arched wood transoms; brick storefront panels; single-light wood storefront windows 

with segmental arched single-light wood transoms; cast-iron storefront pilasters and cornice with scrolled brackets at 

ends; segmental arched window openings throughout; 4/4 wood windows throughout; granite sills and window 

crowns; granite belt course at 2
nd

 and 4
th

 stories; cast-iron bracketed and denticulated cornice; flat roof. 

 

West elevation: 4-story, 3-bay, brick; granite base; continuation of cast-iron storefront at north bay with brick 

infilled opening, single-light wood storefront window, and segmental arched wood storefront transom; garage 

opening with paneled roll-up door and steel I-beam lintel; arched window opening with 1/1 wood window at 1
st
 

story; single-light wood window at 1
st
 story; segmental arched window openings with 6/6 wood windows 

throughout; painted sign at north bay; cast-iron cornice continues at north bay; denticulated brick and pressed metal 

cornice at south bays; fire escape. 

 

West elevation rear: 1-story, 3-bay, brick rear ell; squared entrance openings; double-leaf glazed wood door with 

single-light narrow wood transom; paired single-light wood storefront windows; terra cotta cap at roofline; flat roof; 

garden wall with squared entrance opening with double-leaf paneled and glazed wood door and side panel. 

 

South elevation: 4-story, 4-bay, brick; segmental arched window openings at 2
nd

 to 4
th

 stories; 6/6 wood windows; 

hoist beam; brick chimneys. 

 

Built c. 1865. Designated: 5 Aug 1976. Contributing.  

 

Documentation: PHC files. 

 



126 (a.k.a. 66-68 Mascher Street) 3-story, 2-bay, brick, Neoclassical building with storefront. 

Brick step; squared entrance opening; single-leaf multi-light wood door with single-light wood transom; wood 

storefront cladding; wood storefront panel; grouped single-light wood storefront windows, each with single-light 

wood transom; pressed metal storefront cornice; 1/1 wood windows at upper stories; limestone lintels and sills; 

pressed metal cornice with festoon and garland decoration; flat roof. 

 

East elevation: 3-story, 7-bay, brick; storefront continues at north bay; squared entrance opening; single-leaf paneled 

wood doors with boarded transoms; basement window openings with metal grates; 1/1 wood windows throughout, 

with metal security grates at 1
st
 story and exterior storm windows at 2

nd
 and 3

rd
 stories; 6/6 wood window at 3

rd
 

story; limestone lintels and sills; pressed metal cornice continues. 

 

South elevation: stucco. 

 

Built in 1912-14 as a saloon and dwelling. Alterations: interior and exterior for ―Chancery Lane,‖ NPS tax credit 

project, 1988-89. Designated: 5 Aug 1976. Contributing.  

 

Documentation: NPS Tax Credit Application, 1988. 

  

128 3-story, 2-bay, Flemish-bond brick, Georgian building. Glazed headers at upper two 

stories. Brick steps; basement bulkhead with double-leaf metal doors; squared entrance opening; single-leaf paneled 

wood door with sidelights and 6-light wood transom; 16/16 wood window at 1
st
 story; pent eave with wood shakes; 

segmental arched window openings with 12/12 wood windows at 2
nd

 story; 6/6 wood window at 3
rd

 story; wood 

bargeboard at roofline; flat roof. 

 

South elevation: 2½-story, 1-bay, stucco with brick at upper half story; 1/1 wood windows with iron security grate at 

1
st
 story; half gable roof. 

 

Built c. 1770. Alterations: removal of attic story, 1965; replacement of brick masonry on 1
st
 story; interior and 

exterior, as part of NPS tax credit project, 1988-89. Designated: 5 Aug 1976. Significant.  

 

Documentation: NPS Tax Credit Application, 1988. 

 

130-134  4-story, 3-bay, brick, Italianate building with 3-bay, cast-iron storefront. Granite steps; 

squared entrance openings; double-leaf glazed and paneled wood doors with boarded transoms; paired 2-light wood 

storefront windows with boarded transoms; cast-iron storefront pilasters and cornice; paired 3-light casement 

windows with jib doors at 2
nd

 story; cast-iron pilasters and cornice at 2
nd

 story; 4/4 wood windows at 3
rd

 and 4
th

 

stories; cast-iron window hoods; painted stone sills; cast-iron cornice with acanthus leaf scrolled brackets and 

modillions; flat roof. 

 

East elevation of courtyard: Courtyard with 3-story Modern concrete and metal stair tower; buff brick wall with iron 

fence and gate; concrete cap; brick planters with concrete cap. 

 

West elevation: stucco; single-light aluminum casement window; aluminum French doors with balconettes. 

 

East elevation: stucco. 

 

South elevation: 4-story, 3-bay, stucco; 1/1 aluminum windows. 

 

Built c. 1852. Alterations: stair tower added, c. 1995. Designated: 5 Aug 1976. Contributing.  

 

Documentation: FIS. 



ARCH STREET - 200 Block 
 

 

Paving: Asphalt 

Curbs: Concrete 

Sidewalks: 70% Concrete; 30% Brick; metal grates at grade for basement access  

Light fixtures: Highway cobra 

 

201-203 See 100 N. 2
nd

 Street. 

 

205-209 2-story, 3-bay, brick, Tapestry Brick style building. Concrete steps; replacement single-

leaf flush wood door with small light; single-light aluminum windows with grouped single-light wood transoms at 

1
st
 story; paired 20-light steel windows with internal awning window at 2

nd
 story; basketweave patterned brick 

spandrels below 2
nd

 story windows; brick sills; terra cotta cap at roofline; flat roof. 

 

Built c. 1925. Contributing. 

 

211 4-story, 2-bay, painted Flemish-bond brick, Greek Revival/Italianate building with 

storefront. Concrete step; squared entrance opening; double-leaf paneled and glazed wood door with boarded 

transom; wood storefront panel; single-light wood storefront window with boarded 2-light transom; wood storefront 

piers; pressed metal storefront cornice; 6/6 wood windows at upper stories; painted stone sills; bracketed wood 

cornice with corbelled brick end consoles; flat roof. 

 

East elevation: brick and stucco. 

 

West elevation: stucco. 

 

Built c. 1845. Designated: 6 Jan 1977. Contributing. 

 

213 3-story, 3-bay, painted brick, Italianate building with 2-bay storefront. Marble stoop; 

squared entrance opening; replacement double-leaf paneled and glazed wood door with boarded transom; 

replacement wood storefront; stucco storefront panel; single-light wood storefront window with two-light wood 

transom; replacement 1/1 aluminum windows at upper stories; aluminum window surrounds at 3
rd

 story; painted 

wood lintels and sills; bracketed wood cornice; flat roof. 

  

Built c. 1875. Designated: 6 Jan 1977. Contributing.  

 

215 3-story, 2-bay, painted Flemish-bond brick, eclectic building with 2-bay cast-iron 

storefront. Painted stone step; segmental arched entrance opening with double-leaf paneled and glazed wood door 

and boarded transom; stucco storefront panel; segmental arched storefront window opening with single-light wood 

window; cast-iron storefront pilasters; wood storefront cornice; segmental arched window openings at 2
nd

 story; 

replacement 1/1 aluminum windows at 2
nd

 and 3
rd

 stories; brick belt course above 2
nd

 story; pressed metal cornice; 

flat roof. 

 

Built c. 1745. Alterations: storefront added, c. 1870; cornice added c. 1900. Designated: 29 Nov 1966. Significant. 

 

Documentation: CT. 

 

217 3-story, 2-bay, painted Flemish-bond brick, eclectic building with 2-bay cast-iron 

storefront. Marble step; squared entrance opening with single-leaf glazed door, sidelight, and 2-light boarded wood 

transom; wood storefront pilasters; wood storefront cornice; flush wood panel below storefront window; segmental 

arched window opening at storefront with single-light wood window; segmental arched window openings at 2
nd

 

story; replacement 1/1 aluminum windows at 2
nd

 and 3
rd

 stories; aluminum-clad cornice; flat roof; rear access with 

flush single-leaf wood door and iron gate. 

 

Built c. 1745. Alterations: storefront added, c. 1870. Designated: 29 Nov 1966. Significant. 



 

Documentation: CT. 

 

219 2½ story, 2-bay, Flemish-bond brick with glazed headers, Georgian/Italianate building 

with 2-bay storefront. Marble step; squared entrance opening with double-leaf paneled and glazed wood door with 

single-light wood transom; full arched alleyway opening with vertical board door shared with 221 Arch Street; wood 

storefront panel; single-light wood storefront window with single-light transom; paneled wood storefront pilasters; 

bracketed wood storefront cornice; 6/6 wood windows with storm windows at 2
nd

 story; wood sills with aluminum 

coping; wood cornice; shed dormer with 1/1 aluminum window; gambrel roof clad with asphalt shingles. 

 

Built c. 1761. Alterations: storefront added. Designated: 21 Nov 1960. Significant. 

 

Documentation: CT. 

 

221 2½ story, 2-bay, Flemish-bond brick with glazed headers, Georgian building with 2-bay 

storefront. Marble stoop; squared entrance opening with double-leaf glazed and paneled wood door with 3-light 

wood transom; full arched alleyway opening with vertical board door shared with 219 Arch Street; wood storefront 

panel; 9-light wood window at storefront; wood storefront pilasters; pent eave with asphalt shingles; 6/6 wood 

windows at 2
nd

 story; paneled wood shutters at 2
nd

 story; wood cornice; shed dormer with fixed single-light window; 

flag pole at dormer; gambrel roof with asphalt shingles; brick chimney. 

 

Built c. 1761 by Jacob Christher. Alterations: storefront added. Designated: 21 Nov 1960. Significant.  

 

Documentation: FIS; CT. 

 

223-227 (a.k.a. 101-111 N. Bread Street) 5-story, 5-bay, buff brick, Neoclassical building. 

Concrete steps with iron and bronze railings; wood planters; granite watertable; full arched entrance opening; single-

leaf paneled and half glazed wood door with sidelights and arched transom; full arched window openings at 1
st
 and 

4
th

 stories; 8/8 wood windows with 8-light wood transoms at 1
st
 story; 6/6 wood windows at upper stories; colossal 

brick pilasters with limestone keystones and rondels from 2
nd

 to 4
th

 stories; terra cotta belt course above 1
st
- and 4

th
-

story windows; brick window surrounds at 5
th

 story; jack arch lintels with limestone keystones at 1
st
 to 4

th
 stories; 

limestone sills; terra cotta denticulated and modillioned cornice; flat roof; brick penthouse. 

 

West elevation: 5-story, 7-bay, brick; granite watertable; granite step; segmental arched entrance opening with 

replacement single-leaf flush steel door; squared loading entrances infilled with grouped single-light wood windows 

and vertical wood boards, one with single-leaf steel door; segmental arched opening with steel elevator door; single-

leaf glazed wood doors with storm doors to iron balconies at north bay at 2
nd

 to 5
th

 stories; segmental arched window 

openings throughout; 9/9 metal windows at 1
st
 story; 4-light metal window at 1

st
 story; 2/2 and 6/6 metal windows at 

upper stories; brick lintels; stone sills; corbelled brick cornice with terra cotta coping; flat roof; brick penthouse. 

 

North elevation: 5-story, painted brick and stucco; basement access with CMU wall; paired single-light aluminum 

windows at 1
st
 story; 1/1 aluminum windows at upper stories; asphalt parking lot with chain link fence. 

 

East elevation: brick; 1/1 aluminum windows; faded painted sign. 

 

Built 1906 by architectural firm of Wilson, Harris & Richards for William Butler & Company. Alterations: interior 

and exterior alterations as part of NPS tax credit project, 1987. Designated: 6 Jan 1977. Significant. 

 

Documentation: PHC files; NPS Tax Credit Application, 1987. 

 

229-237 (a.k.a. 100-112 N. Bread Street) 5-story, 5-bay, brick, Early Twentieth Century 

Commercial building. Granite steps; granite watertable; segmental arched entrance opening in center bay with iron 

gate and single-leaf flush metal door; bronze entrance hoods with pilasters and brackets at 1
st
 story (entrances 

replaced with windows); squared openings with grates for central fire stair at 2
nd

 to 5
th

 stories; paired and single 1-

light anodized aluminum windows with 3-light transoms at 1
st
 story; 6-light anodized aluminum windows with 3-

light transoms at 2
nd

 and 3
rd

 stories; 6-light anodized aluminum windows at 4
th

 and 5
th

 stories; limestone sills; bronze 



spandrels between 2
nd

 and 3
rd

 stories; brick paneled spandrels between 4
th

 and 5
th

 stories; bronze cornices with brick 

brackets at 1
st
 story, 3

rd
 story, and roofline; ghost of signs at 1

st
-story cornice; brick parapet wall with limestone cap; 

flat roof. 

 

East elevation: 5-story, 5-bay, brick front section and 5-story, 5-bay brick rear section, and 4-story, 8-bay, red and 

brown brick rear ell. Front section: squared entrance opening; recessed single-leaf flush metal door; segmental 

arched window openings throughout, some with brick infill; replacement 2-light aluminum awning windows with 

single-light aluminum transoms; belt courses above 1
st
 and 4

th
 stories; pressed metal cornice. Rear section: 

segmental blind entrance opening at 1
st
 story; rusticated brick at 1

st
 story; segmental arched window openings 

throughout with paired and single 2-light aluminum awning windows and single-light aluminum transoms; 

limestone belt courses above 1
st
 and 4

th
 stories; limestone sills; limestone keystones; brick cornice. Rear ell: 

projecting red brick entrance and stair tower; squared entrance opening; glazed aluminum door with sidelights and 

transom; glass block windows at 1
st
 story; 1/1 aluminum windows at upper stories; cast stone lintels and sills; brick 

paving; asphalt parking lot. 

 

North elevation: 5-story, 2-bay, brick and stucco connector building; double-leaf flush metal door in brick section; 

single-light aluminum awning windows in stucco section; basement access with brick wall and pipe railing. 

 

West elevation: 5-story, 6-bay, stucco and red and brown brick rear ell; several squared entrance openings partially 

visible from Arch Street; 1/1 and fixed single-light aluminum windows throughout. 

 

Built in two sections, east two bays erected c. 1913, central and western bays erected c. 1918, for Berger Brothers 

Company. Alterations: construction of new four-story building at rear connecting the building at 229-235 Arch 

Street to buildings at 124 Bread Street and 234 and 236 Cherry Street by architectural firm Cecil Baker & 

Associates, 1990. Designated: 6 Jan 1977. Contributing. 

 

Documentation: BP; PHC Files. 

 

237 Garden for 229-235 Arch Street; brick and wrought iron fence with gate. Designated: 6 

Jan 1977. Non-contributing. 

 

239-247 ―Betsy Ross House‖ (museum) with several rear outbuildings. Main building: 2½ story, 

2-bay, Flemish-bond brick with glazed headers, Georgian building. Bulkhead entrance to basement with double-leaf 

wood doors and marble cheeks; squared entrance opening; single-leaf 6-panel wood door with 4-light wood 

transom; 8/12 wood window at 1
st
 story; pent eave with wood shingles above 1

st
 story; 8/12 wood windows at 2

nd
 

story; paneled wood shutters at 1
st
 and 2

nd
 stories; wood sills; wood cornice; 8/8 wood window at shed dormer; gable 

roof with wood shingles; brick chimney; brick courtyard to the west of main building. 

 

West elevation of main building: stucco. 

 

East elevation of main building: Stucco front section; small 2-light window. 2-story, 1-bay, brick connector; squared 

entrance opening; double-leaf glazed and paneled wood door with 6-light wood transom; pent eave; 6/6 wood 

window with paneled wood shutters at 2
nd

 story; wood cornice; half gable roof with standing seam metal roofing. 

2½-story, 2-bay, brick rear ell; 6-light basement windows; 6/9 wood windows with paneled wood shutters at 1
st
 and 

2
nd

 stories; pent eave; wood cornice; half gable roof with standing seam metal roofing; brick chimney. 

 

North elevation of main building: gable roof with wood shingles; wood cornice; shed roof dormer with 8/8 wood 

window; brick chimney with glazed headers. Rear ell: brick with 6/9 wood window at 1
st
 & 2

nd
 with wood paneled 

shutters; brick chimney; basement access with single-leaf glazed and paneled wood door and wood railing. 

 

Office building: 2½ story, Flemish-bond brick with glazed headers, Neo-Georgian building to the north of the main 

building. Squared entrance opening; single-leaf glazed and paneled wood Dutch door; two 4-light wood casement 

windows at 1
st
 story; porch roof supported by wood columns; wood cornice; shed dormer with paired 3/6 wood 

windows and storm windows; gable roof with standing seam metal roofing; brick chimney. 

 



West elevation of office building: 6/6 wood window at 1
st
 story; porch roof supported by wood columns; 3/6 wood 

window with storm window at 2
nd

 story. 

 

Connector building: 1-story, 1-bay, Flemish-bond brick with glazed headers, Neo-Georgian building to the north of 

the office building. Squared entrance opening with single-leaf glazed and paneled wood door; wood barge board. 

 

West elevation of connector building: 8/12 wood window with paneled wood shutters; wood box gutter; gable roof 

with asphalt shingles. 

 
Gift shop building: 1½-story, 3-bay, with glazed headers, Neo-Georgian building at rear of lot. Projecting 

pedimented wood vestibule; squared entrance opening; 6-panel wood door with 3-light wood transom; 8/12 wood 

windows with paneled wood shutters; gable roof with asphalt shingles. 

 

Courtyard: brick and granite block paving; brick knee wall at perimeter with wrought iron fence at street; Betsy 

Ross grave with marble marker; stone and bronze fountain. 

 

Built c. 1740. Alleged residence of Betsy Ross, purported to be the seamstress of the American flag. Ross may have 

lived at this residence from 1785 to 1791 when married to third husband, John Claypoole. Alterations: Rear 

buildings constructed c. 1937; dormers added to office building by John Lawson Architects, 1994. Designated: 6 Jan 

1977. Signficant. 

 

Documentation: FIS; PHC files. 

 

249-251 (a.k.a. 101-109 N. 3
rd

 Street) ―Corn Exchange National Bank & Trust Co‖ and 

―Merchants Seamen‘s Center‖ 2-story, 5-bay, limestone, Neoclassical building with 3-story, 5-bay annex. Granite 

stoop; limestone watertable; squared entrance opening; double-leaf flush metal door with small lights and 2-light 

wood transom; ornate limestone carving over door; vertical pairs of tripartite bronze windows with Greek Key 

detailing; colossal fluted engaged Doric columns; modillioned limestone cornice; limestone balustrade at roofline; 

flat roof; brick 2
nd

-story behind balustrade with copper arch head window openings and 2/2 windows. 

 

West elevation of main building: 2-story, 5-bay; limestone watertable; vertical pairs of tripartite bronze windows 

with Greek Key detailing; colossal fluted engaged Doric columns; modillioned limestone cornice; limestone 

balustrade at roofline; flat roof; brick 2
nd

-story behind balustrade with copper arch head window openings and 2/2 

windows. 

 

West elevation of annex: 3-story, 5-bay, limestone; central window opening enlarged into squared entrance opening; 

single-leaf flush steel door with single-light transom; 1/1 wood windows at 1
st
 to 3

rd
 stories; metal security grates at 

1
st
 story; colossal engaged limestone columns spanning 1

st
 to 2

nd
 stories; limestone cornice with shields above 2

nd
 

story; limestone cornice with parapet wall; flat roof. 

 

East elevation: stucco; 1/1 aluminum windows with exterior storm windows throughout. 

 

Built 1907 for the Corn Exchange National Bank and Trust Company, designed by architectural firm of Newman & 

Harris. Alterations: rear section added, c. 1917. Designated: 6 Jan 1977. Significant. 

 

****************** 

 

200-204 See 74 N. 2
nd

 Street. 

 

206-210 Parking lot. Non-contributing. 

 

212 1-story, 2-bay, painted brick, vernacular building. Projecting vestibule with aluminum 

screen door and two 1/1 aluminum windows; single-light aluminum window; single-light slider windows; roll down 

security grate; cast stone cap at roofline; flat roof.  

 

East elevation: brick. 



 

West elevations: stucco. 

 

Built c. 1920. Non-contributing. 

 

214-216   (a.k.a. 69 Little Boys Way) Parking pad. Listed as two separate addresses by BRT. Non-

contributing. 

 

218-226  (a.k.a. 56-70 Little Boys Way) Parking lot. Designated: 6 Jan 1977. Non-contributing. 

 

228 4-story, 2-bay, brick, Queen Anne building with storefront. Buff, black, and red brick 

polychromatic accents on façade. Concrete stoop; boarded squared entrance opening with boarded transom; 

storefront clad with corrugated metal; pressed metal storefront cornice; segmentally arched window openings with 

2/2 wood windows at 2
nd

 to 4
th

 stories; buff, black, and red brick striped lintels at 2
nd

 and 3
rd

 stories; black and red 

brick striped lintels at 4
th

 story; granite sills; patterned buff, black, and red brick belt courses at all stories; fire 

escape; corbelled and bracketed brick cornice; flat roof. 

 

East elevation: stucco, stucco chimney. 

 

South elevation: 4-story, 3-bay, brick; 1/1 and 2/2 wood windows throughout. 

 

Built c. 1890. Designated: 6 Jan 1977. Contributing.  

 

Documentation: PHC files. 

 

230 4-story, 2-bay, brick, Second Empire building with 3-bay storefront. Marble stoop to two 

separate entrances; boarded squared entrance openings; storefront clad in vertical wood paneling; boarded storefront 

windows; 1/1 wood windows at upper stories; granite lintels; granite and brick sills; denticulated brick and pressed 

metal cornice. 

 

South elevation: 4-story, brick, stucco, and CMU; boarded and open windows at upper stories. 

 

Built c. 1840. Alterations: mansard roof added c. 1880; mansard removed 2002. Designated: 6 Jan 1977. 

Contributing.  

 

Documentation: PHC files. 

 

232 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. Marble 

stoops; squared entrance openings; double-leaf glazed and paneled wood door with single-light wood transom; 

single-leaf glazed wood door with single-light wood transom; wood storefront panel; single-light wood storefront 

window with single-light wood transom; wood storefront pilasters and cornice; replacement 1/1 wood windows at 

2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; granite sills; fire escape; molded brick cornice; flat roof. 

 

South elevation: 4-story, brick and stucco rear ell; 4/4, 6/6, and 9/9 wood windows with exterior storm windows; 

metal vent. 

 

Built c. 1836. Alterations: addition to rear of 4
th

 floor, 1984. Designated: 6 Jan 1977. Contributing. 

 

Documentation: BP. 

 

234 4-story, 2-bay, brick, Greek Revival building with 2-bay storefront. Marble stoop; 

squared entrance openings; granite basement steps with bronze rail; single-leaf paneled and glazed wood basement 

door with 2-light wood transom; double-leaf paneled and glazed wood door with single-light wood transom; flush 

wood storefront panel; single-light storefront window; wood storefront pilasters and cornice; 6/6 wood windows at 

upper stories; cast stone sills; molded brick cornice; flat roof. 

 



East elevation: 4-story, brick; 1/1 wood windows with exterior storm windows at 2
nd

 and 3
rd

 stories; window 

openings infilled with glass block at 4
th

 story; brick chimney. 

 

Built c. 1840. Alterations: new façade and storefront, 1984. Designated: 6 Jan 1977. Contributing. 

 

Documentation: BP. 

 

236 4-story, 2-bay, brick, Greek Revival building with 3-bay storefront. Granite stoops; 

squared entrance openings; double-leaf glazed and paneled wood doors with single-light wood transoms; 4-light 

double-leaf wood basement half-door; 4-light wood storefront window with single-light wood transom; cast-iron 

storefront pilasters and cornice; 2/2 wood windows at upper stories; painted stone lintels and sills; denticulated brick 

and pressed metal cornice; flat roof; small penthouse clad in bituminous roofing. 

 

Built c. 1855, with cast-iron storefront by Cresswell & Son, Philadelphia. Designated: 6 Jan 1977. Contributing.  

 

Documentation: FIS. 

 

238 4-story, 3-bay, painted brick, Victorian Eclectic building with storefront. Concrete stoop; 

squared entrance openings; single-leaf glazed wood doors with single-light wood transoms; wood storefront panels; 

2-light wood storefront window with 3-light wood transom; slim wood storefront columns; cast-iron storefront 

pilasters; pressed metal storefront cornice; central pressed metal bay window with segmental arched window 

openings and single-light wood windows at 2
nd

 story; full arched window openings with 1/1 wood windows at end 

bays of 2
nd

 to 4
th

 stores; 2/2 wood windows at center bays of 3
rd

 and 4
th

 stories; fire escape; denticulated pressed 

metal cornice with end brackets; flat roof. 

 

Built c. 1895. Designated: 6 Jan 1977. Contributing. 

 

240 Vacant lot. 

 

Alterations: 4-story, 2-bay, painted brick, vernacular building with storefront, demolished in 2003. Non-

contributing. 

 

242 Vacant lot. 

 

Alterations: 2-story, 2-bay, painted brick, vernacular building with storefront, demolished in 2003. Non-

contributing. 

 

244-246 Vacant lot. 

 

Alterations: 3-story, 2-bay, painted brick, vernacular building with storefront, demolished in 2003. Non-

contributing. 

 

248 See 57-63 N. 3
rd

 Street. 



ARCH STREET - 300 Block 
 

 

Paving: Asphalt  

Curbs: Granite 

Sidewalks: 60% Concrete; 20% Brick; 20% Granite; Cast-iron and bullet glass at 309-313 Arch Street; basement 

access with metal grates 

Light fixtures: Highway cobra 

Other: Horse trough on south side, granite, approximately 5‘5‖ tall, 3‘ wide and 4‘deep at bowl, 3‘deep above; 

north side: bowl, measuring 2‘ with rounded corners; inscription above ―GIVE US WATER/THAT WE MAY 

DRINK‖ and ―PHILADELPHIA FOUNTAIN SOCIETY/INSTITUTED A.D. 1869.‖; south side: flat with relief 

carving of sylized lionhead and shallow pocket; inscription ―PHILA. [sic.] FOUNTAIN SOCIETY INSTITUTED 

A.D. 1869.‖ and ―PRESENTED BY A LADY.‖ Significant. 

 

 

301-305 See 100 N. 3
rd

 Street. 

 

307 4-story, 3-bay, Flemish-bond brick, Italianate building with 3-bay cast-iron storefront. 

Granite step to east entrance; metal step to west entrance; squared entrance openings; double-leaf paneled and 

glazed wood doors with 6-light wood transoms below 3-light wood transoms; double-leaf 6-light wood half door to 

basement; 2-light wood storefront window with 3-light wood transom; cast-iron pilasters at 1
st
 story; cast-iron trefoil 

pilasters 2
nd

 story; cast-iron cornices at 1
st
 and 2

nd
 stories; flattened pointed arched window openings with paired 4-

light wood casement windows and replacement iron railings at 2
nd

 story; 6/6 wood windows at 3
rd

 story; 2/2 wood 

windows at 4
th

 story; cast-iron lintels; stone sills; cast-iron cornice; flat roof. 

 

East elevation: stucco. 

 

Built c. 1840 after the demolition of the Second Presbyterian Church on the site in 1837-1838. Alterations: cast-iron 

storefront added, c. 1855; interior and exterior alterations as part of NPS tax credit project, 1985. Designated: 21 

Aug 1975. Contributing. 

 

309-313 ―Hoop Skirt Factory‖ 6-story, 4-bay, brick, Queen Anne building with 6-bay storefront. 

Granite and cast-iron with glass steps; squared entrance openings; double-leaf paneled and glazed wood doors with 

Queen Anne wood transoms; 6-light wood windows flanked by single-light wood windows at basement; single-light 

and 2-light wood storefront windows with paired Queen Anne wood transoms; cast-iron storefront pilasters and 

cornice; paired windows separated by cast-iron mullions at upper stories; full arched window openings at 6
th

 story; 

1/1 wood windows at 2
nd

 story; 2/2 wood windows at 3
rd

 to 6
th

 stories; wood lintels; brick piers with terra cotta 

capitals, terra cotta decorative bands, and copper spandrels and sills at 2
nd

 to 6
th

 stories; cast-iron cornice with 

modillions; flat roof. 

 

East elevation: 6-story, 12-bay, brick; replacement 6/6 aluminum windows; painted sign. 

 

Built c. 1895 with cast-iron storefront by S. J. Creswell Foundry.  Alterations: renovated by David Beck Architects, 

1980; NPS tax credit project, 1987. Designated: 12 April 1979. Significant.  

 

Documentation: Gallery; PHC files. 

 

315-319 ―Schmidt Building‖ 7-story, 5-bay, brick, Georgian Revival building. Granite step; 

granite base; squared entrance openings; double-leaf glazed wood door with 3-light wood transom; central double-

leaf glazed wood door with single-light wood transom, wood sidelights, and tripartite prism glass transom; roll-

down elevator door with tripartite prism glass transom; paired single-light aluminum storefront windows with 

tripartite prism glass transoms; rusticated terra cotta storefront with cornice and bracketed hoods incised with 

―ENTRANCE‖ and ―FREIGHT‖ over outer doors; tripartite 9/1 windows at center bays of 2
nd

 to 6
th

 stories; 6/1 

windows at end bays of 2
nd

 story; 4/1 windows at end bays of 3
rd

 to 5
th

 stories; round multi-light windows at end 

bays of 6
th

 story; full arched windows openings at 7
th

 story with 6/1 wood windows; terra cotta lintels, sills, 



keystones, and spring blocks; patterned brick at end bays; modillioned terra cotta cornice; flat roof; brick penthouses 

with full arched blind windows over end bays. 

 

West elevation: concrete framework with brick spandrels; fixed 6-light aluminum windows throughout; water tower 

on roof.  

 

North elevation: concrete framework with brick spandrels; fixed 6-light aluminum windows throughout; fire stair 

with metal railing in easternmost bay; orange brick smoke stack; metal stand for water tower. 

  

Built 1916 as a wholesale and manufacturing building for local businessman Charles Schmidt by architectural firm 

of Sauer & Hahn. Schmidt had a business at 325-327 Arch Street. An advertising pamphlet noted that, at the time, 

Arch Street was ―the second largest business street in Philadelphia in the heart of the business district.‖ Alterations: 

interior and exterior alterations as part of NPS tax credit project, 2001. Designated: 15 Dec 1978. Contributing. 

 

Documentation: Advertising pamphlet for the Schmidt Building, 1916, PHC files. NPS Tax Credit Application, 

1999. 

 

321 (adjacent to Loxley Court) 3-story, 2-bay, Flemish-bond brick, Federal building with 2-

bay storefront. Marble stoop; squared entrance opening; double-leaf paneled and glazed wood door with 2-light 

wood transom; raised basement access with double-leaf wood door and replacement metal railing; 9-light wood 

storefront bay window; marble belt course above storefront; 6/6 wood windows with storm windows at 2
nd

 and 3
rd

 

stories; wood cornice; shallow gable roof. 

 

West elevation: 3-story, 10-bay (rear 2 bays are 2 stories); brick; wood basement window covers; squared entrance 

openings; single-leaf 6-panel wood doors with 4-light wood transoms, one with storm door; 8/8 wood windows at 1
st
 

story; 6/6 wood windows at 2
nd

 and 3
rd

 stories; exterior storm windows; metal cornice cap; molded brick cornice at 

rear bays. 

 

Built c. 1810. Designated: 30 Nov 1965. Contributing. 

 

Documentation: FIS. 

 

323 (adjacent to Loxley Court) 4-story, 2-bay, brick, Italianate building with 3-bay storefront. 

Marble stoops; squared entrance openings; single-leaf glazed and paneled wood doors with boarded transoms; raised 

basement access with double-leaf wood door and replacement metal railing; two wood storefront panels; single-light 

wood storefront window with wood prism glass transom; wood storefront pilasters and cornice; 6/6 wood windows 

at upper stories, all with exterior storm windows; wood sills; bracketed wood cornice; flat roof. 

 

North elevation: 3-story, 2-bay, brick; marble stoop; squared entrance opening; single-leaf 8-panel wood door with 

aluminum storm door; 6/6 wood windows with exterior storm windows; paneled wood shutters at 1
st
 story. 

 

East elevation: 4-story, 4-bay with 3-story, 4-bay rear ell, brick; wood basement window covers; squared entrance 

opening; single-leaf 6-panel wood door with single-light wood transom; 6/6 wood windows with exterior storm 

windows; paneled wood shutters at 1
st
 story; bracketed wood cornice at front; molded brick cornice at rear. 

 

West elevation: 4-story, brick with stucco shadow of former building. 

 

Built c. 1850. Alterations; west elevation stuccoed and new windows installed, 1968. Designated: 30 Nov 1965. 

Contributing. 

 

Documentation: BP; FIS. 

 

335 See 101-115 N. 4
th

 Street. 

 

*************** 

 



304 (a.k.a. 54-72 N. 3
rd

 Street) 5-story, 3-bay, Flemish-bond brick with glazed headers, 

Georgian Revival office building. Granite stoop; granite base; squared entrance opening; single-leaf paneled and 

glazed wood door with sidelights and single-light transoms; terra cotta door surround with engaged columns and 

segmental arched pediment; tripartite wood storefront windows with single and multi-light wood transoms; brick 

quoins at 1
st
 story; terra cotta belt courses at 1

st
 and 2

nd
 stories; paired 9/1 wood and snap-in muntin vinyl windows 

at outer bays of upper stories; 9/1 wood and snap-in muntin vinyl windows at central bays of 2
nd

 and 3
rd

 stories; 

paired 6/1 wood windows at central bays of 4
th

 and 5
th

 stories; terra cotta sills at 1
st
 to 4

th
 stories; jack arch lintels at 

1
st
 to 4

th
 stories; brick belt courses at 5

th
 story; brick sills at 5

th
 story; terra cotta cornice with brick parapet; flat roof. 

 

East elevation: stucco; sculpture garden with brick paving and iron fence. 

 

West elevation: 5-story, 6-bay, Flemish-bond brick, main building (north bay recessed) with 5-story, 2-bay, brick 

stair tower at south. Main building: squared entrance openings; central terra cotta surround with engaged columns 

and double-leaf paneled and glazed wood door with fanlight; terra cotta surround with pilasters and pediment and 

single-leaf paneled and glazed wood door with 4-light transom; 9/1 wood windows with 3-light wood transoms at 1
st
 

story; 9/1 wood and snap-in muntin vinyl windows at upper stories; front façade details continue. Stair tower: 

segmental arched opening with recessed single-leaf flush metal door at north bay of 1
st
 story; segmental arched 

openings infilled with stucco at north bay of upper stories; 6/1 wood windows at south bay. 

 

South elevation: 5-story, 2-bay, Flemish-bond brick, main building (north bay recessed) with 5-story, 1-bay, brick 

stair tower. Main building: squared entrance opening; single-leaf glazed wood door with multi-light sidelights and 

transom; 6/1 and 9/1 wood and snap-in muntin vinyl windows. Stair tower: brick. 

 

Built 1914-15. Alterations: The George Gordon Building, a 5-story, Italianate office building, was erected in 1856 at 

70-72 N. 3
rd

 Street and demolished in 1963. A 4-story building at 68 N. 3
rd

 Street was demolished before 1963. The 

properties at 54-58 and 60-66 N. 3
rd

 Street are listed separately in the inventory, but are considered part of 304 Arch 

Street by BRT. Contributing. 

 

Documentation: PHC Files. 

 

312-338 ―Arch Street Friends Meeting House‖ 2½-story, 13-bay, Flemish-bond brick, Federal 

meeting house. Central block with flanking wings. Marble steps to three separate entrances; granite base at east and 

center sections; brick watertable; squared entrance openings; central double-leaf paneled wood doors; flush double-

leaf wood doors at outer entrances; wood entrance porticos with Tuscan wood columns on marble base blocks; 3-

light wood basement windows with bars; 12/12 wood windows and paneled wood shutters at 1
st
 story; 8/8 wood 

windows at 2
nd

 story; wood sills; ―1804‖ date stone in central pavilion pediment; molded wood cornice; hipped roof 

with cross-gable; standing seam metal roofing. 

 

West elevation: 2-story, 7-bay, Flemish-bond brick; granite base; brick watertable; brick basement bulkhead with 

double-leaf wood door; marble steps to two entrances; squared entrance openings; flush double-leaf wood doors; 

wood entrance porticos with Tuscan wood columns on marble base blocks; 3-light wood basement windows with 

bars; 12/12 wood windows and paneled wood shutters at 1
st
 story; 8/8 wood windows and louvered wood shutters at 

2
nd

 story; wood sills; molded wood cornice continues; hipped roof with wood cupola. 

 

South elevation: 2½ story, 12-bay, Flemish-bond brick; granite base; brick watertable; basement access well with 

steps and 8/8 wood window; concrete steps to two entrances at sides of central pavilion; squared entrance openings; 

double-leaf flush wood doors; wood entrance porticos with Tuscan wood columns on marble base blocks; 3-light 

wood basement windows with bars; 12/12 wood windows on 1
st
 story; 20/20 wood windows at 1

st
 story; 8/8 wood 

windows at 2
nd

 story and dormers; 15/15 wood windows at 1
st
 story of central pavilion; 8/8 wood windows at 2

nd
 

story of central pavilion; wood sills; paneled wood shutters at 1
st
 story; louvered wood shutters at 2

nd
 story; ―1968‖ 

date stone in central pavilion pediment; molded wood cornice continues; pedimented dormers; hipped roof. 

 

East elevation: 2-story, 7-bay, Flemish-bond brick; granite base; brick watertable; brick basement bulkhead with 

double-leaf wood door; marble steps to two entrances; squared entrance openings; flush double-leaf wood doors; 

wood entrance porticos with Tuscan wood columns on marble base blocks; 3-light wood basement windows with 



bars; 12/12 wood windows and paneled wood shutters at 1
st
 story; 8/8 wood windows and louvered wood shutters at 

2
nd

 story; wood sills; molded wood cornice continues; hipped roof with wood cupola. 

 

Landscaping: Flemish-bond brick perimeter wall with metal coping; brick herringbone paving; grave markers. 

 

Center building and east wing designed by architect Owen Biddle, the author of the Young Carpenter’s Assistant, 

and built in 1803-05. The west wing was built in 1810-11. The surrounding brick wall was built in 1793. The Arch 

Street Friends Meeting House is a notable example of Quaker plain style. It is the largest Quaker meeting house in 

the world and the second oldest in Philadelphia. It includes two meeting rooms, a men‘s and a women‘s. Alterations: 

1-story addition built on west wing, 1896; 2-story addition to center pavilion, 1902-1906; additions removed behind 

center and west wing, and two-story addition behind center building constructed in 1968-69 by Cope and Lippincott 

architects; barrier free entrance ramp, 2000. Designated: 26 June 1956. Significant. 

 

Documentation: NR Nomination; HABS; Webster. 

 

 



BANK STREET - Unit Block 
 

 

Paving: Asphalt   

Curbs: 70% Granite, 30% Concrete 

Sidewalks: 90% Concrete, 10% Granite   

Light fixtures: Highway cobra 

 

1 See 230 Market Street. 
 
3 3-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 
Marble step; squared entrance opening with replacement single-leaf flush steel door with glass block 
transom; boarded entrance opening and storefront window; painted marble storefront pilasters; marble 
storefront cornice; 6/6 wood windows at 2

nd
 and 3

rd
 stories; marble lintels and sills; denticulated brick 

cornice; flat roof. 
 
Built c. 1830. Alterations: storefront openings enclosed. Designated: 4 Nov 1976. Contributing.  
 
Documentation: PHC files. 
 
5 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 
Marble steps; squared entrance opening with replacement single-leaf flush metal door; boarded entrance 
openings and storefront window; painted marble storefront pilasters; marble storefront cornice; 6/6 wood 
windows at 2

nd
 to 4

th
 stories; marble lintels and sills; denticulated brick cornice; flat roof. 

 
North and south elevation: stucco. 
 
Built c. 1830. Alterations: storefront openings enclosed. Contributing. 
 
7 2-story, 4-bay, stucco and brick, vernacular building with storefront. Metal steps; 
squared entrance openings; replacement double-leaf textured aluminum door with small lights and 
transom; replacement single-leaf flush wood door with boarded transom; multi-light storefront aluminum 
casement windows; brick pilasters at storefront; pent roof with asphalt shingles at storefront; 6/6 wood 
windows and two boarded windows at 2

nd
 story; wood cornice; flat roof. 

 
South elevation: stucco. 
 
Built c. 1830. Contributing.  
 
9 Parking lot with chain link fence. Non-contributing. 
 
15 (a.k.a. 14-18 Strawberry Street) 4-story, 7-bay, brick, Italianate building with 11-bay, 

cast-iron storefront. Granite stoops; squared entrance openings; double-leaf glazed and paneled wood doors with 2-

light wood transoms; 4/4 wood storefront windows over wood panel base; cast-iron storefront pilasters with stylized 

Corinthian capitals and cornice; 2/2 wood windows at upper stories; brownstone lintels and sills; patterned floral 

brickmold beltcourses below 3
rd

 and 4
th

 stories and at cornice; cast-iron cornice; flat roof. 

 

South elevation: 4-story, 5-bay, stucco front with 1-story stucco and 4-story brick rear; replacement 2/2 wood 

windows at front; 6/6 wood windows at rear; stone lintels and sills at rear. 

 

North elevation: 4-story, 7-bay, stucco; 2/2 wood windows throughout. 

 
East elevation: 4-story, 6-bay, brick with 9-bay, cast-iron storefront; granite and brick steps; squared 
entrance openings; double-leaf paneled and glazed wood doors with two-light wood transoms; cast-iron 
storefront pilasters with stylized Corinthian capitals and cornice; 4/4 wood windows at storefront with 
double-leaf flush metal doors below to basement; 2/2 wood windows at upper stories; brownstone lintels 



and sills; decorative brick mold belt courses below 3
rd

, 4
th
 story sills and above 4

th
 story lintels; cast-iron 

cornice; flat roof. 
 

Built c. 1855. Alterations: new windows installed on the south elevation facing Strawberry Court, 1997. 
Designated: 4 Nov 1976. Contributing. 
 
17 ―Fassitt/Lippincott Building‖ 4-story, 3-bay, cast-iron, Italianate building with 3-bay 

storefront. Granite stoops; squared entrance openings with single-leaf paneled and 6-light glazed wood doors with 2-

light wood transoms; paneled cast-iron storefront pilasters; 4-light wood storefront window with 2-light wood 

transom; double-leaf flush metal basement door below storefront window; cast-iron storefront cornice; paired 5-light 

wood casements with exterior storm windows at upper stories; rusticated cast-iron pilasters with recessed paneled 

cast-iron spandrels between 2
nd

 and 3
rd

 stories; cast-iron cornice; flat roof. 

 
Built c. 1852 by architect John Riddell for M.E. Davis, owner; cast-iron by Tiffany & Bottom Eagle ironworks. The 

building was sold to Barclay Lippincott in 1867. Alterations: conversion into apartments, 1984. Designated: 4 Nov 

1976. Significant.  

 
Documentation: NPS Tax Credit Application, Part 2 for Fassitt/Lippincott Buildings; Planning study of 17-23 Bank 

Street by Agoos/Lovera, Architects, 1984 (this report dates building to c. 1860-1865); BP; PHC files. Earlier 

building on site constructed in 1838-1840 by Horace Fassitt, importer.  

 

19-23 ―Fassitt/Lippincott Building‖ 4-story, 7-bay, Flemish-bond brick, Greek Revival building 

with 9-bay storefront. Marble steps; squared entrance openings; paneled and glazed double-leaf wood doors at 1
st
 

story with 3-light wood transoms; paired 8-light wood casement windows at storefront with 3-light wood transoms 

and wood panels below; marble belt course above storefront windows; single-leaf paneled and glazed wood doors at 

2
nd

 and 3
rd

 stories at 3
rd

 bay from the south; 2/2 wood windows at upper stories; concrete sills at storefront; marble 

sills at upper stories; molded brick cornice; flat roof. 

 

Built c. 1838 by Thomas Fassitt. Alterations: windows replaced, late 19
th

 century; conversion into apartments, 1984. 

Designated: 4 Nov 1976. Contributing.  

 

Documentation: NPS Tax Credit Application, Part 2 for Fassitt/Lippincott Buildings; Planning study of 17-23 Bank 

Street by Agoos/Lovera, Architects, 1984 (this report dates building to c. 1860-1865); BP.  

 

25 4-story, 3-bay, brick and cast-iron, Italianate building with 3-bay, cast-iron storefront. 

Granite stoop; recessed squared entrance openings; replacement single-leaf glazed aluminum doors with sidelights 

and transoms; replacement 2-light aluminum storefront window; cast-iron storefront pilasters; wood storefront 

cornice; flattened Gothic window openings on the 2
nd

 story; replacement single-light aluminum windows above 

single-light aluminum hopper windows at upper stories; granite lintels and sills; wrought iron decorative panels at 

end bays of 2
nd

 story; molded and denticulated brick cornice; flat roof. 

 

Built c. 1852. Alterations: new windows throughout. Designated: 4 Nov 1976.Contributing. 

 

Documentation: PHC files. 

 

27 4-story, 6-bay, painted brick, Greek Revival building with cast-iron 8-bay storefront. 

Granite steps; squared entrance openings; single-leaf replacement flush metal doors with boarded double transoms; 

freight door opening with steel roll-down door; segmental arched storefront window openings; boarded storefront 

windows with iron grates; cast-iron storefront pilasters with brick infill; cast-iron storefront cornice; boarded 2
nd

 

story windows; 2/2 wood windows at upper stories; painted stone sills; fire escape from 2
nd

 to 4
th

 stories with flush 

metal doors at 2
nd

 and 3
rd

 stories; denticulated brick cornice; flat roof; brick penthouse. 

 

Built c. 1830. Alterations: storefront windows infilled with brick; fire escape, 1999. Designated: 4 Nov 1976. 

Contributing. 

 
Documentation: PHC files; BP.  



 
31 4-story, 2-bay, brick, Italianate building with storefront. Brick stoop; squared 
entrance opening; replacement single-leaf paneled door in center bay with broken pediment door 
surround; paneled replacement single-leaf doors with paneled wood above; paneled wood storefront 
pilasters; wood storefront lintel; 2/2 wood windows at upper stories; painted stone sills; corbelled 
Italianate cornice; flat roof. 
 
South elevation: stucco. 
 
Built c. 1875. Alterations: 1

st
 story rear addition, 1997. Designated: 4 Nov 1976. Contributing.  

 
Documentation: BP. 
 
33   2-story brick building. Concrete steps; single-leaf flush metal door; metal coping; 
flat roof. 
 
South elevation: brick and stucco. 
 
Built 1977 by Ragan Stein Associates for Spats Restaurant. Non-contributing. 
 
35-43 See 227 Chestnut Street. 
 

*************** 

 

2-10 See 232-234 Market Street. 

 

12-14 (a.k.a. 9 S. Bodine Street) 5-story, 3-bay, brick, vernacular building. Granite stoop; 

squared entrance openings; one double-leaf and two single-leaf replacement flush steel doors; 2/2 wood windows on 

2
nd

 to 5
th

 stories; brick and stone sills; recessed rectangular openings in middle bay at upper stories; brick beltcourse 

at 2
nd

 story; corbelled brick cornice; flat roof. 

 

West elevation: 2-story, brick rear ell; basement window openings boarded; squared entrance opening with one 

single-leaf flush door and one half-glazed door with 2-light transom; window openings infilled with concrete block 

at 1
st
-story; brick sills at 1

st
 story; 4/4 wood windows at 2

nd
 story; stone sills at 2

nd
 story. 

 

Built c. 1900. Consolidated into 232-234 Market Street. Contributing.  

 

16 (a.k.a. 11 S. Bodine Street) 4-story, 2-bay, painted Flemish-bond brick, Greek Revival 

building. Granite steps; vertical wood board double-leaf door to basement; squared entrance openings; half-glazed 

and paneled wood double-leaf doors with 4-light wood transoms; paired 6-light wood casement storefront window; 

granite storefront pilasters; granite storefront cornice; 6/6 wood windows at upper stories; painted granite sills; 

painted, molded brick cornice; flat roof. 

 

West elevation: 4-story, 2-bay, brick; double-leaf vertical wood board basement door; paired 8-light wood casement 

storefront windows with 4-light transoms; painted wood storefront pilasters; painted wood storefront cornice; 6/6 

wood windows in 2
nd

 bay at upper stories; paired 2-light full-height casement windows in 1
st
 bay at upper stories and 

with single-light transom at 2
nd

 and 3
rd

 stories; granite sills; corbelled brick cornice; fire escape. 

  

Built 1840 for William V. Anderson. Designated: 4 Nov 1976. Contributing. 

 

Documentation: FIS.  

 

18 (a.k.a. 13 S. Bodine Street) 4-story, 2-bay, brick, vernacular building with storefront. 

Granite step; painted granite base; squared entrance opening; replacement single-leaf paneled and glazed wood door 

with broken pediment; single-light wood storefront windows with wood panels above and below; paneled wood 



storefront pilasters; aluminum roll-down storefront grate; replacement 1/1 aluminum windows at upper stories; 

painted granite lintels and sills; flat roof. 

 

South elevation: 4-story, stucco; 1/1 aluminum windows at 2
nd

 to 4
th

 stories. 

 

West elevation: 4-story, 2-bay, stucco over brick; infilled storefront entrances and bays; pressed metal storefront 

pilasters; shuttered openings at 2
nd

 and 4
th

 stories; 1/1 aluminum windows at 3
rd

 story; painted brick cornice; fire 

escape. 

 

Built c. 1840. Alterations: new brick façade. Designated: 4 Nov 1976. Contributing.  

 

20-22 (a.k.a. 15 S. Bodine Street, 231-237 Elbow Lane) Parking lot. Non-contributing. 

 

24-30 (a.k.a. 232-240 Elbow Lane) 4-story, 13-bay, brick, Queen Anne building with Greek 

Revival storefront. Flattened arched entrance and storefront openings; double-leaf paneled and multi-light glazed 

wood doors with 4-light wood transoms; paneled storefront base; 4-light wood storefront windows with 4-light 

wood transoms; granite storefront pilasters; granite storefront cornice; opening with iron marquee and steps to 

internal courtyard at 1
st
 bay; segmental arched window openings at upper stories with 4/4 wood windows; granite 

beltcourses at sill heights with patterned and corbelled brick beltcourses below; corbelled and patterned brick 

cornice; flat roof. 

 

North elevation: 4-story, 11-bay, brick; granite base; squared entrance opening with granite surround; double-leaf 

paneled wood door with 3-light transom; 6/6 wood windows at 1
st
 and 2

nd
 stories; 2/2 wood windows at 3

rd
 and 4

th
 

stories; granite lintels and sills. 

 

Built c. 1845. Alterations: Queen Anne façade added c. 1890. Designated: 4 Nov 1976. Contributing. 

 

32-34 4-story, 6-bay, brick, Italianate building with storefront. Tile and concrete steps; squared 

entrance openings; replacement single-leaf vertical paneled wood doors; painted and stuccoed storefront; boarded 

storefront windows; 4/4 wood windows at upper stories; Italianate wood window crowns; cast stone sills; fire escape 

from 2
nd

 to 4
th

 stories; bracketed wood cornice; flat roof.  

 

Built c. 1870. Alterations: storefront completely altered, new door installed, 1974; NPS tax credit project, 1993. 

Designated: 4 Nov 1976. Contributing.  

 

Documentation: BP. 

 

40-42 3-story, 4-bay, Flemish-bond brick, Greek Revival building. Marble step; boarded 

basement windows; squared entrance opening; single-leaf replacement paneled wood door with boarded transom; 

shuttered windows at 1
st
 story; 6/6 wood windows at 2

nd
 and 3

rd
 bays of 2

nd
 and 3

rd
 stories; brick infill in window 

openings at 1
st
 and 4

th
 bays of 2

nd
 and 3

rd
 stories; wood sills; corbelled brick cornice with wood hoist blocks at ends; 

flat roof. 

 

Built in c. 1835. Alterations: end window bays and one entrance infilled with brick; NPS tax credit project, 1993. 

Designated: 4 Nov 1976. Contributing.  

 

 44-50 See 229 Chestnut Street. 



BENJAMIN FRANKLIN BRIDGE 
 

Neoclassical, granite, concrete, and steel suspension bridge. 

 

Approach plaza between N. 5
th
 and N. 6

th
 Streets and Race and Vine Streets: 

Landscaped plaza with granite steps, walls, and decorative features; sculpture by Isamu Noguchi, Bolt of 
Lightning: Memorial to Benjamin Franklin, 1983-1984. 
 

Approach along Florist Street from N. 5
th

 Street in the west to the anchorage at Columbus Boulevard in the east: 

Steel truss supporting roadway, rapid transit lines, and pedestrian walkway; concrete roadway, granite faced 

concrete abutments and supports. 

 

Anchorage at the northwest corner of N. Christopher Columbus Boulevard and Race Street: 

South elevation: Beaux Arts style, granite, anchorage. Smooth ashlar, granite base; heavy granite belt 
course; rusticated granite body; smooth ashlar, granite upper wall pierced by six openings with bronze 
grilles; granite cornice. Rear tower with squared entrance opening; single-leaf bronze door set in bronze 
surround; “MCMXXVI” (1926) carved over entrance; entrance flanked by bronze lanterns; small openings 
at cornice with bronze grilles; carved shield and sculpture below cornice line. 
 

North elevation: mirror image of south elevation. 
 

East elevation: smooth ashlar, granite base; shaped entrance openings with double-leaf bronze doors; 
heavy granite belt course; rusticated granite body with colossal blind segmental arched opening; 1924 
datestone. 
 

West elevation: smooth ashlar, granite base; heavy granite belt course; rusticated granite body. 
 
Superstructure from the anchorage to the tower in the Delaware River: 
Steel cables and Warren Truss deck with 8 traffic lanes and two rail lines. 
 
Tower in the Delaware River: 

Granite-faced concrete base with 380-foot tall steel tower. 
 
Designed in 1921 and constructed between 1922 and 1926 by a Board of Engineers including chief engineer Ralph 

Modjeski, George S. Webster, and Laurence Ball with architect Paul P. Cret for the Delaware River Bridge Joint 

Commission of Pennsylvania and New Jersey. Significant. 

 
Delaware River Port Authority Philadelphia Sub-Station Building Under Bridge at N. Front Street: 2-story, 3-bay, 

buff brick, Neoclassical building. Granite base and 1
st
 story; squared entrance opening; paneled metal infill with 

granite surround; 8/8 bronze windows at 1
st
 story; 8/8 bronze windows with 4-light transoms at 2

nd
 story; decorative 

terra cotta trim around window; limestone coping; flat roof. 

 

West elevation: 1-story, 4-bay, buff brick extension; large metal multi-light windows with security grates; applied 

metal lettering, ―Delaware River Port Authority Philadelphia Substation‖; limestone cornice. 

 

East elevation: 3-bay, buff brick; 8/8 bronze windows at 1
st
 story; 8/8 bronze windows with 4-light transoms at 2

nd
 

story; applied metal lettering, ―Delaware River Port Authority Philadelphia Substation‖; limestone coping. 

 

Built 1925 by Delaware River Port Authority. Contributing. 



BLACK HORSE ALLEY – Unit Block 
 

 

Paving: Granite block  

Curbs: Granite 

Sidewalks: None  

Light fixtures: None 

 

 

1   See 20-22 S. Front Street. 

 

51    See 12-16 Letitia Street. 

 

99   See 19-25 S. 2
nd

 Street. 

 

*************** 

 

2-50   See 24-28 Letitia Street. 

 

52   See 18 Letitia Street. 

 

98   See 27 S. 2
nd

 Street. 



BLACK HORSE ALLEY – 100 Block 
 

 

Paving: Granite block  

Curbs: Granite 

Sidewalks: 50% Concrete; 50% Brick  

Light fixtures: None 

 

 

No buildings face this block. 



BLADEN’S COURT 
 

 

Paving: Brick   

Curbs: None 

Sidewalks: None   

Light fixtures: Franklin 

Other: Reproduction water pump; electrified gas street lamp; rear circular court with brick paving and curbs; brick 

walls at perimeter 

 

2 (a.k.a. rear 115-177 Elfreth‘s Alley) 3-story, 2-bay, common bond (painted at 1
st
-2

nd
 

stories), Federal building. Basement access with double-leaf wood cover; squared entrance opening with single-leaf, 

7-panel wood door and wood surround with broken pediment; squared entrance opening at 2
nd

 story with single-leaf, 

6-panel wood door, wood screen door, and wood surround; 6/6 wood windows with exterior storm windows at 1
st
 to 

3
rd

 stories; 1/1 wood window at dormer; paneled wood shutters at 1
st
 story; covered wood balcony with wood pickets 

and asphalt shingled roof at 2
nd

 story; wood sills; steel lintels at 3
rd

 story; shed roof dormer with asphalt shingles on 

cheeks; gable roof with asphalt shingles; brick chimney. 

 

East elevation: brick; 4-story; 2-bay, wood; single-leaf glazed and paneled wood door; wood deck; 6/6 windows 

with exterior storm windows throughout; wood sills; steel lintels at 4
th

 story; stucco and wood garden wall with 

folding wood doors. 

 

Built c. 1830 by William Bladen who purchased three parcels in 1827. Designated: 26 June 1956. Significant. 

 

3 (a.k.a. rear 115-177 Elfreth‘s Alley) 3-story, 2-bay, common bond brick, Greek Revival 

building. Marble steps with iron railing; excavated brick steps to basement; squared entrance opening with 

replacement single-leaf flush wood door at basement; stucco base; arched entry with single-leaf 6-panel wood door 

with screen door and single-light transom; one 6/6 wood basement window with exteriors storm window and iron 

grate; 6/6 wood windows throughout; marble sills; molded wood cornice; half gable roof.  

 

East elevation: 3-story, 2-bay, brick; stucco base; 6/6 wood basement windows with exterior storm windows and 

iron grates; 6/6 wood windows throughout; marble sills; molded brick cornice. 

 

North elevation: brick; stucco base; wood cornice. 

 

West elevation: brick, wood cornice; brick chimney. 

 

Built c. 1830 by William Bladen, who purchased three parcels in 1827. Designated: 26 June 1956. Significant. 

 

4 (a.k.a. rear 115-177 Elfreth‘s Alley) 2½-story, 2-bay, brick, Federal building. Marble and 

bluestone steps; squared entrance opening with wood pedimented surround and single-leaf 6-panel wood door; wood 

basement window cover; 6/6 wood window with exterior storm window at 1
st
 story; 8/8 wood windows with exterior 

storm windows at 2
nd

 story; 6/6 wood window at dormer; paneled wood shutters at 1
st
 story; wood sills; shed roof 

dormer with clapboard cheeks; gable roof with asphalt shingles; brick chimney. 

 

South elevation: brick. 

 

East elevation: 6/6 and 8/8 wood windows with exterior storm windows at 2
nd

 story; replacement 6/6 window at 

shed dormer; stucco and wood wall. 

 

Built c. 1830 by William Bladen who purchased three parcels in 1827. Designated: 26 June 1956. Significant. 



N. BODINE – 200 Block 
 

 

Paving: Asphalt   

Curbs: 50% Granite; 50% Concrete 

Sidewalks: 50% Concrete; 50% None   

Light fixtures: None 

 

 

249-261 See 230-236 Vine Street and 237 New Street.  

 

************ 

 

250 See 249 N. 3
rd

 Street. 

 

252 See 251 N. 3
rd

 Street. 

 

254 See 253 N. 3
rd

 Street. 

 

256 See 255 N. 3
rd

 Street. 

 

258 See 257 N. 3
rd

 Street. 

 

260 See 259 N. 3
rd

 Street. 

 

262 See 261 N. 3
rd

 Street. 

 

264 See 263 N. 3
rd

 Street. 



S. BODINE – Unit Block 
 

 

Paving: 90% Blue-glazed granite block, 5% Asphalt, 5% Brick  

Curbs: 50% Granite, 50% Concrete 

Sidewalks: None   

Light fixtures: None 

 

 

1 See 240 Market Street. 

 

9 See 12-14 Bank Street. 

 

11 See 16 Bank Street. 

 

13 See 18 Bank Street. 

 

15 See 20-22 Bank Street. 

     

    ********************* 

 

2 See 238 Market Street. 



BREAD STREET – 100 Block 
 

 

Paving: Granite block 

Curbs: Concrete 

Sidewalks: 80% Concrete; 20% Granite block   

Light fixtures: Modified Franklin 

 

 

101-111 See 223-227 Arch Street. 

 

113-119  Vacant lot with chain link fence. Non-contributing. 

 

123-129 Parking lot. Non-contributing. 

 

131-133 Parking lot. Non-contributing. 

 

135 (a.k.a. 220 Quarry Street) 1-story, 6-bay, painted red brick, vernacular building. 1-story, 

2-bay, stucco; 25-light steel window with internal hopper window; fixed glass block window; security grates; stucco 

sills; terra cotta cap. 

 

North elevation, main building: Concrete steps; squared entrance openings; replacement single-leaf flush steel door; 

paired single-leaf cross-buck and 6-light wood doors with metal hoist at loading dock; 25-light steel windows with 

internal hopper windows; brick sills; terra cotta cap at roofline; flat roof. 

 

North elevation, addition to east: 1-story, brick; squared entrance opening; single-leaf flush steel door with storm 

door and single-light transom; tripartite window with 20-light window flanked by 4/4 wood windows; brick sills; 

terra cotta cap; flat roof. 

 

South elevation: stucco; brick chimney. 

 

Built c. 1910. Contributing. 

 

137 (a.k.a. 205-209 Quarry Street) 1-story, 2-bay, brick; 32-light steel windows; brick sills; 

terra cotta cap at roofline; parking lot at west. 

 

South elevation: 1-story, 6-bay, brick, vernacular garage. Squared entrance openings with single-leaf flush metal 

doors and storm doors; garage openings with roll-down steel door and roll-down wood door; 16-light steel windows 

in center bays; 10-light steel windows at end bays; groups of three 4-light steel windows above garage openings; 

brick sills; terra cotta cap at roofline; flat roof. 

 

East elevation: brick with terra cotta cap. 

 

Built c. 1940. Non-contributing. 

 

145-151 See 222-226 Race Street. 

 

*************** 

 

100-112 See 229-235 Arch Street. 

 

114-124 (a.k.a. 228-230 Cherry Street) 4-story, 3-bay, brick, industrial building. Concrete step; 

squared entrance opening; single-leaf glazed metal door; fixed 8-light aluminum window surrounding entrance; 9-

light aluminum windows at 1
st
 story; segmental arched window openings at upper stories with 4-light aluminum 

windows; steel I-beam lintels at 1
st
 story; two marble sills at 1

st
 story; cast stone sills throughout; brick lintels at 

upper stories; corbelled brick cornice; flat roof. 



 

North elevation: 4-story, 3-bay, brick; central segmental arched hay door openings with double-leaf paneled and 

glazed wood doors at 2
nd

 to 4
th
 stories cornice; hoist above 4

th
-story door; fixed 9-light aluminum windows at 1

st
 

story; segmental arched window openings with fixed 4-light aluminum windows at 2
nd

 to 4
th

 stories; granite string 

course at 1
st
 story; marble sills and steel I-beam lintels at 1

st
 story; granite sills at hay doors; cast stone sills and brick 

lintels at upper stories; corbelled brick. 

 

West elevation: brick. 

 

South elevation: brick with stucco shadow from former building. 

 

Built c. 1895. Contributing. 

 

126  See 229-241 Cherry Street. 

 

130-136  (a.k.a. 229-241 Cherry Street and 226-234 Quarry Street) Complex of 2, 3, and 4-story 

buildings combined as The Casters condominiums. 

 

Northeast building: 

East elevation: 3-story, 2-bay, brick; infilled basement window with steel lintel; monumental squared entrance 

opening with wood panels below four 8/4 wood windows below four 12-light fixed wood windows below four 12-

light fixed wood windows below four 10/10 wood windows and steel I-beam lintel; segmental arched window 

openings throughout; 12/12 wood windows at 1
st
 to 2

nd
 story; 8/12 wood windows at 3

rd
 story; brick lintels; stone 

sills; stepped parapet roof with stone coping; blind oculus; gable roof. 

 

North elevation: 3-story, 8-bay, brick; granite step; squared entrance opening; replacement paired 6/6 wood 

windows with wood paneling and steel I-beam lintel in loading door opening; segmental arched window openings 

throughout; 12/12 wood windows at 1
st
 and 2

nd
 stories; 8/12 wood windows at 3

rd
 story; granite sills; brick lintels; 

corbelled denticulated brick cornice; flat roof. 

 

East central building:  

East elevation: 3-story, 2-bay, brick; infilled basement window; monumental squared entrance opening with 5 

single-leaf 9-light single-panel wood doors below four 24-light wood windows below four 24-light wood windows 

and steel I-beam lintel; 6-light wood windows at 3
rd

 story; full arched opening with tripartite 12-light wood windows 

with multi-light transoms at 3
rd

 story; corbelled brick cornice; hipped roof. 

 

Southeast building: 

East elevation: 5-bay, 4-story, brick; squared entrance openings; brick watertable with cast stone cap; single-leaf, 

flush steel doors; paired single-light wood and vinyl casement windows and paired single-light wood casement 

windows over single-light wood windows throughout; brick sills; brick patterning and beltcourses; wood spandrels; 

flat roof. 

 

South elevation: 4-bay, 4-story, brick; paired single-light wood casement windows and paired single-light wood 

casement windows over single-light wood windows throughout; brick sills; brick patterning and beltcourses; wood 

spandrels; flat roof. 

 

South central building:  

South elevation: 2-story, 3-bay, brick; brick and stone planter; alleyway entrance with concrete steps and 
steel gate between south central and southwest buildings; 40-light steel windows at 1

st
 and 2

nd
 stories; flat 

roof. 
 

Southwest building:  

South elevation: 3-story, 2-bay, brick; brick and stone planter; 40-light steel windows at 1
st
 and 2

nd
 stories; 

10-light steel windows at 3
rd

 story; flat roof. 
 

Northwest building:  



North elevation: 3-story, 9-bay, brick with storefront; granite base; central double-leaf cross buck and 
glazed wood door with hoist; double-leaf glazed and paneled wood doors with 4-light transoms; cast-iron 
storefront pilasters and cornice; wood storefront panels; paired 8-light wood storefront casement windows 
with 4-light wood transoms; 6/6 wood windows at upper stories; cast-iron hoods; painted stone sills; terra 
cotta cap at roofline; flat roof. 
 

Built 1854 for Joseph L. Oat & Sons, Coppersmiths. Site previously occupied by the Anthony Morris III brewery, 

which was destroyed by fire. The brewery's underground vaults survive. Alterations: new building added at corner 

of Bread and Cherry Streets and older buildings renovated for The Casters condominium complex, David Beck, 

architect, 1985; alterations to interior and exterior as NPS tax credit project; 1997. Designated: 31 Dec 1984. 

Contributing. 

 

Documentation: BP; NPS Tax Credit Application, 1997. 

 
142 (a.k.a. 211-215 Quarry Street) 4-story, 2-bay, brick, Queen Anne building. Boarded 

basement window; 9/9 wood windows at 1
st
 story; segmentally arched window openings at 2

nd
 to 4

th
 stories with 6/6 

wood windows; painted sills; stone lintels at the basement story; brick lintels at 2
nd

 to 4
th

 stories; fire escape; 

corbelled brick cornice; flat roof. 

 

South elevation: 4-story, 11-bay, brick; granite stoop; squared entrance opening; single-leaf paneled wood door with 

single-light wood transom; double-leaf wood freight door; single-leaf paneled wood door; boarded and 3-light 

basement windows; 6/6 and 9/9 wood windows at 1
st
 story; segmentally arched window openings with replacement 

6/6 wood windows at 2
nd

 to 4
th

 stories; painted sills; stone lintels at the basement story; brick lintels at 2
nd

 to 4
th

 

stories; fire escape; corbelled brick cornice; flat roof. 

 

West: stucco. 

 

Built c. 1885. Alterations: stucco repair on west or rear elevation wall facing alley, 2000. Designated: 22 Oct 1979. 

Contributing. 

 

Documentation: BP. 

 

144 3-story, 3-bay, buff tapestry brick, Tapestry Brick Style building. Concrete stoop; 

squared entrance opening; replacement single-leaf flush steel door with single-light wood transom; squared garage 

entrance with metal garage door and 3-light wood transom; steel I-beam above 1
st
 story; replacement 6/6 wood 

windows with exterior storm windows at upper stories; brick sills; terra cotta cap at roofline; flat roof. 

 

North elevation: stucco; terra cotta cap at roofline. 

 

Built c. 1925. Contributing. 

 

146-148 1-story, 3-bay, brick, vernacular garage building. Three segmentally arched openings 

with coupled 6-light wood transoms, one with coupled 6/6 wood windows with iron mesh security grate, one with 

garage entrance with roll down steel door, and one with single-leaf flush wood door and 6/6 wood window with iron 

mesh security grate; stone sills; stepped parapet with terra cotta cap; flat roof. 

 

North elevation: 1-story, 8-bay; brick; segmentally arched window openings with 6/6 wood windows throughout; 

stone sills; terra cotta cap at roofline. 

 

Built c. 1890. Alterations: Window cut to a door in northern bay after 1960. Designated: 23 Aug 1982. Contributing. 

 

Documentation: PHC files.  

 

150 3-story, 2-bay, Flemish-bond brick, Georgian building. Concrete steps; concrete basement 

bulkhead with glass block infill; 2-light vinyl slider at basement; squared entrance opening; single-leaf 6-panel wood 

door; 8/8 wood window with iron grate at 1
st
 story; 6/9 wood windows at 2

nd
 story; 6/6 wood windows at 3

rd
 story; 



paneled wood shutters at 1
st
 and 2

nd
 stories; wood sills; brick belt courses above 1

st
 and 2

nd
 stories; wood cornice 

with aluminum gutter; half gable roof.  

 
South elevation: stucco; 6/6 wood window at 3

rd
 story. 

 
Built c. 1770. Alterations: restoration of exterior elevations, 1983. Designated: 28 May 1958. Significant.  

 

Documentation: BP. 

 

152 3-story, 2-bay, Flemish-bond brick, Georgian building. Concrete steps; brick basement bulkhead 

with double-leaf vertical board wood door; squared entrance opening; single-leaf 6-panel wood door; 8/8 wood 

window with iron grate at 1
st
 story; 6/9 wood windows at 2

nd
 story; 6/6 wood windows at 3

rd
 story; paneled wood 

shutters at 1
st
 and 2

nd
 stories; wood sills; brick belt courses above 1

st
 and 2

nd
 stories; wood cornice with aluminum 

gutter; half gable roof.  

 

Built c. 1770. Alterations: restoration of exterior elevations, 1983. Significant.  

 

Documentation: CT; BP. 

 

154-160 See 228 Race Street. 



BREAD STREET – 200 Block 
 

 

Paving: Blue-glazed granite block   

Curbs: 15% Brick, 85% Concrete 

Sidewalks: Granite   

Light fixtures: None 

 

237-239 (a.k.a. 226-230 N. 2
nd

 Street) 1-story, 1-bay, stucco, vernacular building. Squared garage 

door opening with roll-down metal door; flat roof. 

 

North elevation: stucco; squared entrance opening; single-leaf, flush steel door. 

 

Built c. 1900. Non-contributing. 

 

241 5-story, 4-bay, brick, vernacular building. Concrete steps; arched entrance opening with 

arched double-leaf glazed wood door with cross buck pattern; squared entrance openings; single-leaf paneled and 

glazed wood door with single-light wood transom; boarded door; 1/1 wood windows at 1
st
 story; 6/6 vinyl windows 

with snap-in muntin grid at 2
nd

 to 5
th

 stories; cast stone lintels and sills; fire escape; corbelled brick cornice; flat roof. 

 

South elevation: 5-story, 8-bay, brick and dryvit; 1/1 vinyl windows at 1
st
 story; 6/6 vinyl windows with snap-in 

muntin grid at 2
nd

 to 5
th

 stories. 

 

Built c. 1850. Contributing. 

 

243 See 214-218 New Street.  

 

*************** 

 

232-234   See 231-247 N. 3
rd

 Street.  

 



CALLOWHILL STREET – Unit Block 
 

 

Paving: Asphalt  

Curbs: Concrete 

Sidewalks: Concrete 

Light fixtures: None 

 

 

10-18 Vacant lot.  This lot, called the Hertz Lot, was one of the first sites occupied by 

Europeans Philadelphia. An archeological excavation conducted in 1987 revealed the remains of four wharves and a 

slipway. Designated: 26 Aug 1987. Significant 

 

20-48 1-story, stucco vernacular building. Squared entrance opening with flush wood door and 

roll-down security gate. 

 

East elevation: buff brick. 

 

West elevation: stucco. 

 

South elevation: buff brick; 24-light steel industrial window with security grate; 1/1 vinyl window with infill with 

security grate. 

 

Built c. 1940. Non-contributing. 

 

50 See 347 N. Front Street. 



CALLOWHILL STREET – 100 Block 
 

 

Paving: Asphalt  

Curbs: Concrete 

Sidewalks: Concrete 

Light fixtures: None 

 

 

100 See 356 N. Front Street. 



CHERRY STREET – 200 Block 
 

 

Paving: Asphalt   

Curbs: Concrete 

Sidewalks: 70% Concrete; 30% Brick 

Light fixtures: Modified Franklin 

 

 

229-241 See 130-136 Bread Street. 

 

243-249 See 133 N. 3
rd

 Street. 

 

***************** 

228-230 See 114-124 N. Bread Street.  

 

232-234 3-story, 4-bay, Flemish-bond brick, Greek Revival building. Concrete steps; remnant of 

marble step at 1
st
 story; squared entrance openings at 1

st
 and 2

nd
 stories; single-leaf paneled wood door; double-leaf 

paneled wood loading dock door; single-leaf glazed and paneled wood door at 2
nd

 story; 1/1 vinyl windows 

throughout; cast stone lintels and sills; marble belt courses at 1
st
 and 2

nd
 stories; molded wood cornice; flat roof. 

 

Built in c. 1840. Designated: 31 Dec 1984. Contributing. 

 

236 3-story, 4-bay, brick, Greek Revival building. Concrete steps; squared entrance opening; 

replacement single-leaf paneled wood door; replacement fixed double-leaf glazed and paneled wood loading dock 

door; replacement single-leaf paneled and glazed wood doors at easternmost bay of 2
nd

 and 3
rd

 stories; replacement 

1/1 vinyl windows throughout; cast stone lintels and sills; molded wood cornice; flat roof. 

 

Built c. 1840. Designated: 31 Dec 1984. Contributing.  

 

238 3-story, 1-bay, buff tapestry brick, vernacular industrial building. Concrete stoop; 

concrete ramp to garage opening; single-leaf replacement paneled wood door; double-leaf wood cross-buck garage 

door with 12-lights per leaf; tripartite single-light wood windows at 2
nd

 and 3
rd

 stories; brick lintels and sills; terra 

cotta cap; flat roof; brick chimney. 

 

Built c. 1915. Contributing. 

 

240-242 3-story, 3-bay, brick, Italianate building. Granite step; squared entrance openings; single-

leaf 12-light wood cross-buck door with stone lintel at 1
st
 story; double-leaf wood cross-buck doors with 12-lights 

per leaf at 1
st
 to 3

rd
 stories; glass block infilled window opening at 1

st
 story; cross-buck wood shutter covering 

window opening at 1
st
 story; groupings of three 2/2 wood windows at 2

nd
 and 3

rd
 stories; steel I-beam lintels; 

corbelled brick cornice with pressed metal cap; flat roof. 

 

Built c. 1875. Designated: 31 Dec 1984. Contributing.  

Victorian period, 1835-1900, Philadelphia Survey 

 

244-252 See 127-131 N. 3
rd

 Street. 



CHERRY STREET – 300 Block 
 

 

Paving: Asphalt   

Curbs: 70% Granite; 30% Concrete 

Sidewalks: 70% Concrete; 30% Brick   

Light fixtures: Highway cobra 

 

301-303 3-story, 5-bay, brick, Italianate building with 5-bay storefront. Granite stoops; full arched 

entrance openings; double-leaf paneled and glazed wood door with paired single-light wood transom below boarded 

full arched transom; double-leaf paneled and glazed wood door with paired single-light wood transom below full 

arched trefoil transom; double-leaf paneled and glazed wood door with paired single-light wood transom below full 

arched 2-light transom; wood storefront panel; glass storefront display case; paired two-light wood casement 

storefront window with full arched 2-light transom; paired two-light wood casement storefront window with full 

arched trefoil transom; engaged fluted cast-iron storefront columns with Corinthian capitals; cast-iron storefront 

cornice with end brackets and spandrel ornaments; full arched window and door openings at upper stories; 2/1 wood 

windows at upper stories; fire escape at west bay; paired 3-light French door with single-light transom to fire escape 

at 2
nd

 story; paired 3-light French door with four-light transom to fire escape at 3
rd

 story; corbelled triangular brick 

courses above 3
rd

 story windows; bracketed wood cornice; flat roof. 

 

East elevation: stucco. 

 

Built c. 1860, attributed to architect Steven Button. Cast-iron storefront by H.C. Oram & Company, Ironworks. 

Constructed on site of Mikveh Israel Synagogue, an Egyptian Revival building designed by architect William 

Strickland, constructed in 1824 and demolished in 1860. Designated: 1 May 1980. Significant. 

 

Documentation: PHC files. 

 

305 3-story, 3-bay, vernacular building with recessed storefront. Flemish-bond brick with 

glazed headers at 1
st
 story. Concrete ramp; bulkhead basement entrance with double-leaf wood door; full arched 

openings, one with unglazed trefoil transom, to recessed entrance area; recessed glass curtain wall with double-leaf 

glazed wood door, multi-light wood transom, and wood sidelights; single-leaf, glazed wood door; bracketed wood 

cornice at 1
st
 story; full arched window openings at 2

nd
 and 3

rd
 stories; paired 3-light wood casement windows with 

single-light wood transom at 2
nd

 story; paired 2-light wood casement windows with single-light wood transoms at 

2
nd

 and 3
rd

 stories; paired 4-light wood casement window with 4-light wood transom at 3
rd

 story; fire escape at 2
nd

 

and 3
rd

 stories; brick parapet; flat roof.  

 

Built c. 1865. Alterations: storefront rebuilt with recessed entrance, 1977. Designated: 21 July 1977. Contributing. 

 

Documentation: PHC Files. 

 

307 2-story, 2-bay, brick, vernacular building. Concrete step; squared entrance openings; 

freight opening with single-leaf steel door; double-leaf flush steel door with security gate; 3-light steel window at 1
st
 

story; 16-light steel window with vent above entrance; 28-light steel window with internal awning window at 2
nd

 

story; brick sills; flat roof; penthouse at east end. 

 

Built c. 1930. Designated: 31 Dec 1984. Non-contributing. 

 

309 2-story, 1-bay, buff brick, vernacular building. Concrete step; squared entrance opening; 

single-leaf, glazed wood door with 12-light aluminum transom and single-light sidelight; fixed 56-light aluminum 

window at 1
st
 story; fixed multi-light aluminum window at 2

nd
 story; cast stone lintels and sills; corbelled and 

patterned brick cornice; flat roof. 

 

Built c. 1930. Alterations: front windows removed and replaced, 1995. Designated: 31 Dec 1984. Non-contributing. 

 

Documentation: BP.  



 

311 3-story, 2-bay, brick, Federal building with storefront. Concrete steps to three entrances; 

squared entrance openings; double-leaf paneled and glazed wood door with 3-light wood transom; replacement 

double-leaf glazed wood door with 4-light wood transom; single-leaf glazed wood door with full arched transom; 

wood storefront panel; single-light wood storefront window with single-light wood transom; wood storefront 

pilasters and cornice; 6/6 wood windows with exterior storm windows at upper stories; marble lintels; panned 

aluminum sills; projecting sign; marble belt course; wood cornice with modillions; flat roof. 

 

Built 1807. Alterations: iron trestle and double doors behind trestle on façade removed prior to 1978. Designated: 18 

Sept 1978. Contributing. 

 

Documentation: NPS Tax Credit Application, 1978. 

 

313 2-story, 2-bay, brick, vernacular building. Granite step; marble basement bulkhead with 

double-leaf metal door; squared entrance opening; single-leaf flush wood door with boarded transom; segmental 

arched window opening at 1
st
 story; 25-light steel window with internal hopper window at 1

st
 story; 1/1 aluminum 

windows with exterior storm windows at 2
nd

 story; brick sills; terra cotta cap at roofline; flat roof. 

 

Built c. 1915. Site of Mikveh Israel‘s first synagogue in 1782 (est. 1740), the first synagogue in Philadelphia. 

Designated: 23 Mar 1984. Contributing. 

 

315 2-story, 2-bay, brick, vernacular building. Granite step; marble basement bulkhead with 

double-leaf metal door; 6-light wood basement window with marble curb; squared entrance opening; single-leaf, 

paneled wood door; segmental arched window opening at 1
st
 story; 25-light steel window with internal hopper 

window at 1
st
 story; 6/6 wood windows with exterior storm windows at 2

nd
 story; brick sills; terra cotta cap at 

roofline; flat roof. 

 

Built c. 1915. Contributing. 

 

317  (a.k.a. 103-107 N. Orianna Street.) 2-story, 2-bay, brick, vernacular building. Granite 

step and concrete stoop; concrete basement bulkhead with double-leaf metal door; squared entrance opening; 

double-leaf glazed and paneled wood door; segmental arched window opening with 25-light fixed steel window at 

1
st
 story; 6/6 wood windows with exterior storm windows at 2

nd
 story; brick sills; terra cotta cap at roofline; flat roof. 

 

West elevation: 2-story, 6-bay, brick with stucco base; wood basement windows with metal screens and marble 

curbs; squared entrance opening with single-leaf paneled and glazed wood door; squared entrance opening with 

single-leaf flush and glazed wood door at 2
nd

 story; segmental arched window openings with fixed 25-light steel 

windows with internal hopper windows at 1
st
 story; 6/6 wood windows with exterior storm windows at 2

nd
 story; 

bead board door at 2
nd

 story; brick sills at 1
st
 and 2

nd
 stories; terra cotta cap at roofline. 

 

Built in 1915. Contributing. 

 

319 (a.k.a. 100-102 N. Orianna Street) Parking lot. Non-contributing. 

 

321-323 Parking lot. Non-contributing. 

 

325-327 ―First School of St. Michael and Zion Lithuanian Churches,‖ and ―German School‖ 2½-

story, 3-bay, brick, Georgian building. Granite steps with iron railings; wood basement bulkheads with double-leaf 

vertical board doors and cheeks; squared entrance openings; double-leaf paneled wood door with 5-light wood 

transom; three-sided bays with single-light wood windows at 1
st
 story; pent eave hoods with wood shingles over 1

st
-

story entrance and windows; double-leaf paneled and glazed wood door with 5-light wood transom at 2
nd

 story; 8/8 

wood windows at 2
nd

 story; paired 10-light vinyl casement window at gable; wood sills; hoist above gable window; 

wood cornice with end returns; front gable roof clad with standing seam metal roofing. 

 

West elevation: 2-story, 4-bay, brick; brick and stucco watertable; segmental arched basement opening with jalousie 

window; 6/6 wood windows; wood sills; brick belt course between 2
nd

 and 3
rd

 stories; metal coping. 



 

East elevation: 2-story, 5-bay with 2-story, 1-bay rear addition; brick; squared entrance opening; single-leaf paneled 

and glazed wood door with single-light wood transom; pent eave hood with wood shingles over entrance; 6/6 wood 

windows at 1
st
 story; 6/6 and 8/8 wood windows at 2

nd
 story; wood sills; wood and aluminum coping; wood box 

cornice on rear addition; asphalt shingles on rear addition; HVAC equipment on rear addition; brick chimney on rear 

addition. 

 

North elevation: 2-story, 2-bay with 2-story, 1-bay rear addition; brick; squared entrance openings; single-leaf 

paneled and glazed wood door with 3-light transom; single-leaf flush metal door; paired 6-light casement windows 

at 1
st
 story; 6/6 and 8/8 wood windows; wood fence at rear. 

 

Built 1761, designed by architect Robert Smith. The German School served the parishioners of two nearby Lutheran 

congregations, St. Michael‘s (1743) and Zion (1766). The school was connected to First German Reformed Church 

at 322-30 Race Street and served as a center of Old City‘s large German community. Alterations: building partially 

rebuilt after 1878 fire with the following changes: the removal of the box cornice and modillions; alterations to the 

gable fenestration; windows replaced with doors in the center bay at the 1
st
 and 2

nd
 stories; the 3

rd
-story window 

converted into a loft door with a projecting hoist; storefront windows and Colonial Revival hood over doorway 

installed, c. 1969. Designated: 25 Jan 1966. Significant. 

 

Documentation: HABS; Webster; PHC files. 

 

337  See 129 N. 4
th

 Street. 

 

***************** 

 

300-302 See 130 N. 3
rd

 Street. 

 

304 Parking pad. New granite paving. Non-contributing. 

 

306-308 ―Christ Church Hospital‖ 3-story plus mansard, 5-bay, Flemish-bond brick, Second 

Empire building. Marble watertable; marble steps; central full arched entrance opening with double-leaf paneled and 

glazed wood door with 3-light sidelights and 2-light wood transom; squared entrance opening with double-leaf 

paneled and glazed wood door with 2-light wood transom at west; squared entrance opening with single-leaf paneled 

and glazed wood door with single-light wood transom at east; central stone panel incised with ―Christ Church 

Hospital for poor distressed women of the Protestant Episcopal Church. Founded in 1780 by Dr. John Kearsley. 

Rebuilt in 1818‖ between 2
nd

 and 3
rd

 stories; 6/6 wood windows throughout; 6/6 wood windows flanked by 2/2 

wood sidelights at center bays of 2
nd

 and 3
rd

 stories; paired 4/4 wood windows at mansard; segmental arched 

window openings with 6/6 wood windows at mansard; painted stone sills throughout; bracketed wood cornice; 

mansard roof covered with tar paper; brick penthouse at west. 

 

East elevation: stucco. 

 

West elevation: stucco; brick chimney. 

 

Built 1818 by architect William Strickland for Christ Church. Alterations: converted into a factory with a Second 

Empire roof, 1865; rear deck constructed, 1982. Designated: 29 Mar 1960. Significant. 

 

Documentation: BP. 

 

310-318 Parking lot. Asphalt; brick knee wall. Non-contributing. 

 

320-330 See 125-127 N. 4
th

 Street. 



CHESTNUT STREET - 100 Block 
 

 

Paving: Granite block  

Curbs: Granite 

Sidewalks: 60% Concrete; 20% Brick; 10% Granite; 10% Bluestone 

Light fixtures: Highway cobra 

 

101 See 50 S. Front Street. 

 

103 4-story, 2-bay, brick, Italianate building with 2-bay storefront. Granite and concrete 

stoop; one squared entrance opening; glazed replacement wood door with sidelights and single-light wood transom; 

painted brick storefront area; single-light wood storefront window with single-light transom; boarded windows at 

upper stories; wood lintels and sills panned in aluminum; Italianate wood bracketed cornice; flat roof. 

 

West elevation: 4-story, 2-bay, stucco and brick rear ell; 1/1 wood windows. 

 

North elevation: stucco. 

 

Built c. 1850 as commercial loft. Designated: 26 May 1970. Contributing.  

 

Documentation: PHRSF. 

 

105 4-story, 2-bay, brick, Greek Revival building with 2-bay storefront. Granite step; 

basement squared entrance opening with double-leaf wood door; squared entrance opening with glazed replacement 

single-leaf wood door with sidelights and single-light wood transom; single-light wood storefront window with 4-

light transom; granite squared storefront pilasters; granite storefront cornice; 1/1 replacement wood windows at 2
nd

 

story; 6/6 wood windows at 3
rd

 and 4
th

 stories; painted granite lintels and sills; wood denticulated cornice; flat roof. 

 

North elevation: 4-story, 2-bay, stucco and brick; 6/6 wood windows. 

 

Built c. 1840 as commercial loft. Designated: 26 May 1970. Contributing.  

 

Documentation: PHRSF. 

 

107 4-story, 3-bay, brick, Greek Revival building with 3-bay storefront. Concrete steps; two 

squared entrance openings; single-leaf replacement glazed wood door in west bay and flush replacement wood door 

in east bay, both with sidelights and single-light wood transom; single-light wood storefront window with 3-light 

transom above basement entrance; granite squared storefront pilasters; granite storefront cornice; 1/1 replacement 

wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories with exterior storm windows; painted stone 

lintels and sills; wood denticulated cornice; flat roof. 

 

West elevation: stuccoed and brick; 1-bay rear extension with 6/6 wood window at 1
st
 story; 1/1 aluminum windows 

at 2
nd

, 3
rd

, and 4
th

 stories. 

 

North elevation: stucco. 

 

Built c. 1840 as commercial loft. Designated: 26 May 1970. Contributing.  

 

Documentation: PHRSF; FIS. 

 

111 2-story, 1-bay, brick, Colonial Revival building. Concrete steps with iron railings; 

squared entrance opening with paneled wood surround; double-leaf paneled wood door with fanlight; 1/1 wood 

window at 1
st
 story with wood panel below; limestone lintel with keystone at 1

st
 story; group of 4 multi-light wood 

casement windows at 2
nd

 story; brick sill at 2
nd

 story; limestone cap at roofline; flat roof. 

 



East elevation: 2-story, 8-bay, brick; 1/1 wood windows with security grills at 1
st
 story; paired one-light aluminum 

window at 2
nd

 story; brick lintels and sills; limestone cap continues. 

 

North elevation: brick; 1/1 replacement wood and vinyl windows with storm windows throughout; security grills at 

1
st
 story; limestone cap at cornice. 

 

West elevation: 2-story, 2-bay, brick; recessed squared entrance opening; double-leaf paneled wood door; 1/1 

replacement vinyl windows; limestone cap at cornice. 

 

Built 1951. Non-contributing.  

 

Documentation: PHC files.  

 

113  (a.k.a. 47 Letitia St.) 4-story with mansard, 4-bay, brick, Second Empire building with 4-

bay, cast-iron storefront. Granite step; squared entrance opening; entrance boarded; single-light replacement wood 

storefront windows with boarded transoms and bases; cast-iron storefront pilasters; cast-iron molded storefront 

cornice; 3-story brick pilasters with limestone capitals and beltcourses; limestone sills; full arched window openings 

at upper stories with limestone keystones; 1/1 replacement aluminum windows with infilled transoms; limestone 

sills; metal clad cornice; rounded arch dormers with 1/1 aluminum windows and boarded transoms; mansard roof 

clad with painted slate.  

 

West elevation: 4-story plus mansard, 5-bay, brick; full-arched door openings with stucco infill; 3-story brick 

pilasters with limestone capitals and beltcourses; limestone sills; full-arched window openings at upper stories with 

limestone keystones; 1/1 replacement aluminum windows with infilled transoms; rounded arch dormers with 1/1 

aluminum windows and boarded transoms; stuccoed chimneys; metal clad cornice; painted slate mansard roof. 

 

North and East elevations: stucco. 

 

Built 1870 as a commercial loft; Cast-iron storefront by H.C. Omar & Co. Iron Foundry. Alterations: stucco applied 

to the east and north walls, 1975; windows replaced 1977. Designated: 26 May 1970. Contributing. 

 

Documentation: PHRSF, BP; PHC files; plaque on building for H.C. Omar & Co. Iron Foundry. 

 

115 4-story, 3-bay, stucco and tooled stone, Mid-19
th

 Century Renaissance Revival building 

with 3-bay storefront. Façade clad in random ashlar stone; granite stoop; squared entrance opening; single-leaf, 

paneled and glazed wood replacement door with transom; brownstone storefront pilasters with stylized capitals and 

stylized broken pediment arched openings; brownstone storefront cornice; two single-light, wood storefront 

windows; segmental arched window openings at 2
nd

 and 3
rd

 stories, full arched window openings at 4
th

 story; 9/9 

wood windows at 2
nd 

and 3
rd

 stories; group of 1/1 wood windows at 4
th

 story; brownstone sills; brownstone Italianate 

window crowns with keystones; Italianate bracketed pressed metal cornice; brownstone quoins; flat roof. 

 

East elevation: 4-story brick; granite base; brick piers; brownstone beltcourses at 2
nd

 and 4
th

 story sills; segmental 

arched entrance opening; replacement single-leaf paneled wood door with single-light wood transom; metal fire 

escape with squared entrance openings at 2
nd

 to 4
th

 stories, each with single-leaf, paneled wood door; segmental 

arched window openings with horizontal 3/3, 1/1, 6/6, and 9/9 wood windows; two squared window openings with 

triple horizontal 2/2 aluminum windows at 3
rd

 story; brownstone sills; bracketed pressed metal cornice continues. 

 

North elevation: brick. 

 

Built 1846 as Randolph & Jenks Cotton Brokerage. Alterations: additions for McFadden & Co. by architects 

Brockie & Hastings, 1915; Brockie, 1920. Designated: 26 May 1970. Contributing. 

 

Documentation: Baxter's Panoramic Business Directory, 1879; PHRSF; Tatman and Moss. 

 

117 5-story, 3-bay, brick, Greek Revival building with 3-bay storefront. Granite base; squared 

entrance opening; single-leaf, paneled replacement wood door; infilled storefront with two 3-light, fixed aluminum 



windows; granite storefront cornice; 1/1 wood windows at upper stories; granite lintels and sills; corbelled brick 

cornice with molded brick modillions; flat roof. 

 

Built c. 1840 as a commercial loft. Alterations: alterations and additions to rear of store, 1922 by architect Arthur 

Brockie. Designated: 26 May 1970. Contributing.  

 

Documentation: PHRSF. 

 

119-121 5-story, 3-bay, brick, Greek Revival building with altered 2-bay storefront. Granite stoop; 

granite base; squared entrance opening; double-leaf, replacement half-glazed and paneled wood door with boarded 

sidelights and transom; limestone surround at entrance; granite and limestone storefront cornice; infilled storefront 

with one 3-light, fixed aluminum window; 1/1 wood windows at upper stories; 5
th

 story boarded; granite lintels and 

sills; corbelled brick cornice with molded brick modillions; flat roof. 

 

Built c. 1840 as commercial loft. Alterations: alterations and additions to rear of store, 1922 by architect Arthur 

Brockie. Designated: 26 May 1970. Contributing.  

 

Documentation: PHRSF. 

   

123 4-story, 3-bay, brick, Queen Anne building with Greek Revival, 3-bay storefront. Granite 

base; infilled door and storefront openings with 3-light, fixed aluminum windows; granite squared storefront 

pilasters; granite storefront cornice; segmental arched window openings at 2
nd

 story; 1/1 wood windows at upper 

stories; brownstone lintels and sills; brick segmental arched window crowns at 2
nd

 story; decorative brick molds 

with floral motif at 2
nd

 story beltcourse; decorative brick spandrels with central molded brick medallion at 3
rd

 and 4
th

 

stories; corbelled and molded brick cornice with ornate copper cap; flat roof. 

 

Built c. 1840 as a commercial loft. Alterations: refaced on upper stories with a Queen Anne brick façade, c. 1885. 

Designated: 7 Oct 1976. Contributing.  

 

Documentation: PHRSF. 

 

125-129  (a.k.a. 45-55 S. 2
nd

 St.) Originally known as ―Corn Exchange National Bank‖ 2-story, 4-

bay and 4-story, 5-bay, Flemish-bond brick, Colonial Revival corner office building. Limestone watertable; two 

squared entrance openings with elaborate Baroque limestone pediments supported by scrolled stone brackets, 

limestone door surrounds with swan‘s neck pediments, and arched multi-light transoms, one with double-leaf glazed 

aluminum door and one with single-leaf, glazed, wood door; one central 1
st
 story window opening with elaborate 

Baroque limestone pediment supported by scrolled stone brackets and arched multi-light wood window; 16/16 wood 

windows on 1
st
 story with limestone surrounds; 4-light round windows above 1

st
 floor windows, framed by heavy 

limestone wreaths draped with limestone swags; 6/6 wood windows with limestone surrounds at 2
nd

 story; 12/12 

wood windows with limestone surrounds at 3
rd

 and 4
th

 stories; limestone cornice at 2
nd

 story; limestone balustraded 

beltcourse at 3
rd

 story; limestone balustraded parapet at roof; flat roof; copper domed brick and limestone clock 

tower at corner with limestone columns, urns and keystones.  

 

West elevation: 2-story, 7-bay and 4-story, 5-bay, Flemish-bond brick, limestone watertable; two squared entrance 

openings with elaborate Baroque stone pediments supported by scrolled stone brackets, limestone door surrounds 

with swan‘s neck pediments, and arched multi-light transoms, one with double-leaf glazed aluminum door and one 

with double-leaf, glazed wood door; squared entrance opening with double-leaf, glazed, wood door with multi-light 

transom in former window opening; 16/16 wood windows on 1
st
 story with limestone surrounds; 4-light round 

windows above 1
st
 floor windows, framed by heavy limestone wreaths draped with limestone swags; 6/6 wood 

windows with limestone surrounds at 2
nd

 story; 12/12 wood windows with limestone surrounds at 3
rd

 and 4
th

 stories; 

limestone cornice at 2
nd

 story; limestone balustraded beltcourse at 3
rd

 story; limestone balustraded parapet at roof; 

flat roof. 

 

Built as 2-story bank hall in 1900-1903, designed by architecture firm of Newman, Woodman & Harris (Newman & 

Harris after Woodman‘s death in 1902). Alterations: 4-story L-shaped addition, 1912-1913 by architect Horace 



Trumbauer; Clock tower at corner and 2
nd

 floor offices added later; insertion of door at window opening on 2
nd

 

Street, 1997. Designated: 7 Oct 1976. Significant. 

 

Documentation: BP; PHRSF, NPS Tax Credit Application. 

 

*************** 

 

100 (a.k.a. 100-104 S. Front Street) 4-story, 6-bay, Flemish-bond brick, Greek Revival style, 

corner building with storefront. Granite stoops and ramp; six squared entrance openings at storefront, three 

operational; double-leaf, paneled wood doors with large multi-light fixed windows; granite pilasters separate 

squared bays at storefront; granite storefront cornice; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 

4
th

 stories; granite lintels and sills; corbelled brick cornice with wood cap; flat roof.  

 

East elevation: 4-story, 6-bay, Flemish-bond brick; granite watertable; granite stoops; basement entrance with 

wrought iron railing; three squared entrance openings with single-light transoms; three separate single-leaf half-

glazed and paneled wood doors, one with sidelights; 2/2 wood windows at 1
st
 story; 6/6 wood windows at upper 

stories; granite lintels and sills; corbelled brick cornice with wood cap; flat roof. 

 

Built c. 1825. Alterations: NPS tax credit project, storefront removed, façade restored, 1984. On Front Street: new 

basement door installed, 1986; exterior repointed, 1998. Designated: 26 May 1970. Contributing.  

 

Documentation: NPS Tax Credit Application, 1984; FIS; BP. 

 

104 4-story, 3-bay, stucco, Italianate building with storefront. Granite stoop; squared entrance 

opening with single-leaf half-glazed and paneled wood door with sidelights and transom; large, fixed, wood 

storefront windows with transoms; painted stone pilasters with carved capitals separating full arched openings; 

stuccoed storefront cornice; segmental arched openings throughout upper stories; 1/1 replacement aluminum 

windows at 2
nd

 story; stuccoed panels below 2
nd

 story windows; stuccoed window crowns at 2
nd

 and 3
rd

 story; full 

arched, 4-light, paired, metal casement windows at 3
rd

 and 4
th

 stories; stuccoed beltcourse with raised stucco sills at 

3
rd

 and 4
th

 stories; molded wood cornice; flat roof. 

 

Built c. 1875. Designated: 26 May 1970. Contributing.  

 

106 4-story, 3-bay, stucco, Italianate building with storefront. Granite stoop; two squared 

entrance openings with single-leaf fully glazed wood doors with sidelights and transoms; large, fixed, wood 

storefront window; stucco-clad stone pilasters between full arched openings; painted stone storefront cornice; 

segmental arched openings throughout upper stories; single-leaf flush replacement wood door with single light at 2
nd

 

story; single-leaf half-glazed and paneled wood doors with single-light transoms at 3
rd

 and 4
th

 stories; round arched, 

4-light, paired, wood casement windows at 2
nd

, 3
rd

 and 4
th

 stories; stucco panels below 2
nd

 story windows; stuccoed 

beltcourse with raised stucco sills at 3
rd

 and 4
th

 stories; stuccoed window crowns at 2
nd

 and 3
rd

 story end bay; molded 

wood cornice; flat roof; fire escape at two east bays from 2
nd

 to 4
th

 stories. 

 

Built c. 1875. Designated: 26 May 1970. Contributing.  

 

108 4-story, 4-bay, brick, Greek Revival building with 4-bay storefront. Granite stoop; two 

storefront entrances with double-leaf, multi-light, paneled wood doors; coupled, single-light storefront windows 

with multi-light transoms and wood panels below; granite storefront pilasters; painted stone storefront cornice;12/12 

wood windows at 2
nd

 story; 9/9 wood windows at 3
rd

 story; 6/6 wood windows at 4
th

 story; denticulated and 

corbelled brick cornice; flat roof. 

 

West elevation: brick and stucco. 

 

Built 1845 by Samuel Smith. Alterations: new windows and entrance door, 1996. Designated: 26 May 1970. 

Contributing.  

 

Documentation: BP; FIS. 



 

110 3-story, 3-bay, brick, Greek Revival building with 3-bay storefront. Granite stoop; two 

squared entrance openings with boarded transoms, one with double-leaf replacement paneled wood door and one 

single-leaf glazed wood door and side panel; single-light, central storefront window with boarded transom and 

permastone panel below; stuccoed storefront pilasters and cornice; 6/6 wood windows at upper stories; painted 

granite lintels and sills; flat roof. 

 

Built 1852 by John A. Brown as a store. Alterations: 4
th

 story removed; replacement entrance doors and storefront 

window. Designated: 26 May 1970. Contributing.  

 

112 4-story, 3-bay, brick, Greek Revival building with 3-bay storefront. Granite stoop; two 

squared entrance openings with boarded transoms, both with paneled single-leaf replacement wood doors; single-

light storefront window in center with boarded transom and permastone panel below; granite storefront pilasters and 

cornice; 6/6 wood windows at upper stories; painted granite lintels and sills; denticulated and corbelled brick 

cornice; flat roof. 

 

Built c. 1850. Alterations: Replacement entrance doors and storefront window. Designated: 26 May 1970. 

Contributing. 

 

114 6-story, 3-bay, brick, Greek Revival building with 3-bay storefront. Granite stoop; three 

squared entrance openings, each with double-leaf half-glazed and paneled doors and fanlight transoms; granite 

storefront pilasters and cornice; 6/6 wood windows at upper stories; marble lintels and sills; denticulated and 

corbelled brick cornice; flat roof. 

 

East elevation: Stucco. 

 

Built c. 1840. Alterations: replacement Colonial Revival entrance doors; interior and exterior alterations as part of a 

NPS tax credit project, 1981. Designated: 26 May 1970.Contributing. 

 

116-118  6-story, 2-bay, brick, Colonial Revival building with 1-story, 2-bay addition at the western end 

and four-bay storefront extending across entire building. Granite stoops; two squared entrance openings, each with 

double-leaf glazed and paneled wood replacement door; 1- and 2-light storefront windows with 3-light transoms in 

eastern bays, single-light transom in pedimented bay, and 2-light transom in western bay; paneled wood storefront 

base; wood storefront cornice with projecting pediment and columns at western entrance; tripartite 1/1 wood 

windows at upper stories with many windows boarded or missing; cast-iron spandrels; cast-iron cornice with 

modillions; flat roof. 

 

West elevation: stucco; 1/1 wood windows at 2
nd

 story. 

 

Built c. 1905. Designated: 26 May 1970. Contributing.  

 

120 4-story, 2-bay, brick, Greek Revival building with storefront. Granite stoop; two squared 

entrance openings; two double-leaf, half-glazed and paneled doors; multi-light storefront window with 3-light 

transom and panel below; stone storefront pilasters; stone storefront cornice; 6/6 wood windows with panel shutters 

at 2
nd

, 3
rd

, and 4
th

 stories; marble and lintel and sills; denticulated and corbelled brick cornice; flat roof. 

 

East elevation: stucco. 

 

Built c. 1835. Alterations: front elevation restored, 1978. Designated: 26 May 1970. Contributing.   

 

Documentation: BP. 

 

122-124 5-story, 2-bay, brick, Neoclassical building with 4-bay storefront. Two squared entrance 

openings, each with double-leaf glazed wood door and transom; two large single-light fixed wood storefront 

windows with transoms; low brick wall planter; molded wood storefront cornice; tripartite 1/1 wood windows with 

transoms at 2
nd

 to 4
th

 stories; tripartite 1/1 wood windows with round arched transoms at 5
th

 story; brick roundels 



below cornice, decorative brick patterning surrounding windows, and brick paneled spandrels; wide molded wood 

cornice; shaped brick parapet; flat roof. 

 

Built c. 1925. Designated: 1975. Contributing.  

 

126  5-story, 4-bay, brick, Greek Revival building with storefront. Concrete and tile stoop with 

modern pipe railing; squared entrance openings; double-leaf paneled and glazed wood doors; squared granite 

storefront pilasters; narrow, engaged granite columns with pointed arch granite window surrounds at 2
nd

 story; 

granite cornice above 2
nd

 story; paired multi-light steel casement windows at 2
nd

 story with metal panels below; 

replacement 1/1 wood windows at 3
rd

 through 5
th

 stories; cast stone lintels and sills; projecting metal ―Middle East‖ 

sign; corbelled brick cornice with brick dentils; flat roof; stucco penthouse enclosure at roof. 

 

Built 1853 as a store for James A. Brown. Alterations: installation of sidewalk café enclosure, 1987; brick and 

stained glass removed to open blocked-up windows and historical windows installed in existing openings; the two 

window openings are on 1
st
 floor front, 1988; existing windows and doors removed and replaced with new, 1998. 

Designated: 26 May 1970. Contributing. 

 

Documentation: PHC files; BP; FIS.  

 

128-130 4-story, 3-bay, Flemish-bond brick, Greek Revival building with 6-bay storefront. 

Granite stoops; two separate squared entrance openings; half-glazed and paneled single-leaf wood doors with single-

light transoms; large single-light storefront windows with single-light transoms; painted stone pilasters between 

storefront bays; painted stone storefront cornice; replacement 8/8 vinyl windows; cast stone lintels and sills; molded 

brick and molded wood cornice; flat roof. 

  

Built 1851 for Jeremiah Hacker as a wholesale drygoods store. Designated: 26 May 1970. Contributing. 

 

Documentation: FIS.   

 

132 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite stoop; paneled wood storefront with two squared entrance openings; double-leaf half-glazed and paneled 

wood doors with 2-light transoms; large single-light storefront window with 2-light transom and wood panel below; 

pressed metal storefront cornice with end consoles; 1/1 replacement aluminum windows at upper stories; painted 

cast stone sills; molded brick cornice; asphalt shingles on gable roof. 

 

Built 1830 as a warehouse for naval stores for Isaac Heylin. Alterations: replacement windows installed in the 

1980s. Designated: 26 May 1970. Contributing.  

 

Documentation: FIS, PHC files. 

 

134  4-story, 2-bay, Flemish-bond brick, Greek Revival building with Colonial Revival 

storefront. Granite base and stoop; round-arched entrance opening; single-leaf multi-light wood door with wood 

broken pediment door surround; 3-sided storefront window projection with single-light wood windows, multi-light 

transoms, and brick base; elaborate wood Colonial Revival storefront cornice with modillions and triglyphs; 6/6 

wood windows at upper stories and dormer; painted lintels and sills; molded brick cornice; segmental roofed 

dormer; asphalt shingles on gable roof. 

 

Built c. 1830. Alterations: Colonial Revival storefront added c. 1925. Designated: 26 May 1970. Contributing.  

 

136  4-story, 2-bay Greek Revival stucco building with storefront. Granite stoop; central 

squared entrance opening; single-leaf, half-glazed and paneled wood door with single-light transom; fixed single-

light storefront wood windows with single-light wood transoms; 3-bay storefront with stuccoed stone pilasters; 

pressed metal storefront cornice with end consoles; 1/1 replacement aluminum windows at upper stories; painted 

stone sills; molded wood cornice; gable roof. 

 

West elevation: Stucco. 



 

Built 1841 for Archibald Robertson as a store. Alterations: stucco applied to façade. Designated: 26 May 1970. 

Contributing.  

 

Documentation: FIS. 

 

138  3-story, 2-bay, painted brick, Greek Revival building with storefront. Granite stoop; 

squared entrance opening; single-leaf, half-glazed and paneled wood door recessed from storefront; large single-

light aluminum fixed storefront window; wood storefront cornice with pressed metal end consoles; 1/1 aluminum 

windows at 2
nd

 and 3
rd

 stories; boarded window at gable dormer; metal clad sills; aluminum clad cornice; asphalt 

shingles on gable roof. 

 

West elevation: Stucco. 

 

Built c. 1835. Alterations: front alterations to brick store, 1993. Designated: 26 May 1970. Contributing.  

 

Documentation: BP; CT. 

 

140 (a.k.a. 101 S. 2
nd

 Street) 2-story, 2-bay, brick building with storefront. Granite stoop; 

squared entrance opening; single-leaf, half-glazed and paneled wood door with 4-light transom; Greek Revival 

paneled wood storefront with pilasters; large, fixed, single-light, wood storefront window at east; central, fixed, 9-

light wood storefront window; boarded storefront transoms; molded wood storefront cornice with modillions; 

segmental arched window openings at 2
nd

 story with 6/6 wood; narrow wood cornice board; flat roof. 

 

West elevation: 2-story, 4-bay, brick; 2-bay storefront continues from main elevation; two entrance openings, one at 

storefront with single-leaf, half-glazed and paneled wood door and 4-light transom and one at south with 

replacement door and boarded transom; 6-light, fixed, wood storefront window with 7-light, wood transom; 6/6 

segmental arched wood windows at 2
nd

 story. 

 

Built c. 1875. Designated: 6 Feb 1975. Contributing. 



CHESTNUT STREET - 200 Block 
 

 

Paving: Asphalt   

Curbs: Concrete  

Sidewalks: 90% Concrete 10% Brick; grated metal doors for basement access  

Light fixtures: Highway cobra 

 

201 See 62 S. 2
nd

 Street. 

 

205-207 1-story, utilitarian, brick building faced with tile. Squared entrance opening; single-leaf 

glazed wood door with single-light transom; group of three multi-light storefront wood windows; wood terrace with 

vertical board railing; flat roof. 

 

Built c. 1970 on the site where a 5-story loft building (depicted in Baxter's Panoramic Business Directory, 1879) 

once stood. Non-contributing. 

 

209-211 3-story, 6-bay, stucco, Italianate building with storefront. Concrete stoops; segmental 

arched entrance openings with single-leaf, glazed and paneled replacement wood doors and single-light wood 

transoms; segmental arched storefront window openings with single-light wood windows and 2-light wood 

transoms; stuccoed storefront base; replacement paneled wood storefront pilasters; storefront cornice with 

replacement wood signboard; 1/1 below 2/4 wood windows at 2
nd

 story; 2/4 wood windows at 3
rd

 story; stuccoed 

sills and raised stucco window hoods; stuccoed quoins; molded metal cornice; flat roof. 

 

West elevation: 3-story, 5-bay, scored stucco with exposed brick; 1/1 wood windows at 1
st
 story; 1/1 below 2/4 

wood windows at 2
nd

 story; 2/4 wood windows at 3
rd

 story; molded metal cornice at storefront and roofline.  

 

East elevation: stucco. 

 

Built c. 1850. Alterations: office building, loose brick wall repaired, removed and rebuilt with block and stucco, 

1981; façade restored 1987. Designated: 4 Nov 1976. Contributing.  

 

Documentation: BP; PHRSF. 

 

213  (a.k.a. 47-51 Strawberry Street) 5-story, 2-bay, brick, Greek Revival building 

with 3-bay storefront. Granite stoop; squared entrance openings with single-leaf, glazed and paneled wood doors and 

single-light wood transoms; single-light wood storefront window with single-light wood transom; beaded board 

panel below storefront window; painted stone storefront pilasters and cornice; 6/6 wood windows at upper stories; 

stone sills; denticulated pressed metal cornice; flat roof. 

 

East elevation: 4-story, 4-bay, brick; squared entrance opening with replacement double-leaf, paneled wood door, 

one with half glass and one single-leaf paneled wood door; stone sills; stone lintels at 1
st
 story; pressed metal cornice 

continues. 

 

Built c. 1840. Designated: 4 Nov 1976. Contributing. 

 

215  5-story, 2-bay, brick, Greek Revival building with 2-bay storefront. Concrete stoop; 

recessed squared entrance opening with single-leaf, single light, flush wood door; single-light wood storefront 

window; replacement brick storefront; pent storefront roof with asphalt shingles; roll down storefront gate; boarded 

windows at upper stories; stone sills; denticulated pressed metal cornice; flat roof. 

 

Built c. 1840. Alterations: ornamental pent roof added to storefront, 1977. Designated: 4 Nov 1976. Contributing. 

 

Documentation: BP; HABS photograph documentation, 1972. 

 



217  ―Keen Building‖ 5-story, 3-bay, brick, Greek Revival building with 3-bay, cast-iron 

storefront. Concrete stoop; two squared entrance openings with glazed and paneled doors and 3-light transoms; 12-

light storefront window with panels below; cast-iron storefront pilasters and cornice; 6/6 double-hung wood 

windows; granite lintels and sills; denticulated brick cornice; flat roof. 

 

Built 1851 for William W. Keen, designed by architect Samuel Sloan. Cast-iron storefront by Architectural Iron 

Works (Daniel D. Badger), New York. Alterations: building connected internally with 36-38, 40 Strawberry and 219 

Chestnut Street by William W. Keen in 1860. Designated: 4 Nov 1976. Significant. 

 

Documentation: HABS; HABS photograph documentation, 1972; Webster; PHC files; NPS Tax Credit Application, 

Part 1, 2000; FIS.  

 

219  ―Gendell Building‖ 5-story, 3-bay cast-iron, Venetian Gothic building with 3-

bay cast-iron storefront. Concrete stoop; two squared entrance openings with glazed and paneled doors and 3-light 

transoms; 12-light storefront window with panels below; cast-iron storefront pilasters and cornice; cast-iron window 

surrounds with floral motifs; cast-iron pilasters and spandrels; 4/4 wood windows; cast-iron cornice with arcaded 

corbel table; flat roof. 

 

East elevation: brick. 

 

Built c. 1853. Cast-iron front by Architectural Iron Works, New York (Daniel D. Badger). Alterations: 219 

internally connected with 30 Strawberry Street, 1860; interior and exterior renovation, 2001. Designated: 4 Nov 

1976. Significant. 

 

Documentation: PHC files; HABS photograph documentation, 1972; Rae City Directory; Webster; NPS Tax Credit 

Application, Part 1, 2000. 

 

221  ―Landreth Building‖ 5-story, 3-bay, cast-iron, Venetian Gothic building with 3-bay cast-

iron storefront. Concrete steps; squared entrance openings; double-leaf replacement half-glazed and paneled wood 

doors with paired single-light wood transoms below 6-light wood transoms; 2-light wood storefront window; cast-

iron storefront pilasters and cornice with wood signboard; stucco storefront base; cast-iron window surrounds with 

floral motifs; cast-iron pilasters and spandrels; 4/4 wood windows; cast-iron cornice with arcaded corbel table; flat 

roof. 

 

West elevation: brick. 

 

Built c. 1853 by David Landreth, owner of Landreth Garden, Field, Bird and Seed (seeds and tools for farming and 

gardening). Cast-iron front by Daniel D. Badger, Architectural Iron Works, New York. Alterations: fire escape 

removed from front of building, 1988; new aluminum rear windows, 1989. Designated: 4 Nov 1976. Siginficant.  

 

Documentation: BP; Rae City Directory, 1851; FIS; HABS; Webster; HABS photograph documentation, 1972; PHC 

files.  

 

223-225  4-story, 4-bay, brick, Renaissance Revival building with 4-bay cast-iron storefront. 

Concrete stoop; squared entrance opening with double-leaf replacement glazed aluminum door and boarded 

transom; multi-light storefront steel windows with fully arched boarded transoms; permastone storefront panels; 

cast-iron storefront pilasters with fluted metal panning; cast-iron storefront cornice; fully arched window openings 

with multi-light replacement fixed steel windows at upper stories; stone sills; three-story brick pilasters; arcaded 

corbel table brick cornice; flat roof. 

 

Built 1857 for Edward Shippen, estate of Ann Keasley. Designated: 4 Nov 1976. Contributing. 

 

Documentation: HABS; HABS photograph documentation, 1972. 

 

227 (a.k.a. 35-43 S. Bank Street) 4-story, 2-bay, cast-iron, Venetian Gothic building with 3-

bay storefront. Concrete stoop; fixed multi-light replacement steel storefront windows with security grates and fully 



arched boarded transoms; cast-iron storefront pilasters with fluted metal panning; permastone storefront base; vinyl 

clad storefront cornice; segmental arched window openings with multi-light steel windows and single-light wood 

transoms at upper stories; cast-iron lintels and sills; pressed metal cornice; flat roof.  

 

West elevation: 4-story, 6-bay, painted brick; painted marble base; multi-light steel windows in wood frames 

throughout with security grates at 1
st
 story; marble lintels and sills; pressed metal cornice. 

 

North elevation: stucco; square 4-light steel windows at 2
nd

 to 4
th

 stories; multi-light steel window at 4
th

 story. 

 

Built c. 1855. Alterations: windows replaced. Designated: 4 Nov 1976. Significant.  

 

229 (a.k.a. 44-50 S. Bank Street) 5-story, 3-bay, sandstone, Renaissance Revival building 

with 3-bay storefront. Granite stoop; squared entrance opening with single-leaf replacement glazed wood door and 

single-light wood transom; single-light wood storefront window with 2-light wood transom; wood storefront base, 

pilasters, and cornice with pressed metal console; segmentally arched window openings at 2
nd

 and 5
th

 stories; square 

window openings at 3
rd

 story; fully arched window openings at 4
th

 story; 4/4 wood windows at upper stories; raised 

floral sandstone decoration and cornice above 2
nd

 story windows; recessed sandstone quatre-foils at spandrels above 

3
rd

 story windows; sandstone arcaded corbel table and cornice above 4
th

 story windows; sandstone cornice with 

shallow pediment; flat roof. 

 

East elevation: 5-story, brick; sandstone base; squared entrance opening; single-leaf replacement beaded wood door 

with small lights and single-light transom; 4/4 wood windows throughout; brownstone lintels and sills; painted sign 

at 1
st
 story; sandstone beltcourse above 1

st
 story; molded brick cornice. 

 

West and North elevation: brick. 

 

Built c. 1860. Alterations: cornice replaced on two street fronts, 1980; window repair/replacement and renovation of 

side entrance, 1999; interior and exterior renovations, 2000-2001. Designated: 4 Nov 1976. Contributing. 

 

Documentation: BP; HABS photograph, 1972; NPS Tax Credit Application. 

 

231  4-story, 3-bay, cast-iron, Italianate building with storefront. Concrete ramp; squared 

entrance opening; single-leaf replacement half-glazed door with boarded transom; single-light wood storefront 

window and wood shingle clad panels below; pair of 3-light wood casement storefront windows; cast-iron storefront 

pilasters; wood shingle clad pent roof above storefront; segmentally arched window openings at upper stories; 

replacement 4/4 wood windows at 2
nd

 and 3
rd

 stories; replacement 2/2 wood windows at 4
th

 story; cast-iron pilasters 

and spandrels from 2
nd

 to 4
th

 stories; fire escape across all bays from 2
nd

 to 4
th

 stories; cast-iron cornice with scrolled 

consoles; flat roof. 

 

Built 1852 for Elijah Vansyckell. Alterations: front windows replaced,1995; rear windows replaced, 1996. 

Designated: 4 Nov 1976. Significant. 

 

Documentation: FIS; HABS photograph documentation, 1972. 

 

233  4-story, 3-bay, brick, Italianate building with 3-bay sandstone storefront. Concrete ramp; 

squared entrance opening; double-leaf glazed replacement aluminum door with boarded transom; single-light wood 

storefront windows with boarded transoms; storefront panels panned in aluminum; sandstone storefront pilasters 

with stylized capitals and stuccoed areas; denticulated sandstone storefront cornice; replacement 1/1 vinyl windows 

at upper stories; brownstone sills; Italianate cast-iron lintels at 2
nd

 and 3
rd

 stories; brick corbeling below pressed 

metal cornice with end consoles; flat roof. 

 

Built c. 1870. Designated: 4 Nov 1976. Contributing. 

 

Documentation: HABS photograph documentation, 1972. 

 



235 ―Elliot Building‖ 5-story, 5-bay, granite, Italianate building with storefront. Granite steps; 

concrete stoop; 5 squared entrance openings with double-leaf glazed and paneled wood doors; 2-light transoms with 

denticulated granite transom bars; granite storefront pilasters; denticulated granite storefront cornice with scrolled 

brackets; segmentally arched window openings at 2
nd

 to 4
th

 stories; fully arched window openings at 5
th

 story; 2/2 

wood windows with paired arched wood transoms; granite pilasters between bays at upper stories; bracketed granite 

cornice with consoles and ―ELLIOT 1856‖ at center; flat roof. 

 

East elevation: stucco. 

 

Built 1856 by architectural firm of Joseph C. Hoxie and Stephen Button. Designated: 4 Nov 1976. Significant. 

 

Documentation: HABS; Webster; NPS Tax Credit Application, 1989; HABS photograph, 1972. 

 

237  ―Leland Building‖ 5-story, 3-bay, granite, Italianate building with storefront. Granite and 

concrete stoop; 3 squared entrance openings with double-leaf glazed and paneled wood doors; 2-light transoms with 

denticulated granite transom bars; granite storefront pilasters; denticulated granite storefront cornice with scrolled 

brackets; segmentally arched window openings at 2
nd

 to 4
th

 stories; fully arched window openings at 5
th

 story; 2/2 

wood windows with paired arched wood transoms; granite pilasters between bays at upper stories; bracketed granite 

cornice with consoles and ―LELAND 1854‖ at center; flat roof. 

 

Built 1854, by the architectural firm of Joseph C. Hoxie and Stephen Button for Charles Leland, owner of a 

wholesale drygoods business. Alterations: interior and exterior alterations as part of NPS tax credit project, 1986. 

Designated: 4 Nov 1976. Significant. 

 

Documentation: HABS photograph, 1972; HABS; Webster. 

 

239  ―Lewis Building‖ 5-story, 4-bay, cast-iron Italianate building with storefront. Squared 

entrance openings; single-leaf replacement glazed wood door and boarded double transom; single-leaf replacement 

wood door with large oval light and boarded transom; single-light wood storefront windows with wood single-light 

transoms and cast-iron panels below; paneled cast-iron storefront pilasters; bracketed cast-iron storefront cornice 

with scrolled end consoles; segmentally arched window openings at upper stories with 4/4 wood windows; stuccoed 

lintels and sills; cast-iron cornice with arcaded corbel table and urn-shaped brackets; fire escape from 2
nd

 to 5
th

 

stories at two west bays with flush, single-leaf metal doors; flat roof. 

 

Built 1852, Stephen D. Button, architect; cast-iron storefront by Daniel D. Badger of Architectural Iron Works, New 

York. Designated: 4 Nov 1976. Significant.  

 

Documentation: Tatman and Moss; FIS; HABS; Webster; PHC files; HABS photograph, 1972. 

 

241 ―Lewis Building‖ 5-story, 4-bay, cast-iron Italianate building with storefront. Concrete 

stoop; squared entrance openings; double-leaf replacement flush metal door with small lights and boarded double 

transom; two single-leaf replacement flush metal doors with boarded transoms; single-light wood storefront 

windows with cast-iron panels below and boarded transoms; paneled cast-iron storefront pilasters; bracketed cast-

iron storefront cornice with scrolled end consoles; segmentally arched window openings at upper stories with 4/4 

wood windows; stuccoed lintels and sills; cast-iron cornice with arcaded corbel table and urn-shaped brackets; flat 

roof. 

 

North elevation: 5-story, 3-bay, brick at upper stories; stucco at rear ell; 6/6 wood windows at 3
rd

 to 5
th

 stories. 

 

West elevation: stucco; rear ell, 2-story, brick; 1/1 replacement aluminum windows at 1
st
 story; 6/6 wood window at 

2
nd

 story. 

 

Built 1852, designed by Stephen D. Button, architect. Cast-iron storefront by Daniel D. Badger of Architectural Iron 

Works, New York. Designated: 4 Nov 1976. Significant.  

 

Documentation: Tatman and Moss; FIS; HABS; Webster; PHC files; HABS photograph, 1972. 



 

243  ―Borie Brothers Bank‖ 2-story, 2-bay, Flemish-bond brick with glazed headers, Georgian 

Revival building. Marble and concrete stoop; painted brick watertable; full-arched entrance opening with 

pedimented, Georgian Revival wood door surround and Doric engaged columns; half paneled and glazed double-

leaf wood door with Gothick wood fanlight; multi-light wood rondel above entrance; segmentally arched window 

opening at 1
st
 story with 20/16 wood window; terra cotta beltcourse above 1

st
 story; squared entrance opening at 2

nd
 

story with double-leaf multi-light French wood door and wrought iron balconette; 8/8 wood window at 2
nd

 story; 

terra cotta keystones; marble sills; raised brick quoins; modillioned wood cornice; hipped roof. 

 

West elevation: 2-story Flemish-bond brick with glazed headers; fully arched blind window openings at end bays on 

1
st
 story; fully arched multi-light/20 wood windows at 1

st
 story; terra cotta swag decoration above middle arched 

window at 1
st
 story; multi-light wood rondels at end bays of 1

st
 story; terra cotta beltcourse continues; squared 

entrance openings at 2
nd

 story with double-leaf multi-light French wood doors and wrought iron balconettes; 8/8 

wood windows at 2
nd

 story; terra cotta keystone accents; marble sills; raised brick quoins; wood cornice continues. 

 

North elevation: 3 ½ story, 2-bay, Flemish-bond brick with glazed headers; 8/8 wood windows at 1
st
 story; 6/6 wood 

windows at 2
nd

 story; 4/4 and 6/6 wood windows at 3
rd

 story; half-round multi-light wood window at attic; painted 

marble sills; terra cotta beltcourse continues; metal fire escape. 

 

Built 1897 by Wilson Eyre, Jr. architect. Designated: 4 Nov 1976. Significant. 

 

Documentation: HABS; Webster. 



CHESTNUT STREET - 300 Block 
 

 

Paving: Asphalt   

Curbs: Concrete  

Sidewalks: 90% Concrete 10% Brick  

Light fixtures: Highway cobra 

 

301 (a.k.a. 54-58 S. 3
rd

 Street) ―Heaton‘s Hotel‖ 4-story, 3-bay, Flemish-bond brick, Greek 

Revival building with storefront. Marble stoop; corner square entrance opening; double-leaf paneled and glazed 

door; 2/2 and 3/3 storefront wood windows with wood panels below; brick storefront base; wood storefront 

pilasters; stucco beltcourse at storefront cornice level; 6/6 wood windows at upper stories; marble lintels and sills; 

pressed metal cornice; flat roof. 

 

West elevation: stucco. 

 

East elevation: 4-story, 7-bays, Flemish-bond brick; double-leaf metal bulkhead doors to basement; square entrance 

openings; double-leaf paneled and glazed door; half paneled and glazed single leaf wood doors; 2/2 and 3/3 wood 

windows at storefront; 6/6 wood windows at upper stories; projecting box neon sign at corner; fire escape at 3
th

 and 

4
th

 bays; pressed metal cornice continues. 

 

Built c. 1832 as an inn/boarding house. Alterations: new window openings, stucco, and pent roof at 1
st
 floor, 1977; 

removal of stucco to expose original columns and lintels, removal of pent roof, 1979; new door, 1980. Designated: 5 

Apr 1973. Contributing. 

 

Documentation: PHC files; FIS. 

 

303 2-story, 3-bay, Flemish-bond brick, Colonial Revival building. Granite stoop; full arched 

entrance and window openings with cast stone keystones at 1
st
 floor; double-leaf paneled and glazed wood door with 

fanlight; paneled wood reveal; full-arched multi-light wood window with fanlight at 1
st
 story; 6/6 wood windows at 

2
nd

 story; cast stone sills; cast stone keystones in brick jack arches at 2
nd

 story; cast stone beltcourse above 1
st
 story 

with engraved ―1872 1948‖; cast stone cap at roofline; flat roof. 

 

West elevation: Flemish-bond brick. 

 

Built 1948. Alterations: new building being constructed on west elevation wall. Non-Contributing.  

 

305-311 1-story, 3-bay, contemporary building. Granite base; 4-light over 2-light aluminum 

windows; slate pilasters extending beyond cornice to form pergola; roof deck with brushed aluminum railing. 

 

Built 2001. Site of Bank of America building by architect James H. Windrim, 1895, demolished, 1972. Non-

contributing. 

 

313 7-story, 1-bay, curtain wall, Classical Revival building with Late Modern facade. Granite 

and concrete steps with pipe railing; square entrance openings; double-leaf aluminum glazed doors; fixed, grouped 

single-light aluminum windows in curtain wall from 1
st
 story to roofline; flat roof. 

 

East elevation: stucco with brick on upper two stories; curtain wall windows at rear half of elevation. 

 

Built 1953 by Trautwine & Howard. Alterations: new façade by architect Richard Conway Meyer, 1997. Non-

contributing. 

 

Documentation: BP. 

 

315 (a.k.a. 35-57 S. Orianna Street) ―First National Bank‖ 2-story, 3-bay, granite, Italianate 

building. Watertable; engaged Doric columns at 1
st
 story flanking original entrance opening; granite pilasters at 1

st
 



and 2
nd

 stories; full-arched window openings throughout; paired 2-light wood casement windows with two-light 

arched wood transoms; window surrounds, lintels and sills; balustrade at middle bay of 2
nd

 story; quoins; 

denticulated and modillioned cornice; flat roof. 

 

West elevation: 2-story, 3-bay main building with 5-story, 8-bay rear extension; painted brick; stucco watertable; 

squared openings at raised basement level of rear extension with 2/2 wood windows; full-arched window openings 

at first 6 bays of 1
st
 story and first 3 bays of 2

nd
 story with 2/4 wood windows and some 1/1 wood replacement 

windows; segmental arched window openings at 1
st
 to 5

th
 stories of rear extension with 1/1 wood windows; squared 

entrance opening at 2
nd

 story of rear extension with double-leaf wood French door and multi-light wood transom; 

terra cotta cap at roofline; flat roof. 

 

Built 1865-67, John McArthur, Jr., architect, John Rice, builder. Alterations: rear addition by architect John T. 

Windrim, 1912; original entrance at center bay removed, 1953; windows in four rear 1
st
-story bays of west elevation 

altered before 1959; restoration of 1865 windows on Chestnut St., restoration of original windows and install storm 

windows on Orianna St. façade, 1997. First national bank chartered in the United States, designed by the architect of 

City Hall. Designated: 30 June 1970 & 6 Nov 1980. Significant. 

 

Documentation: HABS; Webster; Tatman and Moss; BP.  

 

321 (a.k.a. 36-58 S. Orianna Street) ―E.W. Clark Bank‖ 4-story, 3-bay, marble, Beaux Arts 

building. Concrete steps with replacement iron railing; marble watertable; squared entrance opening; double-leaf 

paneled metal door with single-light aluminum transom; single-light aluminum windows with single-light aluminum 

transoms and bronze exterior grills at 1
st
 story; 1/1 aluminum windows at upper stories; marble lintels and sills; 

marble colossal pilasters with Ionic capitals supporting denticulated marble cornice; marble cornice at above 3
rd

 

story; denticulated marble cornice; shaped marble parapet with ―MDCCCCV‖ in incised Roman numerals; flat roof; 

acroteria. 

 

East elevation: 4-story, 12-bay, white brick; 3
rd

 and 4
th

 story addition at rear in buff brick; glazed ramp to glazed, 

projecting enclosure with double-leaf doors; 1/1 aluminum windows and several blind windows; brick piers with 

marble bases; marble lintels and sills; marble cornices at every story. 

 

North elevation: stucco; fixed aluminum windows with arched aluminum transoms at 4
th

 story.  

 

Built 1905 by architect T.P. Chandler for the E.W. Clark Bank. Designated: 30 June 1970. Significant. 

 

Documentation: Tatman and Moss. 

 

325-341  (a.k.a. 45-51 S. 4
th

 Street) 13-story, multi-bay, blue glass and black metal 

spandrel curtain wall, Modern office building. Second story cantilevered, supported by aluminum clad columns; 

squared entrance openings; single-leaf and double-leaf glazed aluminum doors; glazed aluminum revolving doors; 

balcony railing at 4
th

 story roof deck; flat roof. 

 

West elevation: 13-story, multi-bay, blue glass and black metal spandrel curtain wall; engaged aluminum clad 

columns at 1
st
 story; squared entrance openings; single-leaf and double-leaf glazed aluminum doors. 

 

Built c. 1958. Non-contributing.  

 



CHESTNUT STREET - 400 Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: 70% Concrete, 30% Granite (scored) 

Light fixtures: Highway cobra 

 

401 (a.k.a. 50 S. 4
th

 Street) ―Omni Hotel‖ 15-story, 11-bay, brick and cast concrete, 

Postmodern hotel. Cast concrete base at 1
st
 and 2

nd
 stories; squared entrance openings; revolving glazed bronze 

doors; single-leaf glazed aluminum doors with sidelights and arched aluminum transoms at 1
st
 story and 2

nd
 story; 

multi-light fixed aluminum grouped windows at 1
st
 story; arched window openings at 2

nd
 story with multi-light fixed 

aluminum windows; 1/1 aluminum windows at upper stories; metal balconettes at 2
nd

 story; large central and corner 

pediments with smaller pediments between. 

 

East elevation: 15-story, 3-bay; same treatment. 

 

West elevation: 15-story, 3-bay; same treatment. 

 

Built 1990. Site of the Provident Life & Trust Company, 409 Chestnut Street, by architect Frank Furness, 1879, and 

10-story addition at 401-407 Chestnut Street by Furness & Evans, 1890; demolished 1960. Non-contributing. 

 

419-425 (a.k.a. 410 Ranstead Street) ―The Philadelphia Bank Building,‖ also known as the ―Bank 

of Pennsylvania Building‖ 4-story, 5-bay, granite, Renaissance Revival building in the Venetian mode. Granite 

stoop with bronze railing; segmental arched window openings at basement with wrought iron grates; full arched 

entrance opening; double-leaf paneled cast-iron door; stylized full arched window openings at 1
st
 story; pilasters 

between bays at 1
st
 story; cornice with balustrade and central pediment above 1

st
 story; clipped square window 

openings at 2
nd

 story; full arched window openings at 3
rd

 story; segmental arched window openings at 4
th

 story; 1/1 

wood windows throughout; quoins; keystones at all stories; heavy bracketed cornice with shaped parapet; flat roof. 

 

North elevation: 6-story, 3-bay, brick; brick watertable with granite beltcourse at top; full arched entrance opening 

with 3-sided projecting bay window filling entire opening; pedimented granite surround; full arched window 

openings at 1
st
 story; 3-sided square projecting bays at end bays of 2

nd
 and 3

rd
 stories and all bays of 4

th
 to 5

th
 

stories;1/1 wood windows throughout; flat roof. 

 

West elevation: 3-sided square projecting bays at end bays of 2
nd

 and 3
rd

 stories and all bays of 4
th

 to 5
th

 stories; 1/1 

wood windows throughout; flat roof. 

 

Built 1857-59, designed by architect John M. Gries; iron work by H.C. Oram & Co. Alterations: 4-story addition 

between front and rear buildings, 1892; five story office building, 1892-93; rear banking hall originally covered by 

cast-iron dome demolished in 1892-93; modifications to rear building by architect T.P. Chandler, Jr., 1903; exterior 

and interior modifications as part of NPS tax credit project, 1991. Gries had recently completed adjacent Farmers 

and Mechanics Bank when he designed this building in a similar style based on the Renaissance palaces of Venice. 

The building was still under construction when the Bank of Pennsylvania failed during Panic of 1857. The 

subsequent owner, the Philadelphia Bank (later known as PNB), completed the building. Designated: 24 June 1969. 

Significant. 

 

Documentation: Webster; Tatman and Moss; Gallery; NPS Tax Credit Application, 1991. 

 

425-429 (a.k.a. 420 Ranstead Street) ―Farmers‘ and Mechanics‘ Bank‖ 3-story, 5-bay, marble, 

Renaissance Revival building. Marble watertable; arched basement window openings with iron grates; marble steps 

with replacement bronze railings; full arched entrance opening; double-leaf replacement glass door with single-light 

transom; full arched window openings at 1
st
 and 2

nd
 stories; segmental arched window openings at 3

rd
 story; 4/2 

wood windows at 1
st
 story; 6/4 wood windows at 2

nd
 story; 2/2 wood windows at 3

rd
 story; bracketed marble hoods 

over end window bays and entrance at 1
st
 story; bracketed marble window crowns at 2

nd
 story; marble quoins at 2

nd
 



story; carved marble frieze panels above windows at 2
nd

 story; bracketed marble cornice with metopes and scrolled 

end consoles and shaped parapet with relief sculpture; flat roof. 

 

North elevation: 3-story, 4-bay, brick; squared entrance openings; basement access; double-leaf flush steel doors; 

rough-cut granite watertable; 12/12 wood windows with iron grates at 1
st
 story; 9/9 wood windows at 2

nd
 story; 6/6 

wood windows at 3
rd

 story; granite lintels and sills at 1
st
 story; brownstone lintels and sills at upper stories; 

segmental arched roof; brick cornice. 

 

Built 1854-55 by architect John M. Gries; John Rice, builder; William Struthers, marble mason; Robert Wood, iron 

work. Alterations: interior altered, 1873; rear one-story addition by architect C. Henry Wilson, 1917; interior altered 

by architects William Steele and Sons, 1919; altered to museum, c. 1965; renovated by architecture firm of Bower 

Lewis Thrower, 1984 and 1993. Designated: 24 June 1969. Significant. 

 

Documentation: FIS; HABS; Webster. 

 

431 (a.k.a. 430 Ranstead Street) ―Pennsylvania Company for Insurances on Lives and 

Granting Annuities‖ 3-story, 3-bay, granite, Neo-Grec building. Granite steps with bronze railing and cast-iron 

newels; segmental arched window openings at basement with wrought iron grates; watertable; full arched entrance 

opening; double-leaf paneled and glazed wood door with wood transom; full arched window openings throughout; 

single-light wood windows with transoms at 1
st
 story; 1/1 replacement wood windows with transoms at 2

nd
 story; 1/1 

wood windows at 3
rd

 story; pilasters with incised floral capitals at 1
st
 story; paneled pilasters at 2

nd
 story; stylized 

Doric columns between window openings at 3
rd

 story; modillioned beltcourse with decorative end consoles above 1
st
 

story windows; bracketed Italianate cornice with shaped and incised parapet; flat roof. 

 

North elevation: 2-story, 3-bay, brick; concrete stoop; full arched entrance opening with infill; replacement single-

leaf flush steel door; full arched window openings throughout; 2/2 wood windows with arched transom at 1
st
 story; 

1/1 wood windows at 2
nd

 story; stone sills; brick cornice; flat roof. 

 

Built 1871-73 by architect Addison Hutton and constructed by builder William A. Armstrong. Alterations: 

remodeled by Addison Hutton in 1880, 1910s; PNC bought building in the 1940s, cut internal entrances, and 

removed Chestnut St. entrance. Designated: 24 June 1969. Significant. 

 

Documentation: Gallery; HABS; Webster; NPS Tax Credit Application, Part 1, 1982. 

 

433-441 (a.k.a. 55 S. 5
th

 Street; 438 Ranstead Street) ―Lafayette Building‖ 10-story, 12-bay, 

limestone and buff Roman brick, Neoclassical building. Granite base; rusticated limestone at first two stories; two-

story fluted limestone Corinthian columns supporting stylized limestone pediment; squared entrance openings; 

double-leaf replacement glazed aluminum doors; large fixed display windows at 1
st
 story; replacement 1/1 

aluminum windows with single-light aluminum transoms at 2
nd

 to 10
th

 stories; decorative bronze spandrels between 

1
st
 and 2

nd
 story windows; Roman brick with terra cotta accents at upper stories; 2-bay terra cotta balconies with 

wrought iron railings supported by scrolled terra cotta brackets at end bays at 8
th

 story; terra cotta cornice; flat roof; 

brick penthouse structures with flat roofs and acroteria at end bays. 

 

East elevation: 10-story, 13-bay, same materials and details as main elevation; 4/4 windows at 6
th

 to 10
th

 stories; 

brick penthouse structures with flat roofs and acroteria at end bays. 

 

West elevation: 10-story, 5-bay, same materials and details as main elevation; squared entrance openings; double-

leaf replacement glazed aluminum doors; replacement 1/1 aluminum windows with single-light aluminum transom 

at 2
nd

 to 10
th

 stories; decorative bronze spandrels between 1
st
 and 2

nd
 story windows; 4-bay terra cotta balconies with 

wrought iron railings supported by scrolled terra cotta brackets at end bays at 8
th

 story; terra cotta cornice; flat roof; 

brick penthouse structures with flat roofs and acroteria at end bays. 

 

North elevation: 10-story, 12-bay, same materials as main elevation; two-story fluted limestone Corinthian columns 

supporting stylized limestone pediment; Roman brick with terra cotta accents at upper stories; squared entrance 

openings; double-leaf replacement glazed aluminum doors; replacement 1/1 aluminum windows with single-light 

aluminum transom at 2
nd

 to 10
th

 stories; decorative bronze spandrels between 1
st
 and 2

nd
 story windows; 2-bay terra 



cotta balconies with wrought iron railings supported by scrolled terra cotta brackets at end bays at 8
th

 story; terra 

cotta cornice continues; flat roof; brick penthouse structures with flat roofs and acroteria at end bays. 

 

Built 1907 by architect James H. Windrim for the estate of Stephan Girard. Significant. 



N. CHRISTOPHER COLUMBUS BOULEVARD – Unit Block 
 

 

Paving: Asphalt; Granite block median strips with concrete curbs   

Curbs: Concrete 

Sidewalks: Concrete   

Light fixtures: Highway cobra 

 

3 Municipal Pier 3: 2-story, 546’ x 185’, concrete and buff brick, Neoclassical pier 
shed. Concrete base; squared entrance openings; single-leaf glazed wood doors with multi-light wood 
sidelights and multi-light wood transoms; single-leaf, flush steel door with 12-lights; metal canopy over 
southern entrance; grouped multi-light steel windows with grouped multi-light steel transoms at 1

st
 story; 

open garage entrances with multi-light steel transoms; 24-light steel windows at 2
nd

 story; limestone sills, 
belt courses, and other details; brick parapet with limestone cap. 
 
North elevation: 2-story, brick return with details matching the front façade at west; 4-story, multi-bay, 
steel construction extending to the east into Delaware River; replacement 1/1 aluminum windows 
throughout. 
 

South elevation: 2-story, brick return with details matching the front façade at west; 4-story, multi-bay, steel 

construction extending to the east into Delaware River; steel panel infill at 1
st
 story; replacement 1/1 aluminum 

windows throughout; tubular iron railing at balconies. 

 

East elevation: 2-story with corner towers, buff brick; multi-light steel windows; limestone sills, belt courses, and 

other details; brick parapet with limestone cap. 

 

Pier 3-5 connector: 2-story, 10-bay, buff brick; segmental arched entrance openings at 1
st
 story; concrete steps with 

pipe railing; replacement single-leaf glazed aluminum doors with sidelights and single-light aluminum transoms; 

replacement multi-light aluminum windows at 2
nd

 story; limestone door and window surrounds, cornice, and other 

details; metal canopy above 1
st
 story; flat roof. 

 

Built 1923 by the City of Philadelphia as the Girard Group. Significant. 

 

Documentation: NPS Tax Credit Application Part 1, 1986. 

 

North elevation: 2-story, brick return with details matching the front façade at west; 4-story, multi-bay, 
steel construction extending to the east into Delaware River; replacement 1/1 aluminum windows 
throughout. 
 

South elevation: 2-story, brick return with details matching the front façade at west; 4-story, multi-bay, steel 

construction extending to the east into Delaware River; steel panel infill at 1
st
 story; replacement 1/1 aluminum 

windows throughout. 

 

East elevation: 2-story with corner towers, buff brick; multi-light steel windows; limestone sills, belt courses, and 

other details; brick parapet with limestone cap. 

 

Pier 5-9 connector: 2-story, 10-bay, buff brick; segmental arched entrance openings at 1
st
 story; concrete steps with 

pipe railing; replacement single-leaf glazed aluminum doors with sidelights and single-light aluminum transoms; 

replacement multi-light aluminum windows at 2
nd

 story; limestone door and window surrounds, cornice, and other 

details; metal canopy above 1
st
 story; flat roof. 

 

Built 1923 by the City of Philadelphia as the Girard Group. Significant. 

 

Documentation: NPS Tax Credit Application Part 1. 1986. 

 



21 Municipal Pier 9 North: 1-story, 4-bay, concrete and brick, Neoclassical pier. Pier 

measures 536‘ x 100‘; cargo shed measures 517‘ x 90‘. Timber pile construction of pier; reinforced concrete 

substructure consists of tapered concrete pedestals. Rusticated base; rusticated corner towers; full arched entrance 

openings with voussoirs and keystones; boarded entrances; full arched garage openings with roll-down steel doors; 

boarded group of three windows flanking garage openings; modillioned cornice; gable roof with monitor.  

 

North elevation: 1-story with monitor, 25-bay, steel frame; front façade wraps onto westernmost bay; arched 

concrete substructure; concrete block at eastern end; openings boarded with corrugated metal; 18-light steel 

windows; multi-light steel monitor windows. 

 

South elevation: mirrors north elevation. 

 

East elevation: Rusticated base; rusticated corner towers; full arched entrance openings with voussoirs and 

keystones; boarded entrances; modillioned cornice; gable roof with monitor. 

 

Built 1919 by the City of Philadelphia. Significant. 



N. CHRISTOPHER COLUMBUS BOULEVARD – 100 Block 
 

 

Paving: Asphalt; Granite block median strips with concrete curbs   

Curbs: Concrete 

Sidewalks: Concrete   

Light fixtures: Highway cobra 

 

 

**************** 

 

120 10-story, 10-bay, two-tone concrete panel Post Modern hotel. Glazed ceramic tile at 1
st
 

and 2
nd

 stories; grouped single-light aluminum windows at 1
st
 story; paired single-light aluminum sliding windows 

at upper stories; flat roof. 

 

South elevation: 4-bay, two-tone concrete panel; glazed ceramic tile at 1
st
 and 2

nd
 stories; squared porte-cochere; 

squared entrance openings; double-leaf and revolving glazed aluminum doors; grouped single-light aluminum 

windows at 1
st
 story; paired single-light aluminum sliding windows at upper stories. 

 

West elevation: 10-bay, two-tone concrete panel; glazed ceramic tile at 1
st
 and 2

nd
 stories; grouped single-light 

aluminum windows at 1
st
 story; paired single-light aluminum sliding windows at upper stories; flat roof. 

 

North elevation: 4-bay, two-tone concrete panel; glazed ceramic tile at 1
st
 and 2

nd
 stories; paired single-light 

aluminum sliding windows at upper stories. 

 

Built 1986 by Friday Architects. Former site of Lummis Peanut Butter Factory and warehouses, which operated 

from 1903 to 1960. Non-contributing. 

 

140 (a.k.a. 2-10 Race Street) ―High Pressure Fire Service Building‖ 1-story, 3-bay, brick, 

Renaissance Revival building. Granite step; stone base; brick watertable with stone cap; full arched entrance infilled 

with brick; full arched window openings infilled with brick at north bay and glass block at south bay; stone sills; 

brick pilasters; terra cotta bases, capitals, imposts, voussoirs, keystones, and string courses; "High Pressure Fire 

Service" in arch over entrance; terra cotta cornice with modillions; central pediment; hipped roof clad with asphalt.  

 

North elevation: 8-bay, brick; stone base; brick watertable with stone cap; concrete steps; full arched loading dock 

openings with roll-down doors and single-leaf paneled metal doors with brick and glass block infill; full arched 

window openings with small single-light windows, vents, and brick and glass block infill; stone sills; brick pilasters; 

terra cotta bases, capitals, imposts, voussoirs, keystones, and string courses; terra cotta cornice with modillions; 

central pediment. 

 

South elevation: stucco. 

 

West elevation: 1-story, 3-bay, brick; stone base; brick watertable with stone cap; granite steps; full arched openings 

with double-leaf paneled and glazed metal door with 3-light wood transom and brick and glass block infill; full 

arched window openings with small single-light windows, vents, and brick and glass block infill; stone sills; brick 

pilasters; terra cotta bases, capitals, imposts, voussoirs, keystones, and string courses; "High Pressure Fire Service" 

in arch over entrance; terra cotta cornice with modillions; central pediment.  

 

Built 1902 by the City of Philadelphia to serve as the water pumping station. Alterations: remodeled in 1954: 

original roof monitor removed, original slate and metal roofing replaced with asphalt and rubber membrane, original 

large steel frame windows removed, and original entrance on Delaware Avenue infilled and relocated to Race Street. 

Designated: 6 Apr 1972. Significant. 

 

Documentation: Report by Ortega Consulting Structural Engineers, 1997, PHC files. 



N. CHRISTOPHER COLUMBUS BOULEVARD – 200 Block 
 

 

Paving: Asphalt; Granite block median strips with concrete curbs   

Curbs: Concrete 

Sidewalks: Concrete   

Light fixtures: Highway cobra 

 
 
211 Pier 12, 2-story, 3-bay, stucco pier building. Squared entrance opening; recessed single-

leaf flush metal door; two squared garage openings with roll-down aluminum doors; infilled window at 1
st
 story; 

fixed 18-light aluminum windows at 2
nd

 story; gabled with "12"; flat roof.  

 

North elevation: 2-story stucco section at west; squared entrance opening; double-leaf glazed aluminum door 

surrounded by grouped single-light aluminum windows; squared projection at 2
nd

 story with fixed single-light 

aluminum windows; 2-story, 6-bay pier structure with concrete base extending east into the Delaware River; 

corrugated metal siding; grouped multi-light steel windows at 1
st
 story; continuous band of 12-light steel windows at 

2
nd

 story; flat roof. 

 

South elevation: 2-story section at west; corrugated metal siding; 2-story, 6-bay pier structure with concrete base 

extending east into the Delaware River; corrugated metal siding; grouped multi-light steel windows at 1
st
 story; 

continuous band of 12-light steel windows at 2
nd

 story; flat roof. 

 

Built c. 1980, front building; rear building built c. 1925. Contributing. 

 

**************** 

 

230-234 2-story, 12-bay, stucco paneled, Post-Modern building. Ceramic tile base; separate 

squared entrance openings; single-leaf glazed wood doors with sidelights and 4-light wood transoms; tripartite 

single-light wood windows at 1
st
 story with paired 4-light wood transoms; 9/1 wood windows at 2

nd
 story; single-

light wood windows at 2
nd

 story; ceramic tile accents above 2
nd

 story windows; shaped parapet with oval cut-outs; 

pipe iron railing at roof deck; flat roof. 

 

North elevation: mural-painted stucco. 

 

South elevation: 2- and 3-story, 11-bay, stucco panels; 2-light wood windows at basement level; fixed 4-light wood 

windows at rear seven bays; 9/1 wood windows at eastern four bays.  

 

West elevation: 2- and 3-story, 3-bay, painted brick at 1
st
 story and concrete block at upper stories; squared entrance 

openings with single-leaf flush steel doors; glass block infills window openings. 

 

Built c. 1985. Non-contributing. 

 

240 Vacant lot. Non-contributing. 

 

250 Vacant lot. Non-contributing. 



N. CHRISTOPHER COLUMBUS BOULEVARD – 300 Block 
 

 

Paving: Asphalt; Granite block median strips with concrete curbs   

Curbs: Concrete 

Sidewalks: Concrete   

Light fixtures: Highway cobra 

 

 

300-346 Vacant lot. This lot, called the Hertz Lot, was one of the first sites occupied by Europeans 

in Philadelphia. An archeological excavation conducted in 1987 revealed the remains of four wharves and a slipway. 

Designated: 26 Aug 1987. Significant. 



CHURCH STREET - 100 Block 
 

 

Paving: Granite block   

Curbs: 50% Granite; 50% Concrete 

Sidewalks: 50% Concrete; 50% Brick   

Light fixtures: Early electric reproductions 

 

101 See 20 N. Front Street. 

 

103 4-story, 3-bay, brick, Greek Revival building with 3-bay storefront. Marble steps; 

boarded basement doors below storefront window; squared entrance openings; two double-leaf glazed and paneled 

doors with 6-light wood transoms; paired 8-light wood storefront casement windows with 6-light wood transom; 

marble storefront pilasters and cornice; boarded windows at upper stories; marble lintels and sills; denticulated brick 

cornice; flat roof. 

    

The five brick stores at 103-111 Church Street with counting rooms that were built by the Girard Estate 
between 1828 and 1836 as part of the Girard Estate properties on 20-30 N. Front Street. Alterations: 
interior and exterior alterations by architect John T. Windrim for the Estate of Stephen Girard, 1930-1931. 
Designated: 6 Jan 1977. Significant. 
 
Documentation: FIS; Athenaeum web site. 
 

105 4-story, 3-bay, brick, Greek Revival building with 3-bay storefront. Marble steps; wood 

basement doors below storefront window; squared entrance openings; two double-leaf glazed and paneled doors 

with 6-light wood transoms; paired 8-light wood storefront casement windows with 6-light wood transom; marble 

storefront pilasters and cornice; boarded windows at upper stories; marble lintels and sills; denticulated brick 

cornice; flat roof. 

 

See 103 Church Street. Designated: 6 Jan 1977. Significant. 
 
107 4-story, 3-bay, brick, Greek Revival building with 3-bay storefront. Marble steps; metal 

basement doors below storefront window; squared entrance openings; two double-leaf glazed and paneled doors 

with 6-light wood transoms; paired 8-light wood storefront casement windows with 6-light wood transom; marble 

storefront pilasters and cornice; boarded windows at upper stories; marble lintels and sills; denticulated brick 

cornice; flat roof. 

 

See 103 Church Street. Designated: 6 Jan 1977. Significant. 

 

109 4-story, 3-bay, brick, Greek Revival building with 3-bay storefront. Marble steps; metal 

basement doors below storefront window; squared entrance openings; two double-leaf glazed and paneled doors 

with 6-light wood transoms; marble storefront pilasters and cornice; paired 8-light wood storefront casement 

windows with 6-light wood transom; boarded windows at upper stories; 9/9 wood windows at 2
nd

 story; 6/6 wood 

windows at 3
rd

 and 4
th

 stories; marble lintels and sills; denticulated brick cornice; flat roof. 

 
See 103 Church Street. Alterations: 1-story portion of the building demolished and new 2-story connector 
built, 1998. Designated: 6 Jan 1977. Significant. 
 
Documentation: FIS, BP; PAB. 
 

111 4-story, 3-bay, brick, Greek Revival building with 3-bay storefront. Marble steps; metal 

infilled basement access below storefront window; squared entrance openings; two double-leaf glazed and paneled 

doors with 6-light wood transoms; marble storefront pilasters and cornice; paired 8-light wood storefront casement 

windows with 6-light wood transom; boarded windows at upper stories; 9/9 wood windows at 2
nd

 story; 6/6 wood 

windows at 3
rd

 and 4
th

 stories; marble lintels and sills; denticulated brick cornice; flat roof. 

 



West elevation: brick with stucco at 1
st
 story. 

 
See 103 Church Street. Alterations: 1-story portion of the building demolished and new 2-story connector 
built, 1998. Designated: 6 Jan 1977. Significant. 
 

113 Parking lot. Non-contributing. 
 
115-125 Parking lot. Non-contributing. 
 

127 See 17-19 N. 2
nd

 Street. 
 

*************** 

 

100 See 18 N. Front Street. 

 

102-106 4-story, 7-bay, brick, Greek Revival building with storefront. Granite and concrete 

stoops; squared entrance openings; double-leaf paneled and glazed wood doors with 2-light wood transoms; wood 

storefront panels; paired single-light wood storefront windows with single-light transoms; painted stone storefront 

pilasters and cornice; 9/9 aluminum windows with 3-light aluminum transoms at 2
nd

 story; 6/6 aluminum windows 

at 3
rd

 and 4
th

 stories; stone sills; corbelled brick cornice; flat roof. 

 

South elevation: 4-story, 3-bay, replacement brick; squared entrance opening; double-leaf paneled wood door with 

single-light transom; 6/6 vinyl windows throughout; metal security grates at 1
st
 story; brick sills. 

  

Built 1830. Alterations: interior and exterior alterations, as part of NPS tax credit project, 1988. 
Contributing. 
 

Documentation: NPS Tax Credit Application, 1988. 

 

108-10 5-story, 3-bay, brick, Neo-Grec building with two 3-bay storefronts. Granite stoops; 

segmental arched storefront openings; double-leaf paneled and glazed wood doors with segmental arched 4-light 

wood transoms; wood storefront pilasters and window crowns at eastern storefront; cast-iron storefront pilasters and 

window crowns at western storefront; paired 8-light wood windows at storefront with 4-light segmental arched 

wood transoms; paneled wood storefront base; segmental arched window openings throughout; replacement 6/6 

aluminum windows at upper stories; cast stone sills; soldier course lintels; molded brick cornice; flat roof. 

 

East elevation: brick. 

 

West elevation: stucco. 

 

South elevation: 5-story, 3-bay, brick; concrete step; segmental entrance opening; double-leaf paneled wood door 

with 6-light wood transom; segmental arched window openings throughout; replacement 6/6 aluminum windows; 

metal security grates at 1
st
 story. 

 

Built 1875. Alterations: interior and exterior alterations as part of NPS tax credit project, 1999. Contributing. 

 

112-122 4-story, 18-bay, brick, neo-Italianate building with 13-bay storefront. Concrete steps; 

squared entrance openings; double-leaf paneled and glazed wood doors with single-light wood transoms; open 

eastern bay for access to rear; wood storefront panels; paired single-light wood windows with single-light wood 

transoms; wood storefront pilasters and cornice; segmental arched window openings at 2
nd

 story; 2/2 wood windows 

at upper stories; brick soldier-course lintels; concrete sills; corbelled brick cornice; flat roof. 

 

South elevation: 4-story, brick; brick and stucco garden enclosure; squared entrance openings; double-leaf paneled 

wood door; double-leaf glazed wood door; glass block window at 1
st
 story; sliding glazed wood balcony doors and 

iron balcony railings at upper stories; 2/2 wood windows throughout; brick soldier-course lintels; concrete sills; roof 

deck. 



 

Built 1990. Non-contributing. 

 

124-140 See 11-15 N. 2
nd

 Street. 



CHURCH STREET - 200 Block 
 

 

Paving: Granite block   

Curbs: Granite 

Sidewalks: Concrete   

Light fixtures: Early electric reproductions 

 

205-207 ―Christ Church Parish House‖ 4-story, 7-bay, Flemish-bond brick Georgian Revival 

building connected by 5- and 3-story, 2-bay, brick link to 206-208 Filbert Street. 

 

East elevation: Marble stoops; brick watertable; full arched entrance openings in end bays wood Georgian door 

surrounds with Doric engaged columns and double-leaf paneled wood doors with fanlights; 16/16 wood windows at 

1
st
 story; full arched window openings at 2

nd
 story with multi-light/20 wood windows at 2

nd
 story; 8/8 and 6/6 wood 

windows at 3
rd

 story; limestone sills; brick jack arches with limestone keystones at basement, 1
st
, and 3

rd
 stories; 

limestone decorative keystone and key-engraved panels at arch ends at 2
nd

 story; limestone panels above 2
nd

 story 

windows; terra cotta modillioned cornice with pediments at end bays above 3
rd

 story; 6/6 wood windows at 4
th

 story; 

iron railing at roofline; flat roof. 

 

South elevation: 4-story, 3-bay, concrete step; brick watertable; recessed squared entrance opening with Georgian 

door surround and single-leaf paneled and glazed wood door; 8-light wood transom above door surround; 8-light 

wood casements with 4-light wood transom at basement level; 16/16 wood windows at 1
st
 story; one single-light 

fixed window at 1
st
 story; full arched window openings at 2

nd
 story with multi-light/20 wood windows at 2

nd
 story; 

4/4 and 6/6 wood windows and one brick infilled opening at 3
rd

 story; limestone sills; brick jack arches with 

limestone keystones at basement, 1
st
, and 3

rd
 stories; limestone decorative keystone and key-engraved panels at ends 

of arches at 2
nd

 story; limestone panels above 2
nd

 story windows; terra cotta modillioned cornice; 6/6 wood windows 

at 4
th

 story; iron railing at roofline; flat roof. 

 

North elevation: 5-story, 3-bay; squared entrance openings for interior fire stair with metal balconies and glazed and 

paneled doors at each story; 6/6 windows throughout, one with vent; limestone sills; brick jack arches. 

 

West elevation: stucco and brick main building, brick link and north building; four multi-light wood windows. 

 

East elevation of link: 5- and 3-story, 2-bay; squared entrance openings for interior fire stair with metal balconies 

and glazed and paneled doors at each story; 6/6 wood windows; limestone sills; brick jack arches. 

 
Built 1909-1911by architect Ralph E. White. Alterations: addition, 1922.  Contributing. 

 

Documentation: Datestone; PAB; Tatum & Moss. 

 

209 Asphalt parking lot. Non-contributing. 

 

211 Block of four, brick Contemporary buildings perpendicular to Church Street. Concrete 

and brick steps; squared entrance openings with iron gates at end bays; central garage opening with metal door; 

circular openings in brick parapet. 

 

East elevation: four 3-story brick buildings; stepped back facades with bays; aluminum sliding windows; buff brick 

beltcourses; shaped parapets; iron balcony railings; flat roofs. 

 

North elevation: brick. 

 

Built c. 1990. Non-contributing. 

 

215 4-story, 3-bay, painted Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Marble stoops to two squared entrance openings with glazed and paneled wood doors and 4-light wood transoms; 

iron railing around 6-light wood window with 3-light wood transom flush with sidewalk and paired single-light 



wood windows in former basement access; paired 12-light wood storefront windows with 4-light wood transom; 

marble storefront pilasters and cornice; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; 

marble lintels and sills with a few brick lintels; iron fire escape balconies at the eastern bay of 2
nd

 and 3
rd

 stories; 

molded brick cornice; flat roof. 

 

North elevation: brick; 1/1 aluminum windows with snap-in muntins; 2-story stucco rear ell with glass block infill. 

 

Built c. 1836. Alterations: new entry doors and transoms; new basement and 1
st
-story windows; interior and exterior 

alterations as part of NPS tax credit project, 1990. Designated: 30 Oct 1974. Contributing. 

 

Documentation: NPS Tax Credit Application, 1990. 

 

217 ―Jhin Loft Building‖ 4-story, 3-bay, brick, Colonial Revival building with 3-bay 

storefront. Granite stoops to two squared entrance openings; single-leaf paneled and glazed wood door with sidelight 

over panel and single-light wood transom; double-leaf paneled and glazed wood door with single-light wood 

transom; concrete steps with wrought iron railing and aluminum gate to squared basement opening with double-leaf 

flush wood door; single-light wood storefront window; cast-iron storefront engaged Doric columns; corbelled brick 

storefront cornice; 6/6 aluminum windows at 2
nd

 and 4
th

 stories; 1/1 aluminum windows at 3
rd

 story; painted stone 

sills; cast-iron lintels; fire escape from 2
nd

 to 4
th

 stories; cast-iron cornice; flat roof. 

 

North elevation: 4-story, stucco with 1/1 replacement windows with snap-in muntins at 2
nd

 to 4
th

 stories; 2-story, 

stucco rear ell with 1/1 replacement windows with snap-in muntins; stucco garden wall. 

 

Built c. 1835. Cast-iron storefront, c. 1855. Alterations: interior and exterior alterations, 1986; storefront and 

windows repaired as part of a NPS tax credit project, 1989. Designated: 30 Oct 1974. Contributing. 

 

Documentation: PHC files. 

 

219 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite stoop and steps; wood decking over basement access; squared entrance openings with double-leaf paneled 

and glazed wood doors and single-light wood transoms; wood storefront panel; paired 2-light wood casement 

storefront window with single-light wood transom; painted stone storefront pilasters and cornice; 6/6 windows at 

two western bay of upper stories; paired 4-light wood casement windows to metal fire escape at eastern bay of upper 

stories; granite sills; molded brick cornice; flat roof. 

 

Built c. 1835. Alterations: restored by architect Harlan Crider and developers S. Lance Silver & Stuart N. Harting, 

1979. Designated: 30 Oct 1974. Contributing. 

 

221 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite stoop and brick step; wood decking over basement access; squared entrance openings with double-leaf 

paneled and glazed wood doors and single-light wood transoms; beaded board storefront panel; paired 1-light wood 

casement storefront window with single-light wood transom; painted stone storefront pilasters and cornice; paired 4-

light wood casement windows to metal fire escape at western bay of upper stories; granite sills; molded brick 

cornice; flat roof; metal penthouse. 

 

Built c. 1835. Alterations: restored by architect Harlan Crider and developers S. Lance Silver & Stuart N. Harting, 

1979. Designated: 30 Oct 1974. Contributing. 

 

223 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite stoop and brick step; glass block infilled area at sidewalk in location of former access to basement; squared 

entrance openings with double-leaf paneled and glazed wood doors and single-light wood transoms; beaded board 

storefront panel; paired 2-light wood storefront casement windows with single-light wood transom; painted stone 

storefront pilasters and cornice; 6/6 wood windows at upper stories; granite sills; molded brick cornice; flat roof. 

 

West elevation: 4-story, stucco; squared entrance opening; single-leaf paneled 6-light wood door. 

 



North elevation: 4-story, stucco; 1/1 replacement metal windows at 2
nd

 to 4
th

 stories. 

 

Built c. 1835. Alterations: restored by architect Harlan Crider and developers S. Lance Silver & Stuart N. Harting, 

1979. Contributing. 

 

225-231  (a.k.a. 212 Filbert Street) ―Sugar Refinery‖ 9-story, brick, building fronted by a 

granite block and brick parking lot. Irregular footprint; concrete block elevator tower with continuous glazing; 

stucco applied to lower six stories; squared entrance openings; double-leaf glazed wood door; double-leaf sliding 

glazed aluminum door; segmental arched window openings interspersed with square head openings; replacement 2-

light sliding aluminum windows and 1/1 aluminum windows throughout; flat roof. 

 

West elevation: 9-story, stucco applied to lower six stories; squared entrance openings; single-leaf glazed wood door 

with sidelight; single-leaf multi-light door with sidelight; double-leaf sliding glazed aluminum door; replacement 2-

light sliding aluminum windows and 1/1 aluminum windows throughout. 

 

East elevation: 9-story, 6-bays total; 3-bay front section; 3-bay ell; single-light sliding aluminum windows 

throughout; steel I-beam lintels. 

 

North elevation: 9-story, 9-bays, brick; granite stoop; squared entrance openings; replacement single-leaf flush wood 

door with storm door; single-leaf flush steel door; replacement single-leaf glazed wood door with sidelight; 

segmental arched window opening with replacement 3-light aluminum window at 1
st
 story; segmental arched 

window openings interspersed with rectangular openings; replacement single-light sliding aluminum windows; steel 

I-beam lintels; jack arch lintels; stone sills; terra cotta cap. 

 

Buildings #4, 5, 6, 7, and 8, built 1840; Building #1, built 1853; rebuilt in 1874 and 1879; Building #2, built 1873; 

extended in 1879; Building #3, built 1848; Building #9, built 1856. Alterations: converted into apartments and stores 

by architect Harlan Crider and developers S. Lance Silver & Stuart N. Harting, 1978; renovated in 1985-86. One of 

the earliest and most successful sugar refineries in America and one of first factories in the City to utilize steam 

technology. Contributing. 

 

Documentation: FIS; NPS Tax Credit Application, 1977. 

 

233 2-story, 2-bay, painted Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite stoop; granite steps to basement with wrought iron railing and gate; squared entrance openings; single-leaf 

glazed wood door with boarded wood transom; double-leaf paneled wood door to basement; single-light storefront 

window with single-light transom; vinyl sided storefront panel; cast-iron storefront pilasters and cornice; 

replacement 1/1 aluminum windows with vinyl siding infill at 2
nd

 story; corbelled brick cornice; flat roof. 

 

East elevation: stucco; terra cotta coping. 

 

West elevation: stucco; terra cotta coping. 

 

Built c. 1830. Contributing.  

 

247 See 17 N. 3
rd

 Street. 

 

*************** 

 

200-206 See 201-217 Market Street. 

 

208 See 219 Market Street. 

 

210 (a.k.a. 221 Market Street, 1-15 N. Philip Street) 4-story, 3-bay, cast-iron building with 3-

bay storefront. Metal clad step; double-leaf glazed aluminum door with single-light aluminum transom; single-light 

aluminum storefront windows; prism glass transoms; metal storefront panels; pressed metal storefront pilasters, one 

with marble base; pressed metal storefront cornice; 4/4 wood windows at 2
nd

 and 3
rd

 stories; decorative cast-iron 



pilasters, cornices, and window surrounds at 2
nd

 and 3
rd

 stories; 6/6 vinyl window at 4
th

 story; blind window infilled 

with stucco at west bay of 4
th

 story; stucco cornice with brackets; flat roof. 

 

North elevation: 4-story, 3-bay, brick with stucco at 1
st
 story; marble stoops; squared entrance openings; single-leaf 

glazed and paneled wood doors with single-light wood transoms; marble storefront cornice; 9/9 wood windows at 

2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; exterior storm windows at upper stories; blind window infilled 

with stucco at west bay of 4
th

 story; cast stone lintels and sills; brick coping. 

 

West elevation: brick with stucco at 1
st
 story; brick and cast stone steps to ten separate entrances; squared entrance 

openings; single-leaf fluted wood doors with fluted wood side panels, fluted wood transom, and single-light 

aluminum transom; paired single-light fixed aluminum windows with single-light aluminum transoms and single-

light aluminum windows below at 1
st
 and 2

nd
 stories; paired single-light aluminum windows with single-light 

aluminum windows below at 3
rd

 story; cast stone sills; standing-seam metal roof. 

 

Built c. 1852. Cast-iron front by D. D. Badger, Architectural Ironwork, NY. The buildings at 215-221 Market Street 

burned in 1944. Originally 5 stories, 221 Market Street was cut down to 3 stories after the fire. In 1981 architect 

David Beck added the 4
th

 story to 221 Market, which formed part of the Vestry Townhouses at Christ Church Park. 

Significant. 

 

Documentation: PHC files. 

 

212 Parking lot. Non-contributing. 

 

216 4-story, 2-bay, brick, Greek Revival building with 3-bay storefront. Marble stoops; 

marble steps to squared basement entrance with double-leaf glazed wood door; two squared entrance openings with 

double-leaf paneled and glazed wood doors and 2-light wood transoms; pair of 12-light wood casement storefront 

windows with 2-light wood transoms; painted marble storefront pilasters and cornice; 9/9 wood windows at 2
nd

 

story; 6/6 wood windows at 3
rd

 and 4
th

 stories; marble lintels and sills; molded brick cornice; flat roof. 

 

East and West elevations: stucco. 

 

Built c. 1830. Contributing. 

 

218 1-story, 1-bay, brick and CMU garage. Squared garage opening with metal roll-down 

door; flat roof. 

 

Built c. 1960. Non-contributing. 

 

220 4-story, 2-bay, stucco, vernacular building with 3-bay storefront. Marble stoop; concrete 

steps; squared entrance openings; double-leaf half-glazed wood doors with single-light wood transoms; 2-light 

storefront window with single-light wood transom; wood storefront panel; fluted wood storefront pilasters; wood 

storefront cornice; 9/9 wood windows at 2
nd

 story; 6/9 wood windows at 3
rd

 story; 6/6 wood windows at 4
th

 story; 

marble sills; pressed metal cornice; flat roof. 

 

East elevation: stucco. 

  

Built c. 1840. Alterations: interior and exterior alterations as part of NPS tax credit project, 1986; new 2/2 windows. 

Contributing. 

 

222 (a.k.a. 231-237 Market Street) A series of three buildings fronting on Market Street (231, 

233-235, and 237 Market Street) that were combined into one apartment complex in 1986. 

 

East building (a.k.a. 231 Market Street) 

South elevation: 4-story, 2-bay, painted Flemish-bond brick, eclectic building with storefront. Squared entrance 

opening; replacement half-glazed and paneled wood door with single-light wood transom; single-light wood 

storefront windows with painted wood transoms over wood panels; denticulated wood storefront cornice; 6/6 wood 



windows at 2
nd

 to 4
th

 stories with projecting Italianate wood hoods and window surrounds; pedimented patterned 

brick parapet with wood cap; flat roof. 

 
Built c. 1849. Alterations: Italianate window surrounds added, c. 1870; interior and exterior alterations as 
part of NPS tax credit project, 1986. Contributing. 
 
Documentation: NPS Tax Credit Application, 1986. 
 

Middle building (a.k.a. 233-235 Market Street) 

South elevation: “Henry Clark Stores” 6-story, 6-bay, red brick with buff brick accents, Queen Anne 
building with 3-bay storefront. Concrete and granite step; squared entrance openings; double-leaf 
paneled and glazed wood door with painted wood transom; recessed single-leaf flush metal door; paired 
single-light wood storefront windows with paired painted wood transoms over wood panels; cast-iron 
storefront columns; replacement wood signboard at storefront cornice; segmental arched window 
openings at upper stories; 2/2 wood windows throughout; marble sills; polychromatic red brick and buff 
brick lintels with marble keystones and end blocks; buff brick belt courses at lintel and sill heights 
throughout; pressed metal cornice with brackets and end consoles; flat roof. 
 

North elevation: 6-story, 6-bay, brick; concrete stoop; granite base; squared entrance openings at 1
st
 story; single-

leaf glazed and paneled wood door with single-light sidelights and 3-light wood transom; double-leaf glazed and 

paneled wood door with 2-light wood transom; single-leaf paneled wood door with eight small lights and 8-light 

wood transom; single-leaf flush steel door with 2-light wood transom; stone storefront pilasters; cast-iron storefront 

columns; metal storefront lintel; segmental arched fire stair exit openings with glazed and paneled steel doors, 2-

light wood transoms, and balconies in two west bays at 2
nd

 to 6
th

 stories; segmental arched window openings with 

2/2 wood windows at upper stories; marble sills; pressed metal cornice; flat roof; concrete block elevator penthouse. 

 

East elevation: brick; 1/1 wood windows at 6
th

 story. 

 
Built 1907 by architectural firm of Sauer & Hahn as the Henry Clark Stores. Alterations: interior and 
exterior alterations as part of NPS tax credit project, 1986; ground floor façade rebuilt in wood. Significant. 
 
Documentation: Tatman and Moss. 
 

West building (a.k.a. 237 Market Street) 

South elevation: 5-story, buff brick, building with storefront. Concrete step; squared entrance opening; single-leaf 

glazed wood door with single-light wood transom; wood storefront pilasters; plywood storefront cornice; single-

light storefront windows over wood panels; four single-light wood transoms across storefront; groups of four single-

light wood windows with single-light wood transoms at upper stories; brick sills; pressed metal beltcourse at 4
th

 

story; denticulated pressed metal cornice with end consoles; shaped brick parapet with stucco sign area; flat roof.  

 

North elevation: 5-story, 3-bay, brick; squared entrance openings throughout; two single-leaf flush steel doors, one 

with single-light, at 1
st
 story; single-light wood casement window at 1

st
 story; 1/1 wood windows at upper stories; 

brick sills; single-leaf flush steel doors with single lights and iron balconies for interior fire stair at 2
nd

 to 5
th

 stories; 

aluminum clad cornice; flat roof. 

 
West elevation, Market Street section: stucco. 
 

West elevation, center section: brick; single-light aluminum windows flanked by 1/1 aluminum windows on 3
rd

 and 

5
th

 stories; aluminum windows infilled with glass block at 4
th

 story. 

 
West elevation, Church Street section: stucco; single-light aluminum windows with operable lower 
sections. 
 
Built c. 1920. Alterations: interior and exterior alterations as part of NPS tax credit project, 1986. 
Contributing. 
 



228-230 Parking lot. Non-contributing. 

 

232-234 See 241-245 Market Street. 

 

236  See 247 Market Street. 

 

238  See 249 Market Street. 

 

240 1-story, 3-bay, stucco, Greek Revival building with storefront. Granite steps; squared 

entrance opening; double-leaf panel and glazed wood door with boarded transom; single-light wood storefront 

windows; painted stone storefront pilasters and cornice; stuccoed parapet; flat roof. 

 

East elevation: stucco. 

 

Built c. 1835. Alterations: upper stories removed. Contributing. 

 

242 See 15 N.3
rd

 Street. 



CUTHBERT STREET - 100 Block 
 

 

Paving: Granite block  

Curbs: 50% Granite, 50% Concrete 

Sidewalks: 60% Brick, 40% Concrete  

Light fixtures: None 

 

101 See 46 N. Front Street. 

 

103-109 1-story, concrete block vernacular building. Squared entrance opening; flush metal steel 

entrance door; roll down metal garage door; metal paneled step gable; flat roof. 

 

Built c. 1920. Alterations: altered storefront, c. 1970. Contributing. 

 

111 2-story, stucco, vernacular building. Concrete step; squared entrance opening; double-leaf 

paneled wood door; triple aluminum 1/1 windows at 2
nd

 story; terra cotta cap at roof; flat roof; roof deck.  

 

Built c. 1970. Non-contributing. 

 

113 4-story, 2-bay, brick, vernacular building. Brick and concrete step; brick base; squared 

entrance openings; single-leaf paneled wood door with single-light transom; sliding glazed aluminum patio door 

with iron balconette at 3
rd

 story; paired single-light aluminum casement windows at 1
st
 story; wood pent eave with 

wood shakes above 1
st
 story; 1/1 aluminum windows at 2

nd
 to 4

th
 stories; hay door openings infilled with fixed 

single-light windows and panels; brick sills; hoist beam above 3
rd

 story; corbelled brick cornice; flat roof. 

 

East elevation: Stucco. 

 

Built c. 1875. Alterations: new façade at 1
st
 story. Contributing. 

 

115-119 (a.k.a. 51-55 Mascher Street) 4-story, 3-bay, brick, vernacular industrial building; 

concrete steps; squared entrance opening; single-leaf glazed wood door with 6-light aluminum transom; single light 

aluminum basement windows; groups of triple single-light aluminum windows with single-light transoms 

throughout; brick lintels and sills; brick piers; corbelled brick cornice with terra cotta cap; flat roof. 

 

West elevation of brick building (Mascher Street): 4-story, 3-bay, brick; granite steps; central squared entrance 

opening; single-leaf glazed wood door with single-light transom; groups of triple single-light aluminum windows 

with single-light transoms throughout; cast concrete sign reading ―Tetlow Mfg. Co.‖; single-leaf steel basement 

door. 

 

West elevation of addition (Mascher Street): 4-story connector; aluminum entrance gate at 1
st
 story; open fire tower 

with wood balcony rails and single leaf flush steel doors. 5-story, 1-bay stucco and CMU rear addition with cast 

stone and aluminum top story; fixed single-light and paired casement wood windows with single-light wood 

transoms. 

 

Built c. 1915. Alterations: converted from industrial to residential, new windows, doors, and rear addition, c. 1985. 

Contributing. 

  

121 (a.k.a. 54-56 Mascher Street) 3-story, 3-bay, brick, Queen Anne building. Stucco 

watertable; full arched entrance opening with double-leaf paneled wood door and arched wood transom; full arched 

window openings with 1/1 wood windows at 1
st
 story; 4/2 wood windows at 2

nd
 and 3

rd
 stories; terra cotta and 

molded brick lintels and sills; terra cotta cornice above 1
st
 story; corbelled brick cornice with wood cap; gable 

fronted parapet; flat roof. 

 

East elevation: 3-story, 4-bay, brick with storefront in north bay; granite steps; basement access door; squared 

entrance opening with replacement single-leaf flush steel door with single-light wood transom at north bay; arched 



entrance opening with double-leaf paneled and half-glazed wood door with single-light arched wood transom; 

segmental arched entrance openings with double-leaf 3-light wood doors with iron bars at 2
nd

 and 3
rd

 stories; large 

single-light fixed wood window with single-light wood transom and iron security gate at north bay of 1
st
 story; full 

arched window openings with 1/1 wood windows at 1
st
 story; segmental arched window openings with 6/2 wood 

windows at 2
nd

 and 3
rd

 stories; terra cotta and molded brick lintels and sill; corbelled brick cornice wood cap; gable 

fronted parapet with hoist beam at north bay. 

 

Built c. 1880. Designated: 6 Jan 1977. Contributing. 

 

123 4-story, 2-bay, Flemish-bond brick, Federal building. Brick watertable; squared entrance 

opening with replacement flush wood door and single light wood transom; squared entrance opening with double 

leaf glazed wood door with iron railing at 4
th

 story; 6/6 wood window with security grate at 1
st
 story; 6/6 wood 

windows at 2
nd

 to 3
rd

 stories; brick belt courses over 1
st
, 2

nd
, and 3

rd
 stories; metal panning over window surrounds 

and sills; wood hoist beam; wood box cornice; flat roof. 

 

Built c. 1800. Designated: 6 Jan 1977. Significant. 

 

125  3-story, 3-bay, brick, vernacular building. Squared entrance openings; replacement 

single-leaf paneled wood door with sidelight and 15-light wood transom; double-leaf multi-light wood doors with 

wood balcony railings at 2
nd

 and 3
rd

 stories; three 9/9 wood replacement windows, two with 9-light wood transoms, 

at 1
st
 story; 2/2 replacement windows at 2

nd
 and 3

rd
 stories; wood barge board cornice; gable roof. 

 

West elevation: stucco. 

 

Built c. 1850. Alterations: rear addition, 1920s; interior and exterior alterations as part of NPS tax credit project, 

1986. Designated: 6 Jan 1977. Contributing. 

 

Documentation: NPS Tax Credit Application, 1986; PHC files. 

 

127-139 See 51 N. 2
nd

 Street. 

 

**************** 

 

100-106 See 42-44 N. Front Street. 

 

108-110 Parking lot; cobblestone, granite block, and asphalt. Non-contributing. 

 

112 ―Coombs Alley‖ and ―Henry Harrison Houses,‖ 2½-story, 2-bay, Flemish-bond brick, 

Georgian building. Marble steps; squared entrance opening; 6-panel wood door with three-light wood transom; 2-

light wood basement window; 12/12 wood window with exterior storm window at 1
st
 story; 6/6 wood windows with 

exterior storm windows at 2
nd

 story and dormer; wood sills; paneled wood shutters at 1
st
 and 2

nd
 stories; wood and 

metal coved pent eave at 1
st
 story; pedimented dormer; modillioned wood cornice; gambrel roof clad with asphalt 

shingles. 

 

East elevation: brick; stucco watertable; 12/12 wood window. 

 

North elevation of addition: 2-story, 1-bay, stucco; brick steps; squared entrance opening; single-leaf paneled wood 

door; 8/8 wood window at 2
nd

 story; brick beltcourse; brick sill; applied terra cotta ornaments; stucco garden wall 

with brick cap and applied terra cotta ornaments. 

 

East elevation of addition: 2-story, 3-bay, stucco; 8/8 wood windows; brick sills; applied terra cotta ornaments; ½-

gable roof with asphalt shingles; stucco garden wall with brick cap and applied terra cotta ornaments; stucco garden 

wall with wrought iron fence and gate at rear. 

 

South elevation of addition: 2-story, stucco; stucco chimney. 

 



West elevation of addition: 2-story, 3-bay, stucco; CMU garden wall with terra cotta ornaments. 

 

Built c. 1760 by Jacob Cooper and Henry Harrison, carpenters, for Henry Harrison. Alterations: 2-story addition by 

Roland C. Davies & Associates, 1987. Designated: 9 Apr 1957 & 6 Jan 1977. Significant. 

 

Documentation: Street surveyed by University of Pennsylvania and architect John Lloyd & Associates, 1960; 

HABS, Webster, BP. 

 

114 ―Coombs Alley‖ and ―Henry Harrison Houses‖ 2½-story, 2-bay, Flemish-bond brick, 

Georgian building. Marble steps; basement bulkhead with double-leaf beaded wood doors; squared entrance 

opening; 6-panel wood door with a 3-light wood transom; 6-light wood basement window; 12/12 wood window 

with exterior storm window at 1
st
 story; 6/6 wood windows with exterior storm windows at 2

nd
 story and dormer; 

wood sills; paneled wood shutters at 1
st
 and 2

nd
 stories; wood and metal coved pent eave at 1

st
 story; modillioned 

wood cornice; pedimented dormer; gambrel roof clad with asphalt shingles. 

 

Built c.1760 by Jacob Cooper and Henry Harrison, carpenters, for Henry Harrison. Designated: 9 Apr 1957. 

Significant. 

 

Documentation: Street surveyed by University of Pennsylvania and architect John Lloyd & Associates, 1960; 

HABS, Webster, BP. 

 

116 ―Coombs Alley‖ and ―Henry Harrison Houses‖, 2½- story, 2-bay, Flemish-bond brick, 

Georgian building. Granite steps; squared entrance opening; 6-panel wood door with a 3-light wood transom; 

basement bulkhead with double-leaf beaded wood doors; 12/12 wood window with exterior storm window at 1
st
 

story; 6/6 wood windows with exterior storm windows at 2
nd

 story and dormer; wood sills; paneled wood shutters at 

1
st
 and 2

nd
 stories; wood and metal coved pent eave at 1

st
 story; modillioned wood cornice; pedimented dormer; 

gambrel roof clad with asphalt shingles; brick chimney. 

 

Built c. 1760 by Jacob Cooper and Henry Harrison, carpenters, for Henry Harrison. Alterations: interior paneling 

currently housed at Winterthur Museum, Delaware. Designated: 9 Apr 1957. Significant.  

 

Documentation: Street surveyed by University of Pennsylvania and architect John Lloyd & Associates, 1960; 

HABS, Webster, BP. 

 

118  ―Coombs Alley‖ and ―Jacob Cooper House‖ 2½-story, 2-bay, Flemish-bond brick with 

glazed headers, Georgian building. Marble step; squared entrance opening; 6-panel wood door with 4-light wood 

transom; basement bulkhead with double-leaf beaded wood doors; 12/12 wood window with exterior storm window 

at 1
st
 story; 6/9 wood windows with exterior storm windows at 2

nd
 story 2/6 wood window at dormer; wood sills; 

paneled wood shutters at 1
st
 and 2

nd
 stories; wood and metal coved pent eave at 1

st
 story; belt course above pent 

eave; coved wood cornice; pedimented dormer; gambrel roof clad with asphalt shingles; brick chimney with B 

vents. 

 

East elevation: stucco; CMU rear ell with roof deck; CMU garden wall with wood gate. 

 

Built 1755 by Jacob Cooper and Henry Harrison, carpenters, for Jacob Cooper. Alterations: Alterations: 2-story rear 

addition, 1974. Designated: 9 Apr 1957. Significant. 

 

Documentation: Street surveyed by University of Pennsylvania and architect John Lloyd & Associates, 1960; 

HABS; Webster; FIS; BP. 

 

120-122 See 37-39 N. 2
nd

 Street. 

 

124 (a.k.a. 57-61 Mascher Street) ―Coombs Alley‖ 2½-story, 2-bay, Flemish-bond brick with 

glazed headers, Georgian building. Squared entrance opening with pedimented wood surround; paneled wood door 

with circular window and single-light transom; double-leaf wooden bulkhead access door to basement; 4/4 wood 



windows at 1
st
 and 2

nd
 stories; wood sills; paneled wood shutters at 1

st
 story; pedimented dormer with 4-light awning 

window; gambrel roof clad with asphalt shingles; stucco chimney with B vents. 

 

Built 1755 by Jacob Cooper and Henry Harrison, carpenters, for Jacob Cooper. Designated: 9 apr 1957. Signficant. 

 

Documentation: Street surveyed by University of Pennsylvania and architect John Lloyd & Associates, 1960; PHC 

files; FIS for four houses on Garden Alley, 1755.  

 

126 4-story, 3-bay, Flemish-bond brick, vernacular building. Concrete steps; squared entrance 

opening with replacement double-leaf paneled wood door; squared openings with replacement wood French doors 

and balconettes in center bays at 2
nd

 to 4
th

 stories; 6/6 wood windows throughout; replacement wood shutters; wood 

sills; hoist beam; pedimented parapet. 

 

East rear elevation: Brick with stucco penthouse; 1/1 vinyl windows. 

 

West rear elevation: Stucco; 1/1 vinyl windows. 

 

South elevation: 5-story, stucco; glass block window at 1
st
 story. 

 

Built c. 1840. Designated: 6 Jan 1977. Contributing. 

 

128-140 See 47-49 N. 2
nd

 Street. 



CUTHBERT STREET - 200 Block 
 

 

Paving: Asphalt   

Curbs: 50% Granite; 50% Concrete 

Sidewalks: Concrete   

Light fixtures: Highway cobra 

 

201-205 See 52 N. 2
nd

 Street. 

 

209 (a.k.a. 51-59 N. American Street) 5-story, 13-bay, brick, Italianate main building. 

Squared entrance opening; single-leaf half-glazed flush metal door with sidelight, single-light transom, projecting 

metal sign, and canopy; double-leaf glazed wood door; segmental arched loading entrances with double-leaf half-

glazed wood doors and 4-light wood transoms; segmental arched window openings throughout; windows security 

grate at basement and 1
st
 story; 6/6 wood windows with exterior storm windows throughout; corbelled brick cornice; 

fire escapes; flat roof. 

 

East elevation of main building: 5-story, 8-bay, brick; segmental arched window openings with 6/6 wood windows 

with exterior storm windows throughout; corbelled brick cornice. 

 

North elevation of main building: 5-story, 6-bay, brick; wood steps; segmental arched entrance opening; double-leaf 

paneled and half-glazed wood door with single-light wood transom; segmental arched window openings with 6/6 

wood windows with exterior storm windows throughout; window and door security grates at 1
st
 story; corbelled 

brick cornice; cobblestone-paved garden with wood fence. 

 

West elevation of main building: 5-story, 3-bay, brick; segmental arched window openings; 6/6 wood windows in 2 

northern bays; security grates at 1
st
 story; openings infilled with brick in southern bay; corbelled brick cornice; brick 

penthouse. 

 

West elevation of rear wing: 5-story, 3-bay, brick; large wood lintel; I-beam lintel; sliding glass door with 2-light 

sidelights and 6-light transom at 1
st
 story; segmental arched window openings with 6/6 wood windows and exterior 

storm windows at upper stories; corbelled brick cornice. 

 

South elevation of rear ell: 1-story, 2-bay, brick; segmental arched window openings; 6/6 wood window with 

exterior storm window and security grate; stucco infilled opening; corbelled brick cornice. 

 

West elevation of stair tower: 5-story, 1-bay, stair tower with single-leaf flush steel door and glass-block infilled 

windows. 

 

Built c.1870. Designated: 31 Dec 1984. Contributing. 

 

219-227 See 45 N. 3
rd

 Street. 

 

****************** 

 

200  See 40 N. 2
nd

 Street. 



ELBOW LANE – 200 Block 
 

 

Paving: 90% Granite Block, 10% Asphalt   

Curbs: 80% Granite, 20% Concrete 

Sidewalks: Concrete    

Light fixtures: Highway cobra 

 

231-237 See 20-22 Bank Street. 

 

245 Parking lot. Non-contributing. 

 

247-249 See 31 S. 3
rd

 Street. 

 

****************** 

 

232-240 See 24-30 Bank Street. 

 

242-246 See 33 S. 3
rd

 Street. 



ELFRETH’S ALLEY – 100 Block 
 

 

Paving: Cobblestone with flagstone gutters   

Curbs: None 

Sidewalks: Brick; some marble downspout troughs   

Light fixtures: Franklin 

Other: Metal bollards along both sides of street 

 

109  3-story, 2-bay, Flemish-bond brick, Federal building. Marble steps; squared entrance 

opening with wood pilasters and wood pediment; 6-panel wood door; single-light wood basement window; 12/12 

wood window at 1
st
 story; 6/9 wood windows at 2

nd
 story; 6/6 wood windows at 3

rd
 story; wood sills; paneled wood 

shutters at 1
st
 and 2

nd
 stories; brick belt courses between stories; wood box cornice; gable roof with asphalt shingles; 

brick chimney. 

 

East elevation: Stucco; wood addition with unknown windows; wood fence with wood cross-buck doors. 

 

East elevation of rear ell: 3-story, brick; 2/2 and 6/6 wood windows; brick addition at rear. 

 

North elevation: Brick; wood 6/6 windows; wood cornice; stucco chimney. 

  

Built 1811. Alterations: stucco applied to the east elevation, 1973; windows and door to match #111, 1978; one story 

masonry addition, 1989. Designated: 26 June 1956. Significant. 

 

Documentation: FIS, CT, BP. 

 

111 3-story, 2-bay, Flemish-bond, Federal building. Marble steps; squared entrance opening 

with wood pilasters and wood pediment; 4-panel Neo-Grec wood door; basement bulkhead with marble cheeks and 

double-leaf wood door; 12/12 wood window at 1
st
 story; 6/9 wood windows at 2

nd
 story; 6/6 wood windows at 3

rd
 

story; exterior aluminum storm windows; wood sills; paneled wood shutters at 1
st
 story; brick belt courses between 

stories; wood box cornice; gable roof with asphalt shingles; brick chimney. 

 

North elevation: brick rear ell; chimney. 

  

Built c.1811. Designated: 26 June 1956. Significant. 

 

Documentation: CT; Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

113 3½-story, 2-bay, Flemish-bond brick, Federal building. Marble steps; stucco base; 

squared entrance opening with wood pilasters and wood pediment; 6-panel single-leaf wood door; basement 

bulkhead with marble cheeks and double-leaf wood door; single-light basement window; 9/9 wood windows with 

aluminum storm windows at 1
st
 and 2

nd
 stories; 6/6 wood windows with aluminum exterior storm windows at 3

rd
 

story; 6/6 wood window at dormer; wood sills; paneled wood shutters at 1
st
 story; brick belt courses between stories; 

wood box cornice; pedimented dormer with clapboard cheeks; gable roof with asphalt shingles. 

 

North elevation: brick; 1/1 windows at 2
nd

 story; 6/6 wood windows at 3
rd

 story and shed dormer. 

 

East elevation of piazza: brick; stucco infill at 1
st
 and 2

nd
 stories; 6/6 wood windows at 3

rd
 story. 

 

East elevation of rear ell: stucco; 6/6 wood windows at 2
nd

 story; bank of 2-light casement windows at 3
rd

 story. 

 

North elevation of rear addition: stucco; coupled 6/6 windows. 

 

Built 1809-1811 for Ephraim Haines, cabinetmaker, as a three-story brick house. Alterations: 3
rd

-floor addition and 

2
nd

-floor roof deck, sloping parapet wall at rear. Designated: 26 June 1956. Significant. 

 



Documentation: FIS; CT; BP. 

 

115 3½-story, 2-bay, Flemish-bond brick, Federal building. Marble steps; squared entrance 

opening with wood pilasters and wood pediment; 6-panel single-leaf wood door; 3-light basement window with 

marble lintel; 9/9 wood windows with aluminum storm windows at 1
st
 and 2

nd
 stories; 6/6 wood windows with 

aluminum exterior storm windows at 3
rd

 story; 6/6 wood window at dormer; wood sills; paneled wood shutters at 1
st
 

story; brick belt courses between stories; wood box cornice; pedimented dormer with clapboard cheeks; gable roof 

with asphalt shingles. 

 

West elevation of main building: 3-story, brick; stucco base; 9/9 wood windows at 1
st
 and 2

nd
 stories; 6/6 wood 

window at 3
rd

 story; wood sills; brick and stucco chimney. 

 

North elevation of main building: brick; 9/9 wood windows at 1
st
 and 2

nd
 stories; 6/6 wood window at 3

rd
 story and 

shed dormer; exterior storm windows at 3
rd

 story; wood sills. 

 

West elevation of piazza: brick; squared entrance opening with single-leaf glazed and paneled wood door 4-light 

wood transom; 6/6 wood windows with exterior storm windows at 2
nd

 and 3
rd

 stories. 

 

West elevation of rear ell: 9/6 wood windows at 1
st
 story; 6/6 wood windows at 2

nd
 story; exterior storm windows 

throughout; asbestos shingles at roofline. 

 

West elevation of rear addition: brick at 1
st
 story; asbestos shingles at 2

nd
 story; half gable roof. 

 

North elevation of rear addition: single-leaf 2-light wood door; 6/6 wood window at 1
st
 story; 1/1 wood window 

with exterior storm window at 2
nd

 story. 

 

Built 1809-1811 for Ephraim Haines, cabinetmaker, as a 3-story brick house. Designated: 26 June 1956. Significant. 

 

Documentation: FIS; CT; BP. 

 

117 2½-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building. Marble 

steps; basement bulkhead with brick cheeks and double-leaf wood door; full arched entrance opening with 6-panel 

wood door and wood fanlight; 6/6 wood windows throughout; wood sills; brick belt course between stories; molded 

brick cornice; shed dormer with asphalt shingles on cheeks; gambrel roof with asphalt shingles. 

 

East elevation of main building: Brick; stucco water table; segmental arched window opening; 6/6 wood window; 

wood sill. 

 

North elevation of main building: brick; multi-light wood door at 1
st
 story; 12/12 wood window at 2

nd
 story; 1/1 

wood window in shed dormer. 

 

East elevation of rear ell: brick; multi-light wood door; 6/6 wood window at 1
st
 story; 1/1 wood windows at 2

nd
 

story; corbelled brick cornice; wood fence. 

 

North elevation of rear ell: coupled 6-light wood casement window at 1
st
 story. 

 

Built c. 1734 by William Parker, blacksmith, who married Elizabeth Gilbert, the granddaughter of John Gilbert. 

Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

119 2½-story, 3-bay, Flemish-bond brick with glazed headers, Georgian building. Marble 

steps; brick watertable; squared entrance opening with replacement single-leaf 6-panel wood door; wood basement 

window cover; 9/9 wood windows at 1
st
 story; 6/9 wood windows at 2

nd
 story; 6/3 wood window at dormer; wood 

sills; paneled wood shutters at 1
st
 and 2

nd
 stories; wood pent eave with wood shakes above 1

st
 story; wood cornice; 



shed roofed dormer with clapboard cheeks; gambrel roof with wood shakes; stucco chimney; iron gate and beaded 

wood rear access door. 

 

North elevation of main building: brick; 9/9 wood windows at 1
st
 story; 6/9 wood windows at 2

nd
 story; 6/3 wood 

window at dormer. 

 

West elevation of rear ell: brick; 9/6 wood windows at 1
st
 story; 6/6 wood windows at 2

nd
 story; brick belt courses; 

wood box cornice; jalousie windows at shed dormers. 

 

North elevation of rear ell: stucco; 9/6 wood window. 

 

Built between 1737 and 1747 by Thomas Preston, a tanner. Alterations: asphalt roof installed, dormers restored, 

1999. Designated: 26 June 1956. Significant. 

 

Documentation: CT; BP; Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

121 3½ -story, 2-bay, Flemish-bond brick, Federal building. Marble steps; brick watertable; 

squared entrance opening; door surround with wood pilasters, paneled wood reveals, wood transom with 

Adamesque decoration, and wood pediment; single-leaf 8-panel wood door; full arched alleyway access with wood 

door with transom; single-light wood basement windows; 6/6 wood windows throughout; paneled wood shutters at 

1
st
 story; brick belt courses between stories; wood box cornice; gable roofed dormer with asphalt shingled sides; 

gable roof with asphalt shingles. 

 

North elevation of main building: brick; garden wall; 12/12 wood windows at 2
nd

 story; 8/8 wood windows at 3
rd

 

story; 6/6 wood window in pedimented dormer. 

 

East elevation of rear ell: brick; 6/6 wood windows. 

 

North elevation of rear ell: stucco; 6/6 wood windows; wood barge board.  

 

Built c. 1809 by George Peddle, cooper. Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

123 3-story, 2-bay, Flemish-bond brick, Greek Revival building. Marble steps; full arched 

entrance opening with single-leaf 6-panel wood door and wood fanlight; square-head alleyway access with wood 

door, iron gate, and stone lintel; 3-light wood basement window; basement bulkhead with marble cheeks and 

double-leaf wood door; 6/6 wood windows at 1
st
 and 2

nd
 stories; 2/2 wood windows at 3

rd
 story; exterior aluminum 

storm windows throughout; paneled wood shutters at 1
st
 story; louvered wood shutters at 2

nd
 and 3

rd
 stories; painted 

stone sills at 1
st
 and 2

nd
 stories; wood sills at 3

rd
 story; molded brick cornice; gable roof with asphalt shingles; brick 

chimney. 

 

Built between 1795 and 1809. Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure by the Elfreth‘s Alley Association, PHC files.  

 

125 4-story, 2-bay, Flemish-bond brick, Greek Revival building. Marble steps; arched 

entrance opening with paneled wood door and arched transom; square-headed alley access with wood door with 

small metal window grate and stone lintel; boarded basement window; painted stone lintels at 1
st
 and 2

nd
 stories; 6/6 

wood windows throughout; paneled wood shutters at 1
st
 story; molded brick cornice; gable roof. 

 

Built after 1836 by Harman Baugh, a turner whose sign is in the Elfreth‘s alley collections. This dwelling is the only 

four-story house on the Alley. Alterations: 6/6 windows installed, 1987. Designated: 26 June 1956. Significant. 

 

Documentation: BP; Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 



127 3½-story, 2-bay, Flemish-bond brick, Greek Revival building. Marble steps; stucco 

watertable; 4-light wood basement windows with marble lintels and sills; arched entrance opening with replacement 

single-leaf 6-panel wood door, fluted wood reveals, and wood fanlight; wood 6/6 windows throughout; wood sills; 

wood cornice with corbelled brick end brackets; segmental arched dormer; gable roof; brick chimney. 

 

Built after 1810. Designated: 26 June 1956. Significant. 

 

Documentation: BP; Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

129 3½-story, 2-bay, Flemish-bond brick, federal building. Marble steps; brick watertable; 

squared entrance opening with wood pilasters and wood pediment; single-leaf 6-panel wood Dutch door; basement 

bulkhead with marble cheeks and double-leaf wood door; wood basement window; arched shared alleyway access 

with wood plank door; 12/12 wood window at 1
st
 story; 8/8 wood windows at 2

nd
 and 3

rd
 stories; 4/4 wood window 

at dormer; exterior wood storm windows throughout; double brick belt courses between stories; wood box cornice; 

shed roofed dormer with wood clapboard cheeks; gable roof; brick chimney.  

  

Built 1798 by Benjamin Lodor, a blockmaker and carpenter, and John Lodor. The first tenant was Thomas Horton, 

ship captain, who previously lived at #120. Alterations: repointed, 1996. Designated: 26 June 1956. Significant. 

 

Documentation: BP; Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

131 3½-story, 2-bay, Flemish-bond brick, Federal building. Marble and brick steps; brick 

watertable; 6-light basement window with iron grate; squared entrance opening with wood pilasters and wood 

pediment; single-leaf 6-panel wood door; basement bulkhead with marble cheeks and double-leaf wood doors; 

arched shared alleyway access with wood plank gate; 12/12 wood window at 1
st
 story; 8/8 wood windows at 2

nd
 and 

3
rd

 stories; exterior wood storm windows at 1
st
 to 3

rd
 stories; 6/6 wood window with exterior aluminum storm 

window at dormer; wood sills; double brick belt courses between stories; wood box cornice; shed roofed dormer 

with wood shakes on cheeks; gable roof with asphalt shingles; brick chimney. 

 

West elevation: stucco main building; brick rear ell. 

 

Built 1798 by Benjamin Lodor, a blockmaker and carpenter, and John Lodor. The first tenant was Thomas Horton, 

ship captain, who previously lived at #120. Designated: 26 June 1956. Significant. 

 

Documentation: FIS; CT; Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

133-135 ―The Coach House‖ 3½-story, 3-bay, Flemish-bond brick, Federal building. Marble 

steps; squared entrance opening with replacement single-leaf 6-panel wood door and replacement wood surround; 

segmental arch carriage door opening with fixed five light wood replacement window; exterior basement access 

stairwell with wood rail, concrete steps, single-leaf multi-light wood door and single-light wood basement window; 

6/6 wood window at 1
st
 story; 12/12 wood windows at 2

nd
 story; 8/8 wood windows at 3

rd
 story; exterior aluminum 

storm windows at 1
st
 to 3

rd
 stories; 1/1 wood window at dormer; paneled wood shutters at 1

st
 story; louvered wood 

shutters at 2
nd

 story; wood sills; sills panned in aluminum at 2
nd

 story; brick belt courses between stories; pedimented 

dormer with wood clapboards on cheekss; gable roof with asphalt shingles; inset garden area with brick planters; 

granite pavers; stucco garden wall with brick capping; squared entrance opening with wood surround, paneled wood 

door, and metal security gate. 

 

East elevation: stucco. 

 

East elevation of rear ell: bank of single-light casement windows and balcony with iron railing at 2
nd

 story; half 

gable roof with asphalt shingles. 

 

Built 1810 by John Argue. Named the Coach House for the high arched passageway that originally led to stables 

connected to a house on 2
nd

 Street. Alterations: east elevation stuccoed, 1977. Designated: 26 June 1956. Significant. 

 

Documentation: FIS; BP; Informational brochure by the Elfreth‘s Alley Association, PHC files. 



 

137 3½-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building. Marble 

steps; squared entrance opening with single-leaf Dutch paneled wood door and 4-light transom; basement bulkhead 

with brick cheeks and double-leaf wood doors; wood basement window; arched alleyway access with wood gate; 

12/12 wood windows at 1
st
 and 2

nd
 stories; 8/8 wood windows at 3

rd
 story; 6/6 wood window at dormer; exterior 

storm windows throughout; paneled wood shutters at 1
st
 and 2

nd
 stories; wood sills; double brick belt courses 

between stories; wood box cornice; pedimented dormer with rolled asphalt; gable roof with rolled asphalt; brick 

chimney. 

 

Built 1789 by Josiah Elfreth, cabinetmaker and grandson of the first Jeremiah Elfreth. Designated: 26 June 1956. 

Significant. 

 

Documentation: FIS; Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

139 3-story, 2-bay, common bond brick, Georgian building. Wood sill; squared entrance 

opening with 6-panel wood door and 4-light wood transom; wood basement door; 8/12 wood window at 1
st
 story; 

6/9 wood windows at 2nd story; 6/6 wood window at 3
rd

 story; paneled wood shutters throughout; wood pent eave 

with wood shakes above 1
st
 story; wood sills; pitched and flat roof; wood box cornice; chimney. 

 

West elevation: Stucco. 

 

Built prior to 1769 by Isaac Zane, house carpenter and son-in-law to Henry Elfreth (half-brother of the first Jeremiah 

Elfreth). Alterations: renovated exterior between 1972 and 1977. Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure for the Elfreth‘s Alley Association, PHC files; CT. 

 

141-149 See 133-135 N. 2
nd

 Street. 

 

********************* 

 

100-106 See Unit Block, Appletree Court. 

 

108 2½-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building. Marble 

step; squared entrance opening with double-leaf glazed and paneled wood door, wood screen door, and 4-light wood 

transom; 8/8 wood window with wood storm window at 1
st
 story; 6/9 wood windows at 2

nd
 story; 2-light vinyl 

window with exterior storm window at dormer; paneled wood shutters at 1
st
 and 2

nd
 stories; coved wood pent eave 

with wood shakes above 1
st
 story; wood sills; wood box cornice; shed roofed dormer with wood cheeks; gable roof 

with asphalt shingles. 

 

East elevation: brick; wood fascia; brick chimney  

 

Built between 1726 and 1750 by Thomas Wells. Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

110 2½-story, 2-bay, Flemish-bond painted brick, Georgian building. Marble step; wood 

basement window cover; squared entrance opening with single-leaf 4-panel wood door; arched alleyway access with 

single-leaf paneled wood door; 12/12 wood window with exterior aluminum storm window at 1
st
 story; 6/6 wood 

windows with exterior aluminum storm windows at 2nd story; 9-light wood window at dormer; paneled wood 

shutters at 1
st
 and 2

nd
 stories; brick belt course between stories; wood box cornice; shed roof dormer; gable roof with 

asphalt shingles; stucco chimney. 

 

Built between 1757 and 1762 by Thomas Patterson, house carpenter who married granddaughter of Arthur Wells. 

Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure by the Elfreth‘s Alley Association, PHC files. 



 

112 2½-story, 2-bay, Flemish-bond brick, Georgian building. Marble stoop; wood basement 

window cover; squared entrance opening with single-leaf 5-panel wood door and 3-light transom; shared arched 

alleyway access with wood door and infill; 6/6 wood windows with exterior aluminum storm windows at 1
st
 story; 

6/6 wood windows at 2
nd

 story; 6/3 wood window at dormer; wood sills; wood panel shutters at 1
st
 and 2

nd
 stories; 

brick belt course between stories; wood box cornice; shed roof dormer with wood cheeks; gable roof with asphalt 

shingles; stucco chimney;.  

  

Built between 1757 and 1762 by Thomas Patterson, house carpenter who married granddaughter of Arthur Wells. 

Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

114 2½-story, 2-bay, Flemish-bond brick, Georgian/Federal building. Marble stoop; wood 

basement windows; squared entrance opening with surround and paneled wood reveals; single-leaf 8-panel wood 

door with 3-light transom; shared arched alleyway access with wood door and infill; 6/6 wood windows with 

exterior aluminum storm windows at 1
st
 and 2

nd
 stories; 6/6 wood window at dormer; wood sills; wood panel 

shutters at 1
st
 and 2

nd
 stories; brick belt course between stories; pedimented dormer with wood cheeks; wood box 

cornice; gable roof with asphalt shingles. 

  

Built between 1757 and 1762 by Thomas Patterson, house carpenter who married granddaughter of Arthur Wells. 

Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

116 3½-story, 2-bay, Flemish-bond brick with glazed headers, Federal building. Marble 

stoop; brick planter; wood basement window cover; squared entrance opening with pedimented wood surround; 

single-leaf 6-panel wood Dutch door; alleyway access with iron and board gates; 6/6 wood windows with exterior 

wood storm windows at 1st and 3
rd

 stories; 6/9 wood windows with exterior wood storm windows at 2
nd

 story; 2-

light wood fixed window at dormer; wood lintels; paneled wood shutters at 1
st
 story; brick belt courses between 

stories; wood cornice; shed roof dormer with asphalt shingles on cheeks; gable roof with asphalt shingles; brick 

chimney. 

 

Built originally as a twin dwelling (front and rear) between 1785 and 1796 by and for twin brothers Benjamin and 

Enoch Taylor, masons and bricklayers. Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

118 2½-story, 2-bay, brick, Georgian building. Marble stoop; wood single-light basement 

window; squared entrance opening with single-leaf 6-panel wood door and 2-light transom; square-head alleyway 

access with board gate; 6/6 wood window at 1
st
 story; 12/12 wood windows at 2

nd
 story; 6/6 wood window at 

dormer; wood sills; paneled wood shutters at 1
st
 and 2

nd
 stories; brick belt course between stories; wood box cornice; 

shed roof dormer with wood cheeks; gambrel roof with asphalt shingles, brick chimney. 

 

Built between 1753 and 1760 by Richard Hall, carpenter and daughter-in-law to Andrew Edge, the builder of #120 

and 122. Moses Mordecai, one of the original members of Mikveh Israel Congregation, resided in this house in 

1769. Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

120 2½-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building. Marble 

stoop; 2-light wood basement window; shared alleyway access with board door and infilled transom; squared 

entrance opening with single-leaf 6-panel wood door and 4-light transom; 12/12 wood windows at 1
st
 and 2

nd
 stories; 

6/6 wood window at dormer; wood sills; wood shutters at 1
st
 floor; coved wood pent eave with wood shakes at 1

st
 

story; shed roof dormer with clapboard cheeks; wood box cornice; gable roof with asphalt shingles. 

 



Built between 1724 and 1728 by Andrew Edge. One of the oldest surviving houses on the Alley. Known for its 

walk-in fireplace and gossip doors between #120 and 122. Alterations: Rear shed and green house replaced, 1986. 

Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

122 2½-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building. Marble 

stoop; 2-light wood basement window; shared alleyway access with board door and infilled transom; squared 

entrance opening with single-leaf 6-panel wood Dutch door and 4-light transom; 12/12 wood windows with exterior 

aluminum storm windows at 1
st
 and 2

nd
 stories; 6/6 wood window with exterior aluminum storm window at dormer; 

wood sills; wood shutters at 1
st
 floor; coved wood pent eave with wood shakes at 1

st
 story; shed roof dormer with 

clapboard cheeks; wood box cornice; gable roof with asphalt shingles. 

 

Built between 1724 and 1728 by Andrew Edge. One of the oldest surviving houses on the Alley. Known for its 

walk-in fireplace and gossip doors between #120 and 122. Alterations: Rear shed and green house replaced, 1986. 

Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

124 2½-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building. Marble 

stoop; wood basement window cover; shared arched alleyway access with metal gate; squared entrance opening with 

single-leaf 6-panel wood door and 4-light transom; 12/12 wood windows at 1
st
 story; 12/8 wood windows at 2

nd
 

story; 12-light wood window at dormer; wood sills; paneled wood shutters at 1
st
 floor; wood pent eave with wood 

shakes above 1
st
 story; iron sign bracket with hanging wood sign at 2

nd
 story; shed roof dormer with wood cheeks; 

gambrel roof with asphalt shingles. 

 

Built between 1740 and 1762 by Jeremiah Elfreth, blacksmith. Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

126 ―Jeremiah Elfreth House Museum‖ 2½-story, 2-bay, Flemish-bond brick with glazed 

headers, Georgian building. Marble stoop; wood basement window cover; shared arched alleyway access with metal 

gate; squared entrance opening with single-leaf 6-panel wood door and 4-light transom; 12/12 wood windows at 1
st
 

story; 9/6 wood windows at 2
nd

 story; paired 6-light wood casement window at dormer; wood sills; wood shutters at 

1
st
 floor; wood pent eave with plaster cove and wood shakes above 1

st
 story; shed roof dormer with wood cheeks; 

gambrel roof with wood shingles; brick chimney. 

 

Built between 1741 and 1762 by Jeremiah Elfreth, blacksmith, rear ell added later. Alterations: restored for use as a 

museum from 1958 to1965. Designated: 26 June 1956. Significant. 

 

Documentation: HABS; Webster; BP; Informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

128 See 109-131 N. 2
nd

 Street. 

 

130 2½-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building. Marble 

stoop; stucco watertable; basement bulkhead with marble cheeks and double-leaf wood door; shared alleyway access 

infilled with brick; squared entrance opening with pedimented wood surround; single-leaf 6-panel wood door; 12/12 

wood window at 1
st
 story; 6/9 wood windows with exterior aluminum storm windows at 2

nd
 story; coupled 6-light 

wood casement window at dormer; wood sills; paneled wood shutters at 1
st
 and 2

nd
 stories; brick belt course between 

stories; wood and copper box cornice; shed roof dormer with clapboard cheeks; gambrel roof with asphalt shingles; 

stucco chimney. 

 

Built between 1741 and 1749 by Adam Clampffer, shopkeeper. Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure for the Elfreth‘s Alley Association, PHC files  

 



132 2½-story, 2-bay, Flemish-bond brick with glazed headers, Georgian/Federal building. 

Marble stoop; basement bulkhead with marble cheeks and double-leaf wood door; shared alleyway access infilled 

with brick; squared entrance opening with wood pedimented surround; single-leaf 6-panel wood door; replacement 

2/2 wood window at 1
st
 story; replacement 6/9 wood windows at 2

nd
 story; 6/6 wood window with exterior storm 

window at dormer; wood sills; paneled wood shutters at 1
st
 and 2

nd
 stories; brick belt course between stories; wood 

box cornice; shed roof dormer with clapboard cheeks; gambrel roof with asphalt shingles; brick and stucco 

chimney;. 

 

Built between 1741 and 1749 by Adam Clampffer, shopkeeper. Alterations: new windows installed at 2
nd

-story front 

in 2000. Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure for the Elfreth‘s Alley Association, PHC files; BP. 

 

134 3-story, 1-bay, Flemish-bond brick, Greek Revival building. Concrete stoop; replacement 

single-light aluminum basement window with marble lintel; arched entrance opening; single-leaf 4-panel wood door 

with wood fanlight; 6/6 wood windows with exterior aluminum storm windows at 1
st
 and 2

nd
 stories; 6/3 wood 

window with exterior aluminum storm window at 3
rd

 story; wood sills; paneled wood shutters at 1
st
 and 2

nd
 stories; 

molded brick cornice; flat roof.  

 

West elevation: 3-story, 2-bay, brick; single-light wood basement window with marble lintel; 6/6 wood windows 

with exterior aluminum storm windows at 1
st
 and 2

nd
 stories; 6/3 wood window with exterior aluminum storm 

window at 3
rd

 story; wood sills; paneled wood shutters at 1
st
 and 2

nd
 stories; molded brick cornice; wood deck at 

rear; wood picket garden fence. 

 

Built c. 1793. Designated: 26 June 1956. Significant. 

 

Documentation: Informational brochure for the Elfreth‘s Alley Association, PHC files.  

 

136-144 See 127-131 N. 2
nd

 Street. 



FILBERT STREET - 200 Block 
 

 

Paving: 75% Granite block; 25% Blue-glazed granite block   

Curbs: Granite 

Sidewalks: 5% Concrete; 10% Brick; 85% None   

Light fixtures: None 

 

201-227 See 40 N. 2
nd

 Street. 

 

229-239 See 2 N. American Street. 

 

241-251 See 35 N. 3
rd

 Street. 

 

****************** 

 

200-204 See 30 N. 2
nd

 Street. 

 

206-208 ―Christ Church Parish House Annex‖ 2½ story, 3-bay brick Flemish-bond brick Georgian 

Revival building connected by 5- and 3-story, 2-bay, brick link to 205-207 Church Street. 

 

North (Filbert Street) elevation: 2½-story, 3-bay, brick; 6/6 windows throughout, brick chimney. 

 

South elevation: 2½-story, 1-bay; brick watertable; square entrance opening with wood door surround with pilasters 

and panel reveals; single-leaf paneled wood door; 6/6 wood windows at 2
nd

 and 3
rd

 stories; limestone sills and brick 

jack arches at 2
nd

 and 3
rd

 stories; brick beltcourse continues; brick end chimney. 

 

East elevation: 2½ story, 3-bay; brick watertable; 6/6 wood windows at 1
st
 and 2

nd
 stories and dormers; limestone 

sills and brick jack arches at 1
st
 and 2

nd
 stories; limestone keystones at 1

st
 story; brick beltcourse above 2

nd
 story; 

segmental arched dormers behind parapet wall; half gable slate roof; brick end chimneys. 

 

West elevation: stucco and brick main building, brick link and north building; four multi-light wood windows. 

 

Built 1909-1911by architect Ralph E. White. Alterations: addition, 1922.  Contributing. 

 

Documentation: Datestone; PAB; Tatum & Moss. 

 

210-214 Asphalt parking lot with 1-story operator's booth. Non-contributing. 

 

216-222 See 225-231 Church Street. 

 

224-228 See 33 N. 3
rd

 Street. 



FLORIST STREET– 200 Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: 50% Concrete; 50% None   

Light fixtures: Highway cobra 

 

 

200-204 See 200 N. 2
nd

 Street. 

 

206-222 See 205-209 Race Street. 

 

224 See 221-223 Race Street. 

 

226 See 225 Race Street. 

 

228 See 227 Race Street. 

 

230 See 229 Race Street. 

 

232-238 See 231-237 Race Street 

 

240-250 See 213 N. 3
rd

 Street. 



FLORIST STREET– 300 Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: Concrete   

Light fixtures: None 

 

 

300-302 See 301 Race Street. 

 

312 See 313-317 Race Street. 

 

314-322 See 319-325 Race Street. 

 

324-340 See 213-217 N. 4
th

 Street. 



N. FRONT STREET - Unit Block 
 

 

Paving: Asphalt   

Curbs: 50% Granite; 50% Concrete 

Sidewalks: 80% Concrete; 15% Brick; 5% Slate; iron grates at grade for basement access 

Light fixtures: Modified highway cobra 

 

2-8 Asphalt parking lot with metal and concrete bollards. Buildings at 10-12 N. Front Street 

and 109-111 Market Street demolished for bus loop in 1915. Non-contributing. 

 

14  4-story plus mansard, 3-bay, Flemish-bond brick, Greek Revival building with Second 

Empire mansard roof. Marble steps; full arched entrance openings; double-leaf paneled and glazed wood doors with 

arched single-light transoms; rusticated marble cladding on entire 1
st
 story; full arched window openings at 2

nd
 story 

with Georgian multi-light/9 wood windows; 6/6 wood windows at 3
rd

 and 4
th

 stories; 9/9 wood windows at mansard; 

marble lintels and sills; marble beltcourse and keystones at 2
nd

 story windows; molded brick cornice; shallow 

pedimented dormers; slate on mansard. 

 

North elevation: brick. 

 

South elevation: 5-story, 3-bay, stucco, front section and 5-story, 2-bay brick rear section; squared entrance 

openings; double-leaf glazed aluminum door in front section; single-leaf paneled wood door and single-leaf flush 

doors in rear section; paired 1/1 aluminum windows throughout; security grates at 1t story; metal hoods over 

windows in front section, flat roof; plastic sign on roof. 

 

Built between 1828 and 1836. Alterations: converted to hotel by architect Sabrina Soong, 1989; NPS tax credit 

project, 1991. Designated: 6 Jan 1977. Contributing. 

 

Documentation: HABS; Webster. 

 

16 3½-story, 2-bay, Flemish-bond brick, Federal building with 3-bay storefront. Granite 

stoop with iron railings; basement access at double-leaf metal grated door and double-leaf wood door below 

storefront window; squared entrance openings; single-leaf paneled and glazed wood doors with single-light 

transoms; marble storefront pilasters and cornice; 8/8 wood window at storefront; 6/6 wood windows at 2
nd

 and 3
rd

 

stories; 3/6 wood window at dormer; marble beltcourse above 2
nd

 story windows; molded pressed metal cornice; 

aluminum-clad pedimented dormer; gable standing seam metal roof; aluminum-clad chimney. 

 

South elevation: brick; 12-light wood casement windows. 

 

Built c. 1780. Alterations: converted to hotel by architect Sabrina Soong, 1993; new dormer window, 1998. 

Designated: 6 Jan 1977. Signficant.  

 

Documentation: HABS, Webster, BP. 

 

18 (a.k.a. 100 Church Street) 4-story, 2-bay, Flemish-bond brick, Greek Revival building 

with 3-bay storefront. Granite and concrete stoop; squared entrance openings; double-leaf paneled and glazed wood 

doors with 4-light wood transoms; boarded storefront panel; paired 6-light wood casement windows with 4-light 

wood transom; marble storefront sill, pilasters and cornice; 6/6 wood windows at upper stories; marble sills; brick 

and marble cornice; flat roof. 

 

North elevation: 4-story, 3-bay, brick building with stucco penthouse and 5-story, 1-bay, stucco rear addition; 

squared entrance opening with double-leaf flush metal door in rear addition; brick infill in openings at 1
st
 story; 6/6 

wood windows at upper stories; double-leaf glazed wood doors with balconettes at 2
nd

 to 5
th

 stories of rear addition; 

8/8 wood window at penthouse; roofdeck with metal railing. 

 



Built between 1828 and 1836. Alterations: converted to hotel with additions on roof and Church Street by architect 

Sabrina Soong, 1999. Designated: 6 Jan 1977. Contributing.  

 

Documentation: HABS, Webster, BP. 

 

20 (a.k.a. 101 Church Street) 4-story, 2-bay, Flemish-bond brick, Greek Revival building 

with 3-bay storefront. Marble step and stoop; double-leaf metal grated door and double-leaf paneled wood half-door 

below storefront window to basement; squared entrance openings; double-leaf half-glazed and paneled wood door 

with 2-light transom; double-leaf boarded paneled wood door with 2-light transom; boarded storefront window with 

2-light transom; marble storefront pilasters and cornice; boarded windows at upper stories; marble sills; molded 

brick cornice; flat roof. 

 

South elevation: 4-story, brick; squared entrance openings; double-leaf half-glazed wood door with 5-light wood 

transom; boarded single-leaf openings for fire escape at 2
nd

, 3
rd

 and 4
th

 stories; 1/1 wood windows at 1
st
 story; 6/6 

wood windows at 2
nd

 story; boarded windows at 3
rd

 and 4
th

 stories; sills panned in aluminum. 

 

West elevation: 4-story, 2-bay, brick; basement access with paneled wood door; squared entrance opening with 

double-leaf half-glazed wood door with 5-light transom; 6/6 wood windows throughout. 

 

Built between 1828 and 1836 for Girard Estate. Designated: 6 Jan 1977. Significant. 

 

Documentation: HABS. Webster. FIS. 

 

22 5-story, 3-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite and marble stoops; double-leaf metal grated door and double-leaf paneled wood half-door below storefront 

window to basement; squared entrance openings; double-leaf boarded half-glazed and paneled wood doors; boarded 

storefront window; marble storefront pilasters and cornice; boarded windows at upper stories; marble sills; marble 

belt course above 4
th

 story windows; denticulated brick cornice; flat roof. 

 

South elevation: 2-story rear ell; boarded openings; 4/4 wood windows. 

 

Built between 1828 and 1836 for Girard Estate. Designated: 6 Jan 1977. Significant. 

 

Documentation: HABS, Webster.  

 

24 5-story, 3-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite and marble stoops; double-leaf metal grated door and double-leaf paneled wood half-door below storefront 

window to basement; squared entrance openings; double-leaf boarded half-glazed and paneled wood doors; boarded 

storefront window; marble storefront pilasters and cornice; painted sign above storefront cornice; boarded windows 

at upper stories; marble sills; marble belt course above 4
th

 story windows; denticulated brick cornice; flat roof. 

 

Built between 1828 and 1836 for Girard Estate. Designated: 6 Jan 1977. Significant. 

 

Documentation: HABS, Webster.  

 

26 5-story, 3-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite and marble stoops; double-leaf metal grated door and double-leaf paneled wood half-door below storefront 

window to basement; squared entrance openings; double-leaf boarded half-glazed and paneled wood doors; boarded 

storefront window; marble storefront pilasters and cornice; painted sign above storefront cornice; boarded windows 

at upper stories; marble sills; marble belt course above 4
th

 story windows; denticulated brick cornice; flat roof. 

 

Built between 1828 and 1836 for Girard Estate. Designated: 6 Jan 1977. Significant. 

 

Documentation: HABS, Webster.  

 



28 4-story, 3-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. Marble 

stoops; double-leaf metal grated door to basement; squared entrance openings with boarded double-leaf doors; 

marble storefront piers and cornice; painted sign above storefront cornice; boarded windows at upper stories; marble 

sills; molded brick and marble cornice; flat roof; penthouse clad in vertical boards. 

 

Built between 1828 and 1836 for Girard Estate. Designated: 6 Jan 1977. Significant. 

 

Documentation: HABS, Webster.  

 

30 4-story, 3-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. Wood 

loading dock; squared entrance openings; boarded basement access; boarded double-leaf doors; boarded storefront 

window with marble sill; marble storefront piers and cornice; painted sign above storefront cornice; boarded 

windows at upper stories; marble sills; molded brick and marble cornice; flat roof; stucco penthouse. 

 

Built between 1828 and 1836 for Girard Estate. Designated: 6 Jan 1977. Significant. 

 

Documentation: HABS, Webster.  

 

32-34 4-story, 4-bay, Flemish-bond brick, Greek Revival building with 6-bay storefront. Wood 

loading dock; squared entrance openings; boarded entrances with leaded transoms; boarded storefront casement 

windows with leaded transoms; painted stone storefront pilasters, sills, and cornice; 1/1 vinyl windows at upper 

stories; stone sills; molded brick cornice; flat roof. 

 

Built between 1828 and 1836 for Girard Estate. Listed as two separate properties by BRT. Designated: 6 Jan 1977. 

Significant. 

 

Documentation: HABS, Webster.  

 

36 ―Trotter Warehouses‖ 4-story, 3-bay, Flemish-bond brick, Greek Revival building with 

4-bay storefront. Granite stoops; metal grate to basement at granite stoop; boarded basement access; squared 

entrance openings; double-leaf paneled and glazed with multi-lights wood door with leaded transom; single-leaf 

replacement vertical wood board door with leaded transom; boarded storefront panels; paired multi-light wood 

casement storefront windows with leaded transoms; painted storefront signs; limestone storefront pilasters, sill, and 

cornice; 6/6 wood windows at 2
nd

 and 3
rd

 stories; 1/1 aluminum windows at 4
th

 story; granite sills; molded brick 

cornice; flat roof. 

 

Built 1833 for Nathan Trotter, merchant, and held same company until early 1990s. Designated: 6 Jan 1977. 

Significant. 

 

Documentation: FIS; HABS; Webster. 

 

38 ―Trotter Warehouses‖ 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 

3-bay storefront. Wood loading dock; squared entrance openings; boarded entrance with leaded transom; boarded 

double-leaf wood door with leaded transom; boarded storefront window with leaded transom; painted stone 

storefront pilasters, sill, and cornice; 1/1 vinyl windows at upper stories; granite sills throughout; molded brick 

cornice; flat roof; small penthouse clad in wood. 

 

Built 1833 for Nathan Trotter, merchant, and held same company until early 1990s. Designated: 6 Jan 1977. 

Significant. 

 

Documentation: FIS; HABS. 

 

40 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. Wood 

loading dock; squared entrance openings; two double-leaf half-glazed wood doors with leaded transoms; boarded 

basement access; paired 6-light wood casement storefront windows with leaded transom; painted stone storefront 



pilasters, sill and cornice; 1/1 vinyl windows at upper stories; granite lintels and sills; molded brick and marble 

cornice; flat roof; small penthouse. 

 

Built between 1828 and 1836. Early home of Rohm & Haas, chemists. Designated: 6 Jan 1977. Significant. 

 

Documentation: HABS; Webster.  

 

42-44 (a.k.a. 100-106 Cuthbert Street) 4-story, 4-bay, painted Flemish-bond brick, Greek 

Revival building with 6-bay storefront. Concrete and marble stoops; squared entrance openings; replacement single-

leaf paneled and glazed wood door with infilled transom; double-leaf half-glazed and paneled wood door with 

leaded glass transom; boarded and stucco panels below storefront windows; 2/2 wood storefront windows with 

leaded glass transoms; paired single-light wood casement storefront windows with leaded glass transoms; painted 

stone storefront pilasters, sills, and cornice; painted signs throughout; 6/6 wood windows at 2
nd

 story; 1/1 vinyl 

windows at 3
rd

 and 4
th

 stories; painted stone lintels and sills at upper stories; molded brick and marble cornice; flat 

roof. 

 

North elevation: 4-story, brick; 2/2, 6/6, and 8/8 wood windows and 4/4 wood windows with exterior storms at 1
st
 

story; 1/1 vinyl windows at 2
nd

 story; 2-light vinyl sliders at 2
nd

 story and 3
rd

 story; double-leaf board hay doors at 

3
rd

 and 4
th

 stories; painted stone lintels and sills; brick sills.  

 

West elevation: 4-story, 4-bay, brick; 6/6 wood windows at 1
st
 story; 1/1 vinyl windows at upper stories; painted 

stone sills. 

 

Built c. 1836. Alterations: new wood windows installed at 2
nd

 floor, 2000. Designated: 6 Jan 1977. Significant. 

 

Documentation: FIS; HABS; Webster; BP. 

 

46 (a.k.a. 101 Cuthbert Street) 3½-story, 3-bay, Flemish-bond brick, Federal building with 

3-bay Greek Revival storefront. Granite steps; boarded basement bulkhead door; squared entrance opening; double-

leaf paneled and glazed wood door with 8-light transom; paired multi-light wood casement storefront windows with 

8-light transom; marble storefront pilasters, sills, and cornice; replacement 6/6 wood windows at 2
nd

 and 3
rd

 stories; 

cast stone sills at upper stories; brick beltcourses above 1
st
 and 2

nd
 stories; aluminum clad box cornice; gable roof. 

 

South elevation of main building: 3½-story; brick at 1
st
 story, stucco at upper stories; brick watertable; squared 

entrance opening; double-leaf paneled and glazed wood door with 3-light transom; 6/6 and single-light wood 

windows at 1
st
 story; 6/6 and 8/8 aluminum windows at 2

nd
 to 4

th
 stories; boarded hay door; hay door with 8-light 

casement window and hoist; raised brick courses continue; aluminum clad barge board. 

 

South elevation of rear ell: 1-story, 2-bay, stucco; 1/1 wood windows.  

 

West elevation of main building: stucco; single-leaf flush metal door at 2
nd

 story; 1/1 aluminum window and fixed 

single-light square window at 3
rd

 story; aluminum clad cornice; AC condenser on roof. 

 

West elevation of rear ell: stucco. 

 

Built 1785 for John Clifford, merchant. Used as a store and warehouse in 1821 when purchased by Samuel 

Wetherill, a druggist and paint manufacturer. Used by Wetherill family until 1919. Alterations: Storefront piers 

added by Wetherill. Designated: 29 Nov 1960. Significant. 

  

Documentation: FIS; HABS; Webster; PHC files. 

 

48 4-story plus mansard, 2-bay, brick, Second Empire building with brick-faced storefront. 

Concrete stoop; squared entrance opening; single-leaf replacement paneled and glazed wood door; fixed 9-light 

wood storefront window; brick storefront sill; 1/1 aluminum windows with grid at upper stories; marble lintels and 

sills at upper stories and dormers; fire escape at 2
nd

 to 4
th

 stories; denticulated brick cornice; shed roof dormers with 

aluminum clad cheeks; slate mansard roof clad. 



 

Built between 1828 and 1836. Alterations: storefront façade altered; mansard roof added c. 1880. Designated: 31 

Dec 1984. Significant. 

 

Documentation: HABS; Webster. 

 

50-52 5-story, 4-bay, Flemish-bond brick, Greek Revival building with 4-bay storefront. Marble 

stoops; marble watertable; boarded basement windows with iron grates; squared entrance openings; double-leaf 

paneled and glazed doors and single-light wood transoms; paired single-light wood casement storefront windows 

with single-light wood transoms; storefront iron grates; marble storefront cornice; 6/6 wood windows at upper 

stories; marble sills; molded brick cornice; flat roof. 

 

Built c. 1829 by George Wetherill, druggist, as a warehouse. Alterations: garage addition, 1960; interior and exterior 

alterations, 1989. Designated: 26 May 1970. Significant. 

 

Documentation: HABS; Webster; FIS; NPS Tax Credit Application, 1989. 

 

54 5-story, 1-bay, stucco, Contemporary building. Squared entrance opening with double-

leaf glazed wood door, 2-light wood sidelights, and single-light wood transom; squared entrance openings at upper 

stories with double-leaf glazed wood doors and metal balconettes; mansard roof with standing seam metal roofing. 

 

Built c. 1989. Non-contributing. 

 

56 4-story, 4-bay, Flemish-bond brick, Greek Revival building with 4-bay storefront. 

Concrete step; squared entrance openings; double-leaf paneled and glazed wood doors, two with arched wood 

transoms and two with rectangular wood transoms; iron security grates on door and transom glazing; stucco 

storefront pilasters with some marble visible; stucco storefront cornice; 6/6 wood windows at upper stories and 

dormers; marble lintels and sills; corbelled brick cornice; segmental arched dormer windows; gable roof with asphalt 

shingles. 

   

Built c. 1829 by George Wetherill, druggist, as a warehouse. Alterations: garage addition, 1960; interior and exterior 

alterations, 1989. Designated: 26 May 1970. Significant 

 

Documentation: HABS; Webster; FIS; NPS Tax Credit Application, 1989. 

 

58-60 4-story, 4-bay, Flemish-bond brick, Greek Revival building with 4-bay storefront. 

Concrete ramp with stoop; marble stoop; squared entrance opening; double-leaf half-glazed wood doors with 3-light 

wood transoms and metal security grates; beaded wood board storefront panels; paired multi-light wood casement 

storefront windows with multi-light wood transoms; marble storefront pilasters, sills, and cornice; 1/1 aluminum 

windows at upper stories; marble lintels and sills; molded brick cornice; flat roof. 

 

Built between 1828 and 1836. Designated: 6 Jan 1977. Significant. 

 

Documentation: HABS; Webster. 

 

62-66 See 100 Arch Street. 



N. FRONT STREET - 100 Block 
 

 

Paving: Asphalt 

Curbs: Concrete 

Sidewalks: Concrete, west side only 

Light fixtures: Highway cobra 

 

 

100 Block   See 1-18 Appletree Street. 

 

126  Vacant lot. Non-contributing. 

 

138-140R  (a.k.a. 110-112 Quarry Street) Vacant lot.   

 

3-story, 2-bay, brick, vernacular building; first story storefront infilled with painted concrete blocks; squared 

entrance opening; single-leaf flush steel door; paired 12-light industrial steel windows at 2
nd

 story; paired 16-light 

industrial steel windows at 3
rd

 story; brick lintels and sills; terra cotta cap at portions of cornice; flat roof. 

Demolished, 2002.  Non-contributing. 



N. FRONT STREET - 200 Block 
 

 

Paving: Asphalt 

Curbs: Concrete 

Sidewalks: Concrete, west side only 

Light fixtures: Highway cobra 

 

 

210  Vacant lot. Non-contributing.



N. FRONT STREET - 300 Block 
 

 

Paving: Granite block 

Curbs: 50% Granite; 50% Concrete 

Sidewalks: 30% Granite; 10% Bluestone; 60% Concrete   

Light fixtures: Highway cobra 

 

301-303 (a.k.a. 300-302 N. Water Street) 1-story, 2-bay, stucco, vernacular building. Concrete 

ramp with iron railing; squared entrance opening; single-leaf flush wood door with small lights; stucco surrounds 

with keystones; 1/1 aluminum window with security grate at 1
st
 story; metal cap at roofline; flat roof; HVAC units. 

 

South elevation: 1-story, 3-bay, stucco; curved to follow street line; 1/1 aluminum windows with stucco surrounds; 

metal cap at roofline. 

 

East elevation: 2-story, 4-bay, stucco; squared garage openings at grade with paneled roll-down aluminum garage 

doors; 1/1 aluminum windows with stucco surrounds at 2
nd

 story; metal cap at roofline. 

 

Built c. 1990. Non-contributing. 

 

305 (a.k.a. 304 N. Water Street) 4-story, 3-bay, painted brick, vernacular building. Concrete 

stoop and steps with metal pipe railing; squared entrance opening; replacement single-leaf, flush wood door with 

glass block transom; brick storefront panels; glass block filled storefront windows; brick storefront pilasters; 

corbelled brick storefront cornice; glass block filled windows at 2
nd

 to 4
th

 stories; 1/1 aluminum window with glass 

block infill at center bay of 2
nd

 story; brick sills; terra cotta cap at roofline; flat roof. 

 

South elevation: stucco; projecting brick chimney with metal vent at 3
rd

 story. 

 

East elevation: 5-story, 3-bay, brick; squared garage entrance; replacement double-leaf flush wood door with multi-

light wood transom; boarded sidelight windows to garage at 1
st
 story; steel I-beam at storefront cornice; glass block 

infilled windows 2
nd

 to 5
th

 stories. 

 

Built c. 1845. Alterations: Glass block infill added. Contributing.  

 

307 (a.k.a. 306 N. Water Street) 4-story, 3-bay, stucco, vernacular building with 3-bay cast-

iron storefront. Concrete stoop with granite step; squared entrance opening; replacement single-leaf paneled wood 

door with glass block infilled transom at 1
st
 story; replacement single-leaf glazed wood doors at 2

nd
 to 4

th
 stories; 

glass block infilled storefront windows; brick storefront panels; cast-iron storefront pilasters and cornice; glass block 

infilled windows at 2
nd

 to 4
th

 stories; 1/1 aluminum windows at 3
rd

 to 4
th

 stories; wood balconies with wood 

supporting brackets at 2
nd

, 3
rd

, and 4
th

 stories; terra cotta cap at roofline; flat roof. 

 

East elevation: 5-story, 3-bay, stucco; squared entrance openings; replacement single-leaf glazed wood door with 

glass block transom; cast-iron storefront pilasters; glass block infilled window openings with central single-light 

aluminum window at 1
st
 story; single-leaf glazed wood door at 4

th
 story; glazed aluminum sliding door at 3

rd
 and 5

th
 

stories; glass block infilled windows at 2
nd

 to 5
th

 stories; wood balconies with wood supporting brackets at 3
rd

, 4
th

, 

and 5
th

 stories. 

 

Built c. 1845 with cast-iron storefront, c. 1855. Alterations: major alterations to façade with the addition of stucco, 

glass block, and balconies, late 20
th

 century. Contributing. 

 

309 (a.k.a. 308 N. Water Street) 2-story, 2-bay, painted brick, vernacular building with 

storefront and Neo-Georgian rooftop addition. Concrete stoop with iron pipe railing; squared entrance opening; 

replacement single-leaf flush wood door with glass block transom; brick storefront panels; glass block infilled 

storefront windows; cast-iron storefront pilasters; 3-sided wood bay at 2
nd

 story with shed roof clad with asphalt 

shingles; 1/1 aluminum windows with glass block infill at 2
nd

 story; flat roof. 

 



West elevation of rooftop addition: 1½-story, stucco, Neo-Georgian building; squared entrance openings; single-leaf 

paneled steel door; single-leaf flush steel door; pent eave above 1
st
 story; 4/4 aluminum windows; 4-light fixed 

window at pedimented dormer; wood deck with wood picket fence; gambrel roof clad in asphalt shingles; stucco 

chimney. 

 

East elevation: 3-story, 2-bay, brick; squared entrance opening; replacement double-leaf flush wood door with 

boarded transom; brick infilled storefront windows; cast-iron storefront pilasters; glass block infilled windows at 2
nd

 

story; 3-sided wood bay with 1/1 aluminum windows and shed roof clad with asphalt shingles at 3
rd

 story; brick sills 

at 2
nd

 and 3
rd

 story; flat roof. 

 

East elevation of rooftop addition: 1½-story, stucco; 4/4 aluminum windows; wood deck with wood picket fence; 

gambrel roof clad in asphalt shingles. 

 

Built c. 1845. Alterations: glass block infill at storefront; stucco addition with gambrel roof, c. 1995, Al Johnson, 

architect. Contributing. 

 

311-313 (a.k.a. 310-312 N. Water Street) 2½ story, 2-bay, brick, vernacular building. Metal 

staircase; squared entrance opening; single-leaf glazed aluminum door with glass block sidelight and transom; 1/1 

aluminum windows with security grates at 1
st
 story; 1/1 aluminum windows with glass block sidelights at 2

nd
 story; 

oculus window at gable; stucco gable area; gable roof clad with asphalt shingles. 

 

East elevation: 3½ story, 2-bay, brick; squared garage opening with roll-down wood door; squared entrance 

openings, some infilled with CMU; single-leaf flush wood door; single-light window with glass block surround at 1
st
 

story; glazed aluminum sliding balcony doors with metal balconettes at 2
nd

 and 3
rd

 stories; 3-sided bay with 1/1 

wood windows at 2
nd

 story; oculus window at gable; stucco gable area. 

 

Built c. 1920. Alterations: new façade, late 20
th

 century. Non-contributing. 

 

315-317 (a.k.a. 314-316 N. Water Street) 3-story, 6-bay, stucco, vernacular building. Brick 

watertable and quoins; recessed squared entrance opening; single-leaf paneled wood door with metal screen door; 

single-leaf paneled wood doors with sidelights and single-light wood window in recessed area; 1/1 vinyl windows at 

1
st
, 2

nd
, and 3

rd
 stories; metal security grates at 1

st
 story; octagonal vinyl windows at 2

nd
 story; brick sills; 

denticulated wood cornice; gable roof clad with asphalt shingles. 

 

East elevation: 3-story, 6-bay, brick at 1
st
 story, stucco at 2

nd
 and 3

rd
 stories; squared garage door openings with 

metal roll-down doors; 1/1 wood windows at 2
nd

 and 3
rd

 stories; 3-sided bay with fixed single-light wood window 

and flanking 1/1 wood windows at 3
rd

 story; brick quoins; brick cornice with limestone cap; roof deck with brick 

parapet. 

 

South elevation: stucco. 

 

North elevation: brick. 

 

Built 1985. Non-contributing. 

 

Documentation: sign on building with date. 

 

319 (a.k.a. 318 N. Water Street) 4-story, 3-bay, brick, Greek Revival building with storefront. 

Granite step; squared entrance opening; replacement single-leaf paneled wood door with boarded transom; boarded 

storefront windows; cast-iron storefront pilasters; steel I-beam storefront cornice; boarded windows with glass 

panels at 2
nd

 to 4
th

 stories; limestone lintels and sills; denticulated brick and metal cornice with aluminum cap; flat 

roof; metal vent at roof cupola. 

 

East elevation: 5-story, 3-bay, brick at 1
st
 story, stucco above; boarded corbelled arched entrance openings at 1

st
 

story; boarded windows and fixed-light at 2
nd

 to 5
th

 stories; stucco cornice with aluminum cap. 

 



West elevation: brick. 

 

Built c. 1850. Contributing. 

 

321-323 (a.k.a. 320-322 N. Water Street) 2-story, 5-bay, brick, vernacular building with Queen 

Anne storefront. Granite step; squared entrance openings; replacement single-leaf paneled steel doors with small 

lights; stucco infill at storefront; cast-iron storefront pilasters; steel I-beam storefront lintel; 6/6 aluminum windows 

throughout; brick infill in some window openings; limestone sills; aluminum cap at roofline; flat roof; stucco 

pilothouse with vinyl octagonal window. 

 

North elevation: 3-bay, stucco; squared entrance opening with single-leaf paneled wood door; paired 4-light sliding 

windows, one with security grate. 

 

East elevation: 3-story, 5-bay, stucco; concrete ramp with pipe metal railing; squared garage openings with paneled 

metal roll-down garage doors; squared entrance opening; paneled metal door with small lights; cast-iron storefront 

pilasters; steel I-beam storefront lintel; 6/6 aluminum windows with exterior storm windows throughout; painted 

stone sills; aluminum cap at roofline; flat roof; roof deck. 

 

Built c. 1855. ―A. Raymond Raff, Builder 1835 Thompson St.‖ embossed on cast-iron pilasters. Alterations: top 

stories removed. Contributing. 

 

For steps see 1-99 Wood Street. 

 

325 (a.k.a. 324 N. Water Street) 2-story, 3-bay, stucco, vernacular building. Concrete steps to 

two entrances; squared entrance openings; recessed single-leaf paneled wood doors with pedimented wood 

surrounds and paneled reveals; replacement single-light vinyl window at 1
st
 story; 1/1 wood windows with exterior 

storm windows at 2
nd

 story; stucco sills; wood belt course; cast stone cap at roofline; flat roof. 

 

South elevation: brick. 

 

North elevation: CMU. 

 

East elevation: 3-story, 3-bay, brick; squared garage openings with roll-down aluminum garage doors; paneled wood 

door surround and cornice at 1
st
 story; steel I-beam above 1

st
 story; 1/1 aluminum windows at upper stories; granite 

lintels and sills; terra cotta cap at roofline. 

 

Built c. 1850. Alterations: façade stuccoed and doors and windows replaced, late 20
th

 century. Contributing.  

 

327-329 (a.k.a. 326-328 N. Water Street) Vacant lot with chain link fence. Non-contributing. 

 

331 (a.k.a. 330 N. Water Street) 3-story, 1-bay, stucco, vernacular building. Concrete stoop 

and step; squared entrance opening; single-leaf flush steel door with single-light wood transom; group of three 

single-light aluminum windows with window surrounds 1
st
 to 3

rd
 stories; aluminum cap at roofline; flat roof; wood 

batten fence with flower boxes. 

 

North elevation: painted CMU and stucco. 

 

South elevation: stucco. 

 

East elevation: 3-story, 3-bay, stucco; squared entrance opening; double-leaf paneled and glazed wood door; wood 

storefront panels; single-light aluminum windows at 1
st
 story; 1/1 aluminum windows at 2

nd
 and 3

rd
 stories; stucco 

sills.  

 

Built c. 1840. Alterations: new façade and windows, late 20
th

 century. Contributing. 

 



333 (a.k.a. 332 N. Water Street) 1-story, 3-bay, stucco, vernacular building. Concrete steps; 

squared entrance opening; double-leaf paneled steel door with single-light wood transom; 1/1 aluminum windows 

with single-light wood transoms; narrow stone cap at roofline; flat roof. 

 

East elevation: 2-story, 1-bay, stucco; concrete steps; squared entrance opening; double-leaf wood multi-light door 

with roll-down security grate; recessed balcony opening with paired 8-light casement windows and iron railing at 2
nd

 

story. 

 

Built c. 1960. Non-contributing. 

 

335 (a.k.a. 334 N. Water Street) 4-story, 3-bay, brick, vernacular building. Concrete steps; 

squared entrance openings; single-leaf 6-panel wood doors with single-light wood transoms; replacement single-

light wood window with single-light wood transom at 1
st
 story; brick soldier-course cornice at 1

st
 story; 6/6 

aluminum windows at 2
nd

 to 4
th

 stories; cast stone sill at 1
st
 story; brick lintels and sills at upper stories; soldier-

course brick cornice with metal cap; flat roof. 

 

South elevations: stucco. 

 

East elevation: 5-story, 3-bay, brick; concrete steps; squared entrance openings; double-leaf paneled and glazed 

wood doors; cast-iron storefront pilasters; wood storefront cornice; replacement 6/6 aluminum windows at upper 

stories; cast stone sills at 2
nd

 story; brick sills at 3
rd

 to 5
th

 stories; brick lintels at 2
nd

 to 5
th

 stories; metal cap at 

cornice; flat roof; roof deck with metal railing. 

 

Built c. 1850. Alterations: new windows; new façade on N. Front Street, late 20
th

 century. Contributing. 

 

337 (a.k.a. 336 N. Water Street) 4-story, 3-bay, brick, vernacular building. Concrete steps; 

squared entrance openings; single-leaf 6-panel wood doors with single-light wood transoms; replacement single-

light wood window with single-light wood transom at 1
st
 story; brick soldier-course cornice at 1

st
 story; 6/6 

aluminum windows 2
nd

 to 4
th

 stories; cast stone sill at 1
st
 story; brick lintels and sills at upper stories; brick cornice 

with metal cap; flat roof. 

 

North elevations: stucco. 

 

East elevation: 5-story, 3-bay, brick; concrete steps; squared entrance openings; double-leaf paneled and glazed 

wood doors; cast-iron storefront pilasters; wood storefront cornice; replacement 6/6 aluminum windows at upper 

stories; cast stone sills at 2
nd

 story; brick sills 3
rd

 to 5
th

 stories; brick lintels 2
nd

 to 5
th

 stories; metal cap at cornice; flat 

roof; roof deck with metal railing. 

 

Built c. 1850. Alterations: new windows; new façade on N. Front Street, late 20
th

 century. Contributing. 

 

339 (a.k.a. 338 N. Water Street) 3-story, 2-bay, brick, vernacular building. Cast stone and 

brick steps; recessed squared entrance opening; single-leaf 6-panel wood door with 5-light sidelights and 6-light 

transom; 3-sided wood bay at 1
st
 and 2

nd
 stories; coupled 6/6 vinyl windows with 3-light transoms at 1

st
 and 2

nd
 

stories; oculus at 2
nd

 story; recessed 3
rd

 story with vinyl siding; 6/6 wood windows at 3
rd

 story; aluminum cornices at 

2
nd

 and 3
rd

 stories; flat roof. 

 

East elevation: 4-story, 1-bay, brick at 1
st
 and 2

nd
 stories, vinyl siding at 3

rd
 and 4

th
 stories; garage door opening with 

roll-down paneled and glazed aluminum door; cast stone belt course at 1
st
 story; single-leaf aluminum multi-light 

doors with multi-light transoms and sidelights to balconettes with metal picket railings at 2
nd

 and 3
rd

 stories; 

segmental arched multi-light window at dormer; gable roof with asphalt shingles; roof deck with metal picket 

railing. 

 

Built 2001-02. Non-contributing. 

 

341 (a.k.a. 340 N. Water Street) 3-story, 2-bay, brick, vernacular building. Cast-stone and 

brick steps; recessed squared entrance opening; single-leaf 6-panel wood door with 5-light sidelights and 6-light 



transom; 3-sided wood bay at 1
st
 and 2

nd
 stories; coupled 6/6 vinyl windows with 3-light transoms at 1

st
 and 2

nd
 

stories; oculus at 2
nd

 story; recessed 3
rd

 story with vinyl siding; 6/6 wood windows at 3
rd

 story; aluminum cornices at 

2
nd

 and 3
rd

 stories; flat roof. 

 

East elevation: 4-story, 1-bay, brick at 1
st
 and 2

nd
 stories, vinyl siding at 3

rd
 and 4

th
 stories; garage door opening with 

roll-down paneled and glazed aluminum door; cast stone belt course at 1
st
 story; single-leaf aluminum multi-light 

doors with multi-light transoms and sidelights to balconettes with metal picket railings at 2
nd

 and 3
rd

 stories; 

segmental arched multi-light window at dormer; gable roof with asphalt shingles; roof deck with metal picket 

railing. 

 

Built 2001-02. Non-contributing. 

 

343 (a.k.a. 342 N. Water Street) Vacant lot with chain link fence. Non-contributing. 

 

345 (a.k.a. 344 N. Water Street) 1-story, 2-bay, brick, vernacular building. Squared entrance 

opening; squared garage entrance; single-leaf paneled wood door; roll-down paneled aluminum garage door; metal 

cap at roofline; flat roof. 

 

South elevation: stucco. 

 

East elevation: 1-story, 1-bay, painted brick; sliding aluminum window; aluminum cap at roofline. 

 

Built c. 1950. Alterations: new brick façade, late 20
th

 century. Non-contributing. 

 

347 (a.k.a. 50 Callowhill Street, 346 N. Water Street) 3-story, 1-bay, brick, vernacular 

building. Squared entrance opening; single-leaf paneled wood door; single-light sliding aluminum windows 

throughout; cast stone cap at roofline; flat roof. 

 

South elevation: stucco. 

 

North elevation: 3-story, brick; brick steps with concrete treads and wood railing; squared entrance opening; single-

leaf paneled wood door; glass block window at basement level; single-light sliding aluminum windows at 1
st
, 2

nd
, 

and 3
rd

 stories;  

 

East elevation: 4-story, 2-bay, brick; squared garage opening with roll-down aluminum garage door; single-light 

aluminum casement windows at 2
nd

 and 3
rd

 stories; squared entrance opening with single-light aluminum sliding 

door to balcony with aluminum picket railing at 4
th

 story; pent eave at roofline with asphalt shingles; flat roof. 

 

Built c. 1850. Alterations: new brick sheathing, windows and doors, late 20
th
 century. Non-contributing. 

 

**************** 

 

300-320 Delaware Expressway I-95 approach. Non-contributing. 

 

334-336 Green space with wood benches enclosed by aluminum picket fence. Listed as two 

separate addresses by BRT. Non-contributing. 

 

338 2-story, 2-bay, stucco, Neo-Italianate building with storefront. Replacement brick steps 

with concrete treads; brick watertable; recessed squared entrance opening; replacement single-leaf paneled steel 

door; wood storefront panels; multi-light fixed wood storefront window; paneled wood storefront pilasters and 

cornice; segmental arched window openings with replacement 1/1 aluminum windows at 2
nd

 story; brick lintels and 

sills; brick cornice; flat roof; metal B vent. 

 

South elevation: stucco. 

 

Built c. 1875. Contributing. 



 

340 2-story, 2-bay, buff brick; Italianate building with storefront. squared entrance openings; 

single-leaf flush wood door; double-leaf flush wood door with single lights; wood storefront pilasters; pressed metal 

storefront cornice; wood signboard above entrance doors; segmental arched window openings at 2
nd

 story; 

replacement 1/1 wood windows at 2
nd

 story; brick lintels and sills; pressed metal cornice; flat roof. 

 

Built c. 1870. Contributing. 

 

342 2-story, 4-bay, buff brick, Italianate building with storefront. Squared garage door 

opening with roll-down aluminum door; squared entrance opening; replacement single-leaf 6-panel wood door; 2-

light wood storefront window; vinyl-clad storefront pilasters; vinyl-clad storefront pent eave with asphalt shingles; 

segmental arched window openings at 2
nd

 story; glass block infilled window openings at northern two bays of 2
nd

 

story; replacement 1/1 aluminum windows with exterior storm windows at southern two bays of 2
nd

 story; vinyl-clad 

cornice; flat roof. 

 

North elevation: stucco. 

 

Built c. 1870. Contributing. 

 

344-350 1-story, 1-bay; 2-story, 1-bay; and 1-story, 2-bay, brick, vernacular buildings. Concrete 

stoop with iron pipe railing; squared garage door opening with roll-down metal door; squared loading entrance with 

plastic curtain; squared entrance opening with single-leaf, flush steel door; roll-down security gate; boarded window 

at 1
st
 story; brick infilled windows at 1

st
 story; glass block infilled windows at 2

nd
 story; 1/1 aluminum windows with 

glass block infill at 2
nd

 story; brick sills; cast stone cap at cornice; stepped brick parapet; flat roof. 

 

North elevation: brick and stucco. 

 

Built c. 1925-1940. Non-contributing. 

 

352 Vacant lot with chain link fence. Non-contributing. 

 

354 3-story, 2-bay, buff brick, vernacular building. Tile stoop and base; squared entrance 

opening; recessed single-leaf glazed and paneled steel door; paneled wood storefront; triple single-light vinyl 

windows; fixed wood single-light clerestory windows at 1
st
 story; wood storefront cornice; 1/1 aluminum windows 

at upper stories; brick sills; brick cornice; flat roof; roof deck with wood railing. 

 

South elevation: stucco. 

 

Built c. 1930. Contributing. 

 

356 (a.k.a. 100 Callowhill Street) 2-story, 2-bay, stucco, Neo-Italianate building with 

storefront. Brick steps with limestone treads and wrought iron railing; brick watertable; squared entrance opening; 

replacement paneled steel door; wood storefront panels; multi-light fixed wood storefront windows; paneled wood 

storefront pilasters and cornice; segmental arched window openings with squared 1/1 aluminum windows at 2
nd

 

story; brick sills; brick soldier-course lintels; brick cornice. 

 

North elevation: 2-story, 4-bay, stucco with brick accents; 6/6 aluminum windows at 1
st
 story; single-light aluminum 

casement window at 2
nd

 story; fixed hexagonal window at 2
nd

 story; brick lintels and sills; terra cotta cap at roofline. 

 

West elevation: 2-story, 2-bay, stucco with brick accents; squared entrance opening; single-leaf steel door; paired 

simulated 8-light aluminum casement windows; brick sills; stucco and wrought iron garden wall. 

 

Built c. 1870. Contributing. 



S. FRONT STREET – Unit Block 
 

 

Paving: Asphalt; Concrete paving blocks in parking area on east side of street  

Curbs: 50% Granite; 50% Concrete 

Sidewalks: Concrete   

Light fixtures: Highway cobra 

 

2 See 100 Market Street. 

 

4-6 4-story, 6-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite stoop with replacement iron railing; three separate squared entrance openings; single-leaf, flush, 

replacement wood door with small light; single-leaf paneled, replacement, wood door with fanlight; double-leaf, 

paneled, replacement wood door covered by canopy; boarded openings and boarded transoms; painted granite 

storefront pilasters; pressed metal storefront cornice; 6/6 replacement aluminum windows at 2
nd

 to 4
th

 stories; 

painted granite lintels and sills; metal cornice; flat roof. 

 

Built c. 1835. Listed as separate addresses by BRT. Alterations: storefront altered. Designated: 7 Oct 1976. 

Contributing.  

 

8 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite stoops at end bays, northernmost one with replacement wrought iron railing; wood bulkhead doors at center 

bay; squared entrance openings; two double-leaf, French replacement wood doors at storefront with 8-light 

transoms; single-leaf, French door with sidelight and 8-light transom; granite pilasters at storefront between bays; 

granite storefront cornice; 6/6 wood windows with exterior storm windows at 2
nd

 and 3
rd

 stories; 1/1 wood windows 

with exterior storm windows at 4
th

 story; painted granite sills; corbelled brick cornice; flat roof with roof deck. 

 

Built c. 1835. Alterations: storefront altered. Designated: 7 Oct 1976. Contributing.  

 

Documentation: PHC files. 

 

10 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite step; squared entrance openings; three double-leaf, wood, French doors at storefront; full arched transom 

center bay; round window in transom of end bay; painted granite pilasters at storefront; painted granite storefront 

cornice; 6/6 wood windows with exterior storm windows; painted granite sills; painted brick cornice; flat roof. 

 

Built c. 1835. Alterations: storefront altered. Designated: 7 Oct 1976. Contributing.  

 

12 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Concrete ramp to entrance; squared entrance opening; framed, single-leaf, glazed replacement aluminum door with 

boarded up transom; painted granite pilasters at storefront; painted granite storefront cornice; glass block and brick 

infilled storefront openings; glass block infill at window openings on 2
nd

 story; 1/1 replacement aluminum windows 

at 3
rd

 and 4
th

 story; painted granite sills; molded wood cornice; flat roof. 

 

Built c. 1835. Alterations: windows and storefront entrances altered. Designated: 7 Oct 1976. Contributing.  

 

14 2-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite and brick stoop; squared entrance opening; single-leaf, glazed replacement aluminum door with boarded up 

transom; painted granite pilasters at storefront; painted granite storefront cornice; one boarded storefront window 

and one single-light storefront window; brick infill below storefront windows; 1/1 replacement aluminum windows 

at 2
nd

 story; painted granite lintels and sills; terra cotta coping at cornice; flat roof. 

 

South elevation: stucco. 

 

Built c. 1835. Alterations: upper stories removed; storefront altered. Designated: 7 Oct 1976. Contributing.  

 



16-18 (a.k.a. 15-21 Letitia Street) Parking lot. Non-contributing. 

 

20-22 (a.k.a. 1 Black Horse Alley) 2-story, 2-bay office building. Stucco on 1
st
 story and vinyl 

siding on 2
nd

 story. Concrete stoop; squared entrance opening with single-leaf flush wood door; aluminum framed 

slider windows on 1
st
 and 2

nd
 stories; flat roof. 

 

South elevation: 2-story; stucco and cinderblock 1
st
 story, vinyl siding on 2

nd
 story; aluminum framed slider 

windows on 1
st
 story and one on 2

nd
 story; 1/1 vinyl windows on rest of 2

nd
 story; flat roof. 

 

North elevation: 2-story stucco and cinderblock 1
st
 story, vinyl siding on 2

nd
 story; aluminum framed slider windows 

on 1
st
 story; 1/1 vinyl windows at end three bays of 1

st
 story and 2

nd
 story; flat roof. 

 

Built c. 1970. Non-contributing.  

 

24-28 (a.k.a. 2-50 Black Horse Alley, 25-29 Letitia Street) Parking lot. Designated: 7 Oct 1976. 

Non-contributing. 

 

30 4-story, 3-bay, Flemish-bond brick, Greek Revival building with storefront. Granite 

stoop; squared entrance opening at storefront; double-leaf half-glazed and paneled wood door with transom; coupled 

1/1 storefront windows with transoms; concrete planter at storefront; granite pilasters at storefront; granite storefront 

cornice; 6/6 windows on upper stories with exterior storm windows; corbelled brick cornice with metal cap; flat 

roof. 

 

North elevation: stucco. 

 

Built c. 1850. Designated: 7 Oct 1976. Contributing.  

 

32-34  5-story, 6-bay, Flemish-bond brick, Greek Revival building with 8-bay storefront. 

Granite stoop; 8 squared entrance openings; double-leaf half-glazed and paneled wood doors with single-light, 

multi-light, and boarded transoms; granite squared pilasters at storefront; granite storefront cornice; 6/6 wood 

windows with exterior storm windows; cast stone lintels and sills; one wood sill at 2
nd

 story; corbelled brick cornice; 

flat roof. 

 

South elevation: stucco; single-light, replacement aluminum windows on 2
nd

 to 5
th

 stories. 

 

Built 1852 for John A. Brown as a store. Alterations: demolition of mid-block connecting structures, restoration of 

exteriors, 1978. Designated: 7 Oct 1976. Contributing. 

 

Documentation: BP; FIS. 

 

36-38 (a.k.a. 37 Letitia Street) Parking lot. Listed as three separate addresses by BRT, 36-38, 

40-42, and 44-46 S. Front Street. Non-contributing.  

 

48 4-story, 2-bay, Flemish-bond brick, Greek Revival building with storefront. Granite 

ramp; two full arched entrance openings; single-leaf, full arched, replacement half-glazed and paneled wood doors; 

squared storefront pilasters clad in painted stucco; stucco storefront cornice; full arched, single-light replacement 

storefront wood window; 1/1 replacement aluminum windows at 2
nd

, 3
rd

 and 4
th

 stories; cast stone sills; corbelled 

brick cornice; flat roof. 

 

North elevation: stucco. 

 

West elevation: 4-story, 2-bay, brick; 1/1 wood windows at 3
rd

 and 4
th

 stories. 

 

Built c. 1840. Alterations: storefront modified at the same time as 50 S. Front Street. Designated: 7 Oct 1976. 

Contributing.  

 



Documentation: PHRSF. 

 

50 (a.k.a. 101 Chestnut Street) 4-story, 3-bay, brick, Greek Revival corner building with 

storefront. Granite step; squared entrance opening; single-leaf paneled replacement wood door; squared storefront 

pilasters clad in painted stucco; stucco storefront cornice; full arched, single-light replacement storefront wood 

windows; 1/1 replacement aluminum windows at 2
nd

 and 3
rd

 stories; 4
th

 story windows boarded; cast stone lintels 

and sills; corbelled and denticulated brick cornice; flat roof. 

 

South elevation: 4-story, 3-bay, brick. Granite stoops; replacement metal railing to basement level; two full arched 

entrance openings; full arched single-leaf half-glazed and paneled replacement wood doors with arched transoms 

and sidelights; full arched, single-light replacement storefront wood windows; one double hung window with 

louvered shutters at 1
st
 story; boarded windows at 2

nd
 to 4

th
 stories; cast stone lintels and sills; corbelled and 

denticulated brick cornice; large sign at corner. 

 

Built c. 1840 as commercial loft. Designated: 7 Oct 1976. Contributing.  

 

Documentation: PHRSF. 

FIS for #50: 1873 for brick building, for John H. Catherwood 

 



S. FRONT STREET – 100 Block 
 

 

Paving: Asphalt   

Curbs: Concrete 

Sidewalks: Concrete   

Light fixtures: Highway cobra 

 

 

100-104 See 100 Chestnut Street. 

 

106-108   4-story, 6-bay, Flemish-bond brick, Greek Revival building. Granite stoops; marble 

watertable; marble steps to basement level with modern metal security grate and pipe railing; three squared entrance 

openings with single-light transoms; two double-leaf half-glazed and paneled wood doors; single-light fixed wood 

storefront window with transom; 2/2 wood window at 1
st
 story; fixed two-light window at north end of 1

st
 story; 

marble beltcourse above 1
st
 story; 6/6 wood windows at upper stories; marble lintels and sills; corbelled brick 

cornice with wood cap; flat roof. 

 

South elevation: Stucco. 

 

Built c. 1852 by John A. Brown as a store. Alterations: new basement door installed, 1986; exterior repointed, 1998. 

Contributing. 

 

Documentation: FIS. 

 

110-112 Vacant lot. Designated: 26 May 1970. Non-contributing. 

 

114-124 (a.k.a. 117-125 S. 2
nd

 Street, 100-140 Ionic Street) 5- and 6-story, 6-bay, red brick and 

concrete parking deck. Concrete foundation and frame; brick spandrels; rectangular openings to parking levels; flat 

roof. 

 

South elevation: 5- and 6-story, 25-bay, red brick; concrete foundation and frame; brick spandrels; rectangular 

openings to parking levels; 1
st
 story enclosed with projecting aluminum and glass storefront with curved roof; glass 

enclosed stair and elevator tower; flat roof. 

 

North elevation: 5- and 6-story, 25-bay, red brick; concrete foundation and frame; brick spandrels; rectangular 

openings to parking levels; flat roof. 

 

West elevation: 6-story, 6-bay, red brick and concrete; concrete foundation and frame; brick spandrels; rectangular 

openings to parking levels; flat roof. 

 

Built 1980. Designated: 26 May 1970. Non-contributing. 

 

Documentation: Sanborn map, 1998. 

 
126-134 Parking lot. Non-contributing. 

 

136-138 Parking lot. Listed as separate addresses by BRT. Designated: 26 May 1970. Non-

contributing. 

 

140-142 (a.k.a. 101-109 Walnut Street, 151 S. Hancock Street) Parking lot. Non-contributing. 



HANCOCK STREET – 100 Block 
 

 

Paving:  Granite block   

Curbs:  None 

Sidewalks: Concrete 

Light fixtures:  None 

 

 

139-145 Parking lot. Non-contributing. 

 

147 Parking lot. Non-contributing. 

 

149 3-bay, brick, Greek Revival building with cast-iron storefront. Flanking entrances with 

double-leaf doors; boarded transoms; boarded storefront window; boarded window openings on 2
nd

 through 4
th

 

stories; marble lintels and sills throughout; corbelled brick cornice; flat roof. 

 

South elevation: 4-story, 5-bay.  Centered, squared, door opening, boarded up; window openings throughout 

boarded up; marble lintels and sills throughout; corbelled brick cornice; brick chimneys. 

 

North elevation: Brick; evidence of former adjacent building. 

 

East elevation: Brick; chimney; evidence of former adjacent building. 

 

Built c. 1820. Former residence and workroom of Michael Bouvier, master furniture maker, from 1824 to 1825. 

Designated: 6 Feb 1975. Significant. 

 

151 See 140-142 Walnut Street. 

 

**************** 

 

148   Parking lot. Non-contributing. 

 

150-152  See 121-135 Walnut Street. 

 



HARRIS COURT – 100 Block 
 

 

Paving:  Bluestone with concrete and asphalt patches 

Curbs:  Granite at south 

Sidewalks: Concrete at south  

Light fixtures:  None 

 

117   See 118 Market Street. 

 

119-121  See 120-122 Market Street. 

 

*************** 

 

118   See 8-10 Letitia Street. 



S. INDEPENDENCE EAST MALL – 100 Block 
 

 

Paving:  Asphalt  

Curbs:  Granite 

Sidewalks: 50% Concrete, 50% brick 

Light fixtures: Highway cobra 

 

 

101  (a.k.a. 440 Market Street, 1-9 S. 5
th

 Street, 451 Ludlow Street) ―KYW T.V. 

Studio‖ 3-story, 13-bay, brown brick, Late Modern office building. Recessed corner at northwest with vertical, 

multi-light window; recessed corner at northeast with single-leaf flush metal door; fixed single-light aluminum 

windows at 1
st
 story; groups of three single-light recessed aluminum windows at 2

nd
 story; groups of three single-

light deeply recessed aluminum windows at 3
rd

 story; flat roof. 

 

West elevation: brick planters at subway entrance; concrete steps with pipe railing; squared entrance openings; 

double-leaf glazed aluminum doors; groups of three single-light aluminum windows throughout with fixed multi-

light corner window.  

 

South elevation: groups of three single-light recessed aluminum windows at 2
nd

 and 3
rd

 stories. 

 

Built 1970-1974, designed by Ballinger Company.  Alterations: corner and 1
st
-story windows added. Non-

contributing. 

 

111  (a.k.a. 11-21 S. 5
th

 Street, 20-40 S. 4
th

 Street, 400 Ludlow Street, 401 Ranstead 

Street) ―The Philadelphia Bourse Building‖ 8-story, 11-bay, red sandstone, brownstone, and buff Roman brick, 

Renaissance Revival building.  Painted, hammered brownstone watertable; red sandstone 1
st
 story, mezzanine and 

2
nd

 story; buff Roman brick with terra cotta accents at upper stories; concrete steps with brick terrace and iron 

railings; steps to lower level; colossal Doric red sandstone columns at central recessed entrance area; squared 

entrance openings in central recessed entrance area with double-leaf, glazed aluminum doors with center sidelight 

and single-light transom; secondary single-leaf aluminum door at lower level of recessed entrance area; replacement 

single-light glazed aluminum windows within central recessed entrance area; single-light glazed aluminum windows 

at 1
st
 story; full arched window openings at mezzanine level with single-light windows; 1/1 wood windows at 2

nd
 

story; paired 1/1 wood windows at upper stories; full arched window openings at 7
th

 story with paired 1/1 windows 

and arched wood transoms; 1/1 windows at middle bays of 8
th

 story; red sandstone cornice above 2
nd

 story; terra 

cotta beltcourses and ornamental spandrels at upper stories; modillioned and bracketed stone cornice; flat roof; 

glazed enclosures with hipped roofs in front of building. 

 

South elevation: 8-story, 30-bay, same materials and treatment as main elevation; full-arched entrance opening with 

double-leaf, paneled wood doors, fanlight, boarded sidelight, and Roman brick surround with terra cotta portrait 

rondels; square entrance openings with single and double-leaf replacement flush metal doors; full-arched window 

openings at 1
st
 story with groups of six single-light aluminum windows with fanlights; 1/1 wood windows at upper 

stories; full arched windows at 7
th

 story with 1/1 wood windows and arched, single-light wood transoms; cornices 

and beltcourses continue. 

 

North elevation: 8-story, 30-bay, same materials and treatment as main elevation; concrete steps with pipe railings; 

squared entrance openings; single-leaf flush steel doors; full-arched window openings at 1
st
 story with groups of six 

single-light aluminum windows with fanlights; 1/1 wood windows at upper stories; full-arched windows at 7
th

 story 

with 1/1 wood windows and arched wood transoms; cornice and beltcourses continue. 

 

East elevation: 8-story, 11-bay, same materials and treatment as main elevation; projecting glass pavilions at 

basement level with access stairs; recessed central entrance area with colossal Doric columns; single-light wood 

windows at 1
st
 story; full-arched window openings at mezzanine level with single-light wood windows; 1/1 windows 

at 2
nd

 story; paired 2/2 windows at 3
rd

 to 8
th

 story; rondel windows with single-light wood windows at 8
th

 story; full 

arched windows at 7
th

 story with 1/1 wood windows and arched wood transoms; cornice and beltcourses continue. 

 



Built in 1893-1895, designed by architects G.W. and W.D. Hewitt; Allen B. Rorke, contractor. Developed by 

George Bartol, local businessman.  Modeled after European bourses, the Philadelphia Bourse was constructed for 

financial activity and exchanges, including maritime exchange and grain trading. At the time it was built, the 

Philadelphia Bourse was the only American institution of its kind. Alterations:  New doors installed on the 5
th

 street 

side, front elevation windows removed and replaced on 5
th

 Street, 1972; renovation of one storefront for retail 

tenant, 1985; renovation of one storefront for new retail tenant, 1986. Designated: 26 Jan 1971. Significant. 

 

Documentation: HABS; Webster; Tatman and Moss; BP. 



IONIC STREET – Unit Block 
 
 

Paving:  Granite block  

Curbs:  Concrete 

Sidewalks: Concrete 

Light fixtures:  None 

 

 

100-140  See 114 S. Front Street. 



N. LAWRENCE STREET - 200 Block 
 

 

Paving:  Asphalt   

Curbs:  Granite 

Sidewalks:  Concrete   

Light fixtures:  Highway cobra  

 

 

241-243 ―St. Augustine‘s Rectory" 3-story, 2-bay, brick building connected to the southwest 

corner of St. Augustine‘s Church, 246-260 N. 4
th

 Street. Granite and limestone base; squared entrance opening at 

basement with single-leaf glazed and paneled wood door with security grate; 3/3 wood windows at basement and 1
st
 

stories; 6/6 wood windows at 2
nd

 and 3
rd

 stories; exterior storm windows throughout; modillioned limestone cornice 

above 2
nd

 story; limestone parapet; flat roof; billboard on roof; tile plaza with HVAC equipment.  

 

South elevation: 3-story plus large basement story, 7-bay, brick; granite and limestone base; 4/4 and 6/6 wood 

basement windows with iron grates; 4/4 and 6/6 wood windows with exterior storm windows at 1
st
 to 3

rd
 stories; 

ornate brick arched surrounds with 6/6 wood windows, exterior storm windows, blind transoms, and limestone 

keystones and spandrels at central 3 bays of 1
st
 story; limestone sills; modillioned limestone cornice above 2

nd
 story; 

limestone parapet. 

 

East elevation: 3-story plus basement, 3-bay, brick; limestone watertable; squared entrance opening; single-leaf 

glazed and paneled wood door with fanlight; pedimented limestone surround; 4/4 and 6/6 wood windows with 

exterior storm windows at 1
st
 to 3

rd
 stories; brick and limestone sills; modillioned limestone cornice above 2

nd
 story; 

limestone parapet. 

 

North elevation: 3-story, 4-bay, brick; limestone watertable; squared entrance opening; single-leaf wood door with 

metal storm door; 3/3 and 6/6 wood windows with exterior storm windows throughout; brick and limestone sills; 

limestone cornice; limestone penthouse with jalousie windows on roof. 

 

Built 1924, by architects Folsom, Stanton & Graham. Contributing. 

 

Documentation: Webster. 

 

255-257 ―St. Augustine‘s School‖  3-story, 5-bay, brick, Italianate building.  Marble steps; arched 

entrance opening with single-leaf replacement wood door with infill, wood transom, and pedimented wood 

surround; basement bulkhead with double-leaf metal door; boarded segmental arched window openings at basement; 

blind full arched recesses with wood transoms and brick hoods at 1
st
 story; full arched window openings with 

replacement 1/1 aluminum windows, boarded windows at end bays, and boarded transoms at 2
nd

 and 3
rd

 stories; 

replacement 6-light steel window at south bay of 3
rd

 story; limestone sills; brick soldier-course lintels at 2
nd

 and 3
rd

 

stories; brick piers between bays at 1
st
 to 3

rd
 stories; bracketed wood cornice; hipped roof. 

 

South elevation: 3-story, 8-bay, brick; full arched entrance openings with infill; single-leaf flush metal door; single-

leaf flush wood door; single-leaf paneled metal door; single-leaf glazed steel door at 2
nd

 story; fire escape; 12/12 

wood windows with fanlights at 1
st
 story; 2, 3, and 6-light aluminum casement windows with boarded fanlights at 

2
nd

 and 3
rd

 stories; limestone sills; modillioned wood cornice. 

 

East elevation: 3-story, 5-bay, brick; squared entrance openings with single-leaf flush metal door, single-leaf glazed 

and paneled metal door, and infill; full arched window openings with infill throughout; replacement 6-light steel 

windows at 1
st
 story; replacement 1/1 aluminum windows at upper stories; limestone sills; modillioned wood 

cornice. 

  

North elevation: 3-story, 5-bay, brick; full arched window openings throughout; 8/8 wood windows and 1/1 

aluminum windows; limestone sills; modillioned wood cornice.  

 

Built in 1870 by architect Edwin F. Durang. Significant. 



 

Documentation:  HABS, Webster. 

 

259-261 3-story, 3-bay, brick, Georgian Revival building.  Marble stoops at two entrances; marble 

base; squared entrance openings; single-leaf 6-panel wood door with 9-light wood transom; single-leaf 6-panel 

wood door with single-light wood transom; single-light basement windows; 9/9 wood windows with chain link 

grates at 1
st
 story; coupled replacement 1/1 aluminum windows with aluminum-panned surrounds at 2

nd
 and 3

rd
 

stories; limestone lintels at basement; limestone sills at 1
st
 story; terra cotta date medallion reading "1911" above 1

st
 

story; terra cotta belt courses at sill heights; terra cotta keystones; terra cotta cornice; flat roof. 

 

East elevation: 3-story, stucco; squared entrance openings; double-leaf flush steel door; single-leaf flush steel door 

with small light; 1/1 aluminum windows at 2
nd

 and 3
rd

 stories; terra cotta coping; brick chimney; brick stair tower 

addition with single-leaf flush metal door and large painted sign. 

 

South elevation: brick; 1/1 wood windows throughout. 

  

Built in 1911. Contributing. 

 

263-267 See 408-414 Vine Street. 

 

**************** 

 

244 (a.k.a. 421 New Street) Vacant lot. Non-contributing. 

 

246 1-story, 1-bay, concrete block, vernacular building.  Squared entrance opening; single-

leaf flush steel door; squared garage entrance with metal roll-down door; flat roof; large rooftop billboard. 

 

South, west and north elevations: concrete block. 

 

Built c. 1960.  Non-contributing. 

 

248 Vacant lot. Non-contributing. 

 

250 4½ -story, 2-bay, brick, Greek Revival building with fully exposed basement.  Curved, 

tall marble steps with iron railing; squared basement entrance opening with paneled wood door with two lights; rear 

alleyway access with painted stone lintel and vertical wood board door; arched entrance opening with replacement 

single-leaf 6-panel wood door with single-light transom; replacement tripartite 1/1 aluminum basement windows; 

6/6 wood windows with exterior aluminum storm windows at 1
st
 to 3

rd
 stories; replacement 1/1 aluminum window 

with exterior storm window at dormer; painted stone sills; wood box cornice; pedimented dormer; gable roof with 

asphalt shingles. 

 

South elevation of main building: stucco; two stucco chimneys. 

 

West elevation of main building and south and west elevations of rear ell: 4½-story, 3-bay, brick, main building with 

3-story brick and stucco piazza, 2-story vinyl-clad addition, and 1-story vinyl-clad shed addition; replacement 

tripartite 1/1 aluminum windows at 1
st
 story; one 6/6 wood window; replacement 1/1 aluminum windows with 

exterior storm windows throughout. 

 

Built c. 1820.  Significant. 

 

252 4-story, 2-bay, brick, Greek Revival building.  Marble steps with replacement iron 

railing; arched entrance opening; replacement single-leaf paneled wood door with lights and fanlight; rear alleyway 

access with painted stone lintel and vertical board door with lattice transom; single-light basement windows with 

security grates; replacement 1/1 aluminum windows with exterior storm windows throughout; painted stone 

basement lintels; painted stone sills; wood cornice; half gable roof; stucco chimney. 

 



West elevation: 4-story brick main building and 2-story and 3-story brick and stucco rear ell; replacement 1/1 

aluminum windows throughout. 

 

North elevation: brick. 

 

Built c. 1820.  Contributing. 

 

254 3-story, 2-bay, brick, Federal building.  Marble steps with replacement iron railing; 

squared entrance opening; single-leaf glazed wood door with boarded transom; rear alleyway access with wood 

lintel and flush wood door; 2-light vinyl sliding basement windows with marble lintels; 6/6 vinyl windows at 1
st
 and 

2
nd

 stories; 1/1 aluminum windows with exterior storm windows at 3
rd

 story; painted stone sills; molded brick 

cornice; half gable roof. 

 

North elevation: 3-story, stucco main building with 1-story, 1-bay, rear extension; 6/6 and 9/9 vinyl windows at 1
st
 

and 2
nd

 stories; 1/1 aluminum windows at 3
rd

 story; panned sills. 

 
West elevation: stucco; rear alleyway access with flush wood door; 6/6 vinyl windows at main building; 4/4 vinyl 

windows at 2
nd

 story of rear ell; 1/1 aluminum windows at 3
rd

 story of rear ell. 

 

Built c. 1820.  Alterations: vinyl windows and replacement front door, 2002. Contributing. 

 

256-268 See 416-424 Vine Street. 



N. LAWRENCE STREET - 300 Block 
 

 

Paving:  Asphalt   

Curbs:  Granite 

Sidewalks:  Brick; Concrete 

Light fixtures:  Highway cobra 

 

301-307 See 401-419 Vine Street. 

 

309 Vacant lot with wood stockade fence. Non-contributing. 

 

311 3½-story, 2-bay, Flemish-bond brick, Federal building.  Brick watertable; marble stoop; 

squared entrance opening; single-leaf 6-panel wood door with wood surround; shared arched alleyway access with 

vertical board door and lattice transom screen; basement bulkhead with double-leaf wood door and brick cheeks; 6/6 

wood windows at 1
st
 to 3

rd
 stories; 4/4 wood window at dormer; brick belt courses between stories; wood box 

cornice; pedimented dormer; gable roof clad with asphalt shingles; stucco chimney. 

 

South elevation: stucco. 

 

Built c. 1780.  Significant. 

 

313 3½-story, 2-bay, Flemish-bond brick, Federal/Italianate building.  Concrete stoop; 

squared entrance opening; replacement single-leaf paneled wood door with single-light wood transom; shared 

arched alleyway access with vertical board door and lattice transom screen; replacement 4-light aluminum basement 

window; replacement 6/6 vinyl windows at 1
st
 to 3

rd
 stories and dormer; marble sills and cast stone lintels at 1

st
 

story; cast stone lintels and sills at 2
nd

 to 3
rd

 stories; bracketed and modillioned Italianate wood cornice; pedimented 

dormer; gable roof clad with asphalt shingles; metal chimneys. 

 

Built c. 1810.  Alterations: Italianate cornice, c. 1875. Significant. 

 

315 3½-story, 2-bay, painted Flemish-bond brick, Federal building.  Stuccoed watertable; 

marble stoop; arched entrance opening with single-leaf flush wood door, metal screen door, and boarded transom; 

replacement 2-light aluminum basement windows; replacement 1/1 aluminum windows throughout; replacement 1/1 

aluminum window at dormer; aluminum-panned sills; brick belt course above 1
st
 story; aluminum-panned cornice; 

pedimented dormer; gable roof clad with asphalt shingles; stucco chimney. 

 

 Built c. 1790. Significant. 

 

317 3½-story, 2-bay, painted Flemish-bond brick, Federal building.  Stuccoed watertable; 

marble stoop; arched entrance opening with single-leaf flush wood door, metal screen door, and boarded transom; 

louvered basement windows; replacement 6/6 vinyl windows at 1
st
 and 2

nd
 stories; replacement 1/1 aluminum 

window at dormer; aluminum capped sills; brick belt course above 1
st
 story; aluminum-panned cornice; pedimented 

dormer; gable roof clad with tar paper. 

 

Built c. 1790. Significant. 

 

319 (a.k.a. 408 Wood Street) 3-story, 2-bay, Flemish-bond brick with stucco at 1
st
 story, 

Federal building.  Brick watertable; marble steps; basement bulkhead with marble cheeks and double-leaf wood 

door; squared entrance opening; replacement paneled and glazed wood door with aluminum storm door; pent eave 

with asphalt shingles above 1
st
 story; 9-light wood bow window at 1

st
 story; 6/6 wood windows with exterior storm 

windows at 2
nd

 and 3
rd

 stories; aluminum capped sills; painted molded brick cornice; gable roof clad with asphalt 

shingles; stucco chimney. 

 

North elevation: 3½-story, 3-bay, brick main building with 2-story, 1-bay, brick extension at eastern end; brick 

watertable; marble steps; arched entrance opening with single-leaf 6-panel wood door and single-light wood 



transom; glass block infilled basement windows; 6/6 wood windows with exterior storm windows at 1
st
 to 4

th
 stories; 

half-round wood fanlight window at gable; aluminum capped sills; aluminum fascia at roofline; wood roof deck at 

rear extension. 

 

East elevation: 2-story, 2-bay, stucco; squared entrance opening; single-leaf paneled wood door with aluminum 

storm door; single-light aluminum window at 2
nd

 story; roof deck with wood railing. 

 

Built c. 1790. Significant. 

 

**************** 

 

300-302 See 421 Vine Street. 

 

304 Vacant lot; owned in concert with 306 N. Lawrence Street at the time of designation. 

Non-contributing. 

 

306 2½ -story, 2-bay, Flemish-bond brick with glazed headers, Federal/Italianate building. 

Marble stoop; squared entrance opening; single-leaf paneled and glazed wood door; wood door surround; square 

head alleyway access with single-leaf paneled wood door and transom screen; wood basement window cover; 

replacement 6/6 vinyl windows throughout; wood sills; paneled wood shutters at 2
nd

 story; brick belt courses above 

1
st
 story; bracketed wood cornice with dentils; pedimented dormer; gable roof with asphalt shingles; brick chimney. 

 

South elevation: 2½ -story, 1-bay, stucco; 1/1 wood window at 2
nd

 story; single-light wood casement window at 

gable. 

 

Built c. 1785. Significant. 

 

308 2½ -story, 2-bay, Flemish-bond brick with glazed headers, Federal building.  Marble 

stoop; squared entrance opening; single-leaf glazed and paneled wood door with aluminum storm door; wood door 

surround; wood basement window cover; replacement 1/1 aluminum windows throughout; wood sills; brick belt 

courses above 1
st
 story; wood box cornice; pedimented dormer; gable roof with asphalt shingles. 

 

Built c. 1785. Significant.  

 

310 2½ -story, 2-bay, Flemish-bond brick with glazed headers, Federal building.  Brick 

watertable; marble stoop; squared entrance opening; replacement single-leaf paneled wood door with glazed 

aluminum storm door; replacement Colonial Revival wood door surround; boarded basement window; replacement 

6/6 vinyl windows throughout; replacement 1/1 aluminum window at dormer; cast stone sills; brick belt courses 

above 1
st
 story; wood box cornice; pedimented dormer clad with aluminum siding; gable roof with asphalt shingles. 

 

Built c. 1785. Alterations: watertable added. Significant.  

 

312 2½ -story, 2-bay, Flemish-bond brick with glazed headers, Federal building.  Brick 

watertable; marble steps; squared entrance opening; single-leaf paneled wood door; wood door surround; wood 

basement bulkhead with double-leaf vertical wood door; square head alleyway access with single-leaf vertical board 

door and transom screen; 12/12 wood window at 1
st
 story; 9/6 wood windows at 2

nd
 story; 6/6 wood window at 

dormer; wood sills; paneled wood shutters; brick belt courses above 1
st
 story; wood box cornice; pedimented dormer 

clad with wood shakes; gable roof with asphalt shingles; brick chimney. 

 

Built c. 1785. Alterations: watertable added. Significant. 

 

314 2½ -story, 2-bay, Flemish-bond brick with glazed headers, Federal building.  Brick 

watertable; marble stoop; squared entrance opening; single-leaf 6-panel wood door with 3-light wood transom; 

wood door surround; wood basement bulkhead with double-leaf vertical board door; 12/12 wood window at 1
st
 

story; 9/6 wood windows at 2
nd

 story; 6/6 wood window at dormer; wood sills; paneled wood shutters; brick belt 



courses above 1
st
 story; wood box cornice; pedimented dormer clad with wood shakes; gable roof with asphalt 

shingles; brick chimney. 

 

Built c. 1785. Alterations: watertable added. Significant. 

 

316 2½ -story, 2-bay, Flemish-bond brick with glazed headers, Federal building.  Brick 

watertable; marble steps; squared entrance opening; single-leaf glazed and paneled wood door with metal storm door 

and single-light wood transom; wood door surround; square head alleyway access with single-leaf flush wood door 

and Queen Anne transom screen; 1/1 aluminum windows throughout; wood sills; brick belt courses above 1
st
 story; 

wood box cornice; pedimented dormer clad in vinyl siding; gable roof with asphalt shingles; stuccoed chimney. 

 

North elevation: stucco. 

 

Built c. 1785. Alterations: watertable added. Significant. 

 

318 1-story, 6-bay, tapestry brick, Tapestry Brick style building. Squared entrance opening 

with single-leaf flush metal door; basement windows infilled with concrete block; boarded and infilled windows; 

concrete sills; brick lintels; soldier-course bands and basket weave patterning in brick; flat roof. 

 

East elevation: 1-bay, tapestry brick; boarded window; corner brick chimney. 

 

West elevation: red brick. 

 

Built c. 1920.  Originally housed the General Express shipping company. Contributing. 



LETITIA STREET - Unit Block 
 

 

Paving: Asphalt   

Curbs: 50% Granite; 50% Concrete  

Sidewalks: 95% Concrete; 5% Granite; metal grated basement doors 

Light fixtures: Highway cobra 

 

 

1-5 See 116 Market Street. 

 

7 2-story, 2-bay, Roman brick and stucco building.  Concrete stoop; stucco 1
st
 story, brick 

above; one squared entrance opening with flush wood replacement door; alley entrance with wood door; 2-light 

wood replacement window on 1
st
 story; projecting square bay window at 2

nd
 story with wood panels and 1/1 

aluminum windows with exterior storm windows; wood cornice; flat roof. 

 

South elevation: stucco. 

 

Built in c. 1910.  Alterations:  1
st
 story modified.  Contributing. 

 

9 Private parking area; steel gate at entrance to driveway. Non-contributing.  

 

11-13 5-story, 4-bay, brick, Italianate warehouse with 6-bay, cast-iron storefront.  Granite 

stoop; six squared entrance openings, each with glazed and paneled double-leaf wood door and 4-light wood 

transom; squared cast-iron storefront pilasters; replacement wood panel storefront cornice; segmental arched 

window openings at upper stories; 6/6 wood windows throughout; granite sills; corbelled brick cornice; flat roof. 

 

South and north elevations: stucco and brick. 

 

Built c. 1872. Designated: 7 Oct 1976. Contributing.  
 

Documentation:  PHC files. 

 

15-21 See 16-18 S. Front Street. 

 

25-29 See 24-28 S. Front Street  

 

31 4-story, 3-bay, brick, Italianate warehouse with 3-bay, cast-iron storefront.  Granite and 

concrete stoop; three segmental arched entrance openings, each with 2-light wood transom; glazed and paneled 

double-leaf doors at end bays; former paneled double-leaf basement door converted to paired 2-light replacement 

wood windows at center bay; cast-iron engaged storefront columns; cast-iron denticulated storefront cornice; brick 

pilasters from storefront to cornice; segmental arched window openings at upper stories with raised brick surrounds 

at 2
nd

 and 3
rd

 stories; replacement aluminum 4/4 windows with exterior storm windows; cast stone replacement sills; 

patterned and textured brick cornice; flat roof. 

 

North and south elevations: stucco. 

 

Built in c. 1870; ironwork by S.J. Creswell Ironworks. Designated: 7 Oct 1976. Contributing. 

 

Documentation:  PHC files. 

 

33  2-story, 3-bay, brick, Italianate building with storefront.  Three segmental arched 

entrance openings, each with replacement 8-light aluminum transoms; new glass wall and doors recessed from 

façade to create arcade; segmental arched window openings at 2
nd

 story with replacement aluminum 8/8 windows; 

pressed metal cornice with end consoles; flat roof. 

 



Built c. 1880; Alterations: original storefront doors and windows removed; new doors and windows installed in 

recessed location. Designated: 7 Oct 1976. Contributing. 

 

Documentation:  PHC files. 

 

35 5-story, 3-bay, brick, Italianate warehouse with 3-bay, cast-iron storefront.  Granite 

stoop; three segmental arched entrance openings, each with 3-light wood transom and segmental arched 2-light 

wood transom; two double-leaf, half-glazed and paneled doors at end bays; former paneled double-leaf basement 

door converted to paired 2-light replacement wood windows at center bay; paneled cast-iron storefront pilasters; 

cast-iron storefront cornice with dentils; brick pilasters from storefront to cornice; segmental arched window 

openings with replacement aluminum 4/4 windows at upper stories; cast stone replacement sills; raised brick 

beltcourse at 4
th

 story; patterned and textured corbelled brick cornice; flat roof. 

 

North elevation: stucco. 

 

East elevation: brick and stucco; replacement aluminum windows. 

 

South elevation: 5-story, 2-bay, stucco; single-light, aluminum windows. 

 

Built in c.1875. Designated: 7 Oct 1976. Contributing 

 

Documentation:  PHC files. 

 

37 See 36-38 S. Front Street. 

 

47 See 113 Chestnut Street. 

 

*************** 

 

2-6 See 118 Market Street. 

 

8-10 (a.k.a. 118 Harris Court) 6-story, 6-bay, brick, Queen Anne building with 6-bay, cast-iron 

storefront.  Granite stoops to three entrances, concrete ramp to one entrance; four squared entrance openings, each 

with half-glazed and paneled double-leaf wood door and 1-light transom; single-light, wood storefront windows at 

northern two bays; cast-iron storefront pilasters; painted stone storefront cornice; full-arched window openings at 

2
nd

, 4
th

, and 6
th

 stories, square window openings at 3
rd

 and 5
th

 stories; 2/2 wood windows and exterior storm 

windows; granite lintels and sills; granite keystones at 2
nd

, 4
th

, and 6
th

 stories; pattern and textured brick cornice with 

cast-iron consoles; flat roof. 

 

North elevation: 6-story, 10-bay, brick; segmental arched window openings; 1/1 wood with exterior storm windows; 

granite sills. 

 

West elevation: brick; 1/1 wood with exterior storm windows; granite sills. 

 

Built c. 1885.  Cast-iron work by Mitchell & Shepherd Ironworks. Alterations: NPS tax credit project, 1979. 

Designated: 7 Oct 1976. Contributing.  

 

Documentation:  Tax Credit Application; PHC files. 

 

12-16 (a.k.a. 51 Black Horse Alley) 5-story, 7-bay, brick, Queen Anne warehouse with 7-bay 

cast-iron storefront. Granite stoop; five squared entrance openings with three operational entrances; half-glazed and 

paneled double-leaf wood doors; paired 4-light wood windows with wood panels below at two storefront bays; 

paired wood 4-light transoms above every storefront bay; cast-iron storefront pilasters; pressed metal storefront 

cornice; segmental arched window openings at 2
nd

 to 4
th

 stories; 2/2 wood windows with segmental arched transoms 

at 2
nd

 story; 6/6 wood windows at 3
rd

 to 5
th

 stories; granite sills; granite lintels at 5
th

 story; molded brick beltcourses; 

corbelled brick cornice with shaped gable parapet at southern end; flat roof. 



 

South elevation: 5-story, 7-bay, brick; two squared entrance openings; single-leaf replacement, flush steel doors with 

6/6 wood transoms; segmental arched window openings; 6/6 wood windows at upper stories; paneled wood shutters; 

granite sills. 

 

West elevation: brick; segmental arched window openings; 6/6 wood windows. 

 

Built in c. 1885.  Cast-iron work by Mitchell and Shepherd Ironworks.  Alterations: NPS tax credit project, 1984. 

Designated: 7 Oct 1976. Contributing.  

 

Documentation:  PHC files. 

 

18-22 (a.k.a. 52 Black Horse Alley) 5-story, 9-bay, brick Italianate warehouse with cast-iron 

storefront.  Central granite and concrete loading platform; granite steps to other entrances; 2 bays with brick infill 

and boarded transoms; 3 bays with double-leaf flush doors and boarded transoms; 3 Colonial Revival bays with 6-

panel metal doors, 3-light sidelights, and pent eave with asphalt shingles; 1 bay with 9-light bow window and pent 

eave with asphalt shingles; paneled cast-iron storefront pilasters; cast-iron storefront cornice with panels and 

decorative scrolled brackets; replacement 6/6 aluminum windows at upper stories; painted stone sills; cast-iron 

Italianate lintels at 2
nd

 to 4
th

 stories, some missing; central 3-bay fire escape to all floors; corbelled and denticulated 

brick cornice; flat roof. 

 

North elevation: 5-story, 4-bay, brick; 6/6 wood windows with security grates at 1
st
 story; corbelled brick cornice 

continues.  

 

Built in c. 1855. Alterations: storefronts enclosed and altered. Listed as three separate addresses by BRT. 

Designated: 7 Oct 1976. Contributing. 

 

24 5-story, 3-bay, brick, Italianate building with 3-bay storefront.  Granite and concrete 

stoop; two squared entrance openings, each with double-leaf, flush steel replacement door; multi-light wood transom 

at southern bay; 3-light wood transom at center bay; northern storefront bay bricked and boarded; painted stone 

squared storefront pilasters; painted stone storefront cornice; segmental arched window openings at upper stories; 

window openings bricked at 2
nd

 to 4
th

 stories and one bay at 5
th

 story; 1/1 replacement vinyl windows at 5
th

 story; 

granite lintels and sills at upper stories; corbelled and denticulated brick cornice; flat roof; brick enclosed penthouse. 

 

South elevation: brick and stucco. 

 

Built c. 1855. Designated: 7 Oct 1976. Contributing.  

 

32 See 37-39 S. 2
nd

 Street. 



LITTLE BOYS WAY – Unit Block 
 

 

Paving:  Cobblestone and granite block. 

Curbs:  Granite slab. 

Sidewalks: None. 

Light fixtures: None. 

 

51-59 See 209 Cuthbert Street. 

 

61-65 See 62-66 N. 2
nd

 Street. 

 

67 See 68 N. 2
nd

 Street. 

 

69-71 See 70R-72 N. 2
nd

 Street. 

 

73 See 214 Arch Street. 

 

**************** 

 

52-54 See 45 N. 3
rd

 Street. 

 

56-74 See 218-226 Arch Street. 



LOXLEY COURT – Unit Block 
 

 

Paving:  Courtyard with brick paving, brick and slate planters, landscaping, sculpture, and brick garden walls. 

Curbs:  None 

Sidewalks: None 

Light fixtures: Street lamps are 200 years old from Scotland. See Rose DeWolf, ―Loxley Court Making Debut as 

2d Elfreth‘s Alley,‖ Sunday Bulletin, 2 November 1969. 

 

1 2-story, 5-bay, brick, Federal building. Marble stoop; squared entrance opening; single-

leaf 6-panel wood door with 4-light wood transom; wood awning-covers over basement windows; 6/9 wood 

windows throughout; exterior storm windows at 1
st
 story; paneled wood shutters; wood sills; corbelled brick cornice 

with metal cap; flat roof. 

 

West elevation of connector: 1-story, 1-bay, brick; 8/8 wood window at 1
st
 story; 6/6 wood window at 2

nd
 story; 

exterior storm windows; HVAC equipment with brick wall. 

 

South elevation: 2-story, 1-bay, brick; 6/9 wood windows with exterior storm windows; security grate at 1
st
 story. 

 

Built c. 1810.  Alterations: windows in new openings installed at rear, front windows rearranged, and 1-story front 

brick and frame wall replaced with 1-story brick wall, 1968. Designated: 25 Oct 1960. Significant. 

 

Documentation:  BP, PHC files. 

 

2 2-story, 3-bay, brick, Georgian building with adjoining 1-story, 2-bay, brick building.  

Squared entrance opening; single-leaf 6-panel wood door; 6/6 wood windows with exterior storm windows 

throughout; wood sills; paneled wood shutters; brick belt courses above 1
st
 story; wood cornice; half gable roof on 

2-story building; flat roof with brick parapet on 1-story building. 

 

Built c. 1765 by carpenter Benjamin Loxley.  Alterations: Upper story removed at northern section of building; 

windows in new openings installed at rear, 1968. Designated: 25 Oct 1960. Significant.  

 

Documentation:  BP, PHC files. 

 

3 3-story, 4-bay, brick, Federal building.  Marble step to two separate entrances; squared 

entrance openings; single-leaf 4-panel wood doors with 4-light wood transoms; wood basement window covers; 6/6 

wood windows throughout; wood sills; paneled wood shutters at 1
st
 story; corbelled brick cornice; half gable roof. 

 

South elevation: brick with wood cap at cornice. 

 

North elevation: stucco; 6/6 wood windows; paneled wood shutters at 1
st
 story. 

 

Built c. 1810. Alterations: windows in new openings installed at rear, 1968. Designated: 25 Oct 1960. Significant.  

 

Documentation:  BP, PHC files. 

 

4 2-story, 3-bay, brick, Colonial Revival building.  Marble steps; squared entrance opening; 

single-leaf 6-panel wood door with 4-light wood transom; wood basement window cover; 6/6 wood windows with 

exterior storm windows throughout; wood sills; paneled wood shutters; wood cornice; half gable roof; brick 

chimney. 

 

North elevation: 4-story, 2-bay, brick; 6/6 wood windows with exterior storm windows throughout; 4-light wood 

window at 4
th

 story; security grates at 1
st
 story. 

 

Built 1968-1969. Contributing. 
 



5 3-story, 4-bay, brick, Federal building.  Marble stoops to two entrances; single-leaf 6-

panel wood doors with 4-light wood transoms, one with louvered wood storm door; wood basement window covers 

over 3-light wood windows; 6/6 wood windows with exterior storm windows; wood sills; paneled wood shutters at 

1
st
 story; corbelled brick cornice with sawtooth brick course; half gable roof; brick chimney. 

 

North elevation: 4-story, 2-bay, brick; squared entrance opening with single-leaf 6-panel wood door; 6/6 wood 

windows with exterior storm windows at 1
st
 to 3

rd
 stories; 4-light wood windows at 4

th
 story; wood sills; paneled 

wood shutters at 1
st
 and 2

nd
 stories; metal cap at cornice. 

 

Built c. 1820.  Alterations: originally two separate residences combined internally to one, 1969. Designated: 25 Oct 

1960. Significant. 

 

6 3-story, 4-bay, brick, Federal building.  Marble stoops to two separate entrances; single-

leaf 6-panel wood doors with 4-light wood transoms; basement bulkhead with wood cheeks and double-leaf wood 

door; wood basement window covers over 3-light wood windows; 12/12 wood window at 1
st
 story; 6/6 wood 

windows; wood sills; corbelled brick cornice with sawtooth brick course; half gable roof; brick chimney. 

 

West elevation: brick; wood fence and gate; patio. 

 

North elevation: 4-story, 3-bay, brick; squared entrance opening; single-leaf 6-panel wood door; 6/6 wood windows 

with exterior storm windows at 1
st
 to 3

rd
 stories; 4-light wood windows at 4

th
 story; wood sills; paneled wood 

shutters at 1
st
 and 2

nd
 stories; security grates at 1

st
 story; metal cap at cornice. 

 

Built c. 1820.  Alterations: originally two separate residences combined internally to one, 1969. Designated: 25 Oct 

1960. Significant. 

 

7 3-story, 4-bay, brick, Federal building.  Marble stoops to two separate entrances; single-

leaf 6-panel wood doors with 4-light wood transoms; wood basement window covers; 6/6 wood windows with 

exterior storm windows; wood sills; paneled wood shutters at 1
st
 story; corbelled brick cornice; half gable roof. 

 

North elevation: 3-story, 1-bay, stucco; 6/6 wood windows with exterior storm windows; wood sills; paneled wood 

shutters and security grates at 1
st
 story. 

 

South elevation: 3-story, 1-bay, brick; 6/6 wood windows with exterior storm windows; wood sills; paneled wood 

shutters and security grates at 1
st
 story. 

 

Built c. 1810.  Alterations: originally two separate residences combined internally to one, 1969; rear addition, 

Towers & Miller Architects, 2002. Designated: 25 Oct 1960. Significant. 

 

 

 

 



LUDLOW STREET – 400 Block 
 

 

Paving:  Asphalt         

Curbs:  50% Granite, 50% Concrete 

Sidewalks: Concrete          

Light fixtures: Highway cobra 

 

 

401 See 400 Market Street. 

 

451 See 101 S. Independence Mall East. 

 

*************** 

 

400 See 101 S. Independence Mall East. 



MARINERS COURT – 300 Block 
 

 

Paving: Brick and cobblestone  

Curbs:  None 

Sidewalks: None   

Light fixtures: None              

 

 

301-307  See 215-217 Vine Street. 

 

300-306  See 219-229 Vine Street. 



MARKET STREET – 100 Block 
 

 

Paving:  Asphalt  

Curbs:  Granite 

Sidewalks:  Brick   

Light fixtures:  Franklin and modified highway cobra 

 

Sculpture at the foot of Front Street ―Tamamend‖ by artist Raymond Sandoval, 1995. In honor of the 

contributions of Native Americans, this sculpture commemorates Tamamend Sakima of the Lenni-Lenape nation. 

 

101-145 Parking lot and overpass with Septa bus and subway stations. Buildings at 109-111 

Market Street and 10-12 N. Front Street demolished for bus loop in 1915.  

 

*************** 

 

100-102 (a.k.a. 2 S. Front Street) 5-story, 8-bay, brick, Queen Anne style, corner building with 

storefront.  Granite stoops; corner squared entrance opening boarded with transom; squared entrance opening at 7
th

 

and 8
th

 bays; double-leaf paneled wood door with transom at 7
th

 bay; single-leaf glazed and paneled wood door with 

transom at 8
th

 bay; single-light, storefront wood windows with transoms; cast-iron storefront at 100 Market (bays 1-

4) with cast-iron storefront cornice; paneled wood storefront at 102 Market (bays 4-8) with sheet metal storefront 

cornice; segmental arched window openings at upper stories; 2/2 wood windows at 2
nd

 to 4
th

 stories; Queen Anne/2 

windows at 5
th

 story; painted stone lintels and sills; patterned and textured Queen Anne brick cornice; gabled brick 

parapet in center of cornice and arched stone plaque; flat roof. 

 

East elevation: 5-story, 2-bay with storefront; boarded corner squared entrance opening with transom; squared 

opening in southmost bay with single-leaf paneled and glazed door; single-light, wood storefront windows with 

transoms; cast-iron storefront with cast-iron panels and cornice; segmental arched window openings at upper stories; 

paired 1/1 wood windows at 2
nd

 to 4
th

 stories; Queen Anne/2 windows at 5
th

 story; granite lintels and sills; brick 

cornice continues. 

 

Built in 1882 by owners George and Albert Ulrich as a cigar manufactory and store on the site of the 18
th

 century 

London Coffee House. Designated: 7 Oct 1976. Contributing. 

 

Documentation:  PHC files, Philadelphia Then and Now, p. 12-13. 

 

104 3 ½ story, 3-bay, Flemish-bond brick, Federal rowhouse with 5-bay storefront. Concrete 

stoop; two squared entrance openings, each with half-glazed and paneled wood doors and transoms; single-light 

storefront windows with transoms; paneled wood storefront with wood cornice; 6/6 wood windows at 2
nd

 and 3
rd

 

stories; full arched 6/6 windows in dormers; marble lintels and sills; pedimented gable dormers; modillioned wood 

cornice; asphalt shingles on gable roof; brick chimney at west end of roof. 

 

Built c. 1790.  Alterations: storefront added mid-twentieth century. Listed as two separate addresses by BRT. 

Designated: 7 Oct 1976. Significant.  

 

106 4-story, 2-bay, Flemish-bond brick building with storefront. Granite stoop with 

―WRIGHT & SIDDALL‖ carved into face; two squared entrance openings; single-leaf paneled, replacement metal 

door; single-leaf flush, replacement metal door; stuccoed storefront; 9/9 wood windows at 2
nd

 story; 1/1 replacement 

aluminum windows at 3
rd

 and 4
th

 stories; painted stone lintels and sills; molded metal cornice; flat roof. 

 

Built c. 1850.  Alterations: storefront added c. 1970. Designated: 7 Oct 1976. Contributing.  

 

108 4-story, 2-bay, brick building with storefront.  Recessed and paneled wood entrance 

jamb; squared entrance opening; single-leaf flush replacement wood door with 6-light transom; brick storefront 

watertable; multi-light storefront window with boarded transom; brick relieving arch over 1
st
 story; 9/9 wood 



windows at 2
nd

 story; 6/6 wood windows at 3
rd

 story; replacement 1/1 aluminum windows at 4
th

 story; painted stone 

lintels and sills; molded metal cornice; flat roof. 

 

Built in 1850 as a store.  Alterations: storefront modified c. 1955. Designated: 7 Oct 1976. Contributing.  

 

Documentation:  FIS. 

 

Market Structure on Median 1-story with monitor, 10-bay, open market shed.  Brick piers with cast concrete 

capitals and decorative plaques; metal and wood exposed, arched roof frame; standing seam metal roof with 

monitor.  Historic location of 19
th

century market. 

 

Built c. 1975.  Contributing. 

 

110  ―Shane Candy Co.‖ 4-story, 2-bay, brick Italianate building with storefront.  Central 

squared recessed entrance opening; single-leaf glazed wood door with stained glass transom; curved single-light 

storefront windows with stained glass transoms; wood storefront with sections panned in metal; square projecting 

wood storefront cornice; metal security gate below cornice; segmental window openings at upper stories; 6/6 wood 

windows on 2
nd

 to 4
th

 stories; painted stone lintels; fire escape across front elevation from 2
nd

 to 4
th

 story; sawtooth-

patterned brick cornice; flat roof. 

 

West elevation: stucco. 

 

Built c. 1870.  Alterations: fire escape added, c. 1920. Designated: 7 Oct 1976. Contributing. 

 

112 2-story, 2-bay, painted Flemish-bond brick building with storefront.  Single-leaf 

replacement paneled wood door; 3-light aluminum storefront window; plywood storefront; paired 10-light casement 

wood windows; stone sills including those from removed 3
rd

 story; metal cap at cornice; flat roof. 

 

Built c. 1910.  Alterations: top floors removed; storefront alterations. Designated: 7 Oct 1976. Contributing. 

 

114 ―DiPalma‖ 2-story, brick, vernacular building.  Flemish-bond brick with painted headers 

at 1
st
 story, cast stone 2

nd
 story; granite watertable; squared entrance opening; double-leaf, French aluminum door 

with 2-light transom; cast stone door surround; round single-light windows with cast stone surrounds at 1
st
 story; 

bank of five fixed, 10-light aluminum windows at 2
nd

 story; cast stone cornice; flat roof. 

 

Built c. 1840.  Alterations: original 4-story Greek Revival building cut down to two stories in 1975; façade 

alterations, c. 1985. Non-contributing. 

 

116  (a.k.a. 1-5 Letitia Street) ―C. Schower Store‖ 4-story, 1-bay, Roman brick, Italianate 

corner building with storefront.  Granite step; corner squared entrance opening; glazed wood door with single-light 

transom; single-light storefront window with tripartite transom; pressed metal storefront with painted stone columns; 

pressed metal storefront cornice adorned with festoons; semicircular projecting bay window clad in pressed metal 

and supported by scrolled stone brackets at 2
nd

 to 3
rd

 stories; 1/1 aluminum windows at 2
nd

 and 3
rd

 stories; group of 

three full arched, 1/1 aluminum windows with limestone surround and keystones at 4
th

 story; limestone sills at 4
th

 

story; painted signs on brick; pressed metal cornice; flat roof. 

 

West elevation: 4-story, 4-bay; painted brick 1
st
 story, brick upper stories; three squared entrance openings; single-

leaf replacement, paneled wood door with transom; double-leaf, replacement, paneled wood door with transom; 

single-leaf replacement, metal door with transom; 3-sided squared projecting bays of cast-iron from 2
nd

 to 4
th

 stories 

at bays 1 and 3; 1/1 wood windows at upper stories; fire escape extends from 2
nd

 to 4
th

 story in middle of elevation; 

pressed metal cornice continues. 

 

South elevation: Stucco. 

 



Built in 1898 for C. Schower, designed by architect Angus Wade. Alterations: removal of masonite and plywood 

front to expose original plaster; new windows; transoms restored; new doors in Victorian style, 1978. Designated: 7 

Oct 1976. Significant. 

 

Documentation:  BP; Tatman and Moss.  

 

118 (a.k.a. 2-6 Letitia Street, 117 Harris Court) 3-story, 1-bay, buff brick, Queen Anne corner 

building with storefront.  Granite stoop; corner squared entrance opening; double-leaf, glazed wood door with 

transom; wood storefront with cornice; single-light storefront wood window with transom; 1/1 aluminum windows 

at upper stories; marble lintels and sills; molded wood cornice; flat roof. 

 

East elevation: 3-story, 7-bay, buff brick; paneled wood storefront; two squared entrance openings; double-leaf, 

French wood door with 2-light transom; single-leaf glazed wood door with transom; five bays of storefront 

windows, each with tripartite single-light wood windows and tripartite transoms; three pressed metal projecting bays 

supported by metal brackets, two semicircular and one square, extending between 2
nd

 and 3
rd

 stories; 1/1 aluminum 

windows throughout 2
nd

 and 3
rd

 stories; marble lintels and sills; paneled wood cornice continues; flat roof. 

 

South elevation: brick; segmental arched openings with 1/1 windows; marble sills. 

 

Built c. 1885. Designated: 7 Oct 1976. Contributing.  

 

120 (a.k.a. 119 Harris Court) 5-story, 2-bay, Flemish-bond brick, Greek Revival building with 

3-bay storefront.  Granite stoop; two recessed, squared entrance openings, each with double-leaf half-glazed and 

paneled wood doors, 3-light transoms; paneled wood storefront pilasters; wood storefront cornice; 12-light wood 

storefront window over wood panels; 6/6 wood windows at upper stories; cast stone sills; marble lintels; corbelled 

brick cornice; flat roof. 

 

East elevation: stucco; 3 multi-light, double-leaf metal casement windows with transoms. 

 

South elevation: 1-story, stucco rear addition with open, metal-framed 2
nd

 story.  Squared entrance opening with 

single-leaf flush metal door. 

 

Built c. 1840. Designated: 7 Oct 1976. Contributing. 

 

122 (a.k.a. 121 Harris Court) 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 

3-bay storefront.  Granite stoop; two recessed, squared entrance openings, each with double-leaf, half-glazed and 

paneled wood doors, 3-light transoms; paneled wood storefront pilasters; wood storefront cornice; 12-light wood 

storefront window over wood panel; 6/6 wood windows at upper stories; cast stone sills; marble lintels; corbelled 

brick cornice; flat roof. 

 

South elevation: 2-story, brick rear addition. Assorted infilled and boarded openings. 

 

Built c. 1840. Designated: 7 Oct 1976. Contributing. 

 

124 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront.  

Granite stoop; two squared entrance openings with replacement, single-leaf glazed, panel doors; single-light 

storefront window over wood panel; stained glass transoms; stone pilasters; wood storefront cornice; 1/1 

replacement wood windows at upper stories; metal encased Italianate window crowns; cast stone sills; molded metal 

cornice with end consoles; flat roof. 

 

Built c. 1840. Alterations:  Italianate additions include crowns at windows and cornice. Storefront altered in 2002. 

Designated: 7 Oct 1976. Contributing. 

 

126 5-story, 3-bay, Flemish-bond brick, Greek Revival building with 4-bay wood storefront. 

Recessed squared entrance opening with glazed wood door and transom; squared entrance opening with paneled 

wood door and transom; single-light storefront windows with transoms; Italianate cast-iron storefront cornice with 



modillions and decorative entablature; stone pilasters; 1/1 replacement aluminum windows at upper stories; marble 

lintels and sills; Italianate metal cornice with modillions, dentils and end consoles; flat roof. 

 

Built in 1839 for Sarah Morris as a store.  Alterations:  Italianate modifications include metal cornices and stone 

lintels.  Alterations: NPS Tax Credit Project, 1986. Designated: 7 Oct 1976. Contributing. 

 

128 5-story, 2-bay, brick, Greek Revival/Italianate building with cast-iron and wood 

storefront.  Recessed, squared, paneled entrance opening; beaded board jamb at entrance; single-leaf wood door with 

oval window and transom; cast-iron storefront with wood curves in towards entrance; wood storefront cornice with 

cast-iron scrolled end brackets; single-light storefront wood windows with transoms; cast-iron projecting bay 

window at 2
nd

 story with replacement single-light aluminum windows; 6/6 wood windows at 3
rd

 to 5
th

 stories; stone 

lintels and sills; corbelled brick cornice; flat roof. 

 

Built c. 1840.  Alterations: cast-iron storefront and 2
nd

 story bay added in the 1850s. Contributing. 

 

SEPTA Subway Enclosure  1-story, glass, and brick stairwell enclosure with stairs to subway 

station. Brick base, glazed aluminum grid with glazed shed roof. 

 

Built 1977. Non-contributing. 

 

130 5-story, 2-bay, brick, Greek Revival building with storefront.  Central, squared, recessed 

entrance opening; single-leaf fully glazed door with single-light transom; single-leaf replacement flush wood door to 

side of main entrance; replacement single-light storefront aluminum windows with boarded transoms over stucco 

panels; cast-iron storefront cornice with pilasters; 2/2 wood windows at upper stories; painted stone lintels and sills; 

corbelled brick cornice; flat roof. 

 

Built c. 1840.  Alterations: storefront altered in the 1970s; interior and exterior alterations as part of a NPS tax credit 

project, 1986. Designated: 7 Oct 1976. Contributing.  

 

132 5-story, 2-bay, Flemish-bond brick, Italianate building with 3-bay storefront.  Central, 

squared, recessed entrance opening; replacement, glazed wood door with boarded transom; single-light, plate glass 

storefront windows with transoms over stucco panels; cast-iron storefront cornice and pilasters at ends; 4/4 wood 

windows at upper stories; painted stone sills; cast-iron Italianate window crowns; corbelled brick cornice; flat roof. 

 

West elevation: stucco. 

 

Built c. 1855.  Alterations: storefront altered in the 1970s. Designated: 7 Oct 1976. Contributing.  

 

134-136 2-story, 4-bay, Neoclassical building with storefront.  Stuccoed 1
st
 story; two squared 

entrance openings; single-leaf glazed, wood doors with full-light sidelights and transom; two-light, aluminum 

storefront window; single-light wood windows with single-light transoms at 2
nd

 story; stucco quoins; bracketed and 

paneled cornice; flat roof. 

 

West elevation: stucco. 

 

Built in 1931 by architect Ralph Bencker as Horn & Hardart restaurant.  Alterations: stucco applied to façade, 

windows replaced. Site of the Pennsylvania Packet (General Advertiser), the publisher of the Declaration of 

Independence in 1776. Designated: 7 Oct 1976. Contributing. 

 

Documentation:  PHC files, PAB website. 

 

SEPTA Subway Enclosure  1-story, glass, and granite elevator enclosure with elevator to subway 

station. Granite base, glazed aluminum grid with glazed roof. 

 

Built 1993. Non-contributing. 

 



138-140 (a.k.a. 1-5 S. 2
nd

 Street) ―Continental Diner‖ 1-story, 3-bay, stainless steel and 

permastone, Modern building.  Concrete step; squared entrance opening at corner; double-leaf, glazed, aluminum 

door with 2-light transom and sidelights; squared entrance opening in easternmost bay with single-leaf flush, metal 

service door; fixed aluminum storefront windows over painted permastone panels;  stainless steel pilasters between 

bays; stainless steel fascia; flat roof; Modern graphic marquis at corner.  

 

West elevation: 1-story, 4-bay; fixed aluminum storefront windows over painted permastone panels; stainless steel 

pilasters separate bays; ―Continental‖ sign on roof. 

 

Built c. 1955. Non-Contributing. 



MARKET STREET – 200 Block 
 

 

Paving:  Asphalt with brick-paved median and parking areas  

Curbs:  Granite 

Sidewalks:  Brick; metal basement doors   

Light fixtures: Franklin; modified highway cobra 

 

201-217 (a.k.a. 2-20 N. 2
nd

 Street, 200-206 Church Street) Independence National Historical Park 

property. Park with perimeter Flemish-bond brick wall with marble base; iron fence in areas along southeast and 

north sides; brick walkways through park. Non-contributing. 

 

219 (a.k.a. 208 Church Street) 4-story, 3-bay, stucco, Italianate building with cast-iron 3-bay 

storefront.  Granite steps; squared entrance opening; single-leaf glazed aluminum door with single-light aluminum 

transom and sidelight; single-light wood storefront windows; segmental arched transoms with prism glass; metal 

storefront panels; cast-iron storefront pilasters and cornice with arcaded corbel table; segmental arched window 

openings at 2
nd

 to 4
th

 stories; 4/4 wood windows at 2
nd

 and 3
rd

 stories; 2/4 wood window at west bay of 4
th

 story; 

window openings to deck at two east bays at 4
th

 story; stucco panels above windows, 2
nd

 to 4
th

 stories; stucco cornice 

with scrolled brackets; flat roof. 

 

North elevation: 4-story, 2-bay, brick; granite step; concrete step; squared entrance openings; double-leaf paneled 

and glazed wood doors with single-light wood transoms; marble storefront pilasters and cornice; 9/9 wood windows 

at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; exterior storm windows at upper stories; blind window infilled 

with stucco at east bay of 4
th

 story; cast stone lintels and sills; brick coping. 

 

East elevation: brick and stucco; paired aluminum windows with single-light aluminum transom, many with single-

light aluminum window below; cast stone sills; metal balcony railing at roofline. 

 

Built c. 1853 as a dry goods warehouse. The buildings at 215-221 Market Street burned in 1944. Originally 5 stories, 

219 Market Street was cut down to 2 stories after the fire. In 1981 architect David Beck added the 3
rd

 and 4
th

 stories 

to 219 Market, which formed part of the Vestry Townhouses at Christ Church Park. Alterations: new façade, upper 

stories added, 1981. Designated: 4 Nov 1976. Contributing. 

 

Documentation: PHC file. 

 

221 See 210 Church Street. 

 

223-225 (a.k.a. 2-18 N. Philip Street) 2-story, 2-bay, Flemish-bond brick and CMU, Modern 

building. Granite step; cast stone base; double-leaf glazed aluminum door and single-light aluminum transom with 

cast stone surround; fixed 20-light aluminum window with cast stone surround at 1
st
 story; cast stone beltcourse 

above 1
st
 story; large 31-light fixed aluminum window at 2

nd
 story; flat roof. 

 

North elevation: 2-story, CMU; squared entrance openings with single-leaf flush metal door at 1
st
 and 2

nd
 stories; 

sliding paired single-light aluminum windows at 1
st
 story; 1/1 wood window and metal balcony at 2

nd
 story; flat 

roof. 

 

East elevation: Flemish-bond brick; cast stone marker inscribed with ―GRINDSTONE ALLEY‖; fixed multi-light 

aluminum windows at 2
nd

 story. 

 

Built c. 1960.  Plaque on this building states ―In this alley called Grindstone was located the Union Fire Company, 

the first organized group of fireman in America founded by B. Franklin, 1736‖; 2
nd

 story and rear added in 2001. 

Non-contributing. 

 

227 4-story, 2-bay, Flemish-bond brick, vernacular building with storefront.  Granite and 

concrete step; two squared entrance openings with single-leaf glazed wood doors and single-light transoms; single-

light storefront window with single-light transom above wood panels; stone pilasters and sign band; pressed metal 



storefront cornice; replacement 1/1 vinyl windows at 2
nd

 and 3
rd

 stories; 6/6 wood windows at 4
th

 story; brick sills; 

molded brick cornice; flat roof with sheet metal penthouse. 

 

Built in 1855 as the Cope Caleb Building by architect Stephen Hoxie. Designated: 4 Nov 1976. Contributing. 

 

Documentation: Tatman and Moss. 

 

229 4-story, 2-bay, painted Flemish-bond brick, vernacular building with storefront.  Mosaic 

tile ramp to recessed entrance; squared entrance openings; replacement single-leaf glazed aluminum doors; 

replacement single-light wood storefront windows over plywood panel; pressed metal storefront pilasters and 

cornice; plastic box sign at storefront; replacement 1/1 vinyl windows and infilled window openings at upper stories; 

painted stone sills; projecting plastic box sign at 2
nd

 and 3
rd

 stories; molded brick cornice with aluminum gutter; flat 

roof. 

 

Built c. 1840. Designated: 4 Nov 1976. Contributing. 

 

231 See 222 Church Street. 

 

233-235  See 222 Church Street. 

 

237 See 222 Church Street. 

 

239 4-story, 2-bay, brick, Italianate building with storefront.  Marble ramp to recessed 

entrance; squared entrance opening; single-leaf glazed wood door with boarded transom; painted brick base; painted 

tile storefront surround; single-light aluminum storefront windows; replacement 12-light industrial steel windows 

with internal hopper windows at 2
nd

 and 3
rd

 stories; boarded windows at 4
th

 story; marble lintels and sills; marble 

pilasters and cornice at 2
nd

 story; denticulated brick cornice; flat roof. 

 

West elevation: stucco. 

 

North elevation of main building: 4-story, 2-bay, brick; 12-light industrial steel windows at 3
rd

 and 4
th

 stories. 

 

North elevation of rear ell: 1-story, brick; single-leaf flush metal door. 

 

Built 1847 as a store; storefront altered and industrial windows installed, c. 1925. Designated: 4 Nov 1976. 

Contributing. 

 

Documentation:  FIS. 

 

241-245 Parking lot with aluminum picket fence along Market Street. Designated: 4 Nov 1976. 

Non-contributing. 

 

247 (a.k.a. 236 Church Street) 2-story, buff brick, vernacular building with storefront. 

Squared entrance openings; single-leaf multi-light wood door with stained glass transom; single-leaf glazed 

aluminum door with boarded transom; wood storefront pilasters and cornice; paired multi-light wood doors set as 

storefront casement windows; tile and wood storefront panel; 3-light stained glass transom across storefront; three-

light aluminum window at 2
nd

 story; brick soldier course cornice; flat roof. 

 

North elevation: 2-story, 3-bay, brick; three openings blocked by lattice fence at 1
st
 story; marble beltcourse above 

1
st
 story; 8/8 aluminum windows at 2

nd
 story; marble lintels and sills; flat roof; metal penthouse. 

 

East elevation: stucco. 

 

West elevation: stucco. 

 

Built c. 1915.  Non-contributing. 



 

249 (a.k.a. 238 Church Street) 1-story, brown brick, vernacular building with storefront.  Tile 

ramp; recessed squared entrance opening; single-leaf glazed aluminum door; metal roll-down storefront security 

gate; boarded storefront windows; wood signs covers entire upper façade; flat roof. 

 

North elevation: 1-story, 3-bay, concrete block; squared entrance opening; single-leaf flush steel door; boarded 

metal frame windows; aluminum cap at roofline; flat roof. 

 

Built c. 1970.  Non-contributing. 

 

251 4-story, 2-bay, stucco and Flemish-bond brick building with storefront. Brick storefront 

with single-light aluminum windows; roll-down security grate; sign board covers 2
nd

 story; boarded windows at 2
nd

 

and 3
rd

 stories; brick sills; molded brick cornice; flat roof. 

 

East elevation: stucco. 

 

Built c. 1840. Alterations: storefront replaced 1976. Designated: 4 Nov 1976. Contributing. 

 

253 4-story, 2-bay, stucco and Flemish-bond brick building with storefront. Brick storefront 

with single-light aluminum windows; roll-down security grate; sign board covers 2
nd

 story; boarded windows at 2
nd

 

and 3
rd

 stories; brick sills; molded brick cornice; flat roof. 

 

Built c. 1840. Alterations: storefront replaced 1976. Designated: 4 Nov 1976. Contributing. 

 

255 4-story, 2-bay, Flemish-bond brick building with storefront. Single-light storefront 

windows over metal panels; security grate; boarded windows at upper stories; stone lintels and sills; flat roof. 

 

Built c. 1865. Alterations: 9/9 windows at 2
nd

 story and 6/6 windows at 3
rd

 and 4
th

 stories boarded; cornice, pressed 

metal storefront cornice, and storefront removed c. 1970. Designated: 4 Nov 1976. Contributing. 

 

257 4-story, 2-bay, Flemish-bond brick building with storefront. Single-light storefront 

windows over metal panels; security grate; boarded windows at upper stories; stone lintels and sills; gable roof. 

 

Built c. 1865. Alterations: large pressed metal cornice with end consoles, pressed metal storefront cornice, and 

storefront removed c. 1970. Designated: 4 Nov 1976. Contributing. 

 

259 (a.k.a. 1 N. 3
rd

 Street, connected to 3-5 N. 3
rd

 Street) 2-story, 2-bay, painted Flemish-

bond brick building with 3-bay storefront; squared recessed entrance opening; single-leaf glazed aluminum door; 

single-light storefront window above metal panels; pressed metal storefront cornice; security grate; boarded 

windows at 2
nd

 story; stone coping; flat roof. 

 

West elevation: painted brick; squared entrance opening; single-light aluminum storefront windows with roll-down 

metal security grates; brick and block infill over original storefront; boarded windows at 2
nd

 story; stone sills. 

 

Built c. 1830. Alterations: roofline altered, Italianate cornice added, 2/2 windows installed, c. 1865; Colonial 

Revival storefront added, c. 1910; top two stories removed and building connected to 3-5 N. 3
rd

 Street, c. 1980. 

Contributing. 

 

*************** 

 

200  (a.k.a. 2-8 S. 2
nd

 Street) 1-story, tiled, vernacular building.  Squared entrance opening; 

single-leaf glazed aluminum door with 2-light transom; pair of single-light, fixed aluminum windows; large plastic 

box sign; aluminum cap at roofline; flat roof; large billboard on roof. 

 

East elevation: squared entrance opening; single-leaf glazed aluminum door; one group of four and one group of two 

single-light, fixed aluminum windows; box sign continues; aluminum cap continues. 



 

Built c. 1955.  Non-contributing. 

 

202-204 5-story, 4-bay, painted brick, Greek Revival building with 6-bay storefront.  Two squared 

entrance openings with replacement double-leaf multi-light wood doors and single-light wood transoms; single-light 

wood storefront windows above wood panels; vertical wood board panel topped by pent eave covers storefront 

cornice and entire 2
nd

-story; 1/1 aluminum windows, vents, and metal louvers at 3
rd

 to 5
th

 stories; painted brick 

cornice; flat roof. 

 

East elevation: stucco. 

 

Built in 1852 for Alfred Fassitt (#202) and James Fassitt (#204).  Alterations:  2
nd

 story boarded up and covered with 

vertical boards and pent eave; new storefront. Listed as two separate properties by BRT. Designated: 4 Nov 1976. 

Contributing.  

 

Documentation:  FIS. 

 

206-208 5-story, 4-bay, brick, Greek Revival building with 6-bay storefront.  Four double-leaf 

glazed and paneled doors with multi-light transoms; two multi-light fixed storefront windows with multi-light 

transoms above cast stone sills and wood panels; cast stone storefront pilasters and cornice; 6/6 wood windows at 

upper stories; painted stone lintels and sills; brick cornice with aluminum box gutter; flat roof. 

 

West elevation: stucco. 

 

Built in 1849 for Benjamin Mattias. Alterations: new wood windows in existing frames, 1999. New cast stone 

storefront, 2001. Listed as two separate addresses by BRT. Designated: 4 Nov 1976. Contributing.  

 

Documentation:  BP; FIS. 

 

210-212 2-story, 2-bay, brick, vernacular building with two 3-bay storefronts.   Eastern storefront 

with recessed squared entrance opening, single-leaf glazed aluminum door, single-light, replacement aluminum 

storefront windows, granite base, flush wood storefront panels, and raised signboard above storefront; western 

storefront with two squared entrance openings, single-leaf glazed wood doors with single-light transoms, 

replacement single-light wood storefront window, flush wood storefront panels, and raised signboard above 

storefront; two groups of three replacement 1/1 vinyl windows at 2
nd

 story; stone sills; stone coping at roofline; flat 

roof. 

 

Built c. 1950.  Alterations: new storefront. Non-contributing.   

 

214 (a.k.a. 1 Strawberry Street) 3-story, 2-bay, buff brick, vernacular building with 2-bay 

storefront.  Recessed squared entrance opening; single-leaf glazed wood door with single-light transom; group of 

folding, 2-light, wood storefront windows over brick panel; roll-down security grate; lighted sign; 1/1 replacement 

vinyl windows at upper stories; cast stone sills; flat roof. 

 

West elevation: three squared entrance openings; single-leaf replacement paneled steel door; double-leaf flush steel 

door; roll-down metal grate at alleyway entrance; storefront continues; 1/1 replacement vinyl windows at upper 

stories. 

 

Built c. 1900.  Alterations: significantly remodeled with new façade, 1973; new storefront windows. Non-

contributing. 

 

216 (a.k.a. 2 Strawberry Street) 4-story, 2-bay, Flemish-bond brick, Neo-Grec building with 

3-bay storefront. Recessed entryway with squared entrance opening; single-leaf glazed wood door; single-light 

storefront wood windows with single-light wood transoms; paneled wood storefront base; wide bracketed wood 

storefront cornice; 1/1 wood windows at upper stories; pressed metal Neo-Grec window sills and crowns; wide 

pressed metal Neo-Grec cornice with brackets; flat roof. 



 

East elevation: painted brick; squared entrance opening at south; boarded single-leaf door; storefront continues; 

coupled replacement 1/1 vinyl windows at 1
st
 story with security grilles; 1/1 wood windows at upper stories; pressed 

metal Neo-Grec window crowns and sills; pressed metal Neo-Grec cornice continues.  

 

Built c. 1880.  Alterations: new storefront. Designated: 4 Nov 1976. Contributing. 

 

218 4-story, 2-bay, Flemish-bond brick, Greek Revival building with storefront. Central 

recessed entryway with two squared entrance openings with single-leaf glazed wood doors; single-light storefront 

windows with single-light transoms; paneled wood storefront base; wide bracketed wood storefront cornice; 6/6 

wood windows at upper stories; marble lintels and sills; molded brick cornice with pressed metal band and consoles; 

flat roof. 

 

Built c. 1840.  Alterations: new storefront and windows. Designated: 4 Nov 1976. Contributing.  

 

220 4-story, 2-bay, painted brick, Greek Revival building with 3-bay storefront.  Concrete 

step; two recessed squared entrance openings; replacement single-leaf glazed wood doors with single-light transoms; 

single-light, wood storefront window with paneled wood below; flush signboard at storefront; raised wood panel at 

storefront cornice; 6/6 vinyl windows at upper stories; painted stone lintels and sills; pressed metal cornice; flat roof. 

 

Built c. 1840. Designated: 4 Nov 1976. Contributing.  

 

222 4-story, 3-bay, Flemish-bond brick, Greek Revival building with storefront.  Concrete 

stoop; stucco base; recessed entrance with two squared entrance openings, one diagonal; replacement single-leaf 

glazed wood door; single-leaf 2-light wood door; 2-light segmental arched transom over eastern door; three 

replacement bi-fold, 4-light storefront wood doors; one fixed 4-light storefront wood window; painted stone 

storefront pilaster at eastern end; lighted signboard at storefront cornice; 6/6 wood windows at upper stories; stone 

lintels and sills; fire escape; corbelled brick cornice; flat roof. 

 

West elevation: stucco. 

 

Built c. 1841. Alterations: new storefront. Designated: 4 Nov 1976. Contributing.  

 

224 2-story, painted Flemish-bond brick, vernacular building with storefront. Tile step at 

west; concrete step at east; two squared entrance openings; replacement single-leaf flush wood door with single-light 

transom and boarded sidelight; replacement single-leaf glazed aluminum door; pair of replacement single-light 

storefront aluminum windows with boarded transoms; roll-down security gate; fluted wood storefront pilasters; 

raised signboard at storefront cornice; tripartite window consisting of replacement 1/1 vinyl window flanking single-

light window at 2
nd

 story; brick sill; shaped brick parapet; flat roof. 

 

Built c. 1840.  Alterations: upper floors removed, shaped parapet created and 2
nd

 floor window installed, c. 1920; 

aluminum storefront installed, c. 1970. Designated: 4 Nov 1976. Contributing. 

 

226  1-½ story, 2-bay, brick, Colonial Revival building.  Concrete stoop; recessed squared 

entrance opening; half-glazed and paneled replacement wood door; 6/1 vinyl windows at 1
st
 story; replacement 6/6 

vinyl windows at dormers; molded wood hood over 1
st
-story windows and entrance; vinyl clad box cornice; 

pedimented front pedimented dormers; wood shingles on gable roof. 

 

Built c. 1955.  Alterations: new façade.  Non-contributing. 

 

228 4-story, 2-bay, Flemish-bond brick, Greek Revival building with storefront.  Recessed 

squared entrance openings; single-leaf glazed wood door with boarded transom; single-leaf replacement flush wood 

door with single-light wood transom; single-light wood storefront windows with 3-light transoms over paneled 

wood base; pressed metal storefront cornice; three-sided bay clad in metal with pressed metal cornice at 2
nd

 story; 

replacement central single-light aluminum fixed window, side single-light aluminum casement windows, and single-



light aluminum awning transoms at bay; replacement 6/6 wood windows at 3
rd

 and 4
th

 stories; painted lintels and 

sills; corbelled brick cornice; flat roof. 

 

East elevation: stucco. 

 

Built c. 1830.  Alterations: building raised to 4 stories, 1850. Designated: 4 Nov 1976. Contributing.  
 
Documentation:  FIS; PHC files.   

 

230 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront.  
Recessed squared entrance openings; single-leaf glazed wood door and boarded transom; single-leaf 
half-glazed and paneled wood door; roll-down metal security grate; single-light, storefront wood windows; 
stuccoed storefront base; pressed metal bracketed storefront cornice; replacement 1/1 wood windows 
with faux louvered shutters at 2

nd
 and 3

rd
 stories; boarded windows at 4

th
 story; painted stone lintels and 

sills; pressed metal denticulated cornice; flat roof. 
 
West elevation: stucco; storefront cornice continues; squared entrance opening with flush metal door; 
three single-light storefront wood windows; 1/1 windows with several blocked; fire escape; metal cornice 
continues. 
 
Built c. 1830.  Alterations: new storefront. Designated: 4 Nov 1976. Contributing. 

 

232-234 ―Bunting and Bunting,‖ ―Bunting Durborow & Co.,‖ and ―Bunting‘s Samuel Sons & 

Co.‖  5-story, 5-bay, white marble, Italian Renaissance building with storefront.  Two squared entrance openings; 

replacement double-leaf, glazed wood door; replacement double-leaf, glazed metal door; single-light, replacement 

storefront metal windows; gold painted copper panels below storefront windows; gold painted copper spandrel 

panels with decorative swags above storefront windows; marble storefront pilasters; stained glass windows with ―H 

H‖ (Horn and Hardart) above storefront; full arched window openings at 2
nd

 to 5
th

 stories; 4/4 wood windows at 2 to 

4
th

 stories; 1/1 wood windows at 5
th

 story; marble pilasters between windows; bracketed marble cornice; arched 

marble-trimmed parapet inscribed with ―232 234‖; flat roof. 

 

East elevation: 5-story, 11-bay; brick; squared entrance opening; several openings infilled with brick; single-leaf 

flush metal door; 4/4 wood windows at 2
nd

 to 4
th

 stories; 2/4 wood windows at 5
th

 story; remnants of cast-iron 

storefront with several window openings infilled with glass block; marble lintels and sills; corbelled brick cornice.   

 

Built in 1861 for John B. Myers, an owner of Myers, Claghorn & Company, as an auction sales house.  By 1862 J.S. 

Bunting owned the building, which he also used as an auction house. It was known by various names including 

Bunting & Bunting, Bunting Durborow & Co., and Bunting‘s Samuel Sons & Co. until 1886.  The building was 

renovated as a Horn & Hardart restaurant in 1939.  Alterations: interior and exterior alterations as part of NPS tax 

credit program, 1997-1999. Designated: 4 Nov 1976. Significant. 

 

Documentation:  FIS; City Directories; NPS Tax Act Application, 1997. 

 

236  5-story, 2-bay, orange Roman brick, Renaissance Revival building with storefront.  

Granite step; three squared entrance openings; replacement single-leaf glazed wood doors in outer bays; replacement 

double-leaf, glazed wood bi-fold doors in central bay; prism glass transom; pressed metal storefront pilasters; 

denticulated wood storefront cornice; coupled 1/1 wood windows with fluted wood mullions at 2
nd

 to 4
th

 stories; 

full-arched Renaissance Revival window openings at 5
th

 story with 1/1 wood windows; brownstone sills; cast-iron 

lintels; corbelled brick and denticulated metal cornice with shaped parapet with recessed panels; flat roof. 

 

West elevation: brick and stucco. 

    

Built c. 1895.  Alterations: window replacement, 1999. Designated: 4 Nov 1976. Contributing.  

 

Documentation:  BP.   

 



238 (a.k.a. 2 S. Bodine Street ) 2-story, 2-bay, Flemish-bond brick, Greek Revival building 

with 3-bay storefront.  Two squared entrance openings with single-leaf glazed wood doors; single-light wood 

storefront window over flush wood panels; storefront pilasters and cornice; 1/1 replacement wood windows at 2
nd

 

story; painted stone quoins at 2
nd

 story; wood box cornice; flat roof. 

 

West elevation: 2-story, brick; squared entrance openings infilled with CMU; segmental arched and squared window 

openings at 2
nd

 story, several infilled with brick and CMU; replacement 1/1 wood windows; brick sills; metal cap at 

roofline. 

 

Built c. 1840.  Alterations: top floors removed; new storefront. Designated: 4 Nov 1976. Contributing.  

 

240 (a.k.a. 1 S. Bodine Street) Parking lot.  Original site of the Indian King Tavern, 1758. 

Designated: 4 Nov 1976. Non-contributing. 

 

242-244 1-story, orange brick building with storefront.  Two squared entrance openings, each with 

single-leaf glazed aluminum doors and single light aluminum transoms; single-light aluminum storefront windows 

with brick below; roll-down storefronts grates; raised brick courses at cornice; concrete cornice cap; flat roof. 

 

East elevation: stucco. 

 

Built c. 1955. Listed as two separate properties by BRT. Non-contributing. 

 

246 3-story High Tech building with storefront.  Concrete step; two squared entrance 

openings; single-leaf stainless steel door with round light; single-leaf glazed stainless steel door with sidelights; 

single-light aluminum storefront windows; copper storefront panels; glass curtain wall with decorative metal trusses 

between bays at 2
nd

 and 3
rd

 stories; metal panels at cornice; flat roof. 

 

Built c. 1998.  Non-contributing. 

 

248-250 (a.k.a. 1-11 S. 3
rd

 Street) 4-story, 3-bay, Flemish-bond brick, Italianate building with 

storefront.  Corner squared entrance opening; double-leaf glazed wood door with single-light transom; squared 

entrance opening at easternmost bay with single-leaf glazed wood door and single-light transom; paired single-light 

storefront wood windows with paired single-light transoms; replacement metal storefront paneling; pressed metal 

storefront cornice; 2/2 wood windows at 2
nd

 to 4
th

 stories; stone lintels and sills; Italianate bracketed wood cornice; 

flat roof. 

 

West elevation: 4-story, 9-bay, Flemish-bond brick; three squared entrance openings, each with single-leaf glazed 

wood doors and single-light transoms; groups of vertical, single-light wood storefront windows; wood panels below 

storefront windows; wood transoms above storefront windows and entrances; replacement metal paneled storefront 

pilasters; storefront cornice continues; 2/2 wood windows at 2
nd

 to 4
th

 stories; stone lintels and sills; bracketed wood 

cornice continues. 

 

Built c. 1875. Alterations: mansard roof removed in the 1960s. Designated: 4 Nov 1976. Contributing.  

 

Documentation: Two Hundredth Anniversary Edition Birch’s Views of Philadelphia, S. Robert Teitelman, 2000, 

Plate 8. 



MARKET STREET – 300 Block 
 

Paving:  Asphalt with brick paved median and parking areas  

Curbs:  Granite 

Sidewalks:  Brick; metal basement doors   

Light fixtures: Franklin; modified highway cobra 

 

301 (a.k.a. 2-4 N. 3
rd

 Street) ―Richard Wister House‖ 4-story, 4-bay, painted Flemish-bond 

brick, Federal building with storefront.  Granite stoop; squared entrance opening; double-leaf glazed and paneled 

wood door with 5-light wood transom at corner; single-leaf glazed aluminum door with boarded transom; single-

light aluminum storefront windows; metal tile clad storefront; bracketed pressed metal storefront cornice; modern 

signboard above storefront windows; single-light fixed windows at 2
nd

 story; boarded windows at upper stories; 

painted stone sills; painted stone lintels with keystones at 2
nd

 and 3
rd

 stories; painted stone belt courses; denticulated 

brick cornice; flat roof. 

 

East elevation: 4-story, 4-bay, painted brick; single-light aluminum storefront windows; storefront continues with 

some brick infill; modern signboard above storefront windows; boarded and assorted windows at upper stories; 

painted stone sills; painted stone lintels with keystones at 2
nd

 and 3
rd

 stories; painted stone belt courses; denticulated 

brick cornice; flat roof. 

 

Built c. 1796 for Richard Wistar.  Alterations: original hipped roof removed, early 20
th

 century. Designated: 29 Sept 

1970. Significant. 

 

Documentation:  FIS; CT. 

 

303 4-story, 2-bay, Flemish-bond brick, Greek Revival/Italianate building with 3-bay 

replacement storefront.  Squared entrance opening; glazed wood door with 1-light wood transom; concrete storefront 

panels; single-light wood storefront windows with 1-light wood transoms; pressed metal storefront cornice with sign 

board; replacement 1/1 wood windows at upper stories; wood sills; pressed metal cornice with scrolled end consoles 

and brackets; flat roof. 

 

Built c. 1840.  Alterations: later Victorian cornice and 20
th

-century storefront. Designated: 29 Sept 1970. 

Contributing. 

 

Documentation: FIS; PHC files.   

 

305  4-story, 2-bay, painted Flemish-bond brick, Greek Revival building with replacement 

storefront.  Brick ramp to recessed entrance; squared entrance opening; single-leaf glazed wood door; wood 

storefront panel; single-light wood storefront windows; pressed metal storefront cornice; painted sign above 

storefront cornice; boarded window and fire escape door openings at upper stories; painted stone sills; molded brick 

cornice; flat roof. 

 

Built c. 1835. Designated: 29 Sept 1970. Contributing. 

 

Documentation:  FIS. 

 

307 2-story, 1-bay, stucco, vernacular building with storefront.  Tile ramp; squared entrance 

opening; replacement glazed wood door; replacement glazed wood door with single-light wood transom; metal 

storefront panel; single-light metal storefront windows; roll down security gate; large plastic box sign above 

storefront; single-light metal window and boarded windows at 2
nd

 story; terra cotta cap; flat roof. 

 

Built c. 1830 as 5-story brick commercial building used to house leather goods and textiles. Alterations:  reduced to 

2 stories after a fire, which occurred between 1956 and 1977; new windows.  Contributing. 

 

Documentation:  NPS Tax Act Application, Part 1; PHC files. 

 



309 3-story, 3-bay, brick, vernacular building with storefront.  Squared entrance opening; 

replacement single-leaf glazed metal door with two single-light transoms; MAC machine adjacent to entrance; metal 

storefront panel; single-light metal storefront window with single-light transom; fluted aluminum storefront 

pilasters; painted sign panel at storefront cornice; double-leaf glazed doors with transoms to metal fire escape at 2
nd

 

and 3
rd

 stories; replacement 8/8 wood windows; marble sills; metal cap at roofline; metal-clad penthouse; flat roof. 

 

Built c. 1860.  Alterations: new windows and storefront, late 20
th

 century.  Contributing. 

 

311 2-story, 1-bay, metal-clad vernacular building with storefront.  Tile ramp to recessed 

squared entrance opening; two single-leaf glazed aluminum doors; metal storefront panel; single-light aluminum 

storefront windows; roll-down security gate; large signboard above storefront windows; grouped single-light 

aluminum windows at 2
nd

 story; metal cap at roofline; flat roof. 

 

Built c. 1955.  Non-contributing. 

 

313 3½ story, 2-bay, scored stucco, Italianate building with storefront.  Squared entrance 

openings; single-leaf and double-leaf paneled and glazed wood doors; wood storefront panel; single-light wood 

storefront window with sidelights; wood storefront pilasters; wood and pressed metal storefront cornice; paired 2-

light wood casement windows at 2
nd

 and 3
rd

 story; 2/2 wood windows at 2
nd

 and 3
rd

 stories; 6/6 replacement wood 

window at dormer; scrolled cast-iron lintels; granite sills; fire escape; bracketed cornice; pedimented dormer; gable 

roof with asphalt shingles. 

 

Built c. 1800.  Alterations: Italianate façade, c. 1860. Designated: 29 Sept 1970. Contributing. 

 

315 3-story, 3-bay, stucco, vernacular building with storefront.  Tile ramp; squared entrance 

opening; single-leaf glazed aluminum door; tile storefront panel; single-light aluminum storefront windows; metal 

security grate; 1/1 wood windows at 2
nd

 and 3
rd

 stories; painted stone sills; molded wood cornice; gable roof with 

asphalt shingles; brick chimney. 

 

Built c. 1800. Designated: 29 Sept 1970. Contributing. 

 

317  3 ½ story, 2-bay, Flemish-bond brick, Federal/Italianate building with storefront.  

Concrete ramp to recessed entrance; squared entrance opening; two single-leaf paneled wood doors with 3-light 

wood transoms; wood storefront panels; single-light wood storefront window; 12-light wood storefront window; 

wood storefront pilasters; paneled wood storefront cornice; replacement 1/1 aluminum windows at 2
nd

, 3
rd

 and 

dormer; panned aluminum sills; brick beltcourses above 2
nd

 and 3
rd

-story windows; bracketed Italianate wood 

cornice; pedimented dormer; gable roof; brick chimney. 

 

Built c. 1800.  Alterations: interior and exterior alterations as part of NPS tax credit project, 1985. Designated: 29 

Sept 1970. Contributing. 

 

319  4-story, 2-bay, Flemish-bond brick, Greek Revival building with storefront.  Granite step 

to recessed entrance; wood step to former alleyway entrance; squared entrance openings; replacement single-leaf 

glazed wood door; replacement beaded board door; replacement grouped single-light wood storefront windows 

above wood panels; stone storefront pilasters and cornice; replacement 2/2 wood windows at 2
nd

 to 4
th

 stories; 

marble lintels and sills; brick and marble cornice; flat roof. 

 

West elevation: 4-story stucco main building connected to 3-story, 7-bay, brick and stucco rear ell and 1-story, brick 

rear addition; stucco deck with wood railing; squared entrance opening; replacement single-leaf paneled metal door 

with fanlight; replacement double-leaf flush metal door with boarded transom; replacement 1/1 aluminum and vinyl 

windows throughout; aluminum cornice; roof deck. 

  

Built in 1831 by Morris Longstretch and J.T. Mathers, the lessees of the estate of John Cooke. Served as a tavern 

from 1848-1849, the Washington Inn from 1849 to 1852, and a commercial hotel and livery stables from 1866 to 

1873.  Alterations:  new door, new wood storefront windows, new secondary façade door, 2000. Designated: 29 

Sept 1970. Significant. 



 

Note also the John Singer Warehouse, which stood behind 319 Market Street at 319½ Market Street. The warehouse 

was a 3½-story, 2-bay, brick, Federal building. It was built in 1806 and then converted into a public house or tavern 

and dwelling around 1848. Some time between 1911 and 1928 the building was converted back into a warehouse 

and later used for storage of lumber. It was demolished in 1978. At the time of its demolition, it was the oldest 

extant warehouse in the city. 

 

Documentation:  BP; PHC file notes; HABS; HABS Inventory, 1970; Webster. 

 

399 (a.k.a. 1-7 N. 4
th

 Street) 5-story, buff brick, Modern office building with curtain wall.  

Concrete steps; recessed entrances and window at 1
st
 story; squared entrance openings; single-leaf and double-leaf 

glazed aluminum doors with single-light aluminum transoms; single-light aluminum windows at 1
st
 story; grouped 

single-light aluminum curtain wall above; flat roof. 

 

West elevation: same treatment as front facade; chain link fence at street level. 

 

North elevation: same treatment as front facade; basement access driveway; brick patio; iron fence and low brick 

wall surround rear of property. 

 

East elevation: same treatment as front facade. 

 

Built 1970.  Non-contributing. 

*************** 

 

300 (a.k.a. 2-12 S. 3
rd

 Street) 1-story, 3-bay, painted, Flemish-bond brick building with 

storefront.  Granite stoop; recessed squared entrance opening; single-leaf glazed aluminum door with single-light 

transom and sidelight; single-light storefront aluminum windows; roll-down storefront security grates; storefront 

cornice obscured by large wood sign; flat roof. 

 

East elevation: 1-story, painted brick; boarded squared entrance openings; aluminum storefront window at north; 

boarded storefront windows; metal cap at roofline; flat roof. 

 

Built c. 1785 by John Fries on the site of the old stone prison.  Alterations: many 20
th

-century alterations, including 

removal of floors to present 1-story height.  Contributing. 

 

302  4-story, 3-bay, painted Flemish-bond brick, Greek Revival building with 3-bay storefront.  

Recessed squared entrance opening; double-leaf glazed aluminum door; stepped back storefront at eastern end with 

single-light aluminum storefront windows; roll-down metal security grate; wood sign over windows at 2
nd

 story; 

boarded windows at 3
rd

 and 4
th

 stories; painted stone lintels and sills; denticulated, pressed metal cornice; flat roof.  

 

East elevation: stucco. 

 

Built c. 1840.  Alterations: significant alterations to storefront in the 20
th

 century. Designated: 4 Nov 1976. 

Contributing.  

 

304 4-story, 3-bay, painted brick, Greek Revival building with storefront.  Recessed squared 

entrance opening; double-leaf glazed aluminum door; single-light aluminum storefront windows; roll-down metal 

security grate; wood storefront pilasters and cornice; wood sign over windows at 2
nd

 story; boarded  and 1/1 wood 

windows at 3
rd

 and 4
th

 stories; painted stone lintels and sills; pressed metal cornice; flat roof.  

  

Built c. 1840.  Alterations: significant alterations to storefront in the 20
th

 century. Designated: 4 Nov 1976. 

Contributing.  

 

306 5-story, 4-bay, painted brick, Italianate building with 4-bay storefront.  Granite step at 

outer bays; four squared entrance openings; double-leaf, bi-fold glazed wood door with multi-light leaded transom; 

single-leaf glazed wood door with replacement single-light wood transom; double-leaf glazed wood door with three-



light wood transom; double-leaf paneled and glazed wood door with two-light wood transom; fluted cast-iron 

storefront pilasters with ―Royer Bros. Philadelphia‖ stamp; replacement wood panel at storefront cornice; segmental 

arched window openings at 2
nd

 to 5
th

 stories with 2/2 wood windows; cast-iron window hoods; stone sills; cast-iron 

Italianate bracketed cornice with dentil course and panels; flat roof. 

 

West elevation: stucco. 

 

East elevation: stucco and brick. 

 

Built c. 1875.  Alterations: storefront modifications. Designated: 4 Nov 1976. Contributing. 

 

308 2-story, buff and orange brick building with storefront.  Recessed squared entrance 

opening; glazed aluminum door with 3-light transom; metal storefront base; single-light aluminum storefront 

windows; group of four single-light aluminum windows at 2
nd

 story; flat roof. 

 

Built c. 1950.  Non-contributing.   

 

310 5-story, 3-bay, brick, Italianate building with storefront.  Marble stoop; recessed central 

squared entrance opening; single-leaf paneled and glazed wood door; single-light wood storefront windows with 

single-light wood transoms; paneled wood storefront base; cast-iron storefront pilasters; modern sign over storefront 

cornice; group of three double-leaf glazed and paneled wood doors with arched wood transoms at 2
nd

 story; cast-iron 

pilasters and cornice at 2
nd

 story; 6/6 wood windows at 3
rd

 to 5
th

 stories; painted stone lintels and sills; corbelled 

brick cornice; gable roof.  

 

East elevation: brick with stucco. 

 

Built c. 1870.  Alterations: new storefront; Riggs & Brother Navigator Statue, c. 1875, was mounted on this building 

c. 1896. It was removed in 1973 and deposited in the Philadelphia Maritime Museum.  Riggs and Brother produced 

chronometers and nautical instruments from 1818 to 1973. They occupied this building from 1896 to 1973. 

Designated: 25 Sept 1962. Contributing.  

 

312 4-story, 3-bay, brownstone, Italianate building with storefront.  Recessed squared 

entrance opening with single-leaf replacement single paneled wood door and single-light wood transom; recessed, 

diagonal, squared entrance opening with single-leaf replacement glazed wood door and single-light transom; 

squared entrance opening with double-leaf glazed wood door single-light transom; wood storefront windows with 

single-light wood transoms; group of five single-light wood storefront transoms; wood storefront cornice with 

aluminum panning; segmental arched window openings at upper stories; paired wood casement windows at 2
nd

 

story; 2/2 wood windows at 3
rd

 and 4
th

 stories; lintels with raised keystones at 2
nd

 and 3
rd

 stories; pressed metal 

cornice with decorative entablature and paired end brackets; flat roof. 

 

West elevation: stucco. 

 

Built c. 1865. Designated: 4 Nov 1976. Contributing. 

 

314  3½-story, 2-bay, Flemish-bond brick, Federal building with storefront.  Marble step; 

marble apron in front of building; squared entrance opening; single-leaf half-glazed and paneled replacement wood 

door with 4-light wood transom; semi-circular 25-light wood storefront windows; paneled wood shutters at 

storefront; 6/6 wood windows at upper stories; full-arched multi-light/6 wood window at dormer; molded wood sills; 

marble beltcourses between stories; modillioned wood cornice; pedimented dormer with pilasters and wood shakes 

on cheeks; wood shingles on gable roof. 

 

South elevation of main building: 3½-story, 2-bay, brick; squared entrance opening; single-leaf 6-panel, wood door 

with boarded transom; 9/9 wood window at 2
nd

 story; 6/9 wood windows at 3
rd

 story; 6/6 wood window at 

pedimented dormer; wood shingles on dormer and roof. 

 

South elevation of rear addition: 2-story, brick; 6/6 wood window at 2
nd

 story; brick chimney. 



 

West elevation of rear ell: 2-story, 2-bay, brick; squared entrance opening; single-leaf 6-panel, wood door with 4-

light transom; shuttered window at 1
st
 story; 9/9 wood window at 2

nd
 story; wood shingles on shed roof. 

 

West elevation of rear addition: 2-story, brick; squared entrance opening; single-leaf 6-panel, wood door with 4-light 

transom; shuttered window at 1
st
 story; 6/6 wood window at 2

nd
 story; wood shingles on shed roof. 

 

Built c. 1805.  Owned by Independence National Historical Park as a museum. Designated: 4 Nov 1976. Significant.  

 

316-318 3 ½-story, 5-bay, Flemish-bond brick, Federal building.  Marble stoops; two bulkheads 

with marble cheeks and double-leaf wood doors; single-leaf awning-wood doors at two basement windows; brick 

watertable; squared entrance openings; 6-panel wood doors with 4-light wood transoms; central segmental arched 

carriageway opening with marble keystone to access rear lot (Franklin‘s Court); paneled and louvered double-leaf 

door at carriageway; 12/12 wood windows at 1
st
 and 2

nd
 stories; jib doors below 2

nd
 story windows; 8/8 wood 

windows at 3
rd

 story; paneled wood shutters throughout; marble lintels throughout, with keystones at 1
st
 and 2

nd
 

stories; wood sills; metal balconies with marble supporting brackets at 2
nd

 story; brick beltcourse above 2
nd

-story 

windows; modillioned wood cornice; pedimented dormers with Gothick windows and wood shingles on cheeks and 

roof; gable roof; brick chimney. 

 

South elevation: 3½ -story, 5-bay, Flemish-bond brick; squared entrance openings at basement and 1
st
 stories; 

replacement single-leaf paneled wood doors at basement level; single-leaf 6-panel wood doors with boarded 

transoms at 1
st
 story; central segmental arched carriageway opening; 6/6 wood windows at basement level; 12/12 

wood windows at 1
st
 and 2

nd
 stories; 8/8 wood windows at 3

rd
 story; paneled wood shutters throughout; marble 

lintels with keystones at 1
st
 and 2

nd
 stories; wood sills; brick belt courses above 1

st
 and 2

nd
 stories; modillioned wood 

cornice; pedimented dormers with Gothick windows and wood shingles on cheeks and roof; gable roof; brick 

extension walls at carriageway opening. 

 

Built in 1786 by Benjamin Franklin as tenant houses.  Owned by Independence National Historical Park as a 

museum. Designated: 4 Nov 1976. Significant. 

 

Documentation:  FIS.  

 

316-318 (rear)   ―Franklin Court‖ Flemish-bond brick wall with marble cap enclosing a courtyard, 

garden, museum, and archeological site at the locations of Benjamin Franklin‘s house and his grandson‘s print shop.  

Brick, cobblestone, and granite paving; raised brick and marble planters; grass plots. 

 

Benjamin Franklin House and Benjamin Franklin Bache Print Shop: the outlines of Franklin‘s 3½ story house and 

his grandson‘s print shop are traced in white tubular frames; plans of the house and print shop inlaid in the paving 

beneath the frames; paving incised with quotations from letters by Franklin to his wife; concrete viewing ports to 

excavation areas. 

 

Franklin Court Museum: 1-story, Flemish-bond brick, Modern building.  Squared entrance openings; glazed 

aluminum double-leaf door; double-leaf vertical board door; grouped 2-light aluminum windows; single-light 

aluminum window; brick benches with wood seats; interpretative signs; cloth awning supported by wood posts and 

framework; flat roof. 

 

―Ghost‖ house and museum by Venturi, Scott Brown and Associates with John Milner Associates, 1976.  Owned by 

Independence National Historical Park and operated as a museum. Significant. 

  
320 3½ story, 2-bay, Flemish-bond brick, Federal building with storefront.  Brick watertable; 

marble stoop; marble surround for basement access; double-leaf wood batten door to basement; squared entrance 

opening with wood door trim; single-leaf 6-panel wood door; 25-light storefront window; paneled wood shutters at 

1
st
 story; 6/6/6 wood windows at 2

nd
 story; 6/6 windows at 3

rd
 story; wood sills; wood lintel at 1

st
 story; metal 

balcony at 2
nd

 story; modillioned wood cornice; pedimented dormer with full-arched multilight/6 wood window; 

wood shingles on gable roof; brick chimney. 

 



South elevation of main building: 3½ story, 1-bay brick; 9/9 wood windows on 1
st
 and 2

nd
 stories; 6/9 wood 

windows at 3
rd

 story; pedimented dormer with 6/6 wood window and wood shingles on cheeks; wood shingles on 

gable roof. 

 

South elevation of rear ell: 4-story, 1-bay, brick; 9/9 wood window at 1
st
 story; 6/6 wood window at 2

nd
 story; 3/6 

wood window at 3
rd

 story; 2/2 wood window at 4
th

 story. 

 

West elevation of rear piazza: 3-story, 1-bay; brick; squared entrance opening with single-leaf 6-panel wood door 

with fanlight and 4-light sidelights over panels; 9/9 wood windows at 1
st
 and 2

nd
 story; 6/6 wood windows at 3

rd
 

story; shed roof with wood shingles. 

 

West elevation of rear ell: 4-story, 2-bay; brick; squared entrance opening with 6-panel wood door and 4-light wood 

transom; 9/9 wood windows at 1
st
 story; 6/6 wood windows at 2

nd
 story; 3/6 wood windows at 3

rd
 story; 3/6 wood 

windows at 4
th

 story; shed roof with wood shingles, brick chimney. 

 

East elevation of rear piazza and ell: brick. 

 

Built c. 1805. Owned by Independence National Historical Park and operates as a museum. Designated: 4 Nov 1976. 

Significant. 

 

322 3½-story, 2-bay, Flemish-bond brick, Federal building.  Marble stoop; bulkhead with 

marble cheeks and double-leaf wood doors; single-leaf awning-wood door covering basement window; brick 

watertable; squared entrance opening; 6-panel wood door with 4-light wood transom; 9/9 wood windows at 1
st
 story; 

12/12 wood windows at 2
nd

 story; 8/8 wood windows at 3
rd

 story; wood sills; marble lintels with keystones at 1
st
 and 

2
nd

 stories; jib doors below 2
nd

-story windows; paneled wood shutters throughout; metal balcony with marble 

supporting brackets at 2
nd

 story; brick beltcourses above 2
nd

-story windows; modillioned wood cornice; pedimented 

dormer with Gothick wood window; wood shingles on dormer cheeks, dormer roof, and gable roof; brick chimney. 

 

South elevation: 3½ -story, 2-bay, Flemish-bond brick; squared entrance openings at 1
st
 story and basement level; 

replacement single-leaf paneled wood door at basement level; wood railing and gate at basement access; single-leaf 

6-panel wood door with boarded transom at 1
st
 story; 6/6 wood windows at basement level; 9/9 wood windows at 1

st
 

story; 12/12 wood windows at 2
nd

 story; 8/8 wood windows at 3
rd

 story; marble lintels with keystones at 1
st
 and 2

nd
 

stories; paneled wood shutters throughout; wood sills; brick belt courses above 2
nd

 and 3
rd

 stories; modillioned wood 

cornice; pedimented dormer with Gothick wood window; wood shingles on dormer cheeks, dormer roof, and gable 

roof. 

 

West elevation: brick. 

 

Built in 1788 by Benjamin Franklin for grandson Benjamin Franklin Bache. Alterations:  restored by architect 

William Campbell, 1975-1976. Owned by Independence National Historical Park and operates as a museum. 

Designated: 4 Nov 1976. Significant. 

 

330 (a.k.a. 1-19 S. 4
th

 Street) 4-story, 10-bay, brown brick, Late Modern office building.  

Brick steps with bronze handrail; brick planters with concrete caps; squared entrance openings; paired bronze glazed 

doors; central revolving glazed door; 1-light bronze transom; recessed, grouped full-height aluminum windows 

separated by brick piers at 1
st
 story; paired fixed 2-light aluminum windows over flush aluminum panels at upper 

stories; flat roof; brick elevator penthouse; wrought iron fence at east end enclosing courtyard. 

 
East elevation: 4-story, 12-bay, brown brick; single-light fixed aluminum windows with aluminum panel base 

separated by piers at 1
st
 story; paired fixed 2-light aluminum windows over flush aluminum panels at upper stories. 

 

West elevation: 4-story, 12-bay, brown brick; brick planters with concrete caps; recessed, grouped full-height 

aluminum windows separated by brick piers at 1
st
 story; paired fixed 2-light aluminum windows over flush 

aluminum panels at upper stories. 

 



South elevation: 4-story, 9-bay, brown brick; squared entrance opening; single-leaf flush metal door; single-light 

fixed aluminum windows separated by piers at 1
st
 story; paired fixed 2-light aluminum windows over flush 

aluminum panels at upper stories; louvered ventilation grilles at center bay on each story; pipe railing and ramp to 

service entrance. 

 

Built 1971.  Non-contributing. 

 



N. MASCHER STREET – Unit Block 
 

 

Paving:  Blue-glazed granite block   

Curbs:  50% Granite; 50% Concrete 

Sidewalks: 50% Concrete; 30% Brick; 20% Granite block   

Light fixtures: None 

 

51-55 See 115-119 Cuthbert Street.   

 

57-61 See 124 Arch Street. 

 

****************** 

 

54-56 See 121 Cuthbert Street. 

 

58-60 3-story, 3-bay, Flemish-bond brick, vernacular building. Squared entrance openings; 

recessed opening with steel beam lintel; arched rear alleyway access with flush metal door; aluminum-clad fully 

glazed doors with metal balconettes at center bay of upper stories; shuttered windows at 1
st
 story; replacement 1/1 

aluminum windows at upper stories; corbelled brick and pressed metal cornice; hoist block at cornice above center 

bay; flat roof with tar paper-clad 2-bay penthouse; single-light fixed windows at penthouse. 

 

Built c. 1815.  Alterations:  3
rd

-story and Italianate cornice added, c. 1875. Contributing.  

 

Documentation:  FIS. 

 

62 See 59 N. 2
nd

 Street. 

 

64  See 61-67 N. 2
nd

 Street. 

 

66-68 See 126-128 Arch Street. 

 



NEW STREET – 100 Block 
 

 

Paving:  Asphalt 

Curbs:  Concrete 

Sidewalks:  None 

Light fixtures:  None 

 

 

133 Vacant lot. Non-contributing. 

 

143 See 249 N. 2
nd

 Street. 

 

**************** 

 

122-130 Vacant lot. Non-contributing. 

 

142 See 237-247 N. 2
nd

 Street. 

 

 



NEW STREET – 200 Block 
 

 

Paving:  Asphalt 

Curbs:  Concrete 

Sidewalks:  85% Granite; 15% Concrete 

Light fixtures:  Modified highway cobra 

 

 

201-205  See 244-258 N. 2
nd

 Street 

 

207  (a.k.a. 244-250 N. Philip Street) 1-story, 1-bay, brick, vernacular garage building.  

Concrete ramp; squared garage opening with roll-down metal door; flat roof. 

 

East elevation: 1-story, 5-bay, brick; paired 8-light steel casement windows with security grates; brick sills. 

 

Built c. 1940.  Non-contributing. 

 

209-211 1-story, 4-bay, brick, vernacular building.  Squared entrance openings; single-leaf paneled and 

glazed wood doors; paired 12-light and 20-light steel windows with metal security mesh; brick sills; shaped brick 

parapet; flat roof. 

 

Built c. 1925.  Contributing.  

 

213-215  1-story, 4-bay, brick, Tapestry Brick Style garage.  Squared entrance opening; single-leaf flush 

steel door with boarded transom; squared garage opening with roll-down metal door; 28-light steel windows, singly 

and paired; brick sills; shaped brick parapet with ceramic tile accents; flat roof. 

 

West elevation: brick. 

 

Built c. 1925.  Contributing. 

 

217-225  Parking lot with chain link fence. Non-contributing. 

 

227  One-story, stucco, vernacular building.  Squared entrance openings; single-leaf vertical 

board wood door; single-leaf flush steel doors; flat roof; HVAC equipment. 

 

East elevation: CMU. 

 

Built c. 1970.  Non-contributing. 

 

229-37   See 230-238 Vine Street. 

 

239-241  Vacant lot. Non-contributing.  

 

**************** 

 

200-208 Fenced lots. Non-contributing. 

 

210-212 2-story, 5-bay, brick, vernacular building. Concrete steps; squared entrance opening; 

single-leaf glazed and paneled wood door with 6-light steel transom; double-leaf glazed wood balcony doors and 

balconies at 1
st
 and 2

nd
 stories; 2-light wood basement windows with security grates; 2/2 wood windows at 1

st
 and 

2
nd

 stories; 3-light steel window at 2
nd

 story; brick lintels, sills, piers, and corbelling; terra cotta cap at roofline; flat 

roof. 

 

East elevation: 2-story, 2-bay, stucco; 2/2 wood windows; brick lintels and sills. 



 

Built c. 1923 with construction of new façade on two older buildings. Non-contributing. 

 

214-218 (a.k.a. 243 N. Bread Street) ―Lagerhouse‖ 5-story, 6-bay, brick, Queen Anne building.  

Concrete steps; recently added datestone with ―1849‖ at 1
st
 story; steel staircase with steel railing to entrance; 

segmental arched entrance openings; single-leaf half-glazed wood door with wood panel below 8-light arched 

transom; replacement single-leaf glazed wood door with 4-light wood transom; double-leaf flush wood basement 

door; segmental arched and square-head basement window openings with paired 6-light wood casement windows 

and security grates, some with marble lintels; segmental arched window openings throughout; squared replacement 

8/8 wood windows at upper stories; wood sills; brick lintels and piers; brick cornice with corbelled brick brackets; 

pedimented brick parapet at center bays; flat roof.   

 

West elevation: 5-story, 7-bay, brick; segmental arched entrance openings with double-leaf glazed wood doors, 4-

light wood transoms, and metal balconettes at all stories; segmental arched window openings throughout with paired 

8-light, paired 4-light, and paired 3-light wood casement basement windows with security grates; replacement 

square-head 8/8 wood windows; square-head 4/4 wood windows in two southernmost bays; wood sills; hoist beam 

over center bay; fire escape; brick cornice with corbelled brick brackets. 

 

Built c. 1885.  Alterations: interior and exterior alterations as part of the NPS tax credit program, 1999. 

Contributing. 



NEW STREET – 300 Block 
 

 

Paving:  Granite block   

Curbs:  Granite 

Sidewalks:  80% Concrete; 20% Brick   

Light fixtures: None  

 

301-305  See 244-248 N. 3
rd

 Street. 

 

315 (a.k.a. 300-320 Vine Street, 254-260 N. 3
rd

 Street) Originally known as ―Thomas 

Scientific Building,‖ now known as ―Bridgeview Place Apartments.‖ Complex anchored by a Red & White 

Industrial Style building at the northeast corner. 

 

South elevation, west section: 6-story, 2-bay, exposed concrete structural frame with brick infill; concrete garden 

wall and ramp to garage entrance with roll-down metal door; replacement single and triple 4/4 aluminum windows 

throughout; brick sills. 

 

South elevation, center section: 6-story, 6-bay, brick, granite base; granite steps with granite knee walls; granite 

watertable; recessed squared entrance opening; coupled replacement 4/4 aluminum windows in bays 1, 2, and 5; 

replacement 8/8 aluminum windows flanked by 6/6 aluminum windows in bay 3 and 4; open fire stair with metal 

gate at 1t story and flush metal doors above in bay 6; brick lintels and sills; brick piers; corbelled brick cornice 

between 5
th

 and 6
th

 stories; corbelled brick and terra cotta cornice with raised geometric plaques. 

 

South elevation, east, recessed section: 6-story, 3-bay, exposed concrete structural frame with brick infill; 

replacement 4/4 aluminum windows throughout. 

 

South elevation, southeast section: 2-story, 3-bay, brick; granite steps; granite base; squared entrance opening; 

single-leaf paneled wood door with 8-light wood transom; replacement 6/6 aluminum windows at 1
st
 and 2

nd
 stories; 

tripartite arrangement of 6/6 wood windows with flanking replacement 4/4 aluminum windows at 1
st
 and 2

nd
 stories; 

brick sills; terra cotta cornice; flat roof. 

 

North elevation: 6-story, 15-bay, brick; limestone at 1
st
 story in bays 1-4; granite steps with granite side walls; 

granite watertable; segmental arched loading opening with double-leaf steel door, metal infilled sidelight and 

tripartite multi-light steel transom; segmental arched loading opening with square-head single-leaf metal door and 6-

light transom; squared entrance openings; recessed single-leaf flush steel doors; replacement metal gate with paired 

6-light wood transom; open fire stair with metal gate at 1
st
 story in bay 8; basement windows with iron grates; 

segmental arched window openings with tripartite fixed single-light steel windows and multi-light steel transoms at 

1
st
 story at bays 1-3; 2/4 wood windows at 2

nd
 to 6

th
 stories at bays 4 and 5; replacement 4/4 aluminum windows at 

1
st
 to 6

th
 stories at bays 9, 14, and 15; groupings of replacement 6/6 aluminum windows flanking replacement 8/8 

aluminum windows at bays 10-13; replacement 6/6 aluminum windows in remainder of openings; brick soldier-

course lintels and sills; brick piers from 2
nd

 story to cornice at bays 1-4 and from 1
st
 story to cornice at bay 5-15; 

limestone belt course at 2
nd

-story lintel at bays 1-5; terra cotta cornice with raised geometric plaques; flat roof. 

 

East elevation: 6-story, 4-bay, brick; limestone at 1
st
 story; granite steps; granite watertable; segmental arched 

entrance openings; metal gate at southernmost entrance; double-leaf glazed and paneled wood door with multi-light 

wood transom below multi-light steel transom; basement windows not visible behind iron grates; segmental arched 

window openings with tripartite fixed single-light steel windows and multi-light steel transoms at 1
st
 story; open fire 

stair window at 2
nd

 to 6
th

 stories in bay 1; replacement 6/6 aluminum windows flanking replacement 8/8 aluminum 

windows throughout; brick lintels and sills; brick pilasters from 1
st
 story to cornice; granite belt course at 2

nd
 story 

window lintel height; terra cotta cornice with raised geometric plaques; squared brick tower at eastern corner with 

terra cotta accents; flat roof. 

 

East elevation, west section: 6-story, 5-bay, stucco at lower stories; exposed concrete structural frame with brick 

infill at upper stories; replacement 4/4 aluminum windows throughout; brick sills. 

 



East elevation, 254 N. 3
rd

 Street section: 6-story, 2-bay, brick, vernacular building. Brick belt courses at 1
st
 story; 

paired 1/1 aluminum windows throughout; cast stone sills; cast stone belt courses; brick cap at roofline; flat roof. 

 

West elevation, north section: 6-story, 6-bay, exposed concrete structural frame with brick infill; stucco at 1
st
 story; 

squared entrance openings in recessed bay with double-leaf glazed wood door with single-light metal transom; 

replacement 4/4 aluminum windows throughout; brick sills; metal furnace doors embossed with ―Coatesville 

Boilerworks 1909‖ affixed to wall near entrance.  

 

West elevation, south section: 6-story, 6-bay, exposed concrete structural frame with brick infill; replacement single 

and coupled 4/4 aluminum windows throughout; brick sills; brick penthouse; long canvas canopy with brick piers; 

parking lot with brick, concrete, and aluminum fence. 

 

West elevation, southeast section: 2-story, 6-bay, brick; granite base; replacement 6/6 aluminum windows at 1
st
 and 

2
nd

 stories; terra cotta cornice continues; wrought iron gate with brick pillars to the west of building. 

  

East section built 1913, middle section built 1928, west section built 1911, southeast section built 1915, 254 N. 3
rd

 

Street section built c. 1985. Contributing.  Alterations: renovated 1985-86.  Contributing. 

 

**************** 

 

300 See 240-242 N. 3
rd

 Street. 

 

302 3½-story, 2-bay, Flemish-bond brick, Greek Revival building.  Replacement brick steps; 

full arched entrance opening with single-leaf 6-panel wood door, wood fanlight, and paneled wood reveals; single-

light wood basement windows with exterior plexiglass covers; 2/2 wood window at 1
st
 story; 6/6 wood windows 

with exterior storm windows at 2
nd

 and 3
rd

 stories and dormer; paneled wood shutters at 1
st
 story; wood sills; molded 

wood cornice; pedimented dormer; gable roof clad with asphalt shingles stucco chimney. 

 

Built c. 1820.  Contributing. 

 

Documentation:  PHC files. 

 

304 4-story, 2-bay, Flemish-bond brick, vernacular building. Replacement marble stoop; 

marble basement bulkhead with double-leaf wood door; squared entrance openings; replacement double-leaf glazed 

and paneled wood door with decorative security grate at 1
st
 story; replacement double-leaf glazed wood door with 

decorative security grate at 2
nd

 story; single-light wood basement windows; replacement 6/6 vinyl windows at 1
st
 

and 3
rd

 stories; 1/1 wood windows at 2
nd

 story; wood sills; boxed wood panels below 2
nd

 and 3
rd

-story windows; 

paneled wood shutters at 1
st
 to 3

rd
 stories; wrought iron balcony at 2

nd
 story; wood cornice; ½ gambrel roof; recessed 

4
th

-story addition; roof deck with metal railing. 

 

West elevation: 3½-story with 2-story rear ell, brick; replacement 1/1 vinyl windows at 1
st
 story. 

  

Built c. 1820.  Contributing. 

 

Documentation:  FIS.  

 

306 ―Tilge Building‖ 4-story, 4-bay, brick, Italianate building with 4-bay cast-iron storefront.  

Basement steps with replacement pipe railing; stoops covered with metal grating; segmental arched entrance 

openings; replacement double-leaf aluminum sliding basement door; double-leaf paneled and glazed wood doors 

with 2-light wood transoms; cast-iron storefront engaged Corinthian columns and cornice; segmental arched window 

openings throughout; 4/4 wood windows at 2
nd

 to 4
th

 stories; granite sills; brick dog-eared window crowns; brick 

piers between bays; denticulated brick entablature; bracketed cast-iron cornice; flat roof. 

 

East elevation: brick; stuccoed chimneys. 

 

West elevation: stucco; billboard on roof. 



 

South elevation: 4-story, 4-bay, brick; 4/4 wood windows. 

 

South elevation of extension: 2-story, 2-bay, brick extension; segmental arched window openings; 9/9 wood 

windows at 1
st
 story; 4/4 wood windows at 2

nd
 story; paneled wood shutters; green house; deck; pressed metal 

cornice; flat roof. 

 

Built in 1875 by estate of Henry Tilge, owner of a hatters‘ goods business. Alterations: interior and exterior, NPS 

tax credit project, 1987. Contributing. 

 

Documentation: NPS Tax Credit Application, Part 1, 1980. 

 

308-316 Parking lot with bollards and a gate. Non-contributing. 

 

318-322 3-story, 6-bay, Flemish-bond brick, Federal building.  Marble steps on brick base with 

wrought iron railing; stucco base; brick watertable; squared entrance openings; single-leaf flush metal basement 

door; single-leaf 6-panel wood door with arched 3-light wood transom; full arched door hood with carved wood 

brackets; 3-light wood basement windows, one infilled with a vent; 12/12 wood windows at 1
st
 and 2

nd
 stories;  8/8 

wood windows at 3
rd

 story; wood sills; molded wood cornice; gable roof; brick chimney. 

 

East elevation: stucco base; brick watertable; brick wall with iron fence and marble cap around lot to the east. 

 

West elevation: brick; 9/9 wood windows with wood sills at 1
st
 and 2

nd
 stories; 6/6 wood windows at 3

rd
 story. 

 

South elevation: brick. 

 

Built c. 1780 in two sections.  Alterations: connected to St. George‘s Methodist Church at southwest corner. 

Significant. 

 

330  See 229-237 N. 4
th

 Street. 



NEW STREET – 400 Block 
 

 

Paving:  Granite block   

Curbs:  Granite 

Sidewalks:  Concrete    

Light fixtures:  Highway cobra 

 

 

401-419 See 246-260 N. 4
th

 Street. 

 

421 See 246 N. Lawrence Street 



N. ORIANNA STREET – 100 Block 
 

 

Paving:  Granite block   

Curbs:  50% Concrete; 50% Granite 

Sidewalks: 60% Concrete; 40% none   

Light fixtures:  Highway cobra 

 

103-107 See 317 Cherry Street. 

 

109-113 2-story, 5-bay, painted brick and vernacular building.  Metal steps with iron railing; 

squared entrance openings; single-light wood basement windows; single-leaf flush steel door with infill; double-leaf 

flush steel door with single-light wood transom and metal and glass awning; rear access with metal gate; 6-light 

steel window at 1
st
 story; banked group of multi-light steel windows at 1

st
 and 2

nd
 stories; 3- and 5-light aluminum 

windows at 1
st
 and 2

nd
 stories; 1/1 steel windows at 2

nd
 story; painted brick sills; corbelled brick cornice; pediment-

shaped parapet; flat roof. 

 

Built c. 1920. Contributing. 

 

115-121 3-story, 7-bay, brick, vernacular building.  Concrete steps; squared entrance opening; 

squared carriage door opening; replacement single-leaf flush wood door at 1
st
 story; replacement double-leaf cross-

buck and glazed wood carriage door; replacement double-leaf glazed wood doors with wrought iron balconies at 2
nd

 

and 3
rd

 stories; 1/1 aluminum windows with single-light aluminum transoms at 1
st
 story; paired single-light wood 

casement windows at 2
nd

 and 3
rd

 stories; metal cap at roofline; flat roof; stucco chimney. 

 

Built c. 1870.  Contributing. 

 

123 2-story, 1-bay, brick, vernacular building.  Painted stucco watertable; recessed squared 

entrance opening; tiled recess with single-leaf flush metal door with glass bock sidelight; double-leaf steel gate; 

glass block infilled window at 1
st
 story; paired 12-light steel windows at 2

nd
 story; brick sills; corbelled brick 

cornice; flat roof; roof deck with wrought iron hairpin railing. 

 

North elevation: 2-story, 5-bay, brick; glass block infilled windows at 1
st
 story; 2-light aluminum slider windows at 

2
nd

 story; brick and cast stone sills at 2
nd

 story. 

 

Built c. 1920.  Contributing.  

 

125-163 See 320 Race Street. 

 

****************** 

 

100-102 See 319 Cherry Street. 

 

104-108 1-story, 1-bay, brick, vernacular garage.  Squared entrance opening; single-leaf flush 

steel door; metal cap at roofline; ½ gable roof. 

 

South elevation: 1-story, 1-bay, brick; squared garage door opening; roll-down garage door; pent roof clad with 

asphalt shingles over garage. 

 

Built c. 1970.  Non-contributing. 

 

110-164  See 322-340 Race Street. 



N. ORIANNA STREET – 300 Block 
 

 

Paving:  Granite block   

Curbs:  50% Concrete; 50% Granite 

Sidewalks: 60% Concrete; 20% Brick; 20% Bluestone  

Light fixtures:  None 

 

 

301-315 See 303 Vine Street. 

 

**************** 

 

300-314 See 313-315 Vine Street. 



S. ORIANNA STREET – Unit Block 
 

 

Paving:  50% Brick with center strip of granite, slate and cobblestone 

Curbs:  None 

Sidewalks: None   

Light fixtures:  None 

Other: Swinging metal gate closes off street 

 

 

35-57  See 305-319 Chestnut Street. 

 

****************** 

 

36-58 See 321-323 Chestnut Street. 



N. PHILIP STREET – Unit Block—Pedestrian Alley 
 

 

Paving:  Brick   

Curbs:  None 

Sidewalks: None  

Light fixtures:  None 

 

 

1-9 See 223-225 Market Street.   

 

2-10 See 210 Church Street. 



N. PHILIP STREET – 200 Block 
 

 

Paving:  Granite block   

Curbs:  50% Granite; 50% Concrete 

Sidewalks: Concrete  

Light fixtures:  None 

 

 

245-259 See 244-258 N. 2
nd

 Street. 

 

*************** 

 

244-250 See 207 New Street. 

 

252-260 See 208 Vine Street. 



QUARRY STREET – 100 Block 
 

 

Paving:  Granite block   

Curbs:  Granite 

Sidewalks: 80% Concrete; 20% Asphalt   

Light fixtures:  Highway cobra 

 

 

117-131  Asphalt parking lot with chain link and razor wire fence. Non-contributing. 

 

******************* 

 

114 Vacant lot. Non-contributing. 

 

122-150 See 145 N. 2
nd

 Street. 



QUARRY STREET – 200 Block 
 

 

Paving:  Granite block 

Curbs:  Granite 

Sidewalks: 65% Concrete; 35% Brick 

Light fixtures: None 

 

 

201-203  See 148 N. 2
nd

 Street 

 

205-209 See 137 Bread Street. 

 

217 Vacant lot with chain link and razor wire fence. Non-contributing. 

 

219-225 Parking lot with gravel and chain link and razor wire fence at the east; asphalt and 

bollards with chains at the west. Non-contributing. 

 

227 ―Perseverance Hose Company No. 23‖ 4-story, 2-bay, stucco, Greek Revival building.  

Brick stoops to two separate entrances; single-leaf 6-panel wood doors with boarded transoms; wood storefront 

panel; replacement 15-light wood storefront window; cast-iron storefront engaged Doric columns; wood storefront 

cornice; 6/6 wood windows with exterior storm windows at upper stories; marble sills; modillioned wood cornice; 

marble plaque with ―Instituted May 27
th

 AD 1805; incorporated April 8
th

 ad 1838‖; flat roof. 

 

East elevation: stucco. 

 

Built c. 1838. Home of the Perseverance Hose Company until 1867. Significant. 

 

229-249  See 147 N. 3
rd

 Street. 

 
****************** 

 

200-218  See 146 N. 2
nd

 Street. 

 

220 See 135 Bread Street. 

 

226-234  See 130-136 Bread Street. 

 

236  2-story, 2-bay, Flemish-bond brick, vernacular building with storefront.  Squared 

entrance opening; single-leaf paneled and glazed wood door with single-light wood transom; copper storefront 

cornice; replacement single-light wood window at storefront with four-light wood transom; 1/1 wood windows at 2
nd

 

story; brick sills; metal cap at cornice; flat roof. 

 

West elevation: stucco. 

 

Built c. 1820. Alterations: 1
st
-story front façade rebuilt; top stories removed; 1½ -story addition proposed. 

Designated: 31 Dec 1984. Contributing. 

 

238-240 See 141-145 N. 3
rd

 Street. 



RACE STREET - 100 Block 
 

 

Paving: Asphalt   

Curbs: Concrete  

Sidewalks: 90% Concrete; 10% Brick; metal grates for basement access  

Light fixtures: Highway cobra 

 

2-10 See 140 N. Christopher Columbus Blvd.  

 

120-124 Vacant lot. Non-contributing. 

 

126-132 1-story, 9-bay, orange brick, Tapestry Brick Style building. Brick stoop with metal pipe 

railing; stone base; squared entrance opening with roll-down security gate; squared garage opening with metal door; 

6/1 wood windows at 1
st
 story; 8-light wood pivot windows at attic story; brick soldier-course lintels and sills; 

brown brick decorative patterning; shaped stepped parapet; terra cotta cap at roofline; flat roof. 

 

East elevation: stucco; terra cotta cap. 

 

Built c. 1920. Contributing.  

 

134 1-story, 1-bay, brick, vernacular garage. Squared garage opening; roll-down wood garage 

door with row of single-light windows; brick soldier-course lintel; terra cotta cap at roofline; shaped parapet; flat 

roof. 

 

Built c. 1920. Contributing. 

 

136 ―Matthew Fife House‖ 3-story, 2-bay, brick, Italianate building. Replacement brick steps 

with iron railing; marble watertable with keystones; full arched entrance opening; marble segmental arched entrance 

hood with brackets; single-leaf 2-panel wood door with acanthus bolection molding, paneled reveals, and arched 

wood transom; segmental arched basement window openings with 3-light wood windows; 1/1 vinyl windows in 

wood frames at 1
st
 to 3

rd
 stories; marble window hoods; painted stone sills; ornate wood cornice with dentils, 

brackets, and decorative medallions; flat roof.  

 

West elevation, main building: 3-story, brick; brick chimney. 

 

West elevation, piazza: concrete and marble steps; squared entrance opening; single-leaf 6-panel wood door with 3-

light wood transom and 3-light sidelights with panels; 1/1 vinyl windows in wood frames at 2
nd

 and 3
rd

 stories.  

 

West elevation, rear ell: 3-story, 3-bay brick rear ell; concrete base; 1/1 wood windows at 1
st
 story; 1/1 vinyl 

windows at 2
nd

 and 3
rd

 stories; stone basement lintels; wood sills; corbelled brick cornice; stucco chimney. 

 

West elevation, rear addition: 1-story rear addition, brick; squared entrance opening; single-leaf paneled metal door; 

fixed single-light window. 

 

East elevation: stucco.  

 

Built 1850-1853 for Matthew Fife, box manufacturer. Designated: 1 May 1980. Significant. 

 

Documentation: McElroy‘s city directories for Philadelphia, 1850 to 1858; 1853 FIS; HABS; Webster. 

  

140 2½-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building. Concrete 

stoop with stucco knee wall; full arched entrance opening; single-leaf 8-panel wood door with half-round single-

light wood transom; segmental arched rear alleyway access with metal gate; three-light wood basement window 

with aluminum storm window; 6/6 vinyl window with muntin grid and exterior storm window at 1
st
 story; 1/1 vinyl 

windows with exterior storm windows at 2
nd

 story and dormer; wood sills; wood belt course above 1
st
 story 



windows; brick beltcourse at 2
nd

-story sill height; wood box cornice; pedimented dormer with asphalt shingles on 

cheeks; gambrel roof clad with asphalt shingles; stucco chimney. 

 

East elevation: stucco. 

 

Built c. 1760. Designated: 6 Jan 1972. Significant. 

 

142 2½-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building. Marble 

stoop with replacement iron railing; squared entrance opening; single-leaf 6-panel wood door; wood door surround; 

glass block basement window; Queen Anne wood window at 1
st
 story; 1/1 wood windows at 2

nd
 story and dormer; 

wood sills; wood beltcourse above 1
st
-story windows; brick beltcourse at 2

nd
-story sill height; wood box cornice; 

pedimented dormer with asphalt shingles on cheeks; gambrel roof clad with asphalt shingles. 

 

Built c. 1760. Designated: 6 Jan 1972. Significant. 

 

144 3-story, 2-bay, brick, Greek Revival building with Italianate storefront. Marble stoop; 

squared entrance opening; single-leaf glazed and paneled wood door with storm door and 8-light wood transom; 3-

light basement window with screen; full arched storefront window openings with paired 1/1 wood windows; wood 

storefront paneling; wood and pressed metal storefront cornice; 1/1 vinyl windows with snap-in 6/6 muntin grid at 

upper stories; painted stone lintels and sills; corbelled and dentilled brick cornice; flat roof. 

 

East elevation: brick and stucco. 

 

Built c. 1840. Alterations: Italianate storefront and cornice added, c. 1870. Designated: 31 Dec 1984. Contributing. 

 

146 3-story, 2-bay, Flemish-bond brick, Greek Revival building. Concrete stoop with 

replacement iron railing; squared entrance opening; single-leaf 6-panel wood door with aluminum storm door and 

brick infilled transom; squared rear alleyway access with wood gate; replacement 8-light wood window with brick 

infill at 1
st
 story; 1/1 aluminum windows at upper stories; painted stone lintels and sills at 2

nd
 and 3

rd
 stories; 

corbelled and denticulated brick cornice; flat roof. 

 

West elevation: stucco. 

 

Built c. 1840. Designated: 31 Dec 1984. Contributing. 

 



RACE STREET - 200 Block 
 

 

Paving: Asphalt  

Curbs: Granite 

Sidewalks: 60% Concrete; 10% Brick; 10% Bluestone; 10% Granite 

Light fixtures: Highway cobra 

 

201-203 (a.k.a. 200 N. 2
nd

 Street) Vacant lot with chain link fence. Non-contributing. 

 

205-217 (a.k.a. 206-216 Florist Street) "J.E. Lonergan Company" 2-story, 3-bay, brick, Art 

Moderne building with 1-story, 1-bay, brick extension to the west. Granite step; squared entrance openings; single-

leaf flush wood door with circular light and glass block sidelights; fluted cast stone door surround; single-leaf flush 

steel door at western end; squared garage opening with roll-down wood door; banked multi-light steel windows at 1
st
 

story; banked awning-style steel windows at 2
nd

 story; glass block window above entrance at 2
nd

 story; cast stone 

lintels and sills; cast stone belt courses; cast stone cap at shaped parapet; flat roof. 

 

East elevation: CMU. 

 

North elevation: 2-story, 3-bay, stucco and CMU section at east; squared entrance openings with single-leaf flush 

steel doors; 1/1vinyl windows at 2
nd

 story. 

 

North elevation: 1-story, 8-bay, CMU section at the west; squared entrance openings; garage entrance with roll-

down wood door; 12-light steel awning windows, some with infill; cast stone lintels. 

 

Built c. 1933 for the J.E. Lonergan Company, manufacturers of steam fittings. Additions at western end in 1966. 

Demolished, January 2004. Listed as two separate properties by BRT. Non-contributing. 

 

219 (a.k.a. 222 Florist Street) 3-story, 3-bay, brick, Italianate building with 4-bay storefront. 

Marble step across entire storefront; squared entrance opening; replacement single-leaf paneled and glazed wood 

door with single-light wood transom below single-light wood transom; double-leaf paneled and glazed 4-light wood 

doors with 3-light wood transoms; bead-board storefront panel; paired 4-light wood storefront casement windows 

with 3-light wood transom; wood storefront pilasters and cornice; segmental arched window openings with 2/2 

wood windows at 2
nd

 and 3
rd

 stories; marble lintels and sills; bracketed wood cornice with raised panels; flat roof. 

 

West and East elevations: stucco. 

 

North elevation: 3-story, 2-bay, brick main block with 2-story stucco rear ell and 1-story stucco addition; 6/6 wood 

windows with exterior storm windows at main block; replacement 1/1 aluminum windows with aluminum exterior 

storm windows at rear ell and addition. 

 

Built c. 1850. Designated: 1 May 1980. Contributing. 

 

Documentation: PHC files. 

 

221-223 (a.k.a. 224 Florist Street) Parking lot. Non-contributing. 

 

225 (a.k.a. 226 Florist Street) 4-story, 3-bay, stucco and cast-iron, Venetian Gothic building 

with 3-bay storefront. Cast-iron front façade; marble steps; slightly raised marble basement entrance; squared 

entrance openings; double-leaf glazed and paneled wood doors below single-light wood transom and 4-light wood 

transom in west bay; double-leaf glazed and paneled wood doors below decorative glass transom and 4-light wood 

transom in east bay; bead-board storefront panel; single-light wood storefront window with 4-light wood transom; 

cast-iron storefront pilasters and cornice; segmental arched window openings at 2
nd

 and 3
rd

 stories; fixed single-light 

wood window with single-light transom in center bay at 2
nd

 story; paired single-light wood casement windows with 

single-light transom in center bay at 3
rd

 story; paired segmental arched 8-light wood casement windows in outer 



bays at 2
nd

 and 3
rd

 stories; full arched window openings with paired pointed arched 6-light wood windows at 4
th

 

story; bracketed cast-iron and pressed metal cornice; shaped parapet; flat roof. 

 

East elevation: stucco; 2/2 wood window. 

 

North elevation: 4-story, 2-bay with 3-bay storefront, painted brick; concrete stoop; squared entrance openings; 

double-leaf paneled and glazed wood doors with boarded transoms; cast-iron storefront pilasters; hoist beam above 

center storefront bay; 6/6 wood windows at 2
nd

 and 4
th

 stories; 6/6 vinyl windows at 3
rd

 story; aluminum storm 

windows throughout; painted stone sills; corbelled brick cornice; corrugated metal penthouse.  

 

Built c. 1852 for William W. Richards, a shovel and spade retailer. Alterations: restoration of cast-iron cornice and 

two brackets on first floor façade with molded fiberglass; restoration of arches over 2
nd

 and 3
rd

 floor, 1981. 

Designated: 1 May 1980. Significant.  

 

Documentation: FIS; PHC files; BP.  

 

227 (a.k.a. 228 Florist Street) 3½ -story, 2-bay, Flemish-bond brick, Federal building. Marble 

stoop; squared entrance opening; replacement single-leaf 6-panel wood door with single-light wood transom; full 

arched rear alleyway access with metal gate; marble basement bulkhead with double-leaf vertical-board wood door; 

replacement 6/6 wood windows flanking fixed 20-light wood window at 1
st
 story; 9/9 wood windows at 2

nd
 story; 

6/6 wood windows at 3
rd

 story and dormer; paneled wood shutters at 2
nd

 story; brick sill at 1
st
 story; wood sills at 

upper stories; marble beltcourses between stories; wood cornice; pedimented dormer with clapboard cheeks; gable 

roof with asphalt shingles. 

 

North elevation: 4-story, 3-bay, brick; squared entrance openings; freight entrance with roll-down metal gate; single-

leaf flush wood doors with small lights at 2
nd

 to 4
th

 stories; 6/6 wood windows at upper stories; brick infilled door 

and window openings; brick parapet. 

 

Built c. 1790. Alterations: new asphalt shingles on roof, new door, 1981; new 6/6 wood windows; new shutters at 

2
nd

 story, new door, interior and exterior alterations as part of the NPS tax credit program, 1990. Designated: 28 

May 1958. Significant. 

 

229 (a.k.a. 230 Florist Street) 3-story plus mansard, 2-bay, Flemish-bond brick with glazed 

headers, Georgian/Second Empire building with storefront. Marble stoops; squared entrance openings; single-leaf 

glazed wood doors; bead-board storefront panels; single-light wood storefront window; wood storefront pilasters 

and pressed metal cornice; 2/2 wood windows at 2
nd

, 3
rd

 and dormers; brick beltcourses between 2
nd

 and 3
rd

 stories; 

hoist beam at 3
rd

 story; pressed metal cornice; pedimented dormers; mansard roof clad with slate; brick chimney. 

 

North elevation: 4-story, 2-bay, brick; glass block infilled opening at 1
st
 story; squared entrance openings at upper 

stories; single-leaf glazed and paneled wood doors in east bay at 2
nd

 to 4
th

 stories; double-leaf paneled wood doors in 

west bay at 2
nd

 and 3
rd

 stories; 6/6 wood window at 4
th

 story; concrete, brick, wood, and stone lintels and sills; 

stucco chimney. 

 

Built c. 1787. Alterations: mansard addition, c. 1884; new windows, new slate roof 1996. Designated: 28 May 1958. 

Significant. 

 

Documentation: FIS; BP; NPS Tax Credit Application. 

 

231-237 (a.k.a. 232-238 Florist Street) 3-story, 1-bay, brick, Tapestry Brick Style/ Arts & Crafts 

building. Granite step; squared entrance openings; single-leaf paneled and glazed wood doors with single-light wood 

transoms; paired 4/4 wood windows at 1
st
 story; groups of three 20-light steel windows each with internal hopper 

windows at 2
nd

 and 3
rd

 stories; tapestry brick soldier-course string courses above stories; decorative tile plaques 

framed in tapestry brick between stories; checkerboard corbelled brick coursing below cornice; bracketed pressed 

metal cornice; flat roof. 

 



West elevation: 3-story, brick and stucco with shadow of former building; paired 1/1 aluminum windows; parking 

lot. 

 

North elevation: 4-story, stucco; 6/6 wood windows at 1
st
 to 3

rd
 stories; 4/4 wood windows at 4

th
 story.  

 

Built c. 1827. Alterations: storefront added, c. 1919; new façade, early 20
th

 century; steel sash replaced with new 

steel windows, all new wood windows, interior and exterior alterations as part of a NPS tax credit project, 1989. 

Contributing. 

 

239 ―John Jordan House‖ 3½-story, 3-bay, brick, Greek Revival building. Marble steps; 

painted marble watertable; squared entrance opening; single-leaf 6-panel wood door; marble basement bulkhead 

with double-leaf wood door; door surround with paneled wood reveals; shared rear alleyway access with metal gate 

and painted marble lintel; 2-light wood basement window with security grate; 6/6 wood windows at 1
st
 to 3

rd
 stories; 

coupled 6/6 wood windows at dormer; marble lintels and sills at 1
st
 and 2

nd
 stories; marble sills at 3

rd
 story; paneled 

wood shutters at 1
st
 story; wood cornice; pedimented dormer with wood shingles on cheeks; gable roof with asphalt 

shingles; stucco chimney.  

 

East elevation: stucco. 

 

West elevation: 3-story, 1-bay, stucco piazza and 3-story, 4-bay, stucco rear ell; 6/6 wood windows throughout; 

asphalt shingle roofs; HVAC equipment. 

 

Built c. 1828 and 1843 by John Jordan. Alterations: doorway and window to west reconstructed, new 6/6 windows, 

brick repointed and cleaned, new shutters, interior and exterior alterations as part of the NPS tax credit program, 

1989. Designated: 28 May 1958. Contributing. 

 

Documentation: FIS; NPS Tax Credit Application, 1989. 

 

241 1-story, 2-bay, brick, Colonial Revival building. Concrete step; squared entrance 

opening; replacement double-leaf glazed and paneled wood door with single-light wood transom; shared rear 

alleyway access with metal gate and painted marble lintel; group of three single-light wood storefront windows with 

wood fanlight over set; wood sill; corbelled brick cornice; flat roof. 

 

Built c. 1851. Alterations: façade remodeled and upper stories removed, mid- to late-20
th

 century. Non-contributing. 

 

243 4-story, 2-bay, brick, Italianate building with 3-bay storefront. Squared entrance 

openings; replacement single-leaf paneled steel door with sidelight and 2-light wood transom; double-leaf paneled 

wood door with 2-light wood transom; basement access with iron grate below storefront window; boarded storefront 

window opening with single-light wood transom; security gates at outer storefront bays; 2-light transom above all 3 

storefront bays; cast-iron storefront pilasters and painted stone cornice; 1/1 aluminum windows with single-light 

aluminum transoms at 2
nd

 story; 1/1 aluminum windows at 3
rd

 and 4
th

 stories; painted stone sills; fire escape at 2
nd

 to 

4
th

 stories; molded brick cornice; flat roof. 

 

East elevation: 4-story, stucco; aluminum casement window, brick chimney. 

 

North elevation: brick; 1/1 aluminum window with single-light transom at 2
nd

 story; 1/1 aluminum windows at 3
rd

 

and 4
th

 stories; wood roof deck. 

 

Built c. 1850. Designated: 1 May 1980. Contributing. 

 

Documentation: PHC files. 

 

245 4-story, 2-bay, brick, Italianate building with 3-bay storefront. Granite step; squared 

entrance opening; double-leaf paneled and glazed wood door with 12-light wood transom; wood storefront panels; 

12-light wood storefront windows with 9-light wood transoms; cast-iron storefront pilasters at end bays; wood 



storefront pilasters at center bay; cast-iron storefront cornice with stucco panel above; 2/2 wood windows at upper 

stories; cast-iron lintels and sills; wood cornice; flat roof. 

 

North elevation: squared entrance opening; flush steel door; 1/1 aluminum window; fire escape. 

 

Built c. 1855. Alterations: new wood windows, 2000. Designated: 1 May 1980. Contributing. 

 

Documentation: PHC files. 

 

247-249 (a.k.a. 201-203 N. 3
rd

 Street) 4-story, 4-bay, stucco, vernacular building with storefront. 

Ceramic tile stoop; angled corner squared entrance opening; replacement double-leaf paneled and glazed wood door 

with sidelights and single-light wood transom; wood storefront cornice at corner; single-light wood windows with 

single-light wood transoms at 1
st
 story; paired 4-light wood casement windows at 2

nd
 and 3

rd
 stories; paired 3-light 

wood casement windows at 4
th

 story; wood lintels and sills; wood cornice; flat roof. 

 

West elevation: 4-story, 7-bay, stucco; ceramic tile ramp; squared entrance opening; double-leaf glazed wood door 

with 3-light wood transom; bead-board storefront panels; single-light wood storefront windows with single-light 

wood transoms; wood storefront cornice; paired 4-light wood casement windows at 2
nd

 and 3
rd

 stories; paired 3-light 

wood casement windows at 4
th

 story; wood lintels and sills; wood cornice. 

 

North elevation: stucco. 

 

Built c. 1850. Alterations: stucco applied to 3 elevations, 1981; repointing, 2000. Designated: 1 May 1980. 

Contributing. 

 

Documentation: BP; PHC files. 

 

********************* 

 

200-206 See 164 N. 2
nd

 Street. 

 
208-210 1-story, 3-bay, brick, vernacular building. Concrete step; full arched entrance opening; 

single-leaf glazed wood door with full arched wood fanlight; pedimented Colonial Revival wood door surround; 

raised garage door entrance with double-leaf cross-buck and glazed wood door; replacement 3-sided projecting 

wood bay with single-light aluminum windows and wood-shingled roof; stepped parapet with concrete cap; flat 

roof. 

 

East elevation: 1-story, 2-bay; brick; sealed windows with concrete sills; single-leaf flush metal door. 

 

Built c. 1925. Contributing. 

 

212-220 4-story, 10-bay, brick, Greek Revival building with 10-bay storefront. Granite stoops; 

squared entrance openings; double-leaf paneled and glazed wood doors with 3-light wood transoms in bays 1-3; 

triple-leaf paneled and glazed wood door with 4-light wood transom in bay 4; single-leaf paneled and glazed wood 

door with sidelights and single-light wood transom in bay 5; triple-leaf paneled and glazed wood doors with 3-light 

wood transoms in bays 6 and 7; recessed replacement single-leaf flush steel door in bay 8; single-leaf paneled and 

glazed wood door with sidelights and 3-light wood transom in bay 9; quadruple-leaf paneled and glazed wood door 

with 4-light wood transom in bay 10; cast-iron storefront piers and cornice; recessed fire stair with flush metal doors 

and iron railings at bay 8 of upper stories; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 to 4
th

 stories; 

granite lintels and sills; fire escape at bays 4-5 of 2
nd

 to 4
th 

stories; denticulated brick cornice with metal cap; flat 

roof. 

 

East elevation: stucco; grouped single-light aluminum windows throughout. 

 

Number 212-216 built c. 1840. Number 218-220, 1
st
 and 2

nd
 stories built in 1916-1918, 3

rd
 and 4

th
 stories built c. 

1930. Cast-iron storefront by Mitchell and Shepherd c. 1855. Designated: 1 May 1980. Contributing. 



 

Documentation: PHC files. 

 

222-226   (a.k.a. 145-151 Bread Street) ―Beeman Building‖ 4-story, 8-bay, brick, 

Italianate building with storefront. Granite steps and metal-clad steps; squared entrance openings; double-leaf 

paneled and glazed wood doors with 15-light wood transoms; 12-light wood basement windows with iron grates in 

wells; paired 2-light wood storefront windows with 10-light wood transoms; brick storefront piers with granite bases 

and incised granite capitals; cast-iron storefront sills, pilasters and cornice; segmental arched window openings with 

12/12 wood windows at upper stories; granite belt courses at sill heights of upper stories; brick belt courses with 

jack arches at lintel heights of upper stories; brick corbelling and cast-iron cornice; flat roof; brick parapet with cast-

iron coping and acroteria. 

 

West elevation: 4-story, 14-bay, brick; segmental arched openings throughout; single-leaf flush steel door with 12-

light transom; paired 10-light wood casement basement windows with iron grates and plexiglass covers in wells; 

storefront with infilled window openings wraps onto bay 1; glazed and paneled wood pseudo-door with 10-light 

transom in bay 4 at 1
st
 story; squared entrance openings with steel lintels and glazed and paneled wood pseudo-doors 

with 7-light transoms in bay 5 at 1
st
 and 2

nd
 stories; squared-head window opening with steel lintel in bay 10 at 1

st
 

story; brick infilled openings at bay 11 of upper stories; 12/12 wood windows; security grates at 1
st
 story; granite 

sills; brick window hoods; corbelled brick and metal cornice.  

 

South elevation: 4-story, 5-bay, brick; segmental arched window openings; 8-light basement windows; 12/12 wood 

windows; granite sills; security grates at basement and 1
st
 story.. 

 

Built 1885 on the site of the Moravian Church (1742). Alterations: new storefront doors, windows and transoms, 

interior and exterior alterations as part of the NPS tax credit program, 1987; windows at 2
nd

 to 4
th

 stories repaired 

and replaced, 1987. Designated: 1 May 1980. Contributing.  

 

Documentation: NPS Tax Credit Application, 1987. 

 

228 (a.k.a. 154-160 Bread Street) 3-story, 2-bay, Flemish-bond brick with glazed headers, 

Georgian building with storefront. Concrete step; squared entrance opening; replacement single-leaf paneled wood 

door with single-light wood transom; brick storefront panel; single-light wood storefront window; wood storefront 

pilasters; bracketed pressed metal storefront cornice; segmental arched openings with square-head windows and 

stucco infill at 2
nd

 story; 6/6 wood windows at 2
nd

 and 3
rd

 stories; wood sills; brick belt course between 2
nd

 and 3
rd

 

stories; pressed metal cornice; gable roof clad in asphalt shingles; brick and stucco chimney. 

 

East elevation: 3½-story main building and 3-story rear ell, painted brick; squared entrance openings; single-leaf 

paneled wood doors, one with single-light wood transom; glass block infilled windows at 1
st
 story; brick infilled 

windows at 2
nd

 and 3
rd

 stories; 6/1 wood windows at two south bays of 2
nd

 story; replacement 1/1 wood windows at 

3
rd

 story and gable; belt courses between stories at middle bays of rear ell; aluminum cap at cornice. 

 

West elevation: stucco with mural. 

 

Built c. 1765. Designated: 28 May 1958. Significant. 

 

230-238 Parking lot with asphalt paving. Listed as three separate addresses by BRT. Designated: 

28 May 1958. Non-contributing. 

 

240 Vacant lot. Non-contributing. 

 

242 3½-story, 2-bay, brick, Federal building with storefront. Marble stoops; squared entrance 

openings; replacement double-leaf glazed and paneled wood door with 2-light wood transom; replacement single-

leaf 6-panel wood door with single-light wood transom; boarded rear access with iron gate; remnant of marble 

basement bulkhead below storefront window; wood storefront panel; single-light storefront window; wood 

storefront pilasters and cornice; replacement 1/1 aluminum windows at 2
nd

 story; 6/6 wood windows with exterior 



storm windows at 3
rd

 story and pedimented dormer; painted stone lintels and sills; bracketed and paneled pressed 

metal Queen Anne cornice; gable roof with asphalt shingles. 

 

East elevation: stucco.  

 

Built c. 1815.  Alterations: new windows and storefront, early 20
th

 century. Designated: 28 May 1958. Contributing. 

 

244 3½ -story, 2-bay, brick, Federal building with 3-bay storefront. Marble stoops; squared 

entrance openings; single-leaf glazed wood door with single-light wood transom; single-leaf paneled wood door 

with boarded transom; wood storefront panel; single-light storefront window; wood storefront pilasters and cornice; 

paired 12-light wood casement windows at 2
nd

 story; paired 8-light wood casement windows at 3
rd

 story; paired 6-

light wood casement window at pedimented dormer; marble lintels and sills; pressed metal cornice; gable roof with 

asphalt shingles; brick chimney. 

 

Built c. 1815. Alterations: new windows and storefront, early 20
th

 century. Designated: 28 May 1958. Contributing.  

 

246 3-story, 2-bay, brick, Queen Anne building with 3-bay storefront. Marble step; recessed 

squared entrance opening; single-leaf glazed wood door with single-light wood transom; wood storefront panel; 

single-light storefront windows with single-light wood transoms; wood storefront pilasters; pressed metal storefront 

cornice with festoon decorations; replacement 1/1 wood windows at upper stories; marble lintels and sills; brick 

quoins; brick corbelling and bracketed pressed metal cornice; flat roof. 

   

Built c. 1815. Alterations: new cornice, windows, and doors, 1912; soffit removed and box gutter installed to match 

original, 1984; brick repointed, new front door, interior and exterior alterations as part of the NPS tax credit project, 

1990. Designated: 28 May 1958. Contributing.  

 

Documentation: FIS; BP. 

 

248-50 3½-story, 3-bay, Flemish-bond brick, Federal building. Marble stoop; painted marble 

base; boarded basement window; marble basement bulkhead with double-leaf metal doors; segmental arched 

carriageway entrance with double-leaf paneled wood doors; squared entrance opening inside full-arched opening; 

single-leaf 8-panel wood door with single-light wood transom; shuttered windows at 1
st
 story; 2/2 wood windows at 

2
nd

 story; 6/6 wood windows at 3
rd

 story; full arched opening with replacement 6/6 wood window at dormer; marble 

belt courses at sill heights of 2
nd

 and 3
rd

 stories; painted cast-iron lintels with oval corner blocks; molded wood 

cornice; pedimented dormer with fluted pilasters; gable roof with asphalt shingles. 

 

Built c. 1815. Connected with 161-63 N. 3
rd

 Street. Former horse-tack manufactory. Designated: 28 May 1958. 

Significant. 



RACE STREET - 300 Block 
 

 

Paving: Asphalt    

Curbs: 80% Granite; 20% Concrete 

Sidewalks: 40% Concrete; 60% Brick; Basement access with metal grates   

Light fixtures: Highway cobra 

 

301  (a.k.a. 200-220 N. 3
rd

 St., a.k.a. 300-302 Florist) Originally known as ―Moore 

Wireworks,‖ now known as ―The Wire Works Apartments‖ 5-story, 5-bay, orange Roman brick, Renaissance 

Revival building with storefront; storefront bays separated by brick piers with granite bases, brownstone banding, 

and terra cotta capitals; tripartite storefront bays with single-light windows and single-light transoms separated by 

cast-iron engaged Tuscan columns; central storefront window infilled with single-leaf flush steel door and sidelight 

at bay 1; pressed metal storefront cornice; 6/6 wood windows with exterior storm windows at 2
nd

 to 4
th

 stories; 

brownstone lintels and sills; colossal brick piers with terra cotta capitals at 2
nd

 to 4
th

 stories; pressed metal cornice 

with modillions below 5
th

 story; full arched window openings with 6/6 wood windows at 5
th

 story; pressed metal 

cornice at roofline; flat roof. 

 

East elevation: 5-story, 11-bay, orange Roman brick, Renaissance Revival building with storefront; storefront bays 

separated by brick piers with granite bases, brownstone banding, and terra cotta capitals; tripartite storefront bays 

with single-light windows and single-light transoms separated by cast-iron engaged Tuscan columns; single-leaf 

flush metal door in narrow center bay at 1
st
 story; replacement double-leaf glazed aluminum doors in bay 8; 

replacement single-leaf flush metal doors in bays 4 and 10; pressed metal storefront cornice; 6/6 wood windows 

with exterior storm windows at 2
nd

 to 4
th

 stories; glass block infill in narrow center bays at upper stories; brownstone 

lintels and sills; colossal brick piers with terra cotta capitals at 2
nd

 to 4
th

 stories; pressed metal cornice with 

modillions below 5
th

 story; full arched window openings with 6/6 wood windows at 5
th

 story; central metal fire 

escape balconies at 3
rd

, 4
th

, and 5
th

 stories; central terra cotta panel embossed with ―1820 ALFRED MOORE 1900 ‖ 

at 5
th

 story; pressed metal cornice at roofline; flat roof; brick and CMU penthouse. 

 

West elevation: brick and stucco; wooden pergola; squared entrance opening; double-leaf glazed wood doors with 

sidelights; excavated lower story; replacement sliding aluminum doors; sliding single-light aluminum windows; 2/2 

and 6/6 aluminum windows with exterior storm windows; steel lintels. 

 

North elevation: 6-bay, red brick; concrete steps with metal railing; squared entrance openings; basement areaway 

with ventilation grilles; single-leaf flush steel door; roll-down garage door; multi-light steel and aluminum windows 

throughout; painted brick at roofline. 

 

Built 1900 as the Moore Wireworks for Arthur Moore, a fabricator and distributor of insulated electric wire, 

designed by architect John T. Windrim. Alterations: renovated interior and exterior as the Wireworks residential 

complex as part of a NPS tax credit project, 1983-84. Designated: 31 Dec 1984. Significant. 

 

Documentation: NPS Tax Credit Application, 1983. 

 

305 5-story, 3-bay, brick, Italianate building. Granite base; 2-light basement windows with 

security grates; brick storefront panels; replacement grouped 1/1 wood storefront windows with single-light wood 

transoms; granite storefront pilasters and cornice; replacement 9/9 wood windows with exterior storm windows at 

2
nd

 story; replacement 6/6 wood windows with exterior storm windows at 3
rd

 to 5
th

 stories; granite lintels and sills; 

corbelled brick and metal cornice; flat roof. 

 

North elevation: brick; squared entrance opening; single-leaf 6-panel steel door with storm door; 6/6 aluminum 

windows with exterior storm windows throughout. 

 

Built c. 1840. Alterations: entrance removed and building connected to Wire Works apartment complex, 1984. 

Designated: 5 June 1980. Contributing. 

 

Documentation: PHC files. 



 

307 5-story, 3-bay, brick, Italianate building. Granite base; 2-light basement windows with 

security grates; brick storefront panels; replacement grouped 1/1 wood storefront windows with single-light wood 

transoms; granite storefront pilasters and cornice; replacement 9/9 wood windows with exterior storm windows at 

2
nd

 story; replacement 6/6 wood windows with exterior storm windows at 3
rd

 to 5
th

 stories; granite lintels and sills; 

corbelled brick and metal cornice; flat roof. 

 

North elevation: brick; squared entrance opening; single-leaf 6-panel steel door with storm door; 6/6 aluminum 

windows with exterior storm windows throughout. 

 

Built c. 1840. Alterations: entrance removed and building connected to Wire Works apartment complex, 1984. 

Designated: 5 June 1980. Contributing. 

 

Documentation: PHC files. 

 

309 4-story, 3-bay, brick, Italianate building with storefront. Marble and stucco base; 

replacement 1/1 and 4/4 aluminum windows with security iron grates at 1
st
 story; brick infilled window opening at 

1
st
 story; cast-iron storefront pilasters; replacement cast stone storefront cornice; segmental arched window openings 

at 2
nd

 to 4
th

 stories; 2/2 wood windows with exterior storm windows at 2
nd

 to 4
th

 stories; granite sills; soldier court 

lintels; corbelled brick cornice; flat roof. 

 

West elevation: brick and stucco; wood pergola. 

 

North elevation: stucco; 6/6 aluminum windows with exterior storm windows. 

 

Built c. 1855. Alterations: connected to Wire Works Apartment complex, 1984. Designated: 5 June 1980. 

Contributing. 

 

Documentation: PHC files. 

 

313-317 (a.k.a. 312 Florist Street) Parking lot with asphalt paving and perimeter chain link fence. 

Non-contributing. 

 

319-325   (a.k.a. 314-322 Florist Street) Buff brick, Georgian-influenced, Neoclassical former fire (at east) 

and police (at west) stations and brick garage building (at west rear). 

 

Fire Station: 

South elevation: 2-story, 3-bay, buff brick, Georgian-influenced, Neoclassical former fire station. Bluestone base; 

segmental arched former garage opening with multi-light wood window and brick soldier course lintel with terra 

cotta keystone and imposts; 6/6 wood windows at 2
nd

 story; terra cotta sills and jack arches; brick string course with 

terra cotta corner blocks at 1
st
 story; terra cotta cornice with dentil course; terra cap at roofline; landscaped garden; 

metal fence. 

 

West elevation: 2-story, 8-bay, brick; bluestone base; squared entrance opening with single-leaf glazed and paneled 

wood door and terra cotta jack arch; 4/4 and 6/6 wood windows; 4-light fixed wood windows; terra cotta sills and 

jack arches; brick string course with terra cotta corner blocks at 1
st
 story; terra cotta cornice with dentil course; terra 

cap at roofline; brick chimney. 

 

North elevation: 2-story with basement, 3-bay, buff brick; bluestone base; coupled 6-light wood casement windows 

at basement; 6/6 wood windows at 1
st
 and 2

nd
 stories; terra cotta sills and jack arches; brick string course with terra 

cotta corner blocks at 1
st
 story; terra cotta cornice with dentil course; terra cap at roofline; brick wall with full arched 

opening connecting to garage. 

 

East elevation: brick; concrete watertable; single and triple 4-light fixed wood basement windows; squared entrance 

openings with single-leaf 12-light wood balcony doors and 6-light transoms; 2/4, 3/6, 6/6, 6/9, and 4-light, 6-light, 

and 8-light fixed wood windows; metal balconies; metal security grates; terra cotta cap. 



 

Police Station: 

South elevation: 3-story, 3-bay, buff brick, Georgian-influenced Neoclassical building. Granite stoop with wrought 

iron railing; granite watertable; 3-light basement windows; double-leaf glazed and paneled wood door; full arched 

window openings with multi-light/6 wood windows and terra cotta windows hoods with imposts at 1
st
 story; 6/6 

wood windows at 2
nd

 story; full arched terra cotta windows hoods with imposts at 1
st
 story; terra cotta sills and jack 

arches at 2
nd

 story; terra cotta plaques above 1
st
 story windows; brick string course with terra cotta corner blocks at 

2
nd

 story; terra cotta string course at 3
rd

 story; terra cotta cornice with dentil course; terra cap at roofline; flat roof; 

metal gates at east and west. 

 

West elevation: 3-story, 10-bay, buff brick; segmental arched 2-light basement windows with brick jack arches; full 

arched window openings with multi-light/6 wood windows and terra cotta windows hoods with imposts at four 

southernmost bays of 1
st
 story; 6/6 wood windows elsewhere; terra cotta sills and jack arches; terra cotta plaques 

above 1
st
 story windows; brick string course with terra cotta corner blocks at 2

nd
 story; terra cotta string course at 3

rd
 

story; terra cotta cornice with dentil course; terra cap at roofline. 

 

North elevation: 3-story, 3-bay, buff brick; full arched entrance opening with single-leaf glazed and paneled wood 

door with full arched terra cotta hood with keystone and imposts; 6/6 wood windows throughout; terra cotta sills and 

jack arches; terra cotta plaques above 1
st
 story windows; brick string course with terra cotta corner blocks at 2

nd
 

story; terra cotta string course at 3
rd

 story; terra cotta cornice with dentil course; terra cap at roofline; metal gate at 

west. 

 

East elevation: 3-story, 10-bay, buff brick; segmental arched 2-light basement windows with brick jack arches; 

squared entrance opening with single-leaf paneled wood door, 3-light transom, and terra cotta jack arch; full arched 

window openings with multi-light/6 wood windows and terra cotta windows hoods with imposts at four 

southernmost bays of 1
st
 story; one 3/3 wood window; one 4/4 wood window; 6/6 wood windows elsewhere; terra 

cotta sills and jack arches at 1
st
 and 2

nd
 story; terra cotta plaques above 1

st
 story windows; brick string course with 

terra cotta corner blocks at 2
nd

 story; terra cotta string course at 3
rd

 story; terra cotta cornice with dentil course; terra 

cap at roofline. 

 

Garage: 

North elevation: 1-story, 5-bay, buff brick, garage building. Bluestone base; full arched entrance opening with 

single-leaf glazed and paneled metal door and fanlight; segmental arched garage door openings with double-leaf 

glazed and paneled bi-fold doors; full arched alleyway access with single-leaf metal gate; 6/6 wood windows; brick 

soldier-course lintels and sills; terra cotta keystones and imposts; corbelled brick cornice with bluestone cap; flat 

roof. 

 

East elevation: brick and stucco; bluestone base and cap; squared entrance opening; single-leaf paneled metal door; 

4-light and 6-light fixed wood windows; brick soldier-course lintels. 

 

South elevation: brick; bluestone base and cap; 6-light fixed wood windows; brick soldier-course lintels. 

 

Built c. 1910 by the City of Philadelphia. Alterations: Garage added, c. 1920; garage façade refaced with concrete 

block, mid-20
th

 century; all buildings restored, 2003. Designated: 31 Dec 1984. Contributing. 

 

Documentation: PHC files. 

 

327 3½-story, 2-bay, Flemish-bond brick, Greek Revival building. Granite stoops; squared 

entrance opening; double-leaf paneled and glazed wood door with 2-light wood transom; brick storefront panels; 20-

light steel storefront windows with internal hopper windows and 2-light transoms; cast-iron storefront pilasters; 

storefront cornice panned in aluminum; 6/6 wood windows at 2
nd

 story; 3/3 wood windows at 3
rd

 story; segmental 

arched dormer window opening; granite sills; granite lintels with corner bulls‘ eyes; replacement wood shutters at 

2
nd

 and 3
rd

 stories; cornice panned in aluminum; arched-head dormer with 6/6 wood window and pilasters; gable 

roof with asphalt shingles; stucco chimney. 

 

East elevation: stucco.  



 

Built c. 1835. Designated: 5 June 1980. Contributing. 

 

Documentation: PHC files. 

 

329 5-story, 2-bay, brick, vernacular building. Granite step; squared entrance opening; 

double-leaf paneled and glazed wood door with single-light wood transom; 2-light wood windows at 1
st
 story; 30-

light steel windows with internal hopper windows at 2
nd

 to 5
th

 stories; 20-light steel windows at easternmost bay of 

2
nd

 to 5
th

 stories; brick lintels and sills; corbelled brick cornice; terra cotta coping; flat roof; brick penthouse. 

 

Built 1914. Alterations: 4
th

 and 5
th

 stories added, 1924. Contributing. 

 

Documentation: PHC files. 

 

331-333 5-story, 4-bay, brick, Greek Revival building with cast-iron Italianate storefront. Granite 

stoop; concrete ramp with metal pipe railing; squared entrance openings; double-leaf paneled and 3-light wood 

doors with single-light wood transoms; wood storefront panel; groups of four fixed 3-light wood storefront windows 

with 2-light wood transoms; cast-iron storefront pilasters and cornice with scroll brackets; replacement 4/4 

aluminum windows with exterior storm windows at upper stories; granite sills; molded brick cornice; flat roof. 

 

Built c. 1870. Alterations: cast-iron Italianate lintels removed, 20
th

 century; restoration of façade, 1981. Designated: 

5 June 1980. Contributing. 

 

Documentation: BP; PHC files. 

 

335-337 (a.k.a. 201-207 N. 4
th

 Street) ―Shoemaker Building‖ 5-story, 4-bay, Flemish-bond brick, 

Greek Revival building with cast-iron Italianate storefronts. Granite steps with replacement iron pipe railings; 

granite-clad basement wall; squared entrance opening; double-leaf glazed and paneled wood door with single-light 

wood transom; vertical wood storefront panels; single-light storefront windows with 2-light transoms; paired 8-light 

storefront casement window with single-light transom; cast-iron storefront pilasters and cornice with scroll brackets; 

replacement 4/4 aluminum windows and exterior storm windows, some with infill, at upper stories; marble sills; 

molded brick cornice; flat roof. 

 

West elevation: 5-story, 8-bay, rusticated textured cast-iron at 1
st
 story, Flemish-bond brick at 2

nd
 to 4

th
 stories, 

running bond at 5
th

 story; granite watertable; granite steps; segmental arched basement window openings with 3/3 

wood windows and security grates; paired fixed 6-light basement window with security grate; squared entrance 

openings; double-leaf paneled and glazed wood door with single-light wood transom; paired 2-light casement 

windows with 2-light transoms and exterior storm windows at 1
st
 story; cast-iron storefront pilasters and cornice; 2/2 

wood windows at 1
st
 story; 4/4 aluminum windows with exterior storm windows at upper stories; granite sills; 

molded brick cornice; flat roof. 

 

Built c. 1855 by Robert Shoemaker, druggist. Family relocated from 2
nd

 and Green streets to 335-337 Race Street 

between 1855 and 1860. Shoemaker family continued use of building for manufacturing chemists and wholesale 

druggists, paints and varnishes. Remained Robert Shoemaker & Company until after the Depression of the 1930s. 

Alterations: 5
th

 story added c. 1870 at same time as construction of 331-333 Race Street; concrete basement wall 

added in about 1922 when the grade was lowered for the 4
th

 Street underpass of the Ben Franklin Bridge; exterior 

masonry painted, fire escape removed, new wood double hung windows installed on upper floors, 1981. Designated: 

5 June 1980. Contributing. 

 

Documentation: NPS Tax Credit Application. 

 

******************* 

 

300-302 See 164 N. 3
rd

 Street. 

 



304-310 2-story, 3-bay, buff brick, parking garage. Concrete step; squared entrance openings with 

single-leaf flush steel doors; two squared garage entrances with roll-down steel doors; grouped multi-light steel 

windows at 1
st
 and 2

nd
 stories; brick sills; brick cap at roofline; shaped parapet; flat roof; projecting box sign. 

 

Built in 1925. Contributing. 

 

312-314 4-story, 4-bay, brick, Italianate building. Concrete step; squared entrance openings; 

single-leaf 6-panel wood door with boarded transom; replacement double-leaf paneled wood door with boarded 

transom; 45-light fixed wood windows at 1
st
 story; wood cornice above 1

st
 story windows; replacement 1/1 wood 

windows at upper stories; brick sills at 1
st
 story; painted stone lintels and sills at upper stories; fire escape at center 

bays from 2
nd

 to 4
th

 stories; Italianate scroll bracketed wood cornice; flat roof. 

 

Built c. 1831 as a hotel that had many names over the years including Binder‘s (1875), Ulman‘s (1885), and the 

Germania Hotel (1895). Alterations: replacement of two front windows, 1995. Designated: 5 June 1980. 

Contributing. 

 

Documentation: BP; PHC file notes. 

 

316 2-story, 1-bay, brick, vernacular building. Concrete step; squared entrance opening; 

replacement single-leaf flush steel door; multi-light steel window with brick infill at 1
st
 story, painted black; 15-light 

steel window with internal hopper window at 2
nd

 story; brick lintels and sills; corbelled brick at parapet; flat roof. 

 

West elevation: stucco. 

 

Built 1959. Site of the Perseverance Hose Company No. 5, 1867. Alterations: original window openings infilled 

with brick, late-20
th

 century. Non-contributing. 

 

Documentation: HABS; Webster. 

 

318 1-story, 2-bay, brick, vernacular garage. Squared entrance opening; single-leaf 6-panel 

steel door; squared garage door opening with roll-down metal garage door; stone coping at roofline; flat roof. 

 

Built c. 1950. Non-contributing. 

 

320 5-story, 2-bay, brick, Italianate building with storefront. Brick steps; squared entrance 

opening; single-leaf paneled and glazed wood door with single-light segmental arched wood transom; single-light 

wood storefront window with paired segmental arched wood transoms; steel I-beam above storefront transoms; 

segmental arched window openings with 6/6 wood windows at upper stories; brick jack-arch lintels; wood sills; 

brick piers at 2
nd

 to 5
th

 stories; corbelled brick and pressed metal cornice; flat roof. 

 

West elevation: 5-story, 10-bay, brick; stucco watertable; segmental arched entrance opening; double-leaf glazed 

and paneled wood door; single-leaf glazed and paneled wood door with 4-light wood transom; segmental arched 

basement window openings with 6-light wood windows and security grates; segmental arched window openings 

with 6/6 wood windows throughout; brick jack-arch lintels; wood sills; brick piers at 2
nd

 to 5
th

 stories; pressed metal 

cornice; metal fire escape at southern end of elevation.  

 

Built c. 1855 as an apothecary shop with residence on the top story. Building later functioned as a shoe last factory 

in the late nineteenth century. Alterations: 5
th

 story added between 1898 and 1903; renovated into apartments, 

1980s; interior and exterior alterations as NPS tax credit project, 2000. Designated: 17 May 1984. Contributing.  

 

Documentation: FIS; NPS Tax Credit Application, Part 1, 2000. 

 

322-340 (a.k.a. 155-159 N. 4
th

 Street, a.k.a. 110-164 N. Orianna Street) ―First German Reformed 

Church‖ and ―Old First Reformed Church,‖ now known as the ―United Church of Christ.‖ 2½-story, 3-bay, Flemish-

bond brick, Greek Revival church. Marble watertable; concrete steps; squared entrance openings; wood door 

surround with engaged Doric columns; double-leaf bifold paneled wood doors; full arched window openings at 2
nd

 



story; Gothik wood windows at 2
nd

 story; 9-light circular wood window at gable; wood pedimented cornice; gable 

roof with asphalt shingles; datestone inscribed with ‖1727 1747 1772 1837 1967 9-29-1980‖; brick wall with stone 

cap and iron fencing; landscaped garden with herringbone brick paving and brick and marble benches. 

 

East elevation: 3-story, 4-bay, brick with 1-story, wood-sided, shed-roof addition to the east; marble watertable; 

squared entrance openings; double-leaf paneled wood doors with 6-light wood transoms; 15/15 wood windows at 2
nd

 

story; 10/10 wood windows at 1
st
 and 3

rd
 stories; wood cornice; brick chimneys. Addition: squared entrance opening; 

double-leaf paneled wood door; 6/6 wood window with security grate. 

 

West elevation: 3-story, 4-bay, brick; marble watertable; squared entrance openings; double-leaf paneled wood 

doors with 6-light wood transoms; 15/15 wood windows at 2
nd

 story; 10/10 wood windows at 1
st
 and 3

rd
 stories; 

wood cornice; brick chimneys. 

 

South elevation: main brick building with a 2-story pedimented brick extension. Main building: squared entrance 

opening; single-leaf paneled wood door with 4-light transom; 12/12 wood windows at 2
nd

 story; 8/8 wood windows 

at 3
rd

 story; 9-light oculus at pediment. Extension: squared entrance opening; single-leaf paneled wood door with 4-

light transom; 8/8 wood windows. 

 

Built in 1836-1837. Alterations: converted into a factory in 1882; restored 1967-1968 by architect P. Richard Frantz. 

The German Reformed Church played a significant role in the German community in Philadelphia and influenced 

the establishment of at least 14 reformed congregations in area. The Old First Reformed Church was established in 

1727 with the arrival of George William Weiss, a minister of the church. The first building, a 6-sided design, was 

erected in 1747 at 4
th

 and Race Street under the pastorate of Rev. Michael Schlatter; the second building was erected 

on same site in 1774. The congregation rebuilt the church in 1837 standing 45 feet back from Race Street to reduce 

street noise. This building remained in use until 1882, when the congregation relocated to 10
th

 and Wallace Streets. 

In 1917, it relocated to West Philadelphia. From 1882 to 1967 the building was occupied by a paint manufacturer, 

who erected several low wood buildings around it. The congregation returned to original building in 1967. 

Designated: 25 Jan 1966. Significant. 

 

Documentation: Brochure for Old First Reformed Church, 1969, PHC Files; State Register of Historic Sites and 

Landmarks Application; HABS.  



RACE STREET - 400 Block 
 

 

Paving: Asphalt 

Curbs: Concrete 

Sidewalks: Concrete 

Light fixtures: Highway cobra 

 

401-431 ―Maxwell Brothers Pincus Building‖, brick, industrial building. Painted concrete 

watertable; squared entrance openings; double-leaf metal door with glass block transom and concrete canopy; 

double-leaf aluminum door with single-light transom; roll-down metal door with awning; 12-light steel basement 

windows; glass block windows; single-light and multi-light metal windows; painted concrete sills; fluted concrete 

piers at west; flat concrete piers at east; flat roof. 

 

West elevation: Recessed glass and aluminum system with double-leaf door, fixed windows and ornamental slate 

wall; multi-light metal windows; glass block windows; painted concrete sills; fluted concrete piers; bronze sculpture 

on concrete base; parking lot. 

 

North elevation: Painted concrete watertable; squared entrance opening; double-leaf metal gate to firestair; firestair 

openings with metal grates; 12-light steel basement windows; glass block windows; multi-light metal windows; 

painted concrete sills; fluted concrete piers at west; flat concrete piers at east. 

 

East elevation: Squared recessed loading openings with loading docks; multi-light aluminum windows; metal vents; 

asphalt parking lot with brick perimeter wall. 

 

Built 1940, designed by architect Louis Magaziner. Alterations: entrance altered, 1967. Non-contributing. 



RACE STREET - 500 Block 
 

 

Paving: Asphalt 

Curbs: Concrete 

Sidewalks: Concrete 

Light fixtures: Highway cobra 

 

 

501-31  Approach to Benjamin Franklin Bridge.  Landscaped plaza with granite steps, walls, and 

decorative features; sculpture by Isamu Noguchi, Bolt of Lightning: Memorial to Benjamin Franklin, 1983-84. 

 

Designed in 1921 and constructed between 1922 and 1926 by a Board of Engineers including chief engineer Ralph 

Modjeski, George S. Webster, and Laurence Ball with architect Paul P. Cret for the Delaware River Bridge Joint 

Commission of Pennsylvania and New Jersey.  Significant. 

 



N. RANDOLPH STREET - 300 Block 
 

 

Paving: Asphalt 

Curbs: 50% Granite; 50% Concrete 

Sidewalks: 75% Concrete; 25% Granite Block 

Light fixtures: Highway cobra 

 

301 See 501-519 Vine Street. 

 

311 2-story, 1-bay, brick, vernacular building. Concrete steps with iron railing; squared 

entrance opening; replacement single-leaf wood door with boarded transom; replacement paired single-light wood 

windows with single-light wood transoms and security grates at 1
st
 story; paired single-light wood slider windows 

above single-light wood windows at 2
nd

 story; brick lintels and sills; wood hoist above 2
nd

-story window; corbelled 

brick cornice with end brick consoles; flat roof. 

 

North elevation: 2-story, stucco; single-light aluminum windows with security grates. 

 

East elevation: 2-story, 1-bay, stucco; glazed aluminum sliding doors at 1
st
 and 2

nd
 stories; security grate at 1

st
 story; 

metal railing at 2
nd

 story; stucco garden wall with metal gate. 

 

South elevation: 2-story, brick; 1/1 aluminum windows with security grates throughout. 

 

Built c. 1870. Contributing. 

 

315 See 510-512 Wood Street. 



RANSTEAD STREET – 400 Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: Concrete   

Light fixtures: Highway cobra 

 

 

401 See 111 S. Independence Mall East. 

 

*************** 

 

400 11-story, 6-bay, concrete, Modern parking garage with storefronts. Granite watertable; 

squared entrance openings; double-leaf glazed aluminum doors with single-light transoms; single-leaf flush steel 

door; squared garage; squared opening for loading bay with roll-down doors; single-light fixed aluminum storefront 

windows at corner; glass and metal awning above entrance and storefront windows; rectangular openings with metal 

grates at 2
nd

 story; flat roof. 

 

East elevation: 5-bay, concrete; squared entrance openings; double-leaf glazed aluminum doors with single-light 

transoms; squared garage openings; single-light fixed aluminum storefront windows; glass and metal awning above 

corner entrance; rectangular openings with metal grates at 2
nd

 story; flat roof. 

 

Built 1990. Non-contributing.  

 

410 See 419-425 Chestnut Street. 

 

420 See 425-429 Chestnut Street. 

 

430 See 431 Chestnut Street. 

 

438 See 433-441 Chestnut Street. 



STRAWBERRY STREET – Unit Block 
 

 

Paving: Asphalt  

Curbs: 90% Granite; 10% Concrete 

Sidewalks: 70% Concrete; 25% Granite; 5% Granite block; basement access with metal grated doors 

Light fixtures: Highway cobra 

 

 

1 See 214 Market Street. 

 

3-5 4-story, 4-bay, Flemish-bond brick, Greek Revival building with 6-bay storefront. 

Concrete and granite stoop; boarded squared entrance openings and storefront windows; granite storefront pilasters 

and cornice; boarded window openings at upper stories; granite sills; molded brick cornice; flat roof. 

 

South elevation: stucco. 

 

Built c. 1840. Designated: 4 Nov 1976. Contributing.  

 

7 2-story, 2-bay, buff brick, vernacular building with storefront. Concrete and brick stoop; 

squared entrance opening; glazed single-leaf aluminum door with boarded transom; 4-light wood storefront window; 

replacement fixed single-light wood window at 2
nd

 story; brick sills; mansard-style roof clad in asphalt shingles with 

aluminum eaves. 

 

Built c. 1850. Alterations: façade completely altered with new brick cladding, replacement windows and door, 

mansard roof, c. 1970. Non-contributing. 

 

9 2-story, 2-bay, stucco building with cast-iron 3-bay storefront. Granite and concrete 

stoop; concrete ramp; squared entrance openings; replacement single-leaf and double-leaf flush steel doors; fixed 1-

light and 2-light replacement wood storefront windows covered with Plexiglas; cast-iron storefront pilasters and 

cornice; window openings infilled with brick and stucco at 2
nd

 story; flat roof. 

  

Built in 1851 by architect John Riddell with cast-iron storefront by Tiffany & Bottom Eagle Ironworks. Alterations: 

upper two stories removed; windows infilled with brick and stucco; modified in 1970. Designated: 4 Nov 1976. 

Contributing.  

 

Documentation: PHC file notes. 

 

11-13 4-story, 4-bay, brick, Italianate building with cast-iron 4-bay storefront. Granite stoops; 

metal grate covering basement access; squared entrance openings; double-leaf glazed and paneled wood doors with 

6-light wood transoms; fixed 9-light wood storefront windows with 6-light transoms; stuccoed storefront base; cast-

iron storefront pilasters and scalloped and bracketed cornice; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 

3
rd

 and 4
th

 stories; granite lintels and sills; modillioned brick cornice; flat roof. 

 

North and south elevations: stucco. 

  

Built in 1851 by architect John Riddell with cast-iron storefront by Tiffany & Bottom Eagle Ironworks. Alterations: 

modifications to exterior, 1970. Designated: 29 Nov 1966 & 4 Nov 1976. Contributing. 

 

Documentation: PHC file notes. 

 

15 Vacant lot with chain link gate. Non-contributing. 

 

17 4-story, 3-bay, brick, Greek Revival building with 3-bay storefront. Granite and concrete 

stoops; squared entrance opening with metal security screen in front; storefront window with metal security screen; 



painted granite storefront pilasters and cornice; replacement 1/1 vinyl windows and brick infill at upper stories; 

corbelled brick cornice; flat roof. 

 

North elevation: brick and stucco. 

 

Built c. 1840. Alterations: window and door openings infilled with brick at storefront and upper stories. Designated: 

4 Nov 1976. Contributing. 

 

19 3½-story, 2-bay, stucco, Federal building. Recessed, gated, squared entrance opening to Trotters Alley; 

painted corbelled brick beltcourse above 1
st
-story entrance; 9/9 wood windows at 2

nd
 story; 9/9 and 6/6 wood 

windows at 3
rd

 story; 6/6 wood window at pedimented dormer; aluminum panned sills; denticulated brick cornice; 

gable roof with asphalt shingles. 

 

Built c. 1800. Alterations: façade clad with stucco; 1
st
 story altered to create entrance to Trotters Alley. Significant.  

 

21-25 See 30-34 S. 2
nd

 Street. 

 

27-33 See 36-38 S. 2
nd

 Street. 

 

35 2-story, 1-bay, brick, vernacular building with storefront. Squared entrance openings; 

recessed, replacement single-leaf paneled wood doors, one half-glazed; single-light wood storefront window with 

single-light transom; segmental arched window opening with replacement 1/1 aluminum window at 2
nd

 story; brick 

sill; raised brick course at roofline; flat roof. 

 

North elevation: stucco; replacement 1/1 vinyl window; roof deck with wood railing. 

 

Built c. 1875. Alterations: removal of aluminum storefront window and reinstallation of wood window, new door, 

2000. Designated: 4 Nov 1976. Contributing.  

 

Documentation: BP. 

 

37-39 5-story, 4-bay, brick, Italianate building with storefront. Granite stoop; rear access with 

wrought iron gate; recessed squared entrance openings; single-leaf replacement paneled wood door with sidelight; 

replacement single-leaf flush metal door; paneled wood pilasters at entrance surrounds; group of three 6/6 wood 

storefront windows; aluminum pent eave at storefront cornice supported by scrolled wood brackets on wide wood 

fascia; 6/6 wood windows at upper stories; cast stone lintels; corbelled brick cornice; flat roof; brick penthouse. 

 

North and south elevations: stucco. 

 

Built c. 1870. Alterations: new brick façade. Designated: 4 Nov 1976. Contributing.  

 

41 3½-story, 3-bay, wood clad, Greek Revival building. Concrete stoops; squared entrance 

openings; replacement single-leaf paneled wood door with half-boarded, 2-light wood transom; entrance with 2-light 

transom boarded with steel panels; square wood pilasters between bays at 1
st
 to 3

rd
 stories; wood spandrels between 

stories; replacement 1/1 aluminum window with vented transom and stucco panel below at 1
st
 story; paired 4-light 

wood casement windows at 2
nd

 and 3
rd

 stories; pedimented dormer with 1/1 wood window; gable roof with asphalt 

shingles. 

 

Built c. 1800. Alterations: façade altered to Italianate, c. 1855; storefront altered, 1970s. The BRT address for this 

property is 50 S. 2
nd

 Street. Designated: 4 Nov 1976. Contributing.  

 

43 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 4-bay storefront. 

Granite and concrete stoops; double-leaf metal grated door to basement; squared entrance openings; replacement 

single-leaf flush steel doors, one with boarded transom and one with 3-light wood transom; metal security grates 

over replacement storefront windows; granite storefront pilasters and cornice; boarded, 6/6 and 2/2 wood windows 

at upper stories; granite sills; molded brick cornice; flat roof. 



 

Built c. 1840. The BRT address for this property is 52 S. 2
nd

 Street. Contributing.  

 

45 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Concrete stoops; rear access with wood gate; replacement double-leaf paneled and glazed wood door with single-

light wood transom; projecting square bay storefront window with paneled and beaded wood boards; fixed single-

light wood storefront windows; granite storefront pilasters and cornice; 2/2 and 6/6 wood windows with storm 

windows at upper stories; granite sills; cornice panned in aluminum; flat roof. 

 

Built c. 1840. Designated: 4 Nov 1976. Contributing.  

 

47-51 See 213 Chestnut Street. 

 

*************** 

 

2 See 216 Market Street. 

 

4 4-story, 2-bay, Flemish-bond brick with glazed headers, Colonial Revival building with 

storefront. Marble step; squared entrance opening; replacement single-leaf paneled wood door with double-leaf full-

height steel door in front; replacement 24-light wood storefront window; paneled vertical board storefront; steel I-

beam at storefront cornice; 6/6 wood windows with exterior storm windows at upper stories; painted stone sills; 

molded wood cornice with decorative end consoles; flat roof. 

 

Built or substantially altered c. 1904. Designated: 4 Nov 1976. Contributing. 

 

Documentation: PHC file notes. 

 

6 4-story, 3-bay, brick, Greek Revival building with storefront. Granite stoops; basement 

access with grated double-leaf metal door; granite base; squared entrance opening; replacement single-leaf flush 

wood door with boarded transom; 6/1 replacement wood storefront window with wood panels below; painted granite 

storefront pilasters and cornice with brick infill; 6/6 wood windows and brick infill at upper stories; granite lintels 

and sills; metal hoist at 2
nd

 story; denticulated brick cornice; flat roof; square brick penthouse. 

 

South elevation: stucco. 

 

Built c. 1840. Alterations: original storefront windows infilled with brick; end bay windows at upper stories infilled 

with brick. Designated: 4 Nov 1976. Contributing.  

 

8 2-story, 3-bay, brick, Greek Revival building with storefront. Concrete and granite stoop; 

granite base; squared entrance opening; double-leaf replacement half-glazed and paneled wood door; 6/6 

replacement wood storefront windows; granite storefront pilasters cornice with brick infill; 6/6 wood windows at 2
nd

 

story; granite and concrete lintels and sills; corbelled brick cornice; flat roof. 

 

Built c. 1840. Alterations: storefront infilled with brick. Designated: 4 Nov 1976. Contributing.  

 

10 2-story, 3-bay, brick, vernacular building. Brick stoop with metal spiral stairs; granite 

base; squared entrance openings at 1
st
 and 2

nd
 stories; single-leaf replacement glazed wood door; double-leaf 

replacement glazed wood door at 1
st
 story; double-leaf replacement glazed wood door at 2

nd
 story; pair of single-

light wood windows at 1
st
 story; decorative tilework above 1

st
-story windows; single-light fixed wood windows at 

2
nd

 story; raised brick beltcourse at 2
nd

 story; granite and concrete lintels and sills; brick corbelled cornice; flat roof. 

 

South elevation: stucco; industrial sash window at 1
st
 story; 6/6 wood windows at 2

nd
 story. 

 

Built c. 1840. Alterations: c. 1985. Designated: 4 Nov 1976. Contributing.  

 

12 Parking lot with chain link fence. Non-contributing. 



 

14-18 See 15 S. Bank Street. 
 

20-24 Parking lot with chain link fence at front. Non-contributing. 

 

26 3-story, 1-bay, Flemish-bond brick with glazed headers, Colonial Revival building with 

2-bay storefront. Concrete stoop; recessed squared entrance opening with double-leaf paneled wood door; flush 

squared entrance opening with replacement double-leaf flush steel door with square lights, two single-light 

aluminum sidelights, and single-light aluminum transom; replacement 4-light wood windows at upper stories in 

groups of three; brick sills; steel lintels; brick patterning above entrance bays, and below windows at 2
nd

 and 3
rd

 

stories; pressed denticulated metal cornice with brick consoles; flat roof. 

 

North elevation: stucco; stuccoed chimney; roof deck at rear. 

 

Built c. 1910. Site of the Philadelphia Dispensary, where the small pox epidemic was treated in 1786. Contributing.  

 

28 5-story, 2-bay, brick, Italianate building with 2-bay storefront. Granite stoop; squared 

entrance openings; recessed, replacement, single-leaf flush, wood doors with semi-circular lights and single-light 

wood transoms; single-light wood storefront window with single-light wood transom; vertical board wood storefront 

panel; granite storefront pilasters and cornice; segmental arched entrance openings with single-leaf replacement 

flush wood doors with multi-light sidelights and boarded transoms at 2
nd

 to 5
th

 stories; 16/16 wood windows at upper 

stories; fire escape across facade; granite sills; corbelled brick cornice with brick consoles; flat roof. 

 

North elevation: brick. 

 

Built c. 1870. Contributing. 

 

30 5-story, 2-bay, cast-iron, commercial Italianate building with cast-iron 2-bay storefront. 

Granite stoop; squared entrance opening; double-leaf glazed and paneled wood doors with single-light transoms; 

boarded storefront window; cast-iron storefront pilasters and cornice; 4/4 wood windows at upper stories; cast-iron 

lintels and sills; cast-iron window surrounds with decorative floral motif; cast-iron cornice with arcaded corbel table; 

flat roof. 

 

Built c. 1850. Cast-iron storefront by D.D. Badger, Architectural Ironworks, c. 1856. Alterations: connected to 219 

Chestnut Street in 1860. Designated: 4 Nov 1976. Significant. 

 

Documentation: NPS Tax Credit Application, Part 1, 2000; PHC Files. 

 

32-34 5-story, 3-bay, brick, Queen Anne building with 3-bay cast-iron storefront. Granite stoop; 

squared entrance openings; replacement single-leaf glazed aluminum door with sidelight and single-light transom; 

grouped single-light aluminum storefront windows with single-light aluminum transoms; cast-iron storefront 

pilasters and cornice; segmental arched window openings at upper stories with 1/2 replacement wood windows; 

granite sills; brick cornice; flat roof. 

 

Built c. 1885. Alterations: new storefront windows and door. Designated: 4 Nov 1976. Contributing. 

 

Documentation: PHC files. 

 

36-38 4-story, 3-bay, brick, Italianate building with cast-iron 3-bay storefront. Concrete stoop; 

squared entrance openings with two double-leaf glazed and paneled doors with 2-light transoms; single-light 

storefront window with 2-light transom over panels; cast-iron storefront pilasters and cornice with stuccoed 

portions; segmental arched window openings at upper stories; 4/4 wood sash on 2
nd

 and 3
rd

 stories; 2/2 wood sash on 

4
th

 story; granite lintels and sills; granite hoods at 2
nd

 and 3
rd

 stories; bracketed wood cornice; flat roof. 

 

Built c. 1856 with cast-iron storefront by D.D. Badger, Architectural Iron Works, New York. With 40 Strawberry 

Street, this building is the only signed example of Badger‘s work in Philadelphia. Alterations: buildings connected 



together and to 217 Chestnut Street in 1860 by owner William W. Keen; façade alterations, 1875. Designated: 4 Nov 

1976. Contributing.  

 

Documentation: Webster; NPS Tax Credit Application, Part 1, 2000; PHC files. 

 

40  5-story, 4-bay, brick, commercial Italianate building with 6-bay, cast-iron storefront. 

Concrete stoop; four squared entrance openings with double-leaf paneled and glazed doors with 3-light transoms in 

1
st
, 3

rd
, 4

th
, and 6

th
 bays; replacement 9-light wood storefront windows; wood storefront base; cast-iron storefront 

pilasters with raised floral decoration and cornice with portions panned in aluminum; 6/6 wood sash on upper 

stories; granite lintels and sills throughout upper stories; dentilled brick cornice; flat roof. 

 

Built c. 1856, with cast-iron storefront by D.D. Badger, Architectural Iron Works, New York. With 36-38 

Strawberry Street, this building is the only signed example of Badger‘s work in Philadelphia. Designated: 4 Nov 

1976. Contributing. 

 

Documentation: PHC files. 

 

42-46  See 215 Chestnut Street. 



TROTTER’S ALLEY – 200 Block 
 

 

Paving: Asphalt   

Curbs: 70% Granite, 30% Concrete 

Sidewalks: Concrete   

Light fixtures: None 

 

 

201-215 See 30-34 S. 2
nd

 Street. 

 

200-214 See 36-38 S. 2
nd

 Street. 



VINE STREET - Unit Block 
 

 

Paving: Asphalt 

Curbs: 30% Granite; 70% Concrete 

Sidewalks: Concrete 

Light fixtures: Highway cobra 

 

 

1-41 Parking lot. Non-contributing. 

 

Documentation: BP for complete demolition, 1993; BP for parking lot, 1999. 

 

**************** 

 

2-16 Vacant lot. Designated: 28 Oct 1987. Non-contributing. 

 

Site of the Jayne Estate Building, warehouse and commercial building, designed by John McArthur, Jr., architect, in 

1870-1871. Significant as one of the only warehouses he was known to have designed. The warehouse serviced the 

Jayne Building on Chestnut Street, owned by Dr. David Jayne, prominent patent medicine merchant. 

 

Documentation: BP for demolition, 1993. 



VINE STREET - 100 Block 
 

 

Paving: Asphalt 

Curbs: 30% Granite; 70% Concrete 

Sidewalks: Concrete 

Light fixtures: Highway cobra 

 

 

138 3-story, 1-bay, brick, vernacular building. Squared entrance opening; single-leaf paneled 

steel door with 5-light sidelight; coupled 6/6 vinyl windows at 1
st
 story; triple 6/6 vinyl windows at 2

nd
 and 3

rd
 

stories; cast stone lintels and sills; flat roof. 

 

East elevation: brick; single and coupled 6/6 vinyl windows throughout; cast stone lintels and sills. 

 

South elevation: brick; single-leaf paneled steel door with 5-light sidelight; triple 6/6 vinyl windows at 2
nd

 story; 

corner recess at 3
rd

 story with terrace; cast stone lintels and sills. 

 

Built 2002-2003. Non-contributing. 

 

140-142 3-story, 2-bay, brick, Federal building. Concrete steps with replacement iron railings; 

basement bulkhead with double-leaf metal door; squared entrance openings; shared rear alleyway access with 

single-leaf 6-panel wood door; single-leaf replacement 6-panel wood door; single-light wood window at 1
st
 story; 

replacement 1/1 vinyl windows at 2
nd

 and 3
rd

 stories; marble lintels and sills; molded wood box cornice; flat roof. 

 

East elevation: stucco; replacement 1/1vinyl windows at 2
nd

 story; rear wood deck; stucco chimneys; wood fence at 

sidewalk of 140 Vine Street. 

 

South elevation: stucco; CMU; wood deck. 

 

Built c. 1810. Contributing.  

 

144 3-story, 2-bay, brick with decorative ceramic tile and mirrors at 1
st
 story, Federal 

building. Concrete stoop; squared entrance openings; shared rear alleyway access with single-leaf 6-panel wood 

door; replacement single-leaf glazed wood door with single-light wood transom; stucco panel at 1
st
-story cornice; 

single-light wood window at 1
st
 story; replacement 1/1 vinyl windows at 2

nd
 and 3

rd
 stories; marble lintels and sills; 

cornice panned with aluminum; flat roof. 

 

South elevation: stucco with deck. 

 

Built c. 1810. Contributing. 

 

146 3-story, 2-bay, brick, vernacular building. Concrete steps; squared entrance opening and 

squared garage door opening; replacement single-leaf flush wood door with octagonal shaped transom; roll down 

wood garage door; vinyl transom flanked by louvered openings above garage door; wood cornice with brackets and 

miniature columns above 1
st
 story; replacement 6/6 vinyl windows at 2

nd
 and 3

rd
 stories; vinyl window surrounds at 

2
nd

 story; painted stone sills at 3
rd

 story; cornice clad in vinyl; gable roof. 

 

South elevation: stucco. 

 

Built c. 1810. Contributing.  

 

148 3½-story, 2-bay, brick, Federal building with storefront. Marble steps to two separate 

entrances; single-leaf glazed and paneled wood door with single-light wood transom; double-leaf glazed and paneled 

wood door with single-light wood transom; wood storefront panel; 3-sided storefront bay window with single-light 

wood windows; bracketed High Victorian storefront with ornate cornice; replacement 6/6 vinyl windows at 2
nd

, 3
rd

, 



and dormer; paneled vinyl shutters at 2
nd

 and 3
rd

 stories; cast stone sills; cornice clad in vinyl; pedimented dormer 

with vinyl siding on cheeks; gable roof clad with asphalt shingles; stucco chimney. 

 

West elevation: stucco with mural; squared entrance opening with single-leaf flush steel door at rear ell; 6/6 vinyl 

windows at rear ell. 

 

South elevation: stucco. 

 

Built c. 1780. Alterations: storefront added, c. 1880. Significant. 

 

150 Vacant lot. Non-contributing. 



VINE STREET - 200 Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: 40% Brick; 60% Concrete   

Light fixtures: Highway cobra 

 

201 Vacant lot. Non-contributing. 

 

203 Vacant lot. Non-contributing. 

 

205 3-story, 1-bay, brick, vernacular building with storefront. Brick stoop; squared entrance 

opening; replacement single-leaf glazed wood door with single-light wood transom; brick storefront panel; 2-light 

wood storefront window with 2-light wood transom; wood storefront cornice; replacement paired 1/1 wood 

windows with exterior storm windows at upper stories; brick sills; painted stone lintels; pressed metal cornice; flat 

roof. 

 

West elevation: 3-story, stucco and red brick with ghost of former building; squared entrance opening; single-leaf 

paneled wood door; 1/1 wood windows throughout; stucco chimneys. 

 

East elevation: 3-story, 3-bay, stucco; 1/1 wood windows with exterior storm windows; brick sills; terra cotta cap at 

roofline. 

 

Built c. 1910. Designated: 27 Mar 1979. Contributing.   

 

207  Parking lot with wrought iron fence and gate. Designated: 1 Oct 1981. Non-contributing.  

 

209  (a.k.a. 210 Wood Street) 3½-story, 2-bay, Flemish-bond brick, Greek Revival building. 

Cast stone stoop with iron railing; cast stone watertable; arched entrance opening; single-leaf 8-panel wood door 

with arched leaded glass transom; single-light wood basement windows; 6/6 wood windows with exterior storm 

windows at 1
st
 to 3

rd
 stories and dormer; cast stone lintels and sills; cast stone belt course above 1

st
 story; wood box 

cornice; arch head dormer; gable roof clad with asphalt shingles. 

 

West elevation: stucco. 

 

East elevation: 3½-story main block with 3-story extension at rear; 7-bay, stucco; squared entrance opening; single-

leaf paneled wood door; 1/1 vinyl windows; brick sills. 

 

North elevation: 3-story, 2-bay, stucco; 6/6 wood windows with exterior storm windows. 

 

Rear garage: 1-story, 1-bay, brick and stucco garage; squared garage door opening with metal roll-down garage 

door; flat roof. 

 

Built c. 1825. Alterations: Replacement brick at 1
st
 story, late 20

th
 century. Designated: 1 Oct 1981. Contributing. 

 

211-213 3-story, 5-bay, painted brick, vernacular building. Concrete stoops; squared entrance 

opening; single-leaf paneled wood door with small lights and infill; metal cornice over entrance; scissors gate at 

entrance; paired glazed and paneled wood bi-fold doors with 2-light wood transoms; infilled basement windows; 

tapestry brick at 1
st
 story; group of three 1/1 wood windows at 1

st
 story; replacement 2/2 aluminum windows with 

infill at 2
nd

 story; replacement 1/1 and 2/2 aluminum windows with infill at 3
rd

 story; painted stone and brick lintels 

and sills; flat roof. 

 

West elevation: 2-story, stucco; squared entrance openings; single-leaf flush steel doors; double-leaf multi-light 

wood door; coupled 1/1 aluminum windows with exterior storm windows. 

 



North: stucco; squared entrance opening with single-leaf flush wood door; coupled 1/1 vinyl windows at 1
st
 and 2

nd
 

stories; one 6/6 wood window at 1
st
 story. 

 

Built c. 1840. Alterations: major alterations to storefront, upper stories on façade, late 20
th

 century. Designated: 31 

Dec 1984. Non-contributing. 

 

213½  (a.k.a. 301-309 N. American Street) 1-story, 1-bay, stucco, vernacular building. Squared 

garage door opening with metal double-leaf garage door and 2-light plexiglass transom; shed roof. 

 

West elevation: 1-story, 5-bay, Flemish-bond brick; stucco watertable; 6/6 wood windows; brick sills; stucco infilled 

full arched central window opening.  

 

North elevation: 1-story, 1-bay, stucco; squared entrance opening; replacement single-leaf paneled steel door. 

 

Built c. 1840. Alterations: façade and height changes, 20
th

 century. Designated: 31 Dec 1984. Non-contributing.  

 

215-217 (a.k.a. 301-307 Mariners Court and 216-218 Wood Street) 3½-story, 2-bay, painted brick, 

Federal/Colonial Revival building with storefront. Concrete stoop; squared entrance openings; replacement 6-panel 

wood doors; pedimented Colonial Revival wood door surround; squared Colonial Revival wood door surround; 

replacement 6/6 8/8 wood windows at 1
st
 story; pressed metal Colonial Revival cornice at 1

st
 story; replacement 8/8 

wood windows with exterior storm windows at 2
nd

 story; replacement 1/1 wood windows with exterior storm 

windows at 3
rd

 story; single-light wood window at dormer; painted stone lintels and sills; pressed metal Colonial 

Revival cornice; pedimented dormer; gable roof clad with asphalt shingles. 

 

West elevation: 3½-story, stucco main block; 3-story, stucco piazza, and 2-story, stucco rear ell; fixed single-light 

window; 1/1 aluminum windows throughout; CMU garden wall. 

 

East elevation: 3½-story, 1-bay, brick main block, 3-story, stucco piazza, and 2-story, stucco rear ell; set of three 

single-light wood casement window at gable; brick and stucco chimneys. 

 

North elevation: 3½-story, stucco main block; 3-story, stucco piazza, and 2-story, stucco rear ell; glass block infilled 

window; 1/1 aluminum windows throughout; security grates at 2
nd

 story; pedimented dormer; cornice panned in 

aluminum. 

 

Built c. 1820. Designated: 31 Dec 1984. Contributing. 

 

219-223 (a.k.a. 300-306 Mariners Court, 220-226 Wood Street) 4-story, 4-bay, buff brick at 1
st
 

story, painted brick at upper stories, Flemish-bond brick at two east bays, vernacular building with storefront. Brick 

step; boarded basement windows; squared entrance opening; single-leaf glazed wood door with sidelights; fixed 12-

light wood storefront window; pressed metal storefront cornice; replacement 1/1 wood windows with exterior storm 

windows at upper stories; painted stone sills; painted stone lintels at two east bays; beltcourse above 3
rd

 story at two 

east bays; pressed metal cornice; flat roof. 

 

East elevation: 4-story stucco front section with 4-story, 7-bay, brick rear section; squared entrance openings; single-

leaf glazed wood door with stained and leaded glass transom; single-leaf paneled metal door with sidelights; 1/1 

wood windows with exterior storm windows throughout; open fire stair with pipe railing at 2
nd

 to 4
th

 stories of 

northernmost bay. 

 

North elevation: 4-story, 5-bay, painted stucco; concrete step; squared entrance openings; single-leaf paneled steel 

door with security gate; double-leaf flush steel door at loading dock; single-leaf paneled wood door with 1/1 wood 

light and iron hoist at 2
nd

 story; 6/6 wood window with security grate at 1
st
 story; 6/6 wood windows with exterior 

storm windows at upper stories; stucco sills; open fire stair with pipe railing at 2
nd

 to 4
th

 stories of east bay corbelled 

brick cornice with metal cap;. 

 

Built c. 1850. Alterations: storefront added c. 1980. Designated: 31 Dec 1984. Contributing. 

 



225-227 (a.k.a. 224-226 Wood Street) 4-story, 4-bay, buff brick at 1
st
 story, painted brick at upper 

stories, vernacular building with storefront. Concrete step; cast-iron coal chute door; boarded basement windows; 

squared entrance opening; single-leaf glazed wood door with stained glass transom; pressed metal storefront 

cornice; 9-light wood window at 1
st
 story; single-light wood window at 1

st
 story; replacement 1/1 wood windows 

with exterior storm windows at upper stories; painted stone sills; pressed metal cornice; flat roof; large billboard. 

 

North elevation: 4-story, 3-bay, painted stucco; concrete step; squared entrance opening; single-leaf glazed wood 

door; corbelled brick cornice; brick penthouse with 8-light wood windows; flat roof. 

 

Built c. 1850. Alterations: storefront added c. 1980. Designated: 31 Dec 1984. Contributing.  

 

229 (a.k.a. 228-230 Wood Street) 4-story, 4-bay, painted brick, vernacular building with 

storefront. Bluestone steps and base; squared entrance opening; single-leaf paneled wood door with single-light 

wood transom; fixed 4-light steel windows at 1
st
 story; brick storefront piers; two pressed metal storefront cornices; 

replacement 1/1 wood windows with exterior storm windows at upper stories; 28-light steel windows in easternmost 

bay at 2
nd

 to 4
th

 stories; cast-iron lintels; painted stone sills; denticulated brick cornice; flat roof. 

 

North elevation: 4-story, 4-bay, painted stucco; squared entrance opening; double-leaf flush steel door at loading 

dock; security grates at 1
st
-story windows; replacement 6/6 wood windows with exterior storm windows throughout; 

painted brick and wood sills; corbelled brick cornice. 

 

West elevation: painted brick; security grates at 1
st
-story windows; 16-light steel window; 6/6 wood windows with 

exterior storm windows throughout; fire escape. 

 

Built c. 1850. Designated: 31 Dec 1984. Contributing. 

 

233-249 See 301-307 N. 3
rd

 Street. 

 

**************** 

 

200-206 See 244-258 N. 2
nd

 Street.  

 

208 (a.k.a. 252-260 N. Philip Street) 3½ story, 2-bay, stucco, Greek Revival building. 

Concrete steps with replacement iron railings; stucco watertable; marble basement bulkhead with double-leaf metal 

door; squared entrance opening; replacement paneled and glazed wood door with single-light wood transom; 6/6 

wood windows at 1
st
 story; Queen Anne wood windows at 2

nd
 story; 8/8 wood windows at 3

rd
 story; pedimented 

dormer with boarded window; gable roof. 

 

East elevation: 3½ -story, 4-bay, stucco; squared entrance opening; single-leaf 6-panel wood door with boarded 

transom; 9/9 wood window at 1
st
 story; 1/1 wood windows at 1

st
 story; wood fascia at cornice. 

 

Built c. 1820. Designated: 31 Dec 1984. Contributing. 

 

210 ―John Stortz & Son Store‖ 4-story, 2-bay, Queen Anne building with storefront. Concrete 

steps; squared entrance opening; two single-leaf glazed wood doors with security grates; storefront basement access; 

projecting 3-sided wood storefront bay with single-light windows; wood and metal storefront cornice; segmental 

arched window openings at upper stories with 2/2 wood windows; painted stone sills; pressed metal shaped parapet 

with ―J. STORTZ & SON 210 CUTLERS‖; flat roof. 

 

East elevation: stucco. 

 

West elevation: brick. 

 

Built c. 1885 for John Stortz, a cutler and toolmaker. Designated: 31 Dec 1984. Contributing. 

 

Documentation: HABS; Webster. 



 

212 3½-story, 3-bay, stucco, Greek Revival building. Concrete steps; squared entrance 

opening with double-leaf paneled and partially boarded wood door; full arched entrance opening with paneled 

single-leaf wood door and boarded transom; arched rear alleyway access with single-leaf wood gate; coupled 4/4 

wood windows at 1
st
 story; 2/2 wood windows at 2

nd
 and 3

rd
 stories; pedimented wood dormer with boarded 

window; stucco cornice; low-pitched gable roof. 

 

West elevation: stucco. 

  

Built c. 1820. Designated: 31 Dec 1984. Contributing. 

 

214-220 Parking lot with wrought iron fence along Vine Street. Listed as four separate properties 

by BRT. Non-contributing. 

 

222-224 1-story, brick, vernacular building. Squared entrance opening with single-leaf half-glazed 

flush metal door with single-light metal transom; squared garage opening with roll-down glazed aluminum door; 

single-light fixed aluminum window at 1
st
 story; brick sills; flat roof. 

 

East elevation: 1-story, stucco; concrete watertable; two brick infilled windows; metal cap at roofline. 

 

South elevation: 1-story, 3-bay, concrete block; boarded windows. 

 

Built c. 1960. Non-contributing. 

 

226 3½-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building with 

storefront. Marble step; squared entrance opening; replacement single-leaf paneled wood door with single-light 

wood transom; shared arched rear alleyway access with wood gate; wood storefront panels; single-light wood 

storefront window; wood storefront pilasters and bracketed cornice; 8/8 aluminum windows with exterior storm 

windows at 2
nd

 and 3
rd

 stories; 6/6 wood window at dormer; brick belt courses between 2
nd

 and 3
rd

 stories; molded 

wood cornice; pedimented dormer with asphalt shingles on cheeks; gable roof with asphalt shingles; brick chimney. 

 

East elevation: stucco. 

 

South elevation: not clearly visible from New Street; 6/6 wood windows at 3
rd

 story and pedimented dormer; wood 

box cornice. 

 

Built c. 1770. Alterations: 1-story rear addition, 1988. Designated: 31 Dec 1984. Significant. 

 

Documentation: BP. 

 

228 3½-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building with 

storefront. Concrete ramp with pipe railing; squared entrance opening; single-leaf glazed and paneled wood door 

with single-light wood transom; shared arched rear alleyway access with wood gate; wood storefront panels; single-

light wood storefront window with 3-light wood transom; wood storefront pilasters and bracketed cornice; 6/6 wood 

windows with exterior storm windows at 2
nd 

and 3
rd

 stories and dormer; painted stone lintels and sills; brick belt 

courses between 2
nd

 and 3
rd

 stories; molded wood cornice; pedimented dormer with asphalt singles on cheeks; gable 

roof with asphalt shingles; stucco chimney. 

 

West elevation: stucco. 

 

South elevation: not clearly visible from New Street; 6/6 wood windows at 3
rd

 story and pedimented dormer; wood 

box cornice. 

 

Built c. 1770. Alterations: Demolition of rear, 1978; stucco added to rear and side elevations, 1979. Designated: 13 

Apr 1978. Significant. 

 



Documentation: BP. 

 

230-238 (a.k.a. 237 New Street and 249-261 N. Bodine Street) 1-story, 5-bay, decorative mosaic 

with embedded ceramic shards and mirrors, vernacular building. Concrete steps with iron railing; squared entrance 

openings; single-leaf flush steel door with 2-light wood transom; double-leaf glazed aluminum door and grouped 

single-light aluminum window assembly in former garage opening; 15- and 20-light steel windows; set back double-

leaf glazed aluminum door with sidelights; brick sills; shaped parapet with terra cotta cap; flat roof. 

 

West elevation: decorative mosaic; squared entrance opening; single-leaf glazed aluminum door; 4-light aluminum 

window. 

 

South elevation: 1-story, decorative mosaic; concrete ramp with iron pipe railing; squared entrance openings; single-

leaf flush steel doors; squared garage opening with roll-down wood door; paired 15-light steel windows; terra cotta 

cap. 

 

Built c. 1920. Alterations: mosaic added to façade by Isaiah Zagar, 1991. Listed as three separate properties by BRT, 

230-236 and 238 Vine Street and 237 New Street. Non-contributing. 

 

240-248 See 263 N. 3
rd

 Street. 



VINE STREET - 300 Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: 40% Brick; 60% Concrete   

Light fixtures: Highway cobra 

 

301  See 300-308 N. 3
rd

 Street, National Bank of the Northern Liberties. 

 

303 (a.k.a. 302-310 Wood Street, 301-315 N. Orianna Street) ―Leas & McVitty Building‖ 5-

story, 5-bay, Flemish-bond brick with glazed headers, Georgian Revival building. Marble steps; brick watertable 

with marble base and marble quoins; full arched entrance opening with marble Greek key imposts and double-leaf 

glazed and paneled wood door with wood fanlight; 8-light wood basement windows; single-light wood windows 

with 8-light wood transoms at 1
st
 story; full arched 8/8 wood windows with blind paneled wood transoms at 2

nd
 

story; 8/12 wood windows at 3
rd

 story; 8/8 wood windows at 4
th

 to 5
th

 stories; wood sills; marble keystones in brick 

jack arches; brick belt courses above 1
st
 and 4

th
 stories; marble belt courses at 2

nd
-story lintel height and 3

rd
-story sill 

height; wood cornice with modillions; flat roof. 

 

West elevation: 5-story, 9-bay, Flemish-bond brick with glazed headers; brick watertable with marble base and 

marble quoins; concrete steps with wrought iron railing to squared entrance opening with double-leaf flush wood 

door, diamond lights, and 4-light wood transom; full arched loading entrance opening with marble Greek key 

imposts and double-leaf paneled and glazed wood door with fanlight; 1/1 wood window at 1
st
 story; 8/8 wood 

windows at 1
st
 story; full arched 8/8 wood windows with blind paneled wood transoms at 2

nd
 story; 8/12 wood 

windows at 3
rd

 story; 8/8 wood windows at 4
th

 and 5
th

 stories; wood sills; marble keystones; marble keystones in 

brick jack arches; brick belt courses above 1
st
 and 4

th
 stories; marble belt courses at 2

nd
-story lintel height and 3

rd
-

story sill height; wood cornice continues. 

 

East elevation: 5-story, 9-bay, Flemish-bond brick with glazed headers; concrete ramp with knee wall to basement 

with flush steel door; concrete ramp with iron railing; full arched entrance openings; double-leaf glazed wood door 

with sidelights, fanlight, and security grate; recessed double-leaf glazed wood door with glass block sidelights and 

tile; 6/6 wood windows at 1
st
 story; 6/9 wood windows at 2

nd
 story; 6/6 and 6/9 wood windows at 3

rd
 story; 6/6 wood 

windows at 4
th

 to 5
th

 stories; wood sills; marble keystones; painted sign at south corner; molded wood cornice. 

 

North elevation: 5-story, 5-bay, Flemish-bond brick; brick watertable with marble base and marble quoins; full 

arched loading entrance openings with marble Greek key imposts and double-leaf paneled and glazed wood doors 

with fanlights; 8/8 wood basement windows; 8/8 wood windows at 1
st
 story; full arched 8/8 wood windows with 

blind paneled wood transoms at 2
nd

 story; 8/12 wood windows at 3
rd

 story; 8/8 wood windows at 4
th

 to 5
th

 stories; 

wood sills; marble keystones; marble keystones in brick jack arches; brick belt courses above 1
st
 and 4

th
 stories; 

marble belt courses at 2
nd

-story lintel height and 3
rd

-story sill height; wood cornice continues. 

 

Built 1901, Keen & Mead, architects. Home of the Leas & McVitty leather manufacturer. Note that David Porter 

Leas‘s Italianate mansion at 40
th

 and Pine Streets was updated in the Colonial Revival style about 1900. Alterations: 

1920, Louis H. Rush, architect. Designated: 31 Dec 1984. Significant. 

 

313-315 (a.k.a. 312-314 Wood Street, 300-314 N. Orianna Street) ―Charles E. Brown Factory‖ 5-

story, 4-bay, brick, Italianate building. Two granite stoops with mosaic tile insets; corner angled squared entrance 

opening with replacement single-leaf glazed wood door and single-light wood transom; recessed squared entrance 

opening with replacement double-leaf glazed wood door and single-light wood transom; painted signs in recessed 

doorway; paneled wood storefront pilasters with ionic capitals; wood storefront cornice; multi-light wood storefront 

windows; segmental arched window openings at 2
nd

 to 5
th

 stories; 9/9 wood windows at 2
nd

 to 4
th

 stories; 12/12 

wood windows at 5
th

 story; wood sills; brick jack-arch lintels; brick piers at 2
nd

 to 5
th

 stories; pedimented parapet 

with denticulated brick course and wood cornice; ―1899 Charles E. Brown‖ in pediment; flat roof. 

 

East elevation: 5-story, 17-bay, brick; granite steps to five separate entrances; segmental arched entrance openings; 

central double-leaf paneled wood doors and multi-light wood transoms; single-leaf paneled wood door with 8-light 



wood transom at bay 17; segmental arched entrance openings with multi-light wood doors and multi-light wood 

transoms at 2
nd

 to 5
th

 stories at bay 13; segmental arched window openings throughout; 6/6 wood windows at 

basement well area; metal cage over basement windows at south; security grates on basement windows at the north; 

9/9 wood windows at 1
st
 to 4

th
 stories; 12/12 wood windows at 5

th
 story; central penthouse with 6/6 wood window; 

wood and granite sills; brick jack-arch lintels; brick piers; central metal fire escape at 2
nd 

to 5
th

 stories; large painted 

sign at corner.  

 

West elevation: brick with 9-light wood window; ghost of former building at 317 Vine Street. 

 

North elevation: 5-story, 4-bay, brick; segmental arched window openings throughout; CMU-infilled basement 

windows; 9/9 wood windows at 2
nd

 to 4
th

 stories; 12/12 wood windows at 1
st
 and 5

th
 story; brick jack-arch lintels; 

pedimented parapet with denticulated brick course and wood cornice. 

 

Built 1899 as a printer factory by Charles E. Brown. Alterations: rear addition built in 1910, identical to original; 

divided into apartments, 1985-86; interior and exterior alterations, NPS Tax Credit Project, 1986. Designated: 31 

Dec 1984. Contributing. 

 

Documentation: NPS Tax Credit Application, 1986. 

 

317 Vacant lot. Non-contributing. 

 

Former building built c. 1820; orange brick façade added, c. 1910; demolished, 2002. 

 

319 (a.k.a. 301-317 N. 4
th

 Street, 318-350 Wood Street) 1-story, 3-bay, brick, Colonial 

Revival gas station and garage. Squared entrance opening; single-leaf glazed aluminum door with single-light wood 

transom; squared garage openings with roll-down wood doors; wood storefront pilasters; wood storefront cornice 

with pedimented cornice at southern end; paired single-light aluminum storefront windows with paired single-light 

aluminum transom; concrete cap at roofline; flat roof. 

 

South elevation: 1-story, 2-bay, brick; squared entrance opening; single-leaf flush steel door; single-light aluminum 

storefront window with 3-light wood transom. 

 

North elevation: 1-story, 3-bay, stucco; glass block filled windows; stuccoed sills. 

 

East elevation: 1-story, 2-bay, stucco; squared entrance openings; single-leaf flush steel doors. 

 

Built c. 1960. Non-contributing. 

 

**************** 

300-320 See 315 New Street. 



VINE STREET - 400 Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: 10% Bluestone; 90% Concrete   

Light fixtures: Highway cobra 

 
401-419 (a.k.a. 301-307 N. Lawrence Street, 300-302 York Avenue) 5-story, 10-bay, brick, 

Italianate building. Bluestone stoop at east entrance; concrete steps with brick wall and wrought iron railing at 

central entrances; full arched entrance openings with double-leaf steel doors and 12-light arched wood transoms; 

segmental arched entrance opening with recessed single-leaf paneled and glazed wood door; segmental arched 

window openings; infilled basement windows; 12/12 aluminum windows with 8-light aluminum transoms with 

infill; full arched window openings with replacement paired 1/1 aluminum windows with infill above arched 

entrance openings at 2
nd

 to 5
th

 stories; sills panned in aluminum; brick lintels; brownstone sills at center bay; 

brownstone belt course at 2
nd

-story sill height; security grates at 1
st
-story windows; painted sign band ―Elder & 

Jenks Brushes‖ at west 6 bays above 1
st
 story; painted sign band ―Brushes‖ at west corner; shaped parapet with brick 

frames and limestone accents; flat roof. 

 

East elevation: 5-story, brick; paired 6-light steel basement windows with security grates; paired 9-light steel 

windows at 1
st
 story; paired 15-light steel windows at 2

nd
 to 5

th
 stories; brick sills; stone coping at roofline; structural 

system for billboard. 

 

West elevation: 5-story, 9-bay, brick; squared freight entrance with metal roll-down door; fire escape with segmental 

arched fire escape entrance openings with single-leaf flush steel doors and 9-light wood transoms at 2
nd

 to 4
th

 stories, 

6-light wood transom at 5
th

 story; segmental arched window openings throughout; infilled basement windows; 12/12 

wood windows with 8-light aluminum transoms throughout; painted sign band at south corner above 1
st
 story; stone 

coping at roofline. 

 

North elevation: 5-story, 6-bay, brick; paired three light wood casement windows at 1
st
 story; segmental arched 

window openings with replacement 12/12 aluminum windows with 8-light aluminum transoms in west bays; square-

head window openings with paired 15-light steel casement windows in east bay; stone coping at roofline; 2 large 

billboards on roof. 

 

Built c. 1890. Designated: 31 Dec 1984. Contributing.  

 

421 (a.k.a. 300-302 N. Lawrence Street) 3½ -story, 3-bay, Flemish-bond brick, Federal 

building. Brick watertable; 6/6 wood windows with exterior storm windows throughout and at dormer; security 

grates at 1
st
 story windows; wood sills; marble belt courses above 1

st
 and 2

nd
 stories; bracketed wood cornice; 

pedimented dormer clad with wood shakes; gable roof clad with asphalt shingles; stucco chimney. 

 

East elevation: 3½ -story, 3-bay, painted Flemish-bond brick; marble stoop; squared entrance opening; single-leaf 6-

panel wood door; pedimented wood door surround; wood basement window covers; 6/6 wood windows throughout; 

security grates at 1
st
 story; exterior storm windows at upper stories; half-round wood window at gable; wood sills; 

marble belt courses above 1
st
, 2

nd
, and 3

rd
 stories; wood fascia at roofline; gable roof; brick and CMU garden wall 

with wood gate. 

 

North elevation: 2-story, stucco; squared entrance opening; double-leaf glazed wood door with 4-light transom; 6/6 

wood window with security grate at 1
st
 story; 6/6 wood windows with exterior storm windows at 2

nd
 and 3

rd
 stories; 

wood box cornice; brick chimney. 

 

Built in 1799 for David Paul. Alterations: Replacement of wall, 1979; 4
th

 floor dormer added, 2000. Designated: 27 

Jan 1977. Significant. 

 

Documentation: BP; FIS. 

 



423-425 3½-story, 3-bay, Flemish-bond brick, Federal building with 1-story, 1-bay garage 

extension. Brick watertable; marble stoop; arched rear alleyway access with vertical wood door and lattice transom; 

squared entrance opening with single-leaf 8-panel wood door with 4-light wood transom; squared garage opening 

with double-leaf wood garage door with small lights; brick basement bulkhead with double-leaf wood door; 15/15 

wood window at 1
st
 story; 9/9 wood windows at 2

nd
 story; 6/6 wood windows at 3

rd
 story and dormer; marble belt 

courses above 1
st
 and 2

nd
 stories; bracketed wood cornice; pedimented dormer clad with wood shakes; gable roof 

clad with asphalt shingles; wood roof deck with pergola above garage extension; stucco chimney. 

 

East elevation: 3-story, 2-bay, stucco; 1-light wood windows at 2
nd

 story. 

 

West elevation: stucco. 

 

Built c. 1799. Alterations: new window sash added, 1986; interior and exterior alterations, NPS Tax Credit project, 

1987; new windows at west, 2000; new garage door, roof, and deck, 2000. Listed as separate properties by BRT. 

Designated: 31 Dec 1984. Significant. 

 

Documentation: NPS Tax Credit Application, 1987; BP. 

 

427 (a.k.a. 416 Wood Street) ―St. Augustine‘s Academy‖ 3-story, 4-bay, painted Flemish-

bond brick, Greek Revival/Queen Anne building. Painted marble watertable; concrete steps with pipe railing; 

squared entrance opening with double-leaf paneled wood door with single-light wood transom; painted stone door 

surround incised with ―St. Augustine‘s Academy‖; 4-light wood basement windows with cast-iron grates; 

replacement 1/1 aluminum windows with security grates at 1
st
 story; replacement 1/1 aluminum windows with 

exterior storm windows at 2
nd

 and 3
rd

 stories; painted stone lintels and sills; bracketed wood cornice. 

 

East elevation: brick and stucco. 

 

North elevation: brick main block with 6/6 wood windows with exterior storm windows; 3-story, brick and stucco 

piazza; 2-story stucco rear ell; 1-story brick extension; squared entrance openings with single-leaf flush wood doors 

with transoms; 6/6 wood windows with exterior storm windows; stucco chimney; 1-story brick addition at west with 

segmental arched leaded glass window; gable roof. 

 

Built c. 1838. Alterations: Queen Anne alterations to façade including cornice, c. 1890; interior converted into 

apartments, 1975; rear addition rebuilt in 1976; interior and exterior alterations as part of the NPS tax credit project, 

1994. Designated: 31 Dec 1984. Contributing. 

 

Documentation: BP. 

 

429 (a.k.a. 301 N. Fifth Street) 3-story, 2-bay, Flemish-bond brick, Greek Revival building. 

Marble watertable; marble steps with wrought iron railings; squared entrance opening with single-leaf 4-panel wood 

door and single-light wood transom; marble door surround; jalousie basement windows with iron grates; 6/6 wood 

windows throughout; marble lintels and sills; paneled wood shutters at 1
st
 to 3

rd
 stories; wood box cornice; flat roof. 

 

West elevation of main block: 3-story, stucco; bay with 3/3 wood windows flanking 24-light wood window at 3
rd

 

story; wood fascia board at roofline. 

 

West elevation of rear addition: stucco; squared garage opening with metal roll-down garage door; squared entrance 

opening with single-leaf flush steel door; paired and groups of four single-light aluminum windows at 2
nd

 and 3
rd

 

stories; wood deck with wood railing; chain link fence. 

 

North elevation: stucco with wood deck. 

 

East elevation: brick and stucco rear ell; 6/6 wood windows with exterior storm windows. 

 

Built c. 1840. Designated: 2 Dec 1975. Contributing. 

 



**************** 

 

400-406 3-½ -story, 1-bay, brick, vernacular building with storefront. Brick step; squared entrance 

openings; single-leaf flush steel door with small light; double-leaf flush steel door; replacement single-light wood 

window with chain link grate at 1
st
 story; metal storefront piers and cornice; groups of three 12-light steel windows 

with internal 6-light hopper windows at 2
nd

 and 3
rd

 stories; brick lintels and sills; brick parapet; terra cotta coping; 

recessed penthouse with triple aluminum window; tar paper roofing. 

 

East elevation: 3-story, stucco; 1/1 aluminum window at 3
rd

 story; glass block infilled windows at 2
nd

 and 3
rd

 stories; 

fixed 9-light steel window at 2
nd

 story; segmental arched dormer window at rear facing south. 

 

Built c. 1820. Alterations: new façade added, c. 1915. Contributing. 

 

408-414 (a.k.a. 263-267 N. Lawrence Street) ―Peter Tomson Building‖ 4-story, 9-bay, brick, 

Italianate building. Segmental arched entrance openings; single-leaf paneled wood door with 2-light wood transom 

at east; replacement double-leaf wood door with small lights and infilled transom at center; infilled entrance opening 

at west; segmental arched window openings throughout; infilled windows at 1
st
 story; 6/6 wood windows at 2

nd
 to 4

th
 

stories; brick lintels; granite sills; corbelled brick cornice; flat roof; granite keystone incised with ―1883‖. 

 

West elevation: 4-story, 6-bay, brick; segmental arched entrance opening at 1
st
 story with replacement double-leaf 

flush wood door with small lights, boarded transom, and infill; segmental arched fire escape openings with glazed 

doors and single-light transoms at 2
nd

 and 3
rd

 stories; segmental arched fire escape opening with glazed door and 

infilled transom at 4
th

 story; segmental arched window openings throughout; infilled windows at 1
st
 story; 6/6 wood 

windows at 2
nd

 to 4
th

 stories; brick lintels; granite sills; metal fire escape and balconies at 2
nd

 to 4
th

 stories; corbelled 

brick cornice; granite keystone incised with ―1883‖; stucco penthouse at south. 

 

Built 1883. Alterations: replacement and repair of windows and other interior and exterior alterations as part of NPS 

tax credit program, 1981. Contributing. 

 

416-424 (a.k.a. 256-268 N. Lawrence Street) 1-story, 3-bay, orange brick, Art Moderne building. 

Concrete steps with metal railing; concrete base; squared entrance opening; single-leaf half-glazed steel door with 

boarded transom and boarded sidelight; single-light aluminum windows with chain link security grates at west; 

infilled windows at east; limestone window surrounds; limestone cap at cornice; flat roof. 

 

South elevation: 1-story, 2-bay, CMU and brick; glass block infilled windows. 

 

East elevation: 1-story, orange brick; concrete steps with metal pipe railing; squared entrance opening; single-leaf 

flush steel door; freight entrances with roll-down steel doors. 

 

West elevation: 1-story, 11-bay, concrete block; 1/1 aluminum windows with security grates; brick sills; terra cotta 

coping. 

 

Built c. 1940. Non-contributing. 



VINE STREET - 500 Block 
 

 

Paving: Asphalt   

Curbs: Concrete 

Sidewalks: 70% Concrete; 30% Granite block   

Light fixtures: Highway cobra 

 

501 (a.k.a. 300-302 N. 5
th

 Street, 301 N. Randolph Street) 3-story, 2-bay, orange Roman 

brick, Late Nineteenth-Century Renaissance Revival building with storefront and 3-story, 1-bay, stucco, vernacular 

addition to the west. Concrete stoop; limestone watertable; squared entrance opening; single-leaf glazed wood door 

with single-light wood transom; single-light wood storefront window with single-light wood transom; pressed metal 

storefront cornice; 1/1 wood windows at 2
nd

 and 3
rd

 stories; limestone sills; brick jack arch lintels; terra cotta belt 

courses at 2
nd

 and 3
rd

-story sill heights; corbelled brick piers at 2
nd

 and 3
rd

 stories; pressed metal cornice with 

brackets and scrolled end consoles; flat roof. 

 

South elevation of addition: 3-story, 1-bay, stucco; group of three single-light aluminum windows with single-light 

aluminum transoms at 1
st
 story; groups of four single-light aluminum casement windows at 2

nd
 and 3

rd
 stories; wood 

cornice with raised disk decoration; flat roof. 

 

East elevation: 3-story, orange Roman brick main building with 2-story, 2-bay brick and wood extension; limestone 

watertable; squared entrance opening; single-leaf paneled wood door with single-light wood transom; single-light 

wood storefront windows with single-light wood transoms; segmental arched opening with 3-light wood window 

and single-light wood transom at 1
st
 story; 1/1 wood windows at 2

nd
 and 3

rd
 stories; segmental arched window 

opening with 3-light wood window and single-light wood transom at 2
nd

 story; group of four single-light wood 

windows with paired single-light wood transoms at 2
nd

 story of addition; squared 3-sided wood bay with 1/1 wood 

windows, wood panel, and pressed metal cornice at 2
nd

 story; single-light wood window at 3
rd

 story; limestone sills; 

brick jack arch lintels; corbelled brick piers at 2
nd

 and 3
rd

 stories; pressed metal cornice with brackets and scrolled 

end consoles; wood deck with railing at addition.  

 

North elevation: 2-story, 2-bay, paneled wood; concrete steps to two entrances; cast stone watertable; squared 

entrance openings; single-leaf paneled wood doors with single-light wood transoms; group of four single-light wood 

windows with paired single-light wood transoms at 2
nd

 story; wood railing for deck at north end of elevation. 

 

North elevation of addition: 3-story, 2-bay, stucco; squared entrance openings; single-leaf flush steel doors with 

single-light wood transoms; double-leaf glazed wood door with single-light wood sidelights, 3-light wood transom, 

and balcony with metal mesh railing at 2
nd

 story; group of four single-light aluminum casement windows at 3
rd

 story. 

 

Built 1896. Alterations: addition, c. 1986. 501-519 Vine Street listed as one property by BRT. Designated: 30 Mar 

1982. Contributing. 

 

505-507 2-story, 1-bay, Flemish-bond brick, Tapestry Brick Style building with storefront. Granite 

base; squared entrance openings; single-leaf glazed aluminum door with sidelights and single-light aluminum 

transom; single-leaf glazed aluminum door with single-light aluminum transom; fixed paired single-light aluminum 

storefront windows with single-light aluminum transoms; 6/6 wood windows at 2
nd

 story; brick lintels and sills; 

brick parapet with geometric design; flat roof. 

 

North elevation: 2-story, 4-bay, brick main building with 1-story, 1-bay brick extension; segmental arched entrance 

opening with single-leaf paneled and glazed wood door with single-light wood transom; squared entrance openings 

with single-leaf flush steel doors; segmental arched window openings at 1
st
 and 2

nd
 stories; 1/1 aluminum windows 

with chain link security grates at 1
st
 story; glass block infilled window at 1

st
-story extension; 6/6 metal windows at 

2
nd

 story; terra cotta cap at roofline. 

 

Built c. 1920. 501-519 Vine Street listed as one property by BRT. Designated: 30 Mar 1982. Contributing. 

 



509-519 (a.k.a. 301 N. Randolph Street) ―Boekel Building‖ 6-story, 5-bay, brick, Red & White 

Industrial Style building. Granite step; squared entrance opening; replacement single-leaf glazed aluminum door 

with sidelights and 2-light aluminum transom; terra cotta door surround with 4/4 aluminum windows, shields, 

rosettes, and ―BOEKEL BUILDING‖ inscription; terra cotta watertable; glass block infilled basement windows with 

security grates; 12/12 aluminum windows at 1
st
 story; groups of three single-light aluminum windows above 2-light 

aluminum windows at outer bays of 2
nd

 to 6
th

 stories; single-light aluminum windows above single-lights at center 

bay of 2
nd

 to 6
th

 stories; terra cotta lintels and sills; terra cotta belt courses above and below the 1
st
-story windows; 

terra cotta belt course above 6
th
-story windows; stepped brick parapet with terra cotta medallions and cap; flat roof. 

 

East elevation: 6-story, 4-bay, concrete frame with brick spandrels; watertable continues; groups of three single-light 

aluminum windows above 2-light aluminum windows at 3
rd

 to 6
th

 stories. 

 

West elevation: 6-story, 4-bay, brick; watertable continues; squared entrance opening with single-leaf flush steel 

door; squared freight entrance opening with roll-down steel door; squared fire escape openings with metal railings at 

2
nd

 to 6
th

 stories; glass block infilled basement windows; replacement 12/12 aluminum windows at 1
st
 story; groups 

of three single-light aluminum windows above 2-light aluminum windows at 2
nd

 to 6
th

 stories; terra cotta lintels and 

sills; terra cotta belt courses above and below the 1
st
-story windows; terra cotta belt course above 6

th
-story windows; 

stepped brick parapet with terra cotta medallions and cap; concrete hoist beam; large billboard on roof facing west. 

 

North elevation: 6-story, 5-bay, concrete frame with brick spandrels; squared freight entrance with roll-down steel 

door; open fire stair with metal railings; groups of three single-light aluminum windows above 2-light aluminum 

windows at 2
nd

 to 6
th

 stories; brick penthouse at center bay with single-light aluminum windows above single-light 

aluminum windows; large billboard on roof facing northeast. 

 

Built 1922-1923, designed by architect-engineer Clarence Wunder for William Boekel & Co., makers of scientific 

instruments. Alterations: windows and front door replaced c. 1992; rear garage opening added; billboards added. 

501-519 Vine Street listed as one property by BRT. Designated: 30 Mar 1982. Contributing. 

 

Documentation: PHC Files. 

 

521-527 Vacant lot. Non-contributing. 

 

529 Vacant lot. Non-contributing. 

 

531 Vacant lot. Non-contributing. 

 

************ 

 

500-30    Approach to Benjamin Franklin Bridge.  Landscaped plaza with granite steps, walls, and 

decorative features; sculpture by Isamu Noguchi, Bolt of Lightning: Memorial to Benjamin Franklin, 1983-84. 

 

Designed in 1921 and constructed between 1922 and 1926 by a Board of Engineers including chief engineer Ralph 

Modjeski, George S. Webster, and Laurence Ball with architect Paul P. Cret for the Delaware River Bridge Joint 

Commission of Pennsylvania and New Jersey.  Significant. 



WALNUT STREET – 100 Block 
 

 

Paving: Asphalt   

Curbs: Concrete 

Sidewalks: 60% Concrete, 40% Brick  

Light fixtures: Highway cobra and Franklin 

 

101-117 (a.k.a. 140-142 Front Street, 151 S. Hancock) Parking lot. Listed as four separate 

properties, 111-113, 115, 117, and 119 Walnut Street, by BRT. Designated: 26 May 1970 (101-09) 6 Feb 1975 (115-

17). Non- contributing. 

 

121 (a.k.a. 150-152 S. Hancock Street) ―Bookbinder‘s Restaurant‖ 4-story, 3-bay, Greek 

Revival brick building with storefront. Painted brick panels at storefront; wood pilasters at storefront; rectangular 

single-light window openings at storefront with stained glass transoms; 12/12 windows at 2
nd

 story; 1/1 replacement 

wood windows at 3
rd

 and 4
th

 stories; painted stone lintels and sills; large lighted sign at southeast corner of building 

from 2
nd

 to 4
th

 stories; denticulated brick cornice; flat roof. 

 

East elevation: 4-story, 6-bay and 5-story, 3-bay brick; stucco band at base; 1
st
 story windows in front building 

bricked in; squared entrance opening at first bay of rear building with flush single-leaf door and boarded transom; 

squared loading entrance with roll-up door at middle bay of rear building; boarded windows at 2
nd

 story in both 

buildings; 1/1 replacement aluminum windows at 3
rd

 and 4
th

 stories in both buildings with several boarded; doors at 

2
nd

 bay of front building leading to fire escape; painted marble lintels and sills. 

 

Built 1836 for Thomas Sparks. Rowhouse sold to Emmanuel Bookbinder in 1920. Alterations: stucco applied to 

north wall after demolition in 1978. Designated: 28 Sept 1971. Contributing. 

 

Documentation: FIS; CT; BP; PHC files. 

 

123 ―Bookbinder‘s Restaurant‖ 5-story, 3-bay Greek Revival brick building with storefront. 

Squared entrance opening with flush replacement single-leaf wood door and transom; wood pilasters at storefront; 

painted brick panels at storefront; rectangular single-light window openings at storefront with stained glass 

transoms; 9/9 sash windows at 2
nd

 story; 1/1 replacement wood windows at 3
rd

, 4
th

 and 5
th

 stories; painted marble 

lintels and sills; denticulated brick cornice; flat roof. 

 

Built between 1840 and 1848 by John J. Thompson, merchant and iron founder. Alterations: 1915 sold to Emmanuel 

Bookbinder; 1942 sold to Bookbinders Restaurant. Designated: 28 Sept 1971. Contributing. 

 

Documentation: PHC files; CT; BP. 

 

125 ―Bookbinder‘s Restaurant‖ 4-story, 3-bay, stucco Egyptian Revival building with 

storefront. Squared entrance opening in three-sided storefront projection; single-leaf replacement wood door with 

multi-light fixed sash; multi-light fixed sash windows on two sides of bay; wood panels on storefront and bay; wood 

storefront pilasters; pressed metal storefront cornice; 3-light casement windows on 2
nd

 through 4
th

 stories; painted 

splayed Egyptian surrounds with painted hoods; metal fire escape across façade; painted metal molded cornice with 

metal end consoles; flat roof.  

 

North elevation: 3- and 4-story brick; windows enclosed on 3-story projection with brick and stucco; 1/1 

replacement aluminum windows at 4
th

 story; brick sills; metal cap at cornice; brick chimney. 

 

Built 1847 for Issac Morris as a store. Cast-iron storefront by J. P Morris Ironworks. Alterations: vinyl siding 

removed at 3
rd

 floor front, 1991; reproofing, 1998. Designated: 28 Sept 1971. Significant. 

 

Documentation: BP; CT; PHC files. 

 



127 ―Bookbinder‘s Restaurant‖ 4-story plus mansard, 3-bay, brick and pressed metal Queen 

Anne building with storefront. Concrete and brick stoop; centered squared entrance opening; single-leaf paneled 

door with large single light; storefront windows consisting of semi-circular projections with wood paneling below 

and tripartite fixed leaded sash with leaded transoms; pressed metal clad two-story columns between bays on 1
st
 and 

2
nd

 stories with decorative bases and plinths featuring floral and geometric designs, fluting at 1
st
 story, and stylized 

Etruscan capitals at 2
nd

 story; tripartite windows of fixed multi-light sash with transoms at 2
nd

 story; brick pilasters 

between bays at 3
rd

 and 4
th

 stories; paired 1/1 replacement aluminum windows with single light transom at 3
rd

 story; 

1/1 wood window at end bays and middle bay boarded at 4
th
 story; dormer with squared entrance opening and 

boarded up double-leaf door in mansard; elaborate pressed metal cornices with modillions at upper stories and 

mansard; hexagonal slate shingles on mansard; metal fire escape from 3
rd

 story to dormer. 

 

East elevation: brick. 

 

West elevation: stucco. 

 

Built c. 1875. Designated: 28 Sept 1971. Significant. 

 

129-135 (a.k.a. 159 S. 2
nd

 Street) ―Bookbinder‘s Restaurant‖ 3 ½ story, 5-bay, Flemish-bond brick, 

Colonial Revival building. Brick watertable; centered squared entrance opening; single-leaf paneled door with 

multi-light window flanked by multi-light sidelights above wood paneling; infilled arched transom; large metal 

awning over entrance; 9/9 wood windows on 1
st
 and 2

nd
 stories; 6/6 wood on 3

rd
 story; 6/6 wood windows in 

dormers; brick belt courses above and below 2
nd

 story windows; molded wood cornice; gable-roof dormers; slate on 

gable roof. 

 

West elevation: 3 ½ story, 3-bay, Flemish-bond brick; watertable and beltcourses continue; 9/9 wood windows at 1
st
 

and 2
nd

 stories at end bays; 12/12 wood window in center bay of 2
nd

 story; 6/6 windows at 3
rd

 story and upper half 

story; pedimented wood cornice. 

 

Built 1961, designed by Grant M. Simon, architect. Reconstruction of 18
th

 century tavern originally known as the 

John Drinker House first built in 1751 and demolished in 1955. Designated: 28 Sept 1971. Non-contributing.  

 

Documentation: PHC files. 



WATER STREET - 300 Block 
 

 

Paving: Granite block  

Curbs: Granite 

Sidewalks: None 

Light fixtures: None 

 

 

300-302 See 301-303 N. Front Street. 

 

304 See 305 N. Front Street. 

 

306 See 307 N. Front Street. 

 

308 See 309 N. Front Street. 

 

310-312 See 311-313 N. Front Street. 

 

314-316 See 315-317 N. Front Street. 

 

318 See 319 N. Front Street. 

 

320-322 See 321-323 N. Front Street. 

 

324 See 325 N. Front Street. 

 

326-330 See 327-329 N. Front Street. 

 

332 See 331 N. Front Street. 

 

334 See 333 N. Front Street. 

 

336 See 337 N. Front Street. 

 

346 See 347 N. Front Street. 



WISTAR ALLEY - 300 Block 
 

 

Paving: Asphalt  

Curbs: Granite 

Sidewalks: Concrete (curb and sidewalk only on one side) 

Light fixtures: None 

 

 

301-309 See 36 N. 3
rd

 Street. 

 

302-310 See 30-32 N. 3
rd

 Street.     



WOOD STREET– Unit Block 
 

 

Paving: Brick   

Curbs: None 

Sidewalks: None  

Light fixtures: None 

Other: Granite steps 

 

 

1-99 (a.k.a. 321-323 N. Front Street) Wood Street Passage and Steps to Water Street: Twelve 

granite steps. Set of stone steps consisting of three steps measuring 9‘-6‖ wide, a stone landing of two stone slabs 

measuring 9‘-6‖ wide by 6‘-4‖, and eight additional steps with a cap step. All treads measure approximately 12‖; all 

risers 7½‖. The cap step consist of an 18‖ tread and a 7‖ riser. 

 

Built between 1730 and 1790. Although the original steps from the city down to the waterfront would have been 

constructed of wood, these early replacements are in the same position as the first steps. The alley depicted on 

Clarkson-Biddle Map of 1762 depicts a set of steps in this location. These are the last set of eighteenth-century 

public stone steps left in Philadelphia. In 1684, William Penn‘s Council mandated that each river front block be 

linked to the riverfront with a set of steps to ensure public access to the Delaware River. This is not a BRT address. 

Designated: 24 Sept 1986. Significant. 



WOOD STREET– 200 Block 
 

 

Paving: Granite block   

Curbs: Granite 

Sidewalks: Concrete   

Light fixtures: Modified highway cobra 

 

 

200-202 See 312-314 N. 2
nd

 Street. 

 

204 1-story, 1-bay, brick and CMU, vernacular garage. Squared garage opening; steel roll-

down garage door with 2-light plexiglass transom; flat roof. 

 

Built c. 1960. Non-contributing. 

 

206 2-story, 3-bay, brick, vernacular carriage house. Concrete steps; squared entrance 

openings; replacement single-leaf wood door; double-leaf wood door with wood hoist beam at 2
nd

 story; 1/1 

aluminum windows with wood infill and metal security grates at 1
st
 story; steel beam at storefront; 6/6 wood 

windows at 2
nd

 story; corbelled brick cornice; flat roof. 

 

East elevation: stucco. 

 

West elevation: stucco; glass block infilled windows; 1/1 vinyl window with metal security grate. 

 

Built c. 1890. Contributing. 

 

208 Asphalt parking lot with wrought iron and chain link fence. Non-contributing. 

 

210 See 207-209 Vine Street. 

 

212-214 (a.k.a. 311-319 N. American Street) Vacant lot. Non-contributing. 

 

216-218 See 215-217 Vine Street. 

 

220-226 See 219-229 Vine Street. 

 

250 See 313-315 N. 3
rd

 Street. 



WOOD STREET – 300 Block 
 

 

Paving: Granite block   

Curbs: Granite 

Sidewalks: 50% Brick; 25% Granite block; 25% Concrete   

Light fixtures: Modified highway cobra 

 

 

300 Vacant lot. Non-contributing. 

 

302-310 See 303 Vine Street. 

 

312-314 See 313-315 Vine Street. 

 

316 See 317 Vine Street. 

 

318-350 See 319 Vine Street. 



WOOD STREET – 400 Block 
 

 

Paving: Asphalt 

Curbs: Granite 

Sidewalks: 25% Granite block; 75% Concrete 

Light fixtures: Modified highway cobra 

 

 

400-404 See 314 York Avenue. 

 

406 2-story, 2-bay, stucco, vernacular building. Marble steps with replacement metal railings; 

squared entrance opening; single-leaf paneled wood door with boarded transom and aluminum storm door; wood 

door surround; replacement 6/6 vinyl windows; wood sills; paneled wood shutters; stylized denticulated wood 

cornice; stucco parapet; flat roof. 

 

West elevation: stucco at 1
st
 story; aluminum siding at 2

nd
 story. 

 

East elevation: aluminum siding. 

  

Built c. 1800. Contributing. 

 

408 See 319 N. Lawrence Street. 

 

410-414 See 318 N. Lawrence Street. 

 

416 See 427 Vine Street. 

 

418 (a.k.a. 311 N. 5
th

 Street) 3-story, 2-bay, brick, Federal/Italianate building with storefront. 

Flemish-bond brick with glazed headers at 2
nd

 story; running bond brick at 3
rd

 story. Concrete step; squared garage 

opening with roll-down garage door; squared entrance opening; replacement single-leaf flush wood door with 

boarded transom; steel I-beam above storefront; 6/6 vinyl windows at 2
nd

 story; 1/1 vinyl windows at 3
rd

 story; wood 

lintels; bracketed and sub-bracketed wood cornice; flat roof. 

 

East elevation: stucco. 

 

West elevation: stucco; stucco chimney; chain link fence. 

 

Built c. 1790. Alterations: 3
rd

 story added, c. 1875. Significant. 



WOOD STREET – 500 Block 
 

 

Paving: Asphalt 

Curbs: Granite 

Sidewalks: Concrete 

Light fixtures: Modified highway cobra 

 

 

500-502   See 310-318 N. 5
th

 Street. 

 

504 Parking lot. Non-contributing.  

 

504R    Parking lot. Non-contributing. 

 

506    Parking lot. Non-contributing. 

 

506R    Parking lot. Non-contributing. 

 

508    Parking lot. Non-contributing. 

 

508R    Parking lot. Non-contributing. 

 

510-512   Parking lot. Non-contributing. 

 

510-512R   Parking lot. Non-contributing. 

 

514-516   Parking lot. Non-contributing. 

 

514-516R   Parking lot. Non-contributing. 



YORK AVENUE – 300 Block 
 

 

Paving: Asphalt  

Curbs: 60% Concrete; 40% Granite 

Sidewalks: Concrete 

Light fixtures: None 

 

300-302 See 401-419 Vine Street. 

 

304 4-story, 2-bay, Flemish-bond brick, vernacular building with storefront. Marble stoop; 

squared entrance opening; single-leaf paneled wood door with single-light transom; shared arched rear alleyway 

access with metal gate; marble basement bulkhead with double-leaf metal door; segmental arched storefront window 

opening with three single-light aluminum casement windows and stucco transom area; 1/1 aluminum windows with 

exterior storm windows at upper stories; marble belt courses above 1
st
 and 2

nd
 stories; marble sills panned with 

aluminum; corbelled brick cornice; flat roof. 

 

South elevation: 4-story, stucco; 1/1 aluminum windows at 1
st
 and 2

nd
 stories; paired single-light aluminum 

casement windows at 3
rd

 story. 

 

Built c. 1840. Contributing. 

 

306 4-story, 2-bay, Flemish-bond brick, vernacular building. Marble stoop; squared entrance 

opening; replacement single-leaf paneled steel door with small lights; shared arched rear alleyway access with metal 

gate; 1/1 aluminum windows with exterior storm windows throughout; marble belt course above 2
nd

 story; brick sills 

at 1
st
 and 4

th
 stories; marble sills at 2

nd
 and 3

rd
 stories; corbelled brick cornice; flat roof. 

 

Built c. 1840. Contributing. 

 

308 3-story, 3-bay, stucco, vernacular building with storefront. Marble steps; squared 

entrance openings; replacement single-leaf paneled wood door with single-light wood transom; replacement double-

leaf paneled wood door with 2-light wood transom; wood basement bulkhead with double-leaf wood door at 

storefront; single-light wood storefront windows below paired single-light wood windows with single-light wood 

transoms; pressed metal storefront cornice; replacement 9/9 aluminum windows at upper stories; pressed metal 

cornice; flat roof. 

 

Built c. 1840. Alterations: top story removed. Contributing. 

 

310-312 3-story, 5-bay, brick, Greek Revival/Italianate building with storefront. CMU stoop and 

concrete steps; squared entrance openings; single-leaf paneled and glazed wood doors; double-leaf paneled and 

glazed wood door; replacement paneled wood door; squared garage opening with roll-down wood door with lights; 

single-leaf paneled wood door below wood panel; stucco storefront pilasters and cornice below marble storefront 

cornice; replacement paired 3-light wood casement windows with single-light wood transoms at 2
nd

 and 3
rd

 stories; 

marble lintels and sills; marble belt course at 3
rd

-story lintel height; Italianate wood cornice with dentils and 

modillions; flat roof. 

 

Built c. 1840. Alterations: Italianate cornice, c. 1875. Contributing. 

 

314 (a.k.a. 400-404 Wood Street) 3-story, 2-bay, stucco, vernacular building with storefront. 

Brick and granite steps; squared entrance opening; doble-leaf glazed and paneled wood door with 4-light wood 

transom; basement bulkhead with double-leaf metal door; bead-board storefront panels; coupled 2-light wood 

casement storefront windows with 2-light wood transoms; pent storefront eave clad with asphalt shingles; 1/1 

aluminum windows at upper stories; sills panned with aluminum; flat roof. 

 

North elevation: 3-story, 8-bay, stucco; storefront wraps onto 2 east bays; squared entrance openings; single-leaf 

paneled wood door; single-leaf flush steel door with 4-light transom; bead-board storefront panels; coupled 2-light 



wood casement storefront windows with 2-light wood transoms; pent storefront eave clad with asphalt shingles; 

single-leaf paneled steel doors with single-light wood transoms at fire escape at 2
nd

 and 3
rd

 stories; replacement 1/1 

aluminum windows at upper stories; sills panned with aluminum. 

 

West elevation: stucco. 

 

Built c. 1820. Alterations: stucco, new windows, new storefront, mid-20
th

 century. Contributing. 

 

316-338 Vacant land. Listed as five separate properties, 316-324, 330, 332, 334, 336-338, by 

BRT. Non-contributing. 



N. 2
ND

 STREET – Unit Block 
 

 

Paving: Asphalt   

Curbs: 30% Granite; 50% Concrete; 20% Bluestone 

Sidewalks: 50% Concrete; 40% Brick; 10% Slate; metal grates for basement access 

Light fixtures: Modified highway cobra 

 

1 ―Second Street Subway Station‖ 1-story, ceramic tile and glass, Post Modern enclosure. 

Concrete and ceramic tile base; glass curtain wall; round concrete columns supporting flat roof; round tower clad in 

ceramic tile; glass roof.  

 

Built 1976-79 by Murphy Levy Wurman, architect. Non-contributing.  

 

3-5 3-story, 5-bay, brick with stucco 1
st
 story, Queen Anne building with storefront. Concrete 

stoop; segmental arched opening; double-leaf glazed aluminum door with sidelights and segmental arched transom; 

segmental arched hood over door; segmental arched window openings throughout; replacement single-light fixed 

aluminum windows with segmental arched aluminum transoms and aluminum spandrels at 1
st
 story; 1/1 wood 

windows at 2
nd

 and 3
rd

 stories; pressed metal panels with floral motif above 2
nd

 and 3
rd

-story windows; polychrome 

red and buff brick striped segmental arched lintels; cast stone sills; wood cornice with dentils and carved floral 

medallions; flat roof. 

 

South elevation: replacement brick facade; squared entrance openings; single-leaf flush metal door; double-leaf 

glazed aluminum door; single-light aluminum windows at upper stories. 

 

East elevation: 4-story, brick and curtain wall construction; concrete column; single-light aluminum windows 

throughout; vent panels; flat roof. 

 

Built c. 1880. Alterations: south and east walls entirely reconstructed with new windows and doors, c. 1985. 

Contributing.  

 

Documentation: NPS Tax Credit Application. 

 

7-9 4-story, 3-bay, brown brick, Late 19
th

-Century Renaissance Revival building with 

storefront. Squared entrance openings; double-leaf paneled and glazed wood door; single-leaf glazed aluminum door 

with sidelights and 2-light transom; metal hood over door; single-light aluminum storefront windows with 2-light 

wood transoms; 12-light fixed steel windows at 2
nd

 to 4
th

 stories; paired 20-light steel windows in center bays of 3
rd

 

and 4
th

 stories; boarded window at 2
nd

 story; brick lintels and sills; brick soldier-course belt course at 1
st
 story; 

modillioned metal cornice; flat roof; brick penthouse. 

 

East elevation: 4-story, 2-bay, brick with stucco at 1
st
 story; segmental arched window openings at 2

nd
 to 4

th
 stories; 

24-light steel windows at 2
nd

 story; 12-light steel windows at 3
rd

 and 4th stories. 

 

South elevation: stucco. 

 

Built c. 1890. Contributing.  

  

Documentation: PHC files. 

 

11-15  (a.k.a. 124-140 Church Street) ―Henry Fliegelman Store‖ 5-story, 3-bay, brown brick, 

Tapestry Brick Style building with 3-bay storefront and 5-story, 1-bay annex to the south. Stucco and marble base; 

recessed squared entrance opening; double-leaf glazed wood door with single-light wood transom; banks of single-

light aluminum storefront windows; band of single-light wood storefront transoms separated by pressed metal 

decoration; pressed metal storefront cornice; bank of single-light aluminum windows at 2
nd

 story; soldier-course 

brick bands with ceramic tile ornaments frame 1
st
 and 2

nd
 stories; corbelled brick cornice at 3

rd
-story sill height; 



groups of three 6/1 wood windows at 3
rd

 to 5
th

 stories; square and diamond ceramic tile ornaments at spandrels and 

entablature; pressed metal cornice with paired brackets; flat roof. 

 

West elevation of annex: 5-story, 1-bay, brown brick; marble base; single-leaf glazed wood door with 3-light 

transom; 6/3 wood windows at 2
nd

 to 5
th

 stories; brick lintels and sills; brick and ceramic tile panel above 1
st
 story; 

brick belt course above 2
nd

 story; patterned brick entablature; pressed metal cornice; flat roof. 

 

North elevation: 5-story, 7-bay, red brick (6 east bays) and brown brick (1 west bay); storefront and front façade 

ornament wraps onto west bay; segmental arched entrance opening; double-leaf half-glazed wood door with multi-

light transom; segmental arched window openings at six east bays; segmental arched recessed balconies with metal 

railings, segmental arched entrance openings with flush metal doors at east bay of 2
nd

 to 5
th

 stories; paired 9-light 

aluminum windows above 3-light hopper windows at six east bays; single-light aluminum windows at west bay of 

1
st
 and 2

nd
 stories; paired 6/1 wood windows at west bay of 3

rd
 to 5

th
 stories; pressed metal cornice continues at 

westernmost bay; terra cotta cap at roofline at east bays. 

 

East elevation: stucco. 

 

South elevation at rear: 5-story, 3-bay, stucco at 1
st
 story, brick at upper stories; squared entrance opening; single-

leaf flush steel door; brick infilled window opening at 2
nd

 story; segmental arched window openings at two west 

bays of 3
rd

, 4
th

, and 5
th

 stories; 9-light aluminum windows above 3-light aluminum hopper windows throughout; 

terra cotta cap at roofline. 

 

Built 1914 for Henry Fliegelman, designed by architecture firm of Sauer & Hahn. Alterations: renovated by 

architect Rod Werner, 1983. Contributing.  

 

Documentation: Tatman and Moss; PHC files. 

 

17 (a.k.a. 127 Church Street) 3-story, 2-bay, painted Flemish-bond brick, vernacular 

building with 3-bay storefront. Marble stoop; squared entrance opening; single-leaf flush glazed wood door with 

boarded 2-light wood transom below boarded transom; single-light wood storefront windows with single-light 

transoms; painted stone storefront pilasters and cornice; replacement 1/1 wood windows at 2
nd

 story; 6/6 wood 

windows at 3
rd

 story; sills panned in aluminum; brick belt courses between 2
nd

 and 3
rd

 stories; molded wood cornice; 

hipped roof. 

 

South elevation: 3-story, painted Flemish-bond brick; boarded hay door opening at 3
rd

 floor; 2/2 wood windows at 

1
st
 story; boarded and shuttered window openings at 1

st
 story; 2/2 and 4/4 wood windows at 2

nd
 story; 6/6 wood 

windows at 3
rd

 story; molded wood cornice continues; hipped roof. 

 

East elevation: painted brick. 

 

Built c. 1785. Alterations: storefront added c. 1835. Designated: 6 Jan 1977. Significant. 

 

19 4-story, 2-bay, painted Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Marble stoop; basement access with double-leaf metal grated doors below storefront window; squared entrance 

opening; double-leaf glazed and paneled wood door with boarded transom; single-light wood storefront windows 

with single-light wood transoms; painted stone storefront pilasters and cornice; 6/6 wood windows at upper stories; 

painted stone sills; painted molded brick cornice; gable roof; painted brick chimney. 

 

East elevation: 4-story, 2-bay, painted brick; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; 

wood cornice; stucco addition at 1
st
 story. 

 

South elevation: stucco. 

 

Built c. 1835. Designated: 6 Jan 1977. Contributing.   

 



21-25 3-story, 6-bay, buff brick, Queen Anne building with storefront. Flagstone stoop; stucco 

base; recessed squared entrance opening with replacement double-leaf glazed aluminum door; single-light aluminum 

storefront windows with single-light aluminum transoms; pressed metal storefront pilasters and cornice; squared 

entrance openings for fire escape with replacement double-leaf glazed wood doors and 2-light wood transoms at 2
nd

 

and 3
rd

 stories; Queen Anne wood windows at upper stories; cast stone lintels and sills; terra cotta beltcourses 

throughout; pressed metal molded cornice; gable roof; roof deck. 

 

East elevation: 4-story, 6-bay, stucco at 1
st
 and 2

nd
 stories and brick above; concrete stoop; squared entrance 

opening; flush single-leaf metal door; glass block infilled window openings at 2
nd

 story; 6/6 aluminum windows at 

upper stories; stone lintels and sills; roof deck with metal railing. 

 

South elevation: stucco. 

 

Built 1898. Designed by architecture firm of Collins & Autenreith and built by contractor George L. Sipps for the 

Library Company of Philadelphia. Alterations: demolition of 1-story rear addition and addition of stucco at the 1
st
 

story, 1993. Designated: 6 Jan 1977. Contributing. 

 

Documentation: PHC files; BP. 

 

27 4-story, 3-bay, brick, Queen Anne building with storefront. Granite and concrete stoop; 

permastone base; squared entrance opening; replacement single-leaf glazed wood door; permastone at storefront; 

single-light aluminum storefront windows; roll-down storefront gate; aluminum shingles at 2
nd

 story; tripartite 

groups of wood Queen Anne windows; stone beltcourses at 2
nd

 and 3
rd

-story sills and 3
rd

-story lintels; pressed metal 

pilasters between windows at upper stories; fire escape at upper stories; pressed metal cornice with decorative floral 

block frieze and end consoles; flat roof. 

 

Built 1891 by contractor Thomas M. Seeds. Designated: 6 Jan 1977. Contributing. 

 

Documentation: PRERBG, 1891. 

 

29 3-story, 2-bay, buff brick, vernacular building with storefront. Concrete stoop; storefront 

clad in metal; squared entrance openings; replacement single-leaf flush wood door with single light and single-light 

transom; replacement double-leaf flush metal door with boarded transom; single-light aluminum storefront window 

with single-light wood transom; groups of three 1/1 wood windows at 2
nd

 and 3
rd

 stories; 2/2 wood windows at north 

bay of 2
nd

 and 3
rd

 stories; brick lintels and sills; molded wood cornice with scrolled brackets; flat roof; tar-papered 

penthouse. 

 

Built c. 1890. Contributing. 

 

31-33 3-story, 4-bay, tapestry brick, vernacular building with storefront. Concrete step; squared 

entrance openings; replacement double-leaf glazed aluminum door with single-light transom; replacement single-

leaf flush wood door; storefront clad in metal; paired single-light aluminum storefront windows; roll-down 

storefront gate; coupled 1/1 aluminum windows at upper stories; brick lintels and sills; molded pressed metal 

cornice with end consoles; flat roof; brick penthouse. 

 

Built c. 1900. Contributing. 

 

35 3-story, 1-bay, buff brick, vernacular building with storefront. Recessed squared entrance 

opening; replacement double-leaf glazed aluminum door with single-light aluminum transom; metal storefront 

panels; single-light aluminum storefront windows with single-light transoms; roll-down storefront gate; pressed 

metal storefront pilasters and cornice; grouped aluminum 1/1 windows at upper stories; brick lintels and sills; 

pressed metal cornice with dentils, modillions, and scrolled end consoles; flat roof. 

 

North and South elevations: stucco. 

 

Built c. 1900. Designated: 6 Jan 1977. Contributing.  



 

37-39 Asphalt parking lot. Designated: 6 Jan 1977. Non-contributing. 

 

41 4-story, 2-bay, brick, Italianate building with 3-bay storefront. Recessed ceramic tile 

stoop; recessed squared entrance openings; single-leaf paneled wood door; single-leaf glazed wood door; wood 

storefront panels; single-light wood storefront windows; grouped single-light wood storefront transoms; wood 

storefront pilasters and bracketed cornice; segmental arched window openings at upper stories; 2/2 wood windows at 

upper stories; marble lintels and sills; marble datestone with ―1877‖; bracketed and paneled wood cornice with end 

consoles; flat roof. 

 

South elevation: stucco front building with rear brick section and 1-story, 1-bay, concrete block section; squared 

entrance opening with single-leaf flush wood door; 2/2 vinyl windows; roof decks with wood railings. 

 

East elevation: brick; 2/2 vinyl windows; roof decks with wood railings. 

  

Built 1877. Alterations: interior and exterior alterations as part of the NPS tax credit program, 1988. Designated: 6 

Jan 1977. Contributing.  

 

Documentation: Datestone on building; NPS Tax Credit Application, 1988. 

 

43 4-story, 2-bay, brick, Italianate building with 3-bay storefront. Marble stoop; squared 

entrance openings; single-leaf glazed and paneled wood door with double single-light wood transoms; paneled wood 

door with single-light transom; recessed paneled wood door for freight-elevator; wood storefront panels; single-light 

wood storefront windows; 2-light wood transoms at storefront; wood storefront pilasters and bracketed cornice; 

segmental arched window openings at upper stories; 2/2 wood windows at upper stories; marble lintels and sills; 

bracketed and paneled wood cornice with end consoles; flat roof. 

  

Built 1877. Designated: 6 Jan 1977. Contributing. 

 

Documentation: NPS Tax Credit Application, 1988. 

 

45 5-story, 3-bay, cast-iron, Mid 19
th

-Century Renaissance Revival building with 3-bay 

storefront. Granite stoop and step; squared entrance opening; replacement double-leaf paneled wood door; storefront 

panels; 18-light wood storefront windows with 2-light transoms; two-story storefront pilasters with Corinthian 

capitals; cornice above 2
nd

-story windows; paired 4-light wood casement windows at upper stories; rusticated 

pilasters with stylized capitals at 3
rd

 to 5
th

 stories; paneled spandrels; bracketed cornice with end consoles; flat roof. 

 

Built 1852 by architect John Riddell; cast-iron by Tiffany & Bottom Eagle Ironworks. Alterations: restoration of 

façade with new windows and doors, 1991. Designated: 6 Jan 1977. Significant.  

 

Documentation: BP. 

 

47-49 (a.k.a. 128-140 Cuthbert Street) 2-story, 3-bay, brick, Mid 19
th

-Century Renaissance 

Revival building with cast-iron, 3-bay storefront. Concrete ramp at center bay; granite step beneath storefront 

windows; squared entrance opening; replacement double-leaf flush glazed wood door with single-light wood 

transom; brick storefront base; single-light aluminum storefront windows; group of three full-arched wood storefront 

fanlights; fluted storefront pilasters; molded storefront cornice; full arched window openings with brownstone 

keystones at 2
nd

 story; replacement 1/1 aluminum windows with single-light aluminum transoms; brick corbelled 

cornice; flat roof; CMU penthouse. 

 

North elevation of main building: 2-story, brick; concrete steps; squared entrance openings; replacement single-leaf 

flush metal doors at 1
st
 and 2

nd
 stories; brick infilled window openings at 1

st
 story; 6/6 wood windows at 2

nd
 story; 

metal balcony at 2
nd

 story; stone lintels and sills.  

 



North elevation of building at 128 Cuthbert Street: 4-story, 2-bay, brick; concrete stoop; basement bulkhead with 

double-leaf metal door; squared entrance opening; single-leaf flush steel door; boarded windows throughout; 

denticulated brick cornice; flat roof. 

 

Built in 1852 by John Riddell, architect. Alterations: top stories removed; 128 Cuthbert to be renovated in 2003. 

Designated: 6 Jan 1977. Contributing. 

 

Documentation: PHC files. 

 

51 (a.k.a. 127-129 Cuthbert Street) 3½-story, 2-bay, brick, Greek Revival building with 

storefront. Recessed squared entrance opening; replacement single-leaf glazed wood door with single-light transom; 

ceramic tile storefront surround; grouped single-light wood storefront windows; replacement 1/1 wood windows at 

upper stories and dormer; painted stone lintels and sills; corbelled brick cornice; segmental arched dormer with 

fluted pilasters; gable roof with asphalt shingles; brick chimney. 

 

South elevation: 3½-story, 2-bay, brick main block with 3-story, 7-bay, rear ell and 2-story connector; concrete and 

brick stoops and steps; squared entrance openings; single-leaf glazed wood doors; double-leaf glazed and paneled 

wood door at connector; double-leaf glazed and paneled wood doors with balconette rails at 2
nd

 and 3
rd

 stories; 

replacement 1/1 wood windows at front building; half-round window at attic; 18-light steel windows at 1
st
 story of 

rear ell; 24-light steel windows at 2
nd

 and 3
rd

 stories of rear ell; paired single-light windows with exterior storm 

windows at 2
nd

 story of connector; painted stone lintels and sills at front building; brick sills at rear ell. 

 

East elevation: stucco. 

   

Built c. 1835. Alterations: NPS tax credit project, 1986. Designated: 6 Jan 1977. Contributing 

 

53 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Concrete and marble steps; marble block below central storefront bay; squared entrance openings; double-leaf 

paneled and glazed wood doors with single-light wood transoms; wood storefront panels; single-light wood 

storefront window; wood storefront cornice; replacement 1/1 aluminum windows at 2
nd

 story; replacement 8/8 

aluminum windows with exterior storm windows at 3
rd

 and 4
th

 stories; marble sills; marble and cast stone lintels; 

molded brick and marble cornice; flat roof. 

 

Built c. 1845. Alterations: new windows installed, 1985; demolition of interior section to create inner court, 1984. 

Designated: 6 Jan 1977. Contributing. 

 

Documentation: FIS; NPS Tax Credit Application, 1985; BP. 

 

55 4-story, 3-bay, brick, Queen Anne building with 3-bay cast-iron storefront. Granite stoop 

and concrete ramp; squared entrance openings; double-leaf paneled and glazed wood doors with single-light wood 

transoms; plywood storefront panel; 2-light wood storefront window; cast-iron storefront pilasters; plywood 

storefront cornice; segmental arched window openings at upper stories; 2/2 wood windows with exterior storm 

windows at upper stories; granite sills; brick jack arch lintels; molded brick belt courses; hoist beam at 4
th

 story; 

patterned and textured brick and pressed metal cornice with end consoles; flat roof. 

 

North elevation: stucco. 

 

Built c. 1885. Alterations: interior and exterior alterations as part of the NPS tax credit project, 1985. Designated: 6 

Jan 1977. Contributing. 

 

57 1-story, concrete and brick, vernacular building with storefront. Concrete stoop; stucco 

base; squared entrance opening; single-leaf glazed aluminum door with paired sidelight and single-light transom; 

single-light aluminum storefront window with roll-down gate; painted brick above storefront window; aluminum 

shingles at roofline; flat roof. 

 

Built c. 1960. Non-contributing.  



 

59 (a.k.a. 62 Mascher Street) 4-story, 3-bay, brick, Queen Anne building with storefront. 

Concrete ramp; squared entrance opening; single-leaf flush metal door with single-light wood transom; storefront 

clad with buff brick; single-light and paired single-light aluminum storefront windows; pressed metal storefront 

cornice; segmental arched window openings with 2/2 wood windows at upper stories; granite sills; brick jack arch 

lintels; molded brick belt courses; patterned and textured brick and pressed metal cornice with end consoles; flat 

roof. 

 

South elevation: stucco. 

 

East elevation: 5-story, 2-bay, brick at 1
st
 story, stucco from 2

nd
 to 5

th
 stories; squared garage door opening with roll-

down gate; painted window imitating stained glass at 1
st
 story; 2/2 aluminum windows at 2

nd
 to 5

th
 stories; fire 

escape. 

 

Built c. 1885. Designated: 6 Jan 1977. Contributing. 

 

61-63 (a.k.a. 64 Mascher Street) 5-story, 2-bay, buff brick, Tapestry Brick Style building with 

storefront. Concrete step, concrete ramp and recessed granite step; squared entrance openings; single-leaf glazed 

wood door with single-light wood transom; recessed single-leaf flush metal door; metal gate at freight elevator 

entrance; single-light wood storefront windows; grouped single-light wood storefront transoms; pressed metal 

storefront cornice with brackets and scrolled end consoles; recessed squared openings to fire stair at north bay of 2
nd

 

to 5
th

 stories; groups of five 1/1 vinyl windows at 2
nd

 to 5
th

 stories; brick lintels and sills; pressed metal cornice with 

scrolled end consoles; flat roof. 

 

North elevation: 5-story, brick stucco; 2-light wood casement windows with exterior storm windows at 1
st
 story; 

segmental arched window openings with 6/6 wood windows at 2
nd

 to 5
th

 stories; terra cotta cap at roofline; flat roof. 

 

East elevation of 63 N. 2
nd

 Street: brick; segmental arched window openings with paired 6/6 wood windows from 

2
nd

 to 5
th

 stories. 

 

East elevation of 64 Mascher Street: 5-story, 1-bay; multi-light wood windows at 1
st
 story; triple 6/6 wood windows 

at 2
nd

 to 5
th

 stories. 

 

South elevation: brick. 

 

Built c. 1875. Alterations: new facade for owner Henry Fliegelman by architects Sauer & Hahn, 1912; front wall 

replaced with masonry, 1985; interior and exterior alterations as part of NPS tax credit project, 1988. Designated: 6 

Jan 1977. Contributing. 

 

Documentation: Tatman and Moss; BP; FIS; NPS Tax Credit Application. 

 

65 4-story, 3-bay, brick, vernacular building with storefront. Concrete step; squared entrance 

opening; single-leaf glazed wood door with single-light wood transom; wood storefront panel; single-light wood 

storefront window with single-light wood transom; wood storefront cornice; replacement 1/1 wood windows at 

upper stories; marble lintels and sills; corbelled brick cornice; flat roof. 

 

East elevation: brick; paired 1/1 aluminum windows. 

 

Built c. 1840. Alterations: façade replaced. Designated: 6 Jan 1977. Contributing.  

 

67 4-story, 2-bay, brick, vernacular building with storefront. Concrete steps; squared 

entrance opening; single-leaf glazed wood door with single-light wood transom; wood storefront panel; single-light 

wood storefront window with singled-light wood transom; wood storefront cornice; replacement 1/1 wood windows 

at upper stories; brick lintels and sills; corbelled brick cornice; flat roof. 

 

East elevation: brick; paired 1/1 aluminum windows. 



 

Built c. 1840. Alterations: façade replaced. Designated: 6 Jan 1977. Contributing. 

 

69-71 4-story, 4-bay, painted brick, Greek Revival building with 5-bay storefront. Concrete 

step; squared entrance opening; double-leaf paneled and glazed wood door with boarded transom; single-light wood 

storefront windows with boarded transoms; paneled wood storefront pilasters and cornice; horizontal 2/2 wood 

windows at 2
nd

 to 3
rd

 stories; 1/1 wood windows at 4
th

 story; painted brick lintels and sills at 69; painted granite 

lintels and sills at 71; fire escape at 2
nd

 to 4
th

 stories; projecting box sign at corner; corbelled brick cornice; flat roof. 

 

North elevation: 4-story, 5-bay, painted brick; granite steps; squared entrance openings; double-leaf glazed wood 

door; single-leaf paneled wood door with boarded transom; double-leaf paneled wood door with single-light wood 

transom to shaftway; 2/2 wood windows at 1
st
 story; horizontal 2/2 wood windows at 2

nd
 and 3

rd
 stories; 1/1 wood 

windows at 4
th

 story; 6/6 wood windows above elevator shaft; granite lintels and sills; corbelled brick cornice. 

 

East elevation: brick and stucco. 

 

Built c. 1840. Alterations: storefront alterations at 71, 1914. Designated: 6 Jan 1977. Contributing. 

 

Documentation: BP, FIS. 

 

*************** 

 

SEPTA Subway enclosure 1-story, glass and brick Modern enclosure. Brick base; glazed aluminum grid 

with glazed shed roof. 

 

Built c. 1980. Non-contributing. 

 

2-20 See 201-217 Market Street. 

 

22-34 and 36-38 ―Christ Church‖ East elevation: 3-bay, Flemish-bond brick with glazed headers, Georgian 

church. End bays: brick and rubble stone watertable; full-arched niches with raised brick frames and marble panels, 

sills, imposts, and keystones at 1
st
 story; full-arched window openings with raised brick pedimented frames, marble 

sills, brackets, and keystones, and multi-light/12 wood windows at 2
nd

 story; brick pilasters with marble capitals at 

1
st
 story; brick pilasters with marble bases and capitals at 2

nd
 story; brick and marble beltcourse above 1

st
 story; 

wood entablature with metopes, triglyphs, and mutules; wood parapet wall with urn-shaped finials. Projecting 

middle bay: ashlar stone and marble watertable with blind panel topped by jack arch with keystone; monumental 

Palladian window with brick pilasters, marble bases, capitals, and impost entablatures, full-arched frame with 

keystone and medallion, and multi-light wood windows; monumental brick pilasters with marble bases and capitals; 

raised brick spandrel panels; wood entablature with metopes, triglyphs, dentils, and mutules; brick pediment base 

with brick pilasters, recessed brick panels, and decorative festooned panel; pediment with brick tympanum, framed 

blind lunette, wood entablature, and scrolled end consoles; urn-shaped finials. 

 

South elevation of nave: 8-bay, Flemish-bond brick with glazed headers; brick watertable; full-arched entrance 

openings with marble imposts and keystones and double-leaf paneled wood doors with fanlights; full-arched 

window openings with marble sills, imposts, and keystones and multilight/24 wood windows at 1
st
 story; full-arched 

blind opening with marble sill, imposts, and keystone at western bay of 1
st
 story; full-arched window openings with 

marble sills, imposts, and keystones and multi-light/18 wood windows at 2
nd

 story; full-arched blind openings with 

marble sills, imposts, and keystones at eastern and western bays of 2
nd

 story; brick stringcourse above 1
st
-story 

windows; brick and marble beltcourse above 1
st
 story; brick pilasters with marble bases and capitals at 1

st
 and 2

nd
 

stories; wood entablature with metopes, triglyphs, and mutules; balustraded wood parapet wall with urn-shaped 

finials; standing-seam metal roof. 

 

South elevation of tower: 4-story brick tower at west end; full-arched entrance opening at 1
st
 story with raised brick 

frame, marble imposts and keystone, paneled double-leaf wood door, and fanlight; full arched window openings 

with raised brick frames and marble consoles, imposts, and keystones at 2
nd

 and 4
th

 stories; paired 14-light wood 

casement windows with fanlight at 2
nd

 story; louvers with fanlight at 4
th

 story; round opening with raised brick 



frame, marble keystone and multi-light lunette at 3
rd

 story; brick pilasters and beltcourses; modillioned wood 

cornice; wood steeple with 8-sided base with louvers, pediments, and full-arched openings topped with faceted 

conical cap and gold-painted weathervane. 

 

West elevation of nave: 2 bays flanking tower; Flemish-bond brick with glazed headers; brick watertable; full-

arched window openings with marble sills, imposts, and keystones and multilight/18 Gothick wood windows at 1
st
 

story; full-arched blind openings with marble sills, imposts, and keystones, 12/18 wood windows, multi-light wood 

lunettes at 2
nd

 story; brick pilasters with marble bases and capitals at 1
st
 and 2

nd
 stories; wood parapet posts with urn-

shaped finials; shaped brick parapet walls with metal coping. 

 

South elevation of tower: 4-story, 1-bay, brick tower at west end; full-arched entrance opening at 1
st
 story with 

raised brick frame, marble imposts and keystone, paneled double-leaf wood door, and fanlight; full arched window 

openings with raised brick frames and marble consoles, imposts, and keystones at 2
nd

 and 4
th

 stories; paired 14-light 

wood casement windows with fanlight at 2
nd

 story; louvers with fanlight at 4
th

 story; round opening with raised brick 

frame, marble keystone and multi-light lunette at 3
rd

 story; brick pilasters and beltcourses; modillioned wood 

cornice; wood steeple with 8-sided base with louvers, pedimented dormer with lunette, and full-arched openings 

topped with faceted conical cap and gold-painted weathervane. 

 

West elevation of tower: 4-story, 1-bay, central brick tower at west end; full arched window openings with raised 

brick frames and marble consoles, imposts, and keystones at 1
st
, 2

nd
, and 4

th
 stories; multi-light/12 wood window at 

1
st
 story; paired 14-light wood casement windows with fanlight at 2

nd
 story; louvers with fanlight at 4

th
 story; round 

opening with raised brick frame, marble keystone and multi-light lunette at 3
rd

 story; brick pilasters and beltcourses; 

modillioned wood cornice; wood steeple identical in appearance to south elevation. 

 

North elevation of tower: 4-story, 1-bay, brick tower at west end; full-arched blind opening at 1
st
 story with raised 

brick frame, marble imposts and keystone; full arched window openings with raised brick frames and marble 

consoles, imposts, and keystones at 2
nd

 and 4
th

 stories; window opening infilled at 2
nd

 story; louvers with fanlight at 

4
th

 story; round opening with raised brick frame, marble keystone and multi-light lunette at 3
rd

 story; brick pilasters 

and beltcourses; modillioned wood cornice; wood steeple identical in appearance to south elevation. 

 

North elevation of nave: 8-bay, Flemish-bond brick with glazed headers; brick watertable; full-arched entrance 

opening with marble imposts and keystones and double-leaf paneled wood door with fanlights; full-arched window 

openings with marble sills, imposts, and keystones and multilight/24 wood windows at 1
st
 story; full-arched blind 

openings with marble sill, imposts, and keystone at three bays of 1
st
 story; full-arched window openings with marble 

sills, imposts, and keystones and multi-light/18 wood windows at 2
nd

 story; full-arched blind openings with marble 

sills, imposts, and keystones at four bays of 2
nd

 story; brick stringcourse above 1
st
-story windows; brick and marble 

beltcourse above 1
st
 story; brick pilasters with marble bases and capitals at 1

st
 and 2

nd
 stories; wood entablature with 

metopes, triglyphs, and mutules; balustraded wood parapet wall with urn-shaped finials; standing-seam metal roof. 

 

Grounds: Brick, marble, and wrought iron wall with wrought iron gates; herringbone brick paving with flush marble 

tombstones; brick and marble mausoleums; benches, landscaping. 

 

Christ Church was founded in 1695. This church building was designed by physician Dr. John Kearsley and erected 

between 1727 and 1744. It is an outstanding example of Georgian church architecture. It was declared a national 

shrine by an Act of Congress in 1951. Alterations: western gallery enlarged, 1732, 1782; steeple built by John or 

Daniel Harrison, designer, John Palmer, mason, Robert Smith and John Armstrong, carpenters, 1751-1754; interior 

altered by architect Thomas U. Walter, 1834; interior altered in 1852; interior altered by architect G. W. Hewitt, 

1882; steeple rebuilt after fire, 1908. Designated: 26 June 1956. Significant. 

 

Documentation: HABS; Webster. 

 

40 (a.k.a. 201-227 Filbert Street, 200 Cuthbert Street) 2-story, 5-bay, brown brick, Tapestry 

Brick Style building with Arts & Crafts and Colonial Revival details. Concrete steps and ramp with railings; squared 

entrance openings; recessed double-leaf glazed aluminum door with single-light aluminum transom and stucco 

surround; double-leaf flush steel door with prism glass transom; grouped single-light aluminum storefront windows; 

multi-light steel windows with internal hopper windows at 2
nd

 story; brick sills; projecting stainless steel signs; stone 



signband inscribed with ―U.S. Post Office‖; patterned brick cornice; shaped parapet with stone medallion and cap; 

flat roof. 

 

South elevation: 2-story, 4-bay front section plus rear building, red brick; concrete ramp with metal railing; squared 

entrance openings; single-leaf glazed aluminum door, single-light aluminum sidelight and transom; double-leaf flush 

steel doors at rear building; single-leaf flush steel door at rear building; arched transoms infilled with tile; single-

light aluminum storefront windows; paired 14-light steel windows with internal hopper windows at 2
nd

 story; glass 

block infilled window openings at 1
st
 and 2

nd
 stories of rear building; brick sills; patterned brick parapet with stone 

cap; flat roof. 

 

West elevation: 2-story, 3-bay, brick; loading bay at 1
st
 story; single-light aluminum sliding windows at 1

st
 story; 

brick infilled window opening; brick sills; brick chimney. 

 

North elevation: 2-story front section plus rear building, red brick; squared entrance opening; single-leaf flush steel 

door at rear building; double-leaf wood door with six lights per leaf at rear building; lift door with 10-light wood 

transom and iron hoist at 3
rd

 story of rear building; single-leaf flush steel doors at rear building; group of three 

single-light aluminum storefront windows; paired14-light steel windows with internal hopper windows at 2
nd

 story; 

glass block infilled window openings at 1
st
 and 2

nd
 stories of rear building; brick sills; stone cap at roofline; flat roof. 

 

Built c. 1920. Contributing. 

 

52 (a.k.a. 201-205 Cuthbert Street) 4-story, 2-bay, Flemish-bond brick, Greek Revival 

building with storefront. Concrete step; squared entrance opening at corner; single-leaf glazed and paneled wood 

door with prism glass transom; corner cast-iron storefront column; wood storefront panels; grouped single-light 

wood storefront windows with prism glass storefront transoms; molded wood and pressed metal storefront cornice; 

1/1 metal windows at 2
nd

 to 4
th

 stories; granite sills; molded brick cornice; flat roof. 

 

South elevation: stucco at 1
st
 story and brick at upper stories; 1/1 metal windows; granite sills. 

 

West elevation: 4-story, 2-bay, brick with 1-story, 2-bay extension; 1/1 metal windows; CMU infilled window 

opening; molded brick cornice.  

 

Built c. 1840. Alterations: storefront added c. 1875. Designated: 6 Jan 1977. Contributing. 

 

54 4-story, 2-bay, Flemish-bond brick, Greek Revival building with storefront. Marble 

stoop; squared entrance opening; replacement single-leaf glazed wood door; paneled wood storefront; replacement 

fixed four-light wood storefront window; 6/6 wood windows at upper stories; cast stone sills; molded brick cornice; 

flat roof. 

 

West elevation: stucco; boarded windows at 2
nd

 and 3
rd

 stories; fixed single-light window at 3
rd

 story; brick sills. 

 

Built c. 1840. Designated: 6 Jan 1977. Contributing. 

 

56-60 Originally known as ―Tutleman Brothers & Faggen Building‖  5-story, 3-bay, cast-iron 

facade, Queen Anne building with storefront. Granite steps; squared entrance openings; double-leaf paneled and 

glazed wood doors with single-light wood transoms; sheet metal storefront panels; paired single-light wood 

storefront windows with single-light wood transoms; cast-iron storefront pilasters and cornice; tripartite groups of 

2/2 wood windows flanked by 1/1 wood windows with 2-light wood transoms at 2
nd

 story; tripartite groups of 2/2 

wood windows flanked by 2/2 wood windows with 2-light wood transoms at 3
rd

 to 5
th

 stories; assorted replacement 

windows; cast-iron piers and spandrels at upper stories; Queen Anne shaped parapet with garland, brackets, web 

ornament, and central gabled section; flat roof. 

 

South elevation: brick. 

 

North elevation: stucco; CMU chimney. 

 



West elevation: cast-iron; triple windows; cast-iron rear ell; 6/6 windows with 3-light transoms; fire escape. 

 

Built c. 1830-1836 as stores. Alterations: renovated into a factory for buttons and other trim articles, one story 

added, cast-iron front added, 1900-01 by architect Thomas Stephen; interior and exterior alterations, 1978-1979, 

NPS Tax Credit project. Designated: 6 Jan 1977. Significant. 

 

Documentation: PRERBG, 1900; PHC Inventory Sheet; HABS; NPS Tax Credit Application, 1978. 

 

62-66 (a.k.a. 61 N. American Street) 2-story, 7-bay, brick, vernacular building with storefront. 

Concrete steps; squared entrance openings; single-leaf glazed wood doors; grouped single-light wood windows at 

south end of 1
st
 story; 12-light and 15-light steel windows at north end of 1

st
 story; 15-light steel windows at 2

nd
 

story; brick sills; concrete cap; flat roof. 

 

West elevation: 2-story, 7-bay, brick; squared entrance openings; double-leaf paneled wood doors with multiple 

lights and security grates; 12-light steel window at 1
st
 story; paired 6-light steel windows at 1

st
 story; boarded 

window opening at 1
st
 story; corrugated metal awnings; 15-light steel windows at 2

nd
 story; 2-light steel windows at 

2
nd

 story; brick sills; concrete cap.  

 

Built 1942 as a warehouse. Non-contributing. 

 

68 (a.k.a. 63 N. American Street) 4-story, 2-bay, Flemish-bond brick, Greek 

Revival/Italianate building with storefront. Metal step; recessed squared entrance opening; double-leaf paneled and 

glazed wood door with single-light wood transom; single-light wood storefront windows with single-light transoms; 

paneled wood storefront pilasters; modillioned wood storefront cornice; segmental arched storefront hood; 

replacement 1/1 aluminum windows at 2
nd

 story; replacement 6/6 aluminum windows at 3
rd

 and 4
th

 stories; bracketed 

Italianate wood cornice; flat roof. 

 

South elevation: stucco. 

 

West elevation: stucco; squared entrance openings; sliding glass doors to wood balcony; fixed single-light window 

 

West elevation of rear ell: 2-story, board siding; squared entrance opening with single-leaf metal door; fixed single-

light window at 2
nd

 story; pent roof clad with asphalt singles. 

 

Built c. 1830. Alterations: Italianate cornice and window hoods and sills added, c. 1855; Italianate window hoods 

and sills removed, c. 1970. Designated: 6 Jan 1977. Contributing. 

 

Documentation: PHC files. 

 

70-72 (a.k.a. 71 N. American Street) 5-story, 4-bay, buff brick, Late 19
th

-Century Renaissance 

Revival building with cast-iron storefront. Granite step; squared entrance opening; double-leaf glazed and paneled 

wood door with single-light wood transom; paneled wood service elevator door with boarded transom; wood 

storefront panels; single-light wood storefront windows with single-light wood transoms; cast-iron storefront 

pilasters and cornice; full arched window openings at 5
th

 story; 2/2 wood windows throughout; brownstone sills; 

rough-face brownstone lintels; brownstone Corinthian capitals on window piers at 5
th

 story; corbelled brick cornice; 

shaped parapet with recessed panels; flat roof. 

 

North elevation: brick and stucco. 

 

South elevation: brick. 

 

West elevation: 5-story, 3-bay, brick; segmental arched window openings with 2/2 wood windows throughout. 

 

Built c. 1895. Cast-iron by Samuel J. Cresswell Ironworks, as noted in the original embossed plaque on the 

storefront pilasters. Designated: 6 Jan 1977. Contributing. 

 



Documentation: PHC files. 

 

74 (a.k.a. 200 Arch Street; 73 N. American Street) 2-story, 1-bay, buff tapestry brick, 

Tapestry Brick Style building with storefront. Marble stoop; squared corner entrance opening; replacement single-

leaf glazed aluminum door with boarded transom; replacement paired single-light aluminum storefront windows; 

tripartite group of single-light wood windows with boarded transoms at 2
nd

 story; brick lintels and sills; projecting 

box sign; shaped parapet with limestone accents; flat roof. 

 

North elevation: 2-story, 4-bay, tapestry brick with 2-story stucco rear ell; marble and concrete stoops; squared 

entrance openings; replacement single-leaf glazed aluminum door with single-light aluminum transom; single-leaf 

flush wood door with 6-light wood transom and pedimented wood hood; single-leaf flush metal doors at rear ell; 

replacement paired single-light aluminum storefront windows; tripartite group of single-light wood windows with 

four 4-light wood transoms at 2
nd

 story; brick lintels and sills; shaped parapet with limestone accents. 

 

West elevation: stucco; asphalt parking lot. 

 

Built c. 1920. Contributing. 



N. 2
ND

 STREET - 100 Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: Concrete; metal grates at grade for basement access   

Light fixtures: Highway cobra 

Other: Horse trough on east side: made of solid block of granite, approximately 2‘ wide, 4‘ long and 2½‗ high; 

rounded corners and rusticated sides; shallow bowl; north end has 1-foot extension, approximately 8-inches high 

also with shallow bowl. 

 

105 (a.k.a. 137-139 Arch Street) 3-story, 3-bay, brick, Tapestry Brick Style building; squared 

entrance openings; single-leaf flush wood door with sidelight and single-light wood transom; double-leaf glazed 

metal door with boarded transom; three-light wood storefront windows; single-light wood storefront window; 

patterned brick cornice above storefront windows; group of three single-light wood windows with single-light wood 

transoms at 2
nd

 and 3
rd

 stories; patterned brick panels below windows at north two bays at 2
nd

 and 3
rd

 stories; brick 

sills; crenellated parapet, flat roof. 

 

South elevation: 3-story, 2-bay, brick, with two storefronts. Signs painted on upper two stories of 139 Arch Street. 

Concrete ramp at east storefront; squared entrance openings; single-leaf flush wood door with light, single-light 

wood window, and group of four boarded segmental arched transoms at east storefront; single-leaf glazed wood 

door with sidelight and single-light wood transom, and three-light wood window at west storefront; single-leaf flush 

metal door; patterned brick cornice above storefronts; groups of three single-light wood windows with single-light 

wood transoms at 2
nd

 and 3
rd

 stories; patterned brick panels below windows at east bay at 2
nd

 and 3
rd

 stories; brick 

sills; crenellated parapet; flat roof. 

 

Built c. 1925. Alterations: erection of a 2
nd

 and 3
rd

-story addition, 1981. Designated: 31 Dec 1984. Contributing.  

 

Documentation: zoning permit. 

 

107 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Concrete stoop; squared entrance opening; replacement single-leaf flush wood door with sidelight and boarded 

transom; brick storefront panels; single-light wood storefront windows with 3-light wood transoms; painted stone 

storefront pilasters and cornice; 1/1 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; painted 

stone sills; painted molded brick cornice; flat roof. 

 

Built c. 1840. Listed as part of 105 N. 2
nd

 Street property by BRT. Contributing. 

 

109-131 (a.k.a. 128 Elfreth‘s Alley, 136-144 Elfreth‘s Alley, 117-125 Arch Street) ―National 

Products Building‖ 4-story, 2-bay building at 109-111 N. 2
nd

 Street; 4-story, 3-bay building at 113; 3-story, 6-bay 

building at 115-117; 2-story building at 119-121; 4-story, 2-bay building at 123; 2-story building at 125; terra cotta 

panels at 1
st
 and 2

nd
 stories, painted brick at upper stories, Modern complex with 3 storefronts. Buildings in complex 

not fronting on N. 2
nd

 Street include a 2-story, 2-bay Flemish-bond brick, vernacular building at 128 Elfreth‘s Alley 

and a 2-story, orange brick, Modern building at 117-125 Arch Street. Orange and cream-colored terra cotta panels 

with recessed vertical channels clad in granite at 1
st
 and 2

nd
 stories; areas of mosaic tiles around storefront windows; 

squared entrance openings; recessed north storefront with double-leaf glazed aluminum door with single-light 

aluminum transom, single-light aluminum windows with single-light transoms, and an undulating orange tile and 

stainless steel canopy at the transom-bar level; central storefront with fixed 2-light aluminum window and orange 

mosaic tile surround; recessed south storefront with double-leaf half-glazed aluminum door, aluminum canopy, 

cream-colored tile panels, and fixed single-light aluminum windows with single-light aluminum transoms; single-

leaf flush metal door; recessed frameless glass door with sidelight and terrazzo steps; stainless steel letters reading 

―CHINA GLASS SILVER food service equipment BY‖ and ―National‖ and ―since 1929‖; projecting fin-shaped 

orange terra cotta sign reading ―National‖; groups of two and three vertically stacked aluminum hopper windows at 

3
rd

 story; groups of three and four vertically stacked aluminum hopper windows at 4
th

 story; painted brick sills; 

painted brick cornice; flat roof. Nathan A. Caplen Memorial Park, asphalt surrounded by brick wall, at the northwest 

corner of property. 



 

North elevation: 2-story; orange terra cotta panels with vertical granite-lined channels. 

 

North (128 Elfreth‘s Alley) elevation: 2-story, 2-bay, Flemish-bond brick, vernacular building. Squared entrance 

opening; single-leaf flush steel door; 2-story cast-iron pilasters; window openings infilled with brick at 1
st
 story; iron 

belt course above 1
st
 story; 8/8 wood windows at 2

nd
 story; wood sills; corbelled brick cornice; flat roof. 

 

South (117-125 Arch Street) elevation: 2-story, orange brick, Modern building. Concrete step; wood loading dock 

stairs; squared entrance openings; metal security gate at loading dock; single-leaf flush steel doors; glass block 

windows at 1
st
 story; 18-light steel windows at clerestory; brick sills; metal canopy over loading dock; aluminum 

cap at roofline; flat roof. 

 

Built in phases: 109-111 N. 2
nd

 Street, c. 1880; 113, c. 1880; 115-117, c. 1875; 119-121 in 1958; 123, c. 1880; 125 

in 1958; 128 Elfreth‘s Alley, c. 1860. Alterations: The lower two stories of buildings at 109-125 N. 2
nd

 Street were 

modified c. 1958, possibly by architect Israel Demchick, for the National Products Company with the addition of 

terra cotta panels, vertical granite-lined channels, and stainless steel signage; 1-story rear addition to 115-117 N. 2
nd

 

Street, 1947-1958; 117-125 Arch Street addition, 1979. Listed as separate properties by BRT. Designated: 8 Nov 

2002. Significant. 

 

Documentation: Sanborn Map; informational brochure by the Elfreth‘s Alley Association, PHC files. 

 

133-135 (a.k.a. 141-149 Elfreth‘s Alley) Asphalt parking lot with brick perimeter wall. Non-

contributing. 

 

137 4-story, 3-bay, brick, Italianate building with storefront. Granite stoop; squared entrance 

openings; double-leaf paneled and glazed wood door with Queen Anne wood transom; single-leaf paneled and 

glazed wood door with Queen Anne wood transom; wood storefront panel; single-light wood storefront window 

with Queen Anne wood transom; wood storefront cornice; segmental arched window openings with square-head 2/2 

wood windows at upper stories; marble sills; denticulated brick cornice below wood cornice; flat roof.  

 

South elevation: Stuccoed. 

 

Built c. 1855. Alterations: new storefronts and new windows, 1989. Designated: 31 Dec 1984. Contributing. 

 

Documentation: BP. 

 

139 4-story, 1-bay, brown tapestry brick, Tapestry Brick Style building with storefront. 

Concrete stoop; squared entrance opening; replacement single-leaf glazed aluminum door with single-light 

aluminum transom; group of four single-light aluminum storefront windows; metal panel at storefront cornice; 

tripartite single-light wood window at 2
nd

 story with four-light wood transom; group of four multi-light industrial 

steel windows with internal awning windows at 3
rd

 and 4
th

 stories; brick lintels and sills; shaped gable parapet; flat 

roof. 

 

Date of original building unknown. Alterations: 4-story rear addition to existing 4-story brick building, new front 

façade, for owner I. West by architect P.P., contractor Ciching & Smith, 1922. Designated: 20 Oct 1975. 

Contributing. 

 

Documentation: PHC files. 

 

141-143 4-story, 2-bay, buff brick, vernacular building with storefront. Concrete ramp; squared 

entrance opening; replacement double-leaf glazed aluminum door with single-light transom; segmental arched 

shaftway opening with iron gate; paired single-light aluminum storefront windows with single-light transoms; 

segmental arched fire stair openings with metal railings at 2
nd

 to 4
th

 stories; 9-light steel windows at 2
nd

 to 4
th

 stories; 

brick lintels and sills; corbelled brick cornice; flat roof. 

 

East elevation: brick; 6-light steel windows; brick lintels; stone sills; metal coping. 



 

North elevation: brick; 1/1 aluminum windows with steel lintels. 

 

Built 1908. Alterations: interior and exterior alterations as part of NPS Tax Credit program. Designated: 31 Dec 

1984. Contributing. 

 

Documentation: NPS Tax Credit Application, 2001. 

 

145 (a.k.a. 122-150 Quarry Street) 2-story, 3-bay, Flemish-bond brick, vernacular building. 

Marble stoop; squared entrance opening; double-leaf glazed and paneled wood door with 7-light wood transom; 

single-light wood storefront windows; 6/6 wood windows at 2
nd

 story; painted stone sills; terra cotta cap at roofline; 

flat roof. 

 

North elevation: 2- and 3-story, stucco front section and brick rear section; squared entrance opening; single-leaf 

glazed and paneled door with 4-light transom at 1
st
 story; double-leaf glazed door with balconette at 2

nd
 story; fixed 

15-light wood windows at 1
st
 and 3

rd
 stories; 6/6 wood windows at 2

nd
 story; I-beam lintels at 1

st
 story; wood sills; 

flat roof.  

 

East elevation: brick-infilled opening with wood lintel; single-leaf aluminum door with 7-light aluminum transom; 

steel lintel; metal coping; flat roof. 

 

Built c. 1830. Alterations: removal of 3
rd

 and 4
th

 stories, 1933. Designated: 31 Dec 1984. Contributing. 

 

Documentation: BP; current Sanborn Map. 

 

147 (a.k.a. 123-149 Quarry Street) Originally known as ―Philadelphia Fire Department, 

Engine Company No. 8,‖ ―Philadelphia Fire Museum,‖ and now known as ―Fireman‘s Hall‖ 2½-story, 3-bay, brick 

and limestone, Arts & Crafts building. Granite watertable; brick and limestone variegated piers; full arched entrance 

openings with double-leaf glazed wood doors and Gothik fanlights; full arched window openings with 8/1 wood 

windows with Gothik fanlights at 2
nd

 story; group of three fixed 12-light wood windows at dormer; metal balcony 

railing at 2
nd

 story diaper patterned brick above 2
nd

 story windows; limestone keystones; limestone string course at 

1
st
 story; modillioned brick belt course at 2

nd
 story; iron strap decorations; modillioned metal cornice; hipped roof 

dormer with metal standing seam roofing; stepped side gable roof with metal standing seam roofing; brick chimney; 

granite horse watering trough at sidewalk. 

 

South elevation: 6-bay, 3-story, brick and 2-story, 1-bay, brick addition; squared entrance openings; granite 

watertable at west bay; brick and limestone variegated pier at west bay; single-leaf paneled wood door with stained 

glass transom; wrought iron gate and recessed frameless glass doors at rear addition; double-leaf paneled and glazed 

wood hay doors and wood hoist beams at 3
rd

 story; 2/2 wood windows at 1
st
 and 2

nd
 stories; 8/1 wood window at 2

nd
 

story; full-arched window opening with 8/1 wood window with single-light wood transom and limestone keystone at 

2
nd

 story; large stained glass arched window with limestone keystone at rear addition; paired 2-light casement 

windows at 3
rd

 story; cast stone sills; gas lanterns at 1
st
 story. 

 

East elevation: stucco; full arched window opening with fixed single-light aluminum window. 

 

North elevation: brick with stucco shadow. 

 

Built 1898-1902 as the headquarters of Engine Co. No. 8, the oldest continuously active fire company in the United 

States and a direct lineal descendent of Franklin‘s Union Fire Company. Built by contractor Thomas M. Seeds, Jr. 

The fire department museum opened in 1967 and houses exhibits, displays and collections that date from 1736 (the 

founding of the Union Fire Company by Benjamin Franklin) to 1871, the activation of the Professional Fire 

Department in Philadelphia. Alterations: addition by Thalheimer & Weitz, 1976. Designated: 10 Dec 1974. 

Significant. 

 

Documentation: HABS, Webster. 

 



151-159 Asphalt parking lot with chain link and razor wire fence. Non-contributing. 

 

161 3½-story, 2-bay, Flemish-bond brick, Greek Revival building. Marble stoop; brick 

basement bulkhead with double-leaf wood door; squared entrance opening; single-leaf 6-panel wood door; broken 

pedimented wood door surround; wood pent eave with painted wood shingles; fixed 24-light wood window at 1
st
 

story; 6/6 vinyl windows with exterior storm windows at 2
nd

 and 3
rd

 stories and dormer; painted stone lintels and 

sills; molded wood cornice panned with metal; segmental arched dormer panned with metal; gable roof. 

 

South elevation: stucco with brick rear addition; 1/1 vinyl window. 

 

Built c. 1820. Designated: 24 May 1983. Contributing. 

 

163 4-story, 2-bay, cast-iron and brick Italianate building with 3-bay storefront. Metal-clad 

step; squared entrance opening; double-leaf glazed and paneled wood door with two-light wood transom; central 

double-leaf wood storefront half-door; vertical wood board storefront panel; single-light wood storefront windows; 

cast-iron storefront pilasters 1
st
 and 2

nd
 stories, belt course at 1

st
 story, modillioned cornice at 2

nd
 story, and Tudor 

arched window surrounds at 2
nd

 story; center window opening infilled at 2
nd

 story; 4-light fixed aluminum windows 

with infill at 2
nd

 story; 6/6 wood window at 3
rd

 story; boarded window openings at 3
rd

 and 4
th

 stories; painted stone 

lintels and sills; fire escape; denticulated brick cornice; flat roof. 

 

Built c. 1849 for Elizabeth Spohn. Alterations: 4
th

 story added c. 1855 by Elizabeth Spohn. Designated: 31 Dec 

1984. Contributing. 

 

Documentation: FIS. 

 

165 3½ -story, 1-bay, painted tapestry brick, Tapestry Brick Style building. Squared entrance 

openings; single-leaf glazed aluminum door; boarded opening to freight entrance; paired 1/1 wood windows with 

exterior storm windows at 2
nd

 and 3
rd

 stories; half-round infilled window at attic; brick sills and soldier-course 

lintels; decorative brick patterning and framing; shaped stepped parapet; flat roof; red brick penthouse.  

 

Built c. 1875. Alterations: new facade, 1924; window openings infilled at 2
nd

 and 3
rd

 stories, c. 1970. Designated: 31 

Dec 1984. Contributing. 

 

Documentation: BP. 

 

167 (148 Race Street) 2-story, 1-bay, stucco, Italianate building with storefront. Marble stoop 

at corner; squared entrance opening; double-leaf glazed wood door with boarded transom; brick storefront panel; 

three-light aluminum storefront window; wood storefront cornice with pressed metal end console; boarded window 

at 2
nd

 story; painted stone sill; denticulated wood cornice; flat roof. 

 

North elevation: 2-story, 5-bay, stucco; brick storefront panel; three-light aluminum storefront window; wood 

storefront cornice with pressed metal end console; full-arched window openings at 1
st
 and 2

nd
 stories; 2/2 wood 

windows; stone sills and window hoods belt course above 1
st
 story; stucco parapet; flat roof. 

 

Built c. 1870. Alterations: top stories removed, c. 1900; windows replaced, 1924. Designated: 31 Dec 1984. 

Contributing. 

 

Documentation: BP. 

 

****************** 

 

100 (a.k.a. 201-203 Arch Street) 3-story, 3-bay, painted Flemish-bond brick with vinyl siding 

at 3
rd

 story, Greek Revival building with storefront. Granite stoop; squared corner entrance opening; replacement 

double-leaf glazed wood door with boarded transom; painted cast-iron corner column; single-light wood storefront 

window; wood signboard at storefront cornice; 1/1 aluminum windows at 2
nd

 story; paired single-light aluminum 

windows above single-light aluminum window at 3
rd

 story; gable roof. 



 

South elevation: 3-story, 5-bay, painted Flemish-bond brick at 1
st
 to 2

nd
 stories, stucco at 3

rd
 story; squared entrance 

openings; replacement single-leaf paneled wood door with small lights; garage opening with roll-down gate; rear 

alleyway access with metal gate; single-light wood storefront windows; 1/1 aluminum windows at 2
nd

 story; 2-light 

sliding aluminum windows at 3
rd

 story; group of single-light windows with aluminum surround at 3
rd

 story; painted 

stone lintels and sills at 2
nd

 story; vinyl siding on parapet and cornice. 

 

Built c. 1840. Alterations: top 2 stories removed and west wall rebuilt, 1938 for Fidelity Philadelphia Trust 

Company. Designated: 31 Dec 1984. Contributing. 

 

102 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. Marble 

stoop; squared entrance openings; replacement single-leaf flush wood doors, one with boarded transom, one with 

single-light wood transom; metal storefront panel; single-light wood storefront window with security grate; boarded 

storefront transom; painted stone storefront pilasters and cornice; replacement 1/1 aluminum windows at upper 

stories; painted stone lintels and sills; molded brick cornice; gable roof; stucco chimney. 

 

South elevation: stucco. 

 

Built c. 1840. Designated: 31 Dec 1984. Contributing.  

 

104 4-story, 2-bay, painted Flemish-bond brick, Greek Revival building with 2-bay storefront. 

Marble stoop; squared entrance opening; single-leaf glazed and paneled wood door with Queen Anne wood transom; 

replacement wood storefront panel; single-light storefront window with paired 6-light wood transoms; painted stone 

storefront pilasters and cornice; replacement 6/6 wood windows with infill at upper stories; 1/1 aluminum window at 

dormer; painted stone sills; pedimented dormer; gabled roof clad with asphalt shingles. 

 

Built c. 1840. Alterations: windows replaced and infill added. Designated: 31 Dec 1984. Contributing.  

 

106 4-story, 3-bay, painted brick, Greek Revival building with storefront. Concrete stoop; 

squared entrance opening; double-leaf paneled wood door with boarded transom; bead-board storefront panel; 

projecting storefront window with 2-light wood transoms; painted stone storefront pilaster replacement wood 

storefront; storefront pent eave with wood cladding; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 

stories; painted stone lintels and sills; denticulated brick and metal cornice; flat roof. 

 

West elevation: 4-story, 1-bay, brick; 1/1 aluminum windows throughout. 

 

Built c. 1840. Alterations and additions for David Shapiro by Frank Hahn, 1920. Designated: 31 Dec 1984. 

Contributing.  

 

Documentation: Tatman and Moss. 

 

108 4-story, 3-bay, painted brick, Greek Revival building with storefront. Concrete and 

marble stoops; squared entrance openings; replacement double-leaf paneled wood door with single-light wood 

transom; replacement single-leaf fully glazed door with single-light wood transom; metal storefront panel; 

replacement 2-light aluminum storefront window; fluted pressed metal storefront pilasters; panned wood storefront 

cornice; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; painted stone lintels and sills; 

denticulated brick and metal cornice; flat roof; aluminum-clad penthouse. 

 

West elevation: 4-story, stucco and brick; window openings are not visible; wood balconies at 2
nd

 to 4
th

 stories. 

 

Built c. 1840. Alterations: location of entrance doors changed, 1953. Designated: 31 Dec 1984. Contributing.  

 

Documentation: BP. 

 

110-112 4-story, 2-bay, brown tapestry brick, Tapestry Brick Style building with 3-bay storefront. 

Concrete ramp; squared entrance openings; single-leaf paneled wood door with boarded transom; double-leaf flush 



wood door with boarded transom; recessed single-leaf glazed aluminum door; single-light wood storefront window 

with portions boarded; boarded storefront transom; recessed open fire stair at south bay at 2
nd

 to 4
th

 stories; 

replacement group of four single-light wood windows with boarded transom at 2
nd

 story; group of three 20-light 

steel windows with internal awning window at 3
rd

 and 4
th

 stories; brick lintels and sills; shaped stepped parapet with 

cast stone cap; flat roof. 

 

North elevation: 4-story, brick with stucco area; 15-light steel windows with internal awning window at 2
nd

 to 4
th

 

story. 

 

West elevation: 4-story, 2-bay, brick; paired 15-light steel windows with internal awning windows throughout; terra 

cotta cap at roofline. 

 

Reconstructed in 1921 and 1922 after a fire by architect Jacob Ethan Fieldstein for owner Samuel Berkowitz. 

Contributing.  

 

Documentation: FIS. 

 

114-122 Vacant lot with chain link fence. Listed as three separate properties, 114, 116, and 118-

122, by BRT. Designated: 31 Dec 1984. Non-contributing. 

 

124-126 5-story, 3-bay, brick, Colonial Revival building with storefront. Concrete ramp; painted 

brick base; squared entrance openings; boarded single-leaf door with 4-light wood transom; double-leaf flush steel 

door; single-light aluminum storefront windows; cast-iron storefront pilasters; storefront cornice panned with 

aluminum; boarded shaft way openings at south bay at 2
nd

 to 5
th

 stories; full arched window openings at 5
th

 story; 

6/6 wood windows at north two bays at 2
nd

 to 5
th

 stories; terra cotta lintels and sills; brick piers with terra cotta bases 

and capitals; terra cotta window surrounds at 5
th

 story; terra cotta cornice with modillions; flat roof; pilot house. 

 

South elevation: stucco. 

 

North elevation: 5-story, 4-bay, stucco front building and brick rear building; infilled window openings with small 

single-light awning aluminum windows. 

 

West elevation: 5-stories, 3-bays, painted brick at 1
st
 story; windows infilled throughout; two 2-light awning 

aluminum windows at 4
th

 story. 

  

Built in 1916, designed by engineer Frank Roberts, constructed by Stewart Bros., contractor, for C.B. Porter 

Company. Contributing. 

 

Documentation: PHC files.  

 

128-130 3-story, 2-bay, gray brick, vernacular building with storefront. Squared entrance 

openings; double-leaf flush wood door with single-light wood transom; double-leaf glazed aluminum door with 

single-light wood transom; wood storefront panels; single-light aluminum storefront windows; storefront security 

cage; painted storefront sign band; lighted plastic box sign above storefront; groups of four vertically stacked single-

light aluminum hopper windows at 2
nd

 and 3
rd

 stories; aluminum cap at roofline; flat roof; penthouse. 

 

North elevation: stucco with orange terra cotta at 1
st
 story. 

 

West elevation: 3-story, 3-bay, stucco; 1/1 aluminum windows at 2
nd

 and 3
rd

 stories. 

 

Built c. 1965. Non-contributing. 

 

132-134 Parking lot with small CMU pavilion; squared entrance opening with single-leaf flush 

steel door; 6-light aluminum window; 2-light aluminum window with security grate; flat roof; low, orange terra 

cotta wall. Non-contributing. 

 



136-138 5-story, 7-bay, buff brick, Queen Anne building with storefront. Granite step; squared 

entrance openings; replacement single-leaf paneled and glazed wood doors with 8-light wood transoms; replacement 

recessed single-leaf paneled and glazed wood door with multi-light sidelights and multi-light wood transoms; cross 

buck infill with 10-light wood transom; wood storefront panels; single-light wood storefront windows with 16- and 

18-light wood transoms; cast-iron storefront pilasters and cornice; 2/2 wood windows with exterior storm windows 

at upper stories; limestone lintels and sills; corbelled brick cornice; flat roof. 

 

South elevation: stucco. 

 

West elevation: 5-story, 2-bay, stucco and brick; replacement 1/1 aluminum windows throughout; 2-light aluminum 

window with segmental arched transom at 5
th

 story; wood decks at 2
nd

 to 5
th

 stories. 

 

Built c. 1880. Designated: 9 Dec 1980. Contributing. 

 

140 3½-story, 2-bay, Flemish-bond brick, Greek Revival/Late 19
th

-Century Renaissance 

Revival building with storefront. Concrete ramp; recessed squared entrance openings; single-leaf paneled and glazed 

wood door with oval light and boarded transom; boarded rear alleyway access; pressed metal storefront pilasters and 

bracketed and paneled cornice; wood storefront panel; 3-light aluminum storefront window with boarded transom; 

1/1 aluminum windows at 2
nd

 and 3
rd

 stories and dormer; wood sills; modillioned pressed metal cornice with 

festoons; gabled dormer; gable roof. 

 

Built 1845. Alterations: pressed metal storefront and cornice added, late 19
th

 century. Designated: 31 Dec 1984. 

Contributing. 

 

Documentation: FIS. 

 

142 3½ -story, 2-bay, Flemish-bond brick, Greek Revival building with storefront. Granite 

and concrete stoops; recessed squared entrance openings; single-leaf paneled and glazed wood door with single-light 

wood transom; double-leaf paneled and glazed wood door with single-light wood transom; wood storefront panel; 

paired single-light wood storefront windows with single-light wood transom; wood storefront pilasters and 

bracketed cornice; 1/1 aluminum windows at 2
nd

 and 3
rd

 stories; boarded window at dormer; sills panned with 

aluminum; stucco panel at roofline; pedimented dormer; gable roof; stucco chimney. 

 

Built 1845 by Charles Chauncey. Alterations: renovation of storefront, 1977; restoration of façade, 1983. 

Designated: 21 Apr 1977. Contributing. 

 

Documentation: BP; FIS. 

 

144 3½-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay Queen Anne 

storefront. Tiled stoop; recessed squared entrance opening; double-leaf paneled and glazed wood door with single-

light wood transom; full arched storefront window with wood panels below and above; aluminum storefront pent 

eave; replacement 6/6 wood windows at 2
nd

 and 3
rd

 stories and dormer; pedimented dormer with asphalt-shingle 

cheeks; aluminum cornice; gable roof. 

 

Built c. 1845. Designated: 21 May 1981. Contributing. 

 

146 (a.k.a. 200-218 Quarry Street) 3-story, 3-bay, Flemish-bond brick, Greek Revival 

building with 3-bay storefront. Painted granite step; squared entrance openings; double-leaf paneled and glazed 

wood doors; granite storefront pilasters and cornice; 3/3 and 12/12 wood window at 2
nd

 story; 8/8 and 6/6 wood 

windows at 3
rd

 story; wood sills; brick belt courses between 2
nd

 and 3
rd

 stories; stucco panel at roofline; terra cotta 

coping; flat roof. 

 

North elevation: 3-story, stucco, front building; 2-story, brick, rear ell; 1-story, aluminum-sided addition; 6/6 and 

12/12 wood windows at 1
st
 and 2

nd
 stories; brick sills; squared entrance opening with single-leaf flush metal door at 

addition; aluminum awning windows at addition; 2-light fixed windows at addition. 

 



Built c. 1820. Alterations: 4
th

 story removed, 1936. Designated: 31 Dec 1984. Contributing. 

 

Documentation: FIS; BP. 

 

148 (a.k.a. 201 Quarry Street) 2-story, 3-bay, Flemish-bond brick, vernacular building with 

storefront. Concrete steps; squared entrance openings; replacement single-leaf paneled wood doors with single-light 

wood transoms; arched rear alleyway access with metal gate; single-light wood storefront windows; wood storefront 

pilasters and bracketed cornice; replacement 1/1 aluminum windows at 2
nd

 story; brick belt courses above 2
nd

 story 

windows; terra cotta cap at roofline; flat roof. 

 

South elevation: 2-story, 3-bay, stucco; squared entrance opening; single-leaf flush steel door; replacement 1/1 

aluminum windows at 2
nd

 story. 

 

Built c. 1800. Alterations: top story removed. Designated: 31 Dec 1984. Contributing.  

 

150 2½-story, 2-bay, Flemish-bond brick, Georgian building. Squared entrance opening; 

replacement single-leaf paneled and glazed wood door; replacement fixed 20-light wood window at 1
st
 story; coved 

pent eave with wood shingles above 1
st
 story; 6/9 wood windows at 2

nd
 story; 6-light aluminum casement window at 

dormer; wood sills; paneled wood shutters at 1
st
 and 2

nd
 stories; coved wood cornice; shed dormer; gambrel roof 

with standing seam metal roofing; brick chimney. 

 

Built c. 1755 as residence and tavern. Alterations: interior and exterior alterations and replacement of 1
st
-story 

window and door, 1984. Designated: 11 Aug 1982. Contributing.  

 

Documentation: NPS Tax Credit Application, 1984. 

 

152 3-story, 1-bay, buff tapestry brick, Tapestry Brick Style building with storefront. 

Concrete ramp to entrance; squared entrance opening; replacement single-leaf flush wood door with boarded 

transom; stucco storefront panel; grouped single-light aluminum storefront windows with single-light aluminum 

transoms; pressed metal storefront cornice; 15-light steel windows flanking 20-light steel window with internal 

hopper windows at upper stories; window opening infilled with vent; brick lintels and sills; shaped parapet; flat roof. 

 

North elevation: stucco. 

 

Built c. 1925. Contributing. 

 

154 Vacant lot with chain link fence. Non-contributing. 

 

156 1-story, 1-bay, brick, vernacular building. Squared entrance opening; replacement 

recessed single-leaf flush wood door with small light, single-light wood transom, and security grate; stucco 

storefront panel; grouped single-light wood storefront windows with single-light wood transoms; flat roof. 

 

North and south elevations: stucco. 

 

Built c. 1960. Non-contributing.  

 

158 Asphalt parking lot. Non-contributing. 

 

160 Asphalt parking lot. Non-contributing. 

 

162 1-story, 2-bay, brick, vernacular building. Squared entrance opening; single-leaf glazed 

aluminum door; 2-light aluminum storefront windows; metal storefront security grate; flat roof. 

 

South elevation: 1-story, stucco; single-leaf flush steel door. 

 

Built c. 1960. Non-contributing. 



  

164 (a.k.a. 200-206 Race Street) 1-story, stucco, vernacular building. Squared entrance 

openings; single-leaf glazed flush metal door; single-leaf flush metal door; stucco infilled storefront windows; sign 

band across façade; flat roof; rooftop billboard. 

 

East elevation: 1-story, 2-bay, stucco; single-light aluminum storefront windows with roll-down gates. 

 

Built c. 1851. Alterations: contractor William Sterling removed 2
nd

 and 3
rd

 stories for the Pennsylvania Co., 1938. 

Non-contributing. 

 

Documentation: FIS; BP. 



N. 2
ND

 STREET - 200 Block 
 

 

Paving: Asphalt   

Curbs: Concrete 

Sidewalks: Concrete; metal grates at grade for basement access  

Light fixtures: Highway cobra 

 

205-211 Asphalt parking lot with large billboard. Non-contributing. 

 

231 (a.k.a. 2-10 Summer Street) Vacant lot. Non-contributing. 

 

Site formerly occupied by a 5-story, 3-bay, brick, Italianate building with storefront, built c. 1850, demolished 2002. 

 

Documentation: BP, PHC Files. 

 

233 (a.k.a. 1-9 Summer Street) Vacant lot. Designated: 31 Dec 1984. Non-contributing. 

 

Site formerly occupied by a 4-story, 3-bay, cast-iron-faced, Italianate building with storefront, built c. 1855, 

demolished 2002.   

 

Documentation: PHC Files; NPS Tax Credit Application.  

 

235 Vacant lot. Designated: 31 Dec 1984. Non-contributing. 

 

Site formerly occupied by a 3-story, 2-bay, buff brick, vernacular building with storefront, built c. 1800, demolished 

2002. 

  

Documentation: BP 

 

235R  Vacant lot. Designated: 31 Dec 1984. Non-contributing. 

 

Site formerly occupied by a 2½-story, stucco building, built c. 1760, demolished 2002. 

 

237 3-story, 2-bay, buff brick, Tapestry Brick Style building with storefront. Tile step; central 

recessed squared entrance opening; single-leaf glazed and paneled wood door with single-light transom; rear 

alleyway access with wood lintel; single-light storefront windows with single-light transoms; boarded basement 

window openings; brick storefront panels; wood storefront cornice; 1/1 wood windows at 2
nd

 and 3
rd

 stories; stone 

lintels; brick sills; patterned brick courses and panels; pressed metal cornice with brackets; arch head dormer; gable 

roof. 

 

South elevation: stucco. 

 

Built c. 1800. Alterations: new brick façade, 1921; interior and exterior alterations as part of NPS Tax Credit 

Project, 2001. Designated: 31 Dec 1984. Contributing. 

 

237R 2½-story, stucco, vernacular building. Squared entrance opening; single-leaf paneled 

vinyl door; square-head rear alleyway access; double-leaf metal basement bulkhead; 1/1 vinyl windows at 1
st
 and 2

nd
 

stories and dormer; pedimented dormer with vinyl siding; paneled vinyl shutters at 1
st
 and 2

nd
 stories; gable roof 

with asphalt shingles; stucco chimney. 

 

South elevation: stucco; squared entrance opening; single-leaf vinyl door; 1/1 vinyl windows; patio with metal 

railing. 

 

East elevation: stucco; 1/1 vinyl windows; patio with metal railing. 

 



Built c. 1760. Designated: 31 Dec 1984. Significant. 

 

239 3-story, 2-bay, Flemish-bond brick, vernacular building with 3-bay storefront. Granite 

step; squared entrance openings; replacement double-leaf paneled and glazed wood door with single-light wood 

transom; replacement single-leaf paneled and glazed wood door with single-light wood transom; wood storefront 

panel; single-light storefront slider window with single-light transom; wood storefront cornice; replacement 6/6 

wood windows at 2
nd

 and 3
rd

 stories; marble sills; marble string courses above 2
nd

 and 3
rd

 stories; brick cap at 

cornice; gabled roof. 

 

Built c. 1800. Alterations: fire escape added, 1912; windows infilled, cornice, window hoods, storefront, arch-head 

dormer, and fire escape removed between 1960 and 1977; interior and exterior alterations as part of NPS tax credit 

project, 2001. Designated: 31 Dec 1984. Contributing. 

 

Documentation: NPS Tax Credit Application. 

 

241-243 2-story, 2-bay, brick, vernacular building. Replacement coupled 6/6 aluminum windows 

throughout; brick lintels and sills; brick soldier-course band; shaped brick parapet; flat roof. 

 

East elevation: stucco. 

 

North elevation: 2-story, 8-bay, CMU; squared entrance openings at 1
st
 and 2

nd
 stories; replacement single-leaf 

glazed wood doors; single-leaf steel door with single-light wood transom; wood balcony and deck at 1
st
 and 2

nd
 

stories. 

 

South elevation: stucco; squared entrance openings; single-leaf glazed doors; 6/6 aluminum windows throughout; 

wood deck. 

 

Date of original building unknown. Alterations: 3
rd

 and 4
th

 stories removed, 1938; new front façade installed, 1956; 

interior and exterior alterations as part of NPS tax credit project, 2001. Contributing. 

 

Documentation: BP; PHC files; NPS Tax Credit Application. 

 

245-247 (a.k.a. 142 New Street) 2-story, 2-bay, brick, vernacular building. Replacement 6/6 

aluminum windows throughout; flat roof. 

 

North elevation: 2-story, 10-bay, stucco; Replacement 6/6 aluminum windows throughout; aluminum cap at 

roofline. 

 

East elevation: stucco. 

 

Built c. 1960. Non-contributing.  

 

249 (a.k.a. 143 New Street) Vacant lot. Non-contributing. 

 

251 3½-story, 2-bay, Flemish-bond brick with glazed headers, Federal building with 

storefront. Concrete and marble stoops; squared entrance openings; single-leaf paneled wood door with single-light 

wood transom; double-leaf paneled wood doors with single-light wood transom; boarded window at 1
st
 story; marble 

pier bases at storefront; exposed wood beam above 1
st
-story openings; boarded windows at upper stories and 

dormer; belt courses at 2
nd

 and 3
rd

 stories; wood box cornice; pedimented dormer with aluminum siding on cheeks; 

gable roof with asphalt shingles; stucco chimney. 

 

South elevation: 3½-story, brick, main building and 2- and 3-story, brick and CMU, rear ell; belt courses above 1
st
 

and 2
nd

 stories at rear ell. 

 

East elevation: 3½-story, 2-bay, main building and 2- and 3-story, brick, rear ell; boarded window openings; wood 

box cornice; pedimented dormer; gable roof with asphalt shingles. 



 

Built c. 1780. Designated: 31 Dec 1984. Significant. 

 

253 4-story, 3-bay, brick, Greek Revival building with storefront. Granite stoops; squared 

entrance openings; double-leaf glazed and paneled wood doors with 4-light wood transoms; double-leaf glazed and 

paneled wood door below storefront; single-light wood storefront window with 4-light wood transom; granite 

storefront pilasters and cornice; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; marble 

lintels and sills; denticulated corbelled brick cornice; flat roof. 

 

South elevation: stucco. 

 

East elevation: 4-stories, 2-bay, brick; 9/9 wood window at 1
st
 story; 6/6 wood windows at upper stories; granite 

sills; aluminum cap at roofline.  

 

Built c. 1830. Alterations: interior and exterior alterations as part of NPS tax credit project, 2001. Designated: 31 

Dec 1984. Contributing. 

 

Documentation: NPS Tax Credit Application. 

 

255 4-story, 2-bay, brick at 1
st
 and 2

nd
 stories, stucco above, vernacular building. Squared 

entrance opening; single-leaf paneled steel door; 6/6 vinyl windows at 1
st
 to 4

th
 stories; aluminum cap at roofline; 

flat roof. 

 

North elevation: stucco at 1
st
 and 2

nd
 stories, painted CMU at 3

rd
 and 4

th
 stories; painted sign. 

 

East elevation: 4-story, 3-bay, stucco; squared entrance openings at every story; single-leaf paneled steel door at 1
st
 

story; single-leaf multi-light wood doors at upper stories; 6/6 vinyl windows throughout; aluminum cap at cornice. 

 

South elevation: stucco; 6/6 vinyl windows. 

 

Built c. 1850. Contributing. 

 

Documentation: BP. 

 

257-259 Vacant lot. Non-contributing. 

 

261 Vacant lot. Non-contributing. 

 

263 Vacant lot. Non-contributing. 

 

265 Vacant lot. Non-contributing. 

 

****************** 

 

200 (a.k.a. 201-203 Race Street, 200-204 Florist Street) Vacant lot with chain link fence. 

Non-contributing. 

 

202-212 Vacant lots. Listed as six separate lots by BRT. Non-contributing. 

 

222 Vacant lot. Non-contributing. 

 

226-230 (a.k.a. 237-241 Bread Street) 3-story, 3-bay, brick, industrial building. Concrete steps; 

recessed squared entrance opening; concrete watertable; single-leaf glazed wood door in glass block surround; 

coupled 6-light aluminum windows throughout; cast stone sills; cast stone belt courses at 1
st
 and 3

rd
 stories; brick 

belt courses at 3
rd

 story; cast stone cornice; flat roof. 

 



South elevation: 3-story, 13-bay, brick with portions painted; large concrete smokestack with faded ―Wilbur‖ sign; 

coupled 3- and 6-light aluminum windows throughout. 

 

West elevation: 2-story, 3-bay, brick; squared entrance opening; recessed single-leaf flush steel door; recessed 

opening with metal railing; brick and CMU infill with small single-light aluminum windows at 1
st
 story; multi-light 

aluminum windows at 2
nd

 story; stucco watertable and belt course at 1
st
 story; concrete penthouse. 

 

North elevation: brick and stucco. 

 

Built 1920 by Scofield Engineering Company for H.O. Wilbur & Sons, Inc. (chocolate manufacturers) for use as a 

powerhouse. Designated: 31 Dec 1984. Contributing. 

 

232-234 Originally known as ―Isaac Steppacher Building‖ 4-story, 6-bay, painted brick, Queen 

Anne building with storefront. Marble stoops; replacement concrete stoops; full arched entrance openings; double-

leaf paneled and glazed wood doors with arched wood fanlights; wood storefront panels; single-light wood 

storefront windows with arched wood fanlights; cast-iron storefront pilasters and cornice with floral decorations 

between arches; segmental arched window openings at 2
nd

 and 3
rd

 stories; full arched window openings at 4
th

 story; 

4/4 wood windows at 2
nd

 and 3
rd

 stories; 4/4 wood windows at 4
th

 story with wood fanlights; fire escape; painted 

brick lintels and corbelled sills; brick piers; recessed brick spandrels; bracketed cast-iron cornice; flat roof. 

 

North elevation: stucco. 

 

West elevation of main building: 4-story, stucco, 6/6 wood windows at 2
nd

 and 3
rd

 stories; wood balcony at 2
nd

 story. 

 

West elevation of garage addition: 1-story, stucco; squared garage door opening with metal roll-down door; squared 

entrance opening with single-leaf flush steel door. 

 

Built c. 1893 for Isaac Steppacher. Alterations: new storefront windows to match original, new wood windows, 

2000. Designated: 31 Dec 1984. Contributing. 

 

Documentation: FIS; NPS Tax Credit Application, 2000; BP. 

 

236 3-story, 2-bay, buff tapestry brick and stucco, vernacular building. Ramp with metal 

railing; squared entrance opening with single-leaf glazed and paneled wood door; 8/8 vinyl windows with snap-in 

muntins throughout; brick lintels and sills at 1
st
 and 2

nd
 stories; brick cornice at 2

nd
 story; brick panel with tile 

accents between 1
st
 and 2

nd
 stories; aluminum cornice at roofline; flat roof. 

 

Built c. 1970. Alterations: 3
rd

 story added c. 1980. Non-contributing. 

 

238 3-story, 3-bay, Flemish-bond brick with glazed headers, vernacular building with 

storefront. Marble stoop; squared entrance openings with single-leaf glazed and paneled wood doors and single-light 

wood transoms; wood storefront panels; single-light wood storefront windows with single-light wood transoms; 

wood storefront pilasters and cornice with pent eave; segmental arched window openings at 2
nd

 story; replacement 

6/6 wood windows at upper stories; brick jack arches at 2
nd

 story; wood sills; brick belt course between 2
nd

 and 3
rd

 

stories; pressed metal cornice; flat roof. 

 

North elevation: stucco with billboards. 

 

East elevation: 3-story, 1-bay, stucco; boarded squared garage door opening. 

 

Built c. 1750. Alterations: 4
th

 story or attic removed; cornice removed by Pennsylvania Past Co. in 1921 and 

replaced with pressed metal cornice; numerous mid-twentieth century storefront alterations; interior and exterior 

alterations as part of NPS tax credit project, 2001. Designated: 31 Dec 1984. Contributing. 

 

Documentation: NPS Tax Credit Application. 

 



240-242 Vacant lot with chain link fence. Non-contributing. 

 

244-258 (a.k.a. 201-205 New Street, N. 245-259 Philip Street, and 200-206 Vine Street) 1-story, 

5-bay, brick, Colonial Revival gas station. Squared entrance opening; squared garage openings with roll-down wood 

doors; single-leaf glazed and paneled wood door with wood surround; fixed 20-light wood bow window at 1
st
 story; 

cross gable with vertical board siding and circular vent; wood cornice; gabled roof with asphalt shingles; asphalt lot 

with gas pups and metal canopy. 

 

West elevation: CMU. 

 

North elevation: 1-story, 3-bay, brick; squared entrance openings with single-leaf flush steel doors with single-light 

wood transoms; 16-light wood window; brick sills; gable with vertical board siding and circular vent; Colonial 

Revival light fixture. 

 

South elevation: 1-story, 2-bay, brick; 8/8 wood windows with security grate; brick sills; gable with vertical board 

siding and circular vent; Colonial Revival light fixture. 

 

Built c. 1950. Non-contributing. 



N. 2
ND

 STREET - 300 Block 
 

 

Paving: Asphalt   

Curbs: Concrete 

Sidewalks: Concrete  

Light fixtures: Highway cobra and modified highway cobra 

 

300-306 (a.k.a. 201 Vine Street) Concrete parking lot with metal guardrail. Listed as four separate 

properties by BRT. Non-contributing. 

 

308-310 1-story, 2-bay, stucco, vernacular garage. Squared garage door openings with metal roll-

down garage doors; stepped parapet; terra cotta cap; flat roof. 

 

South elevation: stucco. 

 

Built c. 1925. Non-contributing. 

 

312-314 (a.k.a. 200-202 Wood Street) 1-story, 1-bay, brick, vernacular building with storefront. 

Squared entrance openings; single-leaf flush steel door; double-leaf glazed aluminum door; metal storefront panel; 

single-light aluminum storefront windows; 4-light aluminum storefront transom; roll-down storefront security gate; 

stepped parapet; flat roof. 

 

North elevation: 1-story, painted CMU; concrete step; squared entrance opening with double-leaf flush steel door; 

glass block windows. 

 

South elevation: painted CMU. 

 

Built c. 1920 1961. Contributing. Amended 12 December 2014 to Non-contributing. 



S. 2
ND

 STREET - Unit Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: 90% Concrete 10% Brick 

Light fixtures: Highway cobra 

 

1-5 See 138-140 Market Street. 

 

7 2-story, 5-bay, terra cotta, Art Deco building with storefront. Granite steps to separate 

entrances; two squared entrance openings on 1
st
 story; single-leaf replacement, half-glazed and paneled, metal door 

at north bay; full-glazed wood door at south bay; stone storefront base; double-light, wood storefront window; 

single-light wood transoms above entrance doors and storefront window, topped by terracotta panels; roll-down gate 

above storefront; full width balcony at 2
nd

 story with wrought iron railing; squared entrance opening at 2
nd

 story; 

single-leaf full-glazed wood door at 2
nd

 story; single-light wood windows at 2
nd

 story with transoms above; terra 

cotta cornice with raised geometric shapes and terra cotta coping at parapet; flat roof. 

 

North elevation: stucco. 

 

Built c. 1935. Designated: 7 Oct 1976. Contributing. 

 

9 4-story, 3-bay, brick, Colonial Revival building with 3-bay storefront. Two squared 

entrance openings at 1
st
 story, boarded; metal replacement storefront pilasters; metal replacement storefront cornice; 

boarded storefront windows; boarded window openings at upper stories with a few broken 1/1 wood windows in 

place; replacement marble Colonial Revival lintels with keystones at 2
nd

 and 3
rd

 stories; painted stone lintels and 

sills; marble beltcourse above 2
nd

 story; corbelled and denticulated brick cornice; flat roof. 

 

Built c. 1845. Alterations: Colonial Revival lintels and cornice added, 1920s; storefront alterations, 1950s. 

Designated: 7 Oct 1976. Contributing. 

 

Documentation: PHC files. 

 

11 4-story, 2-bay, Flemish-bond brick building with storefront. Concrete stoop; squared 

entrance opening; glazed single-leaf aluminum door with transom; metal replacement storefront pilasters; metal 

replacement storefront cornice; boarded storefront window and transom; roll down gate above storefront; open 

window apertures at upper stories; painted stone sills; corbelled brick cornice; flat roof. 

 

Built c. 1845. Designated: 31 Dec 1984. Contributing. 

 

Documentation: PHC files. 

 

13 4-story, 2-bay, Flemish-bond brick building with storefront. Concrete stoop; squared 

entrance opening; glazed single-leaf aluminum door; aluminum panels at storefront base and storefront cornice; 

single-light storefront aluminum window; roll down gate above storefront; replacement 1/1 wood windows at upper 

stories; painted stone sills; molded brick cornice; flat roof. 

 

South elevation: stucco. 

 

Built c. 1845. Designated: 7 Oct 1976. Contributing. 

 

Documentation: PHC files. 

 

15-25 Parking lot; parking level raised 5‘ above grade; brick wall with concrete cap and low 

metal railing; ramp to lower level parking. 

 



Built c. 1965. Listed as two properties, 15-17 and 19-25, by BRT. Non-contributing. 

 

27 (a.k.a. 98 Black Horse Alley) 4-story, 2-bay, painted Flemish-bond brick building with 

wood clapboard storefront. Marble stoop; boarded entrance and storefront; painted marble storefront pilaster; 

boarded window openings; painted stone lintels and sills; corbelled brick cornice; flat roof. 

 

North elevation: 4-story main and 3-story rear ell, brick; squared service entrance with roll down wood door; 

squared entrance fire escape openings at 2
nd

 to 4
th

 stories at west end, each with double-leaf paneled and glazed 

wood doors; bricked-up, boarded, and shuttered window openings throughout; segmental arched window openings 

at rear ell; marble sills at 1
st
 story, wood sills at upper floors; metal fire escape. 

 

Built c. 1840. Alterations: entire storefront covered with wood clapboard. Designated: 7 Oct 1976. Contributing. 

 

29 4-story, 2-bay, painted brick building with wood clapboard storefront. Marble stoop; 

boarded squared entrance opening and storefront; boarded window openings; painted stone sills; marble and brick 

beltcourses above 3
rd

 story windows; wood cornice; flat roof. 

 

Built c. 1840. Alterations: entire storefront covered with wood clapboard. Designated: 7 Oct 1976. Contributing. 

 

31 4-story, 2-bay, brick building with 4-bay storefront. Permastone storefront base; squared 

entrance opening; replacement glazed single-leaf wood door; three banked, single-light storefront windows; 

aluminum clapboard above storefront windows; replacement 1/1 aluminum windows at upper stories; marble sills; 

marble and brick beltcourses above 3
rd

 story windows; wood cornice; flat roof. 

 

Built c. 1840. Alterations: entire storefront covered with wood clapboard. Designated: 7 Oct 1976. Contributing. 

 

33 5-story, 3-bay, painted brick, Neoclassical building with 3-bay painted brick storefront. 

Concrete steps to two squared entrance openings; glazed single-leaf wood doors, one with single-light wood transom 

and one with boarded up transom; brick storefront base; pressed metal denticulated storefront cornice; fixed, 15-

light, replacement wood storefront window, 1/1 wood windows at upper stories; granite lintels and sills; raised 

brickwork at cornice and outer ends of elevation; flat roof; fire escape extends from 2
nd

 to 5
th

 story. 

 

Built c. 1905. Alterations: storefront window altered in the 1950s. Designated: 7 Oct 1976. Contributing.  

 

35 5-story, 3-bay, cast-iron, Italianate building with storefront. Three squared entrance 

openings at storefront with covered, 1-light wood transoms; double-leaf glazed wood doors; cast-iron storefront 

pilasters with raised floral motif and denticulated cast-iron storefront cornice; paired 1/1 wood windows at upper 

stories; multi-light arched design transoms above 2
nd

 story windows; segmental arched parapet; cast-iron paneled 

cornice; flat roof; fire escape from 2
nd

 to 5
th

 story. 

 

South elevation: Brick and stucco. 

 

Built c. 1885. Designated: 7 Oct 1976. Significant. 

 
Documentation: PHC Files. 

 

37-39 (a.k.a. 32 Letitia Street) 2-story, 2-bay, brick and concrete block parking garage. Garage 

door opening; concrete blocks with open lattice design infills openings at 1
st
 and 2

nd
 stories; concrete block parapet; 

flat roof. 

 

East elevation (a.k.a. 32 S. Letitia Street): 2-story, 5-bay, brick; one squared entrance opening at south end; one 

double-wide garage door opening at north end; flush aluminum replacement door; paired two-light aluminum 

windows; brick sill; concrete blocks with open lattice design infills openings at 1
st
 and 2

nd
 stories; concrete block 

parapet; flat roof. 

 

Built 1958. Non-contributing. 



 

41-45 4-story, 5-bay, Flemish-bond brick with darkened headers, Neoclassical building. 

Limestone watertable; central squared entrance opening; replacement wood glazed single-leaf door with single-light 

wood transom and 16-light transom above; 16/16 aluminum windows at 1
st
 story with wrought iron grates at bottom 

half; one 8/8 wood window at 2
nd

 story; coupled aluminum slider windows at 2
nd

 story; 12/12 aluminum windows at 

3
rd

 and 4
th

 stories; limestone sills; brick jack arches with limestone keystones; limestone beltcourse with modillions 

above 1
st
 story; limestone beltcourse with dentils above 2

nd
 story; limestone cornice with dentils and modillions; 

limestone balustraded parapet; flat roof. 

 

North elevation: Brick and stucco. 

 

Built c. 1925. Contributing. 

 

45-55 See 123-129 Chestnut Street. 

 

**************** 

 

2-8 See 200 Market Street. 

 

10 2-story, 2-bay, Flemish-bond brick, Federal building with 2-bay storefront. Concrete step; 

squared entrance opening; two-light flush wood replacement door with single-light wood transom; paneled wood 

storefront; 3-sided square projecting storefront window with single-light, wood storefront window and three-light 

wood transom on front and single-light wood windows with transoms on sides; slate-shingled pent eave above 

storefront; 6/6 wood windows at 2
nd

 story; cast stone lintels and sills; stone beltcourse near roof line; brick parapet 

with reveals of former window openings; flat roof. 

 

Built c. 1820. Alterations: third story removed sometime after 1977. Designated: 7 Oct 1976. Contributing.  

  

 

12-14 ―Cuba Libre‖ 2-story, 4-bay, stucco, Spanish Colonial Revival building with storefront. 

Wood platform deck with wrought iron railing; squared entrance openings; six single-leaf glazed wood doors; 

awning across storefront; arched entrance openings at 2
nd

 story; four double-leaf multi-light glazed wood doors with 

fully arched transoms at 2
nd

 story; stuccoed balcony with wrought iron railing at 2
nd

 story; shaped parapet accented 

with ball finials at ends; raised festoons above 2
nd

 story entrances; flat roof. 

 

Built 2000. Non-contributing.  

 

Documentation: BP. 

 

16 3-story, 1-bay, painted brick building with 2-bay storefront. Brick step; squared entrance 

opening with glazed, double-leaf aluminum door; three-light, fixed storefront aluminum window; awning across 

storefront; three-light, fixed aluminum window at 2
nd

 story; asphalt shingles on pseudo-Mansard at roofline; 

aluminum siding at soffit; flat roof. 

 

Built c. 1920. Alterations: new roof, storefront, façade. Non-contributing. 

 

20 3-story, 2-bay, buff brick building with 3-bay storefront. Concrete step; three squared 

entrance openings, two with single-leaf wood, multi-light doors, one with glazed wood door; 4-light wood transoms 

above each entrance opening; replacement flush wood storefront pilasters; wood sign board above storefront; 

aluminum clad storefront cornice; replacement 6/6 vinyl windows at 2
nd

 story; brick sills; asphalt shingles on 

pseudo-Mansard at roofline; aluminum siding at soffit; flat roof. 

 

Built c. 1920. Alterations: new roof, storefront, façade. Non-contributing. 

 

22-24 3½ story, 2-bay, stucco and tile building with storefronts. Two storefronts, each with 

concrete steps, squared entrance opening with glazed single-leaf aluminum door, and pair of replacement single-



light, fixed, storefront aluminum windows with single-light transoms; wood storefront cornice with sign board; 

group of three 1/1, aluminum replacement windows on 2
nd

 and 3
rd

 stories; single-light transoms above windows at 

2
nd

 story; stucco panels at cornice; segmental arched dormer at south end and gabled dormer at north end; gable 

roof.  

  

Built c. 1820. Alterations and additions for owner Meilachowitz by architect Frank Hahn, 1923; new façade, 2000. 

Contributing.  

 

Documentation: BP; Tatman and Moss. 

 

26 2-story, 2-bay, stucco building with storefront. Concrete step; three-sided projecting 

storefront; beaded board wood storefront base; squared entrance opening; single-leaf aluminum frame, glazed 

replacement door with single-light transom; two-light storefront aluminum window with 2-light transom; pent eave 

above storefront with asphalt shingles; replacement 1/1 aluminum windows at 2
nd

 story; terra cotta coping at roof 

line; flat roof. 

 

Built c. 1840. Alterations: entire façade remodeled with stucco, new storefront and new windows, c. 1975. Non-

contributing.  

 

28 (a.k.a. 17 Strawberry Street) 4-story, 3-bay, Flemish-bond brick, Greek Revival building 

with 3-bay Venetian Gothic storefront. Marble stoop; brick storefront base; recessed central entrance opening; half-

glazed and paneled, double-leaf wood door with rectangular fanlight with rounded upper corners; narrow wood 

storefront pilasters; Venetian Gothic storefront cornice with arcaded corbel table and scrolled end brackets; fixed 

multi-light storefront wood windows; boarded transoms with rounded corners; 6/6 wood windows at upper stories; 

painted stone sills; metal beltcourse at 4
th

 story sill height; corbelled brick cornice; flat roof. 

 

North elevation: stucco. 

 

Built c. 1835. Alterations: Edwin Hall & Co. Venetian Gothic storefront added c. 1865; new windows installed on 

4
th

 story, 1988. Designated: 7 Oct 1976. Significant. 

 

Documentation: BP; FIS. 

 

30 (a.k.a. 21-25 Strawberry Street) 3-story, 2-bay, cast-iron, Queen Anne building with 

storefront. Recessed squared entrance opening; glazed single-leaf wood door; fixed single-light wood storefront 

window with paneled wood below and rounded-corner transom; 1/1 wood windows with single-light transoms at 2
nd

 

story; 1/1 wood windows at 3
rd

 story; cast-iron paneled spandrels; cast-iron cornice; flat roof. 

 

Built 1889, by architect Frank Watson. Designated: 7 Oct 1976. Significant.  

 

Documentation: identical to 32-34 S. 2
nd

 Street in cast-iron details; NPS Tax Credit Application, 1986. 

 

32-34 (a.k.a. 201-215 Trotter‘s Alley) ―The White Palace‖ 6-story, 5-bay, cast-iron, Queen 

Anne office building with storefront. Concrete and ceramic tile steps; corner squared entrance opening and squared 

entrance opening at north end, both with double-leaf glazed wood doors and single-light wood transom; stylized 

Byzantine cast-iron storefront pilasters and corner column; flattened arched openings between corner column and 

pilasters; wood storefront panels; cast-iron storefront cornice; group of three fixed single-light wood storefront 

windows with transoms; 1/1 and 2/2 wood windows with transoms at 2
nd

 story; 1/1 and 2/2 wood windows at upper 

stories; cast-iron paneled spandrels; recessed central balcony at 6
th

 story; shaped parapet with center gable adorned 

with geometric cast-iron coffers; cast-iron cornice; projecting cast-iron cornice below 6
th

 story windows adorned 

with floral motif and dentils; flat roof. 

 

South elevation: 6-story, 9-bay, brick; cast-iron storefront continues; painted brick 1
st
 story; one fixed, 2-light, wood 

storefront window with 2-light wood transom above; segmental arched window openings at upper stories; 1/1 wood 

windows throughout; fire escape at bays 6 and 7 from 2
nd

 to 6
th

 stories; cast-iron cornice above 6
th

 story windows. 

 



West elevation: 6-story, 4-bay, brick; painted granite steps; painted brick 1
st
 story; squared entrance openings; 

replacement single-leaf steel doors with boarded transoms; boarded group of six storefront windows; decorative iron 

lintels above 1
st
 story; segmental arched window openings at upper stories; 1/1 and 2/2 windows at upper stories; 

granite sills; stucco band above 6
th

 story; wood molded cornice. 

 

North elevation: brick. 

 

Built in 1888-1889 for Philip J. Walsh, merchant, designed by architect Frank Watson. Walsh built one of the most 

successful and largest mercantile houses in the city. Alterations: for the estate of Philip J. Walsh by architect Frank 

Hahn, 1920; windows and storefront restored as part of a NPS tax credit project, 1986. Designated: 7 Oct 1976. 

Significant. 

 

Documentation: Philadelphia and Popular Philadelphians (1891), The North American, publishers, n.p.; Tatman 

and Moss; Gallery; PHC files; NPS Tax Credit Application, 1986. 

 

36-42 (a.k.a. 200-214 Trotter‘s Alley and 27-33 Strawberry Street) Parking lot. Listed as two 

properties, 36-38 and 40-42, by BRT. Designated: 7 Oct 1976 (40-42). Non-contributing. 

 

44 3½-story, 2-bay, Flemish-bond brick, Federal building with 2-bay storefront. Brick stoop 

with replacement iron railings; recessed squared entrance opening; single-leaf wood glazed replacement door; 4-

light wood transom; single-light wood replacement storefront window; stucco panel above 1
st
 story; 1/1 aluminum 

windows at 2
nd

 story, 1/1 aluminum windows at 3
rd

 story and dormer with exterior storm windows; panned 

aluminum sills; brick cornice; gable roof dormer; asphalt tiles on gable roof; cloth awning across 1
st
 story storefront. 

 

North elevation: stucco; one 1/1 aluminum window; wood railing at roof deck. 

 

Built c. 1820. Alterations: new storefront. Designated: 7 Oct 1976. Contributing.  

 

46 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. Brick 

stoop with replacement iron railing; painted tile watertable; squared entrance opening; single-leaf glazed and 

paneled replacement wood door with boarded up transom; replacement pent eave above storefront; fixed pair of 

replacement storefront aluminum windows with stained glass transoms; 6/6 replacement wood windows at upper 

stories; painted stone lintels and sills; brick cornice; flat roof; awning above storefront windows. 

 

Built c. 1840. Alterations: new storefront. Designated: 7 Oct 1976. Contributing. 

 

48 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Marble, granite and concrete steps; two squared entrance openings, both with boarded transoms; one double-leaf 

glazed and paneled wood door; one flush steel replacement door; fluted wood storefront pilasters; pressed metal 

storefront cornice; three vertically stacked fixed wood storefront windows with paneled wood below; 6/6 

replacement wood windows at upper stories; stone lintels and sills; brick cornice; flat roof. 

 

Built c. 1840. Alterations: brick walls, lintels and sills repaired, 6/6 windows installed on front elevation, 1976. 

Designated: 7 Oct 1976. Contributing. 

 

Documentation: BP.  

 

50 (a.k.a. 41 Strawberry Street) 4-story, 2-bay, Flemish-bond brick, Greek Revival building 

with storefront. Concrete stoop; squared entrance opening; glazed, single-leaf aluminum replacement door with 

glazed sidelights; storefront clad in sheet metal; two fixed aluminum storefront windows; 6/6 wood windows at 2
nd

 

and 3
rd

 stories; 1/1 wood windows at 4
th

 story; wood sills and lintels with corner blocks; wood cornice; flat roof. 

 

Built c. 1836 Alterations: additions, 1890s; storefront changes, 2000. Designated: 7 Oct 1976. Contributing. 

 

Documentation: PHC files; FIS; BP. 

 



52 (a.k.a. 43 Strawberry Street) 4-story, 2-bay, Flemish-bond brick building with storefront. 

Concrete stoop with iron railing; squared entrance opening at 1
st
 storiy; single-leaf glazed replacement aluminum 

door with transom; anodized aluminum storefront with 9 fixed aluminum windows; metal sign board above 

storefront windows; three supporting I-beams attached to façade above windows; wood braces attached at edges of 

elevation; boarded windows at 2
nd

 story; 6/6 wood windows; painted stone sills; pressed metal cornice; flat roof. 

 

Built c. 1834. Alterations: pressed metal cornice added in the late 19
th

 century; new storefront, 2000. Designated: 7 

Oct 1976. Contributing.  

 

Documentation: BP; FIS. 

 

54 3½ story, 2-bay, Flemish-bond brick, Federal building with storefront. Brick and stucco 

storefront base; squared entrance opening; wooden door surround with broken pediment and fluted pilasters; paneled 

wood, replacement, single-leaf door; 9-light, fixed wood storefront window; brick pilasters; pressed metal Colonial 

Revival storefront cornice; 1-light, wood windows at 2
nd

 story; 1/1, vinyl windows at 3
rd

 story and dormer; panned 

aluminum sills at 2
nd

 story; stucco beltcourse above 2
nd

 story; panned aluminum box cornice; gable roof dormer; 

asphalt tiles on gable roof; stuccoed chimney. 

 

Built c. 1820. Alterations: storefront c. 1925. Designated: 7 Oct 1976. Contributing. 

 

56 3-story, 2-bay, brick, Italianate building with Tudor, 2-bay storefront. Marble step; 

segmental arched entrance opening; board and batten Tudor door with small light; single-light, fixed, wood 

storefront window; slate on pent and gable roofs at storefront; segmental arched window openings at upper stories; 

replacement 1/1 aluminum windows; painted stone lintels and sills; bracketed wood cornice; flat roof. 

 

Built c. 1875. Alterations: Tudor-style storefront added, c. 1925; new brick façade. Designated: 7 Oct 1976. 

Contributing.  

 

58 4-story, 2-bay, Flemish-bond brick, Italianate building with 3-bay storefront. Concrete 

stoop with ceramic tile; recessed squared entrance opening; single-leaf glazed replacement wood door with sidelight 

and boarded transom; paneled wood storefront pilasters; flush wood storefront panels; cloth awning across 1
st
 story 

storefront; roll down gate above awning; pressed metal bracketed storefront cornice; single-light, wood storefront 

windows with single-light transoms; 2/2 wood windows at 2
nd

 and 3
rd

 stories; 1/1 replacement wood windows at 4
th

 

story; pedimented pressed metal hoods supported by scrolled brackets above 2
nd

 and 3
rd

 story windows; stone lintels 

and sills; pressed metal beltcourses at 2
nd

 ad 3
rd

 stories; metal hoods at 4
th

 story; pressed metal bracketed cornice 

with large scrolled end consoles; flat roof. 

 

Built c. 1840. Alterations: Italianate pressed metal accents and window hoods, c. 1875. Designated: 7 Oct 1976. 

Contributing.  

 

60 2-story, 1-bay, stucco, Modern building with 2-bay storefront. Brick stoop; squared 

entrance opening; glazed single-leaf aluminum door; cloth awning across 1
st
 story; fixed1-light, storefront aluminum 

window; fixed 6-light aluminum window at 2
nd

 story; stuccoed sills; stucco panel at cornice; flat roof. 

 

Built c. 1965. Designated: 7 Oct 1976. Non-contributing.  

 

62 (a.k.a. 201 Chestnut Street) ―Granite Buildings‖ 2-story, 9-bay, painted granite, Italianate 

style, corner building with storefront. Concrete stoop to eastern entrances; metal steps and railing to western 

entrance; pair of full-arched entrance openings with glazed and paneled double-leaf wood doors; squared entrance 

opening at east with double-leaf half-glazed and paneled wood door and segmental arched transom; squared 

entrance opening at west with replacement paneled wood door; fixed single-light wood storefront windows with 

segmental arched transoms and wood panels below; painted granite storefront pilasters; full-arched window 

openings at 2
nd

 story with 2/2 wood windows; painted sills; brick parapet with terra cotta cap; flat roof. 

  

East elevation: 2-story, 3-bay, painted granite; squared entrance opening at south with double-leaf half-glazed and 

paneled wood door and segmental arched transom; pair of full-arched entrance openings with glazed and paneled 



double-leaf wood doors; full-arched window openings at 2
nd

 story with 2/2 wood windows; painted sills; brick 

parapet with terra cotta cap; flat roof. 

 

Built c. 1855. Alterations: originally 4 stories (as of 1859), enlarged to 6 stories (as of 1879), later truncated to 2 

stories; granite façade restored, replacement doors and windows installed on 1
st
 story, 1999. Designated: 7 Oct 1976. 

Contributing.  

 

Documentation: Appeared in Rae‘s City Directory in 1859 as 4 stories, R. Magee Bookseller and importer of fine 

stationary, and in Baxter‘s Panoramic in 1879 as 6 stories; PHRSF. 



S. 2
ND

 STREET - 100 Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: 25% Concrete; 75% Brick  

Light fixtures: Franklin; Highway cobra 

 

101 See 140 Chestnut Street. 

 

103 2-story, 2-bay, brick building with storefront. Aluminum clad 1
st
 story. Stone stoop; 

squared entrance opening; single-leaf aluminum frame glass door with infilled transom above; fixed 2-light 

storefront aluminum window; 6/6 wood windows at 2
nd

 story partially boarded up; metal cap at cornice. 

 

Built c. 1920. Alterations: Storefront added, upper stories removed, 1950s. Contributing. 

 

105 ―Hancock Gross Building‖ 5-story, 3-bay, brick, Greek Revival building with storefront. 

Granite stoops to two separate entrances with recessed squared openings; two double-leaf paneled doors with 6-light 

windows; central bulk-head opening to basement with wood double-leaf door; paneled wood storefront; plate glass 

storefront window; fixed 3-light transoms above entrances and storefront windows; 6/6 wood windows at 2
nd

 

through 5
th

 stories; cast-iron sign band above 2
nd

 story; cast stone and marble sills; corbelled and dentilled brick 

cornice; flat roof. 

 

North elevation: Stucco. 

 

Built c. 1840. Alterations: replacement of picture window on 2
nd

 story with double-hung windows and replacement 

doors and windows on 1
st
 story, 1978. Designated: 26 May 1970. Contributing. 

 

Documentation: BP. 

 

107-109 5-story, 2-bay, brick Art Moderne office building with storefront. Marble watertable; 

squared recessed entrance openings at north and south, each with single-leaf aluminum-framed glass door and 

single-light transom; aluminum-framed tripartite storefront windows; four-light aluminum-framed replacement 

windows on upper stories; shaped parapet with geometric raised brick designs and limestone accent blocks; flat roof. 

 

Built c. 1940. Designated: 6 Feb 1975. Contributing. 

 

111-115 5-story orange brick late Modern office building with storefront. Marble watertable; 

marble stoop with metal railing; rounded painted metal bumper above watertable; squared entrance opening with 

double-leaf fully glazed aluminum door; aluminum window projection at 1
st
 story; curved glazed corner aluminum 

windows extending from 1
st
 to 5

th
 stories; aluminum ribbon windows at upper stories; brick parapet wall with 

limestone block accents; flat roof. 

 

South elevation: 5-story; marble watertable continues with rounded painted metal bumper; storefront projecting 

aluminum windows; balconies on 2
nd

 through 5
th

 stories; orange brick walls with metal cap; glass aluminum window 

wall at roof level. 

 

Built c. 1980. Non-contributing.  

 

117-125 See 114-124 S. Front Street. 

 

129 ―Thomas Bond House‖ 3 ½ story, 3-bay, Flemish-bond brick, Greek Revival rowhouse. 

Marble stoops to two separate entrances on facade; central marble bulkhead entrance with double-leaf wood doors. 

Two squared entrance openings; double-leaf door with 8-light windows and multi-light transom at north entrance; 

single-leaf paneled door with 12-light window and multi-light transom at southern entrance; marble lintels at doors; 



10/10 wood window at 1
st
 story; 6/6 wood windows at 2

nd
 and 3

rd
 stories; marble sills throughout; corbelled brick 

cornice; wood shingles on gabled roof. 

 

South elevation: 3 ½-story, 3-bay main block with 3-story, 4-bay rear ell; Flemish-bond brick main block; rubble 

stone watertable; two 3-light and two 6-light wood awning basement windows with grates, stone surrounds and 

brick jack arches; brick stoops at main building with replacement iron railing; squared entrance opening with single-

leaf paneled wood door with 9-light window, 3 tripartite sidelights, and transom; cloth awning over entrance; brick 

beltcourses at 1
st
 and 2

nd
 stories; 12/12 wood windows at 1

st
 and 2

nd
 stories; 8/8 wood at 3

rd
 story; 6/6 wood windows 

on gable; painted wood sills; paneled wood shutters on 1
st
 to 3

rd
 stories; pedimented wood cornice with modillions at 

main block; brick rear ell; bulkhead at rear ell with brick cheeks, marble copings, and double-leaf wood door; brick 

stoops at rear ell with replacement iron railing; squared entrance opening at rear ell with paneled wood single-leaf 

door; 6/6 wood windows on rear ell; painted wood sills; corbelled brick cornice at rear ell. 

 

East elevation: stucco, board and lattice fence. 

 

North elevation: entirely clad in stucco; entrance with single-leaf paneled door and 9-light window; 9/9 windows on 

2
nd

 and 4
th

 stories, 6/6 wood window at 3
rd

 story and dormer; pedimented dormer at main block; fire escape.  

 

Built from 1769-1771 for Dr. Thomas Bond, founder of Pennsylvania Hospital. Alterations: Greek Revival façade 

and rear building applied to building, likely in the 1830s or ‗40s. NPS tax credit project, 1990. Designated: 28 May 

1968 & 26 May 1970. Significant. 

 

131-141 ―Welcome Park‖ Brick walls along the south and east boundaries; Penn‘s original plan 

for Philadelphia reproduced in the marble and slate paving; brick paving along the perimeter; miniature version of 

Alexander Milne Calder‘s statue of Penn from City Hall located in center of park; images etched in stone and 

accompanied by textual panels in the paving; Textual panels on surrounding walls feature quotes of Penn and his 

plans for Philadelphia.  

 

Built 1982, designed by architectural firm of Venturi, Rauch & Scott Brown. Created to commemorate 300
th

 

anniversary of William Penn‘s founding of the Pennsylvania colony (his ship was named the Welcome). The park is 

located on the former site of the Slate House, residence of William Penn from January 1700 to November 1701 

(demolished 1867) and the later the Commercial Exchange (a.k.a. the Chamber of Commerce) built in 1867 and 

demolished in 1972. Non-contributing.  

 

Documentation: PHC files. 

 

145 Bookbinder‘s Restaurant‖ 2-story, 2-bay Flemish-bond brick Colonial Revival building. 

Granite step to square entrance opening; single-leaf multi-pane glazed, board door with 4-light transom; 3-sided 

projecting multi-light storefront window; 6/6 wood windows at 2
nd

 story; brick sills; molded wood cornice; ½ gable 

roof, slate shingles, brick chimney. 

 

Built 1961, designed by architect Grant M. Simon as part of the reconstruction of 18
th

 century tavern at 135 Walnut 

Street. Designated: 6 Feb 1976. Non-contributing.  

 

147-149 ―Bookbinder‘s Restaurant‖ 1½-story, 4-bay, Flemish-bond brick building. Two squared 

entrance openings with granite steps; one double-leaf door; one single-leaf door with 6-pane light in upper half; 

granite lintel at one entrance; small boarded square window openings; 6/6 wood window at north dormer with shed 

roof; double-leaf hayloft door at south dormer with gable roof; slate shingles on ½ gambrel roof and dormers; brick 

chimney. 

 

North elevation: Flemish-bond brick; mural painting on stucco across entire elevation; window openings infilled 

with metal grates; brick sills. 

 

Built 1961, designed by architect Grant M. Simon as part of the reconstruction of 18
th

 century tavern at 135 Walnut 

Street . Designated: 6 Feb 1975. Non-contributing.  

 



159 See 135 Walnut Street. 



N. 3
RD

 STREET - Unit Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: 50% Concrete; 10% Brick; 40% Granite; basement access with metal grates 

Light fixtures: Highway cobra 

 

 

1   See 259 Market Street. 

 

3-5 2-story, painted stucco, vernacular building. Single-light aluminum storefront windows 

with roll-down metal security grates; shaped parapet; brick coping. 

 

Built c. 1915. Alterations: storefront and large 2
nd

-story industrial sash window removed and building connected to 

259 Market Street, c. 1980. Designated: 3 June 1977. Non-contributing. 

 

Documentation: PHC files. 

 

7 3-story, 2-bay, painted brick, Italianate building with 3-bay storefront. Concrete step; 

marble base; squared entrance opening; single-leaf glazed stainless steel door with security grate; single-light 

stainless steel storefront windows; ceramic tile cladding at 1
st
 story; stainless steel storefront cornice; projecting 

metal sign above storefront; 4/4 wood windows at upper stories; painted stone lintels; sills panned in aluminum; 

painted brick cornice with dentil course; flat roof. 

 

South elevation: 3-story, brick; fire escape; aluminum picket gate to side yard. 

 

Built c. 1845. Alterations: commercial front added c. 1930; glass tiles removed on front of building and replaced 

with ceramic tiles, 1988; new windows installed, 1995. Designated: 31 Dec 1984. Contributing. 

 

Documentation: BP; PHC files. 

 

9 2-story, 3-bay, permastone, vernacular building with storefront. Marble stoops; two 

squared entrance openings; double-leaf glazed and paneled wood doors, one with single-light wood transom, one 

with boarded transom; double-leaf storefront half-door to basement; 2-light aluminum storefront window; roll-down 

storefront security gate; projecting sign above storefront; 1/1 aluminum windows at 2
nd

 story; permastone lintels and 

sills; terra cotta cap at roofline; flat roof. 

 

Built c. 1870. Alterations: permastone cladding, c. 1970. Designated: 31 Dec 1984. Non-contributing. 

 

11 2-story, 1-bay, aluminum sided, vernacular building with storefront. Concrete stoop; 

squared entrance opening; single-leaf glazed wood door; ceramic tile storefront panel; grouped single-light 

aluminum storefront windows; folding storefront security gate; projecting sign above storefront; single-light 

aluminum window flanked by 1/1 aluminum windows at 2
nd

 story; terra cotta cap at roofline; flat roof. 

 

Built c. 1910. Designated: 31 Dec 1984. Non-contributing. 

 

Documentation: PHC files. 

 

13 2-story, 1-bay, brick, vernacular building with storefront. Marble stoop; squared entrance 

opening; single-leaf glazed wood door with single-light transom; ceramic tile storefront panel; single-light wood 

storefront window with aluminum mullion and wood single-light transoms; folding storefront security gate; wood 

storefront pilasters; pressed metal storefront cornice; projecting sign above storefront; triple single-light wood 

windows with transoms at 2
nd

 story; wood and pressed metal window surround at 2
nd

 story; terra cotta cap at 

roofline; flat roof. 

 



Built c. 1910. Designated: 31 Dec 1984. Contributing. 

 

Documentation: PHC files. 

 

15 (a.k.a 242 Church Street) 2-story, 2-bay, Flemish-bond brick, vernacular building with 

storefront. Concrete stoop; squared entrance opening; double-leaf glazed wood door with boarded transom; metal 

storefront panels; single-light aluminum storefront windows with folding security gates; wood signboard at 

storefront cornice; projecting box sign above storefront; 6/1 wood windows at 2
nd

 story; painted stone sills; terra 

cotta cap at roofline; flat roof. 

 

East elevation: 2-story, 5-bay, brick; basement bulkhead with metal doors and marble sidewalls; squared entrance 

opening; single-leaf paneled steel door with single-light wood transom and security gate; 6/1 and 6/6 wood windows 

at 2
nd

 story; terra cotta cap continues; brick chimney. 

 

Built c. 1840. Alterations: reduced in height, 20
th

 century. Designated: 31 Dec 1984. Contributing. 

 

17 (a.k.a. 247 Church Street) 2-story, 3-bay, Flemish-bond brick, Greek Revival building 

with 3-bay storefront. Marble stoop; corner squared entrance opening; replacement single-leaf glazed wood door at 

corner with single-light wood transom; painted stone storefront panel; single-light wood storefront windows; painted 

stone storefront pilasters, corner pier, and cornice; replacement 2/2 wood windows with aluminum window inserts at 

2
nd

 story; marble lintels and sills; flat roof. 

 

South elevation: 2-story, 3-bay, brick; squared entrance opening; single-leaf paneled metal door with 1-light wood 

transom and security grate; brick filled window openings at 1
st
 story; 6/6 and 9/9 wood windows at 2

nd
 story; stone 

lintels and sills; stucco penthouse at rear. 

 

Built c. 1835. Alterations: upper stories and cornice removed; storefront added. Designated: 31 Dec 1984. 

Contributing. 

 

19 5-story, 3-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. Marble 

stoops; squared entrance opening; replacement single-leaf glazed aluminum door; storefront comprised of glass 

panels at eastern bay, plywood transom and cornice area, metal panel below window; replacement single-light 

aluminum storefront window; folding storefront security gate; replacement 1/1 aluminum windows with infill at 

upper stories; painted stone lintels and sills; molded brick cornice; flat roof. 

 

South elevation: stucco with painted sign. 

 

East elevation: stucco. 

 

Built c. 1840. Designated: 31 Dec 1984. Contributing. 

 

Documentation: FIS. 

 

21 5-story, 3-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Concrete step; squared entrance openings; double-leaf paneled and glazed wood doors with single-light wood 

transoms; wood storefront panel; single-light wood storefront window; wood storefront pilasters; wood signboard at 

storefront cornice; replacement 1/1 aluminum windows at upper stories; painted stone lintels and sills; molded brick 

cornice; flat roof. 

 

Built c. 1840. Designated: 31 Jan 1981. Contributing. 

 

Documentation: FIS. 

 

23 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Concrete stoops; two squared entrance openings; double-leaf paneled and glazed wood doors with single-light wood 

transoms; marble storefront panel; single-light wood storefront window; cast-iron storefront pilasters and cornice; 



12/1 wood windows at upper stories; pressed metal window hoods; painted stone sills; pressed metal denticulated 

cornice; flat roof. 

 

East elevation: 4-story, 2-bay, brick; replacement 1/1aluminum windows; metal coping. 

 

Built c. 1835 with cast-iron storefront added for Josiah Dawson, c. 1852. Alterations: pressed metal details added c. 

1890; interior and exterior alterations as part of NPS tax credit project, 1979. Designated: 18 Jan 1979. Contributing. 

 

Documentation: FIS. 

 

25 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Concrete stoops; two squared entrance openings; double-leaf paneled and glazed wood doors with single-light wood 

transoms; stucco storefront panel; single-light wood storefront window; cast-iron storefront pilasters and cornice; 

12/1 wood windows at upper stories; pressed metal window hoods; painted stone sills; pressed metal denticulated 

cornice; flat roof. 

 

East elevation: 4-story, 2-bay, brick; replacement 1/1aluminum windows; metal coping. 

 

Built c. 1835 with cast-iron storefront added for Josiah Dawson, c. 1852. Alterations: pressed metal details added c. 

1890; interior and exterior alterations as part of NPS tax credit project, 1979. Designated: 31 Dec 1984. 

Contributing. 

 

Documentation: FIS. 

 

27-29 ―Manufacturers‘ National Bank‖ 2-story, 3-bay, granite, Italianate building. Granite 

steps; segmental arched basement window openings with 2-light wood windows and iron grates; full-arched 

entrance opening with double-leaf paneled wood door; full arched window openings with 1/1 wood windows at 1
st
 

and 2
nd

 stories; granite pilasters and cornice at 1
st
 story; granite balustrade-like base, pilasters, and quoins at 2

nd
 

story; iron security grates at 2
nd

 story; granite cornice with raised ―The Manufacturers National Bank‖; granite 

balustrade-like parapet; flat roof; brick chimneys. 

 

East elevation: 4-story, 3-bay, brick; square entrance opening; double-leaf paneled wood door; segmental arched 

window openings with 2/2 wood windows; painted stone sills; brick jack arch lintels; brick chimney; corbelled brick 

cornice. 

 

Built 1870 by the Manufacturers‘ and Mechanics‘ National Bank. Designated: 6 Nov 1980. Significant. 

 

Documentation: NPS Tax Credit Application, Part 1 for 300-304 N. 3
rd

 Street. 

 

31 3-story plus mansard, 3-bay, Flemish-bond brick, Greek Revival/Second Empire building 

with 3-bay storefront. Granite step; squared entrance opening; double-leaf glazed wood door with single-light wood 

transom; storefront clad in glass panels; replacement single-light aluminum storefront windows; folding storefront 

security gates; replacement 1/1 wood and boarded windows at upper stories and mansard; painted stone lintels and 

sills; molded brick cornice; mansard clad in silver-painted bituminous roofing; penthouse clad in bituminous 

roofing. 

 

East elevation: 4-story, 2-bay brick; closed, paneled wood shutters; mansard roof with tar paper and boarded dormer 

windows. 

 

Built 1829 by Frederick and David Samuel. Alterations: mansard roof added after 1861. Designated: 31 Dec 1984. 

Contributing. 

 

Documentation: FIS; PHC files. 

 

33 (a.k.a. 224-228 Filbert Street) 5-story, 3-bay, restored brownstone, Italianate building. 

Granite stoops; two full-arched entrance openings with double-leaf paneled and glazed wood doors and wood 



fanlights; stucco storefront panel; single-light wood storefront window with wood fanlight; keystones above 

storefront openings; storefront cornice with scrolled brackets; 4/4 wood windows at 2
nd

 and 3
rd

 stories; 2/4 wood 

windows at 4
th

 and 5
th

 stories; ornamental pilasters and spandrels at upper stories; cornice with arcaded corbel table; 

flat roof. 

 

North elevation: 5-story, brick; squared entrance openings with sliding glazed patio doors and iron balconies at 

upper stories; brick infilled window openings with iron grates at 1
st
 story; 2/2 wood windows and 4/4 wood 

windows at 2
nd

 to 4
th

 stories; iron fire escape. 

 

South elevation: brick. 

 

Built 1851 for Joseph S. Lovering; Fritz, Williams & Hendry Leather, 1852. Alterations: brownstone front added by 

Joseph S. Lovering, 1866; brownstone restored, 1999. Designated: 6 Nov 1980. Contributing.  

 

Documentation: FIS. 

 

35 (a.k.a. 241-251 Filbert Street) 4½ story, 4-bay, painted Flemish-bond brick, Greek 

Revival building with storefront. Concrete step; squared carriageway opening for Filbert Street at south bay; squared 

entrance opening with single-leaf glazed wood door and double single-light wood transoms; wood storefront panels; 

single-light wood storefront windows with single-light wood transoms; wood storefront pilasters and cornice; 9/9 

wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; boarded windows in north bay at all stories; 

cast-iron lintels and sills; molded brick cornice; two segmental arched dormers with fluted pilasters and 6/6 wood 

windows; full gable roof with bituminous roofing. 

 

North elevation: brick. 

 

East elevation: brick at 1
st
 story, stucco at upper stories. 

 

South elevation: brick in carriageway tunnel. 4-story, stucco front section; full arched boarded windows openings 

with metal grates at 1
st
 story; 6/6 wood windows at upper stories; fire escape. 4-story brick rear section; coupled 2-

light basement casement windows with stone lintels and sills and metal grates; segmental arched openings with 2/2 

wood and boarded windows; metal grates at 1
st
 story; brick lintels and sills; molded brick cornice. 

 

Built c. 1825. Designated: 31 Dec 1984. Contributing.  

 

37 3½-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Marble stoops; squared entrance openings; single-leaf glazed aluminum door with single-light aluminum transom; 

replacement single-leaf recessed paneled wood door; beaded board storefront; wood storefront cornice; 1/1 

aluminum windows at 2
nd

 and 3
rd

 stories and dormer; painted stone sills; segmental arched dormer; gable roof with 

bituminous roofing; brick chimney. 

 

East elevation: brick with 1/1 wood windows. 

 

Built c. 1829. Alterations: NPS tax credit project, 1990. Designated: 1 Nov 1979. Contributing.   

 

Documentation: FIS. 

 

39 3½-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite steps; squared entrance openings; single-leaf paneled and glazed wood doors (imitating double-leaf doors) 

with 2-light wood transoms; double-leaf metal storefront door to basement access; single-light wood storefront 

window with single-light wood transom; wood storefront pilasters and cornice; 4/4 wood windows at upper stories; 

segmental arched dormer with fluted wood pilasters and 6/6 wood window; wood window hoods and sills; gable 

roof with asphalt shingles. 

 

East elevation: brick with aluminum paired sliding windows. 

 



Built c. 1829. Alterations: NPS tax credit project, 1990. Designated: 15 June 1978. Contributing.   

 

Documentation: FIS. 

 

41 4-story, 3-bay, cast-iron-faced, Italianate building with 3-bay storefront. Painted stone 

steps; squared entrance opening; single-leaf paneled and glazed wood door with 2-light wood lower transom and 

single-light wood upper transom; central paneled wood basement half-doors; wood storefront panel; paired 3-light 

wood storefront casement windows with single-light wood transoms; cast-iron storefront pilasters and cornice; full 

arched window openings at 2
nd

 and 4
th

 stories; 4/4 wood windows at upper stories; cast-iron lintels and sills; 

decorative cast-iron spandrels; cast-iron cornice with scrolled brackets; flat roof. 

 

South elevation: stucco. 

 

East elevation: brick; 1/1 aluminum windows with snap-in muntin grid. 

 

Built 1853 for Dr. Charles Lukens. Designated: 6 Nov 1980. Contributing.  

 

Documentation: FIS. 

 

43 (a.k.a. 50 N. American Street) 4-story, 3-bay, painted stone and stucco, Italianate 

building with 3-bay storefront. Stone at 1
st
 and 2

nd
 stories; ashlar scored stucco at 3

rd
 and 4

th
 stories. Painted stone 

steps; squared entrance openings; shaftway door opening with metal elevator door and 8-light wood transom; 

replacement double-leaf glazed wood door with double single-light wood transoms; stucco storefront panel; single-

light wood storefront window with single-light wood transom; painted stone storefront pilasters and cornice; paired 

4/4 wood windows in north bay of 2
nd

 story; 2-light sliding window with 10-light transom in center bay of 2
nd

 story; 

2-light sliding window with 8-light transom at south bay of 2
nd

 story; painted stone pilasters and cornice at 2
nd

 story; 

6/6 wood windows at end bays of 3
rd

 and 4
th

 stories; 8/8 wood windows in center bays of 3
rd

 and 4
th

 stories; painted 

stone lintels and sills; pressed metal cornice; flat roof; stucco penthouse. 

 

East elevation: 2-story, 3-bay, brick; concrete and granite stoops; two squared entrance openings; single-leaf flush 

steel door with wood infill; steel roll-down door with 2-light transom; two vertically-stacked 4-light steel storefront 

windows; brick storefront pilasters; granite storefront cornice; two vertically-stacked 4-light steel windows with 

inserted single-light aluminum sliders; corbelled brick cornice; flat roof; small brick penthouse. 

 

South elevation: stucco. 

 

Built 1853-1854. Designated: 6 Nov 1980. Contributing.  

 

Documentation: PHC files. 

 

45 (a.k.a. 52 N. American Street, 219-227 Cuthbert Street, 52-54 Little Boys Way) 4-story, 

3-bay, painted stone and stucco, Italianate building with 3-bay storefront. Stone at 1
st
 and 2

nd
 stories; ashlar scored 

stucco at 3
rd

 and 4
th

 stories; concrete step; squared entrance opening; replacement single-leaf glazed wood door with 

sidelights and boarded transom; ceramic tile storefront panels; single-light aluminum storefront windows with 

transoms infilled with ceramic tile; accordion storefront; painted stone storefront pilasters and cornice; segmental 

arched window openings at 2
nd

 to 4
th

 stories; replacement 1/1 wood windows at 2
nd

 story with infill and 2-light wood 

transoms; painted stone engaged Egyptian columns and stylized cornice at 2
nd

 story; 1/1 vinyl windows at 3
rd

 and 4
th

 

stories; painted stone window surrounds at 3
rd

 and 4
th

 stories; painted stone cornice with end brackets; flat roof. 

 

52 N. American Street: 

East elevation: 4-story, 2-bay, brick; squared entrance opening; flush single-leaf steel door with stuccoed transom 

and security gate; security gate and roll-down garage door; 16-light industrial steel windows at 2
nd

 to 4
th

 stories; 

brick sills; terra cotta cap at roofline; flat roof. 

 

219-27 Cuthbert Street: 



South elevation: 6-story, 6-bay, brick; garage opening with chain link gate; 12-light industrial steel windows 

throughout; terra cotta cap at roof; flat roof. 

 

East elevation: 6-story, 2-bay, stucco at 1
st
 to 4th stories, brick at 5

th
 to 6

th
 stories; 8-light industrial steel windows 

throughout; terra cotta cap at roofline; flat roof. 

 

North elevation: brick with CMU infill at 1
st
 story. 

 

Built 1853-1854. Alterations:  6-story eastern section added, c. 1920. Designated: 6 Nov 1980. Contributing.  

 

Documentation: PHC files. 

 

47-49 5-story, 3-bay, cast-iron-faced, Italianate building with 3-bay storefront and 2-story, 3-

bay, stucco, Neo-Italianate addition. Main building: concrete steps with metal treads; squared entrance openings 

with double-leaf 3-light and paneled wood doors with arched 2-light wood transoms; ceramic tile storefront panels; 

single-light aluminum storefront windows with transoms infilled with ceramic tile; cast-iron storefront fluted 

pilasters, fluted engaged columns, and cornice; segmental arched entrance openings with double-leaf 4-light wood 

doors and iron railings at 2
nd

 story; cast-iron ornaments at 2
nd

 story; cast-iron pilasters (with Corinthian capitals at 

2
nd

 story), spandrels, and cornices at upper stories; segmental arched window openings with 4/4 wood windows at 

3
rd

 to 5
th

 stories; denticulated cast-iron cornice with end brackets; flat roof. Addition: arched opening with iron gates 

to rear courtyard; arched blind entrance; arched openings and iron railing at 2
nd

 story; iron railing at roof; flat roof. 

 

North elevation: stucco; 1/1 wood windows. 

 

South elevation: brick. 

 

Built 1853, designed by architect Joseph C. Hoxie. Alterations: renovated and combined with 49 N. 3
rd

 Street, 1984; 

NPS tax credit project, 1987. Designated: 6 Nov 1980. Significant. 

 

Documentation: HABS; Webster. 

 

51-53 5-story, 7-bay, brick and granite, Italianate building with two 3-bay storefronts. Granite 

steps; central squared carriageway opening with iron gates; squared entrance openings at 1
st
 story with paneled and 

glazed double-leaf wood doors and two-light wood transoms; wood storefront panels; storefront bays with multi-

light wood windows; 2-light wood storefront transoms; granite storefront pilasters and cornice with scrolled 

brackets; flattened pointed arched openings with double-leaf 4-light and 8-light glazed wood balcony doors and iron 

balcony railings at 2
nd

 story; granite pilasters, trefoil-shaped columns, and cornice at 2
nd

 story; 4/4 wood windows 

with exterior storms at 3
rd

 to 5
th

 stories; granite sills and window hoods; molded wood cornice; two metal flag poles; 

flat roof. 

 

East elevation: 5-story, 5-bay, stucco; glass block infilled window openings throughout; roof deck with wood 

railing. 

 

Built c. 1850. Alterations: rear block raised from 2 to 5 stories, 1873; building enlarged and new fronts added, 1913-

14, designed by Sauer and Hahn architects; rear ell extended, 1940; storefront restoration, sash replacement, 1985 as 

part of NPS tax credit project; interior and exterior alterations as part of NPS tax credit project, 1989. Designated: 6 

Nov 1980. Contributing. 

 

Documentation: FIS; HABS; Webster. 

 

55 5-story, 3-bay, painted Flemish-bond brick Greek Revival building with 4-bay storefront. 

Granite step; squared entrance openings; double-leaf glazed and paneled wood door with 4-light wood transom; 

single-leaf paneled wood door with 2-light wood transom; wood storefront panels; two 3-sided projecting storefront 

bays with center 12-light wood windows with 3-light wood transoms and 4-light wood side windows with single-

light wood transoms; 9/9 wood windows at 2
nd

 and 3
rd

 stories; 6/9 wood windows at 4
th

 story; 6/6 wood windows at 

5
th

 story; exterior storms throughout; stone lintels and sills; molded brick cornice; metal flag pole; flat roof. 



 

Built c. 1840. Alterations: fire damage to front façade and 2
nd

 floor, 1987; interior and exterior renovations as part of 

NPS tax credit project, 1986-1989. Designated: 6 Nov 1980. Contributing. 

 

Documentation: FIS; NPS Tax Credit Application. 

 

57 5-story, 3-bay, brownstone, Italianate building with three-bay storefront.  Granite and 

concrete stoops; chamfered, engaged, brownstone columns at first floor supporting rusticated moorish, brownstone 

arches with keystones; two sets of double-leaf glazed and paneled wood doors; wood, two-pane double casement 

storefront window with stone sill and wood panels below; single-light transoms; brownstone storefront cornice.  

Trefoil-shaped engaged brownstone columns on 2
nd

 floor supporting gothic arches; double-leaf, glazed wood doors 

with metal balconettes at 2
nd

 story; 4/4 gothic-arched wood windows with brownstone hoods at 3
rd

 story; 4/4 gothic-

arched wood windows with brownstone surrounds at 4
th

 and 5
th

 stories; brownstone cornices at 2
nd

 and 3
rd

 stories; 

metal bracketed cornice with acanthus leaves; flat roof. 

 

North elevation: 1-bay, stucco.  Tripartite wood 4/4 with 4-light transoms at 2
nd

 story; tripartite wood 4/4 with 2-

light transoms at 3
rd

 story; tripartite wood 4/4 at 4
th

 and 5
th

 stories. 

 

East elevation: stucco; wood 6/6 windows 2
nd

 to 5
th

 stories. 

 

Built c. 1860. Alterations: interior and exterior alterations as part of NPS tax credit project, 2001. Designated: 6 Nov 

1980. Significant. 

 

59  5-story, 2-bay, buff brick, Tapestry Brick commercial building with storefront. Central, 

recessed, double-leaf glazed and paneled wood doors; single-light storefront windows with buff and red tapestry 

brick panels below; three-light storefront transom; cast-iron storefront cornice with cast-iron pilasters and end 

consoles; 1/1 metal windows 2
nd

 to 5
th

 stories; red brick sills; soldiercourse red brick beltcourses as lintels; red brick 

spandrels between floors; shaped parapet with red brick accents; flat roof 

 

East elevation: brick; 9/9 wood window at 1
st
 story, wood 6/6 2

nd
 to 5

th
 stories. 

 

Built c. 1850. Alterations: new façade, 1926; interior and exterior alterations as part of NPS tax credit project, 2001. 

Designated: 6 Nov 1980. Contributing. 

 

Documentation: HABS; Webster; PHC files. 

 

61-63 (a.k.a. 248 Arch Street) 5-story, 6-bay, cast-iron, Italianate building with storefront. Cast-

iron storefront with rusticated pilasters; marble stoops at northernmost, southernmost and central two bays; double-

leaf glazed and paneled doors with two-light transoms in same bays; two-light double basement window with two-

light transoms in bays 2 and 4; cast-iron storefront cornice; two-story cast-iron pilasters with flared capitals and 

shield decorations at floors 2 and 3; rusticated two-story cast-iron pilasters with flared capitals at floors 4 and 5; 

cast-iron spandrels between all floors; double-leaf glazed doors at 2
nd

 with wrought-iron balcony; 4/4 windows with 

arched upper panes 3
rd

 to 5
th

; cast-iron cornice at 3
rd

; bracketed cast-iron cornice at roof; flat roof. 

 

North elevation: 6-bay, brick; cast-iron wraps around western end at 1
st
 three stories; 4-light basement windows, 4/4 

wood windows; cast-iron window hoods and sills; double-leaf glazed and paneled wood doors; cast-iron cornice 

continues. 

 

East elevation: stucco, one 6/6 wood window at 5
th

 story. 

 

Built 1852 for Lawrence Johnson of Johnson & Ely, designed by John Riddell, architect. Designated 6 Nov 1980. 

Significant.  

 

Documentation: HABS, Webster; FIS; PHC files. 

 

*************** 



 

2-4 See 301 Market Street. 

 

6 5-story, 2-bay, brick, Greek Revival building with stuccoed 3-bay storefront. Concrete 

stoop; brick watertable; replacement single-leaf glazed aluminum door; arched single-light aluminum storefront 

windows; storefront signboard; replacement 1/1 aluminum windows with single-light aluminum transoms at 2
nd

 

story; 1/1 aluminum windows at 3
rd

 to 5
th

 stories; stone lintels and sills; molded brick cornice; flat roof. 

 

Built c. 1845. Alterations: brick veneer attached to façade, 12‘ high, 1978; stucco legalized, 1999. Designated: 3 

June 1977. Contributing. 

 

Documentation: BP; CT. 

 

8 4-story, 3-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. Marble 

stoops; squared entrance openings; single-leaf multi-light wood door with infilled transom; double-leaf paneled 

wood door with 2-light wood transom; wood storefront panels; single-light wood storefront windows; roll-down 

storefront security gate; painted stone storefront pilasters and cornice; 1/1 wood windows at 2
nd

 to 4
th

 stories; painted 

stone lintels with corner blocksand sills; fire escape on façade; marble string course below cornice; molded brick 

cornice; flat roof. 

 

Built c. 1840. Alterations: storefront reconstructed, 1999. Designated: 31 Dec 1984. Contributing. 

 

Documentation: FIS; BP. 

 

10 5-story, 3-bay, brick, Italianate building with 3-bay storefront. Cast-iron cladding at 1
st
 

and 2
nd

 stories. Granite stoops; granite steps with replacement iron railing to basement entrance; squared entrance 

openings; double-leaf glazed and paneled wood doors with 2-light wood transom below 4-light wood transom; 

vertically stacked single-light wood storefront windows with 2-light wood transom; wood-clad cast-iron storefront 

pilasters; painted stone storefront cornice; flattened arched window openings with paired full-height 4-light wood 

casement windows at 2
nd

 story; iron balcony railing at 2
nd

 story; cast-iron pilasters at 2
nd

 story; paired 8-light wood 

casement windows at upper stories; cast-iron hoods and sills throughout; fire escape across façade; corbelled brick 

cornice with brick brackets; flat roof. 

 

South elevation: brick. 

 

Built c. 1855. Alterations: new wood windows legalized, 2000. Designated: 31 Dec 1984. Contributing. 

 

Documentation: CT; FIS; BP; PHC files. 

 

12 5-story, 4-bay, painted brick and cast-iron, Italianate building with 4-bay storefront. 

Concrete stoop; squared entrance opening; double-leaf glazed wood door with single-light wood transom; ceramic 

tile cladding at 1
st
 story; single-light aluminum storefront windows; cast-iron pilasters at 2

nd
 story; cast-iron 

storefront cornices at 1
st
 and 2

nd
 stories; flattened arched window openings at 2

nd
 story; 1/1 wood windows with 

single-light wood transoms at 2
nd

 story; pair of 4-light wood casement windows with iron balconette at north bay of 

2
nd

 story; 1/1 wood windows at 3
rd

 to 5
th

 stories; boarded window openings at north bay of 3
rd

 to 5
th

 stories; cast-iron 

lintels and sills throughout; fire escape across façade; corbelled brick cornice with brick brackets; flat roof. 

 

North elevation: brick; brick penthouse. 

 

Built c. 1855. Designated: 31 Dec 1984. Contributing. 

 

14 4-story, 3-bay, painted Flemish-bond brick, Greek Revival building with storefront. 

Granite steps; squared entrance openings; single-leaf glazed wood door with boarded transom; infilled bay with 

replacement single-leaf paneled wood door, wood panels, and two-light wood transom; painted brick watertable; 

single-light aluminum storefront window with boarded transom; wood storefront pilasters; pressed metal storefront 



cornice; 1/1 wood windows at upper stories; painted stone lintels and sills; molded brick cornice; brick parapet; flat 

roof. 

 

Built c. 1835. Designated: 17 Jan 1983. Contributing. 

 

Documentation: FIS; CT.  

 

16 4-story, 3-bay, scored stucco, Italianate building with permabrick storefront. Concrete 

stoop; squared entrance openings; replacement single-leaf glazed door with security gate; replacement single-leaf 

flush steel door with single-light transom; single-light aluminum storefront window with security gate; 4/6 wood 

window with 4-light wood transom at 2
nd

 story; boarded window at 2
nd

 story; paired 2-light wood casement 

windows for fire escape at 2
nd

, 3
rd

, and 4
th

 stories, with single-light wood transoms at 2
nd

 and 3
rd

 stories; 4/6 wood 

windows at 3
rd

 and 4
th

 stories, with 2-light wood transoms at 3
rd

 story; stucco sills; fire escape across façade; painted 

stone cornice; flat roof. 

 

Built c. 1864. Alterations: brownstone façade covered with stucco, 20
th

 century. Designated: 31 Dec 1984. 

Contributing. 

 

Documentation: FIS, CT. 

 

18 5-story, 2-bay, brick with stucco at 1
st
 story, vernacular building with storefront. Concrete 

ramp; squared entrance opening; replacement single-leaf half glazed wood door with security gate above and 

boarded transom; 2-light aluminum storefront window with roll-down gate; 12-light industrial steel windows at 2
nd

 

story; 10-light industrial steel windows at 3
rd

 story; 8-light industrial steel windows at 4
th

 story; 3/6 industrial steel 

windows at 5
th

 story; brick lintels and sills; brick beltcourses; flat roof.  

 

Built c. 1850. Alterations: new brick façade, 20
th

 century. Designated: 7 July 1982. Contributing. 

 

Documentation: FIS. 

 

20-22 ―The Daniel Building‖ 7-story, 3-bay, buff brick with cast stone at 1
st
 story, Art Deco 

building with 3-bay storefront. Squared entrance openings; single-leaf glazed wood doors with multi-light wood 

transoms in end bays; recessed central entry with double-leaf multi-light door with 8-light wood transom and single-

leaf multi-light door with 4-light wood transom; single-light aluminum storefront windows; prism glass over 

storefront end bays; ―20‖ at south bay, ―Daniel Building‖ at central bay, and ―22‖ at north bay, over storefront in 

raised cast stone; squared recessed fire stair tower openings with cast stone columns in central bay at 2
nd

 to 7
th

 

stories; groups of three 12-light industrial steel windows at upper stories; cast stone sills; cast stone medallion, 

bracket, and cap at shaped parapet; flat roof. 

 

North and South elevations: buff brick front building; red brick rear building with bands of steel industrial windows. 

 

Built 1927. Alterations: interior and exterior alterations as part of NPS tax credit project, 1991. Contributing. 

 

24 4-story, 2-bay, painted Flemish-bond brick, Greek Revival building with storefront. 

Recessed squared entrance opening; single-leaf glazed wood door with single-light wood transom; metal storefront 

panels; single-light aluminum storefront windows; security grate at storefront; stuccoed area between 1
st
 and 2

nd
 

stories; boarded windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; painted stone lintels with corner 

blocks and sills; molded brick cornice; flat roof. 

 

Built c. 1830. Alterations: storefront added, 20
th

 century. Designated: 31 Dec 1984. Contributing. 

 

Documentation: FIS. 

 

26 4-story, 3-bay, painted brick, Italianate building with storefront. Entire first story clad in 

replacement wood paneling. Recessed squared entrance opening with replacement single-leaf glazed aluminum door 

and single-light wood transom; squared entrance opening with replacement single-leaf flush steel door and 4-light 



wood transom; single-light wood storefront windows; replacement 1/1 aluminum windows at upper stories; painted 

lintels and sills; brick cornice with corbelled brick brackets and cast-iron end brackets; flat roof. 

 

Built c. 1866 by Miers Busch. Designated: 31 Dec 1984. Contributing. 

 

Documentation: PHC files. 

 

28 5-story, 4-bay, marble-faced, Italianate building with 4-bay storefront. Entire 1
st
 story 

clad with vinyl siding and glazed metal panels; marble step to recessed entrance; squared entrance opening; 

replacement double-leaf glazed aluminum door with boarded transom; double-leaf flush wood door with small 

square lights and boarded transom; storefront windows with steel roll-down gates; segmental arched window 

openings at 2
nd

 to 5
th

 stories; southern bays converted into open fire stair covered with wire mesh at 2
nd

 to 5
th

 stories; 

replacement 1/1 aluminum windows with infill at 2
nd

 to 5
th

 stories; marble Corinthian pilasters, window hoods with 

keystones, bracketed cornices, lintels, and sills; marble bracketed cornice; flat roof. 

 

North and South elevations: brick. 

 

Built 1857 for Henry Korn, designed by Stephen D. Button, architect. Designated: 31 Dec 1984. Significant. 

 

Documentation: Public Ledger, 9 June 1857. 

 

30 5-story, 3-bay, brick, Italianate building with 3-bay storefront. Concrete stoop; squared 

entrance opening; replacement double-leaf glazed wood door with single-light wood transom; basement access 

below central storefront window; painted brick storefront panels; single-light wood storefront windows with single-

light wood transoms; painted stone storefront pilasters and cornice; paired 5-light wood casement windows at 2
nd

 

story; 6/6 wood windows at 3
rd

 to 5
th

 stories; marble lintels and sills; brick denticulated cornice; flat roof. 

 

Built 1845 for Alva E. Laing. Alterations: interior and exterior alterations as part of NPS tax credit project, 1988. 

Designated: 9 Dec 1977. Contributing. 

 

Documentation: FIS.  

 

32 (a.k.a. 302-310 Wistar Alley) 5-story, 3-bay, brick, Italianate building with 3-bay 

storefront. Granite stoops to two entrances; squared entrance openings; double-leaf glazed wood door with fanlight 

in squared opening; single-leaf glazed wood door with fanlight in squared opening; basement access below central 

storefront window; wood storefront panel; tripartite wood storefront window with fanlight in squared opening; cast-

iron storefront pilasters; painted stone storefront cornice; paired single-light wood casement windows with paired 

single-light casement transoms, wood surrounds, and wood railings at 2
nd

 story; 6/6 wood windows at 3
rd

 to 5
th

 

story; marble lintels and sills at 3
rd

 to 5
th

 stories; brick denticulated cornice; flat roof. 

 

North elevation: 5-story, 9-bay, brick wraps from front façade onto first bay, stucco; 3-light wood storefront window 

with fanlight in squared opening and stone lintel; 6/6 wood windows, three with 6-light transoms, all with iron bars 

at 1
st
 story; replacement paired 1/1 aluminum windows at 2

nd
 to 5

th
 stories. 

 

Built 1845 for Alva E. Laing. Alterations: interior and exterior alterations as part of NPS tax credit project, 1988. 

Designated: 9 Dec 1977. Contributing. 

 

Documentation: FIS. 

 

36 (a.k.a. 301-309 Wistar Alley) ―John Wister Investment Properties‖; ―Ludwig, Kneedler & 

Company Building (dry goods)‖ 5-story, 3-bay, painted brick, Italianate building with 3-bay cast-iron storefront. 

Granite steps; squared entrance openings; boarded door; replacement single-leaf glazed wood door with boarded 

transom; brick storefront panel; boarded storefront window and transom; cast-iron storefront pilasters and cornice; 

cast-iron trefoil-shaped pilasters and cornice at 2
nd

 story, flattened arched window openings with infill at 2
nd

 story; 

replacement 1/1 aluminum windows at upper stories; cast-iron lintels and sills; denticulated brick cornice; flat roof. 

 



South elevation: 5-story, 5-bay brick front building with 2-story, 4-bay stucco rear section; all windows infilled with 

concrete blocks at 1
st
 story; 1/1 aluminum windows at upper stories; granite lintels and sills; metal cap at cornice. 

 

Built 1851-1852 for John Wister of Germantown as an investment along with 38 N. 3
rd

 Street. Alterations: fire 

damage, 1980. Designated: 5 Apr 1984. Contributing.  

 

Documentation: FIS.  

 

38  ―William P. Wilstach & Company Building (Carriage trimmings, saddlery hardware, 

etc)‖ 5-story, 3-bay, brick, Italianate building with 3-bay cast-iron storefront. Granite steps; squared entrance 

openings; double-leaf multi-light glazed and paneled wood doors with 6-light wood transoms; paired 12-light wood 

storefront casement windows with 6-light wood transoms; boarded storefront half-door; cast-iron storefront pilasters 

and cornice; trefoil-shaped cast-iron pilasters at 2
nd

 story, cast-iron cornice at 2
nd

 story; flattened arched window 

openings at 2
nd

 story; 6/6 wood windows throughout; cast-iron lintels and sills; denticulated brick cornice; flat roof. 

 

North elevation: 5-story, stucco front building with 2-story stucco rear ell; 1/1 aluminum windows throughout, some 

with grilles; HVAC units. 

 

Built 1851-1852 for John Wister of Germantown as an investment along with 36 N. 3
rd

 Street. Alterations: fire 

damage, 1980. Designated: 5 Apr 1984. Contributing.  

 

Documentation: FIS.  

 

40-52 Parking lot. Listed as four addresses, 40-42, 44-48, 50, and 52 by BRT. Non-contributing. 

 

54-58 (a.k.a. 304 Arch Street) 5-story, 9-bay, painted brick, Italianate building with cast-iron 

storefront at 1
st
 and 2

nd
 stories. Granite steps; squared entrance openings; replacement single-leaf glazed and paneled 

wood door with single-light wood transom; double-leaf glazed and paneled wood door with single-light wood 

transom; double-leaf glazed and paneled wood door with single-light wood transom; recessed single-leaf paneled 

and glazed wood door with boarded transom; single-light wood storefront windows with single-light wood 

transoms; wood storefront panels; cast-iron storefront pilasters and cornice with brackets; cast-iron trefoil-shaped 

pilasters, cornice, and balconette with replacement iron railing at 2
nd

 story; flattened arch door and window openings 

with infill at 2
nd

 story; double-leaf glazed and paneled wood doors, one with boarded transom and one with paired 

single-light casement transom, at 2
nd

 story; 2/2 wood windows with boarded and paired single-light casement 

transoms at 2
nd

 story; assorted window types including 4/4 and paired 2/2 wood windows at 3
rd

 to 5
th

 stories; cast-

iron lintels, sills, and decorative hoods; molded brick cornice; flat roof. 

 

South elevation: stucco. 

 

West elevation: 5-story, brick at 1
st
 to 4

th
 stories, stucco at 5

th
 story; three squared entrance openings with flush 

metal doors; 1/1 wood and aluminum windows throughout. 

 

Built 1851, designed by architect John Riddell. Alterations: interior and exterior alterations as part of NPS tax credit 

project, 1984. Listed as part of 304 Arch Street by BRT. Designated: 31 Dec 1984. Significant. 

 

Documentation: PHC files. 

 

60-66 (a.k.a. 304 Arch Street) ―St. Charles Hotel‖ 5-story, 9-bay, cast-iron-faced, Italianate 

building with cast-iron storefront. Rusticated textured cast-iron at 2
nd

 to 5
th

 stories; granite stoops; squared entrance 

openings; double-leaf paneled and glazed wood doors with single-light wood transoms; single-light wood storefront 

windows with leaded and single-light wood transoms; wood storefront panels; cast-iron storefront pilasters and 

cornice; cast-iron balconette with replacement iron railing at 2
nd

 story; paired 4-light wood casement windows/doors 

with 6-light wood transoms at 2
nd

 story; paired 2/2 and 4/4 wood windows at upper stories; 8-light wood casement 

window/doors with single-light wood transoms at fire stair bays of 2
nd

 to 5
th

 stories; cast-iron lintels, sills, and 

decorative hoods; cast-iron cornice with brackets; flat roof; stucco penthouse. 

 



North elevation: stucco; 1/1 wood windows. 

 

West elevation: brick; two squared entrance openings with flush metal doors; infilled openings at 1
st
 story; 1/1 wood 

windows throughout. 

 

Built 1851 for Fox and Ingersoll, designed by Charles A. Rubicam, builder, with Soloman K. Hoxie, granite cutter. 

Early example of a cast-iron façade. Alterations: First story transformed into store, 1920; interior and exterior 

renovations, converted to apartments and offices, 1980 by Adaptive Design as part of NPS tax credit project. Listed 

as part of 304 Arch Street by BRT. Designated: 9 Sept 1974. Significant.  

 

Documentation: FIS, HABS. 

 

68-72 See 304 Arch Street. 



N. 3
RD

 STREET – 100 Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: 65% Concrete; 30% Granite; 5% Brick and Bluestone   

Light fixtures: Highway cobra 

 

101-109 See 249-253 Arch Street. 

 

111 5-story, 3-bay, painted brick, Italianate building with 3-bay storefront. Marble stoops; 

squared entrance opening; double-leaf glazed and paneled wood door with 2-light wood transom; wood storefront 

panels; single-light wood storefront windows with 2-light wood transoms; marble storefront pilasters and cornice; 

9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 to 5
th

 stories; painted marble lintels and sills; fire escape at 

two south bays from 2
nd

 to 5
th

 stories; denticulated brick and metal cornice; flat roof. 

 

South elevation: brick. 

 

Built c. 1855. Designated: 23 July 1979. Contributing. 

 

113 5-story, 3-bay, painted brick, Italianate building with 3-bay storefront. Marble stoop and 

metal panned step; squared entrance opening; double-leaf glazed and paneled wood door with 2-light wood transom; 

wood storefront panels; single-light wood storefront windows with 2-light wood transoms; cast-iron storefront 

pilasters flanked by marble storefront pilasters; marble storefront cornice; 9/9 wood windows at 2
nd

 story; 6/6 wood 

windows at 3
rd

 to 5
th

 stories; painted marble lintels and sills; denticulated brick and metal cornice; flat roof. 

 

Built c. 1855. Designated: 23 July 1979. Contributing. 

 

115 5-story, 3-bay, brick, Italianate building with 3-bay storefront. Marble stoops; central 

double-leaf metal basement door; squared entrance openings; double-leaf glazed wood doors with single-light wood 

transoms; wood storefront panel; single-light wood storefront window; cast-iron storefront pilasters flanked by 

marble storefront pilasters; marble storefront cornice; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 to 5
th

 

stories; exterior storm windows at 2
nd

 and 3
rd

 stories; marble lintels and sills; denticulated brick cornice with 

aluminum cap; flat roof. 

 

Built c. 1855. Designated: 31 Dec 1984. Contributing. 

  

117 5-story, 3-bay, brick, Italianate building with 3-bay storefront. Marble stoops; central 

double-leaf metal basement door; squared entrance opening; double-leaf glazed stainless steel door with single-light 

stainless steel transom; stainless steel storefront; marble storefront cornice overlaid with stainless steel and plywood 

signboard; replacement 6-light and 9-light wood storefront windows; 9/9 wood windows with exterior storm 

windows at 2
nd

 story; 1/1 aluminum windows at 3
rd

 to 5
th

 stories; marble lintels and sills; denticulated brick and 

metal cornice; flat roof. 

 

Built c. 1855. Designated: 31 Dec 1984. Contributing. 

 

119 5-story, 3-bay, brick, Italianate building with 3-bay storefront. Marble stoops; central 

concrete ramp; squared entrance opening; replacement double-leaf glazed wood door with boarded transom; wood 

storefront panels; 3-light aluminum storefront windows; cast-iron storefront pilasters flanked by marble storefront 

pilasters; marble storefront cornice; 1/1 aluminum windows with single-light aluminum transoms at 2
nd

 story; 1/1 

aluminum windows at 3
rd

 to 5
th

 stories; marble lintels and sills; fire escape across facade; denticulated brick and 

metal cornice; flat roof. 

 

Built c. 1855. Designated: 24 Aug 1982. Contributing. 

 



121 5-story, 3-bay, brick, Italianate building with 3-bay storefront. Marble and concrete 

stoops; squared entrance opening; double-leaf paneled and glazed wood door with boarded transom; wood storefront 

panels; single-light wood storefront windows; cast-iron storefront pilasters flanked by marble storefront pilasters; 

marble storefront cornice; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 to 5
th

 stories; painted marble 

lintels and sills; denticulated brick and metal cornice; flat roof. 

 

Built c. 1855. Designated: 31 Dec 1984. Contributing. 

 

123 5-story, 3-bay, brick, Italianate building with 3-bay storefront. Marble stoops; central 

double-leaf metal basement door; squared entrance openings; double-leaf glazed wood doors with three-light wood 

transoms; wood storefront panel; 8/1 wood storefront window; cast-iron storefront pilasters flanked by marble 

storefront pilasters; marble storefront cornice; replacement 9/1 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 

story; replacement 1/1 wood windows at 4
th

 to 5
th

 stories; painted marble lintels and sills; denticulated brick and 

metal cornice; flat roof. 

 

Built c. 1855. Designated: 31 Dec 1984. Contributing. 

 

125 5-story, 3-bay, brick, Italianate building with 3-bay storefront. Marble stoops; central 

double-leaf metal basement door; squared entrance openings; double-leaf glazed wood door with single-light wood 

transom; double-leaf paneled wood door with 3-light wood transom; wood storefront panel; replacement two-light 

wood storefront window; cast-iron storefront pilasters flanked by marble storefront pilasters; marble storefront 

cornice; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 to 5
th

 stories; painted marble lintels and sills; fire 

escape at two south bays of 2
nd

 to 5
th

 stories; denticulated brick cornice with aluminum cap; flat roof; penthouse. 

 

North elevation: stucco. 

 

Built c. 1855. Designated: 31 Dec 1984. Contributing. 

 

127-131 (a.k.a. 244-252 Cherry Street) 2-story, 3-bay, brick, vernacular building. Marble step; 

squared entrance opening; double-leaf glazed aluminum door with 2-light aluminum transom; 12-light aluminum 

windows at 1
st
 story; multi-light aluminum windows with internal casement windows at 2

nd
 story; terra cotta coping; 

flat roof. 

 

North elevation: brick; squared entrance opening; single-leaf flush metal door; 3-light aluminum window at 1
st
 story; 

multi-light aluminum windows at 1
st
 and 2

nd
 stories; terra cotta coping. 

 

Built c. 1925. Designated: 31 Dec 1984. Contributing. 

 

133 (a.k.a. 243-249 Cherry Street) 4-story, 2-bay, Flemish-bond brick, Greek Revival 

building with storefront. Marble stoop; squared entrance opening; recessed single-leaf glazed wood door with 

single-light wood transom; brick storefront panels; single-light wood storefront windows with single-light wood 

transoms; wood storefront pilasters; pressed metal storefront cornice; 9/9 wood windows at 2
nd

 story; 6/6 wood 

windows at 3
rd

 and 4
th

 stories; marble sills; corbelled brick and pressed metal cornice; flat roof. 

 

South elevation: 4-story, brick; squared entrance opening; single-leaf paneled wood door; infilled basement 

windows; 6/6 wood windows at upper stories; security grates at 1
st
 story; paneled wood shutter at east window of 1

st
 

story; marble sills; metal cornice cap; fire escape. 

 

Built c. 1835. Designated: 23 Mar 1977. Contributing.  

 

135-137 5-story, 8-bay, brownstone, Italianate building with two 4-bay storefronts. Granite steps; 

double-leaf paneled and glazed wood doors; flush metal storefront panels; single-light wood windows at north 

storefront; single-light wood windows with 2-light wood transoms at south storefront; cast-iron tracery above north 

storefront door and windows; cast-iron storefront pilasters; painted stone storefront cornice; segmental arched 

window openings at 2
nd

 to 5
th

 stories; 4/2 wood windows at bays 1 and 2 from north of 2
nd

 story; paired 3-light wood 

casement window with boarded transom at bay 3 of 2
nd

 story; paired 4-light wood casement window with 



greenhouse window at bay 4 of 2
nd

 story; paired 4-light wood casement window at bay 5 of 2
nd

 story; paired 3-light 

wood casement windows over single-light wood window at bays 6 and 8 of 2
nd

 story; paired 4-light wood casement 

window over single-light wood window at bay 7 of 2
nd

 story; 2/1 wood windows at bay 1 and 2 of 3
rd

 story; 1/1 

wood windows at bays 3 and 4 of 3
rd

 story; 4/4 wood windows at bays 5 to 8 of 3
rd

 story; single-light wood windows 

at bays 1 and 3 to 8 of 4
th

 story; 1/1 wood window at bay 2 of 4
th

 story; paired single-light wood windows at bays 1, 

2, and 4 of 5
th

 story; paired single-light wood casement window at bay 3 of 5
th

 story; 4-light wood windows at bay 

5-8 of 5
th

 story; brownstone pilasters, rustication, and cornice at 2
nd

 story; brownstone quoins; fire escape at bays 1-3 

of 2
nd

 to 5
th

 stories; wide brownstone cornice with sawtooth belt course and large brackets; flat roof. 

 

North elevation: brick. 

 

South elevation: painted brick. 

 

Built 1851-1853 for dry goods merchants Bunn & Raiguel, designed by architect Gustav Runge (who later designed 

the Academy of Music in 1855-1857 with architect Napoleon LeBrun). Listed as two separate properties by BRT. 

Designated: 31 Dec 1984. Significant.  

 

Documentation: PHC files. 

 

139 4-story, 3-bay, painted brick, Italianate building with 3-bay storefront. Granite stoops; 

squared entrance openings; double-leaf paneled and glazed wood doors, one with boarded transom, one with 2-light 

wood transom; concrete block storefront panel; single-light wood storefront window with 2-light wood transom; 

wood storefront pilasters and cornice; paired 4-light wood casement windows at 2
nd

 and 3
rd

 stories; paired 3-light 

wood casement windows at 4
th

 story; painted stone lintels and sills; pressed metal cornice; flat roof; penthouse. 

 

North elevation: stucco. 

 

Built c. 1855. Designated: 31 Dec 1984. Contributing. 

 

141-145 (a.k.a. 238-240 Quarry Street) 1-story, 3-bay, painted brick, vernacular building. Central 

squared garage opening with roll-down steel door; single-leaf glazed wood door with single-light sidelight and 

boarded transom; grouped single-light aluminum storefront windows; projecting sign; terra cotta coping; flat roof. 

 

North elevation: 1-story, 3-bay, painted concrete block; squared entrance opening with double-leaf flush steel door 

and louvers above; grouped single-light aluminum storefront windows. 

 

Built c. 1955. Non-contributing. 

 

147 (a.k.a. 229-249 Quarry Street) 4-story, 3-bay, brick, Italianate building with storefront. 

Granite step; squared entrance openings; replacement double-leaf paneled and glazed wood doors with single-light 

wood transoms; wood storefront panel; single-light wood storefront window; painted stone storefront pilasters and 

cornice; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; painted stone lintels and sills; 

denticulated brick and metal cornice; flat roof. 

 

South elevation: 4-story, 4-bay, brick; squared entrance openings; double-leaf paneled and glazed wood door with 2-

light wood transom; wood basement bulkhead with double-leaf wood door; 8/8 wood windows at 1
st
 story; 6/6 wood 

windows at upper stories; painted stone lintels and sills; fire escape at east bays from 2
nd

 to 4
th

 stories; single-leaf 

flush steel doors to fire escape; denticulated brick and metal cornice continues. 

 

Built c. 1850. Alterations: new 6/6 wood windows installed on Quarry Street, 1991. Designated: 7 Nov 1977. 

Contributing.  

 

Documentation: BP. FIS for brick store, David Kirkpatrick, 4 stories, 1854. 

 

149 3½-story, 3-bay, Flemish-bond brick; Federal building with storefront. Concrete steps; 

squared entrance opening; replacement single-leaf paneled and glazed wood door; replacement double-leaf paneled 



and glazed wood door; replacement paneled and glazed triple-leaf wood door; replacement wood storefront 

pilasters; wood storefront cornice; 12/12 wood windows at 2
nd

 story; 8/8 wood windows at 3
rd

 story; 6/6 wood 

window at dormer; narrow wood sills; molded wood cornice; pedimented dormer; gable roof clad with asphalt 

shingles; stuccoed chimney. 

 

Built c. 1800. Alterations: new storefront, late 20
th

 century; interior and exterior alterations as part of a NPS tax 

credit project, 1998. Designated: 7 Jan 1982. Contributing. 

 

151 5-story, 3-bay, painted brick, Italianate building with storefront. Granite steps; squared 

entrance opening; replacement single-leaf glazed wood door with wood side panels and boarded transom; wood 

storefront panels; single-light wood storefront windows with single-light wood transoms; painted cast-iron storefront 

pilasters; painted stone storefront cornice with cast-iron brackets and cap; paired 10-light wood casement windows 

at end bays of 2
nd

 story; replacement paired 6-light wood windows with infill at center bay of 2
nd

 story; replacement 

1/1 aluminum windows at 3
rd

 to 5
th

 stories; painted stone lintels and sills; pressed metal cornice; flat roof. 

 

South elevation: brick. 

 

Built c. 1849 for a tobacco warehouse. Alterations: interior and exterior alterations as part of a NPS tax credit 

project, 1998. Designated: 31 Dec 1984. Contributing. 

 

Documentation: NPS Tax Credit Application, Part 1. 

 

153 4-story, 3-bay, brick, Greek Revival building with storefront. Granite steps; squared 

entrance openings; double-leaf paneled and glazed wood door with 4-light wood transom; double-leaf paneled and 

glazed wood door with 3-light wood transom below 4-light wood transom; painted marble storefront pilasters and 

cornice; wood storefront panel; single-light wood storefront window with 4-light wood transom; 9/9 wood windows 

at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; marble lintels and sills; denticulated brick and metal cornice; 

flat roof. 

 

Built c. 1845 by Joseph Rubicam. Alterations: six windows replaced, 1998. Designated: 16 Aug 1978. Contributing. 

 

155 4-story, 2-bay, brick, Italianate building with storefront. Granite step; squared entrance 

openings; double-leaf paneled and glazed wood doors with 4-light wood transoms; replacement wood storefront 

panel; 8/1 wood storefront window; granite storefront pilasters flanking cast-iron storefront pilasters; 9/9 wood 

windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; painted stone lintels and sills; denticulated brick and 

metal cornice; flat roof. 

 

Built c. 1845 by Joseph Rubicam. Alterations: six windows replaced, 1998. Designated: 6 Jan 1977. Contributing. 

 

Documentation: BP; FIS. 

 

157-159 4-story, 4-bay, Flemish-bond brick, Greek Revival building with storefront. Squared 

entrance opening; double-leaf paneled and glazed wood door with 5-light wood transom; 8/8 wood basement 

windows with security grates; single-light storefront window; marble storefront pilasters and cornice; 6/6 wood 

windows with exterior storm windows at upper stories; marble lintels and sills; molded brick cornice; flat roof. 

 

Built c. 1835. Designated: 31 Dec 1984. Contributing.  

 

161-163 (a.k.a. 248-50 Race Street) 5-story, 4-bay, Flemish-bond brick, Federal building with 6-

bay storefront. Granite step; squared entrance openings; double-leaf paneled and glazed wood door with 8-light 

wood transom below 2-light wood transom; two double-leaf paneled and glazed wood doors with 2-light wood 

transoms; wood storefront panels; two paired 3-light wood storefront casement windows, one with 2-light wood 

transom, one with 4-light wood transom; 2-light wood storefront window over wood panels with 4-light wood 

transom below 2-light wood transom; cast-iron storefront pilasters; painted stone storefront cornice; 4/4 wood 

windows at 2
nd

 story; 2/2 wood windows at 3
rd

 to 5
th

 stories; painted stone sills; cast-iron lintels; painted stone belt 

courses at 2
nd

 and 3
rd

 stories; denticulated brick cornice; flat roof; penthouse. 



 

North elevation: 5-story, 6-bay, Flemish-bond brick, painted at 1
st
 story; stuccoed basement windows; painted stone 

watertable; shuttered windows at 1
st
 story; 6/6 wood windows at 2

nd
 story; 2/2 wood windows at 3

rd
 to 5

th
 stories; 

brick cornice; painted stone belt courses at 2
nd

 and 3
rd

 stories; stone sills; cast-iron lintels; central fire escape. 

 

East elevation: Flemish-bond brick. 

 

Built c. 1815. Alterations: raised two stories, c. 1854 by Joseph Rubicam; mural painted on side facing Race Street, 

1998. Connected to 248-30 Race Street.  Former horse-tack manufactory. Designated: 31 Dec 1984. Significant. 

 

Documentation: BP; FIS. 

 

*************** 

 

100 (a.k.a. 301-305 Arch Street) 4-story plus mansard, 3-bay, Flemish-bond brick, Second 

Empire building with storefront. Concrete stoop; squared entrance opening; replacement double-leaf paneled and 

glazed wood door with boarded transom and Colonial Revival pediment; permastone storefront panels; fixed 6-light 

and 9-light wood storefront windows; wood storefront pilasters with brick bases; pent eave at storefront clad with 

asphalt shingles; 6/6 windows at 2
nd

 to 4
th

 stories; marble sills; full arched dormers with 2/2 wood windows at 

mansard; pressed metal cornice and crown at mansard; mansard roof clad with slate. 

 

South elevation: 4-story plus mansard, 6-bay, Flemish-bond brick; granite stoop; squared entrance openings; 

replacement double-leaf paneled and glazed wood door; replacement single-leaf paneled and glazed wood door; 

permastone storefront panels; two fixed 18-light wood storefront windows; one fixed 12-light wood storefront 

window; wood storefront pilasters with brick bases; pent eave at storefront clad with asphalt shingles; stucco panels 

at 2
nd

 story; square projecting bay with 2-light window at 2
nd

 story; 6/6 windows at 2
nd

 to 4
th

 stories; full arched 

window openings at dormers with 2/2 wood windows; marble sills; central fire escape; full arched dormers with 2/2 

wood windows at mansard; pressed metal cornice and crown at mansard; mansard roof clad with slate. 

 

North elevation: stucco with steel support members. 

 

West elevation: stucco. 

 

Built c. 1855. Alterations: mansard roof added c. 1870; storefront alterations, c. 1990. Designated: 31 Dec 1984. 

Contributing. 

 

102-110 Parking lot; asphalt; chain link perimeter fence. Non-contributing. 

 

112 4-story, 3-bay, Flemish-bond brick, Greek Revival building with 4-bay storefront. Marble 

steps; squared entrance openings; single-leaf vertical board wood alleyway door with louvered transom; double-leaf 

paneled and glazed wood doors with single-light wood transoms; double-leaf wood basement half-door at storefront; 

single-light wood storefront window; painted granite storefront pilasters and cornice; 9/9 wood windows at 2
nd

 story; 

6/6 wood windows at 3
rd

 and 4
th

 stories; marble lintels and sills; fire escape; molded brick cornice with wood cap; 

flat roof. 

 

South elevation: stucco. 

 

Built c.1840. Designated: 17 May 1982. Contributing. 

 

114 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Concrete and marble stoops; squared entrance openings; double-leaf paneled and glazed wood doors with single-

light wood transoms; brick storefront panel; single-light wood storefront window; painted granite storefront pilasters 

and cornice; replacement 1/1 aluminum windows at upper stories; painted stone sills; pressed metal cornice; flat 

roof. 

 

Built c. 1840. Designated: 25 Aug 1983. Contributing.  



 

116 5-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite step with metal ramp; squared entrance opening; double-leaf paneled and glazed wood door with 2-light 

wood transom; hoist beam above storefront door; central double-leaf wood basement half-door; flush wood 

storefront panel; single-light wood storefront windows; painted stone storefront pilasters and cornice; replacement 

1/1 wood windows at upper stories; painted stone sills; projecting box sign; denticulated brick cornice; flat roof. 

 

South elevation: stucco. 

 

Built c. 1840. Designated: 31 Dec 1984. Contributing. 

 

118 5-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite and concrete steps; squared entrance openings; double-leaf paneled and glazed wood doors with multi-light 

wood transoms; granite storefront pilasters and cornice; vertical wood board storefront panel; single-light wood 

storefront window; 6/6 wood windows at upper stories; granite sills; denticulated brick cornice; flat roof. 

 

Built c. 1840. Designated: 27 Apr 1983. Contributing. 

 

120 5-story, 3-bay, scored stucco over brownstone, Italianate building with 3-bay storefront. 

Granite steps; squared entrance openings; two double-leaf glazed wood doors, one with 2-light wood transom, one 

with 4-light wood transom, both with upper 2-light wood transoms; metal storefront panel; paired 8-light wood 

storefront casement window with 2-light wood transom; cast-iron storefront pilasters and cornice; cast-iron trefoil 

pilasters and cornice at 2
nd

 story; flattened pointed arched window openings with paired 4-light wood casement 

windows at 2
nd

 story; segmental arched window openings at 5
th

 story; 4/4 wood windows at 3
rd

 to 5
th

 stories; 

brownstone sills at 3
rd

 to 5
th

 stories; pressed metal cornice; flat roof. 

 

Built c. 1852 for Soloman Tobias. Designated: 18 Nov 1982. Contributing. 

 

Documentation: FIS.  

 

122 5-story, 3-bay, scored stucco over brownstone, Italianate building with 3-bay storefront. 

Granite steps; squared entrance openings; boarded entrance at south bay with 2-light wood transom; replacement 

singe-leaf glazed wood door at north bay with infill and 2-light wood transom below 2-light wood transom; metal 

storefront panel; single-light wood storefront window with 2-light wood transom; cast-iron storefront pilasters and 

cornice; cast-iron trefoil pilasters and cornice at 2
nd

 story; flattened pointed arched window openings with paired 4-

light wood casement windows at 2
nd

 story; segmental arched window openings at 5
th

 story; replacement 1/1 wood 

windows at 3
rd

 to 5
th

 stories; brownstone sills at 3
rd

 to 5
th

 stories; pressed metal cornice; flat roof. 

 

Built c. 1852 for Soloman Tobias. Designated: 18 Nov 1982. Contributing. 

 

Documentation: FIS.  

 

124 5-story, 3-bay, Flemish-bond brick, Italianate building with 3-bay storefront. Granite 

steps; squared entrance openings; double-leaf paneled and glazed wood doors with 2-light wood transoms; 

replacement wood storefront panel; single-light wood storefront window with 2-light wood transom; granite 

storefront pilasters and cornice; flattened pointed arched window openings with 8-light paneled and glazed double-

leaf wood doors at 2
nd

 story; iron balconette at north bay of 2
nd

 story granite trefoil pilasters and cornice at 2
nd

 story; 

6/6 wood windows at 3
rd

 to 5
th

 story; granite lintels and sills; fire escape at south two bays of 2
nd

 to 5
th

 stories; 

pressed metal cornice; flat roof. 

 

Built c. 1852. Alterations: interior and exterior alterations as part of NPS tax credit project, 1980. Designated: 17 

Feb 1979. Contributing. 

 

Documentation: FIS. 

 



126 5-story, 3-bay, brick, Italianate building with 3-bay storefront. Granite steps; squared 

entrance opening; double-leaf paneled and glazed wood door with infill; boarded entrance and storefront window; 

granite storefront pilasters; granite storefront cornice; cast-iron trefoil pilasters and cornice at 2
nd

 story; flattened 

pointed arched window openings, one with paired 4-light wood casement windows and two boarded, at 2
nd

 story; 

CMU infilled windows at 3
rd

 to 5
th

 stories; painted stone sills; molded brick cornice; flat roof. 

 

Built 1833 for George H. Burgin and Robert Persall. Alterations: cast-iron added to 2
nd

 story, 1854 for same owners. 

Designated: 31 Dec 1984. Contributing. 

 

Documentation: FIS. 

 

128 4-story, 3-bay, painted brick, Greek Revival building with 4-bay storefront. Granite 

stoops; squared entrance openings; replacement single-leaf glazed wood door with single-light wood transom; 

single-leaf paneled wood door with infill and single-light transom; painted granite storefront pilasters and cornice; 

metal storefront panels; single-light wood storefront windows; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 

3
rd

 and 4
th

 stories; painted stone lintels and sills; fire escape across façade; molded brick cornice; flat roof. 

 

North elevation: stucco. 

 

Built c. 1841. Designated: 31 Dec 1984. Contributing. 

 

Documentation: FIS.  

 

130 (a.k.a. 300-302 Cherry Street) 1-story, 2-bay, stucco, vernacular building. Squared 

entrance opening; single-leaf paneled wood door; 2-light wood storefront window flanked by single-light wood 

windows; signboard; flat roof. 

 

North elevation: stucco; squared entrance opening; single-leaf glazed wood door with single-light aluminum 

transom; 1/1 aluminum windows adjacent to entrance; wood window surround; brick course at rear cornice. 

 

West elevation: stucco; single-leaf flush steel door; brick course at cornice; stucco CMU wall with tile coping; 

asphalt parking lot. 

 

Built c. 1950. Non-contributing. 

 

132 2-story, 3-bay, Greek Revival building with 3-bay storefront. Granite façade; granite 

stoop; squared entrance openings; double-leaf glazed wood door with 2-light wood transom; wood storefront panels; 

single-light wood storefront windows with 2-light wood transoms; granite pilasters and cornices at 1
st
 and 2

nd
 

stories; double-leaf 8-light glazed wood doors with 4-light transoms at 2
nd

 story; wrought iron balcony railing at 2
nd

 

story; brick parapet; granite cornice cap; flat roof. 

 

South elevation: 2-story, 6-bay, brick; granite front façade wraps onto east bay and includes wood storefront panel, 

single-light wood storefront window with 2-light wood transom, 

granite storefront pilasters and cornices at 1
st
 and 2

nd
 stories, double-leaf 8-light glazed wood door with 2-light wood 

transom at 2
nd

 story, and wrought iron balcony railing at 2
nd

 story; squared entrance opening; single-leaf glazed 

wood door with single-light wood transom; replacement 15-light aluminum window at 1
st
 story; 1/1 wood window 

at 1
st
 story; 6/6 wood windows at 2

nd
 story; marble lintels and sills; granite cornice cap; flat roof; brick chimney.  

 

Built c. 1830. Alterations: top three floors removed after fire, c. 1940; storefront altered, 1986; façade rehabilitated, 

windows and doors replaced, 1997. Designated: 6 May 1980. Contributing. 

 

Documentation: BP; PHC files. 

 

134 4-story, 2-bay, brick, Greek Revival building with 3-bay storefront. Concrete rounded 

stoop; marble step; squared entrance opening; double-leaf glazed and paneled wood door with boarded transom; 

wood storefront panels; single-light wood storefront windows; metal security roll down storefront gates; cast-iron 



storefront pilasters and cornice; replacement 2-light aluminum windows at upper stories; painted stone lintels and 

sills; painted denticulated brick and metal cornice; flat roof. 

 

Built c. 1847. Designated: 28 Aug 1974. Contributing. 

 

Documentation: FIS. 

 

136 4-story, 3-bay, brick, Greek Revival building with storefront. Replacement concrete 

steps; double-leaf paneled and glazed wood doors with infilled transoms; wood storefront panel with raised 

decoration; replacement single-light wood storefront window with 2-light wood transom; wood storefront pilasters 

and cornice; replacement 9/9 vinyl windows at 2
nd

 and 3
rd

 stories; replacement 6/6 vinyl windows at 4
th

 story; 

granite lintels and sills; fire escape at 2
nd

 story to roof; denticulated brick and metal cornice; flat roof. 

 

Built c. 1847. Designated: 31 Dec 1984. Contributing.  

 

138 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite stoop; double-leaf metal basement door; squared entrance openings; double-leaf paneled and glazed wood 

door with boarded transom; double-leaf paneled wood door with single-light wood transom; wood storefront panel; 

single-light wood storefront window; painted stone storefront pilasters and cornice; 6/6 wood windows at upper 

stories; granite sills; molded brick cornice; flat roof. 

 

Built c. 1830. Designated: 31 Dec 1984. Contributing. 

 

140-142 4-story, 3-bay, brick, vernacular building with central storefront. Concrete step; squared 

entrance openings; replacement single-leaf flush steel door; replacement single-leaf glazed wood storefront door 

with boarded transom; iron gate at open fire stair entrance; metal storefront panel; single-light wood storefront 

window with paired single-light wood transoms; pressed metal storefront cornice; 4/4 wood windows at south bay of 

upper stories; central 50-light steel windows with internal awning windows at 2
nd

 to 4
th

 stories; rectangular fire stair 

openings with pipe railings at north bay of 2
nd

 to 4
th

 stories; brick sills; projecting plastic box sign; pressed metal 

cornice with modillions and end brackets; flat roof; brick penthouse at south. 

 

Built c. 1915. Contributing. 

 

144 4-story, 2-bay, painted Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Metal ramp; squared entrance opening; double-leaf paneled and glazed wood door with boarded transom; wood 

storefront panels; single-light wood storefront windows with single-light wood transoms; painted stone and cast-iron 

storefront pilasters; painted stone storefront cornice; replacement 6/1 aluminum windows at upper stories; painted 

stone sills; molded brick cornice with pressed metal cap; flat roof. 

 

Built c. 1835. Contributing. Alterations: central stone pilasters replaced with cast-iron, c. 1855. Designated: 31 Dec 

1984. Contributing. 

 

146 4-story, 2-bay, painted Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Granite stoops; central concrete ramp; squared entrance opening; replacement single-leaf paneled and glazed wood 

door; double-leaf wood half-door with metal hoist above entrance; wood storefront panels; single-light wood 

storefront windows with single-light wood transoms; painted stone storefront pilasters and cornice; replacement 6/1 

aluminum windows at upper stories; painted stone sills; fire escape from 2
nd

 to 4
th

 stories; molded brick cornice with 

pressed metal cap; flat roof.  

 

Built c. 1835. Designated: 31 Dec 1984. Contributing. 

 

148 4-story, 2-bay, Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Concrete step; double-leaf paneled and glazed wood door; wood storefront panels; single-light wood storefront 

windows; wood storefront pilasters and cornice with brackets and pent eave with asphalt shingles; replacement 6/6 

aluminum windows at upper stories; painted stone sills; molded brick and metal cornice; flat roof; penthouse. 

 



North elevation: stucco. 

 

Built c. 1830. Alterations: storefront added, c. 1855. Designated: 31 Dec 1984. Contributing. 

 

150 1-story, 1-bay, brick, vernacular building. Squared garage entrance opening with metal 

roll-down door; aluminum cap at roofline; flat roof. 

 

Built c. 1950. Non-contributing. 

 

152 2-story, 2-bay, brick, vernacular building with 3-bay storefront. Granite step; squared 

entrance openings; double-leaf glazed wood doors with 8-light wood transoms; single-light wood storefront window 

with 8-light wood transom; steel awning-style grille above storefront; 15-light steel windows at 2
nd

 story; brick sills; 

cast stone coping; flag pole; flat roof. 

 

Built c. 1950. Non-contributing. 

 

154 5-story, 3-bay, brick, Greek Revival building with 3-bay storefront. Granite stoops; 

squared entrance openings; double-leaf paneled and glazed wood doors; granite storefront pilasters and cornice; 

wood storefront panel; single-light wood storefront window; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 

3
rd

 to 5
th

 stories; marble sills; cast stone lintels; denticulated brick cornice with metal cap; flat roof.  

 

North elevation: brick. 

 

South elevation: brick with stucco shadow. 

 

Built c. 1845. Designated: 31 Dec 1984. Contributing.  

 

Documentation: Illustration of the building when occupied by the John C. Baker & Company Drug and Paint Store, 

c. 1849, in Philadelphia in the Romantic Age of Lithography (N.B. Wainwright, 1958). 

 

156 3½-story, 2-bay, Flemish-bond brick with glazed headers, Federal building. Granite 

stoop; squared entrance opening; single-leaf 6-panel wood door with 3-light wood transom; marble basement 

bulkhead with double-leaf vertical wood door; 6/9 wood windows at 1
st
 and 2

nd
 stories; 6/6 wood windows at 3

rd
 

story and dormer; wood lintels and sills; brick belt courses at 2
nd

 and 3
rd

 stories; molded wood cornice; pedimented 

dormer; gable roof with asphalt shingles; brick chimney. 

 

Built c. 1800. Alterations: cornice repaired, 1990. Designated: 6 Jan 1977. Contributing. 

 

Documentation: BP. 

 

158 4-story, 1-bay, buff tapestry brick, Tapestry Brick building with storefront. Concrete 

stoop; squared entrance openings; four single-leaf glazed and paneled wood doors with single-light wood transoms; 

pressed metal storefront surround and cornice; groups of three replacement multi-light aluminum casement windows 

at upper stories; red brick window surrounds and belt courses; pressed metal cornice with brackets; flat roof. 

 

South elevation: stucco. 

 

Built c. 1915. Designated: 31 Dec 1984. Contributing. 

 

160 4-story, 3-bay, brick, Greek Revival building with 4-bay storefront. Granite stoops; 

squared entrance openings; double-leaf paneled and glazed wood door with boarded transom; double-leaf paneled 

and glazed wood door with replacement single-light wood transom; single-leaf 4-panel wood door with 3-light wood 

transom; basement access panel with metal grate; single-light wood storefront window; painted stone storefront 

pilasters and cornice; 4/4 wood windows with exterior storm windows at upper stories; painted stone lintels and 

sills; molded brick cornice; flat roof. 

 



Built 1844. Designated: 5 June 1980. Contributing. 

 

Documentation: PHC files. 

 

162 4-story, 3-bay, brick, Greek Revival building with storefront. Granite stoops; squared 

entrance openings; double-leaf paneled and glazed wood door with boarded transom; double-leaf paneled and glazed 

wood door with replacement single-light wood transom; double-leaf paneled and glazed wood basement door with 

security grille and plexiglass enclosure; single-light wood storefront window; painted stone storefront pilasters and 

cornice; 4/4 wood windows with exterior storm windows at upper stories; painted stone lintels and sills; molded 

brick cornice; flat roof. 

 

Built 1844. Designated: 5 June 1980. Contributing. 

 

Documentation: PHC files. 

 

164 (a.k.a. 300-302 Race Street) 4-story, 3-bay, brick, Greek Revival building with storefront. 

Granite stoops; squared entrance openings; double-leaf paneled and glazed wood door with single-light wood 

transom; replacement double-leaf glazed wood door with sidelights and boarded transom at corner; painted stone 

storefront pilasters and cornice; flush metal storefront panel; single-light wood storefront window with single-light 

transom; metal and glass sidewalk below storefront window; roll down security gates at entrance and storefront 

window; 4/4 wood windows with exterior storm windows at upper stories; painted stone lintels and sills; molded 

brick cornice; flat roof. 

 

North elevation: 4-story, 7-bay, brick; squared entrance opening; marble stoops; basement bulkhead with double-

leaf metal door; basement areaways with 6/6 steel sash and security grates; single-leaf half-glazed wood door with 

single-light wood transom; 1/1, 6/1, and 6/6 wood windows at 1
st
 story; roll down security gates at 1

st
 story; 4/4 

wood windows with exterior storm windows at upper stories; stone lintels and sills; central fire escape at 2
nd

 to 4
th

 

stories; molded brick cornice. 

 

Built 1844. Designated: 5 June 1980. Contributing. 

 

Documentation: PHC files. 



N. 3
RD

 STREET – 200 Block 
 

 

Paving: Asphalt   

Curbs: 80% Granite; 20% Concrete 

Sidewalks: 60% Concrete; 35% Granite; 5% Brick; basement access with metal grates  

Light fixtures: Highway cobra 

 

201-203 See 245-249 Race Street. 

 

205-207 1-story, 3-bay, stucco, vernacular building. Squared entrance openings; concrete ramp to 

205; single-leaf glazed wood doors with single-light wood transoms; bead-board storefront panels; single-light wood 

storefront windows; wood window surrounds; cast stone cap at parapet; flat roof. 

 

North elevation: 1-story, 3-bay, stucco; squared entrance opening; single-leaf flush steel door; 2-light aluminum 

windows; metal cap at roofline. 

 

Built c. 1960. Listed as two separate properties in BRT. Non-contributing. 

 

209 ―Jordan & Brother, Grocery and Chemical House‖ 3½-story, 3-bay, Flemish-bond brick, 

Greek Revival building. Concrete step; squared entrance opening; double-leaf glazed and paneled wood door; 

replacement paired single-light wood storefront windows with 2-light wood transoms; 6/6 wood windows at upper 

stories; segmental arched window opening at dormer with 6/6 wood window; brick soldeir-course lintels and sills at 

1
st
 story; marble sills; cast stone lintels; wood box cornice; pedimented dormer; gable roof with asphalt shingles; 

aluminum gate to side yard. 

 

South elevation: 3½-story, brick; replacement paired single-light wood storefront windows with 2-light wood 

transoms; 6/6 wood windows at upper stories; half-round wood window at gable. 

 

North elevation: stucco. 

 

Built c. 1845. Designated: 31 Dec 1984. Contributing. 

 

Documentation: Philadelphia in the Romantic Age of Lithography (Wainwright, 1958). 

 

211-213 (a.k.a. 240-250 Florist Street) 1-story, 6-bay, marble and stucco, Greek Revival building. 

Painted stone step; squared entrance opening; replacement single-leaf glazed wood door with light and single-light 

wood transom; wood storefront panels; single-light wood storefront windows; marble storefront pilasters and 

cornice; stucco portion with signboard above storefront; flat roof. 

 

North elevation: stucco. 

 

East elevation: 1-story, 2-bay, stucco; squared garage openings with roll-down metal doors; squared entrance 

opening with single-leaf steel door. 

 

Built c. 1844. Alterations: upper three stories removed, 1975; stucco applied to brick above storefront and side 

walls, 1982; new storefront windows and door, 2000. Listed as two separate properties by BRT. Contributing. 

 

Documentation: BP; FIS. 

 

231-247  (a.k.a. 232-234 Bread Street) Originally known as ―Wilbur Chocolate Factory,‖ now 

known as ―The Chocolate Works‖ Apartments. 6-story, multi-bay, Flemish-bond brick, Colonial Revival building 

with various connected buildings.  

 

West elevation of 231: 6-story, 3-bay, Flemish-bond red brick with black headers, Colonial Revival building. 

Granite step; granite base; squared entrance opening; single-leaf wood door with sidelights and 3-light steel transom 



below full arched 3-light steel transom; 3/3 steel windows with full arched 3-light steel transoms flanking entrance 

at 1
st
 story; 3/3 steel windows with 3-light steel transoms at 2

nd
 to 5

th
 stories; full arched window openings at 6

th
 

story with 3/3 steel windows; limestone engaged columns at 1
st
 story; terra cotta banding at 1

st
 story; denticulated 

terra cotta cornice above 1
st
 story windows; terra cotta keystones, sills, and window hoods throughout; terra cotta 

spandrel plaques at 2
nd

 and 3
rd

 stories; terra cotta belt course below 6
th

 story windows; stucco parapet; flat roof.  

 

West elevation of 237-241: 6-story, 8-bay, exposed concrete frame structure and painted brick; brick and concrete 

steps with pipe railing; replacement double-leaf glazed wood doors; groups of three replacement 6/6 aluminum 

windows with grid above 3-light fixed aluminum windows throughout; flat roof; concrete and tubular steel arcade 

on N. 3
rd

 Street leading to entrance area; asphalt and concrete parking lot with brick planters and steel screens. 

 

North elevation of 231: 6-story, 5-bay, dryvit stucco panels at 1
st
 to 4

th
 stories, brick above; stucco at rear; squared 

entrance opening; replacement single-leaf flush steel door; single-leaf glazed wood door with 2-light sidelight; 6/6 

aluminum windows at 2
nd

 to 4
th

 stories; 3/3 aluminum windows at 5
th

 and 6
th

 stories; steel and concrete pergola with 

canvas awning.  

 

South elevation of 231: 6-story, brick; squared entrance openings at freight entrances with steel roll-down doors, 

some with CMU infill; 3/3 steel windows at 1
st
 and 2

nd
 stories; 18-light aluminum windows at upper stories; painted 

signs. 

 

North elevation of 237-241: 5-story, 9-bay and 6-story, 5-bay buildings, brick; metal staircase; brick watertable with 

bluestone cap at bays 1-9; recessed fire stair with squared entrance opening and single-leaf flush steel door at bay 

10; excavated basement windows with pipe railings at bays 1-9; CMU infilled basement windows at bays 11-14; 

paired 6/6 aluminum windows over 3-light aluminum windows at bays 11-14; recessed fire stair alcove with metal 

railing at all stories in bay 10; segmental arched window openings from basement level to 4
th

 story at bays 1-9; 

paired 2/2 aluminum windows with infilled transoms in bays 1-9; round window openings with 5-light aluminum 

windows at bays 1-9 at 5
th

 story; bluestone sills at bays 1-9; stone sills at bays 11-14; terra cotta keystones at round 

windows; brick piers between bays; corbelled brick cornice above 4
th

 story at bays 1-9; brick cornice at bays 1-9; 

brick cornice at bays 11-14; flat roof; concrete water tower base at bay 11.  

 

East elevation of 231: 7-story, 3-bay, brick; squared loading dock opening with roll-down metal door; fire tower 

with full arched openings and iron railings; 2 recessed flush-metal doors; brick-infilled window openings, some with 

2/2 aluminum windows; 3/3 steel windows. 

 

East elevation of south building at 237-241: 4-story, 5-bay brick building; squared loading openings with brick infill 

and steel I-beam lintels, one with a multi-light steel window; one with single-leaf flush steel door; segmental arched 

window openings with multi-light steel windows and brick infill at upper stories; cast stone sills, flat roof. 

 

East elevation of north building at 237-241: 5-story, 5-bay brick building; squared entrance opening with single-leaf 

flush steel door; segmental arched window openings with 12-light steel windows and brick infill; round window 

openings with 5-light aluminum windows at 5
th

 story; bluestone and cast stone sills; fire stair with metal fire 

balconies at 2
nd

 to 5
th

 stories; brick piers between bays; brick cornice. 

 

Building construction dates: 231 built 1909 by architect Walter Smedley; 237-241 built 1902, 1909, and 1922 by 

Hubbard and Clark with various additions by William Steele and Sons; 226-230 N. 2
nd

 Street built 1920 by 

Schofield Engineering Company. Alterations: NPS tax credit project, 1987. Designated: 26 Nov 1984. Contributing. 

 

Documentation: PHC files. 

 

249 (a.k.a. 250 N. Bodine Street) Vacant lot. 

 

251 (a.k.a. 252 N. Bodine Street) 3-story, 3-bay, brick, Italianate building with 3-bay 

storefront. Granite step; squared entrance openings; double-leaf paneled and glazed wood doors with single-light 

wood transoms; metal storefront panel; single-light wood storefront window with single-light wood transom; roll-

down storefront gates; cast-iron storefront pilasters and cornice; replacement 1/1 wood windows at upper stories; 

brownstone lintels and sills; corbelled brick cornice; flat roof. 



 

South and east elevations: stucco. 

 

Built c. 1850. Designated: 31 Dec 1984. Contributing. 

 

253 (a.k.a. 254 N. Bodine Street) 4-story, 3-bay, painted brick, Italianate building with 3-bay 

storefront. Granite steps; metal ramp; squared entrance openings; double-leaf glazed and paneled wood door with 4-

light wood transom; double-leaf glazed and paneled wood door with 2-light wood transom; stucco storefront panel; 

single-light wood storefront window below metal panel; cast-iron storefront pilasters and cornice; 6/6 wood 

windows with exterior storm windows at 2
nd

 story; 4/4 wood windows at 3
rd

 and 4
th

 stories; painted stone lintels and 

sills; bracketed wood cornice with cast-iron end consoles; flat roof. 

 

East elevation: 4-story, 2-bay, brick; squared entrance openings; single-leaf flush wood door; fire escape to squared 

entrance openings with single-leaf glazed wood doors at 2
nd

 to 4
th

 stories, with single-light wood transoms at 2
nd

 and 

3
rd

 stories; boarded 1
st
-story window; 4/4 wood windows with exterior storm windows at 2

nd
 and 3

rd
 stories; 

replacement single-light aluminum window at 4
th

 story; coupled single-light aluminum casement window at 4
th

 

story. 

 

South elevation: brick. 

 

Built c. 1850. Designated: 31 Dec 1984. Contributing. 

 

Documentation: PHC files. 

 

255 (a.k.a. 256 N. Bodine Street) 4-story, 2-bay, Flemish-bond brick, Greek Revival building 

with 3-bay storefront. Granite stoops; squared entrance openings; replacement double-leaf glazed wood doors with 

single-light wood transoms; granite storefront pilasters and cornice; bead-board storefront panel with basement 

access; single-light wood storefront window with single-light wood transom; 9/9 wood windows at 2
nd

 story; 6/6 

wood windows at 3
rd

 and 4
th

 stories; granite sills; molded brick cornice; flat roof.  

 

East elevation: 4-story, 2-bay, brick; squared entrance openings; single-leaf flush wood door; excavated basement 

with single-leaf flush steel door; single-leaf glazed wood door with security grate at 2
nd

 story; 1/1 wood basement 

windows with exterior storm windows; glass block infilled window at 1
st
 story; 6/6 wood windows at 2

nd
 and 4

th
 

stories; exterior storm windows at 4
th

 story; replacement triple 1/1 vinyl windows with muntin grid at 3
rd

 story. 

 

Built c. 1835. Alterations: interior and exterior alterations as part of a NPS tax credit project, 1990. Designated: 31 

Dec 1984. Contributing. 

 

257 (a.k.a. 258 N. Bodine Street) 4-story, 2-bay, Flemish-bond brick, Greek Revival building 

with 3-bay storefront. Granite stoops; marble basement entrance with double-leaf metal door; squared entrance 

openings; double-leaf paneled and glazed wood doors with three-light wood transoms; double-leaf paneled wood 

storefront half-door; single-light wood storefront window with 3-light wood transom; granite storefront pilasters and 

cornice; 6/6 wood windows at 2
nd

 story; 4/4 wood windows at 3
rd

 and 4
th

 stories; granite lintels and sills; corbelled 

brick cornice; flat roof. 

 

East elevation: 4-story, 3-bay, brick; squared entrance opening; single-leaf half glazed wood door with single-light 

wood transom; boarded basement windows; single-light wood window at 1
st
 story; 6/6 wood windows at 2

nd
 story; 

1/1 wood windows at 3
rd

 story; 2/1 wood windows at 4
th

 story; marble sills; brick cornice. 

 

North elevation: stucco. 

 

Built c. 1835. Designated: 31 Dec 1984. Contributing. 

 

259  (a.k.a. 260 N. Bodine Street) 2-story, 3-bay, Flemish-bond brick with glazed headers, 

Colonial Revival building with 3-bay storefront. Granite stoop; replacement iron railing; squared entrance openings; 

replacement single-leaf glazed and paneled wood door; double-leaf glazed and paneled wood door; bead-board 



storefront panel; 12-light wood storefront window; wood storefront pilasters; pent eave with asphalt shingles at 

storefront; 6/1 wood windows at 2
nd

 story; jack arch lintels; cast stone sills; pressed metal cornice with brackets and 

end consoles; flat roof. 

 

East elevation: 1-story, 1-bay, brick; squared entrance opening; single-leaf flush steel door with security gate; 

segmental arch window openings infilled with brick; terra cotta cap at roof. 

 

Built c. 1910. Alterations: storefront added, c. 1950. Contributing. 

 

261 (a.k.a. 262 N. Bodine Street) 4-story, 3-bay, brick, Italianate building with cast-iron 

storefront at 1
st
 and 2

nd
 stories. Granite stoops; squared entrance openings at 1

st
 story; flattened pointed arched 

openings at 2
nd

 story; double-leaf paneled and glazed wood doors with 2-light wood transoms at 1
st
 and 2

nd
 stories; 

double-leaf glazed wood half-door with iron grate below storefront window; single-light storefront window with 

single-light transom; cast-iron pilasters at 1
st
 story; fluted cast-iron trefoil columns at 2

nd
 story; cast-iron cornices at 

1
st
 and 2

nd
 stories; replacement iron railings at 2

nd
 story entrances; 4/4 wood windows at 3

rd
 story; 2/2 wood 

windows at 4
th

 story; cast-iron lintels; stone sills; denticulated brick cornice; flat roof. 

 

East elevation: 4-story, 3-bay; brick; concrete step; squared entrance openings; single-leaf flush steel door; fire 

escape with squared entrance openings with single-leaf flush steel doors at 2
nd

 to 4
th

 stories; 3/3 aluminum window 

at 1
st
 story; 2/2 aluminum windows at 2

nd
 to 4

th
 stories; granite lintel and sill at 1

st
 story; granite sills at upper stories; 

brick cornice with metal cap. 

 

North and south elevations: stucco. 

 

Built c. 1855. Alterations: stucco applied to the north wall, 1980; installation of rear windows and doors, restoration 

of façade, 1998; removal of non-historic 1
st
 story façade and new wood storefront installed, 1999. Designated: 16 

Sept 1980. Contributing. 

 

Documentation: BP. 

 

263  (a.k.a. 240-248 Vine Street and 264 N. Bodine Street) 1-story, 3-bay, wood siding, 

vernacular building. Granite stoop; squared entrance opening; glazed aluminum door with aluminum sidelight and 

single-light aluminum transom; wood storefront panels; single-light aluminum storefront windows with single-light 

transoms; wood siding above storefront; aluminum cap at roofline; flat roof. 

 

East elevation: stucco and CMU. 

 

North elevation: 1-story, stucco, CMU, and wood siding; squared entrance opening; single-leaf flush metal door; 

wood storefront warps onto east bay; 2-light aluminum storefront window; 2-light aluminum storefront window with 

security grate; boarded window; wood fence with gate. 

 

Built c. 1840. Alterations: upper floors removed, storefront altered with wood siding and new fenestration. Non-

contributing. 

 

************** 

 

200-220 See 301-303 Race Street. 

 

224 Parking lot. Non-contributing. 

 

234 4-story, 5-bay (3 south bays recessed), brick, vernacular building. Granite and concrete 

step; squared entrance opening; double-leaf glazed wood door with single-light wood transom; 1/1 aluminum 

windows with exterior storm windows at 1
st
 to 4

th
 stories; brick sills; corbelled brick cornice; brick parapet; flat roof; 

garden with brick wall with cast stone coping at recessed bays. 

 

South elevation: stucco. 



 

Built c. 1985. Non-contributing. 

 

236-238 ―Mercantile Building‖ 4-story, 3-bay, brick, Greek Revival building with 4-bay 

storefront. Granite stoops; squared entrance openings; double-leaf paneled and glazed wood doors with leaded 

transom; basement bulkhead with wood door; wood storefront panels; paired multi-light wood casement storefront 

windows with leaded transoms; granite storefront pilasters and cornice; 6/6 wood windows at 2
nd

 and 3
rd

 stories; 

12/12 vinyl windows at 4
th

 story; granite sills; molded brick cornice; flat roof. 

 

South elevation: 4-story, 1-bay, stucco; brick watertable; paired single-light casement windows at 1
st
 story; 1/1 wood 

windows at 2
nd

 to 3
rd

 stories; 1/1 vinyl windows at 4
th

 story. 

 

Built c. 1851 by the trustees of Henry Tilge‘s estate, owner of 306-308 New Street, manufacturer of millinery 

supplies. Alterations: interior and exterior alterations as part of NPS tax credit project. Designated: 25 Sept 1978. 

Contributing.  

 

Documentation: NPS Tax Credit Application, Part 1. 

 

240 4-story, 2-bay, brick, Greek Revival building with 3-bay storefront. Granite stoops; 

squared entrance openings; double-leaf paneled and glazed wood doors with multi-light wood transoms; basement 

bulkhead with double-leaf metal door; wood storefront panels; paired multi-light wood casement storefront windows 

with multi-light wood transom; granite storefront pilasters and cornice; 6/6 wood windows with exterior storm 

windows at upper stories; granite sills; molded wood cornice; flat roof. 

 

North elevation: 4-story, 4-bay, brick; rear alleyway access with single-leaf wood door; glass block basement 

window; 6/6 wood windows with exterior storm windows throughout; granite and marble sills; wood cornice; flat 

roof; wood roof deck. 

 

Built c. 1850. Designated: 31 Dec 1984. Contributing.  

 

242 (a.k.a. 300 New Street) 4-story, 2-bay, brick, Greek Revival building with 3-bay 

storefront. Granite stoops; squared entrance openings; double-leaf paneled and glazed wood doors with multi-light 

wood transoms; basement bulkhead with double-leaf metal door; wood storefront panels; paired multi-light wood 

casement storefront windows with multi-light wood transom; granite storefront pilasters and cornice; 6/6 wood 

windows with exterior storm windows at upper stories; granite sills; molded wood cornice; flat roof.  

 

North elevation: 4-story, 4-bay, brick; rear alleyway access with vertical board door; glass block basement windows; 

6/6 wood windows with exterior storm windows at upper stories; marble sills; fire escape; wood cornice continues; 

wood roof deck. 

 

Built c. 1850. Designated: 31 Dec 1984. Contributing. 

 

244-248 (a.k.a. 301-305 New St.) 5-story, 3-bay, Flemish-bond brick with glazed headers, 

Colonial Revival building. Granite base; brick watertable with granite cap; granite step; squared entrance opening 

with limestone entrance surround, pilasters, architrave, and 4/4 wood windows; double-leaf paneled and glazed 

wood door with fanlight; 5-light wood basement windows; full arched multi-light/6 wood windows at 1
st
 story; 6/6 

wood windows at 2
nd

 to 5
th

 story; fanlight at penthouse; limestone sills; jack arch lintels with limestone keystones 

and imposts; limestone belt courses at 2
nd

- and 5
th

-story sill heights; terra cotta cornice with modillions; brick 

parapet with stone coping; flat roof; stucco penthouse with gable roof; stucco chimney. 

 

South elevation: 5-story, 4-bay, Flemish-bond brick with glazed headers; granite base; brick watertable with granite 

cap; brick step with concrete landing and metal pipe railing; full arched entrance openings; double-leaf multi-light 

glazed wood doors with fanlights; full arched multi-light/6 wood windows at 1
st
 story; 6/6 wood windows with 

exterior storm windows at 2
nd

 to 5
th

 story; limestone sills; jack arch lintels with limestone keystones and imposts; 

limestone belt courses at 2
nd

- and 5
th

-story sill heights; terra cotta cornice with modillions. 

 



Built 1910-11 by architect Ralph E. White for Cover & Company. Contributing. 

 

Documentation: PHC files.  

 

250-252 ―Diehl Building‖ 6-story, 5-bay, orange brick, Neoclassical building. Squared entrance 

openings with brownstone pediments at outer bays; double-leaf paneled wood door; recessed fire stair entrance with 

replacement single-leaf metal mesh gate and single-leaf flush steel doors; central single-light wood storefront 

window flanked by 1/1 wood windows with leaded transoms; wood storefront panel; full arched windows openings 

with brownstone keystones and imposts at 2
nd

 and 6
th

 stories; 1/1 wood windows throughout; fire stair openings with 

metal railings at south bay; brownstone sills; brownstone belt courses above 1
st
 story; brownstone storefront cornice 

with ―S. ERVIN DIEHL COMPANY‖ in raised letters; metal cornice above 2
nd

-story windows; metal cornice with 

modillions above 5
th

-story windows; brick quoins with brownstone capitals at 3
rd

 to 5
th

 stories; corbelled brick 

cornice and pedimented parapet; central tympanum with ―DIEHL BUILDING‖ in raised letters at roofline; flat roof. 

 

Built 1912 by architect Jacob Naschold for S. Ervin Diehl, bottle supplier. Alterations: renovated in 1984. 

Designated: 8 Aug 1984. Contributing. 

 

Documentation: PHC files, PAB. 

 

254-260 See 315 New Street.  



N. 3
RD

 STREET – 300 Block 
 

 

Paving: Asphalt    

Curbs: Granite 

Sidewalks: 90% Concrete; 10% Granite   

Light fixtures: None 

 

301 (a.k.a. 233-249 Vine Street) 4-story, 3-bay, painted brick, Greek Revival building with 3-

bay storefront. Marble stoops at end bays; squared entrance opening; single-leaf wood door with infill and boarded 

transom; brick storefront panels; single-light wood storefront windows with 2-light wood transoms; painted stone 

storefront pilasters and cornice; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; exterior 

aluminum storm windows at 2
nd

 to 4
th

 stories; painted stone lintels and sills; denticulated brick cornice; flat roof. 

 

South elevation: 4-story, 8-bay, painted brick; marble bulkhead frame and window wells; squared entrance opening 

with marble steps, roll-up glazed, and paneled wood door with 3-light transom at bay 5; storefront continues with 

single-light wood storefront window, 2-light wood transom, and painted stone pilaster and cornice at bay 1; painted 

store storefront cornice at bays 6-8; single-light wood storefront windows and 2-light wood transoms at bays 2 and 

3; glass block-infilled storefront window at bay 6; brick-infilled storefront windows at bays 7 and 8; 3/3 and 6/6 

wood basement windows with pipe railings; 6/6 wood windows with exterior aluminum storm windows throughout; 

painted stone lintels and sills; denticulated brick cornice. 

 
East elevation: brick with stucco base; brick step; squared entrance opening with single-leaf 6-panel 
wood door. 
 
Built c. 1845. Designated: 15 Apr 1975. Contributing. 

 

303 4-story, 2-bay, painted brick, Greek Revival building with 3-bay storefront. Marble 

stoops to two entrances; marble steps down to basement entrance; squared entrance openings; double-leaf half 

glazed and paneled wood doors with single-light wood transoms; double-leaf flush wood basement door; single-light 

wood storefront window with single-light wood transom; painted stone storefront pilasters and cornice; 9/9 wood 

windows at 2
nd

 story; 6/6 wood windows at 3
rd

 and 4
th

 stories; exterior storm windows at upper stories; painted stone 

lintels and sills; denticulated brick cornice; flat roof. 

 

Built c. 1845. Designated: 15 Apr 1975. Contributing. 

 

305 4-story, 2-bay, painted brick, Italianate building with 3-bay storefront. Marble stoops; 

squared entrance opening; double-leaf half glazed and paneled wood door with single-light wood transom; concrete 

infill at center storefront bay; brick storefront panels; single-light wood storefront windows with single-light wood 

transoms; cast-iron storefront pilasters; painted stone storefront cornice; 6/6 wood windows with exterior aluminum 

windows at upper stories; painted stone lintels and sills; modillioned pressed metal cornice; flat roof. 

 

Built 1840. Alterations: cast-iron storefront added by S.J. Creswell, 1859. Designated: 15 Apr 1975. Contributing. 

 

Documentation: PHC files; S.J. CRESWELL N. RACE ST. noted on cast-iron storefront. 

 

307 4-story, 2-bay, painted Flemish-bond brick, Greek Revival building with 3-bay storefront. 

Marble stoops to two entrances; squared entrance openings; double-leaf half glazed and paneled wood doors with 

single-light wood transoms; concrete infill at center storefront bay; brick storefront panel; single-light wood 

storefront window with single-light wood transom; painted stone storefront pilasters and cornice; 6/6 wood windows 

and exterior aluminum storm windows at upper stories; painted stone lintels and sills; molded brick cornice; flat 

roof. 

 

Built 1840. Designated: 15 Apr 1975. Contributing. 

 



309 5-story, 3-bay, painted brick, Italianate building with 3-bay storefront. Granite step at two 

entrances; squared entrance opening; replacement double-leaf fully glazed wood doors with paneled transoms below 

3-light wood transoms; brick storefront panel; single-light wood storefront window; granite storefront pilasters at 

end bays, wood pilasters at center bay; bracketed granite storefront cornice forming balconette at 2
nd

 story; 4/6 wood 

windows at 2
nd

 story; 4/4 wood windows at 3
rd

 to 4
th

 stories; paired 3-light wood casement windows at 5
th

 story; 

granite lintels and sills; cornice with replacement wood modillions; flat roof. 

 

Built c. 1855. Alterations: brick replacement at 4
th

 and 5
th

 stories, 1987. Designated: 31 Dec 1984. Contributing. 

 

Documentation: BP. 

 

311 5-story, 2-bay, orange Roman brick, Late 19
th

-Century Renaissance Revival building 

with 3-bay storefront. Granite steps; squared entrance opening; replacement single-leaf flush steel door with infill 

and boarded transom; replacement double-leaf flush wood door with boarded transom; brick storefront panel; single-

light wood storefront window with boarded transom; painted granite storefront pilasters at end bays; wood storefront 

pilasters at center bay; painted granite storefront cornice forming balconette at 2
nd

 story; full arched window 

openings at 2
nd

 and 4
th

 stories; segmental arched window openings at 3
rd

 story; flattened pointed arched window 

openings at 5
th

 story; multi-light/2 wood windows with Gothic Revival tracery at 2
nd

 to 5
th

 story; yellow Roman 

brick lintels; granite sills; pressed metal cornice; flat roof. 

 

Built c. 1890. Alterations: storefront, c. 1955. Designated: 31 Dec 1984. Contributing. 

 

313 5-story, 2-bay, red Roman brick, Late 19
th

-Century Renaissance Revival building with 3-

bay storefront. Granite step; full arched storefront openings; central square-head double-leaf glazed and paneled 

wood door with 8-light wood transom below full arched multi-light transom; 12/12 wood storefront windows with 

full arched multi-light transoms; brick storefront panels; cast-iron and pressed metal storefront pilasters and cornice; 

full arched window openings at 2
nd

 and 4
th

 stories; segmental arched window openings at 3
rd

 story; flattened pointed 

arched window openings at 5
th

 story; multi-light/2 wood windows with Gothic Revival tracery at 2
nd

 to 5
th

 story; tan 

Roman brick lintels; granite sills; pressed metal cornice; flat roof. 

 

Built c. 1890. Designated: 31 Dec 1984. Contributing. 

 

315 (a.k.a. 250 Wood Street) 5-story, 3-bay, cast-iron and pressed metal, Late 19
th

-Century 

Renaissance Revival building with 3-bay storefront. Cast-iron and pressed metal storefront pilasters and cornice; 

brick storefront panels; 12/12 and 15/15 wood storefront windows with full arched multi-light wood transoms; full 

arched window openings at 2
nd

 and 4
th

 stories; segmental arched window openings at 3
rd

 story; pointed arched 

window openings at 5
th

 story; multi-light/2 wood windows throughout upper stories; pressed metal cornice; flat roof. 

 

North elevation: 5-story, brick; painted stone basement bulkhead with double-leaf metal door; full arched cast-iron 

and pressed metal storefront continues with brick storefront panel and 9/9 wood storefront window with full arched 

multi-light wood transom at westernmost bay; concrete ramp with pipe railing to squared entrance opening with 

single-leaf glazed wood door, 2-light sidelight, and granite lintel; 3/3, 6/6, and 9/9 wood windows with security 

grates at 1
st
 story; 6/6 wood w/windows at 2

nd
 to 5

th
 stories; granite lintels and sills at 1

st
 story; cast-iron lintels and 

sills at 2
nd

 to 5
th

 stories; denticulated brick and pressed metal cornice. 

 

East elevation: 5-story, 3-bay, brick; former squared loading entrance with wood panels and 3-light transom; 6/6 

wood windows throughout; fire escape; denticulated brick and pressed metal cornice. 

 

Built c. 1890. Designated: 31 Dec 1984. Significant. 

 

*************** 

 

300-308 (a.k.a. 301 Vine Street) ―National Bank of the Northern Liberties‖ ashlared granite, Mid 

19
th

-Century Renaissance Revival bank. Three connected sections: original, 2-story, 3-bay granite building at south 

end; 2-story, 2-bay granite center addition; 3-story, 1-bay, buff brick building at north end.  

 



East elevation, south building: Steps with wing walls; heavy base; central full arched pedimented entranceway with 

double pilasters, keystone, carved wreaths, and seal; double-leaf paneled and glazed wood door with single-light 

wood transom; single-light wood windows with single-light wood transoms at 1
st
 story; full arched windows with 

2/2 wood windows and keystones at outer bays at 2
nd

 story; full arched central window surround with paired single-

light wood casement window and 2-light transom, decorative scroll brackets, pilasters, keystone, and hood at 2
nd

 

story; frieze between 1
st
 and 2

nd
 stories; quoins; cornice with modillions and balustrade; flat roof 

 

East elevation, center addition: heavy base; fixed tripartite wood window with 3-light transom at 1
st
 story; full 

arched windows with 2/2 wood windows and keystones at 2
nd

 story; denticulated pressed metal cornice; flat roof. 

 

East elevation, north building: squared entrance openings with glazed aluminum doors; segmental arched garage 

opening with roll-down metal door; monumental full arched window opening with grouped single-light aluminum 

windows at upper stories; rustictaed brick piers; corbelled brick cornice; brick parapet; flat roof. 

 

South elevation, south building: 2-story, 5-bay, granite main building and 4-bay, granite rear addition; heavy base; 

concrete steps; replacement aluminum window system with squared entrance opening, single-leaf glazed door, and 

sidelights; steel basement windows with iron grates; full arched windows with 2/2 wood windows and keystones 

throughout; frieze between 1
st
 and 2

nd
 stories; quoins; cornice with modillions and balustrade at main building; 

denticulated cornice at west addition. 

 

West elevation: 2-story, stucco; glass block infilled window; coupled 1/1 wood windows at center addition; paired 

single-light aluminum casement windows with cast stone sills at 2
nd

 and 3
rd

 stories of north building; brick 

penthouse and chimney at south building. 

 

North elevation: 3-story, 4-bay, stucco panels; paired single-light aluminum casement windows; cast stone sills; 

metal cap at cornice. 

 

Built c. 1835 for the Manufacturers & Mechanics Bank. Alterations: extensively rebuilt in 1870-1871 for the Bank 

of the Northern Liberties, designed by architect James H. Windrim with contractor James Rorke; additions, 1880-

1885; interior and exterior alterations as part of NPS tax credit program. Designated: 31 Dec 1984. Significant. 

 

Documentation: TM; PAB website; HABS; Webster; NPS Tax Credit Application, Part 1. 

 

310-314 Parking lot. Non-contributing. 

 



S. 3
RD

 STREET – Unit Block 
 

 

Paving: Asphalt 

Curbs: Granite 

Sidewalks: 70% Concrete, 30% Tooled granite; flush metal basement doors   

Light fixtures: Highway cobra 

 

1 -11  See 248-250 Market Street. 

 

13-27 5-story, 5-bay, Flemish-bond brick, Colonial Revival building with storefront. Granite 

step; squared entrance openings, one with wood door surround and fluted wood pilasters; single-leaf 5-light wood 

doors with sidelights and 3-light wood transoms; projecting bi-fold multi-light full-height storefront wood windows 

with 4-light wood transoms; terra cotta fluted pilasters and storefront cornice; 6/6 wood windows at upper stories; 

jack arch brick lintels with terra cotta keystones and end stones; terra cotta sills; terra cotta quoins; terra cotta 

cornice with scrolled brackets; flat roof; brick penthouse; parking lot. 

  

South elevation: 5-story, stucco front with 4/4 replacement wood windows; 5-story, 4-bay, brick rear; stucco 

watertable; squared entrance opening; double-leaf flush metal door; segmental arched window openings at upper 

stories; 4/4 replacement vinyl windows; stone sills; flat roof. 

 

Built 1904 as a factory for Charles Sinnickson, designed by architect Amos W. Barnes. Contributing. 

 

Documentation: BP. 

 

29 3-story, 1-bay, brick and stucco vernacular building with storefront. Concrete stoop; 

basement access with double-leaf flush wood door; squared entrance opening; single-leaf replacement paneled wood 

door with one-light wood transom; single-light replacement aluminum window; roll-down security grate at 

storefront; projecting two-story, semi-circular bay window at 2
nd

 and 3
rd

 stories panned in aluminum; 1/1 aluminum 

windows at upper stories; shaped parapet; flat roof. 

 

North elevation: stucco. 

 

East elevation: stucco; tripled 1/1 aluminum windows at 2
nd

 and 3
rd

 stories; brick sills; half-gable roof. 

 

Built c. 1830. Alterations: 3
rd

 story added after 1977; new façade and windows. 29-31 S. 3
rd

 Street listed as one 

property by BRT. Contributing. 

 

31 (a.k.a. 247-249 Elbow Lane) 2-story, 1-bay, buff brick and stucco, vernacular building 

with storefront. Marble stoop; squared entrance opening; single-leaf replacement paneled and glazed wood door; 1-

light, aluminum storefront window over wood panels; corbelled brick courses above storefront window; 1/1 

replacement aluminum windows at 2
nd

 story; flat roof with roof deck. 

 

South elevation: stucco; squared entrance opening; single-leaf flush metal door with boarded transom; single-light 

wood window with hoist beam. 

 

East elevation: stucco; 1/1 aluminum window at 2
nd

 story; rooftop greenhouse and deck. 

 

Built c. 1830. Alterations: 2
nd

 story and rooftop greenhouse and deck added after 1977; new façade and windows. 

29-31 S. 3
rd

 Street listed as one property by BRT. Contributing. 

 

33 (a.k.a. 242-246 Elbow Lane) 3-story, 3-bay, stucco, vernacular building with storefront. 

Granite stoop with replacement iron railing; metal steps to basement level storefront; original segmental arched 

entrance opening at 1
st
 story; added squared entrance openings recessed from facade; double-leaf glazed aluminum 

doors at basement level and 1
st
 story; multi-light storefront aluminum windows at basement and 1

st
 story; segmental 



arched window openings at 2
nd

 and 3
rd

 stories; 1/1 replacement aluminum windows with 2-light full-arched wood 

transoms at 2
nd

 and 3
rd

 stories; brick sills at 2
nd

 story; flat roof. 

 

North elevation: 6-bay, stucco; squared entrance opening; single-leaf replacement flush metal door; openings 

infilled with brick at 1
st
 story; 1/1 replacement aluminum windows throughout with single-light aluminum transoms 

at 2
nd

 story; fire escape. 

 

Built c. 1855. Alterations: reduction in stories from five to three, late 19
th

 century; stucco; recessed entrances at 

basement and 1
st
 stories. Contributing.  

 

Documentation: FIS. 

 

35 5-story, 3-bay, cast-iron, Italianate building with storefront. Granite stoop; raised 

basement access with replacement iron railing; squared entrance openings; double-leaf paneled and glazed wood 

doors with 2-light wood transoms below paired full-arched wood transoms; single-light wood storefront window 

with single-light wood transom; flattened arched entrance and window openings at 1
st
 story and 3

rd
 story; cast-iron 

storefront pilasters and storefront cornice; 6/6 replacement wood windows at upper stories; cast-iron bracketed 

cornice above 3
rd

 story and at roofline; paneled cast-iron pilasters at 2
nd

 and 3
rd

 stories; rusticated cast-iron pilasters 

at 4
th

 and 5
th

 stories; cast-iron paneled spandrels between windows at upper stories; fire escape; flat roof. 

 

North elevation: stucco. 

 

Built 1852, designed by architect John Riddell for E.W. Clark Brokerage. Ironwork by Tiffany and Bottom Eagle 

Ironwork. John Riddell had office at this address. Alterations: new windows, 1997. Designated: 5 May 1977. 

Significant. 

 

Documentation: BP; PHC files. 

 

37-39 ―Leland Building‖ 5-story, 5-bay, granite, Italianate building with storefront. Granite 

stoop; squared entrance openings, each with double-leaf replacement paneled wood doors and full-arched trefoil-

design wood transoms; paired 1/1 replacement storefront wood windows at 2
nd

 and 4
th

 bays, both with full-arched 

trefoil wood transoms; metal basement doors at 2
nd

 bay; fixed 2-light wood window infills basement access at 4
th

 

bay; granite storefront cornice; segmental arched window openings at 2
nd

 to 4
th

 stories; full-arched window openings 

at 5
th

 story; paired 1/1 wood windows with paired full-arched transoms at upper stories; bracketed granite cornice 

with ―LELAND 1855‖ at shaped gable parapet; flat roof. 

 

Built 1855 for prosperous merchant Charles Leland, designed by architect Stephen D. Button, built by Solomon K. 

Hoxie, granite cutter, and John Kilgore and John R. Hudders, carpenters. One of the most significant, extant, 

utilitarian Italianate commercial buildings in Old City. Designated: 26 Jan 1971. Significant. 

 

Documentation: HABS Documentation; Tatman and Moss. 

 

41-43 5-story, 2-bay, brick, Italianate building with storefront. Granite step; squared entrance 

openings; double-leaf half-glazed and paneled wood door with boarded transom; single-leaf replacement paneled 

wood door with arched single-light wood transom; single-light replacement wood storefront windows; single-leaf 

wood paneled basement doors below storefront windows; wood storefront pilasters and cornice; tripartite 1/1 

replacement wood windows at 2
nd

 to 5
th

 stories; fire escape; bracketed and modillioned wood cornice; flat roof. 

 

South elevation: stucco. 

 

Built c. 1876. Alterations: stucco applied to south elevation, 1975. Designated: 5 May 1977. Contributing. 

 

Documentation: BP; FIS. 

 

45 2-story, 3-bay, cast-iron, Italianate building with storefront. Granite stoop; squared 

entrance openings; double-leaf paneled wood door with wood panels above; single-leaf half-glazed and paneled 



wood door with single-light wood transom; single-leaf glazed wood door with wood panels above; wood storefront 

window with 2-light wood transom; basement access below storefront window; cast-iron storefront pilasters and 

cornice; full-arched entrance openings at 2
nd

 story with double-leaf half-glazed and paneled wood doors and arched 

2-light wood transoms, one boarded; cast-iron arched surrounds at 2
nd

 story; bracketed cast-iron cornice; flat roof. 

 

South elevation: stucco; 2-story rear ell with stucco at 1
st
 story; brick at 2

nd
 story; one boarded and one 1/1 vinyl 

replacement window. 

 

Built c. 1855. Designated: 5 May 1977. Significant. 

 

Documentation: PHC files. 

 

*************** 

 

2-12 See 300 Market Street. 

 

14 3-story, 3-bay, orange Roman brick, Renaissance Revival building with 2-bay storefront. 

Granite stoop; granite base; squared entrance opening; single-leaf replacement glazed aluminum door with 

sidelights; single-light replacement aluminum storefront window with aluminum panel below; boarded storefront 

transoms; roll down storefront grate; colossal brick pilasters with terra cotta ionic capitals at 1
st
 and 2

nd
 stories; 

copper storefront cornice embossed with ―AD 1894‖; four coupled 1/1 replacement wood windows at 2
nd

 story; terra 

cotta cornice with dentils, modillions, and floral wreath designs above 2
nd

 story; full-arched window openings at 3
rd

 

story with 1/1 replacement wood windows and half-round single-light wood transoms; terra cotta trim above 3
rd

-

story windows; brick pilasters with terra cotta capitals at 3
rd

 story; modillioned copper cornice; flat roof. 

 

North elevation: 3-story, brick; boarded window and door openings; fire escape, painted sign; wood hoist at 3
rd

 

story. 

 

Built 1893-1894 by architect Henry D. Dagit for John M. Doyle. Designated: 5 May 1977. Destroyed by fire and 

demolished, January 2004. Contributing. 

 

Documentation: FIS, CT, Tatman and Moss. 

 

16 5-story, 3-bay, painted Flemish-bond brick, Italianate building with 3-bay cast-iron 

storefront. Marble stoops; squared entrance openings; double-leaf glazed and paneled wood doors, one with single-

light wood transom, one with boarded transom; single-light wood storefront window; metal basement door below 

storefront window; cast-iron storefront pilasters and cornice with ―JA Gendell Philadelphia‖ embossed on pilasters; 

2/2 wood windows at upper stories; bracketed cast-iron window crowns at 3
rd

, 4
th

 and 5
th

 stories; painted stone sills; 

fire escape at 2
nd

 to 5
th

 stories; cast-iron bracketed cornice; flat roof. 

 

South and North elevations: brick. 

 

Built c. 1855. Designated: 5 May 1977. Contributing. 

 

Documentation: PHC files. 

 

18 4-story, 3-bay, brick Italianate building with 4-bay storefront. Flemish-bond brick with 

glazed headers at 1
st
, 2

nd
 and 3

rd
 stories; marble step; squared entrance openings; one double-leaf half-glazed and 

paneled wood door and one double-leaf half-glazed and paneled wood door, both with single-light wood transoms; 

single-light wood storefront window with single-light wood transom; paneled wood storefront base; wood storefront 

fluted pilasters and cornice; 2/2 wood windows at upper stories; raised brick beltcourses above 2
nd

 and 3
rd

 stories; 

modillioned wood cornice; flat roof. 

 

Built c. 1785. Alterations: raised one story and Italianate cornice added, c. 1875; storefront restored, 1999. 

Designated: 5 May 1977. Contributing.  

 



Documentation: BP. 

 

20 4-story, 3-bay, stucco and painted brownstone, Italianate building with 3-bay storefront. 

Brownstone stoops; squared entrance openings; double-leaf Egyptian Revival paneled wood doors with wood 

transoms; single-light wood storefront window; roll down storefront grate; painted brownstone storefront base, 

pilasters, and cornice; 4/4 wood windows at 2
nd

 and 3
rd

 stories; 2/4 wood windows at 4
th

 story; painted brownstone 

sills; modillioned wood cornice; flat roof. 

 

South elevation: stucco. 

 

Built 1789 for Samuel McClare. Alterations: raised one story and new front built 1847-48 for Hutchinson & Co., 

stockbrokers; rear ell and additions to store for F.S. Bixler & Company by architecture firm Hale & Morse, (Herbert 

Hale and Henry Morse), 1902. Designated: 5 May 1977. Significant.  

 

Documentation: HABS, Webster, Tatman and Moss. 

 

22-24 Originally ―Mechanics Bank,‖ later ―Norwegian Seamen‘s Church‖ 2-story, 3-bay, 

marble, Greek Revival building. Painted marble at 1
st
 story; marble steps with replacement iron railings; marble 

base; squared entrance opening; double-leaf paneled and glazed wood door with single-light wood transom; 1/1 

wood windows in front of leaded glass windows at 1
st
 story; single-light fixed wood windows at 2

nd
 story; 2-story 

Corinthian marble columns supporting Greek Revival marble pediment, fluted center columns and squared outer 

columns with stucco; dentilled marble cornice; gable roof. 

 

South elevation: 4-bay brick rear section and 3-bay stucco front section; squared entrance opening; flush single-leaf 

metal door; 1/1 wood windows throughout except for leaded glass 1/1 wood windows at front of 1
st
 story. 

 

Built 1837, designed by architect William Strickland, construction headed by John Struthers, stonemason. The 

Norwegian Mission purchased the building in 1930 and operated it as a church until 1982. Alterations: alterations 

and additions by John T. Windrim, 1897; 2-story rear addition by Edwards & Green for Norwegian Seamen‘s 

Church, 1930. Designated: 26 June 1956 & 30 Apr 1957. Significant. 

 

Documentation: HABS. Webster, Tatman and Moss. 

 

26-34 Parking lot with perimeter chain link fence. Designated: 5 Apr 1973. Non-contributing.  

 

36 4-story, 3-bay, cast-iron Italianate building with storefront. Concrete step; squared 

entrance openings; single-leaf paneled and glazed wood doors with single-light wood transoms; brick storefront 

base; 3-light storefront aluminum window with single-light aluminum transom; cast-iron storefront pilasters and 

cornice with ―JA Gendell Philadelphia‖ embossed on pilasters; segmental arched window openings at upper stories; 

paired 3-light metal casement windows with 2-light wood transoms at two bays of the 2
nd

 and 3
rd

 stories; paired 3-

light wood casement windows at 2 bays of 4
th

 story; paired 2/2 wood windows at end bays on 2
nd

 to 4
th

 stories; fire 

escape at 2
nd

 to 4
th

 stories; scroll bracketed cast-iron cornice; flat roof. 

 

North elevation: stucco. 

 

Built c. 1855. Designated: 5 Apr 1973. Significant.  

 

Documentation: CT; PHC files. 

 

38 5-story, 3-bay, stucco, Italianate building with storefront. Granite stoop; double-leaf 

metal basement door; squared entrance openings; replacement paneled wood doors with oval lights and single-light 

wood transoms; paneled wood storefront base; single-light wood storefront window with three-light wood transom; 

stucco storefront pilasters and cornice; full-height paired 3-light casement windows with 2-light wood transoms at 

2
nd

 story; triple engaged columns with stuccoed cornice at 2
nd

 story; 4/6 wood windows at 3
rd

 story; 4/4 wood 

windows at 4
th

 story; 2/4 wood windows at 5
th

 story; stuccoed lintels and sills; pressed metal cornice; iron balcony 

railing at 2
nd

 story above storefront cornice; flat roof. 



 

Built 1866. Designated: 5 Apr 1973. Contributing.  

 

Documentation: CT; FIS. 

 

40 5-story, 3-bay, brick, vernacular building. Concrete stoop with bronze railing; squared 

entrance opening at 1
st
 story and 3

rd
 story; single-leaf paneled wood door at 1

st
 story; single-leaf glazed wood door 

with sidelight at 3
rd

 story; fixed single-light aluminum windows at 1
st
 and 2

nd
 stories; 1/1 aluminum windows at 4

th
 

and 5
th

 stories; cast-iron pilasters between window bays at 4
th

 and 5
th

 stories; cast stone sills at 2
nd

 story; wrought 

iron balcony at 3
rd

 story; pent roof with asphalt shingles above 3
rd

 story; bracketed wood cornice; flat roof. 

 

South elevation: stucco. 

 

Built 1856 for Charles Hepburn by architect John Riddell. Alterations: 1
st
 and 2

nd
 stories clad with brick, c. 1975, 

when 42 S. 3
rd

 Street was constructed. Designated: 5 Apr 1973. Contributing.  

 

Documentation: CT; FIS; PHC file notes. 

 

42 3-story, 3-bay, brick, vernacular building. Concrete stoops with bronze railings; full-

arched basement access with recessed squared entrance opening; squared entrance openings at 1
st
 story and 3

rd
 

stories; single-leaf paneled wood doors at basement and 1
st
 stories; single-leaf glazed wood door with 3-light 

sidelight at 3
rd

 story; fixed single-light aluminum windows at 2
nd

 story; cast stone sills; wrought iron balcony at 3
rd

 

story; pent roof with asphalt shingles above 3
rd

 story; flat roof. 

 

Built c. 1975. Non-contributing.  

 

44-46  5-story, 4-bay, brick vernacular building with storefront. Painted stone stoop 

with replacement iron railings; raised basement access with double-leaf metal doors at end bays; squared entrance 

openings; paneled and glazed wood door; glazed wood door; boarded transoms; flush wood storefront base; single-

light wood storefront windows; painted stone storefront pilasters and cornice; 9/9 wood windows at 1
st
 story; 6/6 

wood windows at 3
rd

 to 5
th

 stories, with exterior storm windows at 4
th

 and 5
th

 stories; fire escape at 2
nd

 to 5
th

 stories; 

stone lintels and sills; corbelled and denticulated brick cornice with wood cap; flat roof. 

 

North and south elevations: brick. 

 

Built c. 1852. Designated: 5 Apr 1973. Contributing. 

 

Documentation: FIS. 

 

48 3½ -story, 2-bay, scored stucco and cast-iron, Federal building with storefront. Granite 

stoop; squared entrance openings; two single-leaf glazed and paneled wood doors with single-light wood transoms; 

paneled wood storefront base; single-light wood storefront window with leaded glass transoms; roll-down grate at 1
st
 

story; cast-iron storefront pilasters; bracketed and modillioned wood storefront cornice; 1/1 replacement wood 

windows at 2
nd

 and 3
rd

 stories; stuccoed sills throughout; pressed metal cornice with end consoles and raised floral 

decoration; segmental arched dormer window opening with 1/1 replacement wood window; gable roof with asphalt 

shingles. 

 

Built c. 1794. Alterations: cast-iron storefront, 1850s; cornice, early 20
th

 century. Designated: 5 Apr 1973. 

Significant. 

 

Documentation: CT. 

 

50 2½-story, 2-bay, Flemish-bond brick, Colonial Revival building with storefront. Marble 

stoop; squared entrance opening at 1
st
 story with Colonial Revival pedimented door surround; single-leaf half-glazed 

and paneled replacement wood door with Gothick transom at 1
st
 story; paired 8-light wood casement windows with 

single-light transoms at 1
st
 story; double-leaf French wood doors with half-round single-light transoms at 2

nd
 story; 



painted stone beltcourse below 2
nd

-story windows; pressed metal cornice; 1/1 replacement vinyl window at 

pedimented dormer; gable roof with asphalt shingles.  

 

Built c. 1781. Alterations: Colonial Revival alterations to windows and doors, c. 1930. Designated: 5 Apr 1973. 

Significant.  

 

Documentation: CT. 

 

52 3-story, 3-bay, cast-iron Italianate building with storefront. Painted stone stoop; squared 

entrance openings; single-leaf replacement paneled and glazed wood door with fixed nine-light wood transom; 

double-leaf paneled wood door with leaded glass transom; multi-light replacement wood storefront window with 

leaded glass transom; brick panel storefront base; cast-iron storefront pilasters with Corinthian capitals and cornice 

with end consoles; paired 3-light wood casement windows with flattened-arch 2-light wood transoms at 2
nd

 story; 

paired 4-light wood casement windows with flattened-arch top lights at 3
rd

 story; cast-iron lintels and sills; cast-iron 

pilasters at 2
nd

 and 3
rd

 stories between bays; cast-iron cornices above 2
nd

 story and at roof line; flat roof. 

 

North elevation: brick. 

 

Built c. 1857. Designated: 5 Apr 1973. Contributing.  

 

Documentation: FIS; PHC files. 

 

54-58 See 301 Chestnut Street. 



N. 4
TH

 STREET – Unit Block 
 

 

Paving: Asphalt   

Curbs: 90% Granite; 10% Concrete 

Sidewalks: Concrete   

Light fixtures: Highway cobra 

 

1-7 See 399 Market Street. 

 

25 5-story, 3-bay, cast concrete, Modern building. Flagstone steps; squared entrance 

openings; single-leaf glazed aluminum door with single-light aluminum transom; grouped single-light aluminum 

windows on 1
st
 story; central single-light aluminum window at 1

st
 to 5

th
 stories; groups of 8 single-light aluminum 

windows with one operable awning-style window above metal panels throughout; flat roof. 

 

North elevation: 5-story, 7-bay, concrete; loading bay; squared entrance opening; double-leaf flush metal door; 

garage door; groups of 8 single-light aluminum windows with one operable awning-style window above metal 

panels throughout; flat roof. 

 

South elevation: 5-story, 7-bay, concrete; concrete steps and ramp with metal pipe railings; squared entrance 

opening; recessed central single-leaf glazed aluminum door with sidelights and transom; groups of 8 single-light 

aluminum windows with one operable awning-style window above metal panels; flat roof; landscaping with brick 

paving. 

 

Built 1970. Formerly the site of the John Sharp Stores by architects Button & Hoxie, 1852. Non-contributing. 

 

Documentation: Tatman and Moss. 

 
33-69 See 304 Arch Street. 

 
***************** 

 

30 See 121 N. Independence Mall East.  

 

36-76 See 400 Arch Street. 



N. 4
TH

 STREET – 100 Block 
 

 

Paving: Asphalt   

Curbs: Concrete 

Sidewalks: 70% Concrete; 30% Brick 

Light fixtures: Highway cobra 

 

 

101-115 (a.k.a. 335 Arch Street) ―Philadelphia Fire Department Engine 8 Ladder 2‖ 1-story, 3-

bay, brick with 1-story brick rear addition; 8-light aluminum windows in outer bays; 12-light aluminum window in 

center bay; cast stone cornice with aluminum cap. 

 

South elevation: 1-story, 4-bay, brick, Late Modern fire house. Concrete step; squared entrance opening; single-leaf 

flush metal door with small light; squared garage openings with roll-down metal doors; cast stone cornice with 

aluminum cap; flat roof; garden to the east with brick walkways, flagstone paving, grass, large brick fountain, and 

brick and wrought iron fence; small garden to the west with Granite block and brick walkways. 

 

East elevation: 1-story, 7-bay, brick; paired 3-light aluminum windows; cast stone cornice with aluminum cap. 

 

North elevation: 1-story, brick; squared entrance opening; single-leaf flush steel door with paneled sidelight and 

louvered transom; center projecting roof; 3-light aluminum windows; cast stone cornice with aluminum cap; parking 

lot with brick wall to the north. 

 

Built 1967-68 by the City of Philadelphia. Non-contributing. 

 

115-127 (a.k.a. 320-330 Cherry Street) 5-story, 6-bay, brown brick, Late Modern office building. 

Recessed entrance plaza at south; concrete steps and ramp with iron pipe railing; squared entrance openings; single-

leaf glazed aluminum doors with center light and single-light aluminum transom; two single-leaf flush metal doors 

at stair tower; groups of 4 single-light aluminum windows at street facade; groups of 3 single-light aluminum 

windows at recessed façade at south; cast stone sills; metal railing at cornice; flat roof. 

 

North elevation: 5-story, 3-bay, brown brick; squared entrance opening; single-leaf flush steel door; center 

projecting bay with glazed stair tower; groups of 5 single-light aluminum windows at outer bays; cast stone sills; 

metal railing at cornice. 

 

South elevation: 5-story, brown brick; groups of 5 single-light aluminum windows at recessed entrance plaza at 

west; cast stone sills; metal railing at cornice. 

 

East elevation: 5-story, 5-bay, brown brick; ramp to basement; roll down metal garage gate; groups of 4 single-light 

aluminum windows throughout; cast stone sills; metal railing at cornice. 

 

Built 1971. Non-contributing.  

 

129 (a.k.a. 337 Cherry Street) 3½-story, 2-bay, Flemish-bond brick, Federal building. Brick 

watertable; marble basement bulkhead with double-leaf wood door; 12/ 12 wood windows at 1
st
 to 3

rd
 stories; 6/6 

wood windows at pedimented dormers; paneled wood shutters at 1
st
 and 2

nd
 stories; wood sills; brick belt courses at 

1
st
 and 2

nd
 story; modillioned wood cornice; gable roof with asphalt shingles; brick chimney. 

 

South elevation: 3½-story, 6-bay, Flemish-bond brick with glazed headers; marble stoop; brick watertable; squared 

entrance opening; wood door surround; single-leaf 6-panel wood door with 4-light wood transom; wood basement 

window covers; 9/9 wood windows at west bays of 1
st
, 2

nd
, and 3

rd
 stories; 12/12 wood windows at east bay of 1

st
, 

2
nd

, and 3
rd

 stories; 6/6 wood windows at pediment; wood oculus window with keystones at pediment; paneled wood 

shutters at 1
st
 and 2

nd
 stories; wood sills; brick belt courses at 1

st
 and 2

nd
 stories; modillioned wood pediment. 

 



East elevation: 3-story, 1-bay, Flemish-bond brick; squared entrance opening; single-leaf 6-panel door with 5-light 

wood transom; belt courses continue; cornice continues. 

 

Built 1787 by German Lutheran Congregation, which owned the property until 1848. Alterations: building raised a 

story and flat roof added in the mid-19
th

 century; roof restored to original gable configuration in 1971. Designated: 

28 Sept 1965. Significant. 

 

Documentation: HABS; Webster; PHC files. 

 

131 3½-story, 2-bay, Flemish-bond brick, Georgian building. Marble step; marble basement 

bulkhead with double-leaf wood door; squared entrance opening; single-leaf 6-panel wood door with 4-light wood 

transom; 9/9 wood windows at 1
st
 and 2

nd
 stories; 6/6 wood windows at 3

rd
 story and pedimented dormer; painted 

sills; pent roof with wood shingles at 1
st
 story; paneled wood shutters at 1

st
 and 2

nd
 stories; brick belt courses at 2

nd
 

story; coved wood cornice; gable roof with asphalt shingles. 

 

East elevation: 3-story, painted CMU, rear ell; single-light wood windows at 1
st
 to 3

rd
 stories in main section; roof 

deck. 

 

North elevation: 3-story, painted CMU, rear ell; square entrance opening; single-leaf 6-panel wood door; pent eave 

with asphalt shingles; 8/8 wood windows at 2
nd

 and 3
rd

 stories. 

 

Built c. 1765. Owned by the German Lutheran Congregation until 1848. Alterations: Originally 2½ stories, raised to 

3½ stories in the mid-19
th

 century; commercial front added to 1
st
 story, mid-19

th 
century; restored in 1971. 

Designated: 28 Sept 1965. Significant. 

 

Documentation: HABS; Webster; PHC files. 

 

133 3-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building. Marble step; 

marble basement bulkhead with double-leaf wood door; squared entrance opening; single-leaf 6-panel wood door 

with 4-light wood transom; 9/9 wood window at 1
st
 and 2

nd
 stories; 6/6 wood windows at 3

rd
 story; painted sills; pent 

roof with wood shingles at 1
st
 and 2

nd
 stories; paneled wood shutters at 1

st
 and 2

nd
 stories; coved wood cornice; gable 

roof with asphalt shingles. 

 

East elevation: brick; bay window at 1
st
 story; 6/6 wood window at 2

nd
 story; 1/1 wood window at shed dormer; 

stucco chimney. 

 

Built c. 1745. Owned by the German Lutheran Congregation until 1848. Alterations: storefront added, mid-19
th

 

century; restored in 1971. Designated: 28 Sept 1965. Significant. 

 

Documentation: HABS; Webster; PHC files. 

 

135 3-story, 2-bay, Flemish-bond brick with glazed headers, Georgian building. Marble step; 

marble basement bulkhead with double-leaf wood door; squared entrance opening; single-leaf 6-panel wood door 

with 4-light wood transom; 9/9 wood windows at 1
st
 and 2

nd
 stories; 6/6 wood windows at 3

rd
 story; painted sills; 

pent roofs with wood shingles above 1
st
 and 2

nd
 stories; paneled wood shutters at 1

st
 and 2

nd
 stories; coved wood 

cornice; gable roof with asphalt shingles; brick chimney. 

 

East elevation: painted CMU rear ell with shed roof. 

 

South elevation: 2-story, painted stucco; squared entrance opening; single-leaf 6-panel wood door; pent eave with 

asphalt shingles over entrance; 6/6 wood window at 2
nd

 story. 

 

Built c. 1745. Owned by the German Lutheran Congregation until 1848. Alterations: storefront added, mid-19
th

 

century; restored in 1971. Designated: 28 Sept 1965. Significant. 

 

Documentation: HABS; Webster; PHC files. 



 

137 3½ -story, 2-bay, Flemish-bond brick, Georgian building. Marble steps; marble basement 

bulkhead with double-leaf wood door; squared entrance opening; single-leaf 6-panel wood door with 4-light wood 

transom; 9/9 wood window at 1
st
 story; 6/6 wood windows at 2

nd
, 3

rd
 stories and pedimented dormer; painted sills; 

pent roof with wood shingles; paneled wood shutters at 1
st
 and 2

nd
 stories; brick belt courses below 3

rd
 story 

windows; molded wood cornice; gable roof with asphalt shingles. 

 

East elevation: 3-story main building with 2-story, 2-bay, brick rear ell; single-leaf paneled and glazed wood door; 

6/6 wood window at 2
nd

 story. 

 

South elevation: painted stucco; 6/6 wood window and fixed 6-light wood window at 2
nd

 story. 

 

Built c. 1765. Owned by the German Lutheran Congregation until 1848. Alterations: storefront added, mid-19
th

 

century; restored in 1971. Designated: 28 Sept 1965. Significant. 

 

Documentation: HABS; Webster; PHC files. 

 

139 3-story, 2-bay, Flemish-bond brick, Georgian building. Painted brick at 2
nd

 and 3
rd

 

stories. Marble step; marble basement bulkhead opening with double-leaf wood door; squared entrance opening; 

single-leaf 6-panel wood door with 4-light wood transom; 9/9 wood windows throughout; marble sills; wood lintels; 

pent roof with wood shingles above 1
st
 story; paneled wood shutters at 1

st
 and 2

nd
 stories; molded wood cornice; 

gable roof with asphalt shingles. 

 

East elevation: 3-story main building with 2-story, 2-bay, brick rear ell; single-leaf paneled and glazed wood door; 

6/6 wood window at 2
nd

 and 3
rd

 stories. 

 

Built c. 1765. Alterations: building faced with running bond and raised one story, 1870s; reduced one story, low 

gable roof and pent eave added, 1971. Designated: 15 Sept 1969. Significant. 

 

141-143 4-story, 4-bay, Flemish-bond brick, Federal building with storefront. Concrete step; metal 

basement bulkhead with double-leaf metal door; squared entrance opening; double-leaf paneled wood door with 3-

light wood transom; brick storefront panel; fixed 24-light wood storefront window; fixed 16-light wood storefront 

window; wood storefront pilasters and cornice with copper cap; 6/6 wood windows at 2
nd

 to 4
th

 stories; paneled 

wood shutters at 2
nd

 to 4
th

 stories; marble sills; corbelled brick cornice; flat roof. 

 

North elevation: 4-story, stucco front building; brick rear building with brick infilled windows. 

 

Built c. 1780. Designated: 26 Apr 1966. Significant. 

 

141-143 Parking lot with asphalt and brick and wrought iron fence. 

 

151 3½ story, 2-bay, Flemish-bond brick with glazed headers, Georgian building. Marble 

stoop; marble basement bulkhead with double-leaf wood door; squared entrance opening; single-leaf 6-panel wood 

door with 4-light wood transom; 9/9 wood windows at 1
st
 and 2

nd
 stories; 6/6 wood windows at 3

rd
 story and 

pedimented dormer; pent roof with wood shingles above 1
st
 story; paneled wood shutters at 1

st
 story; brick belt 

courses above 2
nd

 story; wood sills; molded wood cornice; gable roof with asphalt shingles; brick chimney. 

 

South elevation: stucco main building with stucco and brick rear ell; squared entrance openings; double-leaf glazed 

wood door; single-leaf 6-panel wood door with storm door; 9/9 wood windows at 1
st
 and 2

nd
 stories; paneled wood 

shutters at 1
st
 and 2

nd
 stories; wood sills; wood cornice; brick chimneys at main building and rear ell.  

 

East elevation: brick; squared entrance opening; double-leaf paneled wood door with 8-light wood transom; 9/9 

wood windows at 1
st
 and 2

nd
 stories; 6/6 wood windows at 3

rd
 story; wood sills. 

 

Built c. 1760. Alterations: façade rebuilt, 1973. Designated: 28 Sept 1965. Significant. 

 



Documentation: BP. 

 

153 3½-story, 2-bay, Flemish-bond brick, Neo-Georgian building. Brick and marble steps 

with iron railing; squared entrance opening; single-leaf 6-panel wood door with 4-light wood transom; 9/9 wood 

window with exterior storm window at 1
st
 story; 9/9 wood windows at 2

nd
 story; 6/6 wood windows at 3

rd
 story and 

pedimented dormer; paneled wood shutters at 1
st
 story; pent eave with wood shingles above 1

st
 story; wood sills; 

molded wood cornice; gabled dormer; gable roof with asphalt shingles. 

 

East elevation: 3-story, 2-bay, brick rear ell; squared entrance opening; single-leaf 6-panel wood door with 4-light 

wood transom; pent eave with wood shingles over entrance; 9/9 wood windows at 2
nd

 story; 6/6 wood windows at 

3
rd

 story; wood sills. 

 

North elevation: 3½ main building and 3-story real ell; Flemish-bond brick; squared entrance opening; double-leaf 

wood door with 7-light transom; 9/9 wood windows with exterior storm windows at 1
st
 story; 9/9 wood windows at 

2
nd

 story; 6/6 wood windows at 3
rd

 story; paneled wood shutters at 1
st
 story; porch with wood posts and railings and 

asphalt shingles at rear ell; wood sills; wood cornice. 

 

Built 1973. Contributing. 

 

155-159 See 322-340 Race Street. 



N. 4
TH

 STREET – 200 Block 
 

 

Paving: Asphalt   

Curbs: 80% Granite; 20% Concrete 

Sidewalks: 90% Concrete; 10% Granite block   

Light fixtures: Highway cobra 

 

201-203 See 335-337 Race Street. 

 

205-209 ―Benjamin Shoemaker & Co. Store & Warehouse‖ 5-story, 6-bay and 3-bay, brick, 

Italianate buildings with storefronts. Concrete steps with wood railing; granite-clad basement story; squared 

entrance opening at basement level with single-leaf paneled and glazed wood door with sidelights; 1/1 wood 

windows with iron grates at the basement story; brick storefront panels; 1/1 wood storefront windows; cast-iron 

storefront pilasters and cornice; segmental arched window openings at 2
nd

 to 5
th

 stories; 4/4 wood windows at upper 

stories; exterior storm windows throughout; window openings infilled with brick in 2
nd

 bay from south at 2
nd

 to 5
th

 

stories; brownstone sills; brownstone belt course above 3
rd

 story; brick piers between bays at 2
nd

 to 5
th

 stories; 

corbelled brick cornices above 3
rd

 story and at roofline; flat roof; brick penthouse. 

 

Built c. 1870. Acquired by druggist Benjamin H. Shoemaker. Alterations: Two stories added by architect Addison 

Hutton for Shoemaker, 1902; street grade lowered for Benjamin Franklin Bridge, c. 1922. The three buildings at 

205-211 N. 4
th

 Street are listed as one property by BRT. Designated: 5 June 1980. Contributing. 

 

211 ―Benjamin Shoemaker & Co. Store & Warehouse‖ 5-story, 3-bay, brick, Italianate 

building with storefront. Granite-clad basement story; squared entrance opening with double-leaf glazed and paneled 

wood door with security gate at the basement story; 1/1 and 3/3 wood windows with security grates at the basement 

story; brick storefront panels; two paired 1/1 and one 2/2 wood storefront windows; cast-iron storefront pilasters and 

cornice; segmental arched window openings at 3
rd

 to 5
th

 stories; replacement 4/4 wood windows at upper stories; 

exterior storm windows throughout; brownstone sills; brownstone belt courses at 2
nd

-story lintels and 3
rd

-story sills; 

brick jack arch lintels 3
rd

 to 5
th

 stories; brick piers at 4
th

 and 5
th

 stories with corbelled brownstone belt course base 

and frieze; pressed metal cornice with dentils and pier capitals; flat roof. 

 

Built c. 1860. Acquired by druggist Benjamin H. Shoemaker. Alterations: Two stories added by architect Addison 

Hutton for Shoemaker, 1902; street grade lowered for Benjamin Franklin Bridge, c. 1922. The three buildings at 

205-211 N. 4
th

 Street are listed as one property by BRT. Designated: 5 June 1980. Contributing. 

 

213-217 (a.k.a. 324-340 Florist Street) 5-story, 6-bay, buff brick, vernacular building with 

storefront. Squared entrance openings; three single-leaf flush steel doors; painted stone storefront pilasters; brick 

storefront panels; fixed 12-light wood storefront windows with metal security grates; pent eave with asphalt shingles 

above 1
st
 story; replacement paired 6/6 aluminum windows at 2

nd
 story; replacement paired 8/8 aluminum windows 

at 3
rd

 to 6
th

 stories; cast stone lintels and sills; painted stone pilasters at 2
nd

 story; painted stone belt course between 

2
nd

 and 3
rd

 stories; corbelled denticulated brick cornice; flat roof. 

 

North elevation: 5-story, 7-bay, brick building; scored stucco at 1
st
 story; squared entrance opening; double-leaf 

flush steel door; pent eave with asphalt shingles; replacement 6/6 aluminum windows throughout; granite lintels and 

sills; fire escape. 6-story, 5-bay, brick extension to the east; squared entrance openings; double-leaf flush steel door; 

single-leaf glazed and paneled steel door with sidelight; replacement 6/6 aluminum windows throughout; some 

window openings infilled with brick at 1
st
 and 2

nd
 stories; window openings infilled with vents in west bay at 2

nd
 to 

5
th

 stories; corbelled brick cornice. 

 

East elevation: brick and stucco; replacement 1/1 wood windows at 5
th

 story; one window opening infilled with 

CMU; brick sills. 

 

Built c. 1840. Alterations: new façade, c. 1920; new doors, new aluminum windows, 1999. Designated: 31 Dec 

1984. Contributing. 

 



229-237 (a.k.a. 330 New Street) ―Old St. George‘s Methodist Episcopal Church‖ 3½-story, 3-bay, 

Flemish-bond brick, Georgian church. Granite and concrete wall; brick risers and flagstone tread steps with 

replacement aluminum railing; stucco base; brick watertable; squared entrance openings; double-leaf paneled wood 

doors; recessed brick niches with bronze plaques at 1
st
 story; 15/15 wood windows at 2

nd
 story; 10/10 wood 

windows at 3
rd

 story; lunette with plaque at gable; marble sills; brick piers at corners; marble dedication plaque in 

central spandrel; wood pedimented cornice; gable roof with asphalt shingles with flat roof behind. 

 

South elevation: Flemish-bond brick; granite, concrete, and brick foundation; squared entrance openings; single-leaf 

half-glazed wood door with single-light transom; single-leaf half-glazed wood door; single-leaf flush steel door in 

foundation at grade;15/15 wood windows at 2
nd

 story; 10/10 wood windows at 1
st
 and 3

rd 
stories; 9-light casement 

window with HVAC equipment; marble sills; wood cornice. 

 

North elevation: 3-story, 5-bay, Flemish-bond brick; squared entrance opening; replacement single-leaf half-glazed 

wood door with wood hood; 15/15 wood windows at 2
nd

 story; 10/10 wood windows at 1
st
 and 3

rd 
stories; marble 

sills; molded brick and wood cornice; granite wall with iron fence. 

 

East elevation: brick; 2-story projecting central bay with aluminum siding; 12/12 wood window at 1
st
 story; 10/10 

wood window at 2
nd

 story; double-leaf paneled wood doors at metal stairs with pipe railing; oculus window at gable 

infilled with vent.  

 

Built c. 1769 by carpenter-architect Robert Smith. Alterations: balconies added, 1792; N. 4
th

 Street lowered with the 

construction of the Benjamin Franklin Bridge in 1924, revealing foundation wall. St. George‘s is the world‘s oldest 

Methodist church in continuous service. Francis Asbury, the first Bishop of American Methodism, preached his first 

sermon in America here in 1771. Richard Allen, the founder of the African Methodist Episcopal Church, was 

licensed here as first Negro Methodist to preach in America. Designated: 26 June 1956 & 27 Oct 1959. Significant. 

 

Documentation: HABS; Webster. 

 

249 Parking lot. Non-contributing. 

 

***************** 

 

232 ―Bridge Maintenance Building‖ 1-story, 1-bay, granite, Beaux Arts building. Arched 

garage entrance with roll-down metal door. Built into bridge abutment. 

 

Built 1925 by Paul P. Cret, architect, for the Delaware River Port Authority. Contributing. 

 

246-260 (a.k.a. 245-253 N. Lawrence Street, 401-419 New Street) ―St. Augustine‘s Roman 

Catholic Church‖ 3-bay, brick, Mid 19
th

-Century Renaissance Revival church. Granite steps at north and south ends 

of elevation; granite steps with iron railing; limestone walls; limestone watertable; squared entrance opening with 

pedimented limestone door surround; double-leaf paneled wood door with transom composed of 6-light wood 

windows flanking 9-light center window; blind full arched recesses flanking entrance; marble plaque with Augustine 

seal and date; marble quoins at center bay; denticulated and modillioned pressed metal cornice; hipped standing 

seam metal roof. 

 

Steeple: brick steeple with marble quoins with fiberglass portion with engaged columns, denticulated cornice, and 

domed top; round wood windows at steeple base; louvered openings at middle level with segmental arched window 

hoods; louvered wood openings at top; painted stone surrounds; decorative urns at corners; round clock faces at 

domed top; cross at apex of steeple. 

 

South elevation: 2-story, 5-bay, brick; limestone wall with areas of iron railing; squared entrance opening at grade; 

squared entrance opening at 1
st
 story; double-leaf paneled wood door with paired multi-light wood transom; 

limestone door surround; single-leaf paneled wood door with single-light wood transom and iron grate; segmental 

arched window openings at 1
st
 story; full arched window openings at 2

nd
 story; painted stone window surrounds with 

stained glass wood windows throughout; front façade cornice wraps onto east bay; denticulated brick cornice; 35 

marble burial vaults and marble paving; landscaped garden with brick paving, statuary, and large bell.  



 

North elevation: 2-story, 5-bay, brick; concrete steps; squared entrance openings; double-leaf paneled wood door; 

double-leaf paneled wood door with multi-light wood transom; limestone door surround; segmental arched window 

openings at 1
st
 story; full arched window openings at 2

nd
 story; painted stone window surrounds with stained glass 

wood windows throughout; front façade cornice wraps onto east bay; denticulated brick cornice. 

 

West elevation: 3-story, brick extension; infilled basement window; fixed 4-light aluminum window with security 

grate at 1
st
 story; coupled 6/6 wood windows with storm windows at 2

nd
 story; jalousie window at 3

rd
 story; painted 

stone lintels and sills at 1
st
 and 3

rd
 stories; brick lintel and sill at 2

nd
 story; molded brick and wood cornice; limestone 

wall with iron fence. 

 

Built 1847-1848, by Napoleon LeBrun, architect, and William Moroney, supervisor. Alterations: steeple added 1867 

by Edwin F. Durang, architect; main entrance altered when street was lowered for the construction of the Benjamin 

Franklin Bridge, 1924; steeple replaced, 1996. Designated: 6 July 1978. Significant. 

 

Documentation: HABS; Webster. 



N. 4
TH

 STREET – 300 Block 
 

 

Paving: Asphalt   

Curbs: 50% Granite; 50% Concrete 

Sidewalks: Concrete   

Light fixtures: Highway cobra 

 

 

301-317 See 319 Vine Street. 



S. 4
TH

 STREET – Unit Block 
 

 

Paving: Asphalt   

Curbs: Concrete 

Sidewalks: Concrete   

Light fixtures: Highway cobra 

 

1-19 See 330 Market Street. 

 

27-41 4-story, granite-clad, Modern office building. Cantilevered upper stories supported by 

granite columns; recessed entrance area with squared entrance openings; roll-down security grate across lower 

stories; double-leaf glazed aluminum door with glazed sidelights and transom; framed aluminum ribbon windows 

throughout; flat roof. 

 

North elevation: 4-story with 1-story extension at rear; granite ramp to underground parking area; fixed vertical 

aluminum window at 1
st
 and 2

nd
 stories; glass block windows at upper stories; pipe railing at rear extension roof 

deck. 

 

 

Built 1980 by Paul Segal Associates, architects, for the International Ladies Garment Workers‘ Union. Non-

contributing. 

 

45-51 See 325-341 Chestnut Street. 

 

*************** 

 

2-18 See 400 Market Street. 

 

20-40 See 111 S. Independence East Mall. 

 

42-48 See 400 Ranstead Street 

 

50 See 401 Chestnut Street.   



N. 5
TH

 STREET – 200 Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: Concrete 

Light fixtures: Highway cobra 

 

 

243 Vacant lot. Non-contributing. 

 

243R Vacant lot. Non-contributing. 

 

245 Vacant lot. Non-contributing. 

 

247 Vacant lot. Non-contributing. 

 

249 Vacant lot. Non-contributing. 

 

251 Vacant lot. Non-contributing. 

 

253 Vacant lot. Non-contributing. 

 

255 Vacant lot. Non-contributing. 

 

255-257R Vacant lot. Non-contributing. 

 

257 Vacant lot. Non-contributing. 

 

259 Vacant lot. Non-contributing. 

 

261 Vacant lot. Non-contributing. 

 

263 Vacant lot. Non-contributing. 



N. 5
TH

 STREET – 300 Block 
 

 

Paving: Granite block island; asphalt   

Curbs: Granite 

Sidewalks: Concrete 

Light fixtures: Highway cobra 

 

 

301 See 429 Vine Street. 

 

311 See 418 Wood Street. 

 

***************** 

 

300-302 See 501-519 Vine Street. 

 

308 Parking lot. Non-contributing. 

 

310-318 (a.k.a. 500-502 Wood Street) Parking lot. Non-contributing. 

 



S. 5
TH

 STREET – Unit Block 
 

 

Paving: Asphalt   

Curbs: Granite 

Sidewalks: Concrete   

Light fixtures: Highway cobra 

 

 
1-9 See 101-104 S. Independence East Mall.   

 

11-21 See 111 S. Independence East Mall. 

 

55 See 433-441 Chestnut Street. 

 


