
Address:
1735 Market St, Ste 130
Philadelphia, PA 19103

MEMBER

THE UPS STORE

Illuminated Blade Sign

Existing Sign Proposed Sign (*to be installed at least 14' from grade post light fixture removal)

Total SQ.FT. 5.1 SQ FT

Mounting Plate Detail
1/4" Thick Aluminum plate 
with staggered holes to be
screwed to aluminum reveal.
Plate to be welded to aluminum
support arm.
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1/4"Th Aluminum
Mounting Plate

LED Power Supply
within support arm

White LED Modules

1/4"Th Aluminum Faces

White Down-Lit
LED Modules

1/8"th Translucent 
Acrylic Lens

Routed Push
Through Acrylic

Aluminum Support
Arm channeling
existing power conduit

EXISTING CONDUIT AND J-BOX - SIGNAGE
VIF - CONFIRM COMPATIBILITY

VIF TO CONFIRM DIMENSION
OF EXISTING J-BOX OPENING IN STONE PANEL

ALUMINUM LED FIXTURE HOUSING
WITH FINISH TO MATCH ADJANCENT
ALUMINUM PLATE

PROVIDE STAMPED CALCULATIONS FOR
SIGNAGE ATTACHMENT BY LICENSED 

STRUCTURAL ENGINEER IN THE STATE OF PA

EXISTING STONE CLADDING 
EXTERIOR RATED LED EDGE LIGHT SOURCE.
SELECT LED SYSTEM
TO MATCH LIGHT LEVELS AT GRADE FROM
EXISITING LIGHT FIXTURE.

1/4" ALUMINUM FACES WELDED
TO .090 ALUMINUM FRAME

1/8" THICK TRANSLUCENT
ACRYLIC LENS TO COVER
DOWN-LIT LED MODULES
(3/8" THICK ON TOP OF SIGN)

*NO COVER NEEDED AS STAGGERED
SCREWS WILL BE HIDDEN WITHIN
BLADE SIGN FRAME

Custom D/F Illuminated Blade Sign
1" = 1'

- 26 1/2"W x 24"H x 3 1/2"D internally-illuminated Aluminum housing with flush
routed push through acrylic logo on 1/4" thick aluminum faces.

- 25-1/2"W x 23-1/2"H X 3" Aluminum Frame to have opening cut in bottom for
1/8" thick Translucent Acrylic Lens for bright LED down lighting on sidewalk.

- Aluminum Frame to have opening cut in top for 3/8" thick Translucent Acrylic
Lens to create partial illumination from top of sign.

- Blade sign to have 2 1/4"W x 22 1/2"H x 3" D reveal welded to frame and
screwed to 1/4" thick aluminum mounting plate with necessary hardware.
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BOTTOM OF 1/8" TRANSLUCENT
ACRYLIC LENS TREATED TO
EVENLY DISBURSE LIGHT
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Proposed Sign (Nighttime view
with down-lit illumination and
partial top illumination)

3/8"th Translucent 
Acrylic Lens

Staggered Screws
hidden within frame






